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PREFACE  TO  THE  SECOND  EDITION. 

The  publishers  say  a  preface  is  necessary;  otherwise  this  would 
not  have  been  written,  for  the  first  chapter  is  essentially  an  ex- 
tended preface. 

In  1893  a  report  was  made  to  the  Trustees  of  a  small  town  in 
California,  on  matters  pertaining  to  municipal  improvements,  by 
the  author,  who  then  held  the  dual  position  of  Town  Engineer  and 
Street  Superintendent,  incidentally  serving  also  as  Engineer  for 
the  local  Board  of  Health.  Titles  were  cheaper  than  fees  and  the 
average  Councilman  thinks  titles  have  a  charm  for  engineers.  In 
1894  the  articles  were  collected  in  pamphlet  form  under  the  name 
of  "Public  Works,  A  Treatise  on  Subjects  of  Interest  to  Municipal 
Officials."  The  book  was  nicely  received  and  some  of  the  reviews 
were  almost  a  reprint;  not  a  difficult  thing  in  view  of  the  few  pages 
it  contained. 

In  1900  it  was  entirely  re-written  and  the  number  of  pages 
multiplied  by  three.  This  second  edition  also  had  a  flattering  sale. 
As  the  first  had  been  purchased  largely  by  engineers,  the  second 
edition  was  more  of  an  engineer's  book  and  the  title  was  modestly 
changed  to  read  "Municipal  Public  Works,  An  Elementary  Manual 
of  Municipal  Engineering."  That  title  might  have  been  retained 
had  not  Mr.  Whinery  in  1903  brought  out  his  book,  "Municipal 
Public  Works,"  intended  solely  for  the  non-technical  reader. 

In  1906  the  first  edition  of  the  present  book  appeared.  It  was 
essentially  the  pamphlet  of  fifteen  years  ago;  the  same  book  grown 
up.  It  aimed  to  fill  a  want  experienced  by  all  engineers  on  first 
taking  up  the  duties  of  city  or  town  engineer.  So  far  as  the  author 
could  ascertain,  there  was  then  no  book  to  be  had  covering  the 
ground.  How  well  it  met  the  need  has  seemingly  been  evidenced 
by  the  number  of  appreciative  letters  received  by  the  author.  It  has 
made  him  grateful  and  humble.  It  has  also  fired  his  ambition  to  do 
better  some  day. 

The  first  edition  of  "Engineering  Work  in  Towns  and  Cities" 
was  really  two  books.     Each  subject  was  treated  in  separate  chap- 
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ters  in  a  manner  intended  to  be  of  interest  to  non-technical  readers. 
In  the  last  part  of  the  book  the  same  subjects  were  treated  technic- 
ally in  the  same  order.  Thus  it  was  possible  for  engineers  and  their 
official  superiors  to  get  enjoyment  and  profit  from  the  same  work. 

In  this  present  edition  the  arrangement  has  been  changed  so  that 
each  subject  is  practically  complete  for  all  classes  of  readers  in  the 
chapter  devoted  to  it.  Errors  where  found  have  been  corrected. 
Some  new  matter  has  been  added  and  the  section  on  Reinforced  Con- 
crete has  been  entirely  re-written.  The  Index  has  also  been  care- 
fully prepared  as  befits  a  work  intended  to  be  a  hand  book. 

To  the  younger  members  of  the  profession  the  author  would 
commend  a  careful  stucfy  of  the  following  sage  remark  of  Bacon, 
which  has  always  held  a  charm  for  him  hard  to  express: 

"I  hold  every  man  a  debtor  to  his  profession;  from  the  which, 
as  men  of  course  do  seek  to  receive  countenance  and  profit,  so 
ought  they  of  duty  to  endeavor  themselves  by  way  of  amends  to  be 
a  help  and  ornament  thereof." 

The  Author. 

Chicago,  111.,  Sept.  15,  1908. 
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he  has  received.  To  make  a  separate  acknowledgment  in  each 
case  would  require  too  many  small  type  notes.  The  publishers  do 
not  like  the  expense,  the  printers  hate  them  and  readers  cordially 
detest  them.  Besides,  so  much  of  the  information  is  common 
knowledge  it  would  be  difficult  and  will  nigh  impossible  to  know 
whom  to  credit.     In  a  few  cases  acknowledgment  has  been  made. 

Not  all  the  matter,  however,  is  reprint.  Much  of  it  is  the 
accumulation  of  many  years'  experience  in  this  kind  of  work.  It 
is  believed  some  is  here  printed  for  the  first  time,  as  it  has  been 
picked  up  in  the  field,  over  the  drawing  board,  at  engineers'  con- 
ventions, and  in  conversation  with  experienced  and  practical  men. 
Perhaps  it  has  all  been  printed  before.  If  so  it  is  in  widely  scat- 
tered publications  and  therefore  not  accessible  to  the  majority  of 
engineers.  The  author  is  not  claiming  originality  for  all  that 
appears  in  these  pages.  He  simply  has  tried  to  put  in  convenient 
form  some  odds  and  ends  of  professional  knowledge  which  may 
be  appreciated  by  the  men  whom  it  will  benefit. 

It  may  be  inferred  from  the  residence  of  the  writer  that 
the  work  is  simply  compiled  and  that  his  knowledge  of  conditions 
in  small  towns  is  second  hand.  For  over  five  years  he  served  as 
town  engineer,  street  superintendent  and  member  of  the  Board 
of  Health  in  a  far  western  city  of  less  than  two  thousand  inhab- 
itants. For  two  years  he  served  as  city  engineer,  street  commis- 
sioner and  building  inspector  in  another  western  city  of  nearly 
three  thousand  inhabitants.  In  the  West  (the  real  West  of  today) 
a  place  of  two  thousand  can  be  compared  with  places  of  six  thou- 
sand in  the  eastern  States,  and  a  place  of  three  thousand  with  one 
of  eight  to  twelve  thousand  in  the  East,  so  far  as  the  class,  char- 
acter and  amount  of  work  is  concerned.  In  his  consulting  and 
contracting  experience  the  writer  has  had  much  to  do  with  towns 
and  cittes  ranging  from  five  hundred  inhabitants  to  many  thou- 
sands. This  book,  therefore,  does  not  contain  simply  impressions 
of  an  engineer  from  a  large  city.  When  he  tells  how  to  drain 
a  street  he  does  it  because  he  has  been  out  in  rubber  coat  and 
boots  in  storms  showing  "dagos"  how  to  take  care  of  the  water. 
When  he  tells  how  to  stake  out  work  it  is  a  description  of  methods 
he  has  used  and   found  good. 

Such  an  introduction  the  author  feels  is  due  his  readers.  To- 
day there  are  many  books  compiled  in  libraries  by  men  of  little 
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THE  CITY  ENGINEER   AND   HIS   DUTIES. 


This  book  is  written  for  two  classes  of  officials  in  towns  and 
cities  having  a  population  of  less  than  twenty  thousand  inhabitants 
and   it  may  be  found  useful  in  some  larger  places. 

Elected  officials  and  those  who  have  had  no  technical  educa- 
tion belong  to  the  first  class.  They  come  into  intimate  relations 
with  men  who  have  charge  of  engineering  work,  are  interested  in  it, 
oftentimes  direct  it  and  therefore  may  be  benefited  by  reading 
this   book. 

The  second  class  is  composed  of  engineers  and  surveyors  hold- 
ing the  position  of  town  or  city  engineer.  Especially  those  with 
little  or  no  previous  experience  in  municipal  engineering. 

To  meet  the  requirements  of  the  two  classes  the  book  has 
been  divided.  Both  will  appreciate  the  chapters  preceding  those 
on  office  work.  The  chapter  on  bibliography  and  that  on  the  fil- 
ing of  fragmentary  literature  will  likewise  interest  both.  So,  it 
is  believed,  will  the  appendices. 

The  chapters  on  field  and  office  work  and  engineering  data 
are  intended  solely  tor  engineers.  The  non-technical  reader  will 
hardly  appreciate  them. 

It  is  hoped  the  plan  will  be  successful.  In  larger  cities  engi- 
neers have  other  sources  of  information  and  this  book  will  hardly 
interest  them.  The  writer  hopes  that  for  places  having  less  than 
ten  thousand  inhabitants  this  book  will  be  a  satisfactory  manual  of 
municipal  engineering. 

The  sources  of  information  available  to  men  in  larger  cities 
and  which  it  is  hoped  every  engineer  will  at  some  time  or  other 
consult,  are  given  in  the  chapter  on  bibliography.  The  books  and 
periodicals  there  mentioned  have  all  been  freely  drawn  upon  by 
the  author  who  takes  this  means  of  acknowledging  the  assistance 
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tent  to  remain  in  the  small  place  and  grow  up  with  it  the  town 
will  be  the  gainer  by  keeping  such  a  man  as  long  as  he  is  content. 
As  he  is  well  educated  and  up  to  date  he  must  be  paid  properly 
and  treated  with  consideration  to  keep  him  contented  while  his 
classmates  are  winning  success  in  larger  fields. 

While  the  engineers  honored  with  appointments  as  engineers 
in  the  small  places  have  been  above  graded  by  their  educational 
opportunities  and  natural  inclinations  toward  study  they  can,  in 
each  grade,  be  classified  like  all  men  into  ranks  ranging  from  very 
wise  men  down  to  something  a  degree  worse  than  a  plain  fool. 
But  if  occasionally  a  town  picks  up  one  of  the  latter  the  whole 
profession  should  not  be  judged  by  him. 

It  is  assumed  the  councilmen  will  realize  the  importance  of 
having  a  good  man  in  the  position  and  make  careful  selection. 
Unfortunately  this  is  not  always  the  case.  It  is  usually  customary 
to  fix  the  pay  a  little  lower  even  than  a  second  rate  "land  butcher" 
would  take  and  then  hunt  for  an  engineer  to  accept  it.  That 
men  can  be  found  to  accept  such  pay  and  the  treatment  so  often 
associated  with  poor  pay,  should  not  militate  against  engineers  in 
general,   but   it   does. 

One  important  fact  seems  to  be  forgotten.  The  engineer  is 
in  this  line  of  work  to  stay.  It  is  his  means  of  livelihood.  If 
given  the  least  encouragement  he  will  apply  himself  to  study  and 
research  and  as  the  years  go  by  his  value  can  not  be  estimated. 
His  death  or  removal  will  be  little  short  of  a  public  calamity. 

The  councilman  on  the  other  hand  is  elected  for  a  short  term. 
He  may,  or  may  not,  be  re-elected.  After  he  returns  to  private 
life  he  loses  interest  in  the  engineering  work  and  after  awhile 
forgets  all  he  ever  learned  in  his  brief  tempestuous  term  as  a 
city  father.  Under  such  circumstances  his  interest  in  the  best  good 
for  the  people  who  elected  him  should  lead  him  to  be  careful  in 
selecting  the  engineer.  When  he  does  select  a  good  one  he  should 
treat  him  at  least  as  considerately  as  he  does  the  town  attorney, 
whose  word  is  law — and  occasionally  poor  law. 

The  attitude  of  the  average  councilman  toward  the  average 
engineer  was  shown  when  a  national  organization  of  public  works 
officials  was  started  a  few  years  ago.  One  elected  official  fought 
against  admitting  engineers  to  membership.  "They  are  our  serv- 
ants/' he   said,   "and  we   do   not  want  them   arguing  with   us  in 
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open  meetings."  His  position  was  supported  by  many,  but  the 
engineers  won  out  and  were  admitted.  Today  the  membership  is 
almost  entirely  of  engineers.  The  elected  officials  are  such  a  short 
time  in  the  work  that  they  do  not  feel  like  joining  the  society. 

An   English  councilman  said:     "Our  surveyor  is  a   man  with 
very  big  ideas;  he  is  always  bringing  forward  some  large  scheme 
just    as    though   he   must    do    it   to   justify   his    occupation    here." 
(Goodrich,  "Disposal  of  Town's  Refuse.") 

The  remark  has  a  pathetic  ring  to  it.  The  town  had  an  en- 
ergetic and  ambitious  man  who  rushed  with  enthusiasm  into  his 
work  and  was  checked  by  the  complacent  and  tolerant  air  of  his 
superior  officers. 

There  is  another  side  to  this.  An  engineer  is  seldom  tactful. 
So  much  of  his  work  can  be  approached  in  a  direct  manner  he  is 
apt  to  be  impatient  when  questions  of  policy  come  up.  There  are 
two  ways  of  getting  results  in  mathematical  operations.  The  only 
proper  way  is  to  figure  correctly  and  the  result  proves  itself.  Some- 
times an  engineer  has  been  known  to  make  a  result  come  to 
where  it  should  by  a  process  known  as  "fudging."  That  is,  he 
starts  from  the  answer  and  with  the  assumed,  or  actual,  conditions 
works  to  it  by  short  cuts  and  empirical  rules  to  save  time  and 
trouble.  While  the  same  result,  or  at  least  a  satisfactory  result, 
may  be  obtained,  it  is  not  workmanlike.  It  is  therefore  in  the 
code  to  do  everything  right  and  in  the  most  direct  and  accurate 
manner    possible. 

The  city  father,  on  the  other  hand,  has  to  answer  to  his  con- 
stituents and  must  evade  objections  of  men  in  the  council  whose 
constituents  represent  interests  opposed  to  his  own.  Policy  must 
govern  nearly  all  he  does.  He  has  to  plan  ahead  and  can  often 
see  a  point  the  engineer  fails  to  see.  Policy  forbids  him  taking 
the  engineer  into  his  confidence.  To  a  man  who  has  some  interest 
to  forward  and  who  is  unable  to  pursue  direct  methods  it  is  the 
extreme  of  exasperation  to  run  up  against  a  "rule  of  three  idiot," 
as  the  writer  heard  a  young  engineer  designated  in  one  place  where 
he    was    called   into  consultation. 

Therefore  it  is  that  many  councilmen  in  the  smaller  places 
wish  as  an  engineer  a  man  who  will  really  be  the  surveyor  to  the 
council.  His  duty  is  to  set  stakes  where  ordered,  in  the  manner 
ordered  and  not  until  ordered.     If  they  can  get  such  a  man  they 


6  FXGIXKERIXG   WORK. 

take  delight  in  ordering  him  around  and  they  disparage  all  engi- 
neers because  of  the  example  in  their  own  place. 

When  a  real  engineer  is  placed  in  such  a  position  there  is 
a  great  deal  of  unnecessary  friction.  In  addition  to  this  the  aver- 
age property  owner  seldom  likes  an  engineer.  He  is  considered 
to  be  an  unnecessary  expense  and  it  has  been  seriously  proposed 
in  many  places  to  drop  engineers  altogether  and  let  contracts  to 
men  who  will  set  their  own  stakes  and  work  on  honor.  The  places 
that  have  tried  it  never  seemed  satisfied. 

Why  employ  an  engineer?  Engineering  News  once  said,  "The 
fact  that  a  competent  engineer  can  make  a  little  money  go  much 
farther  than  it  would  go  without  his  advice  and  aid  is  one  which 
the  general  public  is  slow  to  comprehend.  The  average  man  con- 
gratulates himself  upon  the  dollars  he  saves  by  dispensing  with 
an  engineer's  services  and  knows  nothing  of  the  dollars  lost  in 
exorbitant  prices  or  in  work  poorly  executed." 

Boswell  says,  "The  true,  strong  and  sound  mind  is  the  mind 
that  can  embrace  equally  great  things  and  small."  The  giving  in 
once  in  a  while  to  the  opinion  of  a  competent  engineer  is  one  of 
the  small  things  that  will  really  be  a  great  thing  for  the  city  in 
after  years.  To  have  things  started  well  is  half  the  work.  A 
cheap,  incompetent  man  means  untold  expense  in  the  future.  A 
good  man  may  mean  that  the  city  will  always  have  pride  in  its 
appearance  and  in  the  character,  with  resulting  economy,  of  its 
public  work. 

"Before  a  man  can  speak  on  any  subject  it  is  necessary  to  be 
acquainted  with  it,"  says  Locke.  A  councilman  can  hardly  get  a 
thorough  knowledge  of  municipal  engineering  between  the  date 
of  his  nomination  and  election  so  it  is  hardly  seemly  for  him  to 
give  too  full  instructions  to  the  engineer.  If  the  engineer  is  not 
competent  then  the  councilmen  appointing  him  fail  in  their  duty 
to  the  people  whose  affairs  they  administer. 

Use  care  in  selecting  the  engineer.  Pay  him  as  much  as  the 
town  can  afford  and  do  not  pay  less  than  the  rates  current  for 
such  work  in  the  vicinity.  Deal  with  him  as  if  he  knew  his  busi- 
ness. If  he  shows  himself  incompetent  fire  him.  If  intelligent 
but  merely  lacking  in  tact  let  some  one  finish  his  education  in 
policy.  The  policy  of  the  councilman  looks  oftentimes  to  the 
engineer   like   "fudging."     If  he   can   be    shown   that   it   is   simply 
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another  process  for  attaining  a  right  end  and  is  not  wrong  he  will 
be  all  right  An  engineer  is  a  creature  of  mathematics  and  com- 
mon sense.  If  he  is  strong  on  mathematics  and  shy  on  common 
sense  he  is  a  poor  engineer.  But  he  must  have  tnough  mathe- 
matics to  get  correct  results. 

Much  of  the  trouble — and  the  writer  has  found  no  place  free 
from  it — comes  from  an  indefinite  understanding  of  the  duties  of 
the  engineer.  The  following  ordinance  is  recommended  as  being 
now  in  satisfactory  use : 

ORDINANCE  NO 


* 


An  Ordinance  Creating  the  Position  of  City  t 

Engineer  and  Denning  his  Duties  and  Fixing 
the  Compensation  of  Himself  and  Assistants. 

The  Common  Council  of does  ordain 

as   follows: 

Section  1. — That  the  position  of  City  Engi- 
neer is   hereby   created   in  the    ,   who 

shall  be  appointed  on of  each  year  and 

hold  office  for  one  year  from  the  date  of  his  ap- 
pointment, or  until  his  successor  is  appointed  and 
qualifies,  unless  he  is  sooner  removed  for  cause 
or  by  reason  of  abolishment  of  the  office  by  ordi- 
nance. 

Section  2. — He  shall  be  a  Civil  Engineer  of 
not  less  than  five  years'  practical  experience  as 
such,  and  if  a  graduate  of  the  State  University, 
or  of  some  technical  school  of  equal  grade,  in 
the  civil  engineering  course,  his  course  of  study 
shall  count  as  two  years'  practical  experience. 
A  Land  Surveyor  of  not  less  than  five  years' 
practical  experience  as  such,  but  with  less  than 
two  years'  experience  in  engineering  surveys  and 
construction  work,  shall  be  eligible  for  appoint- 
ment provided  he  graduates  in  municipal  engi- 
neering from  a  correspondence  school.  ' 

Section  3. — The  City  Engineer  shall  make  all 
the  surveys,  maps,  profiles,  estimates  of  cost  for 
improvements,  and  plans  for  public  improvements 
ordered  by  the  City  Council,  set  all  grade  and  line 
stakes  for  such  work,  supervise  the  repairs  on 
streets,  the  repairs  and  cleaning  of  sewers,  pre- 
pare all  specifications  for  public  work  when  so 
ordered,  see  that  the  building  and  plumbing  ordi- 
nances and  regulations  are  enforced  and  generally 
do  all  work  that  may  be  required  by  the  Council 
of  a  civil  engineer  in  connection  with  public  im- 
provements. 
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Section  4.- -Me  shall  preserve  monuments  and 
bench  marks  and  establish  new  ones  when  nec- 
essary, upon  orders  from  the  Council,  properly 
describing  and  recording  the  descriptions  in  rec- 
ord books  and  on  plats. 

Section  5, — He  shall  make  suitable  records 
in  books  and  on  plats,  said  records  to  be  so  com- 
plete that  any  competent  engineer  can  from  them 
and  bv  their  means  retrace  and  check  all  work 
done  by  him.  Said  records  to  be  and  remain 
the  property  of  the  city  and  be  turned  over  to 
his  successor  in  office  and  a  certified  list  of  same 
be  given  to  the  City  Clerk  at  the  same  time. 
Before  any  bills  for  work  done  by  the  City  En- 
gineer will  be  allowed  the  City  Gerk  must  certify 
that  the  proper  entries  have  been  made  in  the 
record  book  for  said  work. 

Section  6. — lie  shall  prepare  alt  ordinances 
that  require  phraseology  of  a  technical  nature 
for  the  doing  of  work  under  his  direction  or  to 
describe  work  done  and  give  same  to  the  City 
Attorney  to  put  into  legal  form. 

Section  ?. — The  compensation  of  the  City 
Engineer  shall  be   

He  shall  furnish  his  own  office  and  all  instru- 
ments, tapes  ami  tools  required  and  pay  for  re- 
pairs on  same.  The  city  shall  pay  for  all  papers* 
books  and  stationery  actually  used  by  him  upon 
Hie  city   work. 

Section  S. — He  shall  be  free  to  select  his 
own  assistants  and  shall  be  held  responsible  for 
their  work.  No  assistants  can  be  appointed  with- 
out an  order  from  the  Council  and  the  compen- 
sation shall  be  fixed  in  »d  order. 

Section  9. — Nothing  in  this  ordinance  4ial! 
operate  to  interfere  with,  or  abridge,  the  right 
of  the  city  to  employ  designing  and  consulting 
engineers  and  architects  for  special  work  or  to 
advise  with  the  City  Engineer  and  supervise  work 
he  is  in  charge  of,  whenever  the  Council  deems 
it  for  the  best  interests  of  the  city  to  employ  said 
specialists  in  certain  classes  or  kinds  of  work. 

Section  to. — This  ordinance  shall  take  effect 
and  be  in  force  on  and  after 

Tt  may  he   taken    for   granted   that   a  consulting   engineer  will 

he    needed    occasionally.      Sometime*    the    city    engineer    asks    for 

one.     This  seldom   happens,   however,    for  a  confession  of   inoom- 
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potency  is  often  thought  to  be  implied  when  an  engineer  makes 
such  a  request.  Why  this  is  so  is  one  of  the  things  no  man  can 
explain.  It  is  common  for  physicians  and  surgeons  to  call  in  spe- 
cialists for  consultation.  No  important  case  goes  into  court  with- 
out an  imposing  array  of  counsel.  The  engineer,  alone,  is  discred- 
ited if  he  asks  for  the  advice  of  a  more  experienced  man  at  the 
expense  of  his  employers.  No  objection  is  made  if  he  pays  the 
bill  out  of  his  own  pocket. 

When  selecting  an  engineer  for  special  work  the  city  engineer 
is  generally  able  to  recommend  a  man.  It  is  assumed  here  that 
if  the  city  engineer  is  worth  his  salt  he  will  be  a  member  of  some 
of  the  local,  or  state,  or  national  engineering  societies  and  be  a 
subscriber  to  one  or  more  of  the  good  technical  papers  or  maga- 
zines. He  will  then  be  in  a  position  to  know  the  names  and  standr 
ing  of  the  leading  specialists. 

Avoid  selecting  men  employed  by  large  corporations  having 
interests  in  the  vicinity,  even  if  they  do  the  work  cheaply,  or  donate 
their    services. 

It  is  not  always  wise  to  employ  a  man  representing  patented 
or  special  articles.  An  unbiased  man  may  recommend  those  very 
things,  but  it  is  better  so  than  to  have  a  man  do  it  who  is  finan- 
cially  interested. 

Some  men  may  object  that  the  foregoing  ordinance  gives  too 
much  to  one  man.  Every  man  of  common  sense  knows  that  few 
towns  pay  a  street  commissioner  enough  to  live  on;  hence  he  must 
neglect  the  public  work  while  he  makes  enough  on  the  side  to 
support  his  family.  In  many  small  places  he  owns  teams  and 
numerous  relations  are  carried  On  the  pay  roll  as  drivers  of  the 
teams.  The  small  pay  never  attracts  good  men  and  none  of 
them  know  anything  more  about  the  street  work  than  they  pick 
up  by  themselves.  Reading  a  book  or  paper  to  learn  what  others 
have  done  never  enters  their  mind. 

The  fees  of  the  building  and  plumbing  inspector  seldom  amount 
to  as  much  as  a  good  man  can  earn  by  working  for  wages  so  good 
men  seldom  fill  the  position  and  the  inspection  is  a  farce. 

Sewers  are  never  cleaned.  When  plugged  the  obstruction  is 
moved.     That  is  all.     The  cost  in  the  aggregate  is  high. 

There  is  seldom  enough  surveying  to  pay  a  good  man  to  give 
the  records  much  attention.     In  fact  it  as  often  a  loss  for  a  man 
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to  hold  the  position,  but  he  takes  it  to  prevent  too  severe  compe- 
titioni 

The  positions  can  all  be  combined  and  held  by  one  good  man, 
whose  heart  will  be  in  his  work;  for  the  city  can  pay  one  good 
salary  that  will  be  less  than  the  aggregate  of  several  small  ones 
paid  to  men  who  do  not  earn  them.  The  engineer  will  then  have 
some  incentive  to  make  a  record  and  win  the  respect  of  the  people. 


CHAPTER  II. 


ROADS  AND  STREETS. 


There  are  no  set  rules  to  follow  in  establishing  grades  and 
improving  streets.  The  streets  are  to  look  well,  are  to  serve  as 
avenues  of  travel  and  are  spaces  in  which  the  public  may  lay  drains 
and  conduits.  They  are  to  be  improved  at  the  lowest  possible  cost 
to  attain  these  ends.  All  other  considerations  are  matters  of  detail. 
In  the  work  of  improving  streets  experience  counts  for  much  and 
a  knowledge  of  what  others  have  done  is  helpful. 

When  grade  is  mentioned  it  is  generally  the  longitudinal  slope 
that  is  meant.  By  slope  is  generally  meant  the  fall  of  the  sidewalk 
or  roadway  toward  the  gutters.  When  cross  section  is  mentioned  it 
means  the  shape  of  the  street  from  property  line  to  property  line. 

Business  streets  should  have,  if  possible,  a  level  cross  section, 
or  one  nearly  level.  That  is,  the  curbs  on  each  side  should  have  the 
same  elevation  on  a  line  across  the  street  making  a  right  angle 
with  the  street  line.  It  is  generally  easy  to  accomplish  this  as  the 
business  portion  of  a  town  is,  as  a  rule,  laid  out  in  the  first  place 
in  the  most  level  part  of  a  tract  of  land. 

To  effect  proper  drainage  the  sidewalks  slope  toward  the 
gutters  and  the  roadway  is  high  in  the  center  to  shed  water  to  the 
gutters.  The  shaping  and  crowning  of  the  roadway  depends  upon 
the  width  of  the  street  and  the  material  used  for  paving,  as  some 
smooth,  impervious  pavements  require  very  little  crowning.  When 
one  side  of  a  street  is  slightly  higher  than  another  considerable 
study  must  be  given  it  to  secure  the  proper  crown. 

For  a  sidling  street  some  men  have  the  crown  nearest  the  high 
side.  Sometimes  they  make  a  straight  slope  across  the  street.  This, 
however,  is  objectionable,  as  all  the  water  has  to  pass  over  the 
street  and  may  injure  the  pavement.    The  writer  prefers  to  have  the 
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crown  somewhat  to  one  side,  for  the  slope  is  then  exactly  the  same 
to  each  gutter,  simply  being  longer  on  the  lower  side. 

An  old  rule,  and  one  in  general  use,  for  light  grades  is  to  make 
the  crown  on  macadamized  roads  one-fortieth  of  the  distance 
between  curbs.  For  asphalt  one-fiftieth,  and  for  brick,  stone  and 
wood  one-sixtieth.  The  reason  asphalt  has  the  greater  crown  is 
that  water  injures  it  and  should  therefore  be  taken  off  quickly. 

Some  towns  are  laid  out  on  a  hillside  with  contour* roads  and 
streets.  Methods  for  improving  them  vary  considerably,  being  influ- 
enced by  the  difference  in  elevation  of  the  sides  of  the  thoroughfares. 
When  the  difference  is  slight  the  curbs  may  be  set  at  different 
elevations.  When  somewhat  greater  the  sidewalks  can  be  made 
narrow  with  a  terrace  to  the  curb.  A  still  greater  difference  will 
permit  of  a  terrace  between  the  sidewalk  and  curb  and  one  between 
the  sidewalk  and  the  property  line.  A  greater  difference  may  call 
for  a  sidewalk  level  with  the  curb  and  a  straight  slope  from  it  to 
the  property  line.  A  still  greater  difference  will  call  for  only  one 
narrow  sidewalk  on  the  lower  side  of  the  roadway. 

In  improving  contour  streets  on  hillsides  an  attempt  should  be 
made  to  get  the  improvement  at  the  lowest  possible  cost  consistent 
with  appearance.  The  roads  should  wind  and  the  slopes  should  be 
sodded  as  though  in  a  park.  Considerable  swing  should  be  made 
to  go  around  trees  rather  than  cut  them  down. 

Business  streets  are  improved  from  property  line  to  property 
line.  A  common  rule  is  to  put  two-fifths  of  the  width  in  sidewalks 
and  have  three-fifths  between  curbs.  Like  all  rules  it  is  not  to  be 
blindly  followed.  A  wide  sidewalk  is  a  good  thing  and  a  very  wide 
roadway  costs  more  for  repairs  than  it  is  apt  to  be  worth. 

A  wagon  seldom  occupies  more  than  nine  feet  in  width.  Eight 
feet  is  the  ordinary  over  all  width.  Eighteen  feet  between  curbs 
will  permit  two  wagons  to  pass  with  ease.  Twenty-seven  feet  allows 
one  wagon  to  stand  at  one  side  and  permits  two  to  pass  it.  Thirty- 
six  feet  will  allow  a  wagon  at  each  curb  while  two  pass  between 
them.  It  is  seldom  therefore  that  a  business  street  needs,  to  be 
more  than  thirty-six  feet  wide  between  curbs.  As  repairs  are 
computed  by  the  square  foot  it  is  well  to  consider  that  street  repairs 
are  expensive  and  sidewalk  repairs  are  low.  For  a  single  street  car 
track  allow  ten  feet  and  for  a  double  track  allow  eighteen  feet 
additional  to  above  widths. 
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It  is  a  common  matter  today  for  small  cities  and  towns  to  have 
in  residence  districts  a  roadway  not  exceeding  twenty-five  feet  wide 
in  the  middle  of  the  street    Each  side  has  a  curb  and  the  ground 
slopes  up  from  the  curb  to  the  property  line.    The  sidewalk  on  each 
side  is  six  feet  wide  and  set  one  foot  from  the  fence.    For  a  sixty- 
foot  street  this  gives  thirteen  feet  on  each  side  between  the  curb 
and  sidewalk  on  which  to  plant  trees  and  grass.     Such  a  street  is 
said  to  be  parked.     Great  Falls,  Mont.,  is  a  good  example  of  a  city 
so  improved.     Mr.  C.  W.  Swearingen,  for  ten  or  twelve  years  city 
engineer  there   (now  in  Havre),  had  hard  work  to  introduce  such 
parking.    Now  the  people  are  proud  of  their  parked  streets.    In  the 
writer's  opinion  it  is  the  best  method  for  residence  streets.     It  is 
low  in  first  cost  and  in   cost  of  maintenance.     It  is  beautiful   in 
appearance.     It  also  affords   space  in  which  to  put   sewers,  water 
pipes,  and  underground  conduits  on  each  side  without  tearing  up 
the  street  surface. 

Sometimes  a  town  has  streets  with  very  steep  grades.  The 
writer  in  1893  prepared  plans  for  the  improvement  of  a  street  having 
a  21  per  cent  grade  (a  rise  of  twenty-one  feet  in  one  hundred),  by 
winding  a  sixteen-foot  roadway  from  side  to  side.  The  roadway 
had  a  grade  of  only  11  per  cent  and  there  were  many  slopes  to  plant 
wl*h  grass  and  flowers.  A  narrow  sidewalk  was  placed  on  either 
side  with  steps  at  the  turns  in  the  road.  In  Burlington,  Iowa, 
there  is  such  a  roadway  and  within  the  past  year  Wm.  Barclay 
Parsons  of  New  York  proposed  the  same  treatment  for  some  of 
the  steep  streets  in  San  Francisco.  In  some  European  cities  steep 
streets  have  been  treated  in  such  a  manner. 

In  establishing  grades  two  things  are  to  be  considered — drainage 

and  traction.    Any  slope  will  cause  water  to  move,  but  for  macadam 

roads  a  minimum  grade  of  one  foot  in  two  hundred  is  advisable. 

For  pavements  the   roadway  may  be   level   from  one   end   of  the 

block  to  the  other,  but  it  should  not  be  level  if  any  grade  can  be 

obtained.    For  streets  having  a  very  light  grade  or  no  grade,  a  slope 

for   surface   water   is   obtained   in   the   gutter   by  making  what   is 

known    as    a    summit    somewhere    in    the    block.      With    a    level 

street  it  will  be  in  the  middle.     At  the  summit  the  bottom  of  the 

gutter  may  be  at  nearly  the  same  elevation  as  the  curb.     At  the 

ends  of  the  block  or  at  the  catch  basins  the  curb  may  stand  a  foot 

above  the  bottom  of  the  gutter. 
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It  having  been  shown  that  water  can  run  off  a  level  street,  it 
is  necessary  to  see  the  limiting  effect  of  traction.  Street  grades 
should  be  limited  between  the  lightest  possible  for  efficient  drain- 
age and  the  steepest  a  horse  can  ascend  with  ease.  The  steepest 
grade  should  not  exceed,  if  possible,  a  seven-foot  rise  in  one  hun- 
dred feet.  Heavier  grades,  as  well  as  extremely  light  ones,  should 
be  adopted  only  after  most  careful  study. 

Calling  the  load  a  horse  will  pull  on  a  level  surface  100,  then 
on  a  grade  of — 

1    in    100   a   horse   will    pull 

2 

4 

5 

10  "  "  25 

The  above  table  shows  that  the  steepest  grade  on  a  street 
regulates  the  loads  that  can  be  hauled  over  that  street.  In  many 
cities  located  on  rivers  the  grades  on  the  bridge  approaches  de- 
termine the  wagon  loads  throughout  the  whole  business  district. 
In  the  establishment  of  grades  no  block  can  be  dealt  with 
alone.  It  is  necessary  to  study  a  district  in  order  that  the  effects 
of  the  grade  on  one  block  may  not  be  harmful.  In  the  chapter  on 
surveys  a  method  is  discussed  for  engineers,  but  a  reference  here 
may  do  no  harm.  Briefly,  it  is  best  to  study  the  ground  care- 
fully and  determine  the  streets  designed  to  carry  the  main  drain- 
age. These  streets  having  been  determined,  take  up  the  entering 
streets  one  after  another  and  see  what  grades  can  be  fixed  on  them 
so  the  drainage  plan  will  work  freely.  The  street  it  is  intended  to 
improve  may  be  among  the  last  streets  studied.  The  writer  has 
known  of  cities  going  to  an  expense  of  many  hundreds  of  thousands 
of  dollars  because  such  a  study  was  not  made  in  the  beginning. 
Whenever  a  petition  came  in  the  engineer  was  instructed  to  set 
grade  stakes  for  one  block  at  a  time  and  take  into  consideration 
only   the   conditions    in   that   block. 

Sometimes  a  town  is  so  located  that  grades  can  be  established 
one  block  at  a  time.  This  is  rare,  however,  and  a  careful  study  is 
best.  Such  work  is,  of  course,  somewhat  expensive,  but  once  done 
it  is  done  for  all  time  and  the  records,  if  kept,  will  De  serviceable. 
Avoid  a  "penny  wise  and  pound  foolish"  policy  in  such  matters. 
Future  growth  must  be  considered. 
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In  establishing  grades,  the  question  of  tic  expense  of  improv- 
ing the  street  to  the  grade  must  be  taken  into  account.  This 
has  to  be  figured  as  all  other  business  matters  are  figured.  When 
several  possible  grades  are  under  consideration  the  best  grade 
may  be  the  most  expensive  in  first  cost  if  the  street  is  an  im- 
portant business  street.  If  it  is  a  side  street,  or  cross  street,  or 
unimportant  residence  street,  the  property  owners  should  have  a 
voice  in  the  matter  and  be  permitted  to  exercise  considerable  in- 
fluence. Here  the  first  cost  will  generally  be  the  controlling  factor. 
If  any  street,  however,  is  apt  to  be  an  important  line  of  com- 
munication or  drainage,  the  question  of  first  cost  may  be  dismissed. 
The  best  grade  is  the  one  to  obtain. 

It  is  to  be  borne  in  mind  that  in  mentioning  grades  the  writer 
means  the  official  elevations  at  controlling  points  on  the  streets  and 
the  slopes  connecting  the  official  elevations.  He  does  not  mean 
the  actual  earth  moving  and  such  improvements. 

There  is  nothing  in  all  the  work  of  a  municipal  officer  which 
requires  more  pure  grit  and  courage  than  the  work  of  establishing 
a    grade  preliminary  to  the  improvement  of  a  street.     No  matter 
how  it  is  finally  settled,  he  meets  with  the  approval  of  a  very  few 
and  makes  enemies  of  many.     Some  of  the  enemies  are  vindictive 
and  never  let  up.     Until  a  regular  grade  is  established  each  man 
has  regarded  the  street  in  front  of  his  own  lot  as  so  much  of  his 
own   property  and  it  is  hard  to  persuade  him  that  any  one  else 
has  jurisdiction  over  it.    He  has  sidewalked,  drained  and  paved  (?) 
it   to  suit  himself,  and,  whether  above  or  below  the  general  level,  is 
confident  that  his  floor  line  is  exactly  where  the  grade  should  be. 
Whatever  the  procedure   adopted   for   gradually  bettering  the 
condition  of  the  streets,  the  first  step  is  to  provide  for  proper  drain- 
age.    A  dirt  road  can  give  fairly  good  satisfaction  if  it  is  rounded 
up  in  the  center  and  kept  well  rolled  and  has  gutters  on  each  side 
to   conduct  surface  water  to  a  place  where  it  can  be  disposed  of. 
Therefore,  temporary  grades  can  be  established  and  gutters  made. 
Sidewalks  can  be  built  on  these  grades. 

The  appearance  of  the  streets  have  as  much  to  do  with  the 
growth  or  failure  of  a  city  as  any  other  thing.  Strangers  get  their 
first  impression  of  a, place  from  the  streets  and  nothing  can  be  said 
in  praise  of  the  wealth  or  enterprise  of  the  inhabitants,  or  of  the 
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logical  advantages  of  the  business  location  of  a  city  that  will 
counteract  the  effect  of  a  poor  street  as  a  first  impression. 

First  impressions  are  said  to  be  most  lasting,  therefore  the 
streets  should  be  attended  to  first.  The  questions  of  sewerage  and 
water  supply  can  be  left  until  the  city  has  at  least  one  good  look- 
ing street.  Better  sewerage  facilities  and  improved  water  systems 
will  be  demanded  as  a  city  grows.  If  it  does  not  look  prosperous 
and  so  impress  visitors  it  will  not  grow. 

Before  taking  up  a  discussion  of  materials  for  paving,  the 
writer  wishes  to  offer  an  ordinance  for  the  establishment  of 
official  elevations. 

Do  not  establish  elevations  on  the  center  lines.  Each  paving 
material  requires  a  different  crown  and  the  elevation  along  the 
middle  of  the  street  fixes  the  elevations  of  the  curbs.  When  ma- 
terials are  changed  it  means  an  increased  or  a  lessened  depth  in  the 
gutters,  or  else  the  curbs  must  be  reset.  The  property  owners  set 
their  floor  lines  with  reference  to  the  curbs.  If  every  change  in 
paving  materials  or  every  change  in  the  width  of  the  roadway 
alters  the  curb  elevation,  the  property  owner  will  never  be  secure  in 
his  mind. 

Sometimes  it  is  best  to  fix  the  official  elevations  at  the  property 
line  and  obtain  the  curb  elevation  from  that.  Sometimes  it  is 
best  to  establish  the  elevation  on  the  curb.  The  writer  prefers  the 
first  method.  It  gives  the  property  owner  a  well  established  eleva- 
tion to  which  to  build.  Future  changes  in  the  width  of  the  side- 
walk or  of  the  roadway  or  a  change  in  the  paving  material  have  then 
no  terrors. 

When  that  is  done  it  is  an  easy  matter  to  fix  the  elevations 
by  ordinance  so  they  can  be  always  set.  The  ingenuity  of  the 
engineer  will  be  called  into  play  to  describe  the  elevations  and  the 
points  where   they  are   fixed. 

In  order  that  elevations  can  be  always  referred  to  one  plane 
of  reference,  an  official  base  must  be  established.  Then  all  points 
can  be  stated  as  being  so  many  feet  above  or  below  the  official 
base.  It  is  usual  to  take  the  lowest  point  at  which  drainage  is  dis- 
charged and  count  it  as  having  an  elevation  of  zero  or  one  hun- 
dred. If  an  elevation  of  zero  is  given,  then  there  may  be  times  when 
some  work  is  done  below  that  elevation,  and  this  will  necessitate 
minus  elevations.    The  engineer  can  explain  this  to  the  non-technical 
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reader.  It  makes  mistakes  possible.  It  is  better  to  assume  that 
point  as  having  an  elevation  of  one  hundred  feet  above  city  base, 
the  base  then  being  an  imaginary  plane.  If  on  the  sea  coast,  the 
mean  of  lower  low  tides  is  a  good  point  to  assume  as  being  one 
hundred  feet  above  city  base. 

ORDINANCE  NO 


An  Ordinance  establishing  a  City  Base,  or 
Plane  of  reference  for  Elevations  and  fixing  the 
elevation  of  a  Primal  Bench  Mark. 

The  Common  Council  of does  ordain 

as  follows: 

Section    1. — That   the    Official    City    Base,   or 
Plane  of  Reference  for  elevations  in  the  City  of 

is  hereby  fixed  at  a  point  one  hundred 

(100)  feet  below  the  low  water  mark  at 

street  and street  as  ascertained  on 

in  the  year  

Section  2. — The  cross  cut  in  the  top  of  the 
copper  bolt  set  in  the  top  of  the  concrete  monu- 
ment at  the  Northeast  corner  of  the  entrance  to 
the  City  Hall  on  the  ground  floor  is  hereby  de- 
clared to  be  the  Primal  Bench  Mark  of  the  City 
of and  the  elevation  thereof  is  one  hun- 
dred and  ten  feet  and  thirteen  one-hundredths 
of  a  foot  (110.13)  above  City  Base. 

Section  3. — All  official  elevations  hereafter 
established  in  the  City  of  shall  be  de- 
scribed with  reference  to  their  elevation  as  com- 
pared with  the  official  base  in  feet  and  decimal 
parts  of  a  foot.  No  grade  or  official  elevation 
shall  be  established  other  than  by  ordinance  and 
in  the  manner  described  in  this  ordinance. 

Section  4. — This  ordinance  shall  take  effect 
and  be  in  force  on  and  after 

ORDINANCE  No 


An  Ordinance  establishing  official  elevations 

on    street  between    street  and 

street. 

The  Common  Council  of does 

ordain  as  follows: 

Section  1. — The  official  elevations  at  the  in- 
tersection of  street  and   street 

are  hereby    fixed    as    follows,    to-wit:      At    the 

Northeast   corner   feet    ( )    above 

City  Base.    At  the  Northwest  corner feet 
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(....)   above  City  Base.     At  the  Southeast  and 

Southwest  corners   feet   (....)   above 

City  Base. 

Section  2. — On   street  feet 

north  of  the  north  line  of street 

feet  (....)   above  city  base. 

Section  3. — At  the  intersection  of 

street  and   street  the  official  elevation 

at  each  corner  shall  be feet  ( )  above 

City  Base. 

Section  4. — The  elevations  mentioned  in  the 
preceding  sections  of  this  ordinance  are  fixed  at 
the  property  lines. 

Section  5. — The  elevation  of  the  curbs  shall 
be  fixed  at  the  time  the  street  is  improved  and  the 
slope  from  the  property  line  to  the  curb  across 
the  sidewalk  shall  not  be  less  than  one-eighth  of 
an  inch  per  foot  (  %")  nor  more  than  one-half  of 
an  inch  (Vi")  per  foot. 

Section  6. — The  shape  of  the  cross  section 
and  the  elevations  thereof  shall  be  fixed  at  the 
time  the  street  is  improved,  depending  upon  the 
material  used  for  paving. 

Section  7. — The  longitudinal  slope  or  grade  of 
the  street  shall  be  on  straight  lines  connecting 
the  points  where  the  elevations  are  fixed,  as  pro- 
vided in  this  ordinance;  excepting  that  where  the 
grade  breaks  in  the  block  between  the  inter- 
secting streets  the  roadway  and  curbs  shall  be 
on  vertical  curves  of  such  length  and  kind  that 
the  allowable  cross  slope  of  the  sidewalks  will  be 
maintained. 

Section  8. — The  grades  of  the  gutters  shall  be 
so  fixed  that  the  extreme  height  between  the  tops 
of  the  curbs  and  the  bottoms  of  the  gutters  will 
not  exceed  one   foot   (1'). 

Section  0. — The  official  elevations  of  the  cor- 
ners of  intersecting  streets,  alleys,  places,  lanes 
and  other  public  places  and  highways,  intersect- 
ing said  street  at  points  between  points  on  which 
the  official  elevations  are  fixed  by  ordinance  shall 
he,  and  are  hereby,  fixed  at  an  elevation  being  on 
a  straight  line  connecting  the  two  established 
points  nearest  said  intersecting  corners. 

Section  10. — All  ordinances  or  parts  of  ordi- 
nances in  conflict  with  this  ordinance  or  any  part 
of  it,  are  hereby  repealed  as  to  the  conflicting, 
portions. 
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Section  11.— This  ordinance  shall  take  effect 
and  be  in  force  on  and  after 

In  establishing  elevations  at  street  crossings  and  intersections 
try  and  make  them  level.  If  the  intersecting  streets  have  grades 
of  3  per  cent  or  more  the  crossing  will  have  the  appearance  of 
pitching  in  toward  the  hill  if  made  level.  The  best  wa^  to  fix 
the  intersection  grade  in  that  case  is  to  make  it  equal  to  half 
the  sum  of  the  two  grades  but  not  to  exceed  three  per  cent. 

A  town  is  justified  in  going  to  considerable  expense  to  secure 
level  cross  sections  in  business  districts  where  the  grades  are  less 
than  five  per  cent. 

In  small  cities  and  towns  there  exists  an  impression  that 
all  business  streets  have  level  cross  sections.  To  attain  this 
ideal  a  great  deal  more  money  is  spent  than  is  justified  and  this 
is  one  of  the  matters  to  be  left  wholly  to  the  engineer  to  decide. 
As  a  fact  a  great  many  large  cities  have  business  streets  with  con- 
siderable difference  between  curb  elevations. 

STREET  WORK. 

All  grade  ordinances  should  definitely  fix  the  points  where  the 
elevations  are  established.  The  engineer  is  supposed  to  prepare  all 
such  matter  carefully  in  his  office  before  writing  the  ordinance. 
The  writer  thinks  it  best  to  have  a  vertical  curve  connect  all 
changes  of  grade  where  they  occur  between  intersecting  streets. 
This  will  avoid  the  appearance  of  a  break.  He  usually  plots  his 
grade  line  on  a  large  scale  and  connects  the  inclinations  with  a 
parabola. 

Fig.  1  is  from  Baker's  Roads  and  Pavements.  Professor  Baker 
recommends  that  there  should  be  from  10  to  15  feet  of  curve  for 
each  foot  of  change  in  elevation  in  one  hundred  feet. 

Fig.  2  shows  a  method  of  calculating  a  parabola.  It  is  used  in 
forming  a  diagram  for  the  cross  section  of  a  pavement  between 
curbs. 

Another  method  for  describing  the  parabola  is  shown  in  Fig.  3. 
Divide  the  distance  between  the  ends  of  the  curve  into  any  number 
of  parts  and  place  the  numbers  at  the  points  as  shown,  commencing 
at  each   end.     Multiply  the  two  numbers  at  each   point  together. 
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Divide  the  total  rise  by  the  product  of  the  two  numbers  at  the 
middle  point.  Multiply  the  result  successively  by  the  products  of 
the  numbers  at  the  other  points.  The  results  give  the  ordinates 
of  the  parabola.  This  method  is  also  good  for  constructing  a 
parabola  for  any  purpose,  such  as  finding  the  bending  moments  in 
beams  uniformly  loaded,  the  flow  of  a  jet  of  water,  etc. 

It  is  a  good  plan  in  preparing  the  grade  ordinance  to  first  plot 
the  profile  with  the  proposed  grades;  fix  the  vertical  curve  and  take 
the  elevations  from  the  profile  at  intervals  varying  from  fifteen  to 
twenty-five  feet  and  describe  each  in  the  ordinance.  When  the 
curb  is  put  in  there  will  be  no  breaks,  for  the  slight  angular  point 
at  each  change  can  be  adjusted  on  slight  curves  extending  a  few 
inches  each  way.  Some  care  taken  in  the  office  work  is  well 
repaid. 

Figs.  4  and  5  illustrate  exaggerated  diagrams  given  to  con- 
tractors at  a  time  the  streets  are  improved.  The  curbs  are  sup- 
posed to  be  set  first.  With  the  use  of  boning  rods  the  foreman  can 
then  fix  the  curve  of  the  cross  section  exactly  and  the  engineer 
does  not  have  to  be  always  on  hand  to  give  stakes.  The  rods  are 
simple  in  construction  and  use. 

Take  a  common  lath  three  or  four  feet  long  and  nail  it  to  a 
piece  of  board  about  four  inches  wide  and  six  inches  long.  Wrap 
a  piece  of  white  paper  around  the  top  of  the  lath.  Set  the  base  piece 
on  top  of  the  curb  on  one  side  of  the  street  and  place  on  it  a  brick 
or  stone  to  hold  it  in  place.  Another  lath  of  exactly  the  same 
length  is  held  on  the  opposite  curb  to  sight  over.  The  third  lath 
is  divided  into  feet  and  inches  and  usually  has  a  movable  sight  on 
it.  Such  a  sight  may  be  a  piece  of  paper  tied  on  so  it  can  be 
moved  up  or  down  readily.  The  cheap  yard  sticks  given  away  by 
stores  are  useful  for  the  purpose  instead  of  graduating  a  lath. 
This  rod  is  held  so  the  graduations  read  from  the  top  down.  The 
fixed  rod  is  placed  on  one  curb  and  the  foreman  takes  his  rod  to 
the  other  and  holds  one  end  of  a  tape. 

An  assistant  takes  the  graduated  rod  and  the  other  end  of  the 
tape  and  measures  each  distance  successively  as  called  off.  When 
a  distance  is  measured  the  movable  sight  is  set  the  proper  distance 
down  and  the  rod  held  on  a  stake.  This  stake  is  driven  until  the 
foreman  sighting  over  the  target  can  see  the  top  of  the  opposite 
stake.  In  this  way  points  can  be  set  every  ten  feet,  more  or  less, 
along  the  line  of  the  street  after  the  curbs  are  set.    The  diagram  is 
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usually  given  on  a  niece  of  cross  section  or  profile  paper  and  the 
foreman  can  read  the  distance  down  at  any  desired  distance  from 
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Common  custom  approves  of  the  parabola  as  the  best  form 
for  the  cross  section  of  a  street.  It  is  easy  to  put  in  for  one  thing. 
In  some  places  instead  of  using  the  boning  rods  the  engineer  sets 
a  stake  the  height  of  the  crown.  At  half  the  distance  to  the  curb 
set  a  stake  with  its  top  one-foufth  the  height  below  the  crown. 
That  is  half  way  between  the  gutter  and  the  crown  the  height  is 
three-fourths  the  crown.  Some  engineers  prefer  two  flat  slopes 
from  crown  to  gutter  with  a  slight  rounding  at  the  intersection. 
Some  prefer  a  segment  of  a  circle.  It  is  almost  entirely  a  matter 
of  taste,  although  the  writer  believes  the  parabola  is  best. 

In  an  earlier  chapter  some  rules  were  given  for  crown  heights. 
Custom  varies.  In  Boston,  for  macadam  the  rise  is  one-half  inch 
per  foot  in  width.  For  granite  block,  three-eighths  of  an  inch. 
For  asphalt  or  brick,  five-sixteenths  of  an  inch.  In  New  York  for 
asphalt,  one-quarter  of  an  inch  and  for  brick  or  granite,  three- 
eighths  of  an  inch.  In  Chicago  a  minimum  of  two  per  cent  and  a 
maximum  of  five  per  cent  of  half  width  for  asphalt,  brick  or 
granite.  For  macadam  a  minimum  of  four  per  cent  and  a  maximum 
of  eight  per  cent  of  the  half  width. 

In  Omaha  the  custom  is  to  decrease  the  crown  as  the  longi- 
tudinal slope  increases.  This  is  sensible  and  is  now  used  in  other 
places.  The  following  formula  for  the  crown  of  asphalt  paved 
streets  was  originated  by  Andrew  Rosewater,  city  engineer  of 
Omaha : 

C  =  W   (100— 4p)  -r-  5,000,  where 

C  =  crown  of  pavement  in  feet. 

W  =  distance  between  curbs  in  feet. 

p  =•  r/f    of  longitudinal  grade. 

The  crown  for  brick,  wood  or  stone  is  five-sixths  of  the  crown 
for  asphalt,  as  such  materials  are  not  harmed  by  water  standing 
on  them.    The  above  formula  is  for  "a  level  cross  section. 

Reference  has  been  made  to  winding  roadways  on  extremely 
steep  streets.  To  study  such  a  problem,  make  a  contour  map  of 
the  street  on  a  scale  of  forty  or  fifty  feet  to  an  inch.  For  turning 
space  at  eacTi  side  there  should  be  about  twenty  feet.  Draw  on 
each  side  a  line  parallel  with  the  side  lines  and  twenty  feet  distant 
from  them. 

Draw  a  series  of  equilateral  triangles  between  these  twenty- 
foot  lines.  The  sides  of  the  triangles  crossing  the  street  indicate 
closely  where  the  roadway  may  be  located.    The  roadway  should 
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be  sixteen  feet  wide  and  the  lines  of  the  triangles  cross  it  That 
is,  at  the  bottom  the  point  of  the  triangle  will  be  on  the  down  hill 
side  of  the  road.  It  will  cross  the  roadway  diagonally  until  at  the 
other  side  of  the  street  it  will  be  on  the  up-hill  side.  Draw  in  the 
lines  of  the  roadway  in  this  wa*y  and  when  the  twenty- foot  strip 
is  reached,  carry  the  roadway  lines  across  it  at  a  right  angle  with 
the  side  of  the  street.  This  will  then  give  plenty  of  s{>ace  for  a 
turn.  Along  the  center  line  of  the  roadway  as  laid  out  thus,  make 
a  profile  and  then  fix  the  grade,  giving  not  to  exceed  three  per 
cent  on  the  turn.  It  is  best  to  make  it  level.  If  there  is  a  grade 
on  the  turn,  make  it  on  a  curve  with  a  radius  of  sixteen  feet 

If  the  steep  street  is  winding  around  a  hill  side  instead  of  going 
straight  up,  the  above  procedure  must  be  modified  to  suit  condi- 
tions. The  foregoing  is  only  a  suggestion,  for  every  case  demands 
special  treatment. 

Page  after  page  of  formulas  can  be  given  treating  of  intersec- 
tion elevations.  Few  of  them  are  worth  bothering  with.  There 
will  be  slight  necessity  for  any  if  the  elevations  are  fixed  at  the  side 
lines  instead  of  on  the  center  lines  of  streets.  In  a  preceding 
chapter  the  treatment  of  intersections  approached  by  streets  with 
steep  grades  has  been  discussed. 

The  writer  has  often  employed  with  benefit,  models  to  illus- 
trate his  ideas  to  property  owners  and  councilmen.  A  model  of  a 
hill-side  street,  showing  the  appearance  before  improvement  (which 
every  one  will  recognize),  side  by  side  with  one  showing  the  com- 
pleted work,  will  sometimes  advance  proceedings  several  months 
and  avoid  many  headaches  and  discussions. 

The  most  simple  way  to  make  such  a  model  is  to  transfer  con- 
tours to  pieces  of  board  and  saw  the  pieces  with  a  scroll  saw,  to 
the  shape  indicated  by  the  contour.  The  pieces  are  nailed  together 
and  present  the  appearance  of  steps.  The  steps  can  be  filled  with 
wax  or  cement  or  putty  and  given  a  smooth  surface.  A  plaster-of- 
paris  mold  is  taken  of  it  and  can  be  used  as  a  mold  for  the  con- 
struction of  a  light  model  of  papier  mache.  Sometimes  the  original 
is  colored  and  fixed  up,  but  it  is  heavy.  Sometimes  cross  sections 
are  made  of  light  wood  and  pieces  of  cardboard  fastened  to  them 
and  the  whole  frame  covered  with  paper  which  is  colored.  Such 
a  model  is  light,  but  fragile. 

The  minimum  grade  in  gutters  should  be  about  six  inches  in 
one  hundred  feet  or  what  is  called  a  five-tenths  grade. 


ROADS  AND  STREETS.  2r> 

On  streets  level,  or  nearly  ltvel,  the  following  formula  is  used 
for   putting  in  summits: 


-  (*)  -  (S) 


•where  x  =  distance  of  summit  from  higher  inlet. 
L  =  distance  between  inlets. 
R  =  grade  of  gutter  (per  cent). 
D  =  difference  in  elevation  of  inlets. 

A  graphical   method   is   often   used   in   the   office.     Make   two 
scales  having  the  same  number  of  divisions  per  inch  as  the  scale 
of  the  map,  but  figured  according  to  the  per  cent  of  grade  instead 
of   feet  in  distance.     One  scale  begins  at  the  right  end  with  the 
elevation  of  the  inlet  at  that  end  of  the  block.     The  other  scale 
begins  at  the  left  end  with  the  elevation  of  the  inlet  at  that  end. 
The  scales  are  then   numbered  to   correspond  to   the   rise  or   fall. 
One  scale  is  marked  on  the  top  edge  of  the  strip  and  the  other 
on  the  lower  edge.     Place  the  scales  on  the  map  with  the  gradu- 
ated edges  touching  and  with  the  ends  placed  at  the  inlets  having 
corresponding  elevations.     It  will  be   seen  that  at  some  point   be- 
tween the  inlets  the  elevations  on  the  scales  correspond.     This  is 
the  point  where  the  summit  should  be  placed,  and  the  elevation  of 
the  summit- is  read  off  the  two  scales. 

It  is  not  necessary  to  make  new  scales  for  each  block.  Two 
can  be  made  on  bristol  board  and  the  figures  placed  on  them 
hghtly  with  lead  pencil  when  required. 

In  a  long  block  two  summits  are  occasionally  required  when  it 
w  impossible  to  get  a  grade  as  good  as  five-tenths  per  cent  with 
one  summit.  This  will  call  then  for  an  inlet  near  the  middle  of  the 
block  and  the  elevation  and  position  can  be  calculated  by  the 
formula  or  fixed  graphically.  An  experienced  engineer  can  locate 
a  summit  with  a  glance  at  a  contour  map  or  profile. 


CHAPTER  III. 


WALKS,  CURBS  AND  GUTTERS. 


The  narrowest  sidewalk  should  be  at  least  five  feet  wide.        K 
in  a   business   district  it   should,  of  course,  be  wider   and   extend 
clear  from  the  curb  to  the  building  line.    In  the  residence  districts 
it  is  better  to  have  a  grass  plot  on  either  side. 

Wooden  sidewalks  are  only  temporary  affairs  and  should  TkO* 
be  allowed  to  remain  after  they  commence  to  wear.     The  boards 
get  loose  and   the   nails   work   up.     They   trip  the   pedestrian  s*1 
summer  and  squirt  muddy  water  on  him  in  wet  weather.    If  use?** 
l hey  should  be  made  of  planks  two  inches  thick,  not  more  th»** 
eight  inches  nor  less  than  six  inches  wide,  and  be  spiked  with    ^ 
20-penny  nail.     The   span  between   bearings   should  not  be  mor^ 
than  three  feet  so  the  walk  will  not  be  springy.     The  top  of  th^ 
spikes  should  be  set  at  least  one-quarter  of  an  inch  below  the  top 
of  the  plank.     Narrow   walks   consisting  of   wide   planks    running 
lengthwise  of  the  road  should  not  be  permitted. 

A  number  of  cities  in   the  United  States  have  judgments  to 
the  amount  of  hundreds  of  thousands  of  dollars  hanging  over  them 
because  of  damage  suits  by   reason  of  defective   sidewalks   made    ", 
of  wood.     In  consequence  no  wooden  sidewalks  can  now  be  put 
down  in  those  cities. 

Cinder  walks  are  very  well  liked,  and  in  many  districts  too 
poor  to  afford  permanent  walks  cinder  sidewalks  are  put  down. 
A  plank  is  laid  on  edge  on  each  side  of  the  sidewalk  space  and 
the  width  between  leveled  off,  after  which  cinders  are  put  down 
in  thin  layers,  each  layer  being  wet  and  tamped. 

Stone  flag  sidewalks  are  out  of  date.  They  wear  unevenly  and 
get  loose  after  much  travel. 

Brick  sidewalks  of  ordinary  building  brick  soon  go  to  pieces 
and  become  rough  and  dangerous.  Brick  sidewalks  made  of  vitri- 
fied paving  brick  set  in  cement  mortar  are  more  satisfactory    but 
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a.  brick  pavement  is  old  fashioned  and  little,  if  any,  cheaper  than 
a .  cement  sidewalk. 

The  best  sidewalk   is  the  concrete  and  cement   walk  properly 
laid.    They  should  be  put  down  under  good  specifications  and  com- 
petent supervision.     Property  owners  putting  down  such  walks  by 
private  contract  should  be  compelled  to  comply  with  the  city  spe- 
cifications. 

The  glare  of  the  light  colored  cement  sidewalk  on  z.  sunshiny 
day  is  objectionable  but  may  be  overcome.  By  the  use  of  lamp- 
black or  other  pigments  the  color  of  the  sidewalk  can  be  greatly 
modified. 

A  good  strong  ordinance  should  be  passed  providing  for  put- 
ting  down  concrete  and  cement  walks.  No  one  should  be  permitted 
to  engage  in  the  business  until  he  can  show  he  is  experienced  in 
the  work.  He  should  pay  a  good  license  and  put  up  a  bond  to 
protect  the  city  in  case  his  sidewalks  go  to  pieces  inside  of  two 
years.  If  a  sidewalk  built  by  him  begins  to  break  up  within  two 
>'ears  his  license  should  be  taken  away  from  him  and  his  bonds- 
men  should  be  made  to  rebuild  the  walk.  Every  sidewalk  con- 
tactor in  this  material  should  have  a  name  plate  and  stamp  his 
name  at  distances  not  exceeding  twenty-five  feet  on  each  piece 
°*  sidewalk  he  puts  down,  together  with  the  year  and  month. 
",s  sidewalks  will  thus  advertise  his  work.  A  good  cement  walk 
should  last  several  generations. 

It  is  becoming  common  nowadays  to  have  the  names  of  streets 
set  into  sidewalks  at  corners,  or  into  the  curbs  if  concrete  curbs 
are  used.  The  contractor  easily  arranges  this  by  having  letters 
made  of  metal,  which  are  oiled  and  laid  on  the  base  before  the 
finishing  coat  is  placed.  When  the  finishing  is  done  the  letters 
are  taken  out,  which  is  an  easy  thing  because  of  the  oil,  and  the 
space  filled  with  colored  cement  mortar.  The  names  should  be 
placed  at  the  ends  of  the  cross  walks. 

CURBING. 

Curbing  is  placed  as  a  division  line  between  the  sidewalk  and 
roadway. 

Charles  Mulford  Robinson,  whom  the  Good  Roads  Magazine 
\tyles  the  "American  authority  on  the  city  beautiful,"  has  the  fol- 
jwingr   to    say  about  curbing  in  a  recent  report  to  the  city  council 
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III  (  oliirmln  Spring*,  C'iiIii.:  "It  is  necessary  aesthetically  as  well 
u»  prutliinlly,  svilli  brirfc  and  block  pavements;  it  is  by  no  mean 
u|i|Mn|n  YaW  iiiliaticiilly  where  pavement*  arc  of  gravel  or  macadam; 
Id  tn'1  nil  I'll  rwrnliul  where  such  .1  roadway  is  narrow;  and  here 
ittiii  In'  ii  |Hikiiivi-ly  liml  thing  practically,  since  it  prevents  surface 
Hulrl  liiilll  L  nulling  llx'  turf  mid  roots  of  trees  that  it  might 
nllinwiM'  .In  iiiihIi  in  lwl|i.™ 

In  llit'  I'liliiiri'linii  Mr.  Milium!  was  speaking  of  the  parking 
nf  nlUTih.  iiii'itliinii'it  in  Chapter  II,  For  such  streets  the  writer 
NHivt'i  unli  Mt    MwlUml. 

Ou  HMiHiliiiii  i>t  HTUvrl  -irccts  not  parked,  wooden  curbs  are 
nitvti  ii»il  I  lii'  W»i  mi-  «i\iem  inches  deep  and  four  inches 
Hint.  I  In  HMtli'.  i'i'  nfnVul  i-lexalion.  on  the  top  of  the  curb 
kli>>iild  W  i\w  nwtiri  U'li>v\  tlii'  citations  established  by  ordinance. 
Ihu  wil  .itl.i\\  ».i>i>K'ii  titlewjllo  h«  he  laid  to  grade  and  be 
•l«iv\l  IM  ilw  i.<|>  .-I  ihv  vwi  K  iv>liMg  i»n  it. 
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becomes  bad.    It  is  difficult  to  secure  good  stone  and  the  monolithic 
i  concrete  curb  is  more  durable  and  presents  a  handsomer  appcar- 

j  ance,  besides  which  it  is  usually  lower  in  first  cost. 

!  The  shaping   of   corners    presents    considerable    variety.      The 

most  handsome  corner  is  one  where  the  two  intersecting  curbs  meet 
in  a  circle  having  a  radius  equal  to  the  width  of  the  narrower 
walk.  This  is  an  additional  reason  for  using  concrete  curbing, 
as  the  forms  can  be  made  for  any  radius.  When  granite  curbs 
are  used  the  corners  are  generally  of  very  short  radius,  for  curved 
stones  cost  much  more  than  straight  pieces,  whereas  for  con- 
crete there  is  no  additional  cost  after  the  forms  are  made. 

To  save  the  expense  of  making  too  many  forms  some  towns 
have  a  common  radius  of  ten  feet.  But  many  cities  use  curves 
with  a  radius  as  small  as  three  feet  and  some  of  only  eighteen 
inches.  The  appearance  of  such  corners  is  not  good.  They  jut 
out  into  the  roadway  too  far  and  for  vehicles  are  not  so  good  as 
the  larger  curve. 

There  are  three  ways  of  making  wooden  corners.     In  one  the 

> 

pieces  are  cut  into  lengths   of  one   foot  with  an   inside  bevel   on 
each  end.     Placed  on  a  curve  with  the  ends  of  the  pieces  spiked 
together   the    corner    looks    well    but   is    weak    until    the    sidewalk 
planks  are  spiked  to  it.     Sometimes  several  4-in.  x  4-in.  posts  are 
driven  in  the  ground  on  a  circle  four  inches  back  from  the  face 
of  the  curb.     The  posts  are  about  three  feet  apart.     Four  thick- 
nesses of  one-inch  boards  are  bent  around  these  posts  and  spiked 
thoroughly  to  them  as  well  as  to  each  other.     Or  two  planks  are 
sawed  on  a  curve  and  short  vertical  pieces  four  inches  wide  and 
slightly   bevelled    on    the    edges    are    attached    vertically   to    them. 
When  finished  it  looks  like  the  inside   form  for  a  concrete  curb. 
This  is   set  in  place  and  when  the  earth  is  filled  back  of  it  the 
appearance  is  good.     The  writer  has  visited  cities  where  rounded 
wooden  corners  were  made  by  driving,  on  a  circle,  2-in.  x  4-in.  pieces 
into  the  ground  touching  each  other  and  then  bending  a  one-inch 
board  around  the  outside. 

The  top  of  the  curb  should  not  be  more  than  one  foot  above 
the  bottom  of  the  gutter.  If  possible  it  should  not  exceed  ten 
inches.  It  is  often  necessary  to  have  a  shallow  gutter  at  the 
middle  of  the  block  and  a  deep  one  at  the  catch  basin  in  order  to 
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make  a  good  grade  in  the  gutter.     The  gutter  is  said  to   have 
a  summit  where  the  curb  is  low. 


CROSS    WALKS. 


It  is  usual  to'  provide  cross  walks  on  streets  not  improved  or 
on  streets  improved  with  gravel  or  macadam. 
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For  earth  and  gravel  streets  the  cross  walk  is  usually  of  wood. 
The  form  is  generally  the  same  in  all  places.  Cross  pieces  six 
inches  wide  and  four  inches  deep  are  spaced  four  feet  apart  across 
the  roadway.  For  a  distance  of  one  foot  on  each  end  they  are 
bevelled  down  to  an  edge.     On  this  bevel  is   spiked  a  three-inch 
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plank  and  across  the  level  top  is  spiked  other  three-inch  planks 
to  make  the  width  preferred  in  that  particular  place.  Usually 
such  a  cross  walk  is  six  or  eight  feet  wide  on  top  at  intersections 
with,  and  across,  the  main  street,  and  on  side  streets  is  from  three 
to  four  feet  wide.  The  width  in  the  bevel  is  of  course  no  use 
for  walking  on  and  is  only  there  to  assist  wagons  up  the  slope. 
The  crossing  usually  is  shaped  to  the  cross  section  of  the  roadway, 
except  close  to  the  gutters,  and  the  stringers  are  set  flush.  The 
top  planks,  therefore,  rest  on  the  road  and  the  sloping  planks 
are  partly  bedded  in  it. 

On  a  gravel  or  dirt  road  it  is  usual  to  place  large  broken 
stones  under  the  planks  and  between  the  stringers  to  provide  ven- 
tilation for  the  planks,  at  the  same  time  acting  as  a  support. 

At  a  distance  of  three  or  four  feet  from  the  curb  the  top 
planks  change  direction  so  they  will  rest  on  it  and  the  bevelled 
planks  are  stopped.  This  gives  a  continuous  walk  across  the 
street  and  leaves  space  for  the  gutter  underneath. 

For  macadam  streets  the  cross  walks  may  be  of  wood,  stone, 
brick  or  concrete.  The  widths  are  settled  according  to  the  fancy 
of  the  parties  putting  them  in.  No  walk  should  be  less  than 
three  feet  wide  and  wider  walks  should  be  used  on  main  streets. 

Wooden  cross  walks  are  like  those  above  described.  Brick 
cross  walks  are  made  of  vitrified  paving  brick  set  on  edge  and 
grouted  between  the  joints  with  cement.  It  is  a  good  plan  to 
set  a  two-inch  plank  on  edge  on  each  side  of  a  brick  walk  to 
take  the  shocks  of  wheels."  The  top  of  the  plank  to  be  level  with 
the  top  of  the  brick  at  the  edge.  The  walk  should  be  slightly 
crowned  (about  two  inches  in  a  five-foot  walk  and  proportionately 
less  for  narrow  walks)  to  prevent  water  standing  on  it  and  to 
make   it  sightly  in  appearance. 

Concrete  cross  walks  should  be  slightly  crowned,  as  for  brick 
cross  walks,  and  they  also  should  have  a  wooden  plank  on  edge 
to  take  shocks.  The  writer  prefers,  however,  in  the  case  of  con- 
crete cross  walks  to  place  an  edging  of  stone  blocks  between 
the  concrete  and  the  plank.  Concrete  cross  walks  are  very  hand- 
some and  look  well  if  care  is  taken  to  prevent  a  break  on  the  edge. 
Somehow  concrete  goes  to  pieces  rapidly  after  it  starts. 

Stone   cross  walks  may  be  constructed  of  ordinary  stone  pav- 
ing blocks,  of  large  flat  flags,  or  of  rubble.     Stone  paving  blocks 
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are  the  best  and  should  be  laid  close  together  and  be  grouted  in 
the  joints  with  cement  grout.  Large  stone  flags  are  difficult  to 
get,  are  seldom  smooth  and  generally  too  expensive  considering 
the  lack  of  appearance. 

A  rubble  stone  cross  walk  is  made  by  smoothing  off  the  space 
and  tamping  it  hard.  Set  a  thick  plank  on  edge  on  each  side 
and  cover  the  space  with  a  stiff  cement  mortar  mixed  one  to 
three,  about  one  inch  thick.  Bed  in  this  stones  from  four  to 
eight  inches  square  on  top  and  as  nearly  cubical  in  shape  as  can 
be  procured  without  taking  special  pains  to  cut  them.  The  top 
should  be  smooth  as  possible  and  the  stones  are  to  be  pressed 
into  the  mortar  below  so  they  will  form  an  even  surface  on  top 
for  the  walk.  After  the  stones  are  all  set  pour  between  the  joints 
a  thin  soft  mixture  of  one  to  three  cement  mortar  until  the  spaces 
and  joints  are  filled  flush.  When  the  mortar  sets  the  top  of  the 
walk  looks  like  mosaic  work.  Such  a  walk  looks  well  if  slightly 
crowned.  It  is  very  good  looking  and  durable,  while  not  so  ex- 
pensive as  either  brick,  cut  stone,  or  concrete. 

The  cross  walk  follows  the  cross  section  of  the  street  until 
it  gets  within  five  or  six  feet  of  the  curb.  Then  it  goes  on  a 
straight  line  for  the  top  of  the  curb.  Within  about  three  feet  it 
stops  and  ends  at  a  concrete  curb  as  a  sort  of  small  retaining 
wall.  This  wall  goes  gradually  down  on  a  slope  on  each  side  until 
at  a  distance  of  about  two  feet  each  side  of  the  walk  it  reaches 
the  street  surface.  It  has  a  recess  cut  in  the  top  opposite  a 
similar  recess  on  the  sidewalk  curb.  This  is  to  receive  the  ends 
of  planks  serving  to  bridge  the  gutter,  or  iron  plates  that  are 
sometimes  used  for  the  same  purpose.  Some  cities  have  the  cross 
walk  come  within  one  foot  of  the  curb  and  have  no  bridge  plank 
or  cover. 

Streets  that  are  paved  with  any  of  the  more  durable  and 
modern  pavements  have  no  cross  walks.  At  the  place  where  the 
crossing  comes  the  curb  parallel  with  the  sidewalk  curb  is  put 
in  place  and  the  cross  section  of  the  street  at  the  crossing  point 
is  altered  so  it  makes  practically  a  level  crossing  from  curb  to 
curb.  It  is  seldom  that  with  such  crossings  any  covering  is  put 
over  the  gutter  opening.  The  writer,  however,  always  prefers  the 
gutter  coverings  and  to  have  the  area  larger  than  is  customary 
where  they  are  not  used. 
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GUTTERS. 

Gutters  on  earth  roads  are  generally  ditches  of  considerable 
depth  in  the  outlying  districts  and  are  merely  rounded  edges  of 
the  roads  with  a  depression  of  from  six  inches  to  one  foot,  in 
the   more  settled  parts  of  town. 

For  macadam  or  gravel  roadways  on  parked  streets  the  gut- 
ters should  be  nicely  rounded  depressions  not  more  than  four  inches 
deep  and  from  two  to  three  feet  wide  nicely  paved  with  cobbles  or 
flat  stones  or  paving  brick.  They  make  a  good  looking  division 
between   the   roadway  and  the  grass. 

On  macadam  or  gravel  streets  not  parked,  the  gutters  where 
wooden  curbs  are  used  generally  consist  of  a  wide  plank  spiked 
to  the  curb  at  a  slight  angle.  This  plank  is  practically  on  a  con- 
tinuation of  the  slope  of  the  roadway  toward  the  curb.  It  is 
better,  however,  to  make  a  gutter  three  feet  wide  of  stones  grouted 
in  the  joints  with  cement  mortar. 

The  specification  is  as  follows,  for  this  as  well  as  for  the 
gutter  in  the  parked  roadway: 

"The  gutter  shall  consist  of  stones  not  less 
than  four  inches  nor  more  than  eight  inches  in 
any  dimension,  laid  with  the  flat  side  uppermost 
in  a  bed  of  cement  mortar  composed  of  one  (1) 
part  of  approved  Portland  cement  and  three  (3) 
parts  of  clean  coarse  sand.  Spalls  shall  be  used 
to  partially  fill  the  interstices  and  the  upper  sur- 
face shall  be  well  formed  and  laid  to  the  lines 
set  by  the  engineer.  The  bottom  shall  be  a  circu- 
lar arc.  After  the  stones  are  laid  in  place  and 
the  surface  pronounced  satisfactory  by  the  engi- 
neer the  contractor  shall  fill  all  the  interstices 
with  a  cement  grout  composed  of  one  (1)  part 
of  approved  Portland  cement  and  three  (3) 
parts  of  clean  coarse  sand  mixed  with  enough 
water  to  make  it  about  the  consistency  of  heavy 
oil.  The  grout  shall  be  poured  into  the  inter- 
stices from  a  spout  and  shall  not  be  laid  over  the 
surface  and  swept  in  with  brooms.  The  inter- 
stices must  be  well  filled  with  the  grout  to  make 
the  gutter  solid  and  strong,  and  to  prevent  the 
stones  from  being  washed  out  by  a  rush  of 
water." 

For  a  gutter  composed  of  brick  or  stone  blocks  the  specifica- 
tions  should  provide  for  a  bed  two  inches  thick  of  cement  mor- 
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tar  in  which  the  brick  or  the  stone  should  be  imbedded  and  the 
pieces  laid  together  as  closely  as  possible.  They  should  be  laid 
with  the  length  in  the  direction  nf  the  street  Grout  should 
be  poured  into  the  interstices  as  specified  for  the  stone  gutter. 

When  brick,  wood,  stone  block  or  asphalt  pavements  are  laid 
it  is  usual  to  have  the  pavement  continue  to  the  curb  with  no 
special  provision  tor  a  gutter.  Tt  is  becoming  the  custom  now  to 
have  a  combined  concrete  curb  and  gutter  for  all  streets  except 
those  paved  with  macadam  or  uxavei. 

When  macadam  streets  arc:  tarred,  or  treated  in  a  way  that 
tends  to  preserve  them,  die  concrete  gutter  may  be  used.  Other- 
wise it  is  out  of  place  an  a  macadam  street. 

In  towns  where  horses  are  standing  at  the  curbs  for  hours 
at  a  time  it  is  good  policy  to  make  gutters  of  vitrined  brick,  or 
stone  blocks,  about  six  or  eight  feet  wide  on  all  streets  improved 
with  gravel  or  macadam  or  paved  with  asphalt;  tar  or  similar 
materials. 

The  continual  moisture  and  the  almost  gnirtimi«l  pawing  of 
iron  shod  hoofs  make  marariam  and  gravel  and  asphalt  streets 
go  to  pieces  in  a  short  time. 

Wit  lain  rhe  pa.st  year  the  writer  has  n^rured  several  very  wide 
gutter-*  made  of  concrete  blocked  ■  ■»£  like  paving  brick  »:r  stone. 

These  gutrer3  presented  a  neat  appeararce  and  have  proven 
■  !:;rnhie  when  well  made.  Because  of  rhe  tact  that  good  concrete  ma- 
••»nal  <*an  he  obtained  nearly  everywhere,  many  cities  will  use  such 
ofntrers  where  heretofore  the  difficulty  and  expense  of  securing 
>'*,itabie  paving  stone  or  brick  have  heM  back  needed  improvements. 


USUAL  SPECIFICATIONS  FOR  CONCRETE  SIDEWALKS. 

A!'  cjrtir.!?  *r.  i  :\'.'.:r.%  r.ecessiir-  '.-  :.T"^  rre  foundation  to  subgrade  as 
4riv-n  'v;  *hi»  .»*:*-•  neer  :-.  charge  of  -he  work,  must  be  done  by  the  con- 
*rac*--.r  X'-.ftn  *-.i»ces*ary  the  founia-;or.  must  be  cer.so'.i  dated  by  wetting  and 
'v  -■%  '.ir.t?  -\r  rar.-.rr.i-?  to  -rive  it  Proper  -stahilrv  Soft  ar  i  spongy  places  not 
«  "Vvrd->i2j  a  f.rr.  frv:r.  iaricn  must  ire  .iu*  out  ar.i  re" 'led  with  sand  or  gravel, 
i~r\    v--"";  corr.^ac-ed   hy   rarr.rr.irj5.   ar. ;    four-da-.":-    brought    to   within   four  and 

-*»-hait*  'I:/;  inch  s  of  the  grade. 

vr.y^-i; — 7*-e   writer  believes  tha:   ur. i?r   -he   ^..iewalk  should   be   placed   two 

-     ■..•*!».  ir.c.h.^    /  cinders  we' I  compacted,   .r  about  one  inch  of  sand  if  the  sub- 
v  *  u*  !;  *  '/.Ay.  ar.  I  there  should  be  drains  laid  front  the  cinders  or  sand  to  the 

•>.:* i*-»st  r.-.ar.hole    '.r    catchbasin.     This  is  r:t  :^cix<ary  if  the  soil  be  a  porous 

'■■■■'*  ' 

f>r»   the  surface  *t.-:.i  prepare!  shall  be   placed  a  layer  of  hydraulic  cement 
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concrete  for  four  (4)  inches  in  thickness,  composed  of  one  part  of  approved  Port- 
land cement,  two  parts  best  clean,  coarse,  sharp  sand.  After  mixing,  dry,  five 
parts  of  broken  stone,  of  a  size  not  larger  than  two  and  one-half  (2H)  inches  in 
any  dimension,  shall  be  added,  and  then  water  added  in  just  sufficient  quantity 
as  will  give  a  surplus  of  moisture  when  rammed  (or  a  concrete  mixer  may  be 
used). 

The  second  layer  or  finishing  coat,  one-half  (%)  inch  in  thickness,  to  be  made 
of  one  part  of  approved  Portland  cement  and  one  part  torpedo  grave!  to  be  used 
before  the  first  layer  has  set.  In  both  foundation  and  surface  coats  joints  shall 
be  made  with  tar  paper  or  by  means  of  removable  plates  or  boards  to  form  ex- 
pansion joints  or  planes  of  weakness.  The  squares  shall  be  not  to  exceed  ten  feet 
in  size.  The  surface  shall  not  be  dusted  with  dry  cement  and  shall  be  thoroughly 
trowelled  and  floated  smooth. 

When  completed,  the  surface  shall  be  covered  with  sand,  straw,  hay  or  cloth 
and  kept  wet  for  not  less  than  six  days,  and  the  material  covering  it  shall  then 
be  allowed  two  days  in  which  to  dry  before  being  removed  and  exposing  the  sur- 
face to  the  direct  rays  of  the  sun. 

The  contractor  shall  clean  up  when  the  work  is  completed  and  remove  every- 
thing not  necessary  to  be  left  so  the  immediate  vicinity  of  the  work  shall  be  in  as 
good  and  presentable  condition  as  before  he  commenced  his  work. 

The  undersigned  hereby  certifies  that  he  has  read  the  foregoing  specifications, 
and  that  the  proposal  for  the  work  is  based  on  the  conditions  and  requirements 
embodied  therein,  and  should  the  contract  be  awarded  to  him,  he  agrees  to 
execute  the  work  in  strict  accordance  therewith. 

Specifications  for  combined  curb  and  gutter  are  given  in  the 
Chicago  and  Richmond,  lnd.,  specifications. 

Specifications  for  concrete  crosswalks  can  safely  follow  the  con- 
crete roadway  specifications  used  in  Richmond,  lnd. 

XATIOXAL    ASSOCIATION    OF    CEMEXT    USERS. 

PHILADELPHIA,  PA. 

STANDARD     SPECIFICATIONS     FOR     PORTLAND     CEMENT      SIDEWALKS. 

.    Adopted  January  24,  1908. 

MATERIALS. 

The  cement  shall  meet  the  requirements  of  the  specifications  for  Portland 
cement  of  the  American  Society  for  Testing  Materials,  and  adopted  by  the  National 
Association  ol  Cement  Users,  January,  1905. 

Sand  shall  pass  a  No.  4  screen  and  be  free  from  foreign  matter,  excepting 
loam  or  clay,  which  will  be  permitted  if  the  quantity  does  not  exceed  five  (5)  per 
cent,  and  when  these  ingredients  do  not  occur  as  a  coating  on  the  sand  grains. 

Not  more  than  40  per  cent,  shall  be  retained  on  a  No.  10  sieve 

Or  35%  pass  a  No.  10  and  be  retained  on  a  No.  20  sieve. 

20  30 

•30  "  40 

40  "  50 

Not  more  than  20%  shali  pass  a  No.  50  sieve. 

Or  70%  pass  a  No.  10  and  be  retained  on  a  No    40  sieve. 

20  "  50 


ENGINEERING    WORK. 

Stone  shall  be  crushed  from  clean,   sound,   hard,   durable  rock,   be 
dry  through  a  *4-m.  mesh,  and  be  retained  on  a  l%-'m.  mesh. 

Screenings  from  the  crushed  stone  specified  above,  which  shall  meet  the  re- 
quirements for  sand,  may  be  substituted  for  sand  if  so  approved. 

Gravel  shall  be  clean,  hard  and  vary  in  sizes  from  that  retained  on  a  one- 
quarter  (li)  in.  mesh  to  that  passed  by  a  three-quarter  i*±)  in.  mesh. 

Unscreened  gravel  shall  be  clean,  hard  and  contain  no  particles  larger  than 
three-quarters  {*+)  in.  The  proportions  oi  tine  and  coarse  particles  must  be  de- 
termined and  corrected  to  agree  with  the  requirements  for  concrete. 

Water  shall  be  reasonably    clean,  free  from  ->il.  sulphuric  acid    and  strong; 

alkalies. 

FORMS. 

Forms  shall  be  of  lumber,  free  from  warp,  and  not  less  than  one  and  three- 
quarters  ( lni)  in.  thick.  All  mortar  and  dirt  shall  be  removed  from  forms  that 
have  been  previously  used. 

The  forms  shall  be  well  staked  to  the  established  lines  and  grades,  and  their 
upper  edges  shall  conform  with  finished  grade  of  the  sidewalk,  which  shall  have  suffi- 
cient rise  from  the  curb  to  provide  proper  drainage:  but  this  rise  shall  not  exceed 
one-quarter  {vi)  of  an  inch  per  foot,  except  where  such  rise  shall  parallel  the 
length  of  the  walk. 

At  each  block  division,  cross  forms  shall  be  put  in  the  full  width  of  the  walk 
and  at  right  angles  to  the  side  forms. 

A  metal  parting  strip  one-half  t1*)  in.  thick  shall  take  the  place  of  the  cross- 
forms  at  least  once  in  every  fifty  ( 50)  linear  feet  of  sidewalk.  When  the  sidewalk 
has  become  sufficiently  hard,  this  parting -strip  shall  be  removed  and  the  joint 
filled  with  suitable  material  prior  to  opening  the  walk  to  traffic.  Similar  joints 
shall  be  provided  where  new  sidewalks  abut  curbing  or  other  artificial  stone 
sidewalk. 

All  forms  shall  be  thoroughly  wetted  before  any  material  is  deposited  against 

them. 

SIZE  AND  THICKNESS  OF  BLOCKS. 

In  business  districts  blocks  shall  be  so  divided  that  no  dimensions  shall  be 
greater  than  six  (.(*>  ft.;  thickness  of  sidewalk  shall  correspond  directly  with  the 
greatest  dimensions  of  the  walk,  as  follows: 

Block  <\      xli      ft. ;  thickness  tf      in. 
"5x3"  5la 

4' ax  4ia  "  5      ' 

"4x4"  4 

In  residence  districts  the  thickness  shall  'ne  as  follows: 

Block   tix  it  :":.;  thickness,  ti  in. 
5x5"  5 

4x4  4 

3x3"  *  " 

In  resident?   sidewalks  it.  shall  be  permissible  to  lay  sidewalks  with  a  thickness 
at  the  edcres  twenty-five  (25)  per  cent  less  than  the  thickness  at  the  center 
In  no  case  Vnnll  th?  thickness  of  the  walk  be  Ws  than  three  (3)  inches. 

SUR-BASH 

The  s-.ib-bas*  ih.-ill  l>e  thoroui/h!/  ra::::r.e  !.  and  a'.l  soft  spots  removed  and 
replaced  by  some  suitable  hard  material. 
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When  a  fill  exceeding  one  foot  in  thickness  is  required,  it  shall  be  thoroughly 
compacted  by  flooding  and  tair.ping  in  layers  of  not  exceeding  six  (6)  inches, 
and  shall  have  a  slope  of  not  less  than  one  to  one  and  a  half. 

The  top  of  all  fills  shall  extend  at  least  12  in.  beyond  the  sidewalk. 

While  compacting,  the  sub-base  shall  be  thoroughly  wetted  and  shall  be 
maintained  in  that  condition  until  the  concrete  is  deposited. 

BASE. 

The  concrete  for  the  base  shall  be  so  proportioned  that  the  cement  shall  over- 
fill the  voids  in  the  sand  by  at  least  five  (5)  per  cent,  and  the  mortar  shall  over- 
fill the  voids  in  the  stone  or  gravel  by  at  least  ten  (10)  per  cent.  The  proportions 
shall  not  exceed  one  (1)  part  of  cement  to  eight  (8)  parts  of  the  other  materials. 

When  the  voids  are  not  determined,  the  concrete  shall  have  the  proportions 
of  one  (1)  part  cement,  three  (3)  parts  sand  or  screenings  and  five  (5)  parts  stone 
or  gravel.  A  sack  of  cement  (94  pounds)  shall  be  considered  to  have  a  volume 
of  one  (1)  cubic  foot. 

To  determine  voids,  fill  a  vessel  with  sand  and  let  net  weight  of  sand  equal 
B.     Fill  same  vessel  with  water  and  let  net  weight  of  water  equal  A. 

A  X  2 .  65  —  B 
Percent,  voids  =         ■  100 

A   X   2.05 

This  formula  may  also  be  used  in  determining  voiJs  in  crushed  stone  and 
screenings  by  substituting  for  2 .  65  the  specific  gravity  of  the  stone. 

The  following  is  a  more  simple  method  for  determining  voids  in  coarse  aggre- 
gate: Fill  a  vessel  with  the  aggregate  and  let  net  weight  equal  B.  Add  water 
slowly  until  it  just  appears  on  the  surface  and  weigh.  Let  net  weight  equal  A. 
Fill  same  vessel  with  water  and  let  net  weight  equal  C. 

A  —  B 

Percent,  voids  = 100 

( 

Use  a  vessel  of  not  less  than  one-half  (H)  cu.  ft.  capacity.  The  larger  the 
vessel  the  more  accurate  the  result. 

(a)     Hand  Mixing: 

The  sand  shall  be  evenly  spread  on  a  level  water-tight  platform,  and  the 
cement  spread  upon  the  sand.  After  thoroughly  mixing  dry,  to  a  uniform  color, 
water  shall  be  added  in  a  spray,  and  the  mass  turned  until  homogeneous  mortar 
of  even  consistency  is  obtained.  To  this  mortar  shall  be  added  the  required 
amount  of  stone  or  gravel  previously  drenched,  and  the  whole  shall  then  be 
mixed  until  all  the  aggregate  is  thoroughly  coated  with  mortar. 

Where  unscreened  gravel  is  used,  the  cement  and  gravel  shall  be  thoroughly 
mixed  dry,  until  no  streaks  of  cement  are  visible.  Water  shall  be  added  with  a 
s:>ray  in  sufficient  quantity  to  render,  when  thoroughly  mixed,  a  concrete  equi- 
valent to  that  specified  above. 

Water  may  be  added  during  the  process  of  mixing,  but  the  concrete  shall  be 
turned  at  least  once  immediately  after  its  addition. 

(b)     Mechanical  Mixing: 

Machine  mixing  will  be  acceptable  when  a  concrete  equivalent  in  quality  to 
that  snecified  above  is  obtained.  The  mixing  of  mortar  and  con:rete  shall  be 
thorough  and  satisfactory  to  the  engineer. 
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Krlcmi  I'rtng  will  not  \tc  permitted. 

The  lotirrrlr  shall  bo  deposited  wi'hin  sixty  (60)  minutes  after  being  mixed, 
nii> I  chilli  U'  1  rannf erred  to  the  forms  in  water-t'ght  \\hce!l)arrows.  The  wheel- 
lint  Hivm  *U,\\\  not  Im<  filled  mi  lull  as  to  jHTmit  rr.ortar  to  slop  out,  and  shall  not 
U"  tun  over  I  ho  frrshlv  laid  concrete. 

Thr  mnrirtr  nh,ill  or  nprcad  evenly  and  lumped  until  water  flushes  to  the  top. 

S«-| •million  of  the  Hocks  should  be  done  with  a  tool  not  ever  six  (6)  in.  wide* 
tut  t  nne  M'nirtrr  i'|)  in.  thick,  and  to  insure  complete  separation  the  groove 
•cit.niM  \h-  w\\  through  Into  the  sub-base!  Pill  the  groove  with  drv  sand  before 
t  Mr  tiM'  (Oiii  it  •.oread,  and  the  top  coat  should  be  cut  through  to  the  sand  after 
ili>:ittiiK  ;iml  tronclmii  anil  .i  u 'inter  run  in  the  groove;  then  again  draw  a  trowel 
tlm>\ii;ti  \\w  groove.  «o  as  to  insure  a  complete  separation  of  the  block. 

WoiWimi'ii  +Ua'\  not  Imp  permitted  to  walk  on  freshly  laid  concrete,  and  where 
mtnit  im  iIk.i  t'nI1e«-i«  «m%  the  t»*r*  it  shall  l^e  caret \  lly  re:v.  ?ved  before  the  wearing 

SMtlftCV    i<   .li»»i'i,-,| 

wt.vriw.  Sl'RPACK. 

The  «« .!•••••  >.mi«<u'  x'm"  i,.a\\'  a  ih'ckiH-**  op"  a:  ara>:  :hret— ;varters  <3.»)  of 
am  inch 

rtw  »o»m  t.o  shall  Iv  n*.i\«  ',  v  ;.v  vi'v.e  :v*:'.ver  a$  :he  mortar  for  the  base, 
*»\it  \t\t  pi>'  smiiou  ot  one  .  P  octv.ci*?  to  ;\*v»  .  i  of  sor:  :  or  screening*,  and  it 
«'».**!  Iv  »m  «»» -x  cvi\»»»tcncv  ,i»  \\*'*  ".»••.  rvo-.-.'-v  :a: ^    'v.:  •*■".  Nr  readi'.y  boated 

v'm'!  *.s*  viv.i.:  on  sV.c  '\fc^'  w-:^.i*.i  :vr\      50    rrinute^  after  rr.:x- 
ca*v  *"»a""   —oiv  s  >,*■.»    :  ;*      Mv    r-:-v.  :.*■*  «t"ji-:  sr  be:»e«r.  the  t:::.e 
*v.nv  i*  *"-.\oo   a-.!   :'v  :•.*'.'  '."-a:   "he  wearer  course  i* 
••»  «'         V         ■  ,v\\-.  o-       ••■■  *    x"".i     *v    \\;  ..    .*:".*  Votf*  Srfore  s^rea  !*-r.£  :he 

V    .      "x      s    »»■.•<,■"      '    *■    A  •  '\\      .:  .-  .     .-.  .'    ^.-a.^:     :>*   >"cvk   rr.arkir.ifs 

*'  *      n        -   ,        w     *    .•*■.         .■            n           -,■     .ts1  **■    ■  i  :.\!  *  * vi  s-"il"  r«  cut 
»  ■■•*      "  -1"    »  ■»>■■  " ■     *-■    ■.*-•..;  .-.-.jr«-»     "A.:*ocut 

■. n  v »   »    ■        ■     ■  «         ....'«■  »  "-f-w-  "~.aa 


••»  ••»,»• 


■^ 


N  ■■'*•■       .»  »  »  .  .    ■» '  *."".'  .i«.  *«■?»;■  i        .  ~.:s 

-    v*  »  ■     .  '  v     ■'  0."P*"i  ■— A~#vi 


t>».    X^  -v 
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PROTECTION  AND  GRADING. 

When  completed,  the  sidewalk  shall  be  kept  moist  and  protected  from  traffic 
and  the  elements  for  at  least  three  days.  The  forms  shall  be  removed  with  great 
care,  and  upon  their  removal  earth  shall  be  banked  against  the  edges  of  the 
walk. 

Grading  after  the  walks  are  ready  for  use  should  be  on  the  curb  side  of  the 
sidewalk,  one  and  one-half  (1H)  ins.  lower  than  the  sidewalk,  and  not  less  than 
one-quarter  (M)  in.  to  the  foot  fall  towards  the  curb  or  gutter.  On  the  property  side 
of  the  walk  the  ground  should  be  graded  back  at  least  two  (2)  ft.  and  not  lower 
than  the  walk;   this  will  insure  the  frost  throwing  the  walk  alike  on  both  sides. 


CHAPTER  IV. 


STRKKT  PAVEMENTS. 


1 1  U  an  ttnimn  In  itrcct  paving,  as  in  most  other  wo 
ill*  lllfiiui Ifil  InwiM  in  lir*l  cost  is  generally  highest  in 
MMllllMlfliii'M-  I  Ikm  ctnre  «ct  the  best  pavement  the  tax  pay 
KfttHtl  lUll  II  U  tnmrtimrft  better  to  put  down  some  mat* 
\\v  \p\\U\'v\\  Idler  liy  a  better  than  to  postpone  an  improves 
♦MuiUvIv  StumMtnw*  a  cheap  pavement  arouses  enthusia* 
V*M»t>*  *t\  liii|%i'%ivoii«riil  U*om  where  a  more  expensive  pa 
\\\\^\\\  V\>  *w  numm*  to  pur*c»  that  it  would  actually  retard  al 

\\  u  m^\    t\*  uciieralUe  ami  easy  to  give  the  experi< 
vMhvi   vitw*      the  Awiagv-  U\  t**>er  will  not  be  inclined 
Al^lhvi  |s-U\m\  *>m\1<  but  will  ih\1$y  tor  himself  when  it  a 

\\\A\   ttsw  w\Kvi  >Mth  $\\sl  ?jtt-T\\ul  v\>mrmKiicanoti  th 
\Vs^  sk|  nmW*vaI   I\m    xI»nv;   >v*\  -^   *>   ctx:xrc-S    local     WTh 

*NKh.\ *JtVwO  v»m>  V<  £S*V^s\*  av-  ;V  c**>   >c-\xc*  ><  jl  parch1 
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tcriala,  suitable  for  pavements,  usually  given  a  lower  place.    Another 

is  the,  necessity  for  skilled  supervision  of  certain  pavements  during 

construction.    If  the  local  engineer  has  not  enough  of  the  requisite 

scientific  knowledge  to  know  that  a  first-class  job  is  being  secured 

and  the  city  can  not  afford  to  employ  the  man  with  the  knowledge 

•n*  experience,  some  materials  must  be  barred  out.     Another  is 

exPerience  in  maintaining  certain  pavements.     If  the  city  has  not 

the  proper  men  and  can  not  afford  them  then  another  material  will 

k  barred  out 

Each  place  must  study  carefully  all  the  local  conditions  and 

Jtoprove  the  streets  in  the   best  way   possible   in   that  particular 

°cality  with  reference  to  the  good  of  the  community  and  the  least 

*8Uimate  cost.    Any  of  the  leading  materials  will  make  a  first-class 

^av«nent  under  proper  conditions.     It  only  requires  common  sense 

f^d  a  proper  regard  for  the  value  of  the  opinions  of  men  trained 

^    the  work;   and  possessed  likewise  of  common  sense,  so  their 

^Perience  is  of  value  to  those  who  employ  them. 

No  street  will  last  forever  without  some  sort  of  maintenance 

•**<!  system  for  repairing.    Constant  attention  is  required  and  there 

^**st  be  wise  ordinances  well  enforced  to  keep  the  streets  properly 

Pr^served,  in  a  state  to  travel  upon  with  comfort  and  satisfaction. 

In  the  case  of  macadamized  streets  it  has  been  found  by  actual 

°*>s«rvation  that  the  cost  of  maintenance  is  one-third  greater  after 

t**^  putting  down  of  street  car  tracks.    On  such  a  street  a  T  rail 

cat^  be  used  under  proper  specifications,  but  a  provision  should  be 

Placed  in  the  franchise  providing  that  some  other  form  (preferably 

*  tfrooved  girder  rail)  shall  be  put  in  when  the  street  is  paved  with 

w°od,  stone,  brick,  asphalt  or  other  material  better  than  macadam. 

It  has  been  proven  that  street  car  tracks  on  a  street  shorten  the 
»*e  of  any  pavement  placed  thereon.  When  franchises  are  granted 
**  street  railways  the  manner  of  constructing  the  road  bed  should 
■*  carefully  specified  and  the  form  of  rail  to  be  used  should  also 
»*  specified.  The  street  railway  company  should  also  pay  a  part 
°f  the  maintenance  cost. 

If  an  electric  road  operated  by  a  trolley  is  to  use  the  streets 

the  double  trolley  system  should  be  used,  as  there  will  be  fess  danger 

from  electrolysis.    In  the  single  trolley  system  the  return  current 

foes  back  underground  and  at  every  possible  opportunity  it  attacks 

netal  pipes  in  the  ground.     When  an  electric  road  is  to  be  built 
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the  city  should  employ  a  competent  electrical  engineer  to  prepar^ 
the  specifications  for  doing  the  work  and  have  him  send  an  inspecto 
to  see  that  the  work  is  done  right.    No  road  should  be  built  without 
the  city  taking  some  such  means  for  protection. 

To  avoid  destroying  a  street  by  too  frequent  openings  for  water, 
light  and  sewer  connections,  some  regulation  of  pipe  laying  is  neces- 
sary.    It  is  well  enough  to  have  specifications  for  the  opening  of 
the  streets  and  the  restoration  of  the  surface,  but  the  inspection  is 
too  often  slighted. 

The  best  way  is  to  require  all  pipes  (other  than  sewers)  to 
be  laid  at  definite  depths  and  at  definite  distances  from  the  property 
lines.  On  streets  going  in  one  direction  the  depths  and  distances 
will  be  different  from  those  required  on  intersecting  streets.  At 
least  twelve  months  before  the  street  is  paved  all  water,  gas  and 
sewer  connections  should  be  made.  The  best  plan  is  to  require 
service  pipes  and  drains  to  be  laid  every  25  feet  on  each  side  of  the 
street  to  a  point  one  foot  inside  the  curb  line.  When  connections 
are  afterwards  made  to  the  houses  no  openings  will  be  necessary 
in  the  roadway. 

Maps  of  all  the  pipe  lines  showing  the  location  and  depths  of 
house  connections  should  be  kept  in  the  office  of  the  city  engineer. 
See  Chapter  XII. 

The  question  of  street  paving  materials  is  a  burning  one.  It 
is  not  settled.  When  a  town  becomes  a  city  of  about  20,000 
inhabitants  the  Council  awakes  to  the  fact  that  some  decision  should 
be  arrived  at  regarding  the  best  material  to  use  and  committees  are 
sent  to  cities  near  by  to  investigate  conditions.  They  are  usually 
met  by  the  agent  for  some  particular  material  and  shown  the  work 
his  company  is  doing. 

In  the  meantime  the  city  engineer  formulates  questions  and 
sends  them  with  stamped,  addressed  envelopes  to  all  the  cities  he 
knows  of,  having  about  the  population  of  his  city.  If  half  the  papers 
come  back  he  is  pleased,  for  so  much  of  this  is  done  that  few  men 
care  to  bother  with  replies.  The  writer  knew  of  one  city  sending 
out  five  hundred  letters  of  inquiry  and  receiving  twenty-seven 
replies. 

From  the  data  thus  obtained  the  engineer  makes  out  tables 
and  prepares  a  report.  Frequently  he  rushes  into  print  with  it.  The 
writer  has  reports  in  his  possession  made  from  data  thus  obtained 
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Mid  some  men  recommend  one  material  and  some  men  recommend 
another,  as  most  suitable  for  their  particular  case. 

Apart  from  strictly  local   considerations  the   following  points 

are  to  be  taken  into  consideration  in  selecting  a  material  for  street 

paving :     Appearance,    ease   of   traction,   cleanliness,   healthfulness, 

noise   and  cost     The  ideal  pavement  is  durable,  noiseless,  cleanly, 

healthful,  easy  to  travel  on  and  cheap.    The  ideal  pavement  has  not 

come  into  use  so  far  as  the  writer  knows.    The  best  we  can  do  is 

to  approximate  to  it,  although  there  are  men  selling  certain  materials 

who  have  tables  of  percentages  to  prove  their  pavement  is  the  ideal. 

The  loads  a  horse  can  draw  on  a  perfectly  level  roadway  each 

toy  is  given  by  Haswell  as  follows : 

Asphalt    6,095  pounds 

Stone  block 3,006  " 

Ordinary  stone  block. 1,828  " 

Hard  macadam  1,391  " 

Hard  gravel  1,279  " 

Hard  earth  1.193  " 

Worn  stone  block 1,137  " 

Cobble  stone  730  " 

Ordinary  earth   456  " 

Sand   :. 228  " 

Brick  had  not  come  in  as  a  paving  material  when  that  table 
was  prepared,  but  it  is  close  to  asphalt.  Wood  should  have  been 
mentioned,  but  a  properly  constructed  wood  pavement  is  as  good 
as  asphalt. 

The  following  figures  given  by  asphalt  companies  show  the 
^toparative  cost  of  haulage  on  streets  paved  with  various  materials. 
inere  is  little  reason  to  doubt  their  close  agreement  with  observa- 
"0ni  even  if  presented  by  parties  advertising  a  particular  material. 

Cost  to  move  one  ton  one  mile  by  horse  power  (estimate  made 
»  Indiana) : 

Asphalt 2.7  eta. 

Block  stone  pavement   (average) 5.3  cts. 

Macadam  in  good  order 8.0  cts. 

Gravel  road  8.8  cts. 

Earth  road,  hard  and  dry 18.0  cts. 

Macadam  with  ruts 26.0  cts. 
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Wet  sand  32.0  cts. 

Earth  road  with  ruts  and  mud 39.0  cts. 

Dry  sand 84.0  Cis. 

will  he  noticed   that   there   is  no  mention  made  of  brick  < 
i  the  above  tahlc.     The  cost  is  practically  ihe  same  as  f< 
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made  in  the  figures,  however.  The  table  has  been  made  from 
reports  received  from  many  cities,  most  of  them  of  considerable 
size.  Other  men  give  values  considerably  different  and  the  writer 
has  found  that  the  values  assigned  vary  with  the  average  sizes  of 
the  places  from  which  reports  are  received  and  the  completeness  of 
the  reports.  The  town  also  from  which  a  favorable  report  was 
received  on  one  pavement  may  have  been  close  to  a  city  where 
there  were  many  first-class  contractors  laying  it.  The  town  con- 
demning it  may  be  far  away  from  good  contractors.  The  table, 
however  is  interesting. 

Mr.  T.  J.  McCarthy,  assistant  city  engineer  of  Holyoke,  Mass., 
received  a  great  many  inquiries  about  the  experience  of  that  city 
with  various  materials  and  prepared  Table  II  to  send  to  inquirers. 

It  will  be  noticed  that  he  tells  the  kinds  of  foundations  used 
for  different  materials.  This  is  an  important  point.  The  sub- 
surface should  be  thoroughly  compacted  and  the  writei  believes  it 
should  in  all  cases  be  underdrained  with  the  tile  leading  to  the  near- 
est manhole  or  catch  basin.  All  modern  pavements  should  have  a 
concrete  foundation.  As  natural  cement  may  be  hurt  by  frost,  the 
cement  used  should  be  Portland  where  the  weather  conditions  are 
severe.  The  writer  is  opposed  to  pavement  foundations  of  brick, 
or  old  gravel  or  macadam, 

EARTH    ROADS. 

A  town  first  tinkers  with  the  old  earth  roads  when  people 
get  tired  of  mud.  It  buys  a  road  machine,  which  has  to  be  rebuilt 
every  spring  because  no  care  is  taken  of  it  between  -while,  and 
buys  a  road  roller.  The  streets  are  rounded  this  year  according  to 
the  ideas  of  one  man  who  knows  little  about  it  and  next  year  of  a 
man  who  knows  less.  A  well  made,  well  kept  and  thoroughly  rolled 
earth  road  is  very  satisfactory  in  dry  weather.  It  is  pleasant  to  use 
when  not  dusty  or  muddy.  Seeing  that  it  is  either  the  one  or  the 
other  all  the  time,  earth  roads  are  counted  as  not  just  the  thing 
for   progressive  places. 

GRAVEL    ROADS. 

Gravel  is  the  first  improvement  tried.  The  ideas  of  men  differ 
exceedingly  as  to  what  constitutes  a  good  gravel  for  road  work. 
In   fact,    their  ideas  differ  as  to  what  may  be  termed  gravel      One 
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kind  is  very  fine  and  has  sharp  edges  and  angles.  It  is  never  fouti 
rounded  like  marhlcs  or  cobblestones  and  is  pretty  fair  material  I 
line  on  streets  wilh  little  travel.     Although  the  writer  gives  a  fori 
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to  travel  on  and  somehow  fits  park  surroundings.    Asphalt  is  out  of 

place  in  a  park. 

When  stone  is  used  for  a  pavement  it  jpacks  and  binds  partly  by 
reason  of  the  corners  and  angles  interlocking  and  preventing  any 
movement.  But  if  the  stone  have  round  sides  and  there  are  no 
angles  or  corners  it  must  be  held  togethei  by  means  of  some  binder 
or  cementing  material.  If  this  material  sets  and  never  softens,  as 
in  the  case  of  hydraulic  cement,  then  there  can  be  no  objection. 
But  if  the  binder  is  clay  or  earth  which  will  soften  when  wet,  the 
stone  gets  a  chance  to  move  around  and  the  larger  pieces  work 
to  the  top  by  reason  of  the  smaller  ones  working  down  as  they 
move  under  the  traffic  and  the  cementing  material  thus  acts  as  a 
lubricant.  Yet  many  people  advocate  gravel  because  it  costs  little 
at  first  and  because  it  will  "let  the  water  through."  This  after  a 
century  of  education  in  roadmaking. 

It  is  highly  desirable  that  the  earth  on  which  the  road  metalling 
rests  should  be  porous  and  easily  drained,  but  the  endeavor  of  the 
engineer  is  to  get  an  impervious  covering,  which  is  termed  "metal- 
ling" when  composed  of  gravel,  cinders,  broken  stone,  etc.,  and 
which  is  termed  "paving"  when  composed  of  something  more  durable 
m  use  and  neater  in  appearance.  i 

The  only  way  to  use  round  gravel  is  to  put  it  through  a  rock 
crusher  and  when  it  goes  through  call  it  macadam  and  put  it  on  the 

road  in  accordance  with  the  best  possible  specifications  for  macad- 
amizing. 

MACADAM    ROADS. 

Macadam  is  far  superior  to  earth  and  gravel.  It  retains  a 
hold  on  people,  for  it  is  low  in  first  cost  and  a  pleasant  material 
in  the  right  kind  of  weather  (one  or  two  months  in  the  year).  It 
is  a  good  material  with  which  to  start  the  street  improvement  ball 
rolling,  but  no  town  or  city  should  accept  a  macadam  street  to 
keep  it  in  repair.  A  street  should  not  be  accepted  until  it  is  paved, 
and  macadam  is  not  a  pavement.  It  can  be  used  on  any  grade  that 
a  load  can  be  hauled  on  and  is  a  quiet  material,  so  remains  a 
favorite  for  residence  streets.  These  streets  should  be  improved  at 
low  cost  and  as  the  travel  on  them  is  not  heavy  the  cost  of  main- 
tenance is  not  a  large  factor,  considering  how  free  from  noise  and 
how  satisfactory  in  appearance  a  well  kept  macadam  road  is. 
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After  an  extensive  experience  with  macadamized  roadways  ~^* 
writer  does  not  favor  "the  stitch  in  time  method  of  repairs/'  a.^ 
is  much  too  costly.  By  this  method  is  meant  the  keeping  of  £>*-  -*€ 
of  repair  material  at  hand  and  having  men  patrolling  the  str^^i 
looking  for  broken  places  and  immediately  repairing  them  \r^*€1 
found.  A  macadam  road  with  very  light  traffic  will  wear  one  E*^*^1 
in  a  year  and  with  heavy  traffic  will  wear  from  two  to  three  incl~»  ^s 
An  attempt  to  save  this  wear  by  continually  placing  little  dabs  ** 
material  in  depressions  is  foolish.  The  least  expensive  and  tcm.<^s 
satisfactory  method  is  to  pick  down  the  edges  of  depressions  &l*~* 
use  the  material  to  fill  the  low  places  with  the  addition  at  times  o* 


very  rmall  amount  of  new  stone.    When  the  entire  surface  has  wo*"** 
down  three  or  four  inches  then  roughen  it  by  some  proper  mettn^* 


and  resurface  the  roadway  with  new  material.  This  method  simp- 
contemplates  that  no  do  p  holes  and  no  ruts  will  be  allowed  to  ^ornr^f 
One  man  with  a  team  can  do  as  much  work  on  the  streets  as  ha/  ^ 
a  dozen  men  with  two  or  three  teams  under  the  f*stitch  in  time 
way.  The  street  will  always  look  as  well,  so  the  maintenance 
cost  is  reduced  and  as  good  results  obtained. 

Specifications  are  given  for  macadam  roadways.  If  the  ground 
surface  is  excavated  one  foot  more  and  large  stones  on  edge  set 
closely  together  as  a  pavement  foundation  over  the  whole  surface, 
before  placing  the  macadam,  we  have  a  Telford  road. 

Dust  is  a  nuisance  on  macadam  roads,  so  it  is  customary  to 
sprinkle  them.  The  water  assists  in  binding  the  materials  together, 
at  the  same  time  it  carries  into  the  stone  certain  elements  that 
combine  to  destroy  and  disintegrate  it,  for  water  is  the  greatest 
solvent  in  nature.  The  dry  dust  is  ground  between  wheels  and 
the  hard  surface  and  helps  grind  it  up.  When  the  dust  is  wet  and 
in  the  form  of  thin  mud  this  action  is  worse.  For  this  reason  it 
is  good  policy  to  keep  the  macadam  as  free  from  dust  as  possible. 
This  is  best  done  by  an  occasional  scraping  up  of  the  dost  and 
hauling  it  away.  It  should  be  sprii  k!ed  before  being  swept  up,  as 
it  is  more  readily  handled  when  wet.  After  all  is  hauled  away 
that  can  be  hauled,  the  street  should  be  washed  with  a  hose. 

Considerable  space  has  been  devoted  to  :^aca^!am  because  it 
is  so  well  known  ard  such  a  present  favorite  with  the  majority  of 
people.  It  is  doomed,  however,  and  in  its  present  form  wifl  dis- 
appear probably  within  the  present  generation,  except  in  oot-of-the- 
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way  places.    The  reason  for  this  is  the  rapid  increase  in  the  num- 
ber of   automobiles  and  the  high  speeds  at  which  they  usually  run. 
The  suction  of  the  rubber  tires  on  gravel  and  macadam  roads  makes 
ihem  go  to  pieces  rapidly,  and  all  over  the  world  men  are  experi- 
menting with   different  methods  of  making  macadam   roads  more 
durable. 

This  is   generally  sought   to   be   accomplished   by   coating  the 
surface  with  some  asphaltic  or  oily  material.     Westrumite,  named 
after   the  inventor,   Dr.   Westrum,   a   German   scientist,   is   an   oily 
material  which   is  placed   in   the   tanks  of   sprinkling   wagons   and 
mixed  with  the  water.    It  was  invented  for  the  purpose  of  allaying 
to  some   extent    the    sprinkling    nuisance.      It    is    largely    used    in 
Europe  and  has  lately  come  into  use  in  the  United   States.     One 
round  of  the  sprinkling  carts  with  Westrumite  seems  to  do  more 
good  than  several  rounds  with  plain  water.    As  the  liquid  binds  the 
surface  and  helps  stop  the  formation  of  dust  it  is  no  doubt  of  con- 
siderable benefit   on   streets    used   by    automobiles,    although    when 
»rst  introduced   the   inventor  had  no  thought  of  this.     He  simply 
wanted  to  lessen   the   formation  of  mud  by   sprinkling  and   make 
rt  unnecessary  to  sprinkle  often. 

In  France  experiments  are  being  made  with  plain  tar.  It  has 
been  tried  by  placing  it  on  dust  covered  roads,  forming  a  coating 
°f  dust  and  tar  and  has  been  tried  on  roads  thoroughly  cleaned.  It 
nas  also  been  put  on  cleaned  roads  loosened  for  a  depth  of  a 
tew  inches  and  covered  with  an  inch  of  sand  and  rolled  after  the 
tar  has  been  added. 

Tar  is  a  material  that  stands  extremes  of  temperature  badly 
and  is  volatile  to  a  degree.  A  road  is  apt  to  go  to  pieces  if  the 
*ar  gets  too  hard,  and  if  anything  is  added  to  it  to  keep  it  soft  it 
,s  aPt  to  be  disagreeable.  The  necessity,  however,  for  doing  some- 
tmng  to  improve  macadam  roads  will  be  sure  to  lead  to  experi- 
ments of  value.  Tar  is  now  comparatively  cheap  and  not  hard  to 
obtain  in  some  places,  so  it  may  be  utilized  largely  for  this  pur- 
pose. 

Several  firms  in  the  United  States  advertise  tar  for  the  above 
purpose  and  also  for  the  construction  of  Tar  Concrete  and  Tar 
.Macadam  roads,  which  we  will  touch  upon  later. 

For  some  vears  oil  has  been  used  in  California  to  lessen  the 
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dust   nuisance,  which   is  almost  unbearable   during  the  long 
summer  in  that  state.    All  grades  of  oil  are  used  and  the  plan 
country  roads  is  simply  to  saturate  the  surface  to  a  depth  of  a 
inches  to  make  it  heavy,  so  the  dust  will  not  rise. 

No  attempt  was  made  at  first  to  make  a  smooth  hard 
as  the  men  who  first  used  the  oil  believed  there  should  be  at  lesK.sf 
ar  inch  of  loose  material  on  tcp  to  incorporate  with  the  oil  It 

was  soon  noticed  that  if  the  oil  contained  a  heavy  percentage      *d( 
asphalt  it  improved  the  surface  of  the  road.     It  was  found,  also, 
that  as  the  surface  improved  the  road  was  used  for  heavy  teaming. 
The  good  surface  being  only  a  few  inches  thick  soon  went  down 
into  the  insufficient  foundation  and  the  road  became  rutty.    Tod»y 
where  oil  is  used  it  is  either  used  as  a  thin  oil  frankly  to  sa"*^e 
frequent  sprinkling  with  water,  or  a  very  heavy  oil  is  used  in  c&*~*' 
nection  with  macadam  or  gravel.     This  is  the  best  way  to  use    ^' 

ASPHALTED   MACADAM. 

The  roadway  then  is  of  asphalted  macadam.  The  macada-^11 
roadway  must  be  built  in  accordance  with  the  best  specification-  s' 
with  a  good  crown  and  very  smooth  surface.  The  macadam  h^^^ 
to  carry  the  loads.  The  asphalted  surface  simply  takes  all  the  we^^^ 
and  is  a  thin,  slightly  elastic  covering  for  the  base.  Catch  basic  \ 
should  not  be  used  on  the  surface,  for  standing  water  softens 


and  it  goes  to  pieces.    If  gutters  are  used  they  should  be  of  stoi 
or  brick. 

After  the  macadam  base  is  put  carefully  down  a  thin  layer  ncC^ 
exceeding  one-half  inch  of  fine  angular  gravel  or  clean  coarse  san. 
is  spread  over  it  evenly  and  of  the  exact  thickness  required.    Upo^ 
this  is  applied  the  liquid  asphalt  or  heavy  asphaltic  oil  at  a  teir*-" 
perature  of  not  less  than  150  degrees  F.    The  quantity  used  varied 
from  three-fifths  to  three-quarters  of  a  gallon  per  square  yard. 

Special  spreading  and  distributing  machines  are  used  for  this 
work.  After  the  first  coat  is  applied  it  is  allowed  to  stand  with- 
out disturbance  for  twenty-four  hours.  Then  a  second  thin  layer 
is  put  on  and  covered  with  from  two-fifths  to  one-half  gallon  of  oil 
i>'.-r  -'juare  yard.  This  likewise  stands  for  twenty-four  hours  or  as 
long  as  the  judgment  of  the  experienced  man  in  charge  thinks  is 
right.  Then  a  thin  coat  of  sand  or  fine  gravel  is  put  on  for  the 
purpose  of  absorbing  the  excess  of  oil.     Some  rolling  with  a  light 
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roller  is  done  to  get  the  surface  smooth  and  the  street  is  thrown 

°Pen  to  travel.     If  sticky  parts  develop  they  are  filled  with  sand 
at  once. 

.  r  several  weeks  after  the  street  is  completed  it  is  a  good 

**  to  roll  it  frequently  with  a  roller  of  at  least  ten  tons  to  make 

keep  it  smooth  during  the  hardening  process.     The  result  is 

sr*iooth  asphalt  pavement  obtained  at  a  fractiDn  of  the  cost  of 

re£Tjlation  asphalt  pavement.     Sometimes  the  lolling  is  omitted 

ait°Sethef. 

The  liquid  used  to  secure  the  best  results  has  a  gravity  of 

^Ut  10.5  degrees  B,  and  contains  over  80  per  cent  of  4,D"  grade 

sPhalt,  over  90  per  cent  of  asphaltum  in  liquid  form.     It  is  not 

Hkely  to  be  injured  by  th^  high  degree  of  heat  necessary  to 

eauce  asphalt  to  the  hard  form  and  takes  longer  than  hardened 

asPhalt  to  harden  in  use. 

If  asphalted  macadam  roads  are  built  in  state:  where  a  long, 
.  ry»  Wrm  season  can  not  be  depended  on,  the  work  should  be  done 
1,1  a.  week  when  it  is  hot  and  rain  is  not  to  be  expected.  The 
Macadam  base  should  be  warm  and  dry.  Otherwise  a  good  bond 
WlU  not  be  secured  and  the  covering  will  be  inclined  to  peel  off. 

TAR    CONCRETE   ROADS. 

TJse  tar  containing  not  more  than  5  per  cent  of  water  and  not 

**ss  than  50  per  cent  of  pitch.     Have  the  tar  hot  and  the  stones 

^y  and  warm.    Use  enough  tar  to  coat  all  the  stones  and  construct 

*"e    roadway   exactly  like    constructing  a   regular   macadam   road, 

^  use  the  tar  throughout  in  every  layer. 

TAR    MACADAM    ROADWAYS. 

Koll  the  earth  thoroughly,  as  for  a  macadam  road.  Spread 
wer  it  a  layer  four  to  six  inches  thick  of  stones,  like  the  lower 
layer  of  a  macadam  roadway.  Roll  this  layer  until  it  is  solid  and 
smooth. 

The  bottom  layer  contains  no  tar.  Cover  it  with  two  or  three 
inches  of  crusher  run  stone  dried  and  warmed  and  mixed  with  hot 
tar,  using  from  ten  to  twelve  gallons  of  tar  per  cubic  yard  of 
Itone.  Spread  this  stone  quickly  and  in  an  even  thickness.  Cover 
ft  with  a  half  inch  of  coarse  sand,  fine  gravel  or  rock  dust  and 
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roll.     Little   rolling  is   required.      Throw   it   open   to  travel   imme- 
diately. 

ARMORED   MACADAM. 

Another  form  of  macadam  requires  notice.  Some  years  ago  a 
German  engineer  propounded  the  theory  that  macadam  roads  went 
to  pieces  rapidly  because  the  stones  in  the  top  layer  differed  so 
much  in  size  that  considerable  movement  occurred.  Under  constant 
rubbing  the  edges  and  angles  gradually  wore  off  and  this  made 
dust.  The  more  dust  the  greater  attendant  wear  because  the  dust 
has  a  grinding  action. 

Twelve  or  more  years  ago  he  built  armored  macadam  roads 
that  are  said  today  to  be  in  perfect  condition  under  very  heavy 
traffic.  They  are  being  experimented  with  in  England  at  present. 
The  subsurface  is  thoroughly  rolled  and  the  bottom  four  or  six 
inches  of  the  macadam  roadway  put  in  according  to  the  usual  speci- 
fications. This  is  solidly  rolled,  after  which  an  inch  of  sand  is 
placed  over  it.  On  top  of  the  sand  (and  partly  bedded  in  it)  stones 
four  inches  deep  and  from  three  to  five  inches  square  are  placed  by 
hand  as  closely  together  as  possible.  Care  is  taken  to  have  them 
as  nearly  cubical  in  shape  as  possible  and  as  nearly  the  same  size 
as  possible.  Fine  dry  sand  is  brushed  into  the  close  joints  and 
the  entire  surface  is  covered  with  an  inch  or  two  of  sand.  This  is 
wet  and  rolled  in  order  that  all  the  joints  will  be  thoroughly  filled. 
The  appearance  of  the  street  is  that  of  fine  mosaic  work. 

An  armored  macadam  roadway  is  excellent  where  automobiles 
are  used  to  any  extent. 

RITULITHIC   PAVEMENTS. 

The  satisfaction  given  by  tar  pavements  during  the  first  months 
after  construction  has  led  to  the  introduction  of  the  bitulithic  pave- 
ment. Unfortunately  it  is  a  patented  pavement,  so  some  ingenuity 
has  to  be  exercised  in  drawing  specifications  permitting  its  use  in 
competition  with  other  materials. 

The  writer  wishes  to  go  upon  record  as  saying  that  with  honest 
workmanship  and  honest  materials  the  bitulithic  pavement  in  his 
opinion  has  a  larger  percentage  of  desirable  qualities  than  any 
material  he  is  acquainted  with.  It  approaches  very  nearly  the  ideal 
pavement. 
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By  making  the  above  statement  about  the  bitulithic  pavement 
he  is  not  to  be  understood  as  saying  that  it  approaches  the  ideal 
pavement  most  closely  for  all  places.  Local  considerations  must 
never  be  neglected.  It  is  in  the  abstract  that  the  remark  is  made, 
considering  that  a  city  can  make  a  free  choice  of  all  approved  mate- 
rials upon  a  practically  equal  basis.  In  a  particular  case  wood 
may  be  ideal  for  one  town,  brick  for  another,  macadam  (in  some 
one  of  its  many  forms)  in  another,  etc. 

So  far  as  the  writer  has  had  an  opportunity  to  judge,  and  he 
has  seen  the  pavement  in  many  cities,  the  bitulithic  pavement 
possesses  all  the  advantages  of  asphalt,  with  few  of  the  disadvan- 
tages. Asphalt  a  few  years  ago  was  heralded  as  the  ideal  pavement 
under  all  conditions  and  for  all  places.  Today  it  must  take  a  sec- 
ond or  lower  place. 

While  the  bitulithic  pavement  is  in  many  respects  similar  to  the 
tar  macadam  pavement,  the  great  secret  of  its  success  lies  in  the 
density  obtained  by  careful  arrangement  and  proportioning  of  sizes 
of  the  crushed  stone  to  fill  the  voids. 

TARRING   OF   ROADS. 

Since  the  appearance  of  the  first  edition  of  this  book  the  Bureau 
of  Road  Inquiry,  Washington,  D.  C,  has  issued  pamphlets  de- 
scribing experiments  made  with  tar  treatment  of  roads,  giving  costs 
and  results.  These  pamphlets  are  distributed  free  of  cost  by  the 
government. 

Tarvia  is  a  preparation  of  tar  which  is  prepared  practically  by 
boiling  to  remove  all  moisture  and  is  used  with  great  success  for 
macadam  road  preservation. 

WADSWORTH    MACADAM. 

This  is  essentially  a  roadway  wherein  a  bituminous  rock,  found 
in  Kentucky,  is  used  as  a  binder  and  top  coat  for  macadam  roads. 

PETROLITHIC    PAVEMENTS. 

These  pavements  are  a  California  production  and  consist  of 
oik»d  streets  thoroughly  tamped  with  the  petrolithic,  or  Fitzgerald 
tamping  roller. 

Instead  of  simply  rolling  the  treated  surface  this  roller  tamps 
the  material  for  a  depth  of  several  inches.  The  illustration  on  page 
55  shows  the  roller,  and  specifications  for  petrolithic  pavements  in 
the  city  of  Los  Angeles,  Calif.,  are  given  at  the  end  of  this  chapter. 

The  accompanying  table  of  quantities  of  oil  required  for  oiled 
roads  can  be  used  for  estimating  purposes. 
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COBBLES. 

For  streets  having  heavy  travel  cobbles  were  used  until  iately. 
re  an  obsolete  pavement  but  as  inquiries  are  still  made 
about  them  they  deserve  some  notice  in  such  a  work  as  this. 

Cobbles  were  egg  shaped  pieces  of  gravel  varying  in  size  from 
six  inches  in  length  and  breadth  to  as  much  as  ten  inches.  They 
were  laid  in  a  cushion  of  sand  on  a  shaped  street  surface  with- 
out any  foundation  and  tamped  into  place  with  heavy  tampers, 
then  covered  wilh  sand  or  fine  gravel,  wet,  and  rolled.  They  made 
a  noisy  pavement  not  particularly  easy  nor  at  all  pleasnnt  lo  travel 
upon.  The  first  cost  was  about  the  same  tfs  macadam  but  the 
life  was  twenty  times  as  great.  The  interstices  can  not  be  cleaned. 
For  t hi=  one  reason  cobble  pavements  arc  condemned  everywhere 
as  being  unsightly,  and  dangerous  as  well  to  health. 

STONE  BLOCKS. 

Granite    blocks    are    durable    and    much    helter    than    cobbles, 

which    in    the   process   of   evolution    they    followed.     They    are,    or 

should    be,    cut    regularly    to    shape    and    size    and    set    as    closely 

tble    to   make   the   joints   small    and   thus   lessen   noise    and 

make   them   more   healthful. 

The  question  of  hcahhfulness  and  noise  has  been  met  in  late 
years  by  filling  the  joints  with  cement  grout  (which  is  apt  to  make 
the  pavement  slippery)  or  with  an  asphalt  grout.  The  joints  being 
filled  the  street  can  be  easily  kept  clean.  It  was  formerly  the 
■  to  lay  them  like  cubbies  on  a  bed  of  sand  a  few  inches 
thick.  It  is  no  longer  done,  for  the  pavement  never  remained 
even.  The  foundation  can  never  be  too  good,  for  it  carries  the 
k>a<L     The   pavement   is   merely    the    wearing   surface. 
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A  concrete  foundation  should  be  never  less  than  six  inche 
thick  and  in  some  places  where  the  earth  Is  yielding  it  shouL 
be  eight  inches  thick.  This  applies  not  only  to  granite  block 
but  to  all  modern  pavements.  Upon  the  "top  of  the  foundation 
should  be  a  bed  of  tine  sand  an  inch  thick  to  take  care  of  irregu 
laxity  in  the  depths  of  the  blocks  and  also  to  prevent  the  loos 
ones  from  hammering  the   foundation  to  pieces. 

Stone  blocks  are  peculiarly  suitable  for  warehouse  district: 
When  granite  can  not  be  readily  obtained  basalt  is  used.  Th~ 
stone,  however,  sets  slippery  in  a  short  time.  In  some  parts  m 
the  world  there  are  varieties  of  sandstone  which  make  beautif- 
pavements.  Sandstouc  can  be  trimmed  into  more  regular  bloc! 
than  any  other  stone  and  the  sire  of  the  joints  thus  decreaser 
without  *tf*\tin$  the  foothoid  much*  whi!e  it  does  have  a  deci- 
evfty  $°*xt  eifect  in  fessentng  ?x>ise  and  the  cost  of  deanmg. 

When  a  <to**e  bVvk  paven*wt  sets  too  slippery  the  tops 
the  Nocks  can  be  dressed  *~h  so\\<  cr  rite  Wvks  can  be  tak« 
\^  and  ?\v*xl  *>th  ;Se  K*«o*vs  vrv  In  fact  the  fell  wearing  c- 
r\*c*T>  ,^i  a  >?\>*>f>  Kvvk  $v*vesv<t»:  *>  re*  reached  and!  the  b!oc~- 
V*w  Vce*»  ^vit\!  svve.  t**c«  v,?rw\*  wN«t  :Se  e$«ct  of  the  dre« 
sag  Vts  >hv^H  ^.  „*?e*se\!  ot*  »V  r^rvo*  e»nl  wheat  that  has  wo  - 
xaKVt't    A»\»    %s»t».    'etsVwev!   w*c?t   *<w    Necks   wHrl*  the  old   onr 

Wi.\V*\      ^Xi^JX^X'-n 
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understand  today  why  there  was  such  a  craze,  about  twenty  years 
ago,    for   them. 

Cedar  trees  six  to  ten  inches  in  diameter  were  cut  into  six-inch 
lengths  and  these  blocks  were  used  for  paving.  Sometimes  they 
were  laid  in  a  bed  of  sand  on  the  earth  and  sometimes  on  boards. 
Once  in  a  while  it  was  thought  best  to  cover  the  boards  with  tar 
or  asphalt  and  dip  the  blocks  in  the  same  material.  Sometimes 
the  planks  were  in  two  thickness,  well  covered  with  asphalt  and 
spiked  together.  Occasionally  a  concrete  base  was  used  and  some- 
times the  blocks  were  laid  on  an  old  macadam  roadway: 

The  blocks  were  laid  as  closely  together  as  possible  and  the 
interstices  caused  by  the  rounded  form  filled  with  gravel  or  sand. 
Then  asphalt  or  tar  was  poured  in  as  a  filler.  The  whole  idea 
was  low  first  cost.  While  new  they  made  a  good  ,pleasing  pave- 
ment.  They  soon  got  old  and  rotted  from  the  bottom  as  soon 
as    moisture  got   at  them. 

Modern   wooden   pavements   are    made   of  rectangular  blocks 
placed  on  a  concrete  foundation  with  as  small  joints  as  it  is  pos- 
sible  to  make.     It  is  now  generally  understood  that  a  close  grained 
wood  must  be  used.     Cedar  has  been  a  failure  because  too  soft, 
although  its  lasting  qualities  in  ordinary  situations  is  well  under- 
stood.   A  hard   wood   is  not   desirable   because   it  gets  too   hard 
and   smooth  and  after  a  little  use  the  edges  of  the  blocks  become 
worn  and  it   is   filthy,   slippery   and   noisy.     The   proper   kind    of 
wood  then  is  one  that  is  close  grained  and  lies  between  the  hard 
and   soft  classification. 

It  must  be  kiln  dried  (except  in  the  case  of  California  red- 
wood) and  protected  from  decay.  The  blocks  should  be  about 
s«  inches  long,  three  to  four  inches  wide  and  about  six  inches 
deep,  being  set  with  the  grain  vertical. 

Eucalyptus  wood  from  Australia  or  California  and  California 
redwood  can  be  used  after  drying,  by  simply  dipping  under  a  five 
foot  head  in  hot  asphalt  and  laying  at  once  on  the  foundation, 
which  should  be  covered  with  about  one-half  inch  of  sand.  It 
is  important  that  the  blocks  be  coated  on  the  bottom  as  well  as  on 
the  tops  and  sides  with  asphalt. 

Wooden  pavements  rot  from  the  bottom.  If  the  blocks  have 
no  asphalt  on  the  bottom  the  moisture  gets  through  after  traffic 
has  worn  the  top  coating  off  and  collects  until  it  spreads  over  a 
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large   area.      When    it   reaches   a   poroiss   block   it   attacks   it.       Xa 
this  way  two  or  three  soft  b'ock?   car,  !et  enough  water  througf-i 
to  destroy  yards  of  pavement.     If  the  asphalt  protects  the  blocks 
on  the  sides  as  well  as  on  the  boct:>m  arid  the  top  each  block     *s 
isolated  and  if  water  gets  mto  it  there  is  no  danger  of  it  goir»g 
farther.     When   the   storm   is   over   cap:'' ary  attraction   will  brnr*g 
the  water  to  the  surface  and  the  stit:  will  evaporate  it. 

The  writer  has  laid  satisfactrry  pavements  of  Oregon  woo^s 
and  of  ordinary-  pine  with  aspha":  h-Jt  believes  it  ir  better  to  i"*"1" 
iect  creosote  into  such  woods.  Creosoted  pavements  are  used  ^n 
many  places  with  satisfaction  C\er  the  top  of  all  wooden  psnr^" 
roents  should  be  p'aced  a  coating:  of  hot  asphalt  and  a  half  in^^" 
of  sand  or  verv  fine  grave!. 

An   expansion  j.^mt   is  necessary.     The  Australian  method        1S 
to  put   a   two  or   three-inch   p'ank  alongside  the  curbs  and  occ^^" 
sionally  across  the  street.     The  h'ocks  are  laid  as  tightly  as  pes*  s" 
sible   between  these   p'ar.ks.     When   the  blocks  are  all  down  t  ^-»e 
planks  are  taken  out  and  the   spice  filled  with  tamped  clay.    ^^^n 
American    improvement   ha:    been   to    fill    the   space   with   asphas-  ^t# 
Thomas  K.  Muir,  of  Portland,  Ore.,  patented  a  joint  for  wood  ^^n 
pavements,   consisting   of   strips   of   canvas   asphalted   and   cover  ^d 
with  grated  cork.    This  was  laid  between  all  joints  across  the  str^"^ 
and  helped  the  foothold  on  steep  grades.     In  connection  with  tt*"*,s 
the  usual  method  of  putting  planks  a'ong  the  curbs  to  be  taken'  t*f* 
and   replaced  with   asphalt   mixed  with  tar  or  sawdust  was   use?«- 

The  writer  his  a  great  fordrt-s  f^r  a  well  laid,  properly  main' 
tained  wooden  pavement,  but  of  course  understands  that  the  first 
cost  depend*  upon  the  source  of  supply:  and  the  cost  of  mainte- 
nance is  prem  high.  It  is  an  agreeable  pavement  and  in  sec- 
tions of  the  country  where  the  right  material  is  readily  obtained 
miaht  easily  be  con>-.dered  an  ideal  pavement,  or,  rather,  be  con- 
«>i -It-red  the  ideal  pavement. 

Wooden  pavements  have  given  satisfaction  for  many  years  in 
Germany.  Frr.nce.  England  and  Australia.  In  some  cities  wood  is 
rc.ted  highest  of  all  pav«ng  materials.  Wherever  competition  per- 
::.:\s  tV.e  replacement  of  wood  by  brick,  asphalt,  etc,  because  of 
v.e    cost,    the    \vo.-d    pavements    arc    going,    except    in    particular 
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on  streets  having   light  travel.     It   is  almost   impossible   to  have 
too  much  travel  on  a  wood  paved  street.     Experience  has  proven 
that  heavy  traffic  is  decidedly  beneficial.     It  compresses  the  ends 
<ri  the  blocks  and  makes  them  durable.     A  wood  paved  street  re- 
quires considerable  water.     It  can  not  have  too  much.     Alternate 
wetting  and  drying  injure  wood  more  than  anything  else.     Fre- 
quent trips  of  the   watering  cart,   enough   to  keep  the   pavement 
always  moist,  insures  long  life.     Laid  on  a  residence  street  with 
1'ttle  or  no  traffic  and  never  sprinkled  a  wood  pavement  will  hardly 
last  long  enough  for  the  property  owner  to  pay  the  final  assess- 
ment for  its  laying.     Put  on  the  street  having  the  heaviest  travel 
and  kept  continuously  wet  it  vies  with  stone  blocks  in  durability, 
besides  being  cleaner  and  not  noisy. 

The  question  of  the  unheal th fulness  of  wooden  pavement  is  no 
longer  raised.  A  modern  wooden  pavement  is  perfectly  healthy. 
N°  harmful  germs  are  ever  found  in  the  joints. 

BITUMINOUS    ROCK. 

This  material  was  used  for  many  years  in  California  until 
°ther  paving  materials  could  compete  in  price.  Beds  of  sand  im- 
pregnated with  asphalt  (bitumen)  were  quarried  and  the  material 
simply  heated  enough  to  enable  it  to  be  laid  in  thin  sheets  over 
a  Pr°per  foundation.  It  was  then  rolled  until  cold.  In  appearance 
c°uld  not  be  told  from  an  asphalt  pavement.  It  is  a  fairiy  good 
material  and  in  all  respects  but  one  the  equal  of  asphalt.  The 
one  defect  is  that  all  beds  of  sand  contain  more  or  less  loam 
anu  earth  and  decayed  matter.  Consequently  the  material  is  not 
uniform  and  when  laid  on  streets  goes  to  pieces  irregularly.  Some 
parts  may  last  for  years  and  parts  last  only  a  few  months.  As 
80011  as  good  asphalt  deposits  in  California  were  developed  bi- 
tuminous rock  as  a  paving  material  was  discredited. 

ASPHALT. 

The  asphalt  used  in  Europe  for  many  years  was  an  asphaltic 

limestone,    or   rather    a    limestone    impregnated    with    asphalt.      It 

was  put  on  the  street  in  the  natural   state,   like  bituminous   rock, 

but  made  a  slippery  pavement.     In  wet  weather  it  was  necessary 

U>  sand  it  to  keep  .horses  from  slipping.     This  slipperiness  was  a 
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Kirut  nlijiTtinn  and  asphalt  did  not  grow  in  favor  until  the 
|ilni|it(iiui  nf  (In*  asphalt  lake  in  Trinidad  by  American  promoters 
Miul  the  Inrinutioii  of  groat  asphalt  paving  companies. 

It  htu  yrown  if i  favor  ever  since  and  many  other  sources  of 
Mipply  <trc  druwu  upon.  It  is  believed  there  is  an  asphalt  trust 
tlmt  eoutroU  all  known  sources  of  supply. 

The  material  in  refined  and  brought  to  the  street  in  barrels 
where  it  i*  softened  by  heat  and  mixed  with  sand  and  a  filler  of 
win  hue  material  and  laid  on  a  good  foundation  while  hot.  Be- 
hue  it  etH»U  it  is  rolled  to  its  final  thickness  with  a  heavy  roller. 
It  should  he  eheap  it  cost  of  material  alone  is  considered,  for  only 
thv  a^t^hah  in  hiought  into  the  town.  The  rest  of  the  material  is 
lo\al 

I  he  mixture  of  asphalt  sand  and  other  ingredients  must  be 
\ai*vd  with  the  climate*  grade  of  the  street  and  innumerable  other 
wudutoti*.  th»\  calls  for  an  amount  of  skilted  supervision  few 
\inaH  viuvx  can  command  I'hU  is  a  matter  that  demands  careful 
\tu*n£hi  v»n  ihv  isut  ot  the  cvmv;t.  It  the  small  pbee  is  bound 
to  haw  an  a^ha't  tstwittviit  x^t^o^t  disinterested  expert  advice 
a'»d  jtv\KU»»sV  ihv  autVnuv*  >ViA!  bo  ciretul  to  award  the  con- 
invt  iv  uonv  \v*\  n1'o:'£  cv:">\  v  vsjvKt  .1  maintenance  guarantee 
so!  w n  01  "!twi'  \vm-  \  *  ^v  v^'-v  :;o»  »•  ;*c  maintenance  bond  is 
i   \<a'  one. 

V  wvhviN  \i  v;  t  ■■.•  "sviv«  ■>  ■»v.',,:.i:rrc:  asphxt  pavement 
„xi  i     N'i    V    .-.\»    'av>     »:a->\v.  '*.«.<    *c  •■•«»«$   viewers*  however. 

**.  •>  >v»v  >  ■*!,  ,:'v\i  >>  *.  i -v^i^v  ■.  v; ■■  ■•"v  :  "nvolviiTjf  the  auto- 
•ii» v.. v  '  >v  vx*:v  :tj4  <a.v  V  -»-vi.  -.v*. 'N.*  .i  v  ^xuiuttctr*  by  standing 
\»  ia;  ..is!  nWvw^v  i=\*i>.  v  .1  \  •■.•iVi'w  •  tugtrieiTt  as  to  the 
,.nv  .*:  •\.w>  *iio»  a.*  .  *;.  \v»*--  ♦.  .**.«!  m<  -ts  proper  place  it 
•k    ;»  k<   >-i  vn  ■*'*'»      '   >•  »■■       ■  .-.ov*  -;K  •    should  be  dose  f> 

;   nv   .«;  v>    . 'mv    i     »         \.    v     ■.»•<•.:  it  .c  ^tc  competent  men  u 

*v         v.     .  v  n     v-  -      t  .».    _  \^*  factor. 

»  ■  ^  '  v,  -,,     ■    ,-v       -     ■■..*,:*  cm 
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to  every  brickmaker,  can  not  be  used  successfully  for  this  class  of 
brick,  the  range  of  temperature  at  which  they  can  be  vitrified  be- 
ing very  narrow  by  reason  of  too  much  silica  or  too  much  lime. 
So  the  brick  will  be  either  unburned  and  thus  be  soft  or  will  be 
misshapen  and  can  not  be  used.  It  is  well  to  remember  this  when 
the  local  brickmaker  pleads  for  a  chance  to  burn  brick  for  paving 
a    street. 

An  impure  fire  clay  generally  known  as  "pipe  clay"  can  be 
used  for  paving  brick.  These  impure  clays  make  tough  paving 
brick  when  properly  vitrified.  As  it  requires  a  very  high  heat  to 
vitrify  them  great  care  must  be  taken  that  the  brick  are  not  allowed 
to  be   soft. 

The  really  proper  material  for  paving  brick  is  a  shale  found 
generally  in  the  vicinity  of  coal  measures  and  known  as  "soap- 
stone"  and  also  as  "soft  slate."  These  shales  have  to  be  ground 
up  and  mixed  with  water  to  make  them  plastic  so  they  will  mold 
satisfactorily. 

It  can  readily  be  seen  that  if  vitrified  brick  can  not  be  made 
near  the  town  it  will  be  difficult  to  count  on  it  as  a  paving  material. 
The  price  in  the  middle,  central  and  eastern  States  is  from  $5  to 
$8  per  thousand,  and  in  the  western  States  from  $15  to  $25.  At 
a  price  not  to  exceed  $15  per  thousand  brick  can  compete  with 
asphalt.  If  it  has  to  be  hauled  any  considerable  distance  the 
freight  item  kills  all  consideration  of  its  use  for  paving.  The 
cost  is  too  great,  for  all  the  pavement  is  brought  in,  whereas  with 
asphalt  only  about  10  per  cent  is  foreign  material,  the  rest  being 
local.  Bituminous  rock  and  asphaltic  limestone  could  not  com- 
pete with  asphalt  as  it  constituted  only  about  10  per  cent  of  the 
pavement,  hence  freight  charges  were  low.  The  other  two  ma- 
terials had  to  be  brought  in  entire  and  freight  charges  were  high. 
Brick  pavement  is  in  every  way  as  satisfactory  as  asphalt  where 
i  tried  side  by  side.  There  are  enthusiastic  supporters  of  each  ma- 
\        terial. 

!  If  the  first  cost  of  the  two  materials  is  the   same  the  writer 

prefers  brick.  The  cost  of  maintenance  is  no  higher  for  brick.  It 
is  practically  as  noiseless  as  asphalt  and  the  clicking  sound  of 
horse  shoes  on  it  has  seldom  been  mentioned  as  objectionable.  If 
not  properly  put  down  there  is  apt  to  be  a  distressing  rumble  under 
continuous  traffic  but  it  is  not  a  characteristic   inseparable    from 


(«  HXUIXEER1XG    WORK. 

the  tur  of  the  material.  It  should  have  expansion  joints  placed 
an  described  for  wood  pavements. 

'Die  great  argument  in  favor  of  wood  and  of  brick  as  against 
HHphult  is  (hat  highly  trained  scientific  supervision  is  not  so  neces- 
nwry  ah  with  asphalt  and  there  is  no  necessity  for  a  complete  re- 
liance upon  the  honesty  of  the  contractor  in  the  absence  of  spe- 
cial  expert   advice. 

(iiven  proper  specifications,  a  careful  selection  of  material  by 
in  honest  man  of  the  most  ordinary  education,  with  honest  super- 
vision by  men  of  little  or  no  education  but  with  common  sense,  and 
hriok  or  wood  pavements  can  compete  successfully  with  any  others. 

The  writer  hopes  the  foregoing  review  of  the  materials  in 
common  use  will  assist  in  making  a  selection.  The  specifications 
given  represent  common  practice  but  before  doing  any  street  pav- 
ing \\\th  materials  other  than  can  be  obtained  near  home  further 
information  is  needed.  The  literature  is  extensive  and  up  to  date 
books   are   readily  obtained. 

The  cost  of  pavements  per  square  yard  are  given  by  Professor 
taker  a>  follows: 

Crawl     $0.50 

Macadam    0.75 

ttiwk  1-75 

KvVM'xv'a'    \\o\\i  V\vk>     2.00 

<KC^»    i<.^  *'♦  2  75 

Osjrtsw  V»vk  "50 

•  v> v  t \  •  * .'  *  v  •  v  ,*: .t  •  w  J  •  •  •. " "  * .-.  •  *?r  o:::c?  :* : an  tht>  little  book 
t*  ut'^i^tNV    v;       Vhe>    arv  .:"   .i\;:.,J:tN 

•  -   ^  ^  -  vv   vr.-;  ■*  -    -  ojiisrete 

v.     >.  v  -         ,-.        -  .    *     v.        »•.**.        .  „"\>>a  —       Wt:h- 
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no  joints  and  is  therefore  less  noisy  and  more  cleanly  and  healthy. 
It   can   also  be   more   readily  repaired   if  broken.     It  is   a  difficult 
street  to  tear   up   and  all   underground   work  should  be  done  and 
the  ground  settled  before  it  is  laid. 

HASSAM    PAVEMENT. 

This   ingenious    pavement,    specifications    for    which    are   given 
at  the  end  of  this  chapter,  is  practically  a  concreted  macadam. 

MAINTENANCE. 

Every  city  should  possess  a  road  machine,  crusher  and  road 
roller.  Steam  rollers  are  cheaper  and  better  than  horse  rollers. 
Hie  writer  from  his  experience  prefers  comparatively  light  rollers 
that  will  travel  rapidly.  Seven  tons  is  about  right,  although  five 
tons  have  been  used  with  success. 

The  following  extract  from  the  1904  report  of  the  state  fire 
Marshall  of  Ohio  is  interesting  in  so  far  as  it  relates  to  a  proper 
regulation  of  pipe  laying  in  streets: 

"Fires  reported  to  the  state  fire  marshal  during  1904  as  be- 
"Jg  caused  by  gas  explosion,  gas  leaks  and  by  explosion,  number 
ninety-four,  but  many  fires  reported  as  from  unknown  causes  are 
doubtless  properly   chargeable  -to   gas. 

'Gas  leakage  under  the  impervious  pavements  of  cities  is  a 
subtle,  uncontrollable,  menace  to  property  and  to  life  as  well. 
Many  mysterious  conflagrations  presenting  inexplicable  phenomena 
are  due  to  the  presence  in  houses  of  gas  which  has  entered 
through  the  cellar  from  a  leaking  main. 

Gas  companies  anticipate  a  loss  from  leaks  of  12  to  20  per 
cent  of  all  the  gas  they  force  into  the  mains,  it  being  cheaper 
to  bear  that  loss  than  to  open  the  streets  and  repair  the  pipes.  A 
leakage  of  187,000  cubic  feet  per  mile  per  annum  for  four-inch 
mains  is  considered  nominal.  The  report  of  the  Massachusetts 
State  Board  of  Gas  and  Electric  Light  Commissions  showed  that 
m  *899  the  mains  in  use  for  gas  distribution  in  that  State  averaged 
4-81  inches  in  diameter  and  their  leakage  for  the  year  was  162,334 
cubit  feet  per  mile.  The  gas  companies  of  Massachusetts  are  re- 
quired to  report  their  'gas  unaccounted  for*  which  elsewhere  is 
considered  a  confidential  fact. 
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"The  authoritative  tables  of  Field's  Analysis  of  Gas  Undertak- 
ings show  that  in  the  cities  of  England  the  gas  leakage  is  about 
500,000  cubic  feet  per  mile  of  main  per  annum. 

"In  small  towns  this  gas  escapes  harmlessly  through  the  earth, 
except  when  the  ground  is  frozen,  but  under  the  asphalt  and 
stone  pavements  of  the  city  it  is  at  all  times  forced  along  the 
outside  of  the  main  until  it  finds  a  fill  around  a  service  pipe,  which, 
by  reason  of  its  being  more  open,  offers  a  path  of  least  resistance 
into  the  cellar  of  some  house.  If  the  ventilation  of  the  cellar  is 
not  ample  the  gas,  being  lighter  than  air,  accumulates  in  coal 
vaults  or  between  the  joists,  where  an  accidental  spark,  the  strik- 
ing of  a  match  or  the  flame  of  a  candle,  will  ignite  it  with  or  with- 
out explosion.  If  the  amount  of  the  escaping  gas  is  large  it  may 
be  found  in  layers  next  the  ceiling  of  every  story  of  the  house." 

SPECIFICATIONS. 

The   specifications   given   here   arc   carefully   chosen   but   there 

may  be  better  ones   produced  each   year.     Before   blindly  copying 

make  a   search. 

BRICK. 

The  following  specifications  were  adopted  for  brick  pavements 
at  the  Sixteenth  Annual  Convention  of  the  National  Brick  Makers' 
Association : 

SUB-STRUCTURE    OR    GRADE. 

Earth  in  excavation  to  be  removed  with  plow  and  scraper,  or  other  device, 
to  within  two  (2)  inches  of  sub-grade,  then  brought  to  true  grade  with 
the  roller,  the  weight  of  which  should  not  be  less  than  five  (5)  nor  more 
than  eight  (8)  tons.  If  the  earth  is  too  hard  to  receive  compression  through 
the  weigh,  of  the  roller,  then  loosen  the  remaining  two   (2)    inches  with   a 

pick  and  cart  away. 

Earth  in  embankment  must  be  applied  in  layers  of  eight  (8)  inches  in 
thickness  and  each  layer  thoroughly  rolled,  and  in  both  excavation  and  em- 
bankment  the   sub-grade  must   have  a   uniform   density. 

If  the  ground  is  a  spouty  clay,  tile  drainage  should  be  provided  to  carry 
off   this  accumulation   of   wet. 

CURBING. 

If  cement  is  used  it  should  be  completed,  if  stone,  all  should  be  hauled 
and  distributed  and  set  before  the  grading  is  finished,  ana  may  then  be 
used  as  a  guide  to  finish  the  sub-grade. 

It  should  range  in  thickness  from  four  (4)  to  six  (6)  inches,  twenty 
(*0)  to  twenty-four  (24)  inches  deep,  the  business  and  street  traffic  gov- 
erning the  same,  and  lengths  not   shorter  than  five   (5)   feet,  except  at  doe- 
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wes.  Neatly  dressed  on  top  with  a  square  or  rounded  outer  edge  and  four 
(4)  inches  down  on  the  inside.  The  outer  surface  to  be  tool  dressed  to  the 
depth  of  the  face  exposed  and  to  the  depth  of  the  thickness  of  the  brick 
and  sand  cushion.  The  intersection  at  street  corners  and  alleys  should  be 
circular,  with  radius  of  four   (4)   and  three   (3)    feet,   respectively. 

(Note — In  this  connection  the  writer  wishes  to  call  attention  to  his 
remarks  earlier  in  this  book,  on  having  a  large  radius  at  intersections.) 

MARGINAL    CURBS. 

Should  always  be  of  a  hard  and  durable  character,  of  stone,  and  from 
fourteen  (14)  to  eighteen  (18)  inches  deep,  dressed  on  top  and  five  (5) 
inches   down  on  the  face  next  to  the  brick. 

Set  to  accurately  fit  the  curvature  of  the  cross-section  of  the  street,  on 
six  (6)  inches  of  concrete  and  backed  up  with  the  same  within  six  (6)  inches 
of   the  top. 

CONCRETE    FOUNDATION— CRUSHED    STONE. 

Should  be  of  approved  quality  of  hard  rock,  with  no  fragment  larger 
than  will  pass  through  a  two  (2)  inch  ring  and  none  smaller  than  will  pass 
through  a  one  (1)  inch  ring  in  their  longest  dimensions,  free  from  all  refuse 
and    foreign   matter. 

(Note — It  will  be  seen  from  these  specifications  that  a  dense  concrete 
is  not  called  for.  The  stone  is  ranged  between  two  sizes  that  will  assure 
at  least  30  per  cent  of  voids.  In  the  following  paragraphs  it  will  be  seen 
that  only  half  enough  sand  to  fill  the  voids  is  called  for.  To  get  a  dense 
concrete  smaller  sizes  of  stone  should  be  permitted.) 

SAND. 

Must  be  clean,  sharp  and  dry,  and  thoroughly  mixed  in  its  dry  state 
until  the  whole  mass  shows  an  even  shade,  with  an  approved  brand  of  either 
hydraulic  or  Portland  cement.  If  of  hydraulic,  the  proportion  of  mixture 
should  be  of  one  part  of  cement  and  two  parts  of  sand;  if  of  Portland 
cement,   one  part  of  cement  and  three  parts  of  sand. 

(Note — By  hydraulic  cement  is  meant  natural  cement,  for  Portland  is 
also  an  hydraulic  cement.— McC.) 

To  the  above  mixtures  should  be  added  sufficient  clean  water  to  mix 
to  a  plastic  mass,  fluid  enough  to  rapidly  subside  when  attempting  to  heap 
to  a  cone  shape.  To  this  mixture  add  four  (4)  and  five  (5)  parts,  respec- 
tively, of  damp  crushed  stone,  or  clean,  screened  gravel,  and  turn  the  whole 
mass  over  not  less  than  three  (3)  times,  or  until  every  fragment  is  thor- 
oughly coated  with  the  cement  mixture.  For  the  reception  of  this  mixture 
the  grade  should  be  set  off  in  five  (5)  foot  squares,  with  a  stake  at  each 
corner*  Tops  of  each  should  be  at  the  surface  of  the  concrete,  which  must 
be  tamped  until  free  mortar  appears  at  the  surface.  Occasional  sprinkling 
in  extreme  hot,  dry  weather  is  beneficial.  After  thirty-six  hours  the  cushion 
sand    may  be  spread. 

SAND     CUSHION. 

Sand  should  be  clean  and  free  from  loamy  matter.  It  need  not  neces- 
sarily be  sharp*  It  should  be  two  (2)  inches  thick  before  the  compression 
of   the  brick  by  rolling.     The  sand  should  be  spread   by  the  aid  of  a  tern- 
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plate,  the  whole  or  one-half  the  width  of  the  street,  made  to  conform  wi 
the  true  curvature  of  the  street  cross-section. 

brick. 

The  brick  should  all  be  hauled  and  neatly  piled  inside  of  the  curb  mv 
before   the   grading  is   finished,   or,   if   allowed   by   the   engineer,    delivered  01 
the  street  in  wagons  and  carried  from  the  pile  or  wagon  on  pallets  or  wit 
clamps,  and  not  wheeled  with  barrows.     They  should  be  first-class  and  the 
oughly  vitrified,  showing  at  least  one  fairly  straight  face,  with  rounded  ed{ 
with  no  greater  radius  than  8-16  of  an  inch.     They  should  not  be  less  tha~ 
2^x4x8,   or   more   than   8^x4x9   inches,    free   from   cracks,    with   but   sligt 
lamination  and  at  least  one  edge  with  but  slight  kiln  marks  allowed. 

Such   brick   or   blocks  shall   be   submitted  to  a   test  of  an   hour  in  ths»< 
National    Brick    Manufacturers'    Associations'    standard'  rattler,     and    unde^a- 
the   conditions    prescribed   by   that   association,    and    if    the   loss   by   abrades  -m 
during  such   test   exceeds   20   per   cent   of   the   original   weight  of   the   bri«=Jr 
tested,  then  such  brick  or  blocks  shall   be  rejected. 

BRICK  LAYING. 

Brick  should  be  laid  perpendicular  to  the  curb.     Broken  brick  or  block 
can  only  be  used  to  break  joints  in  starting  courses,  or  in  making  closure* 
The  brick  shall  be  laid  on  edge,  close  together,   in  straight  lines  across  the 
roadway   between   gutters.     Gutters  shall   be   constructed   as  directed  by  the      j 
engineer.     After   the  brick  are   laid   they  shall  be   thoroughly  inspected  and 
all    warped,    spalled   and   soft   brick   removed   and    replaced   by   more  perfect 
ones,  and  those  found  with  the  bad  face  up  should  be  turned  down. 

TAMPING   AND    ROLLING. 

After  the  inspection  is  thus  completed  the  edge  of  the  pavement  shall 
be  tamped  to  grade  next  to  the  curb,  to  the  width  of  six  (6)  or  eight  (8) 
inches  out  from  the  curb,  with  a  hand  tamper.  The  entire  pavement  shall 
then  be  rolled  with  a  five  (5)  ton  steam  roller  until  all  brick  are  thoroughly 
bedded  and  the  whole  surface  assumes  a  practical  plane  conforming  to  the 
gradient  and  curvature  of  the  roadway. 

EXPANSION    CUSHION. 

An  expansion  cushion  must  be  provided  for,  one  inch  thickness  next  to 
the  curb,  filled  two-thirds  its  depth  with  pitch,  the  top  third  being  filled 
with  sand  and  a  like  cushion  at  right  angles  with  the  street,  at  intervals 
of  fifty  feet. 

THE   FILLER. 

The  filler  shall  be  composed  of  one  part  each  of  clean,  sharp  sand  and 
Portland  cement.  The  sand  should  be  dry.  The  mixture,  not  exceeding  one- 
third  bushel  of  the  sand,  together  with  a  like  amount  of  cement,  shall  be 
placed  in  the  box  and  mixed  dry,  until  the  mass  assumes  an  even  and  un- 
broken shade.  Then  water  shall  be  added,  forming  a  liquid  mixture  of 
the   consistency   of   thin    cream. 

From  the  time  the  water  is  applied  until  the  last  drop  is  removed  and 
floated  into  the  joints  of  the  brick  pavement,  the  same  must  be  kept  in 
stant  motion. 
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The  mixture  shall  be  removed  from  the  box  to  the  street  surface  with 
a  scoop  shovel,  all  the  while  being  stirred  in  the  box  as  the  •  same  is  be- 
ing thus  emptied.  The  box  for  this  purpose  shall  be  354  to  4  feet  long,  27 
to  30  inches  wide  and  14  inches  deep,  resting  on  legs  of  different  lengths, 
so  that  the  mixture  will  readily  float  to  the  lower  corner  of  the  box,  which 
should  be  from   8    to    10    inches   above    the    pavement. 

This  mixture,  from  the  moment  it  touches  the  brick,  shall  be  thoroughly 
swept  into  all  the  joints.  Two  such  boxes  sha'l  be  provided  in  case  the 
street  is  twenty  feet  or  less  in  width;  exceeding  twenty  feet  in  width  three 
boxes  should  be   used. 

The  work  of  filling  should  be  thus  carried  forward  in  line  until  an 
advance  of  from  fifteen  to  twenty  yards  has  been  made,  when  the  same 
force  and  appliances  shall  be  turned  back  and  cover  the  same  space  in  like 
manner,  except  that  the  mixture  for  the  second  coating  may  be  slightly  thicker 
torn  the  first 

To  avoid  a  possibility  .of  too  great  thickening  at  any  point,  there  should 
"*  a  man  with  a  large  sprinkling  can,  the  head  perforated  with  small  holes, 
•Plinkling  gently  the  surface  ahead  of  the  sweepers.  This  should  be  done 
,n  the  application  of  each  course   here  specified. 

After  the  joints  are  thus  filled  flush  with  the  top  of  the  bricks  and  suffi- 
a*nt  time  for  evaporation  has  taken  place,  so  that  the  coating  of  sand  will 
°ot  absorb  any  of  the  mixture,  one-half  inch  of  sand  shall  be  spread  over 
"K  whole  surface,  and  in  case  the  work  is  subjected  to  a  hot  summer  sun 
an  occasional  sprinkling,  sufficient  to  dampen  the  sand,  shall  be  followed  for 
w°  0r  three    days. 

The  grouting  thus  finished  must   remain   absolutely   free   from   disturbance 
traffic  of   any    kind    for    a    period    of    ten    days. 

WOOD. 

Wood  paving  specifications,  Brooklyn,  N.  Y. : 

'•--The   wearing  surface   shall   be  composed   of  longleaf,   all   heart,    yellow 

pine  blocks,   treated    as   hereinafter   described.        All   blocks  shall    be   of   sound 

,n»ber,  free    from    bark,    sapwood,    loose    or    rotten    knots,    or    other    defects 

*hicl»  shall  be   detrimental  to  the  life  of  the  block  or  interfere  with  its  lay- 

,D&    No  second    growth    timber   will    be    allowed. 

2-— The  blocks  are  to  be  treated  throughout  with  an  antiseptic  and  water- 
Proof  mixture,  at  least  50  per  cent  of  which  shall  be  dead  oil  of  coal  tar. 
commonly  known  as  creosote  oil.  The  remainder  to  be  resin  or  some  other 
rmilar  and  suitable  waterproof  material.  All  portions  of  each  individual 
block  shall  be  thoroughly  treated  with  the  mixture,  and  after  treatment  the 
specific  gravity   of   the   blocks   shall  be   greater  than   that   of   water. 

3.— After  treatment  the  blocks  shall   show   such   waterproof  qualities  that, 
after  being  dried    in   an  oven   at   a   temperature  of  100°    for   a   period    of  24 
Jwurs,  weighed,    and   then   immersed   in   clear   water   for   a   period  of  24   hours 
and  weighed,    the    gain   in    weight   shall    not   be   greater   than    3   per   cent. 
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CHICAGO  SPECIFICATIONS. 

The   following   paving   specifications   were   in   use   in   Chica#£° 
daring  1905: 

CURB    STOMB. 

The  curb  stone  mast  be  of  the  best  quality  of stone,  straitz  ■* 

and   free   from  cracks,  seams,  sand  pockets  or   drill   holes.      Buff-colored  saf***' 
stone  will  be  rejected. 

The   top   edge   must   be   of    full    thickness,    square,    and   neatly   bush-ha**1* 
mered.     The  face  must  likewise  be  dressed  to  a  depth  of  twelve   (12")  incr*^5 
from  the  top.     The  back   side  of  the   stone   must  be  "pointed**  to  a  depth    ** 
at  least  two   if)   inches  so  as  to   leave  the  top  of  the  stone  fire   (5")  mcra^* 
in   thickness  throughout.      The    ends   shall   be    dressed   smooth   and  square     ** 
a  depth  of  eighteen    (18*)    inches  from  the  top,    so  as  to  make  close  join*-3* 
The  bottom  of  the  stone  must  be   straight  and  parallel  with  the  top. 

Where  sandstone   is   used   the   upper   roadway   corner  shall   be   rounded     *° 
a  radius  of  one   and   one-half    nyi")    inches. 

The  stones,  after  being  dressed,  shall  be  not  less  than  five  (5*)  inck***9 
thick,  three  (3')  feet  deep  or  four  (4')  feet  long.  In  no  case  shall  ti-*1* 
lengths  of  the  stone  on  the  top  and  bottom  differ  by  more  than  one  (10  far*1**-" 

The  curb  stone  shall  be  set  to  the  established  grade  in  a  continuous  r2i?*e 

on   each    side   of   the    street,    feet    from   and   parallel    with   -f£l*e 

center  line  thereof,  except  at  all  intersections  of  streets  and  alleys.  wb^re 
the  curb  shall  be  returned  to  the  street  line.  All  grades  and  lines  will  ^yC 
given  by  the  Engineer.  The  stones  are  to  be  firmly  set  upon  b'ocks  of  ^^a* 
stone  six  (6*)  inches  in  thickness,  and  at  least  eight  by  twelve  (8"xfe^&'' 
inches  in  size.     Oolitic  limestone  and  sandstone  shall  not  be  used   for  blocki**^" 

At  each  street  intersection   there  shall  be   furnished  and  set  four   (4)    ^x*" 
at   each   half   intersection    two    C2)    circular   corner   stones   cut  to   a    radius*      ° 
two   (2')    feet,   unless  otherwise  ordered  by   the    Engineer.     These   stones  n»«*-** 
be  bush-hammered  on   top,   and  on   the   face   for   a   distance   of  eighteen   (1^  "** 
inches  down.      No   extra   charge   will  be   allowed   for  circular  corner  stones. 

All  curb   stone  now   set   on   the  street,  that  is  not  at  the   proper  line    °r  . 
grade,   must   be  placed   in   proper   position. 

The  curbing  shall  be  back-filled  to  the  top,  and  the  filling  at  that  poi'r* € 
shall  be  four  (4')  feet  wide  and  shall  have  a  slope  of  one  and  onc-ha*"  * 
(\l/i)  horizontal  to  one  (1)  vertical.  The  full  quantity  of  filling  shall  be  pi** 
in  front  and  back  of  each  curb  stone  as  it  is  set,  and  must  be  thoroughf^l 
rammed  with  a  proper  rammer  at  the  same  time, ,  so  that  the  curbing  wf  ^ 
be   firmly  held   in   place. 

No    lines   or    grades    will    be    given    for    the    setting   of    curb    stones  untf  ^ 
the   same   shall   be  dressed   according  to   specifications. 

COMBINED    CURB    AND    GUTTER. 

Tn  making  the  combined  curb  and  gutter  Portland  cement  shall  be  used 
ami  ordinarily  will  be  subjected  to  the   following  inspection  and  tests: 

(Note — The  writer  advises  here  the  Standard  Cement  Specifications, 
Chapter   X,   instead   of   those   used   in    Chicago.) 

Samples  of  cement  which  it  is  proposed  to  use  in  the  work  shall  be  sub* 
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mittcd  to  the  Board  of  Local  Improvements  in  such  quantities*  and  such  time 
and  place  as  to  make  all  the  required  tests. 

The  Board  of  Local  Improvements  reserves  the  right  to  reject,  without 
recourse,  any  cement  which  is  not  satisfactory,  whether  for  reasons  mentioned 
in    these   specifications  or   for  any   good   and   sufficient   cause. 

All  cement  to  be  used  in  the  combined  curb  and  gutter  must  be  delivered 
°n  the  work  in  approved  packages  bearing  the  name,  brand  or  stamp  of  the 
manufacturer.  It  shall  be  thoroughly  protected  from  the  weather  until  used, 
in   such  manner  as  may  be  directed. 

The  granite  screenings  used  in  making  the  concrete  shall  be  clean,  dry, 
free  from  dust,  loam  and  dirt,  and  when  delivered  on  the  street  shall  be  de- 
posited on  a   flooring,   and  kept  clean  until    used. 

The  crushed  granite  shall  be  clean,  free  from  dust  and  dirt,  broken  so  as 
to  measure  not  more  than  one   (1")    inch  in  any  dimension,   and   when   deliv- 
ered on  the  street  shall  be  deposited  on  a  flooring,  and  kept  clean  until  used. 
The   granite   concrete   combined   curb   and    gutter    shall   be   constructed   at 
the  established   grade   and    in    a    continuous   line    on    each   side    of    the    street 

(     ')    feet  from  and  parallel  with  the  center  line  thereof,  except  at 

*H    intersections    of    streets    and    alleys,    where    it    shall    be    returned    to    the 
street   line,    and    at    such    intersections    there    shall    be    formed    the    necessary 
circular  stones   built   to   such   radii   as   the    Engineer    may   direct.      All    grades 
and    lines  will    be    given    by    the    Engineer.      The    combined   curb    and    gutter 
shall  rest  on  a  foundation  of  cinders  which  must  be  six   (6")   inches  in  thick- 
ness after  being  thoroughly  flooded  and  compactly  rammed  to  an  even  surface. 
The  curb  and  gutter  shall  be  made  of  concrete  formed  by  intimately  mix- 
TOg  one  (1)    part  of   cement   with  two    (2)    parts   of   fine   granite   screenings; 
*°  this  mixture   shall   be   added    four    (4)    parts    of   crushed    granite   and   the 
*hole  thoroughly    mixed    together,    after    which    just    sufficient    water    to    wet 
the  mass  shall  be  added,   so  that  when  it  is  rammed  in  place  a  film  of  mois- 
ture shall  appear  on  top.     All  exposed  surfaces  shall  be  covered  with  a  finish- 
tog  coat  of  mortar  three-eighths  (f£")  inch  in  thickness,  composed  of  one   (1) 
Part  of  cement   thoroughly   mixed   with   one  and   one-half    (1J4)    parts  of   the 
^e  granite  screenings.      Before  the   concrete    sets  the   curb   and   gutter   shall 
■*  cut  into  sections  not  exceeding  six    (6)    feet   in   length. 

The  gutter  flag  must  be  eighteen  (18")  inches  wide  and  five  (5")  inches 
thick;  the  curb  must  be  seven  (7")  inches  thick  throughout,  except  at  the 
uPPer  face  corner,  which  is  to  be  rounded  to  a  radius  of  one  and  one-half 
(W)  inches.     The   height   of   the   curb   above   the   gutter   flags   will    be   of 

^ying  dimensions,   averaging  not  less  than    (     ")    inches. 

The  contractor  or  contractors  shall  build  without  extra  charge  all  "inlets" 
necessary  to  properly  connect  the  combined  curb  and  gutter  with  the  catch- 
basing,  and  such  steps  on  the  gutter  flags  at  the  crossings  as  the  Engineer 
■*7  direct 

The  curb  and  gutter  shall  be  back-filled  to  the  top,  and  filling  at  that 
point  shall  be  four  (4')  feet  wide  and  shall  have  a  slope  of  one  and  one-half 
tt#)  horizontal  to  one  (1)  vertical.  The  full  quantity  of  filling  shall  be  put 
w  front  and  back  of  each  section  of  curb  and  gutter  as  it  is  built,  and  must 
oe  thoroughly  rammed  with  a  proper  rammer  at  the  same  time  so  that  the 
curb  and  gutter  will  be  firmly  held  in  place. 
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cnrb   walls  on   the   line   ot   this  improvement  are    found  to 
they  most  he  form  down  and  rebuilt  to  such  a  depth  from  the  t 
as  the  En&lmu   any  direct.     la  this  rehaCding  the  contractor  or  contractc 
«tfl  he  adorned  to  as*  all  the  old  material  previously  therein  contained  whi 

he  scitabie.  hat  most  also  famish  any  and  aD  new  mirn  ialt  which  no 
to  bring  the  vail  to  the  .ine  and  grade  given  by  the  Engine- 
and  waiih   it  in  a   good  and   workmanlike   manner. 

The  roadway  side  of  the  wall  to  2  depth  of   (     0   feet  fr* 

the  tec-  ef  the  masonry  shall  he  plast««ied  at  least  one-half  (H")  inch  thr 
w-th  a  asortar  composed  of  one  <1>  part  of  «m*o«ed  Portland  cement  m 
two  ti)  pans  of  dean,  coarse,  sharp  sand:  the  srnd  and  cuncnt  to  be  & 
thorowgVy  avxed  dry  and  then  anaVrsest  y  aaoistened  with  water  to  foa 
a  thick  rsortar.  TSe  mortar  nrcst  be  c«\i  immediately  after  airrtng.  and 
saorrar   «H?h    has   once   set    sb*%*   Vc    :=$*<£. 

Tbe  price  bid   per   ^re-a!   fp«   of  csrb  wall  .laoiiiujr  and  plastering  nt 
*ac>«Ae  *V.  cort*  of  the  retaoral  a?*i  reptacTrse:  of  cap  planks,  sidewalks,  Ia> 
pasts,   etc  „  and  all  necessary   ear?*   exca-rarcr:. 
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WVre  ***iw$  i*  r*owt*?>»  »t  ^ba!!  W  of  earth  or  camlets*  free  from  m 
wvaT  or  xvcttabSe  matter,  vnJ  sba  *  he  deposited  i=  layers  of  not  more  tat 
tm*   xi  N   tret  m  laactjsesa*  and  ahaU  be  thoroatghjy  compacted. 

V"  necessary  f'ttn*  to  Verne,  the  street  to  jmbfjiaV.  and  to  prope- 
Kvl  nV.  tbe  cwrK  shaU  be  d«ro»*t*d  on  tbe  street  before  any  enrb  is  set. 

In    a  :   cases  mhee*  curb  v»  set   the  b*c*>£Tfcnc  sfeaH   have  a  berme  of 
V**t   too'    *«  *    tort  be>*nd   the  cnrK  a*  tbe  tor  thereof,  with  a  slope  of  * 
and   or„  y.<»»t    i^^    tariror.ta'   to   owe    iV    verrVcsi. 

\\>k*v  Ntrtt>n£  a)  rt^wrec.  tV  ear?>.  tens*  be  excavated  to  snch  dej» 
a*  ma>  be  necessary  *p  b"-vg  the  r*a>&way  to  tat  proaier  snb-grade  aaf 
**>>▼**   *re*    thorotisnt?    \>M^pacro4 

Tbe   earth   ahaF    be   excavated   back    .»?   tbe  crrr    for   a   distance  of  f  - 
**  >    ¥th    Kvel  thvenftb.   xmV-%^   t>*  ca-*-»cw   w   iowuatto.&  will  not 
alK^vd   to   ivn»o>v  tN*  o*>-t*    f"C*»   tbe  *>d*ma^k  area. 

The  con  i*veoi  oi  cAntracto**  aba!  t  *■**■«*  a"*  sxwatey  material  or  otz. 
HifrnM   oi    w«rct*bV  matte*   iV*t   max   be  am  tbe  wax  of  saaking  this  imprc= 

Ml   appiv*>  ****  connects   xw-d   sr?<eet   w-tek   <cher  streets  or  alleys  in  " 
oKtinv   aball    h!^»  V   ,vt   an^   *'VJ  so   tbat   tbe  saw*  shall  have  a  slope 
(k«i   tv««  4b^t«   ,...,    ,»  n    kvm   »*   »%v*t>     ty*"^    v«    arcl  shaT  be  seenred  frr 

\'b*  h»a,Iw*\  vK-^m  K  bi\\..KM  to  *>»>v*«V  Vr  coning  or  fining  as  rai 
b»  msvv«Mi»\  h^«,»  yxlK  v^>y  %b»r  V  oV^-^  "*,r,  inches  below  and  paran- 
^  »tb  ibv  f«^i  o<  \)k%.  ^is^M^K  pAWmv^t  %«K«r  VaWng  been  ruwuugtty  compacr 
and  ««^tu«'d  ^SHn  fn^tb^  aeHV*«x^«  bx  fcvs*?*  •  -n^wrinic.  or  rolling,  or  - 
k>  m*N    bv  4<vn«#A  n^>t*%a\\    b>    tV   Vnje>"cv- 

Vw*  >^nfi^>>t^  ^  VMr*At^t*  %«M  bn?  wwb  the  oxpres*  understnnd5ng  t- 
)l«r^   HfM  V»  HH  «tV««A^   <^-wt#   «  fnonring  the  tnVgrade 
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II  to  support  the  pavement  permanently,  and  so  that  the  pavement  shall  re- 
main at  the  original  grade  for  a  per'od  of  ten  (10)  years.  This  clause  will 
not  be  waived  on  account  of  any  trenches  or  holes  made  in  the  street  prior 
to  the  laying  of  the  pavement  by  any  corporation   or   private  party. 

The  price  bid  for  cutting  or  filling  must  include  all  cost  of  bringing  the 
wb-grade  to  its  proper  position  and  compacting  and  securing  the  same  from 
lettlement. 

(To  the  above  point  the  specifications  are  the  same  for  all 
pavements.) 

MACADAM. 

CRUSHED    STONE. 

All  crushed  stone  used  in  this  improvement  shall  be  the  best  of  its  kind, 
dry.  clean,  free  from  dust  and  dirt,  and  shall  be  practically  uniform  as  to 
«*es  and  quality,   and   as  nea*-   to   a  cube   in   form  as  possible. 

MACADAM. 

On  the  sub-grade   as   formed  and   compacted,   shall    be   spread  a   layer   of 
crushed  limestone  broken   so   as  to   measure   not   more   than   four    (4")    inches 
and  not  less  than   two   and   one-half    (2l/2")    inches   in   any   dimension.     This 
ayer  shall  be  covered  with  limestone  screenings,   in  such  quantity  as  to  com- 
pletely fin  all  interstices,  then  flooded  and  rolled   with  a  ten   (10)    ton   steam 

ro  *er  until  thoroughly  compacted.     This  layer  shall  not  be  less  than   

.      ")  inches  in   depth   at  the  center  and   not   less  than    (     ")    inches 

m  depth  at   the  sides. 

The  above  shall  be  covered  with  a  layer  of  medium  limestone  broken  so 

*8  to  measure   not   more   than   two   and   one-half    (2l/2")    inches   and  not  less 

ban  one  and  one- half    (llA")    inches   in   any  dimension.     This  layer  shall   be 

f0Vered  with    limestone   screenings  in   such   quantity   as  to   completely   fill   all 

nterstices,   then    flooded    and    rolled   with   a   ten    (10)    ton    steam    roller   until 

0r°ughly  compacted  and  brought  to  a  true  and  uniform  sufrface.     This  layer 

^"   be  not  less  than   four    (4")    inches  in   depth  at  the  center   and  not  less 

thai*  two  (2")  inches  in  depth  at  the  sides. 

The  above   shall   be  covered  with  a  course  of   crushed   granite  broken   so 

**  *°  measure  not  more  than  two  (2")   inches  and  not  less  than  one  and  one- 

/*        (154")    inches    in    any    dimension.      This    course    shall    be    covered    with 

^^ing  gravel   of   such  quality  as  may   be  approved   by  the   Board  of   Local 

^Provements,  and  in   such  quantity  as  to  completely  fill  all  interstices,   then 

boxoughly   flooded    and    rolled    with    a    ten    (10)    ton    steam    roller.      On    this 

■*yep    shall   be    spread   one-half    (J^*)    inch   of  granite   screenings   which    shall 

.     rolled  into  said  layer.     The  above  layer  shall  not  be  less  than   four   (4*) 

,nch^8  in  depth  at  the  center  and  not  less  than  two   (2")   inches  in  depth  at 

e   Aides,  after  having  been  brought  to  a  true,  uniform  and  unyielding  surface. 

Bach   course    above    specified    shall    be   built    continuously   and   the    stone 

,or    the  same  shall  be  spread  immediately  on  being  dumped. 

In  no  case  shall   depressions  be  brought   up  with   screenings. 
The  surface  of  the  pavement  shall  be  built  to  conform  to  the  lines  anq 
fr*det  furnished   by   the   Engineer. 
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CROSSWALKS. 

la  the  macadam  pavement  as  above  described  crosswalks  six    (60 
am  width,   extending  from  curb  line  to  curb  line,  shall  be  built  of  vitri 
•hale  paving  brick;  there  shall  be  four   (4)   crosswalks  at  each  street  im 
section,  two  (9)  at  each  half  intersection  and  one  (1)  across  each  intersect 
alky  wfcag> 

The  brick  shall  be  true  and  uniform,  five  (5*)  inches  in  depth,  from  th 
to  four  (S*  to  4")  inches  in  width  and  from  nine  to  twelve  (9*  to  IS*)  inc 
in  length.  They  shall  be  laid  on  a  bed  of  one  (1*)  inch  of  sand,  so  as 
break  joint*  and  m  parallel  courses.  The  spaces  between  the  ends  and  si 
of  the  brick  must  not  exceed  oae-eighth  (*«*)  »ch,  and  shall  be  filled  « 
clean*  sharp  sandL,  and  the  brick  rammed  to  a  true  and  uniform  surface, 
broken  or  cracked  brick  will  be  allowed  to  remain  in  the  crosswalks. 

Where  ordered  by  the  Engineer  a  header  composed  of  sandstone  curt 
tour  i4*>  isttbe*  thkk  by  twenty* four  (34*)  inches  in  depth,  and  of  the 
quired  length,  tkall  be  set  at  the  ends  of  the  crosswalks  in  such  position 


Tto    <tv**wattt»>    gutters   and    their    appurtenances   shall   be    formed 
<*ftttrwct*d  where  astd  as  directed  by  the   Engineer,  and  without  extra  < 
Over  aa*i  »Wx<  the  price  paid  per  square  yard  tor  the  pavement. 

vH  jkww  cttar  malaria*  is  to  be  a<*>£  instead  of  macadam  o 
aN  \>«d<*  the?  hc\*\fcn$^  Crushed  Sroraex  Macadam,  and  Crosswa! 
ai*d  >«v>4iT»tt  th*1  tvCXvaring  srwcoScariocss  tor  concrete  foun 
tv>n^  <*vN    "* 

cv\xorvtf  ¥vn%xr*\ru>x 

t>a  t>*  vdbjrNtde  **  *Kv>t  rocv«*r<>i  *h»I  Ve  tet£  a  ionrwiat'iim  of  P 
)*»^  W***1**  xw^s^N't*  v*  *  wri^w*  tVt\i,T<ej»  «  «at    v**^   inch** 

>\>r«r    Tsvv*"Hn<\    g*ve*.x 

Y*r  ***4  w*r«A  f*  **&*»*  rW  ^nwk^nt  *fcat  Ve  aknm.  Ax.  free  from  d 

tart*  **4  4n*   <M  xms^  i**£**$  fN**  *nr  *iptefc   vH"   »rk  tomm.  »  the  fia 
%♦>£  **  s*A  f**r*<****  ***  ***  **»**  **  ^eamwme*  >*   ssuuuainn  shall 
*Yhv«*4  ^i^'  t>»m   V^N    iv*    ,>w*   a?   t*e  ra***-  ^ritimie,  am£  it  sfeaE  wi 

*„>«•  ^*#vi  *V,  AONswv.  **  *>»r  *t -sxn  ^Kul'.  fce  ^crv«ii^r:   or.  ttanrixig 
VK    w^isv-.    ■%n*k    *****    tfc    **V;**    iKi    «jv\tv\-*r    shaF    ke   *£ 

4*W»)i?t      Oi      li^s^K-Wi*      x«V**        fiNN       f  VM*       i*i  't       V.S;Or      •«      «$     JT 

«**N    tk*«  **•«*    ,<   N    **s»Vr*  %**   »■*.   V*«*    ikn*  „\t*;      *  •"    <tv*V   ir.   ar*r  uonens 

%^W     oV»t.     ».•»»»       W*iN* 
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The  cement,  sand  and  stone  shall  be  mixed  in  the  following  proportions: 
Oa*  (1)  part  of  cement,  three  (3)  parts  of  sand  and  seven  (7)  parts  of 
en>*bed  stone.  The  sand  and  cement  shall  be  thoroughly  mixed  dry,  to  which 
efficient  water  shall  be  added  and  then  made  into  a  stiff  mortar.  The 
tfosbed  stone  shall  then  be  immediately  incorporated  in  the  mortar  and  the 
ma*s  thoroughly  mixed,  adding  water  from  time  to  time  as  the  mixing 
Progresses,  until    each  particle  of  stone   is  covered  with  mortar. 

The  concrete  shall  be  removed  from  the  platform  with  shovels  and  depos- 
ited in  a  layer  on  the  roadway  in  such  quantities  that  after  being  rammed 
10  Place  it  shall  be  of  the  required  thickness  and  the  upper  surface  shall  be 

true  and  smooth  and   (     ")   inches  below  and  parallel  with  the 

^P  °f  the  finished  pavement. 

During  the  progress  of  the  work  the  sub-grade  must  be  kept  moist. 
The    concrete    shall    be    sprinkled    so    as    to    prevent    checking    in    hot 
^eather,    and    shall    be    protected    from    injury    at    all    times,    and    shall    lay 
at  'east  seven  days  before  being  covered  with  the  wearing  surface,  or  a  longer 
'me  if  deemed  necessary. 

(The  foregoing  specifications  for  sub-base  and  foundation  apply 
°r    all  classes  of  wearing  surface.     From  this  point  they  are  as 
*°llo\vs  for  the  different  materials:) 

ASPHALT. 

ASPHALTIC     CEMENT. 

_    _     1*he    asphaltic     cement    hereinafter    specified    shall     be    made    of    refined 

riX1iclad    Lake    Asphalt,    obtained    from    the    island    of    Trinidad,    or    of    an 

^P**alt  of  equal   quality   for  paving  purposes,  and   heavy  petroleum   oil.      The 

°*       sHall  be  mixed   with   the   asphalt   in    such   proportions   as   are   suitable   to 

*    character  of  the  asphalt  used. 

BINDER    COURSE. 

^Jpon  the  concrete  foundation  as  above  specified,  shall  be  laid  a  "binder" 
°Ursc,  composed   of  clean  broken  limestone  of  a  size  known  as  "small  con- 
Cr5*^»**   and    asphaltic    cement.      The    stone    shall    be    heated    and    thoroughly 
nu3t«d    with    asphaltic    cement    in    the    proportion    of    fifteen    (15)    gallons   of 
*®Pbaltic  cement  to  one  (1)   cubic  yard  of  stone,  the  mixing  shall  be  contin- 
^^  until  each  particle  of  stone  is  thoroughly  coated  with  the  asphaltic  cement. 
*ue    binder   shall    be   spread    on    the   base   above   described,    and,    while   in   a 
°°t   and  plastic   condition,    shall   be   rolled   with   a   five    (5)    ton   steam   roller 
*ntil   it  has  a    uniform   thickness   of   one   and   one-half    (1^")    inches.      The 
^Pper  surface  shall  be  parallel  with  and  two   (2")   inches  below  the  final  sur- 
face of  the  pavement. 

Binder  that  has  been  burned  or  has  become  chilled  shall  be  removed 
ton  the  line  of  the  work. 

WEARING    SURFACE. 

Upon  this  binder  course  shall  be  laid  a  wearing  surface,  which  shall 
be  composed  of  asphaltic  cement  seventeen  (17)  parts,  sand  seventy-three 
(78)  parts,  and  pulverized  carbonate  of  lime  ten  (10)  parts.  The  sand 
sad  asphaltic  cement   shall    be    heated   separately   to   a   temperature   of  three 
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hundred  (300°)  degrees  Fahrenheit  The  pulverized  carbonate  of  lime  shall 
be  mixed  with  the  sand,  and  these  ingredients  then  mixed  with  the  asphaltic 
cement  at  the  above  temperature,  in  an  apparatus  which  shall  effect  a  perfect 
mixture. 

The  mixture  at  a  temperature  of  not  less  than  two  hundred  and  fifty 
l*M)*>  degrees  Fahrenheit  shall  then  be  carefully  spread  by  means  of  hot 
iron  rakes  in  such  a  manner  as  to  give  a  uniform  and  regular  grade,  and 
to  such  a  depth  that  after  having  received  its  ultimate  compression  it  will 
have  a  thickness  of  two  U")  inches.  The  surface  shall  be  compressed  by 
rollers*  after  which  a  small  amount  of  hydraulic  cement  shall  be  swept  over 
it.  and  it  shall  then  be  thoroughly  compressed  by  a  fifteen  (15)  ton  steam 
r\»Neri  the  rotting  being  continued  as  long  as  it  makes  an  impression  on  the 
surface 

Where  necessary  to  make  the  gutters  impervious  to  water,  a  width  of 
twelve  U**^  iuch«»  next  to  the  curb  *hall  be  coated  with  hot  pure  asphalt, 
and  tmoothed  «ttN  hot  smooth- njc  trons  in  order  to  saturate  the  pavement 
with  evcess  of  asphalt. 

WOOP. 

SAX?    CVSJKWX. 

Vr**  the  wwtete  towndjjtvcs  *0m!L!  be  svreid  <*  -*yer  of  sand  in  such 
'twantVt*    a*    *o    »'*xure.    w\e«    \v«$\*ce<%i.    a    t»irors»    tfrxhaos   of    one    U") 

vS»   *oMA\-»ut   **Nt   i*>v    o-t   >**i   :Vf    vVcrrArttoc   ar   contractors   shall   use 

l>*v<*    *,V.     xa*o    x<*aJ>N>«    **    *>v*v    spcc'K'xi    jja  I    >e    yifcrei    Vuocks    of 
ifcv^V-  •*  V»*$  Vit  xv-V*    vi1**"      W  Sw*x>  *i*u.*  W  ?,*tsr   v***    -jchts  ■ 
*♦>£   ton^    x«  "      »>v,-x  v»   w  v\\   a  *-a  ^>4.     *«v'v   Ve  Vss  r^at   i*e    ^5*") 
^s    **x>y  ,k*  -    v.**   ,%. /^   »v\»  v*  V*x*>.   w  >  tht  s^er  «  tie  wood 

■*  iV  /  v»o  v»*  *4  tVr  Av>X  rv  >»cvA*  *to.*  St  niMt  «  ssuxsd  txaber 
4*,'    ^\t      V*    ••i^w-ivltsv*    t've    i  v»»r    St  <    *>..*?&.     ivae    jr   rt 

>v    V*v    ,x     .s»va    ,*.«»>n»      *»»».    ^  K      jv  w>.   * '  c»    wi!    -uettsee 

*»\sv*     »v  •'•-.*  o»:   »**   ma»»sn.      \.»  -*.\\>-v    i"*^*    -     "  «**v*  '•■JI   W  act 

Vy*     ^v*    SVs4>   *a>>v   \v»       wvv     it*      •  ..-.*.-   $jc*srs 
>*    ^'Unnv    '•*   w   ■»'*  «k>4»  ,.«>**  •••v.x.    ^  v.- v.-    x*    «v-»  •>■  ,-'    *n^5«**hssfm£  mrm 

»>v   «>*,■"  ^.c     *s   \«*s>.-««    /•*»«•»»'    .  >v  ^'i'    ■♦     v    x.".vi>-  \'i!    >*  ^apvrase* 

*wV**C  >  :'K    ■»>»     vU'     V.     *>,!••»»«  s>,      « ■»•,•■    .  K*    oVinvV'      atvf    ^tC.><V9eiC    3f    a 

*>Vv>    >•>*»»    >s    •»»-"•   »i»sv     .»■•        ^s-'^s        S      ■w.-.fv.t*   ^    ^:>e 

i*|NNV«**»NV       'K       »"..As,»         *.  x.x.;v>        V     x"«     :V     -•V-'*  ">W     felK& 

^^•.xt^s'vxt     ,n         *s      H»>-*N      o        .  X,-»       *»^0»vw\'i   ^  '*v     W«IV^« 

^»«      >s    V^^^v^nnaA     n*1*  :•?».    ,xi»    ^     *•."•    w-  ^ -v     *-'-i^?    Ju 

^      «.-         %r>«i^      »><*    Onx»vV%       *-'«v      »V*xx*.      ,-V.x.*^  I*      %.  (t^fN 
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shall  be  laid  perpendicular  to  the  center  line  thereof.  The  courses  shall 
break  joints  alternately.  The  blocks  must  be  driven  tightly  together.  Unless 
otherwise  provided  gutters  shall  be  formed  by  setting  four  courses  of  blocks 
adjacent  to  the  curbs  and  parallel  thereto.  Spaces  for  expansion  shall  be  con* 
structed  as  follows:  The  joints  running  parallel  with  and  at  the  gutters 
shall  be  one  (1")  inch  in  width,  and  at  intervals  of  one  hundred  (100")  feet 
along  the  roadway  the  joint  running  across  the  same  shall  be  one-half 
i1/*")  inch  in  width.  These  expansion  joints  shall  be  filled  with  bituminous 
cement. 

The  blocks  shall  be  firmly  bedded  in  the  cushion  of  sand  and  the  surface 
of  pavement  brought  to  a  uniform  contour  in  accordance  with  the  profile 
of  the  Engineer  by  rolling  them  with  a  five  (5)   ton  asphalt  roller. 

The  joints  shall  be  filled  with  bituminous  cement  or  pitch  which  will 
resist  the  solvent  action  of  the  wood-preserving  oil,  and  which  will  not  be 
brittle  at  0°  F.f  nor  flow  at  200°  F.  The  cement  shall  be  applied  at  a  tem- 
perature of  not  less  than  300°  F„  or  at  a  higher  temperature  if  necessary 
to  render  it  fluid  enough  to  properly  run  into  and  fill  the  joints.  The  blocks 
must  be  thoroughly  dry  before  the  cement  is  applied.  Extra  care  must  be 
taken  and  extra  material  must  be  used  at  the  gutters  and  around  catch- 
basins,  manholes,  etc.,  in  filling  all  joints  in  both  the  paving  and  a'ong 
the  curbing  to  effectually  prevent  the  leakage  of  water  into  the  sub-roadway. 

The  contractor  or  contractors  shall  provide  the  Board  of  Local  Improve- 
ments, or  its  representative,  with  a  duplicate  delivery  ticket  for  each  and 
every  barrel,  load  or  tank  of  paving  cement  delivered  on  the  work.  This 
ticket  must  be  signed  by  the  consignor  of  the  cement,  and  be  of  a  form 
approved   by  the    Board   of    Local    Improvements. 

Immediately  after  the  spreading  of  the  paving  cement,  and  while  it  is 
still  hot,  the  same  shall  be  covered  to  a  depth  of  not  less  than  one-quarter 
(.%")   of  an  inch  with  clean,   dry   torpedo  sand. 

The  cementing  and  top  dressing  must  be  completed  each  day  to  within 
twenty-five   (25')   feet  of  the  face  of  the  blocking. 

If  the  blocks  that  have  been  laid  should  become  wet  before  being 
cemented  or  top-dressed,  they  must  be  taken  up  and  reset,  without  compen» 
sation  therefor,  should  the  Engineer  so  direct. 

On  streets  having  curbwalls  the  space  between  the  walls  and  the  blocks 
shall  be  filled  with  a  mortar  composed  of  one  (1)  part  Portland  cement  and 
three    (3)    parts   of   clean,   coarse,    sharp    sand. 

HEADERS. 

At  the  end  of  each  intersecting  street  and  alley  wing  there  shall  be  placed 
a  "Header,"  extending  from  curb  to  curb,  and  so  dressed  as  to  conform 
to  the  crown  of  the  pavement.  The  "Header"  shall  be  constructed  of  three 
by  twelve  (3"xl2")  inch  oak  plank,  properly  supported  by  six  ((>")  inch  split 
cedar  posts,  three  (3')  feet  in  length,  firmly  set  in  the  ground  and  spaced  not 
more  than  five  (5')   feet  apart. 

All  "Headers"  shall  be  constructed  by  the  contractor  or  contractors 
without   extra  charge. 

CROSSWALKS. 

Unless  otherwise  directed   by   the    Kngineer   there  shall  be  formed  in   the 
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pavement  four  (4)  crosswalks  at  each  street  intersection,  three  (3)  at 
half  intersection  and  one  (1)  near  the  middle  of  each  long  block.  A  gutter 
nine  (9")  inches  in  the  clear  width  shall  be  constructed  at  the  ends  of  the 
crosswalks  by  setting  sandstone  curbing  in  the  roadway  nine  (9*)  inches 
from  and  parallel  with  the  curb  line.  The  sandstone  curbing  must  Be  four 
(4*)  inches  thick  and  twenty- four  (24*)  inches  deep,  and  the  length  of  the 
curbing  shall  be  within  three  (3')  feet  of  the  width  of  the  abutting  sidewalk 
space;  provided,  however,  that  the  minimum  length  of  said  curbing  shall  be* 
six  (6')   feet. 

The    crosswalks,    gutters    and    their    appurtenances   shall    be    formed    an 
constructed  where  and  as  directed  by  the   Engineer,  and  without  extra 
over  and  above  the  price  paid  per  square  yard  for  the  pavement. 

BRICK. 

SAND    CUSHION. 

Upon   the   concrete   foundation   shall   be   spread   a   layer   of  sand   in 
quantity  as  to  insure,  when  compacted,  a  uniform  thickness  of  one  (1")  inch. 

On   surfacing   said   layer  of  sand   the   contractor   or  contractors   shall   -mas« 
such  guides  and  templets  as  the   Engineer  may  direct. 

WEARING     SURFACE. 

Upon  the  layer   of  sand   as  above  specified   shall   be  placed  the   bride      of 
such  quality   and  in   such   manner  as   hereinafter   specified. 

QUALITY    OF     BRICKS. 

The   brick   to    be    used   shall    be   of   the   best    quality   of    vitrified   paving 
brick.     Salt  glazed  bricks  will  not  be  received. 

The    dimensions    of    the    brick    used    shall    be    the    same    throughout 
entire  work  in  any  particular  case,  and  shall  be  not  less  than  eight  (8)  i 
in   length,    foul*    (4)    inches   in   depth,    and    two   and   one-half    (2J4)    inches 
thickness,  with  rounded  edges  to  a  radius  of  one-quarter  (}£)  of  an  inch. 

Said  brick  shall  be  of  a  kind  known  as  repressed  vitrified  paving  brick 
shall    be   repressed    to   the    extent   that    the    maximum    amount   of   material  i 
forced  into  them.      They   shall  be   free   from   lime  and  other  impurities,  sba. 
be  as  nearly   uniform   in   every   respect   as  possible,    shall  be  burned  so  as 
secure  the   maximum   hardness,   so   annealed   as  to   reach  the   ultimate 
of  toughness  and  thoroughly  vitrified  so  as  to  make  a  homogeneous  mass. 

The  bricks  shall  be  free  from  all  laminations  caused  by  the  process  o>» 
manufacture,  and  free  from  fire  cracks  or  checks  of  more  than  superficial 
character  or  extent. 

Any  firm,  person  or  corporation  bidding  for  the  work  to  be  done  ahttf 
furnish  specimen  brick,  which  shall  be  submitted  to  a  "water  absorption*'  test, 
and  if  such  brick  show  a  water  absorption  exceeding  three  (8)  per  cent  of 
their  weight  when  dry,  the  bid  of  the  person,  firm  or  corporation  so  furnishing 
the  same  shall  be  rejected.  Su'ch  "water  absorption"  test  shall  be  made  by 
the  Board  of  Local  Improvements  of  the  City  of  Chicago  in  the  following 
manner,  to-wit:  Not  less  than  three  (3)  bricks  shall  be  broken  across,  thor* 
oughly  dried,  and  then  immersed  in  water  for  seventy-two   (72)   hours.     The 
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a*  sorption  shall  then  be  determined  by  the  difference  between  Ibe  wdght  dry 
and  the  weight  at  the  expiration  of  said  seventy-two   (72)   hours. 

Twenty  or  more  specimen  bricks  sha!l  also  be  furnished  by  each  bidder 
for  submission  to  the  "abrasion"  test  by  the  Board  of  Local  Improvements. 
Such  test  shall  be  made  in  the  following  manner,  to-wit:  Such  specimen 
Critic  or  a  sufficient  number  to  fill  fifteen  (15)  per  cent  of  the  volume  of 
the  rattler  shall  be  submitted  to  a  test  for  one  hour  in  the  machine  known 
w  the  "Rattler,"  which  shall  measure  twenty  (20)  inches  in  length  and 
t*enty-eight  (28)  inches  in  diameter,  inside  measurement,  and  shall  be 
revolved  at  the  rate  of  thirty  (30)  revolutions  per  minute.  If  the  loss  of 
height  by  abrasion  during  such  test  shall  exceed  twenty  (20)  per  cent  of  the 
0r>ginal  weight  of  the  brick  tested,  then   such  bid   shall  be   rejected. 

All  brick  shall  have  a  specific  gravity  of  not  less  than  two  and  one-tenth 

W 

(2.10)  as  determined   by   the    formula — Specific    gravity   equals   where 

WW 
"     equals  weight   of   brick    dry,   W    equals   weight   of  brick   after .  being   im- 
mersed in  water  for  seventy-two   (72)   hours,  and  W  equals  weight  of  brick 
,n    water. 

All  brick  Used  must  be  equal  in  every  respect  to  the  specimen  submitted 
°y   the  bidders  to  the  Board  of  Local  Improvements  for  test. 

HOW    LAID. 

AH  brick  shall  be  delivered  on  the  work  in  barrows,  and  in  no  case 
*m  teams  be  allowed  on  the  street  before  the  wearing  surface  is  rolled. 

Broken  bricks  can  only  be  used  to  break  joints  in  starting  courses  and  in 
,n*kmg  closures,  -but  in  no  case  shall  less  than  half  a  brick  be  used. 

The  bricks  shall  be  laid  on  edge,  close  together,  in  straight  lines  across 
^*  roadway,  between  gutters,  and  at  right  angles  to  the  curbs  and  perpen- 
<ttcular  to  the  grade  of  the  street.  Gutters  shall  be  constructed  as  directed  by 
th*  Engineer. 

The  joints  shall  be  broken  by  a  lap  of  not  less  than  three  (3")   inches. 
On  intersections  and  junctions  of  lateral   streets  the  bricks   shall   be  laid 
**   an  angle   of    forty-five    (45°)    degrees   with  the   line   of   the   street   unless 
otn*rwise  ordered   by   the    Engineer. 

The  bricks  when  set  shall  be  rolled  with  a  roller  weighing  not  less  than 
"**  (5)  tons  until  the  bricks  are  well  settled  and  made  firm.  Or,  if  the  En- 
OBeer  shall  direct,  the  bricks,  when  set,  shall  be  thoroughly  rammed  two  or 
"tore  times.  The  ramming  to  be  done  under  a  flatter,  with  a  paving  ram- 
^r  weighing  not  less  than  thirty  (30)  pounds,  the  iron  of  the  rammer  face 
,n  no  case  to  come  in   contact  with   the  pavement. 

After  rolling  and  ramming,  all  broken  brick  found  in  the  pavement  must 
*t  once  be  removed  and  replaced  by   sound  and   perfect  brick. 

PITCHING    OR    GROUTING    AND    TOP    DRESSING. 

When  the  brick  are  thoroughly  bedded,  the  surface  of  the  pavement  must 

be  true   for    grade    and   crown.     The   surface   of  the   pavement   shall   then   be 

•wept  clean,    and  the  joints  or   spaces  between   the   brick  shall   be  completely 

filled  with   a   paving   pitch   which   is  the   direct   result   of   the    distillation    of 


*> 
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"straight  run"  coal  tar.  and  of  such  quality  and  consistency  as  shall  be  ap- 
proved by  the  Board  of  Local  Improvements.  The  pitch  must  be  used  at  a 
temperature  of  not  less  than  280  degrees  Fahrenheit 

When  the  brick  arc  thoroughly  bedded,  the  surface  of  the  paTement  must 
be  true  for  grade  and  crown.  The  surface  of  the  pavement  shall  then  be 
■wept  clean,  and  the  joints  or  spaces  between  the  bricks  shall  be  filled  with 
a  cement  grout  filter  composed  of  limestone  65  per  cent,  furnace  slag  25  per 
cent,  and  potters'  clay  10  per  cent,  to  be  made  as  follows:  The  above  mate- 
rials  in  the  proportion  stated  shall  be  mixed  together  and  ground  into  an 
impalpable  powder,  and  then  burned  in  kilns  unttil  reduced  to  clinker*  after 
which  it  shall  again  be  ground  into  an  impalpable  powder.  Equal  portions 
of  said  grout  and  clean,  sharp  sand  shall  then  be  thoroughly  mixed,  and  suffi- 
cient water  added  to  bring  the  mixture  to  such  a  consistency  as  will  allow 
it  to  run  to  the  bottom  of  the  joints  between  the  brick.  After  said  joints 
are  Ailed  to  the  top,  the  surface  shall  be  finished  off  smoothly  with  steel 
brooms. 

After  the  spaces  between  the  brick  have  been  filled  with  the  pitch  or 
grout  as  above  specified,  the  surface  of  the  pavement  shall  then  receive  a 
one* half  (ii">  inch  dressing  of  sand  evenly  spread  over  the  whole  surface. 

Where  cement  grout  is  used  as  a  filler  the  pavement  must  be  kept  clear 
of  traffic  for  a  period  of  four  U\  days — or  as  much  longer  as  the  Engineer 
may    direct — after   the  application   thereof. 

HIADIftS. 

At  the  end  of  each  intersecting  street  and  alley  wing  there  shall  he  placed 
a  "Header."  extending  from  curb  to  curb,  and  so  dressed  as  to  conform  to 
the  crown  of  the  pavement.  The  "Header**  shall  be  constructed  of  three  by 
twelve  UvxliO  inch  oak  plank,  properly  supported  by  six  (•*)  inch  split 
cedar  in*****  three  iS')  feet  in  length,  firmly  set  in  the  ground  and  spaced 
not  uK*e  than  live   iV)   feet  apart. 

AU  "Headers"  shaT  be  constructed  by  the  contractor  or  contractors  with- 
out extra  charge. 

Unless  otherwise  directed  by  the  Engineer  there  shall  he  fonmd  in  the 
pvtvcaftcui  tvur  i-»  s.-*v.\$s>».a,V*  it  «*ch  street  intersection,  three  (3)  at  each 
halt  u*ter*ecuun  juad  one  vP  acir  the  middle  ot  each  tons  block.  A  gutter 
nine  i**>  inch**  in  the  clear  «Ukh  shall  be  contracted  at  the  ends  of  the 
cr\v&*.*xk*  by  section  sandsccue  curbtug  in  the  rcadway  sine  19")  inches  from 
vkd  ■.'orA'iei  wirb  (be  curb  !:ne.  The  sandstone  curbing  avast  be  Soar  (4*) 
iiKAc*  tbick  jad  :w«uqy-:\.nir  v'M->  mc^e*  Jew,  and  :ie  length  o€  the 
ui£  oa"  >c  attain  r*o  t"1  wt  „»£  :/»e  *;»ivi  or  the  abucr.ng  sidewalk 
yrv»*ied»    ho*e*e»\    viat   vie    Trsi.-n-rtj-n    'eigch    «?£    said    curbing-   ^w»rr   ^ 

t  *Hr    „•-•.****  «**ks.     <\:r.t:r*    \:\>i    \  k  -     i;>i»ur!e*tance*    shall    be 
,v««struc/.e>i    *  *ere    i-'tv;    i*    iirectevi    '">>    -  ie    ^agtneer     jnu    without 
v»*e*   And  a»Kj»<   :3e    mce    jaw   ■*«■   :*taa.-e   y*ri    :or   :a*   sternest 
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GRANITE  BLOCKS. 

SAND    CUSHION. 

Upon  the  concrete  foundation  shall  be  spread  a  layer  of  sand  in  such 
quantity  as  to  insure,  when  compacted,  a  uniform  thickness  of  two  (2*) 
inches. 

On  surfacing  said  layer  of  sand  the  contractor  or  contractors  shall  use 
such  guides  and  templets  as  the  Engineer  may   direct. 

GRANITE    BLOCK. 

Upon  the  sand  cushion  shall  be  set  syenite  or  granite  paving  blocks  hav- 
ing a  uniform  grain  and  texture,  without  lamination  or  stratification,  and 
free  from  an  excess  of  mica  or   feldspar. 

The  blocks  shall  measure  from  three  and  one  half  (3J4")  to  four  (4") 
inches  in  width,  eight  (8")  to  ten  (10")  inches  in  length,  and  five  (5")  inches 
in  depth,  and  be  so  dressed  as  to  have  substantially  rectangular  plane  sur- 
faces, so  that  when  the  blocks  are  in  place  the  joints  at  the  ends  and  sides 
shall  average  one-fourth  (J4")  inch  in  width.  Soft  or  weatherworn  stones 
obtained  from  the  surface  of  the  quarry,  and  stones  which  wear  to  a  polish 
under  traffic,   shall  not  be  used. 

The  blocks  shall  be  laid  in  uniform  courses  across  the  roadway  between 
the  gutters  (except  at  the  intersections  of  the  streets  where  they  shall  be 
laid  at  an  angle  of  forty-five  (45°)  degrees  with  the  center  line  thereof) 
and  the  space  between  the  blocks,  when  in  place,  shall  in  no  case  be  less 
than  one-eighth  (%")  inch  nor  more  than  three-eighths  (H")  inch.  Each 
course  shall  consist  of  blocks  of  the  same  width,  and  be  so  laid  that  all 
longitudinal  joints  shall  be  broken  by  a  lap  of  at  least  three  (3")  inches. 
The  gutters  shall  be   formed  as  directed  by  the   Engineer. 

The  spaces  shall  be  immediately  filled  to  within  two  (2")  inches  of  the 
top  of  the  blocks  with  dry  gravel  free  from  loam  and  dirt,  and  the  blocks 
rammed  to  a  true  surface  and  firm  bed  with  a  seventy-five  (75)  pound  ram- 
mer of  approved  shape.  No  cracked  or  chipped  blocks  shall  remain  in  the 
pavement. 

After  ramming,  the  spaces  between  the  blocks  are  to  be  completely  filled 
with  a  paving  pitch  which  is  the  direct  result  of  the  distillation  of  "straight 
run"  coal  tar,  and  of  such  quality  and  consistency  as  shall  be  approved  by 
the  Board  of  Local  Improvements.  The  pitch  must  be  used  at  a  temperature 
of  not  less  than  280  degrees  Fahrenheit  and  be  spread  in  such  quantity  so 
as  to  apply  two  (2)  gallons  to  each  square  yard  of  pavement.  The  spread- 
ing must  be  done  in  sections  if  the  Engineer  so  directs. 

The  contractor  or  contractors  shall  provide  the  Engineer,  or  his  repre- 
sentative, with  a  duplicate  delivery  ticket  for  each  and  every  load  or  tnk 
of  paving  pitch  delivered  on  the  work.  This  ticket  must  be  signed  by  the 
consignor  of  the  pitch,  and  be  of  a  form  approved  by  the  Board  of  Local 
Improvements. 

Immediately  after  the  spreading  of  the  paving  pitch,  and  while  it  is 
still  hot,  the  blocks  shall  be  covered  to  a  depth  of  not  less  than  three- 
quarters  (#")  inch  with  dry  roofing  gravel.  This  gravel  must  be  entirely 
free  from  sand  or  loam,   and  not  to  exceed  one-half   ($4")   inch  in  size.     All 
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Htnvrl    numl    bf    clean,    washed,    dried    and    heated    enough    to    prevent    the 
tiiillhtM  of  Iht  pitch. 

Tl»*  UrrinM  and  top  drcaaing  must  be  completed  each  day  to  within  five 
lft)  ImI  of  Iht  face  of  the  blocking. 

HIADULS. 

At  Iht  tntl  of  each  interacting  street  and  alley  wing  there  shall  be 
|4av*4  a  "Header,"  extending  from*  curb  to  curb,  and  so  dressed  as  to  con- 
tmtu  H>  the  vtowu  of  the  lavement  The  "Header**  shall  be  constructed  cf 
Ihttt  by  t**W*  iffcllTl  inch  oak  plank,  properly  supported  by  six  (6*)  inch 
«fUt  vedat  poata*  three  (»'>  feet  in  length,  firmly  set  in  the  ground  and 
a|*v«d  iwt  hhm*  than  Ave  (V)  feet  apart. 

AH    "Hh^(i"    aha'1    be    constructed    by    the    contractor   or    contractors 

WW  *t*ef*to  dirtetexl  by  the  Fnjineer  there  shall  he  formed  in  the 
r*>*«***t  tvvu  v*v  voMLxVk^t^  At  e*ch  street  mterseetkxv  three  (S)  at  each 
halt  mtartaevttwi  awvl  sM%e  vO  *\t\v»  «*ca  and  ex«ry  alley  wing  and  one  (1) 
at  the  wukllv  *»4  vnu*  W**  bkvh  the  ctv«*«alks  shall  consist  of  three  (3) 
tv%%  *t  **<*hw*  *********  *r*c*>Ji  ***bft**n  vt$#>  inches  apart.  The  lagnnnr  i 
ahaU  V*  *t  t*v  t#«t  v***^  ot  $r«tut*t  free  froaa  sand  pockets*  drill  holes. 
******  v*  v**v*  sMw*x  «*£»***«  vt$M  inches  w*ftt»  fixe  15*)  inches  in 
t*MA*K«*v  *i»4  *«M  V**  lb**  t*u*«  v*  *   fceet  m  fleagtsk 

9fct»v*   *M.\    W    **>V*«I«A»  H     **    *Ktfcc    v^cM*e<S>    -»!tv(   «Oa*ft    W 

Wy\  **JI  vV  »*vk*  «*Jk  **KJfefc  »rtv*W>l  a**!  JiressW  •»  a  hrse  sn 
**«**%      IV>  WW*  H  i^«*^>  >*tM«%l  ta%  *a*4  jmi  well 

V  t*«v«  mik:  v*,v*  ttK'V*  '»»  tfe*  cear  *****  shaft  *e 
<I4kjk  *i  v*Vj  >«vsw*vv^»  *>>  ^-«,*)**  $nw*it*  ^*rt>m^  in  dfcr  ronuNcsy  nine  C"l 
ok^X**  «>v»m  v«-i  kv*.Iv*  %>t-^  v-Vf-  <*ii«V  *ih<-  r**e  jjtnoipt  <uthum.  noarst  he 
<**4.  v*'v  jk>v  vs<  j»k£  ,^%v*k>  .t*v  stv"w»  i**2>\  ami  the  )eagca\  e£  the 
^uifeiiiK  >*WI  V;  xhti.'kiH  :<%»  .*  *  '«x«  <N  >V  %*xiti*  **  ?fhe 
<***s>.    H^MJVsH    W*%;*v«>    .»W   ■•V    H.ii.ittum   Vttftft  *c  saut  c« 

t'v    v^NMs^a^    x«**^*^   *i**i    '»v»t     tiv«**,^Hfci«<,e*  *s*3    Vt 

VSNA«*t  <*yvVSL     %>K^S    *»»»J      v\     .>IvvvV^     >*       'X      ^njrtKxr       »»»i 

s.^^.vi-isvSka.    \vlUis     »>.^  <».       »K.x*i     -H^^k-JK-tfcKN**.    «  "     X      <*i'JUfita 
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of  two   (2)   lineal  feet  in  rise  of  additional  brick  masonry — of  each  and  every 
catch   basin   on   the    line   of   this   improvement. 

(3)  Thirty-five  ($35.00)  dollars  for  the  building,  complete,  of  each  new 
City   of   Chicago   standard  catch  basin   which   may  be   required. 

(4)  Seven  ($7.00)  dollars  for  the  furnishing  and  setting  of  each  City 
of  Chicago  standard  cast-iron  catch  basin  or  manhole  cover  which  may 
be   required. 

(5)  Fifty  (50)  cents  per  lineal  foot  of  City  of  Chicago  standard  nine 
(9)   inch  tile  pipe;  and 

(6)  Two  ($2.00)  dollars  for  each  lineal  foot  in  rise  of  brick  masonry 
required  on  manholes  or  catch  basins  beyond  the  first  two  (2')  feet  above 
mentioned. 

In  consideration  of  such  deposit  the  contractor  or  contractors  will 
receive  a  voucher  in  the  amount  of  whatever  part  of  such  deposit  may  have 
been  used  in  the  above  construction,  and  in  like  manner  as  hereinafter 
specified  on  page  6,  under  "Manner  of  Payment."  Any  balance  or  excess 
of  deposit  will  be  returned  to  the  contractor  or  contractors. 

EIGHT    HOURS    TO    CONSTITUTE    A    DAY'S    LABOR. 

In  the  prosecution  of  the  work  under  these  specifications  eight  (8)  hours 
shall  constitute  a  day's  labor,  and  any  contractor  or  contractors  who  shall 
compel  or  allow  laborers  or  employes  to  work  more  than  eight  (8)  hours 
in  one  day  shall  be  liable  to  have  this  contract  forfeited,  as  provided  by 
Section  1687  of  the  Revised  Code  of  the  City  of  Chicago.  Provided,  however, 
that  in  case  of  emergency  the  contractor  or  contractors  may,  by  and  with 
the  written  consent  of  the  Board  of  Local  Improvements,  allow  laborers  and 
employes  to  work  extra  time. 

CHARACTER    OF     WORK. 

All  work  shall  be  executed  in  the  best  and  most  workmanlike  minner, 
and  no  improper  materials  shall  be  used  but  all  materials  of  every  kind 
shall  fully  answer  the  specifications,  or  if  not  particularly  specified,  shall  be 
suitable  for  the  place  where  used  and  satisfactory  to  the  Board  of  Local 
Improvements. 

EXTRA    WORK. 

No  claim  whatever  will  be  made  by  the  contractor  or  contractors  for  extra 
material  or  work,  or  for  a  greater  amount  of  money  than  is  herein  stip- 
ulated to  be  paid,  unless  some  changes  in  or  additions  to  said  work,  requir- 
ing additional  outlay  by  the  contractor  or  contractors,  shall  first  have  been 
ordered  in  writing  by  the  said  Board  of  Local  Improvements,  said  writing 
to  be  attached  to  the  contract  for  the  making  of  said  improvement  and 
stating  that  such  work  is  not  included  in  the  contract,  what  the  extras  are, 
and  that  such  are  necessary  for  the  proper  completion  of  the  work,  or  for 
the  security  of  the  work  previously  done,  and  the  reason  therefor;  provided, 
however,  that  at  the  discretion  of  the  Engineer  in  charge  of  the  work  he 
may   order  "extras"  to  the  maximum  amount   of   $200.00  in  the  execution   of 

this  contract  without  the  authority  of  the  Board  of  Local  Improvements. 

i 

PATENTS. 

All    fees    for   any   patented    invention,    article    or    arrangement    or    other 
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appurtenances  that  may  be  used  upon  or  in  any  manner  connected  with  the 
construction,  erection  or  maintenance  of  the  work,  or  any  part  thereof 
embraced  in  the  contract  and  these  specifications,  shall  be  included  in  the 
price  stipulated  in  the  contract  for  said  work,  and  the  contractor  or  con- 
tractors must  protect  and  hold  harmless  the  City  of  Chicago  against  any 
and  all  demands  for  such  fees  or  claims. 

USE    OF    FIRE    HYDRANTS. 

Contractors  desiring  to  use  water  from  public  hydrants  will  be  required 
to  make  application  for  same  to  the  proper  bureau,  and  conform  to  the  rules 
and  regulations  provided  in  such  cases  by  City  ordinances  and  the  rules 
of  the  Department. 

TIME    FOR   COMPLETION. 

The  contractor  or  contractors  shall  bid  with  the  express  understanding 
that  the  work  to  be  performed  under  these  specifications  shall  be  commenced 
not    later    than    thirty    (30)    days    from    the    time    of    awarding    the    contract 

for  same,   and  shall  be  completed  on  or  before ,  and 

that  the  said  time  specified  for  completion  of  the  work  is  an  essential  con- 
dition of  this  contract.  Provided,  however,  that  if  the  contractor  or  contractors 
is  or  are  delayed  by  the  City  of  Chicago  in  the  commencement  of  the  work, 
or  in  case  the  work  is  suspended  by  order  of  the  City  authorities,  then  the 
time  of  such  delay  or  suspension  shall  be*  added  to  the  time  for  the  com- 
pletion of  this  contract. 

WATER     MAINS;     HOW     PROVIDED     FOR. 

When  the  water  main  shall  not  have  been  laid  in  any  street  ordered  im- 
proved and  it  has  been  ascertained  that  there  are  not  enough  houses  to  pay 
the  City  of  Chicago  a  revenue  of  ten  (10)  cents  per  lineal  foot  for  every 
foot  of  said  water  main,  then  the  contractor  or  contractors  to  whom  may 
be  awarded  the  contract  for  improving  such  street,  shall  advance  the  money 
necessary  to  lay  said  water  main,  and  the  money  thus  advanced  for  doing 
said  work  shall  be  returned  by  the  City  of  Chicago  from  any  moneys  not 
otherwise  appropriated  when  it  is  shown  that  a  revenue  of  ten  (10)  cents 
per  lineal  foot  of  water  main  is  being  derived  therefrom;  provided,  that  if 
the  money  so  advanced  by  the  contractor  or  contractors  is  not  paid  back  to 
him  or  them  within  two  (2)  years  from  the  date  of  the  advancement  thereof, 
interest  at  the  rate  of  five  (5)  per  cent  per  annum  shall  be  allowed  after 
the  expiration  of  two   (2)    years  until   paid. 

ALIEN    LABOR    PROHIBITED. 

It    is    hereby    understood  and    agreed    that    said    contractor    or    contractors 

shall    not  employ,   nor  permit  to   be  employed   by   his  or   their   sub-contractors, 

any  person  or  persons  other  than  native-born  or  naturalized  citizens  of  the 
United   States. 

CONNECTION    OF  OPENINGS. 

It  is  hereby  understood  and  agreed  that  the  contractor  or  contractors 
shall  furnish  without  extra  compensation  all  labor  and  materials  necessary 
to  connect  and  fit  the  new  pavement  with  all  openings  on  the  line  of  said 
pavement  in  connection  with  water,  sewer,  gas,  electric  conduits,  etc.,  after 
the  same  have  been  brought  to  the  proper  grade,  and  in  general  everything 
necessary  to   render  the   work   fully   complete  and  ready   for  use. 
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DAMAGES    AND    OBSTRUCTIONS. 

AH  loss  or  damage  arising  out  of  the  nature  of  the  work  to  be  done,  or 
from  any  detention  or  other  unforeseen  or  unusual  obstruction,  or  from 
Acuities  which  may  be  encountered  in  the  prosecution  of  the  work,  or  from 
"«  action  of  the  elements,  shall  be  sustained  by  the  contractor  or  contractors, 
wto  will  be  required  to  replace  all  pavements,  etc.,  without  cost  to  the  City 
°f  Chicago. 

L'ABILlTY    0F     CONTRACTORS     IN     THE     MATTER     OF    OBSTRUCTIONS     AND    DAMAGE    TO 

WATER,    GAS    OR    DRAIN    PIPES. 

The   Board   of  Local   Improvements   reserves  the    right   to   take   whatever 

°d    blocks,    planking,    granite    blocks,    or    any    other    old    material    from    the 

fee*»    and    the    contractor    or    contractors    will    be    required    to    carefully    set 

as»de  all  such  material  and.  deliver  the  same  to  the   City  of  Chicago,   or  dis* 

P08e  of  it  as  may  be  directed  by  said   Board  of  Local  Improvements. 

-The  contractor  or  contractors  shall  be  required  to  remove  at  his  or  their 
fh*1    exDense    al*    obstructions,    such    as   stone,    old   blocks,    debris,    trees,    etc., 
^*    niay  be  in   the  way  of  making  the  improvement. 

.        The    contractor    or    contractors    shall    remove    all    surplus    materials    and 
,     r,s    from   the   street  as   the   work  progresses,    so  that   the  public   may   have 
Use  of  the  street  as  soon  and  as  fast  as  completed. 

*lie  contractor   or   contractors   will   be   required    to   remove    all    sidewalks 
the    way    of    said    improvements    in    a    careful    manner,    and    preserve    and 
tli    •  ^e   8ame   in    as   good   condition   as   found   before   removal,   at   his   or 

eir     expense. 

*  he   contractor  or   contractors  will   be   held    responsible   for  any   damage 
***.&    water,    gas   or   drain    pipes   in    addition    to    the   penalty    prescribed    by 
^i^czvee. 

.       -during    the    progress   of    said    improvement    the    contractor    or    contractors 

.  t>e  required   to   keep   free   and   unobstructed   any   railway  along   the   entire 

-   *£*H    of   the    work,    keeping    all    stones,    carts,    material    and    all    obstructions 

^fcfcatever  sort  away   from  the  tracks  of  such   railway   so   that   cars   may  be 

.         ^.long   the    same,    and   said   railway   to   be   used   in   its   customary   manner 

j.  ^°Vit  hindrance,    and   said   contractor   or   contractors   will   be   held  liable   for 

^^^•inages  resulting  from   any   failure  to  comply  with   this  stipulation. 

*^  in  the  prosecution  of  said  work  it  shall  be  necessary  to  dig  up,  use  or 

t«     **X*3r  any  street,   alley,   highway  or  public  grounds  of  said  City  of  Chicago, 

k         _  Contractor     or   contractors    shall    erect    and    maintain    strong   and    suitable 

a      Tl^T8>  and  during  the  night-time  lights,  such  as  will  effectually  prevent  any 

u       ^^nt  or   harm   to   life,   limb  or   property,    in    consequence   of   such   digging 

Ik  *      **se  or  occupancy   of  said   street,    alley,   highway  or  public   grounds;    and 

41       contractor  or  contractors  shall  be  liable  for  all  damages  occasioned  by  the 

w»  5^***g  up,  use  or  occupancy  of  any  street,  alley,  highway  or  public  grounds, 

Su   J^**  "^y   result  therefrom,   or   which  may   result   from   the   carelessness   of 

0r    ^      contractor  or   contractors,  or  his   or  their  agents,   employes  or  workmen, 

^^signs. 

SWORN     STATEMENT    REQUIRED. 

qj        ^fo  final    estimate   or   final    payment    shall   be   made   herein   by   the   City 
^— kicago  or  any  of  its  officers  or  agents  until  the  contractor  or  contractors 
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•hill    (Itllvtr    to   the    Board    of    I*ocal    Improvements  a   statement   in   wr***:*^li3 

HfttiHM    out    fully    the    amount,    kind    and    quality    of    the     several     mat^^r"^^e 

dfliverrd   upon,    used   and    incor]>orated   into   the    work   herein   required 

tllMtti   said  Matrtueut   to  he  nworn   to  by  said  contractor  or  contractors 

•  Notitiy   Public  or  other  officer  authorized  to  administer  oaths.     It  is 

MM I  ted   that    l lie    Hoard   of    Local    Improvements  shall   have  a   reasonable     t 

in  which  to  verify  the  accuracy  of  such  sworn  statement  before  such  estii 

mi   lutnl  payment  is  made. 

INSPECTION. 

Inspectors   will    be   appointed   whose   duty   shall    be   to   point   ont   to 
eonltactot    or    contractors    any    neglect    or    disregard    of    these    speclficarjoi 
hut   th*   light   of   nnal   acceptance  or  condemnation  of  the  work  will  not 
vtAtNvxl  ihrtvta 

Ihc    IHvml    of    local    Improvement*    shall    have    authority    to    order 
d(*iuU<Ml  ol    *n\    employe  on   the  work   who  refuses  or   neglects  to  obey 
o|    tU  liutitMioua  <«kating   to   the  carrying  out   of   the  provisions  and  intt 
ot  llw*v  ft|t\M<\tittotMK  vm   who  is  incompetent,  unfaithful,  abusive,  threatening-' 
04    thaoidvit*    tu   \\\*  conduct*  and  such  person  shall  not  be  again  employee**' 
w   thv    WO-lh- 

VV^\  *\\  \{\w*\w*\*  concernmg   the  execution  of  the  work  in 
wvV*V   *hv*v   kpcvtRNNMisw*  and   the   tttc&turrtttcnts  thereof,   the   decision   of  tl 

W*o4  ol    \  oo*l    lvmMOYv«N*ut*  shall   be    aoxL     lH\linar2T  one  inspector  wiltt^    ^^ 

I*  vu»vta\vd  om  hV   *vtt»*«  ot   the  curbing*  one  on  the  foundation  and 
v*»  **K  U>mg  ol  *V  i.-»t\v»«v»»t»  bwt  it  on  acvvurtt  of  a  disregard  of  the 
th*Vvu*  om    thv    |v*M    ot    t**r   sV*tt*cfo*   or    cvtttrjKtors 

vWvM  vv  tvMtmvd-   v,s^  «sfcstatoa.jit  inspector*  skit-  Sf  estpfawed  by  the  Board 
vA    t,ovU    ^»>piv.\v*AN^,>   *>    .*    m^>    v.{wm    M«vx^c«rx    to  0Dt$»tre  faithful  coam- 
y.:.^Kv  wtih   W  vv>»t*-w{.  At»4  tV  "O.M  o*  stac^  *&»»«*£  twpectars  shall  be 
^i>vt.sv>Jl    *o    ^*'4    sV*»V'*>W*    <M     sNsr- is<Xvr-*  4t    >'Hf    r*ee    v?£   $&&*  per   day 
<tatasts^   uvii»  viK   ,w*,k>.-h  .»%jv  "»••'»  >/*"   ttotw*  jtt  j*;Kleut«gsv 

fc****)  W  iw<*vJ   »»*  vV   "»*sv»   j*    ■«»>   'JCif^wt  -jr  5*1*  work 

\V***,s     -'-      »■»>      l*v>* 'Vs<,  *****     J*     -'K,*    %*/»ii.    ^    «y 

vks*^     'V;    'tiMi'i    ,'•    '-jx;-**    ^'itju^vv.MgtuK.    HK«n   ;.e  jwpti 

■^X    *»«•«.»*;    -**      »• K      v»«%i.»v»      *«      >,».*.v«ivi\     K'v*y    tOtK^Qit 
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*>o«i«is  shall    be    taken    for    a    sum    equal    to    their    par    value    at    the    time    of 
delivery. 

CONTRACTS   PAYABLE    FROM    ASSESSMENTS    ONLY. 

"The  work   to  be  done  pursuant   to  this   contract   shall   be   done   under  the 

_  l  r«ction  of  the   Board  of  Local   Improvements  of  said   City  of   Chicago,   and 

**       is    expressly    understood    that    in    no    case    will    the    said    Board    of    Local 

X-*» I* movements  or   the   said    City   of   Chicago,   or   any   officer   thereof,   be   liable 

°*~      any    portion    of    the    expenses    or    for    any    delinquency     of     persons     or 

*>r*°I»erty  assessed. 

MANNER    OF    PAYMENT. 

Xf  the  rate  of  progress  shall   be   satisfactory   to   the    Board  of  Local    Im- 

*"* r<> dements,   and   when   it   shall   appear   that   all   claims    for   labor   as   aforesaid 

**^H     have  been   satisfied,   estimates   will   be  issued   to  said   contractor  or   con* 

*~ac"ors   during    the    making    of    said    improvement,    for    eighty-five    (85)    per 

^^Y*     of  the  value  of  the  work  done  and  in  place,  at  the  time  of  issuing  such 

^J^**  r**ates»    and   estimates    for    the    balance   or    remainder    will   be   issued    upon 

^      final  completion  and  acceptance  of  the  work. 

The  assessment    and   vouchers   drawn,   or  bonds   issued   against   the    same, 

*-1      interest  thereon,   and   all   vouchers   or  bonds   for   work   issued   to   the   con- 

actor  or  contractors,  and  interest  thereon,  shall  be  paid  only  when  the  assess- 

.      ^*"**     levied,   or    which   may    hereafter   be   levied,    for    said    improvement,    shall 

*-_        Collected  as  provided  by  an  Act  of  the  General   Assembly  of  the   State  of 

-       ax"*ois,  entitled,    "An   Act    Concerning   Local    Improvements,"    approved   June 

j       *■**»     1897,    in    force    July    1,    1897,    and    that    said    vouchers    or    bonds,    and 

^*~^st  thereon,   shall  be   payable  only   from   such   special   assessment,   and   out 

f  **o  other   assessment    or    fund    whatever,    and    that    all    vouchers   or    bonds 

_**     -^  part  of  any  installment,  and  interest  thereon,   shall   only  share  pro  rata 

«.-    *■«*      the   vouchers    or    b»nds,    and    interest    thereon,    for    the    remaining    part 

*^«>f. 

_  Xn  case  the  City  of  Chicago  should  become  the  purchaser   of  any   special 

j^^^^Sment   certifiers   at   any   sale    for   the   delinquent   special    assessments,    in 

^"**lt  of  other   bidders,   such   purchase    shall    not   be    deemed   a   collection   of 

-  c«*     special  assessment,  and  no  act  of   the  City   of  Chicago  done  or   suffered, 

^*1     be  construed   as  a   collection    of   any   special    assessment   or   part   thereof, 

r^.       '     the  money   due  thereon  shall  be  actually  paid   into   the   treasury   of  the 

^     of  Chicago. 

Xt  is  understood  that  the  reserve,  costs,  etc.,  shall  be  paid  out  of  the  first 
ln*^llment. 

It  is  hereby  understood  and  agreed  that  the   material    furnished  and   used 

,  **      the    workmanship    employed    in    the    construction    of    the    said    pavement 

*•*!    be  of  such  character  and  quality  as  to  insure  the  same  to  be   free  from 

^    defects,   and   in   continuous   good    order   and   condition    satisfactory   to    the 

~°^rd  0f  Local   Improvements,   ordinary    wear   excepted,    for    a   period   of  ten 

^    years  from  and  after  the   completion  and   acceptance   of  the   same;   and 

**  a  guarantee  of  the  faithful  performance  of  these  specifications,   the  quality 

ot    the  material    furnished   and   the    proper   construction   of   said   improvement, 

7*    contractor    or    contractors    hereby    agree    to    keep    and    maintain    the    said 

w-Provement,   without   additional   charge   or   cost   to   the   City   of   Chicago,    in 
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such  order  and   condition   as  will  be  satisfactory   to  the   Board  of  Local 
provements,   ordinary   wear   excepted,   for   the   period   of   ten    (10)    years  fi 
and   after   the   completion    and    acceptance   of    the    same,    which    keeping 
maintaining   shall    include   repairs   or   the   entire   reconstruction   of   the 
the  necessity   for  which  may  be  occasioned  by   or   through  the  use  of   faxiM  -*y 
or    inferior   material    or   workmanship,    or    from   any   other   cause    whatsoe-vtr  w; 
provided,  however,  the  contractor  or  contractors  shall  not  be  required  to  lc«?«?p 
or  maintain  any  part  of  said  improvement,  under  this  guarantee,   which  a£-*:«r 
its  completion   and   acceptance   shall    have   been    removed    for    the    purpose        «f 
laying  or   repairing  any  gas,   sewer,    water   or   other   pipe   in   accordance    with 
a   permit  granted  by  the  City   of  Chicago   for   such  purposes,   except  as  Yic  we- 
inafter  provided. 

Should   the   said  pavement  be  cut   or   removed   for   the  purpose  of  lays 
or   repairing   any   gas,    sewer,    water   or   other   pipe   by   parties   having   first 
tained    a   permit    from   the    City    of    Chicago   therefor,    the    contractor   or    o 
tractors  agree  to,  within  five   (6)   days  after  notice  so  to   do   from  the   Bo 
of  Local   Improvements,   relay,   repair   and   repave   said   pavement   in   strict 
cordance  with  these  specifications  and  with  such  material  and  in   such  man 
as  will  leave  the  whole  pavement  in  as  good  and  durable  condition  as  it 
before  the  same  was  cut  or  removed,  the  cost  thereof  to  be   paid   for  by 
City  of  Chicago  out  of  its  general  fund  at  the  following  rate:     Five   ($5. 
dollars  for  each   cut  or  removal  of  one   (1)    square  yard  or  less  in  area;  zr 
for  each  cut  or  removal  in  excess  of  one  (1)  square  yard  in  area,  five  ($5. 
dollars   for   the  first   square  yard  thereof,   and   three    ($3.00)    dollars  for 
square  yard  and  fraction  of  a  square  yard  additional  to  the  first  square  ya 

If   the   contractor    or    contractors    shall    fail,    neglect    or    refuse   to    rep 
keep  and  maintain  the  said  pavement  in   good  order  and   condition   in  accor 
ance  with  these  specifications,  within  five  (5)   days  after  notice  so  to  do  fi* 
the   Board   of   Local    Improvements,    the   said    Board    of   Local    Improvemer—  -srnt* 
may   proceed   to   do,   or   cause   to    have   done,    the   work   necessary   to   com-  P'-r 

with  the  same,  and  collect  the  cost   and  expenses  thereof   from  the  contrac — ="tor 
or  contractors  or   his  or   their   bondsmen. 

DIRECTION    AND    SUPERINTENDENCE. 

The   contractor   or   contractors   shall    perform   all   of   said   work   under  ^c 

direction   and  superintendence  of    the    Board   of   Local     Improvements  of  ^c 

City  of  Chicago,   and   to  its  entire   satisfaction,   approval   and  acceptance.  -A" 

material  to  be  incorporated  in  the  work,  all  labor  performed,  and  all  a^^P'1* 
ances,  tools  and  methods  used,  shall  be  subject  to  the  inspection  and  *'*' 
proval  or  rejection  of  said  Board  of  Local  Improvements,  and  the  ^pa»d 
Board  of  Local  Improvements  reserves  the  right  to  finally  decide  all  q§.'*Jcs' 
♦ions  arising  as  to  the  proper  performance  of  said  work,  and  as  to  wher^^er 
the  rate  of  progress  thereon  is  such  as  to  correspond  with  the  condition^  ° 
these  specifications;  and  if  the  work  shall  not  be  begun  at  the  time  her*"c,t1 
stipulated,  or  if  the  rate  at  which  work  shall  be  performed  shall  not,  inv  *Jie 
Judgment  of  the  Board  of  Local  Improvements,  be  such  as  to  insurer  *?! 
progress  and  completion  in  the  time  and  manner  herein  stipulated;  or  if  &&v 
work  shall  be  wholly  or  in  part  improperly  constructed,  then  to  declare?  * 
contract    for    said   work    forfeited,    either    as   to    a    portion    or    the    whol« 
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said  work,  and  to  re-let  the  same,  or  to  order  the  entire  reconstruction  of 
said  work  if  improperly  done;  and  in  such  case  of  default,  or  in  any  case 
of  defau't,  to  adjust  the  difference  of  damage  or  price  (if  there  be  any) 
which,  according  to  the  just  and  reasonable  interpretation  of  these  specifica- 
tions, and  the  contract  as  a  whole,  the  contractor  or  contractors  should  in 
the  opinion  of  the  said  Board  of  Local  Improvements  pay  to  the  City  of  Chi- 
cago for  any  further  failure  to  properly  commence  and  prosecute,  or  to  proper- 
ly construct  said  work,  in  all  respects  according  to  the  conditions  hereinbefore 
specified,  or  f6r  any  other  default;  and  it  is  hereby  understood  and  agreed, 
that  for  the  amount  of  damage  or  price  determined  by  said  Board  of  Local 
Improvements  to  be  paid  to  said  City  of  Chicago  by  said  contractor,  or  con- 
tractors for  any  such  default,  or  for  any  money  paid  out  by  said  City  of 
Chicago  on  account  of  said  contractor  or  contractors  in  consequence  of  any 
default,  there  shall  be  applied  in  payment  thereof  a  like  amount  of  any 
money  that  may  be  due  and  owing  to  the  contractor  or  contractors  on  account 
of  said  work  so  far  as  there  may  be  any  such  money,  and  so  far  as  the  same 
shall  be  sufficient;  and  if  there  shall  not  be  sufficient  amount  retained  from 
said  contractor  or  contractors  then  and  in  such  case  the  amount  to  be  paid 
to  the  said  City  of  Chicago  in  consequence  of  such  default  shall  be  a  just 
claim  against  said  contractor  or  contractors,  and  be  recovered  from  him  or 
them  St  law,  in  the  name  of  the  City  of  Chicago,  before  any  court  of  com- 
petent  jurisdiction. 

In  case  the  said  Board  of  Local  Improvements  shall  deem  it  necessary 
to  declare  any  portion  or  section  of  said  work  forfeited,  it  is  expressly  stip- 
ulated and  understood  that  such  declaration  of  forfeiture  shall  not  in  any 
manner  relieve  the  contractor  or  contractors  from  the  covenants  and  condi- 
tions of  the  contract  for  said  work,  but  the  same  shall  be  and  remain  valid 
and  binding  on  said  contractor  or  contractors. 

contractor's  default. 

The  said  work  shall  be  prosecuted  with  such  force  as  the  Board  of  Local 
Improvements  shall  deem  adequate  to  its  completion  within  the  time  speci- 
fied, and  if  at  any  time  the  contractor  or  contractors  shall  refuse  or  neglect 
to  prosecute  the  work  with  a  force  sufficient,  in  the  opinion  of  the  said 
Board  of  Local  Improvements,  for  its  completion  within  said  specified  time, 
or  if  in  any  event  the  contractor  or  contractors  shall  fail  to  proceed  with 
the  work  in  accordance  with  the  requirements  and  conditions  of  these  speci- 
fications, the  Board  of  Local  Improvements  shall  have  full  right  and  author- 
ity to  take  the  work  out  of  the  hands  of  the  contractor  or  contractors  and 
to  employ  other  workmen  to  complete  the  unfinished  work,  and  to  deduct  the 
expense  thereof  from  any  money  that  may  be  due  and  owing  to  the  con- 
tractor or  contractors  on  account  of  the  work,  or  to  re-let  the  same  to  other 
contractors. 

In  case  the  contractor  or  contractors  shall  abandon  or  in  any  way  or 
manner  fail  to  complete  said  work  in  the  time  herein  specified,  the  City  of 
Chicago  is  hereby  authorized  and  empowered  to  pay  to  any  laborer  or 
laborers  who  may  have  been  employed  by  such  contractor  or  contractors  upon 
the  above  specified  work,  out  of  the  funds  due  said  contractor  or  contractors, 
uopn    the    estimates   of   the    Board   of    Local    Improvements,    at    the   time   said 
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of  Local  Improvements  shall  declare  said  contract  forfeited,  ai 
all  swans  of  money  which  may  be  found  to  be  doe  and  owing  to  sue 
tractor  of  contractors  coder  said  contract,  and  without  gran*;  any 
whatsoever  to  sud  contractor  or  cen.ractors  of  the  intention  so  to  do 
in  every  snch  case  the  Otx  Coecptroller  is  licicbi  authorized  and  emp 
a»  ascertain  the  amonct  or  aswents  so  dne  and  owing  to  any  snch 
or  laborers,  from  sa-d  contractor  or  cootractors  in  snch  manner  an< 
snch  proof  as  he  but  deem  sa&iect.  and  without  giving  any  notice  < 
proceedings  to  said  contractor  cc  ooe  tractors;  and  the  amount  or  a 
so  fimiai  by  him  to  he  «hae  and  owing  to  snch  laborer  or  laborers  s 
ana!  and  coachwave  as  against  sa?d  contractor  or  contractors,  and  ma] 
after  be  paid  over  by  said  Oty  of  CVcago  to  sach  laborer  or  laborers 
a*  estimate  w£:  be  tssned  to  said  contractor  or  contractors  until  all 
ior  iabce  on  this  contract  shaE  have  been  satisfied,  said  sums  of 
beans   p*ya*o>  oat  of  the  proore^s  of  the  special  iwrswwxtf  levied,   a 

at:    the   proceed*   of   any   specaa!    1 1 imnf    which    shall   hereafter    be 

far    saad   saerevveaaents*    when   couectrd. 

The  contractor  or  contractors  sha3  nuke  no  daaa  against  said  < 
Chicago  in  any  event*  except  from  the  couectaaess  of  the  special  ass 
m»3c  ,*  w  W  made  for  sa»d  inveiglement,  aad  to  take  all  risks 
hnaVSty  of  any  sach  special  assessments,  the  City  of  Chicago  not 
haVdc  n  any  event  by  reason  of  the  mvalaiity  of  special  assessmc 
any  of  thenv  or  of  the  prvveochngs  t^ereta*  or  fcr  faxhare  to  collect  th 

*$$*esaitarr  mcauamai 

No  part  of  the  work  herein   ajfri-w  f,  sha!3  he  anwg  m  d  or  sob-coi 
muivss*    the    wutten   <\vwew   of    the    R&srd   of    Local    IrsprcTements 
*+    case    sha'l    snch    ovnwwt    refrcve    the    contractor   or   contractors    fr 
oK^atK>aa   herem   entvee-si   into   Vy   the  same,   or   chamge   the   terms 
a*M<vo*Nr>ot. 

:»  ;**  o>Jv*y»*vo»>sMt  ,•■•  m*w*  *#oc>J*\'wajom#  r«<  ircuiom  #*  the  B> 

TV  «*>kt«**n«<d  hereby  cottt       that     be       ha      rend  the  fbregotni 
#A>atK>nsw  aw>|  that     V       r*wooal  fce  the  work  is  hosed  on  the  conditio 
i^*»Tt4m**u  TOtRshevt   the****   and   thvmVi   the  contract   he  awarded 
ha       «gt<o»  b>  «aw*H   the  work  in  acriet  accorhawf   herewith. 

>t*w*  

Kv**vK^vv  

KavMO  

|fcv**\\.  <*w  

K*w»*  

Hv*hK"«w  .  

^\m  th*  \WWt\W  1>\M  >\V5v  >>*  tSc  s*w  -vatkns  is  a  descr 
\\i  th*  \s\*\K  to  rv  >K^*k\  K>*y*>«*e  »tt>  an  estimate  of  a' 
^ttftittttW*  \^  *U  ttv  »^v*mN  iv  V  «?*xl  ju*2  tin;  work  to  be 

"VrK*  t\^Yr*  tfc*  tatt^vit*  h>  fckKV^  of  which  a  s 
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INSTRUCTIONS    TO    BIDDERS. 

It  is  the  intention  of  these  specifications  to  provide  for  this  improvement 
fa  a  complete,  thorough  and  workmanlike  manner.  The  contractor  or  con- 
tractors to  whom  the  work  is  awarded  shall  furnish  all  materials,  labor  and 
appurtenances  necessary  to  properly  complete  the  work  in  accordance  with 
these  specifications,  and  anything  omitted  herein  which  may  be  reasonably 
interpreted  as  necessary  to  such  completion — the  Board  of  Local  Improve- 
ments being  the  judge — is  to  be  merged  in  the  prices  bid  for  the  improvement. 
No  bid  will  be  accepted  which  does  not  contain  an  adequate  or  reasonable 
price  for  each  and  every  item  named  in  the  schedule  of  quantities. 

Bidders  must  satisfy  themselves  by  personal  examination  of  the  location 
°f  the  proposed  work,  and  by  such  other  means  as  they. may  prefer,  as  to  the 
accuracy  of  the  estimate  of  quantities,  and  shall  not  at  any  time  after 
tne  submission  of  an  estimate,  dispute  or  complain  of  such  estimate  of  the 
cngineer,  nor  assert  that  there  was  any  misunderstanding  in  regard  to  the 
Qature  or  amount  of  the   work  to  be  done. 

Bidders  must  present  satisfactory  evidence  that  they  have  been  regularly 
engaged  in  the  business  of  laying  granite  block  pavements,  or  are  reasonably 
fainiiiar  therewith,  and  that  they  are  fully  prepared  with  the  necessary  capital, 
materials  and  machinery  to  conduct  the  work  to  be  contracted,  for  to  the 
^tisfactkm  of  the   Board  of  Local   Improvements. 

Bidders  must  state  in  their  proposals  the  name  and  place  of  quarrying 
°*  the  granite  they  propose  to  use;  and  if  the  granite  specified  has  not  pre- 
^ously  been  tested  and  accepted  by  the  Board  of  Local  Improvements  the 
•udder  shall  furnish  such  sample  blocks  in  ample  time  so  that  the  said 
a°ard  of  Local  Improvements  may  make  the  tests  it  may  deem  necessary. 

All  bids  must  be  made  subject  to  the  rights  of  the  owners  of  a  majority 
°*  the  frontage,  to  contract  for  the  improvement  as  provided  for  in  Sections 
■J*  and  81  of  an  Act  of  the  General  Assembly  of  the  State  of  Illinois,  en- 
titled "An  Act  Concerning  Local  Improvements,"  approved  June  14,  1897; 
*  force  July  1,  1897. 

No  bids  will  be  accepted  from  any  persons  or  firms  who  may  be  in 
^ears  to  the  City  of  Chicago  upon  debt  or  contract,  or  who  may  be  in  de- 
fault, as  surety  or  otherwise  upon  any  obligation  to  said  City  of  Chicago,  or 
"*Mnd  specified  time  on  any  previous  work.  Companies  or  firms  bidding  for 
the  work  herein  described,  must  state  in  the  proposals  the  individual  names 
and  places  of  residence  of  the  persons  comprising,  or  officers  of,  such  com- 
pany or  firm. 

The  Board  of  Local  Improvements  expressly  reserves  the  right  to  reject 
•ny  or  all  bids,  or  to  accept  bids  separately  as  to  curbing,  filling,  grading  or 
paving,  or  to  accept  any  bid  in  the  aggregate. 

MACADAM. 

For  macadam  roadways  the  writer  often  uses  the  following 
specifications : 

First  specify  the  rock  to  be  used.  It  is  well  to  test  rock  from 
different  local  quarries  in  a  rattler,  etc.,  and  then  name  in  the  speci- 
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fications  all  the  rock  that  passes   the  tests  satisfactorily  and  also 
allow  any  other  rock  that  will  pass  the  tests. 

Then  specify  the  preparation  of  the  roadway  and  require  the 
rolling  to  be  done  with  a  roller  of  not  less  than  five  tons  weight  and 
to  be  rolled  and  sprinkled  alternately  until  a  wagon  with  two  inch 
tires  carrying  not  less  than  one  ton  can  be  drawn  over  without  cut- 
ting or  very  appreciable  settlement. 

Upon  the  earth  foundation  shall  be  spread  the  macadam  in  three  layers. 
The  lower  layer  when  compacted  shall  constitute  one-half  the  thickness  of  the 
finished  roadway.  No  stone  in  it  shall  exceed  in  any  dimension  one-half 
the  thickness  of  the 'said  layer.  Not  to  exceed  twenty  per  cent  of  the  stone 
shall  be  small  enough  to  go  through  a  half-inch  mesh  and  be  retained  on 
a  one-eighth  inch  mesh.  The  remainder  of  the  stone  shall  be  fairly  uni- 
form   in    varying    sizes    between    the    extremes    permitted. 

After  the  lower  layer  is  spread  with  rakes  and  forks  it  shall  be  rolled 
and  sprinkled  a'ternately  until  it  ceases  to  move  under  the  roller,  fine  stone 
dust  or  sand,  or  both  stone  dust  and  sand  being  added  from  time  to  time*  to 
fill  the  interstices  and  assist  in  holding  the  material  firm.  When  rolled  until 
a  wagon  with  two  inch  tires  and  loaded  with  not  less  than  one  ton,  can  be 
taken  over  it  without  causing  the  stone  to  be  displaced,  or  making  an  appre* 
ciable  rut,  the  spreading  of  the  second  layer  may  be  commenced. 

The  second  layer  when  compacted  shall  constitute  one-third  the  thickness 
of  the  finished  roadway.  No  stone  in  it  shall  exceed  in  any  dimension  one- 
half  the  thickness  of  the  said  layer.  Not  to  exceed  twenty  per  cent  shall  be 
small  enough  to  pass  a  half -inch  mesh  and  be  retained  on  a  one-eighth  inch 
mesh.  The  remainder  of  the  stone  shall  be  fairly  uniform  in  varying  sizes 
between   the    extremes    permitted. 

The  second  layer  shall  be  rolled,  sprinkled,  spread  and  bound  in  the 
same    manner    as    required    for    the    first    layer. 

The  third  layer  shall  complete  the  total  thickness  of  the  pavement.  No 
piece  of  stone  in  it  shall  exceed  in  any  dimension  one-half  the  thickness  of 
the  said  layer.  Not  to  exceed  twenty  per  cent  shall  be  as  fine  as  stone  dust  or 
such  as  will  pass  a  one-eighth  inch  mesh.  The  remainder  to  range  uniformly 
between   the   extreme   sizes   permitted. 

This  third,  and  final,  layer  shall  be  spread,  sprinkled,  rolled  and  bound 
as    specified    for    the    two    lower   layers. 

The  surface  of  the  roadway  shall  present  a  uniform  and  smooth  appear* 
ance  and  conform  to  the  lines  and  levels  of  the  engineer  in  charge.  •  The 
engineer  before  accepting  the  work  can  cover  the  roadway  with,  water  and 
the  contractor  sha'l  pick  and  refill  all  depressions  that  contain  more  than  one- 
half  inch  in  depth  of  water  and  if  a  depression  containing  in  the  center 
one-half  inch  of  water,  be  less  than  four  feet  across  then  such  hole  must  be 
picked  and  refilled,  under  the  direction  of  the  engineer. 

For  heavy  traffic  on  a  business  street  the  thickness  can  be 
twelve  inches.  No  particular  object  is  gained  in  making  it  more. 
On  residence  streets  with  extremely  light  travel  and  a  good  soil 
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six   inches   is   ample   if   drainage    is   taken  care   of.      Streets   with 
medium  traffic  can  have  eight  or  nine  inch  macadam. 


SPECIFICATIONS  FOR  GRAVEL  ROADS. 

(For  the  preparation  of  the  earth  foundations  ideas  can  be  found  in  fore- 
Cotng  specifications.     The  same  may  be  said  of  the  cleaning  up  specifications.) 

Upon  the  earth  foundation  thus  prepared  spread  a  layer  of  clean  gravel 
four  inches  thick.  None  of  the  gravel  shall  exceed  two  inches  in  any  dimen- 
sion and  it  shall  be  graded  from  that  size  down  to  sand  in  such  proportions 
that  a  minimum  of  voids  shall  be  left.  It  is  to  be  spread  in  an  even  layer 
and  sprinkled  and  rolled  until  it  ceases  to  move  under  the  roller.  If  it  does 
not  compact  readily  a  thin  coating  of  clay  or  loam  shall  be  placed  over  it 
and  washed  into  the  interstices. 

On  top  of  this  lower  layer  shall  be  placed  a  layer  of  clean,  sharp  gravel, 
free  from  pieces  round  like  marbles,  and  from  which  all  pieces  exceeding  three- 
quarters  of  an  inch  in  all  dimensions  shall  be  excluded.  This  layer  shall 
b  sprinkled  and  rolfed  like  the  lower  layer  but  instead  of  clay  or  loam 
tang  used  as  a  binder  if  it  does  not  compact,  it  should  be  bound  with  fine 
stod  or  rock  dust. 


BITULITHIC    PAVEMENT. 
The  following  specifications  were  used  in  Cincinnati  in  1904-5: 

EARTH   FOUNDATION. 

The  earth  foundation  or  sub-grade  will  be  brought  to  an  even  surface 
Parallel  with  the  grade  proposed  for  the  pavement,  by  making  the  necessa 
•Ovation  or  embankment.  Soft  or  spongy  earth,  or  other  material  not 
firm,  win  DC  removed,  and  the  space  filled  with  stone  or  with  extra  concrete, 
18  specified  for  pavement  base.  The  sub-grade  surface  will  be  compacted  by 
rolling  and  ramming.  Any  portion  not  accessible  to  the  roller  shall  be  thor- 
oughly compacted  by  ramming.  When  this  shall  have  been  done,  the  sur- 
ace  shall  be  true,  smooth  and  eight  inches  below  the  finished  surface  for 
the  pavement.  Excavation  shall  be  paid  for  at  the  price  bid  per  cubic  yard, 
ana  crushed  stone  or  concrete  per  cubic  yard  at  the  price  bid  for  same.  All 
•*cavated  material  shall   belong   to   the   contractor. 

PAVEMENT    BASE, 

Upon  the  earth  foundation  prepared  as  specified  shall  be  laid  a  layer  of 
crashed  granite  boulders  or  hard  limestone  that  after  its  ultimate  com- 
pression by  rolling  and  ramming  shall  have  a  depth  of  six  inches.  The 
surface  of  the  layer  of  stone  will  be  true,  exactly  parallel  with  and  two  inches 

w  tne  Surface  proposed  for  the  finished  pavement.     The  crushed  stone  shall 
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h+   *«uiivl   *nd   Jr«nt    the  frAjitwnt*  being    uniformly   graded   in    sizes   from 

maivua)    tfc*t    *»K   ivav»  a  three  uw h   screen   to   material    that    will   stand   on 

<MW  mvh    **tecn.    ami    the  various   ***es   shall    be   laid   in   strata,    each   strati 

f**MUg   thtough   a   >Mvvii  (namm*   pcrt\>r.Ai*ot:s   «ith   a   diameter   not   to  exc< 

Ww  mvh   Ui*v»    th*u   the  diameter   in  the  screen  through   which  the   matex 

W  *4>%»  \*l  >tuxNed  \icne  "le^vired  .»*  sjx^*^*^  ^tll  be  coated  with  W 
reu\  \^  t  iNtttuii  bta"J  xcsv  !&.;•„"%;  cc^jvsitacr.  or  material  of  the  sa 
vfcjtfUMvAt  Aityt  »*b\v>u:  tv'c:v*V\s.  sjt*->?  bi:*jirret»  w  V  sufficiently  flexible 
v>«*W  UwN  %»tH  tSc  »v>i  >!v:'x  vV  *cc  of  :^=*  conr?v*ir.on  shall  be  spr* 
*  W*\t  >n\*V»!»^  x»l  Wa'v^'x  \„\  ;*  W?m?»  Vrxsvi  iiri  bcr^mmoots  ceme 
*>  uuwikC  s'!.  '.V  xui*c  ^c^xi  j.**1  ■■>*>:<ar  ffr^cerrses*  thoroughly  bindi 
\a$    in*\v«*k:»'.    Sa*v    .»"s:    •*>aV,'<    ".    «v\w'>    j-ite   »?:!*   ?j*   Vrrxcisoas  concr 

^MNUttt£   xu*  '  WV       V^K    <a"  s.'.»    .'"    s*".  .r  »■    'v»»:"».  oe»W**    *-"    >S   USevi   to?    each    St^TS 
w<£   v4    x.       k\-      Vs*      >-x    ►  \--»»  v*    ■»**<•»».■••*    N*-*r    siu  ?   Ve    Taii   t3ee    wean 

'•l.iJL.V,,      >,*    VOL 

Vits-i     Yd**i»g     V    «a\sK-    ■■►    *    '-vr*     t*evYf*:v-*:    r-er-   »   i  tenpercr*: 
t*tN   >.'  s\wv-    ;n.»J"    .?  f   'i    >»K%.i    X    .»««.*»*-v..    -utu    joc^cm  vsr-  .u£i    x  rotary    sere 
V*\«:«*,    m-\   ~s     w**;    «,\\v«i.>   *  ;  >    vi   -    -^    >:.vi    -rwun^    -K   -nam-mnm 
%^n*1    *>Vwi    V    *  >»     i*v<K*.    t*K.      K     tn. i.         i-.     '.':      ttv-Tc*    iiamcrvr        Tie    * 
x«**»   >*&v«k  *s   masin    .  Ki*  <*.i**.  k«v>.    >.»      k    ■<  *.<c>t    >tvr-\m*  atul   7ifc»  mm  a  ■ 

iv,M   ^y»ivJi   x:«    vUi    x>    %vv«.  «V'>     »-.»»*  h.v.     n     :J«.    vivrMJ    «»ca   ias  li« 
•v,     H\sM>    -*.«•*<     >..\-  ..%     ..     •••i>n.<  -a    **vs.  •->*-'■•*■•     —  *v»    w    ta^'nuf 

v.w„.'.\     .    »v  «« .N«,  s    "s..  •:.   .   v  vc-.  ■■    cv>  %.£■..« »;i   ^sfsvsxu  ^nuTevi.    ~ 

\v«au    .»a        ...v  *s.        *>.•    ■»      >*.■-      i    -•«.•;    *-.  ■■>-■    -cuit    >t  JL'.rrrrx. 

»s.^>.w     ■..».      .j*>.      :.    ^- >.  '       .  .„*»   .*».v    ^      .».    x«.>e     ■!?«.■.•;>.      i«*v=rEc*. 

:,-.  M    .>.«  ^  -»»»  -      - '  » :  -s .  >.".      x      in    •■.     v     zst    «*r— . * 

"V     --s..         ».  -        v  ■■--  >■        -      *  .  -  ^  -*         ■-   ■■-■.•.'i..'.       :.   e 
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thin  coating  of  Warren's  quick-drying  bituminous  flush  coat  composition,  or 
material  of  the  same  chemical  and  physical  characteristics,  the  purpose  of 
this  coating  being  to  thoroughly  fill  any  unevenness  or  honeycomb  which  may 
appear  in  the  surface  of  the  mixture.  There  shall  then  be  rolled  into  the 
surface  a  thin  layer  of  stone  chips  for  the  purpose  of  presenting  a  gritty 
surface  which  will  not  be  slippery,  the  size  of  the  stone  chips  to  be  subject  to 
the  special  direction  of  the  Engineer.  The  stone  chips  will  be  of  the  same 
quality  as  stone   specified   for   the  wearing  surface. 

The  roller  used  for  compacting  the  earth  foundation  or  sub-grade,  for 
compressing  the  pavement  base  and  wearing  surface,  also  for  ro'ling  the  stone 
chips,  shall  be  operated  by  steam  power  and  give  a  weight  pressure  of  not 
fcss  than  650  pounds  per  lineal   inch  of  roller. 

Each  layer  of  the  work  shall  be  kept  free  from  dirt  so*  lh.it  it  will  unite 
with  the  succeeding  layer. 

PORTLAND    CEMENT    CONCRETE. 

When,  on  rol'ing  the  sub-fouYidation,  it  is  found  impossible  to  make  the 
•treet  sufficiently  solid  to  hold  up  the  roller,  the  contractor  shall  be  required 
to  furnish  a  Portland  cement  concrete  foundation,  to  be  laid  under  the  fol- 
lowing specifications:  The  concrete  shall  consist  of  mortar  and  crushed  stone, 
Sravel  or  s'ag,  which  will  vary  in  size  from  J4  inch  to  3  inches,  mixed  in 
such  proportions  as  will  provide  a  solid  concrete.  The  mortar  shall  consist 
°i  one  part  of  Portland  cement  to  three  parts  of  clean,  sharp,  coarse  sand, 
and  shall  be   used    with    crushed   stone    in    predetermined    proportions   to    give 

*  firm,  solid  concrete.  As  soon  as  the  concrete  is  well  tamped,  and  before 
11  becomes  set,  there  shall  be  scattered  over  the  surface  of  the  concrete  a  suf- 
ficient quantity  of  clean  broken  stone  of  such  size  as  will  pass  a  lj4-inch  or 
«<nch  opening  on  a  rotary  screen.  Sufficient  of  the  stone  to  be  u'sed  to  about 
naif  cover  the  concrete.  This  stone  shall  then  be  tamped  so  as  to  become  well 
beaded  into  the  surface  of  the  concrete,  leaving  a  rough  surface  to  the  founda- 
ion  of  the  pavement.      The   object   of   this   binding    course    of   crushed    stone 

18  to  afford  a  rough  surface   to  the  concrete  to  enable  the  bitulithic  wearing 
Wrface  to  more   firmly   adhere  to   the   same. 

If  the  fine  crushed  stone  does  not  provide  the  best  proportions  of  fine- 
Brained  particles,  they  must  be  supplied  by  the  use  of  not  to  exceed  15  per 
<*nt  of  hydraulic  cement,  pulverized  atone  or  very  fine  sand. 

MATERIALS. 

The  bituminous  cement  shall  be  prepared  by   se'ecting  bitumen   which    has 

en  distilled  from  coal  and  passed  in  a  gaseous  s.ate  through  water  and  puri- 

.     by  water,   removing  therefrom  all  matter   soluble  in   water,    and  only   that 

turninous  material   shall   be  used  which  condenses  from  the   gaseous   state   in 

ater.  The  material  selected  sha  1  be  mixed  in  fixed  proportions  so  as  to  pive 

"  Produce   a    uniform    condition    as   to    the    quantity    of    free    carbon.      The 

turninotfs  cement r  shall    not   be   adulterated    with   any   class   of   asphalt,    coke- 

^en  c°al  tar,   water-gas   coal   tar,   or   any  of   the   products   of   petroleum,    and 

*  ail  be  especially    refined    and    distilled    at    temperatures    never    rising    above 
^,     F.,  using  such  forms  of  mechanical  steam  and  air  agitation  as  will  accom- 

V  'sh  uniformity    of    results,    and   remove,    as    far    as   possible,    nr.pthalene   and 
°er  matters  most  susceptible  to  atmospheric  influences. 
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The  bituminous  cement  shall   be  of  such  quality  that  when    three  ounces « 
is  placed  in  a  glass  dish   three  inches  in  diameter  in   the   sun   for   two  yearse 
it   shall   be  decreased   less   in   its   penetration    (taking  the   penetration   of   1/1  £1 
inch  below  its  surface)   than  the  best  quality  of  Trinidad  Lake  asphalt  paving 
cement  for  the  same  original   penetration  at   79°    F.     The  bituminous  cemen. 
shall  be  of  such  character  that  when  nine  parts  of  the  cement  are  mixed  wit 
92  parts  of  sand  which  will  pass  a  20-mesh  sieve  and  stand  on  a  30-mesh  sieva 
and  placed  in  water,  it  shall  show  no  discoloration  at  the  end  of  three  montl 
when  placed  subject  to  the  chemical  influence  of  the  sun  during  parts  of  tha*a"aV-B4 
day,   and   shall   be    firmer,   as   shown   by   testing  on   an   ordinary  cement  test  -«=-  r 

at  the  end  of  six  months,  than  a  Trinidad  asphalt  cement  submitted  to  the  sai «"*  < 

condition   will   show,  at   the   end   of  two  weeks. 

The   mineral    ingredients   shall    be   so   arranged   as   to   sizes  that   they 
have  inherent  stability   independent  of  the  bitumen  so  as  to  stand  a  weight 
at    least    three    tons   on    a    four-wheeled   vehicle    with    three-inch   tires   with< 
the  bitumen.     The  pure  bitumen  used  in  the  wearing  surface  shall  be  of 
softness  that  it  will  not  be  harder  in   penetration  at   70°    F.  than  a  Trink 
asphalt  paving  cement,    composed   of  100   parts   refined   Trinidad  Lake  aspl~» 
and  thirty  parts  petroleum  residuum,  at  18°    Beaume. 

GUARANTEE. 

The  price  bid  per  square  yard  to  include  repairs  necessary  to  mainfi:^**1 
the  pavement  in  good  condition,  satisfactory  to  the  Board  of  Public  Servm*^** 
for  a  period  of  five  years   from  the  date  of  acceptance  by  the  city. 

GENERAL. 

•■        -h 

Under  these  specifications  it  is  intended  to  get  a  wearing  surface  wlrm*.<— n 
18  two  inches  in  depth  over  all,  anJ  it  shall  be  the  option  of  the  biddem*  "*° 
use  a  bituminous  binder  course  to  level  up  the  foundation  or  to  level  it  "«-aP 
with  a  part  of  the  wearing  surface  mixture.  The  binder  course,  if  ns*^*1' 
shall  be  fine  particles  of  stone  or  gravel  not  to  exceed  one  inch  ia  diamc*^^-^' 
thoroughly  coated  with  Warren's  Puritan  brand  bituminous  waterproof  ceine^  **t 
No.  19  to  No.  24,  or  material  with  the  same  chemical  and  physical  charas*-c* 
teristics. 

The  attention  of  bidders  on  the  bitulithic  pavement  is  called  to  the  agr« —  c" 
ment  on  file  with  the  Council  of  the  City  of  Cincinnati,  under  date  of  Octofc^  <r 
3,  1904,  and  bidders  are  hereby  notified  that  the  sum  of  25  cents  per  squtm  Te 
yard  will  be  retained  from  the  contract  price,  and  that  the  city  will  p  """^ 
the  same  direct  to  Warren  Brothers  Company  for  the  patent  rights  and  sent  cc 
therein   granted. 

PATENTED   BITULITHIC  PAVEMENTS. 

The   introduction  of  bitulithic  pavements  has  been  hindered 

many  cities  owing  to  the  fact  that  patented  materials  are  general 

forbidden  because  tending  to  create  a  monopoly  and  thus  preven^ 

in«  free  competition. 

re 
The  securing  of  perfectly  free  competition  does  not  always  instir"^^ 

the  securing  of  the  best  materials  and  such  laws  often  prevent  t' 
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S^ople  taking  advantage  of  progress  in  methods  of  doing  public 
work.  In  a  number  of  cities  the  use  of  patented  pavements  has  been 
allowed  after  trial  in  courts. 

CONCRETE. 

The  first  good  pavements  of  concrete  were  laid  in  Richmond, 

*jd.   Mr.  H.  L.  Weber,  the  city  engineer,  in  a  paper  before  the  Ohio 

Engineering  Society  gave  the  following: 

SPECIFICATIONS. 

Sbctiom  1. — The  Contractor  shall  furnish  all  the  labor,  tools  and  materials 

e88ary  for  the   completion   of  the   cement    work   and   accessories   as   herein 

.  .  ^J  also  furnish  all  labor  and  materials  required   for  protecting  and  re- 

nn8  adjacent  structures,   maintaining   public  travel  on  the   street   or   inter- 

^Pwd  roads,  walks  and  streets;   all   labor  and  materials  required    for   any  of 

operations,   principal   or   collateral,    mentioned   or   implied   herein. 

All  materials  and  labor  shall  be  subject  to  the  inspection  and  acceptance 

"K  Engineer  and   Superintendent  in   charge. 

» 

SUB-GRADE. 

.       '  '• — Excavate  to  the  full  width  and  depth  below  the  top  of  the  grade 

•  as  shown  by  plans.     The  material  excavated  shall  be  delivered  by  the 

rector  to  such  lots  or  tracts  of  land  abutting  upon  the  improvement  that 

.     *  re<lt»»re   filling.      After   such  lots  are   filled,   the   remaining  material    shall 

lvered  to  such  points  as  the  Board  of  Public  Improvements  or  Engineer 

7  design^    provided  the  haul  does  not  exceed  one  thousand  yards,  other- 

■*ia   material  shall  belong  to  the  Contractor,  to  be  disposed  of. 

SUB-DRAINS. 

Sec.  3 — Sub-Drains  shall  be  laid  of  three  or  four  (3*  or  4")  inch  common 

<ram  We,  eight  (8")   inches  below  the  sub-grade  as  shown  by  the  plana.     The 

1  e  ™*  be  laid  to  a  true  grade  and  line,  with  close  fitting  joints,  with  clean 

Kravcl  packed  around  and  over  them  to  the  top  of  the  trench.     The  tile  shall 

connected  to  sufch   outlets  as  the   Engineer  may  determine.      All  junctions 

to  **  ^de  with  "Y"  and  "T"  branches,   and  all   deflections   with  curves  of 

vitrified  se^rer   pipe, 

TREES,    ROOTS,    ETC. 

Sic.  4. — Tress  shall  not  be  injured,  but  roots  of  trees,  which  In  any  way 
interfere  with  the  construction  of  the  walk  and  its  maintenance  in  proper 
manner,  shall  be  cut  away  as  the  Engineer  may  direct.  The  pavement  sha'l 
be  properly  fitted  around  all  fixtures  in  the  walk. 

RELAYING,    ETC. 

Sic  5.— Where  the  material  in  any  walks  that  now  exist  on  the  street 
shall  be  acceptable  to  the  Board  of  Public  Improvements,  they  shall  be  relaid 
to  the  grade  and  line  established;  the  price  therefor  shall  be  determined  by 
adding  lo  p^,.  cent  t0  tne  actual  cost  of  the  work  as  determined  by  the 
Engineer. 


-V  .r\\;;v/TEW.Vo  ivork 


porsnukTir-x     a» 
C — Vpeo    the    saS-fTiut    sin.""    Ne    placed   clean,    oc*arse    grave!.    e 
(•"**    TRchrs.  :-.   thickness    after   being    thoroughly    wet    and    rammed,    and    1 
aaetora   ocj'k  o:   t\»ur  to   six   <4*   to  <•'«   inches  below  the  finished  grade 


somancs    "B. 

Sac  ?.— l>om  the  soVgraie.  prepared  as  shown  by  the  cross  section 
as  aWve  sa<eciSed.  there  mi"  Se  piiocc  a  ax  ■*■'  i=ch  layer  of  nibble,  or 
*v*SK«e  ^orie.  tbe  refuse  of  «;uame&.  old  howC-der*  taitrj  from  the  old  bow 
rc-^S-sy:  **£  tvV*  arce  they  sbaT.  V  bioaxji  if  *ari>.  or  coarse  gravel.  L 
-.M*  ixxr-  sha!:  he  jvicrd  snfbVrt-.t  $rx>r-!  to  fiC  the  interstices*  and  for 
3»vatdtt>.>i  »2tb  a  :»tal  oepci  .f  et*rt  \$T)  rwrVs.  after  being  leveled 
axi  settx*,:  >>  Axxi.r.*  xr.i  ra=^rr:r.c  Upon  this  bed  win  be  placed  a  1 
*i  j».vxi  cl?a»  *x***v.  t»c  i#*  ir*or<>  rs  .aepch.  to  be  proper  y  spread,  pac 
kxebe^L  to  rece»\x  the   ^vecrttc    .-=rbj 


$.-  Vr»  the  ttc~£atne  piace  the  ctacfttt.  fonr  to  six  (4*  to 
aaches  ti^ok  after   Vere*   :>cevv^*:y    nii.iafd.   h  shaE   be   uniformly  one 
:■**   VeCom    the   iauhed    sraje       The    faesg   shaZ   be  paced   in  the   tern] 
iieTTi^   tae   curb.    Kfccioi    -;    m-ti    o.**acrete   ticrsn^iiy   laaumed  to  place. 
TV  vvocrrtt  $>.*  '   Sf   ooi-*-v«wi   ,-f  ooe  pArt  vtrw  ■*.  two  parts  sand, 
*>i*      *      -pML'*"*    $■«»*<"      t\    £--»»-»     «:x-    o.-cra-r    -iw    sartd.   and    two    (2)    f 
cjma  screen*!*  flushed  uaac  acco*       li*  ,-cvvxtxessaT.  of  the  craarnt.  gr 
aat*   «c»«e   $haT    Ve    A?«*    V»    ->*:;"«    i    te»?*Vt    *i  the  proper   sbe    apw 
pJattve:*    *ahi   jvacts^c    tVeeeaa    :*<    >j--.\    jr«ve>    cc    <ccae    by   actnal    meas 
men:    .a   ti<    «»rvv«r    v».u*:*t*t:sM*.     <x  <*-*.*£    **    the    tcrs*    with   a    straight   e< 
***«    the  kv  oc«L>    \-jv4s5   tW   cr*rx-r:     -   f»e   rrvocr  preelections:   remove 
tc«vJct,    xsurn    :Jk-    tta».    *:    .cast    :»  ve    -jervcg/iN.    v.-r    ssril   it   is   thoroug 
auvoi.    ao^i  xVsr*    *atv*    s-\»:h   s^*-*>  ""•£   cxr    jt«i   tagngc^csly    mix   to   mak 
sv«vf«tT  s*t   *wkS   vvav^tv+'o    t>at    *  v*    ."srx-sKci   asrd   rammed   to  place  si 
e»\e\H*  ov<  >    ;stT»K'v  vxt    >*sc   >»*:>   ->e  oe^<—  ■     asc  r«ery  particle  of  gra 
w   SkKHve  mttS   'kvu-        !>»x  -VTCilt   t*::^s   V   AVx-wi  a?  the  entire  satisfacl 

<>t     the     ^V<"HV 

VNe   \\mk»\J\    xs»*  "    V    \t*<J    w    V.vx-v   v-    ta«r   x^cvag   dimensions: 
S>   ^w»  \t»  \    ^    'vNi    !,».    xc^w    i"fc'    -V     »  i  a.  ax  by  six  «f"x**>   feet  for 
,h^    Ks**   ^^:k.    *i»»i   v\   N\    ^x*    v*X"        vv*    ^.*r   »\t   '3"»    foot  walk,   with 
isutawM   »v>*u»    m  is»-  a(\\I   N\    tmv*   :»«vv^   v-:    ttrr^irN    tarred   paper,   at   each 
u<?t    >>t    huvs    .tuvl    i  uvi>*K\iv%^    HMnrs    «  :>    ir«    saa«i.    as  the    Engineer   I 

A^^    ik     H\  Knv   »Hc  v>mk^^«v  Va*  'V*    Jnf  jail   tbe  wearing?  sorface.  wl 

^K.OI    H*    ^»*»     v»   ^    »»vS    »u    tS»vK'K*ik    osntvwd    >r    owe   r>art   ceaaent   and 
ts«^%  \Us»»».   v\Mi*v*  Vk.^Nx^  %mk^   vi    -^Vt  attune  *t  the 

^t^    tMH    >\»n>»»V\   v^Uv   ISA**   «au^    aasl   ,*«*#    >*rt  c^i 

hut    tut v  J  tht»tt»M*.M\    w  a  \h\    m^Kv    :-V-n   add 

AUil   U^>»%t  xhivttt  l*v  uimii\   a  V**^v*   vvufavt-    :hc<%   Tevet 
Hvm  iha  *jt*4»  *U^%     Wwe^  W*<^'>   b*»i>   *Mt  and 
«W  m  ^WlA  ww***  «H  «wr«ave  wfth   dry 
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The  surface,  except  a  marginal  draft  two  inches  wide  arotmd  each  plate 
•ad  five  inches,  along  curb  line,  shall  be  pitted  with  a  brass  roller  acceptable 
to  the  Engineer. 

The  wearing  surface  shall  be  cut  in  blocks  the  same  size  as  the  concrete 
base.  As  soon  as  the  work  has  properly  set,  all  templets  to  be  removed  and 
edges  plastered  to  the  full  depth  of  templets,  if  required  by  the  Engineer. 

All  walks'  shall  have  a  rise  of  one-fourth  inch  per  foot  from  the  curb 
to  the  lot  line.  Strips  properly  staked  shall  be  set  on  both  sides  of  the 
walk  to  keep  straight,  being  careful  that  the  grade  and  fall  are  correct.  Any 
walk  not  properly  laid,  must  be  taken  up  and  relaid  by  the  Contractor. 

CEMENT    CUftB,    CUTTER    AND    CROSSWALKS. 

Sbc  10.— The  cement  curb,  gutter  and  crosswalks  shall  be  constructed  in 
place,   under  the   direction   of   the    Engineer,    upon   a  bed   of   gravel,   eight   to 
ten    (8*   to   10")    inches   in   depth,    after   being   flooded   with   water    and    com- 
pactly rammed  to  an  even  surface.     Upon  the  sub-grade  will  be  laid  the  found- 
ation A  or  B  as  shown  by  plan.     The  curb  and  gutter  or  crosswalks  will  be 
composed  of  concrete,   formed  by  intimately  mixing,   dry,  one   (1)   part  Port- 
land cement,   two    (2)    parts  coarse,    clean   sand,   washed   if   necessary,   three 
(3)    parts    of    clean,    medium    sized    gravel,    and    two    (2)    parts    of    clean, 
screened  lime  stone,   crushed  to  pass  through  a  screen  of  one  and  one-half 
mesh,    to   which    add    sufficient   clean   water   to    form   a   concrete,    that,    when 
placed  in  the  templets  and  thoroughly  rammed,    free  mortar   will   appear  on 
the  surface.     The  ramming  of  the  concrete  in  the  forms  shall  be  done  with 
the   proper   tamping   bars   and   other   tools   to   insure   a  compact   homogeneotS) 
mass,    with   full   square   corners.      The   stone   shall   be   sprinkled   before  it  il 
added  to  the  mortar.     The  proportions  given  being  intended  to  form  a  coo* 
crete  in  which  every  particle  of  sand  shall  be  enveloped  by  cement,  and  every 
particle   of   gravel   and   stone   enveloped   by    mortar,    this  result   must   be  ob- 
tained   to    the   satisfaction    of   the    Engineer.      All    exposed   surfaces   shall  be 
covered   with  a  finish  coat  one    (1)    inch  in  thickness,   composed  of  one  part 
cement,  one  part  of  fine,  clean  stone  screenings,  and  one   (1)   part  of  clean, 
coarse   sand. 

The  facing  shall  be  placed  in  the  templets  forming  the  curb  backed  flp 
with  concrete  and  thoroughly  rammed  to  place.  The  top  facing  of  curb  ass 
gutter  shall  be  thoroughly  troweled  to  insure  perfect  contact.  When  sufr 
ciently  hard,  float  and  trowel  to  a  smooth  true  surface.  The  curb  to  be 
constructed  with  the  top  edge  to  the  established  grade  of  the  street;  the 
upper  and  lower  face  corner  to  be  rounded  to  a  radius  of  one  inch.  The 
curb  shall  be  six  inches  thick  at  the  top,  and  the  gutter  eight  (8")  inches 
thick,  and  twenty-eight  (28")  inches  wide,  and  constructed  in  seven-foot  sec- 
tions, alternately.  When  the  intervening  sections  are  constructed  there  shall 
be  a  strip  of  tarred  paper  placed  in  the  joints,   as  the  Engineer  may  direct 

The  proportioning  of  the  cement,  sand,  stone  and  gravel  shall  be  done  by 
placing  a  templet  of  proper  size  upon  a  platform,  and  placing  therein  the 
cement,  sand,  stone  and  gravel  in  the  proper  quantities  by  actual  measure- 
ment, leveling  off  the  templets  with  a  straight  edge.  Wrought  iron  protections 
will  be  built   in   all   corners  and   places  designated. 
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10ADWAY    PAVEMENT. 

Sic   11. — The  sub-grade  will  be  thoroughly  rolled,   leveled  and  re-rolled 
until  it  is  true  to  grade  and  cross-section  of  the  finished  roadway,   and   from 
eight  to  twelve   (8"to  12")  inches  below  the  surface  of  the  street,  as  the  case 
may  be, 

If  found  necessary    for   sub-drainage,    upon  the  sub-grade,   place   three   to 

four  (3"  to  4")   inches  of  gravel,  thoroughly  wet  and   consolidated  by   rolling 

or  ramming,   or  both.     Upon   this   gravel   foundation   will   be   placed    a    layer 

of  concrete  from  four  to  five   (4*  to  5")   inches  in  thickness  and  finished  to 

I  true  crown   and  grade,   parallel  to  the  finished  street  surface   and   three  to 

four  (8*  to  4")   inches  below  the  same.     This  will  constitute  the   foundation 

lor  the  cement  roadway. 

When  sufficiently  strong  to  sustain  the  roadway  paving,  the  surface  of 
the  concrete  foundation  will  be  covered  with  a  coating  of  fine  sand,  -  raked 
off  with  a  flat  board  rake,  by  hand,  so  as  to  remove  all  sand  except  that 
which  may  remain  in  low  places  and  voids  in  the  concrete   foundation. 

Upon  this  will  be  placed  a  layer  of  thin  tar  paper  (or  other  suiuHle 
Ptytt)  or  material   to   act   as   a   separating   joint. 

Upon  this  will  be  laid   the   concrete   pavement   two   to   three    (2W    to    3") 

iachet  thick,    in    sections    the    full    width    of    the    street    and    feet    in 

^(th,  with   expansion   joints  next   the   gutters   and    ends. 

This  roadway  concrete  will  be  composed  of  one  part  cement,  two  ptrts 
nnd.  three  parts  gravel,  and  two  parts  crushed  stone,  mixed  with  waiter 
t0  form  t  rather   wet   mixture. 

I'pon  this  will  be  placed  the  wearing  surface,  one  inch  thick,  composed 
°»  one  part  cement,  one  part  clean,  sharp  sand,  and  one  part  clean  stone  or 
*ramto  screenings,  mixed  with  water  to  form  a  rather  wet  facing  mixture. 

The  wearing  surface  will  be  deposited  in  two  layers,  one-half  inch  thick, 
™*  first  to  be  thoroughly  rammed  to  insure  perfect  contact;  the  second 
•PPhed  immediately  after,  and  thoroughly  troweled  and  worked  over,  and 
**oe  to  conform  to  the  finished  surface  of  the  street  by  the  use  of  the 
I*00**  forms. 

"hen  sufficiently  hard,  the  surface  to  be  floated  and  steel  troweled,  and. 
**'y»  raised  with  a  cork  float,  and  when  finished  must  be  true  to  grade 
**  cross-section. 

All  concrete  must  be  machine  made,  or  thoroughly  mixed  by  hand,  as 
'*  Engineer  may  direct. 

CEMENT. 

Sic.  12. — (Note:  The  writer  advises  in  this  section  the  Standard  Cement 
Specifications  of  the  American  Society  for  Testing  Materials,  instead  of  those 
"ttd  in  Richmond,    Ind.) 

SAND. 

Sic  18.— The  sand  shall  be  clean,  coarse  river  or  bank  sand,   acceptable 
to  the  Engineer.  • 

WATER. 

Sec  14. — None  but  clean,  clear  water  shall  be  used,  which  must  be  fur- 
by  the  Contractor. 


'.<•  FWirvF.rRrvG  work. 


As  sson  as  a  section  it  mjrished  it  shall  be  protected  by  placing  nraslis 
<»  caavajS  thereon*  and  a  dry  weather  it  must  be  kept  moist  for  five  days  by 
thorough    sprnkling- 

sruir  cao*s£Nvu. 

Ssc  IS*— Where  dtire  way*,  alley  cns«:nc*.  or  street  crossings  occur 
-!•  t>«  tine  of  wa'k.  the  walks  will  be  nude  of  special  construction  as  shows 
*«  vuna  «r  as  4ir*vtr>{  *»t  tie  Engineer.  Letters  shall  be  placed  as  directed 
v«   tbe   Engineer 

Sac  l*. — An?  work  set  *cr<iec  ss  the  tssae  specified.  aha!l  be  discos- 
•  -  •**•  K"r  tVr  »r*«,f-,.  ctv.^  aocx-«  rrvcx  tie  Board  of  Public  Improicment* 
»-■•  -*.**  a.c*  -.  .v — v-ooi  ■£-:-■  sa>i  Ssviri  sftiaTI  order  tke  Contractor  to  begin 


S*v  :*  -  V;  x* -;>  »K;-v  ■  *  ?v  ~«.-«ss*ri  r?  construct  platfonm, 
«*■•*  <k  w*Vf-  *.-••  ■  .*jir\.Mi  *\v\$  I-*  *is£'zzr$  as  se-ier  to  harmonize  sad 
>•  ,■■.*<  w  :>v  fs.iv.  *£vs:  cts-.-v.  *r  .'-rsaae  ^a*  ri  sasi  a?enrtenances  shall 
"S  tv**    :  •*■■*     -"v    .■-■•*       :v.     *r*i    jianlirt    therewith,    sad   coa- 

"■i    :V  "vt,v-;a  •<     .**».-.    i   :•* -ior:  c\it  ssA  been  dovra  for 
,s  -fore  *vn->.  w  •■  %     ■>.  ,\- „■%,-"  >     i  orsrr.^???  froa  Richmond,  Ind- 


■c  oav  :,w    v.x*    *v  ;".*.;  *  ,x-cy:v  r*«  j^-craer::  was 
.-'.    *x-v>  rt  «.**  ■«■  -.xv,  i:  Nvarsf  s.-  >  :.*i>iry  zr  all  seasons. 
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Sae.  3.— The  entire  concrete  and  top  must  be  separated  carefully  and 
regularly  into  blocks  five  feet  square  and  the  edges  neatly  finished,  and  the 
surface  grooved  in  continuous  lines  from  side  to  side  every  four  inches,  the 
gioovea  being  V  shaped,  three-sixteenth  inches  deep  and  one  inch  wide,  to 
be  troweled  smooth,  the  entire  pavement  being  carefully  built  to  the  grade 
fftvn  by  the  engineer,  must  present  a  true  crown,  as  represented  on  the  cross 
section  prepared  for  the  same. 

Sec.   4. — A   row  of  blocks  on  one  side  to   have  joints  sloping  in  such 
oanner  that  they  can  be  raised  without  disturbing  the  other  blocks. 

Sac.  5. — Curbs,  one  part  cement  to  three  parts  sand,  six  inches  wide 
of  same  material,  to  be  raised  on  each  side  to  a  level  with  the  sidewalks  as 
per  engineer's  plan. 

Sac  •.— The  whole  work,  when  completed  to  be  covered  two  inches  deep 
with  wet  sand  and  kept  in  that  condition  for  one  week  after  completion  of 
tat  contract. 

Sac.   ?. — The   above  specified  work,   when   completed   is  to  be   first-cl.iss 

is  every   particular    and    is   to    be    guaranteed    by    the    contractor   to    last    a 

itUttVe  time  longer  than  any  brick  paving,  as  the  contract  price  exceeds  the 

contract  price   of  the  brick  or   any   like  material  of   which  there  may   be   a 

competitive  bid. 

Sic.  8. — All  work  to  be  in  strict  conformity  to  the  plans,  specifications 
*ad  cross-section  of  the  improvement  and  to  be  carried  out  under  the  general 
Ktiuitment  as   hereinafter   specified. 

HASSAM  PAVEMENT   SPECIFICATIONS. 

Note — Hassam  pavement  is  laid  on  a  cement -concrete  pavement  or  it  is 
fcmetimes  used  as  a  foundation  for  other  paving  materials. 

The  following  complete  specifications  call  for  its  use  as  a  foundation  for  stone 
P*ving  blocks. 

To  provide  for  its  use  as  a  cement-concrete  pavement,  use  the  same  specifi- 
colons  up  to  and  including  Section  15.  Omit  all  the  remainder  and  substitute 
the  following: 

PAVING. 

tTpon  the  sub-grade,  after  being  thoroughly  rolled  or  compressed  to  a  true 
*°&  even  sufarce  at  least  (0*)  inches  below  the  finished  grade,  shall  be  spread  a 
kjwof  stone,  varying  in  size  from  2^6*  to  IW  to  conform  with  the  grades  and 
contour  of  the  street  after  rolling.     After  this  stone  has  been  thoroughly  com- 
peted by  rolling  or  compression  and  firmly  imbedded  and  the  voids  reduced  to 
a  minimum,  it  shall  be  grouted  with  a  grout  consisting  of  one    part    Portland 
foment  to  two  parts  sand.     This  grout  shall  be  poured  upon  the  stone    until  all 
•he  voids  are  filled  and  the  grout  flushes  to  the  sufrace.    The  rolling  or  compres- 
sion to  continue  during    the  process  of    grouting.     Upon  this    surface  shall  be 
placed  a  very  thin  layer  of  pea  stone,  which  shall  be  spread  and  rolled  or  com- 
pressed even  and  smooth  over  the  entire  surface,  rolling  to  continue  until  grout 

flushes  to  surface. 

EXPANSION  JOINTS. 

Suitable  expansion  joints  shall  be  provided  at  the  curb  and  across  the  street, 
as  the  contractor  may  direct. 
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No  concrete  shall  be  laid  when  the  temperature  at  any  time,  day  or  night, 

falls  below  35°  F. 

STREET  CLOSED. 

All  paving  shall  be  kept  without  travel  for  a  period  of  at  least  six  (6)  days 
after  the  completion,  if  necessary  in  the  judgment  of  the  contractor,  before  being 
opened  to  the  public  for  use. 

MARKING  OF  PAVING. 

Every  street  laid  shall  be  marked  with  a  suitable  mark,  with  the  inscription. 
"Patented  May   1.  1900." 

SPECIFICATIONS   FOR   LAYING  HASSAM   PAVEMENT 

WITH    GRANITE  TOP. 

GENERAL  PROVISIONS. 

1.  All  material  and  debris  shall  be  removed  from  the  street  as  the  new  work 
progresses  so  that  the  public  may  have  use  of  the  street  as  soon  as  possible.. 

2.  The  contractor  shall,  at  aiy  time,  furnish  such  samples  of  material  as  the 
Engineer  or  Street  Commissions   Tiay  require  for  making  tests. 

Any  material  condemned  b/  t'.em  shall  be  at  once  removed  by  the  contractor 
in  the  vicinity  of  the  work. 

3.  Any  work  condemned  by  the  Engineer  or  Street  Commissioner  shall  be 
immediately  rebuilt  or  the  defect  otherwise  remedied  as  the  Engineer  or  Street 
Commissioner  may  direct,  and  if,  in  any  case,  the  contractor  shall  refuse  or 
neglect  such  defect  as  ordered,  then  the  city  may  cause  such  condemned  portion 
to  be  removed,  rebuilt  or  repaired  at  the  expense  of  the  contractor. 

4.  Barriers  and  lights  from  sunset  until  sunrise  shall  be  maintained  at  all 
streets  and  alley  intersections  and  all  other  points  open  to  public  traffic.  Such 
protection  shall  be  to  the  full  satisfaction  of  the  Engineer  or  Superintendent  of 
Streets. 

5.  Work  shall  be  begun  at  such  points  and  at  such  times  as  the  Engineer 
may  direct. 

fi.  Upon  any  stoppage  of  the  work  all  material  shall  be  neatly  piled  up  so  as 
not  to  impede  traffic  on  said  work  and  so  as  not  to  prevent  the  use  of  fire  plugs 
or  drainage  in  gutters,  and  all  rubbish  and  surplus  material  shall  be  removed 
immediately  from  the  street,  avenue  or  alley  by  the  contractor. 

7.  When  the  word  "Engineer"  is  used  in  these  specifications  it  shall  be  held 
to  mean  the  Engineer  placed  by  the  proper  authorities  of  the  city,  in  charge  of 
the  construction  of  the  work  herein  contracted  for,  or  an  Assistant  Engineer 
actually  in  charge  of  the  work  in  the  absence  of  the  Enigneer. 

GRADING. 

8.  The  road  bed  shall  be  brought  to  a  sub-grade  which  will  be  below  the 
established  grade  of  the  street,  a  depth  equal  to  the  thickness  of  the  proposed 
pavement,  and  shall  be  graded  to  the  exact  form  of  the  cross-sections  shown  on 
plan. 

\).  In  places  where  fill  is  required  it  will  be  made  with  any  suitable  material 
excavated  from  the  improvement. 

All  filling  must  be  made  in  uniform  layers  not  over  six  inches  (6*)  in  depth, 
and  each  layer  shall  be  thoroughly  rolled  or  tamped  as  may  be  required  to  insure 
a  solid  bed. 
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10.  The  road  bed  then  shall  be  brought  to  the  exact  sub-grade  by  thoroughly 
rolling  or  tamping  as  may  be  required  to  secure  a  solid  sub-grade. 

Soft  and  spongy  places  not  affording  a  firm  foundation  shall  be  dug  out  and 
refilled  with  good,  sound  earth,  cinders,  gravel,  slag  or  stone  as  the  city  may 
direct. 

Such  excavation  and  filling  to  be  paid  for  at  actual,  reasonable  cost  of  labor 
and  material  plus  fifteen  per  cent. 

1 1 .  All  excavated  material  not  used  on  this  work  shall  be  the  property  "of 
the  city  and  shall  be  deposited  in  such  place  as  the  Engineer  or  Superintendent 
of  Streets  shall  direct.     The  maximum  length  of  haul  not  to  exceed  2,000  fee*\ 
All  over-haul  shall  be   paid  for  at  the  rate  of  two  cents  ($.02)  per  cubic  yard  fc 
each   500  feet  or  fraction  thereof  of  over-haul. 

REQUIREMENTS  OF  MATERIALS. 

12.  All  cement  used  on  this  work  must  fulfill  the  requirements  of  the  speci- 
fications contained  in  No.  28  of  the  Professional  Papers  of  the  Corps  of  Engineers 
of  the  United  States  Army. 

13.  Sand.  The  sand  shall  be  clean  and  sharp  and  free  from  clay,  loam  or 
organic   matter. 

14.  Stone.     The  stone  may  be  of  any  proper  or  suitable  grain  or  quality. 

15.  Water.  All  water  necessary  for  the  construction  of  the  pavement  shall 
be  furnished  free  of  cost  to  the  contractor  by  the  city  of 

H ASSAM  CONCRETE  FOUNDATION. 

16.  Upon  the  sub-grade  prepared  in  accordance  with  the  specifications  for 
grading,  broken  stone  or  gravel  shall  be  spread  so  that  after  rolling  or  compressing, 
it   shall  have  a  uniform  thickness  of  4  ins. 

1 7.  After  this  stone  has  been  thoroughly  compacted  and  firmly  imbedded  and 
the  voids  reduced  to  a  minimum,  it  shall  be  grouted  with  a  grout  of  Portland 
cement  and  sand,  consisting  of  1  part  Portland  cement  and  4  parts  sand;  said 
grout  to  be  mixed  in  a  Hassam  grout' mixer  to  insure  the  accurate  blending  of 
the  ingredients. 

This  grout  shall  be  poured  upon  the  foundation  until  all  the  voids  are  filled 
and  the  grout  flushes  to  the  surface.  The  stone  to  be  rolled  or  compressed  during 
the  process  of  grouting. 

18.  No  concrete  shall  be  laid  when  the  temperature  at  any  time,  day  or  night, 

falls  below  35°  F. 

PAVING  BLOCKS. 

19.  The  paving  blocks  shall  be  of  the  following  dimensions: 

4  to  4,M»  ins.  high,  3H  to  4"^  ins.  wide  and  6  to  12  ins.  long,  to  be  made  of 
good,  first  quality  granite. 

20.  On  the  foundation  of  concrete  laid  as  above  specified  shall  be  laid  a  layer 
of  coarse,  sharp  sand  1^  ins.  in  thickness. 

21.  Upon  this  base  of  sand  the  granite  blocks  shall  be  laid  on  edge,  end  to 
end.  across  the  street  at  right  angles  to  the  curb. 

The  blocks  must  be  closely  and  evenly  laid  in  true  lines  and  care  must  be 
taken  to  break  the  joints  with  a  lap  of  at  least  2  ins. 

22.  These  blocks  shall  be  stiffened  by  sprinkling  pea  stone  on  the  surface 
and  sweeping  it  with  a  wire  broom. 

The    surface  of  the  pavement  shall   then  be  made  even  and  true  by  rolling 
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with  a  roller  weighing  not  more  than  six  tons.  At  points  which  cannot  be  reached 
with  a  roller,  the  surface  of  the  pavement  shall  be  tamped  with  tampers  weighing 
not  less  than  75  lbs.  so  as  to  bring  all  blocks  to  a  uniform  and  smooth  surface. 

23.  None  but  practical  and  competent  pavers  shall  be  employed  in  laying  the 
blocks. 

24.  After  the  pavement  has  been  rolled,  the  surface  shall  be  swept  clean 
and  the  joints  shall  be  filled  with  a  grout  and  by  regrouting  until  they  remain 
full  to  the  surface.  Said  grout  to  be  made  of  1  part  Portland  cement  equal  in 
quality  to  the  best  American  Portland  cement  and  1  part  of  clean,  sharp  sand 
with  enough  water  added  to  make  a  grout  of  the  proper  consistency,  said  grout 
to  be  mixed  in  Hassam  grout  mixer  to  insure  the  accurate  blending  of  the  ingre- 
dients. 

25.  The  grout  shall  be  poured  on  the  paving  and  shall  be  brushed  into  the 

ioints. 

26.  The  blocks  shall  be  wet  by  sprinkling  immediately  before  applying  the 
grout. 

27.  The  grout  shall  bo  jroured  until  all  joints  are  full  and  flushed  to  the 
surface,  after  which  it  shall  be  broomed  with  a  street  broom  to  an  even  and 
smooth  surface. 

28.  All  paving  shall  be  kept  without  traffic  for  a  period  of  at  least  six  days 
after  completion,  if  necessary  in  the  judgment  of  the  contractor,  before  being 
opened  to  the  public  for  use. 

PETROLITHIC  PAVEMENT  SPECIFICATIONS  NO.  61 

FOR  GRADING  STREETS  (CLASS  H)   IN  THE  CITY  OF  LOS  ANGELES. 

— 1— 
PLANS,  ETC. 
The  work  herein  provided  for  is  to  be  done  in  accordance  with  the    plans, 
profiles  and  cross-sections  on  file  in  the  office  of  the  City  Engineer  of  the  City  of 
Los  Angeles  and  all  work  shall,  during  its  progress  and  on  its  completion,  con- 
form to  the  lines  and  levels  which  may,  from  time  to  time,  be  given  by  said  City 

Engineer. 

— 2— 

GRADING. 

Grading  shall  include  all  filling,  the  removal  of  all  earth,  stone,  or  all  other 
material  of  whatever  nature  it  may  be.  that  may  be  encountered  in  preparing 
the  street,  and  shall  also  include  all  trimming  and  shaping  required  to  bring  the 
surface  of  the  street  to  grade  and  cross-section.  When  mud  or  other  soft  material 
is  encountered  it  shall  be  taken  out  and  the  space  filled  with  good  earth  or  gravel. 
The  contractor,  however,  will  not  be  required,  in  such  cases,  to  excavate  the.  mud 
or  other  soft  material  to  a  greater  depth  than  two  feet  below  grade.  All  filling 
shall  be  done  with  good,  sound  earth.  The  embankments  shall  be  carried  up, 
of  full  width,  in  horizontal  layers  not  to  exceed  one  foot  each  in  thickness,  and 
the  teams  shall  be  made  to  travel  as  evenly  as  possible  over  the  whole  surface  of 
each  layer,  both  going  ami  coming.  The  formation  of  well-defined  ruts  is  espe- 
cially prohibited.  No  material  of  a  spongy  nature  shall  be  used  for  filling.  The 
space  over  which  fills  are  to  be  made  shall  first  be  cleared  of  all  brush  or  timber. 

The  required  grade  and  cross-section,  after  being  thoroughly  compacted. 
of  the  surface  of  the  natural  material  of  the  street  in  that  portion  of  the  street 
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which  is  to  be  oiled,  shall  be  two  inches  below  the  finished  surface  of  the  street 
and  parallel  thereto. 

The  roadbed  surface  shall  be  rolled  with  a  roller  weighing  not  less  than  250 
pounds  to  the  inch  width  of  tire,  until  it  is  unyielding.  Depressions  made  by  the 
rolling  shall  be  leveled  up  with  good  earth  and  again  rolled.  Such  portions  of  the 
street  as  can  not  be  reached  by  the  roller,  and  all  places  excavated  below  grade 
and  refilled,  and  all  pipe  trenches  and  other  places  that  can  not  be  properly 
compacted  by  the  roller,  shall  be  tamped  solid,  and  in  case  of  wet  weather  or 
soft  of  muddy  ground,  making  use  of  the  roller  unsafe  or  impracticable,  the  rolling 
shall  not  be  undertaken  until  the  ground  has  become  sufficiently  dry. 

The  roadbed  shall  then  be  tested  for  grade  and  cross-section,  and  no  further 
work  shall  be  done  upon  it  until  a  certificate  shall  have  been  issued  stating  that 
it  is  acceptable  in  these  respects.  It  shall  then  be  plowed  to  a  depth  of  six  to 
nine  inches  and  thoroughly  pulverized  by  cultivating  and  harrowing. 

All  stone  larger  than  that  which  will  pass  through  a  ring  two  inches  in  dia- 
meter shall  be  removed,  and  the  surface  shall  then  be  rolled  with  a  roller  of  a 
form  described  hereinafter,  until  it  is  solidly  compacted  up  to  within  four  inches 
of  the  top  [forming  a  substantial  sub-base]. 

— 3— 

OILING. 

Oil  shall  then  be  applied  as  follows: 

The  area  to  be  oiled  shall  extend  from  curb  to  curb  where  there  arc  no  gut- 
ters, and  where  there  are  gutters,  then  from  gutter  to  gutter,  including  all  inter- 
sections of  streets  and  alleys,  and  to  the  property  lines  on  both  sides  of  said  inter- 
sections. 

The  roadway  shall  be  coated  evenly  with  the  oil  at  the  rate  of  three-fourths 
of  one  gallon  to  the  square  yard  of  surface  covered.  It  shall  then  be  thoroughly 
cultivated  to  a  depth  of  four  inches  until  the  oil  is  well  mixed  with  the  soil.  A 
second  application  of  oil,  at  the  rate  of  three-fourths  of  one  gallon  to  the  square 
yard  of  surface  covered  shall  then  be  made,  and  the  area  shall  be  again  cultivated 
to  a  depth  of  four  inches  until  the  oil  and  the  soil  are  well  mixed.  The  roadway 
shall  then  be  plowed  four  inches  deep  with  a  plow  that  thoroughly  turns  over  the 
furrows.  It  shall  then  be  thoroughly  cultivated,  treated  to  a  third  coat  of  oil 
at  the  rate  of  one-half  gallon  per  square  yard,  again  cultivated,  and  then  re- 
crowned  with  a  good  road  grader  until  the  surface  substantially  conforms  to 
the  required  cross-section.  It  shall  then  be  tamped  with  the  tamping  roller  until 
it  is  solid  to  within  two  inches  of  the  surface.  The  contractor  shall  then  provide 
and  spread  evenly  upon  the  entire  roadbed  a  layer  two  inches  thick  of  gravel 
raked  free  from  all  stones  that  will  not  pass  through  a  ring  one  and  one-half  inches 
in  diameter. 

The  roadbed  shall  then  be  plowed  or  cultivated  so  as  to  thoroughly  mix  this 
layer  of  gravel  with  the  top  two  inches  of  the  natural  soil  of  the  street.  Then 
apply  the  fourth  coat  of  oil,  amounting  to  one  and  one-half  gallons  per  square 
yard  of  surface  covered,  spreading  the  same  evenly  over  the  entire  surface  of  the 
roadway,  and  cultivate  the  same  in  thoroughly  with  a  cultivator  set  so  as  not 
to  disturb  the  tamped  sub-base. 

The  roadway  shall  then  be  tamped  with  the  tamping  roller  until  the  entire 
surface  is  uniformly  hard,  solid  and  free  from  undulations  or  other  irregularities. 
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In  the  process  of  cultivating,  the  surface  shall  be  gone  over  not  less  than 
ten  times  after  each  of  the  first  two  applications  of  oil,  and  not  less  than  ten 
times  after  the  third  application,  and  in  all  cases  until  the  oil  and  soil  are  thor- 
oughly mixed. 

The  total  quantity  of  oil  to  be  applied  on  the  street  shall  not  be  less  than 
three  and  one-half  (3H)  gallons  net  oil  by  measure  for  every  square  yard  of  sur- 
face covered,  and  in  all  cases  sufficient  oil  shall  be  applied  to  thoroughly  coat 
the  material  of  the  street. 

For  the  purpose  of  these  specifications  gravel  shall  be  defined  as  a  mixture 
of  sound  hard  stone  and  sand.  The  stone  shall  vary  in  size  from  that  which  will 
be  rejected  by  a  screen  of  four  meshes  to  the  inch,  up  to  the  limit  specified  above, 
and  shall  contribute  at  least  sixty  (80)  per  cent  of  the  total  volume  of  the  gravel. 

At  all  stages  of  the  work  sufficient  water  shall  be  applied  to  secure  the  best 
results  in  the  tamping,  the  amount  of  water  to  be  used  to  be  governed  by  the 
character  of  the  soil,  the  intention  being  to  make  the  soil  just  damp  enough  to 
pack  solid. 

Any  portion  of  the  street  that  can  not  be  reached  by  the  roller  shall  be  tamped 
solid  by  hand,  under  the  direction  of  the  Board  of  Public  Works. 

The  contractor  will  be  held  responsible  for  all  damage  to  curbs,  gutters  or 
cross-walks  that  may  be  caused  by  him  in  the  performance  of  rhe  work. 

Should  an  excess  of  oil  remain  upon  the  surface  after  rolling  has  been  com- 
pleted, sufficient  clean,  sharp,  coarse  sand  shall  be  spread  over  the  surface  to 
absorb  the  same,  and  the  surface  shall  then  be  again  rolled  until  solid. 


OIL. 

(a)  The  oil  used  shall  be  a  natural  oil  treated  to  remove  water  or  sediment, 
or  one  from  which  the  volatile  material  has  been  removed  by  distillation.  It 
must  not  have  been  injured  by  over-heating. 

(6)  TEMPERATURE.— All  oil  must  be  delivered  at  the  point  required  for 
sprinkling  at  a  temperature  of  not  less  than  one  hundred  and  fifty  (150)  degrees 
Fahrenheit. 

(c)  Measurement:  In  determining  the  quantity  of  oil  delivered  the  correc- 
tion for  expansion  by  heat  shall  be  as  follows:  From  the  measured  volume  of 
oil  received  at  any  temperature  above  sixty  (60)  degrees  Fahrenheit,  an  amount 
equivalent  to  four-tenths  (0.4)  of  one  (1)  per  cent  for  every  ten  (10)  degrees 
Fahrenheit  shall  be  subtracted  as  the  correction  for  expansion  by  heat.  For  the 
Purpose  of  measuring  oil  a  temperature  of  sixty  (60)  degrees  Fahrenheit  shall 
})c  deemed  normal  temperature. 

(  i)  Volatility:  The  oil  shall  not  contain  more  than  eight  (8)  per  cent  of 
matter  volatile  when  said  oil  is  heated  slowly  to  two  hundred  and  twenty  de- 
grees Fahrenheit  and  maintained  at  that  temperature  during  fifteen  (15)  minutes! 

(t)  ASPHALT. — After  being  freed  from  water  and  sediment,  the  oil  shall 
contain  not  less  than  seventy  (70)  per  cent  of  asphalt,  having  ft  a  temperature 
of  seventy-seven  (77)  degrees  Fahrenheit,  a  penetration  of  eighiy  (80)  degrees. 
District  of  Columbia  Standard.  The  percentage  of  asphalt  shall  be  determined 
by  heating  a  weighed  amount  of  said  oil  in  an  evaporating  oven  to  a  tempera- 
ture of  four  hundred  (400)  degrees  Fahrenheit  until  it  has  reached  the  proper 
consistency,  when  the  weight  of  the  residue  shall  be  determined  and  the  per  cent 
calculated. 
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(/)  Water  and  Sediment:  Deduction  will  be  made  for  water  and  sediment 
in  exact  proportion  to  the  percentage  of  water  and  sediment  found  therein,  and 
the  oil  shall  not  contain  over  (2)  per  cent  of  such -water  and  sediment. 

(c)  Tank  Wagons:  All  tank  wagons  used  for  the  delivery  of  this  oil  must 
be  first  submitted  to  the  Department  of  Oil  Inspection,  which  will  gauge  and 
stamp  into  the  steel  heads  of  said  tanks  the  capacity  in  gallons  of  said  tanks, 
and  no  figure  of  capacity  will  be  accepted  other  than  the  official  rating  given  by 
the  Department  of  Oil  Inspection 

(A)     All  oil  to  be  used  shall  be  tested  by  the  Department  of  Oil  Inspection. 

—5— 

ROLLER. 

The  tamping  roller  to  be  used  in  the  execution  of  the  work  herein  specified 
shall  consist  of  a  roller,  the  outer  surface  of  which  shall  be  studded  with  teeth 
not  less  than  seven  inches  long  and  having  a  surface  area  of  not  less  than  four 
square  inches  each,  the  roller  itself  to  be  of  such  a  weight  that  the  load  upon  each 
tooth  shall  not  be  less  than  three  hundred  pounds. 

— 6— 

CULVERTS. 

Culverts  shall  be  placed  wherever  designated  on  the  profiles  or  plans  of  the 
street  on  file  in  the  office  of  the  City  Engineer.  They  shall  be  of  the  character 
and  dimensions  shown  on  the  profile  or  plan  and  described  in  the  specincations 
named  in  the  Ordinance  of  Intention. 

—7— 

GENERAL  REQUIREMENTS. 

All  work  shall  be  executed  in  every  respect  in  a  thorough  and  workmanlike 
manner.  The  contractor  shall  preserve  all  stakes  set  for  the  lines,  levels  or 
measurements  of  the  work  in  their  proper  peaces  until  authorized  to  remove 
them  by  the  City  Engineer,  and  any  expense  incurred  in  replacing  said  stakes 
which  the  contractor  or  his  subordinates  may  have  failed  to  preserve  shall  be 
borne  by  the  contractor 

Any  overseer,  superintendent,  laborer  or  other  person  employed  on  the  work 
by  the  contractor,  who  shall  perform  his  work  in  a  manner  contrary  to  these 
specincations  shall  be  discharged  immediately,  and  such  person  shall  not  again 
be  employed  on  the  work  All  loss  or  damage  arising  from  any  unforseen  ob- 
struction or  difficulties  which  may  be  encountered  in  the  prosecution  of  the 
work,  or  from  any  action  of  the  elements,  or  from  any  act  or  omission  not  author- 
ized by  these  specifications,  on  the  part  of  the  contractor  or  any  agent  or  person 
employed  by  him,  shall  be  sustained  by  the  contractor 

No  work  which  may  be  defective  in  its  construction,  or  deficient  in  any  of 
the  requirements  of  these  specifications  will  be  considered  as  accepted  in  con- 
sequence of  the  failure  of  anv  officer  of  the  city  or  inspector  connected  with  the 
work  to  point  out  said  defects  or  deficiency  during  construction,  and  the  con- 
tractor shall  correct  any  imperfect  work,  whenever  discovered,  before  the  final 
acceptance  of  the  work. 

The  contractor  assumes  all  risk  of  variance  in  any  computation  or  statement 
of  amounts  of  quantities  necessary  to  complete  the  work  required  by  this  con- 
tract, and  agrees  to  furnish  all  necessary  labor  and  materials,  and  to  fully  com- 
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plete  said  work  in  accordance  with  the  plans  and  specifications,  and  to  the 
faction  of  the  Board  of  Public  Works 

Bidders  must  examine  and  judge  for  themselves  as  to  the  location  of  the 
proposed  work,  the  nature  of  the  excavation  to  be  made,  and  the  work  to  be 
clone 

The  contractor  shall  give  twenty-four  (24)  hours'  notice  in  writing  when  he 
will  require  the  services  of  the  City  Engineer  for  laying  out  any  portion  of  the 
work      He  shall  dig  all  stake  holes  necessary  to  give  lines  and  levels. 

The  contractor  shall  not  disturb  any  monuments  or  stakes  found  on  the  line 
of  the  improvements  until  ordered  by  the  City  Engineer  and  he  shall  bear  the 
expense  of  resetting  any  monuments  or  stakes  which  may  be  disturbed  without 
orders 

The  contractor  shall  remove  at  his  own  expense  all  obstructions,  such  as  trees, 
stones,  debris,  etc..  that  may  be  in  the  way  of  making  the  proposed  improve- 
ments. 

No  more  than  one  cross  street  shall  be  closed  at  any  one  time. 

The  contractor  shall  observe  all  the  ordinances  of  the  City  of  Los  Angeles 
in  relation  to  the  obstruction  of  streets,  keeping  open  passageways  and  protecting 
the  same  where  they  are  exposed  and  would  be  dangerous  to  public  travel. 

He  shall  also  erect,  and  keep  erected  by  day  and  night,  a  fence  or  proper 
barrier  along  the  line  of  the  work  and  across  the  ends  of  the  same,  in  order  to 
guard  the  public  effectively  from  danger  of  falling  into  trenches,  or  from  upset- 
ting their  vehicles  against  the  earth  thrown  up  during  the  progress  of  the  work. 
and  he  shall  post  all  proper  notices  and  signals  to  the  public  of  the  state  of  the 
street  while  the  work  is  in  progress. 

A  red  light  must  be  maintained  at  night  at  each  end  of  the  barriers  from 
sunset  until  sunrise,  and  a  watchman  employed  as  additional  security  whenever 
the  same  may  be  needed. 

In  case  it  should  be  necessary  to  move  the  property  of  any  owner  of  a  public 
utility  or  franchise,  such  owner  will  upon  proper  application  by  the  contractor, 
be  notified  by  the  Board  of  Public  Works  to  move  such  property  within  a  speci- 
fied reasonable  time,  and  the  contractor  shall  not  interfere  with  said  property 
until  after  the  expiration  of  the  time  specified. 

The  right  is  reserved  to  the  owners  of  public  utilities  and  franchises  to  enter 
upon  the  street  for  the  purpose  of  making  repairs  or  changes  of  their  property 
that  may  become  necessary  by  the  work  The  City  shall  also  have  the  privilege 
of  entering  upon  the  street  for  the  purpose  of  repairing  sewers,  or  making  house- 
drain  connections  therewith,  or  repairing  culverts  or  storm  drains 

The  contractor  shall  remove  all  surplus  materials  and  rubbish  from  the 
work  after  its  completion,  and  before  he  makes  application  for  the  acceptance 
of  the  work. 

The  contractor  shall  notify  the  Board  of  Public  Works  when  he  desires  a 
final  inspection  of  the  work,  when  the  latter  will,  as  soon  as  possible,  make  the 
necessary  examination,  and  if  the  work  is  found  in  compliance  with  the  above 
specifications,  the  Board  of  Public  Works  will  furnish  the  contractor  with  a 
certificate  to  that  effect. 

Whenever  the  word  "Contractor"  is  used  in  these  specifications,  it  refers 
to  the  party  or  parties  of  the  second  part  in  the  agreement  for  the  construction 
of  the  work  herein  specified. 
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"Whenever  the  words  "Board  of  Public  Works,"  "City  Engineer"  or  "De- 
partment of  Oil  Inspection"  are  used  in  these  specifications,  they  refer,  respect 
ively,   to  the  Board  of  Public  Works,  the  City  Engineer,  or  the  Department  of 
Oil  Inspection  of  the  City  of  Los  Angeles,  or  their  authorized  agents  or  inspectors. 

"When  in  the  specifications  a  maximum  and  minimum,  either  of  size,  per- 
centage or  thickness,  or  relating  to  quality  or  character,  or  other  matter,  is 
allowed  or  prescribed,  the  work  shall  be  accepted  as  in  compliance  therewith, 
if  -within  such  maximum  or  minimum  so  allowed  hereby 

I  hereby  certify  that  the  above  specifications  were  adopted  by  the  City  Council 
of  t*1"*  City  of  Los  Angeles,  at  its  meeting  of  May  29,  1907. 

H.  J.  LELANDE,  City  Clerk. 
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CHAPTER  V. 


SANITATION. 


In  many  places  of  considerable  size  fifty  dollars  per  month  is 
the  limit  of  cost  set  on  hauling  garbage  and  cleaning  streets.  Some- 
times it  is  all  that  can  be  afforded.  Sometimes  it  is  believed  the 
people  themselves  will  do  much  to  help  themselves,  and  they  do 
in  fact  make  private  contracts  for  work  properly  belonging  to  the 
city.  The  people  who  can  afford  it  pay  for  such  service.  Th*e 
poorer  people  who  can  not  afford  it  take  chances  of  illness  an*3 
debility.    The  city  permitting  it  also  takes  chances  of  pestilence. 

Smells  are  not  dangerous.  They  are  rarely,  if  ever,  a  cau^"* 
of  illness.  They  are  simply  unpleasant  to  our  modern  sense  c^ 
what  is  right  and  proper. 

Insanitary  surroundings  are  not  the  awful  menace  to  health  the^  ^ 
once  were  thought  to  be.    More  is  now  known  of  such  matters.    Me^--*1 
whose  business  it  is  to  clean  sewers  are  robust  in  appearance  ar^- 
the  work  is  not  unhealthy. 

Where'  the   danger   does  come   in,   is   that   people  who   live  i-*1 
places  surrounded  by  decaying  matter  in  all  stages  of  putrefacti<J** 
do  not  b,rea|he  pure  air.     The  constant   breathing  of   this  impur^ 
air  lowers  their   vitality.     When  illness  comes  it  attacks  a  system 
not  calculated  to  bear  up  under  the  attack  and  the  poisoned  air  is 
all  the  sufferer  can  get  while  ill,  unless,  removed.     Then  the  dirty 
place  becomes  a  menace  to  the   community. 

Wells  in  crowded  districts  are  not  dangerous  in  themselves,  for 
generations  of  people  have  used  wells  without  harm.  The  dangers 
of  filth  coming  long  distances  through  the  soil  have  been  over- 
rated. The  danger  in  wells  arises  from  the  fact  that  there 
may  be  fissures  in  the  earth  through  which  harmful  liquids  may 
come,  instead  of  slowly  filtering  through  the  soil  and  being  purified 
en  route.     The  bottoms  of  cess-pools  may  often  be  at  the  level  of 
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the  water  bearing  strata  from  which  the  neighborhood  wells  receive 
their   supply. 

While  many  fanciful  tales  have  been  told  of  the  dangers  of 
heaps  of  filth,  and  of  wells  as  a  source  of  water  supply,  the  real 
truth  is  that  they  are  simply  a  menace.  If  waste  matters  accumu- 
late until  decomposition  has  reached  an  advanced  state,  Hies,  rats, 
or  some  other  pest  may  carry  some  of  the  matter  to  food  and 
infect  it  or  may  carry  it  where  it  will  be  a  poison  to  some  one  sick 
or  in  poor  enough  health  to  be  dangerously  affected. 

If  a  person  is  ill  with  an  infectious  disease,  the  wastes  and 
excreta  may  be  placed  in  cess-pools  directly  connected  with  the 
water  supply  of  a  neighborhood.    An  epidemic  is  the  result. 

The  pile  of  decaying  matter  may  dry  and  innumerable  fine, 
dust-like  particles  be  blown  by  the  wind  into  contact  with  a  person 
affected  with  a  slight  skin  complaint.  The  poison,  coming  into  con- 
tact with  an  otherwise  harmless  and  simple  affection,  may  cause 
the  disease  to  assume  a  contagious  or  infectious  form. 

Our  ancestors  lived  for  ages  in  the  midst  of  filthy  plague  spots 
and  drank  from  wells  in  the  center  of  thickly  populated  districts. 
Districts  populated  with  people  who  knew  nothing  and  cared  noth- 
ing about  cleanliness.  They  lived  through  it,  when,  according  to 
advanced  sanitarians,  they  should  have  died. 

Much  remains  to  be  learned  about  matter  out  of  place,  as  dirt 
has  been  defined.  We  do  know  that  perfect  cleanliness  pays  from 
the  sense  of  personal  cleanliness  it  gives,  if  for  no  other  reason. 
A  sense  of  pride  and  right  living  go  far  toward  making  healthy 
surroundings. 

Too  much  filth  is  always  a  distinct  menace,  and  all  cities  should 
be  willing  to  go  to  considerable  expense  to  prevent  its  accumula- 
tion. The  danger  to  cities  comes  from  the  herding  together  of 
poor  people  who  must,  live  near  their  places  of  employment.  They 
live  together  too  closely  to  get  the  full  allowance  of  pure  air 
necessary.  Their  habits  are  in  consequence  not  cleanly,  for  they 
lack  conveniences.  The  wastes  of  living  in  garbage,  excreta,  etc., 
are  enormous  in  the  aggregate,  and  unless  frequently  removed  the 
already  over-breathed  air  is  badly  polluted. 

We  are  protected  by  micro-organisms.  Organic  matter  under 
natural  conditions  is  broken  up  by  their  aid.     Roughly  speaking, 
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there  are  two  classes  of  active  health  protectors,  known  respectively 
as  aerobes  and  anerobes. 

Aerobes  take  up  oxygen  from  the  air.  When  organic  matter  is 
thrown  upon  the  surface  of  the  ground  decomposition  sets  in  readily, 
the  air  and  moisture  speedily  propagating  micro-organisms*  The 
aerobic  bacteria  seize  upon  the  organic  matter,  splitting  it  into  sim- 
pler compounds,  which  are  further  oxidized  by  the  air  left  by  the 
organisms. 

Rain  water  serves  to  renew  from  time  to  time  the  necessary 
moisture  and  carries  remaining  unoxidized  matter  into  deeper  layers, 
for  the  anerobes  to  complete  the  work  so  well  begun  by  their 
brothers  of  the  air-fed  layers. 

Anerobes  secure  oxygen  from  the  complex  organic  substances 
which  are  split  into  simpler  compounds  by  the  abstraction  of  the 
oxygen. 

It  is  believed  that  under  certain  conditions*  the  *t  wo  xtfayes  merge 
and  anerobes  may  have  been  aerobes,  changed  because  of  environ- 
ment. The  two  classes,  however,  are  necessary.  If  balanced  prop- 
erly in  numbers,  as  they  will  balance  under  proper  conditions,  heaps 
of  filth  will  soon  be  rendered  innocuous.  If  heaps  of  filth  are  con- 
stantly added  to,  then  the  aerobes  are  interfered  with  by  a  shutting 
off  of  their  source  of  oxygen  and  the  anerobes  alone  are  left. 
Then  we  have  smells. 

Gases  liberated  by  aerobes  at  once  oxidize  by  the  air,  in  the 
presence  of  moisture,  into  acids  which  combine  to  form  salts  with 
the  various  bases  in  the  soil.  The  anerobic  gases  are  thrown  off 
and  give  rise  to  disagreeable  odors. 

When  garbage  and  the  wastes  of  living  are  thrown  into  thick 
heaps  on  a  dumping  ground  the  bacteria  can  only  work  on  the 
surface.  Down  in  the  depths  they  can  not  exist  and  such  heaps 
are  a  menace  for  aires.  It  is  stated  that  matter  was  uncovered  in 
Rome  in  spots  that  had  been  public  dumps  eighteen  centuries  before 
and  much   illness   resulted. 

The  way,  therefore,  to  dispose  of  garbage  and  waste  matter  is 
to  put  it  where  it  can  be  treated  by  the  proper  scavengers  in  the 
right  way — unless  the  city  can  afford  a  crematory.  • 

When  garbage  is  dumped  on  land  it  is  merely  as  a  make-shift. 
The  custom  is  to  place  it  on  the  ground  atid  allow  hogs  to  work 
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over  it  or,  after  awhile,  plow  it  in,  when  it  covers  the  whole  area 
to  a  depth  oi  several  inches. 

Engineering  News,  April  6,  1905,  had  an  editorial  on  the  sub- 
ject, and  the  following  facts  were  presented  in  favor  of  a  systematic 
land  disposal.    The  proposition  is  to  bury  all  garbage  on  tracts  of 
land  far  removed  from  habitations,  under  six  inches  of  earth.     By 
putting  six  inches  of  earth  over  the  garbage  a  thickness  of  nine 
inches  can  be  placed  over  the  area.     Then  an  acre  of  ground  will 
take  32,670  cubic  feet  of  garbage  or,  say,  600  tons.     If  we  take 
the  average  annual  production  of  garbage  pet   1,000  inhabitants  at 
75  tons,  a  city  of  25,000  inhabitants  would  produce   1,875*  tons  of 
garbage  per  annum,  which  could  all  be  disposed  of  on  a  field  a  little 
over  three  acres  in  extent,  or  a  tract  of  thirty  acres  would  last  such 
a  city  for  ten  years. 

A  knowledge  of  the  nitrifying  and  purifying  properties  of  fresh 
soil  assure  one  that  such  a  plan  can  be  adopted  without  offense.  It 
is  well  known  that  even  such  highly  offensive  substances  as  spoiled 
meat  and  the  bodies  of  dead  animals,  when  buried  in  the  earth  with 
a  cover  of  only  a  few  inches  of  fresh  soil,  give  off  no  offensive 
odor  and  are  gradually  resolved  into  their  original  elements,  without 
offense. 

Garbage,  however,  contains  only  a  very  small  percentage  of 
animal  refuse.  In  a  cubic  foot  of  average  garbage  from  an  American 
city,  from  70  to  80  per  cent  is  water.  When  the  water  is  removed 
it  will  be  found  that  the  bulk  of  the  remainder  is  vegetable  matter, 
rubbish  and  bones.  Of  grease  and  animal  matter  there  will  be  not 
to  exceed  5  per  cent  as  a  rule.  It  is  conceded  that  all  the  vegetable 
matter  in  garbage  will  decay  without  offense  under  a  very  slight 
cover  of  earth,  and  it  will  be  seen  that  the  actual  quantity  of  animal 
matter  buried  in  the  soil,  even  if  we  applied  garbage  to  a  depth 
as  great  as  a  foot,  would  be  no  considerable  amount.  It  will  also 
be  evident  that  when  the  actual  composition  of  garbage  is  consid- 
ered, that  while  600  tons  to  the  acre  may  seem  like  a  large  amount 
to  apply  to  land,  it  is  so  largely  composed  of  water  and  vegetable 
matter  that  it  can  not  possibly  injure  the  land  for  agriculture  by 
over-fertilization,  especially  if  it  is  buried  under  a  depth  of  at 
least  six  inches  of  earth. 

The  present  way  of  covering  a  tract  of  land  and  then  plowing 
it  at  infrequent  intervals  can  not  be  too  strongly  condemned.     The 
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way  to  do  the  work  is  to  excavate  trenches  one  foot  deep  and  two 
to  three  feet  wide.  Commence  with  one  at  one  side  of  the  field 
and  make  it,  say,  500  feer  long. 

Place  the  garbage  in  this  trench  and  spread  it  to  a  thickness 
of  about  nine  inches      A   trench  of  the  size  mentioned  will  hoh 
about   twenty  tons  of  garbage.     To  cover  this   garbage  excavate 
another  trench  alongside  and  use  the  fresh  earth. 

Engineering  News  then  figured  out  on  tlvi  above  basis  for 
city  of  25,000  inhabitants.     For  the  purposes  cf  this  book  we  wl 
figure  it  in  a  different  way.    Assume  one  pound  of  garbage  per  da 
per  capita.     For  1.000  people  this  will  be  half  a  ton      This  is  s 
extreme  figure,  but  we  will  use  it. 

Assuming  that  a  trench  500  feet  long,  one  foot  deep  and  fr< 
two  to  three  feet  wide,  will  hold  twenty  tons  of  garbage,  wc  w- 
require  only  twenty- five  feet  of  trench  per  day  for  2,000  peop" 
Thij  will  be  less  than  three  cubic  yards  of  earth  to  handle, 
the  soil  on  which  such  a  plan  can  be  best  worked  is  easy  to  han< 
with  pick  and  shovel,  one  man  can  be  kept  on  the  ground  all 
time.     He  can  dig  the  new  trenches  and  cover  the  old  ones  a_ 
assist  the  teamsters  to  unload.     When  it  is  seen  that  he  is  ov« 
worked  another  man  can  help  him. 

Before  winter  sets  in  calculate  the  number  of  trenches  requi: 
to  hold  the  winter  garbage  and  have  them  excavated  early.  T! 
need  not  be  covered,  for  the  garbage  will  freeze,  but  as  wj 
weather  approaches  some  earth  can  be  brought  in  from  a  bori 
pit  and  an  inch  or  two  can  be  spread  over  the  trenches  until 
dirt  piled  alongside  has  thawed  enough  to  be  used. 

As  the  city  grows  it  will  pay  to  dig  longer  and  perhaps  i^  >^ar- 
rower  trenches.    Then  each  evening  a  regular  road  grader  and    *^==  k" 
vator  can  be  drawn  down  the  side  of  the  trench  used  that  day    ^m-Jid 
excavate  a  new  trench  while  covering  the  old  one.    There  are  plc^  tw  , 
used  in  the  Western  States  for  breaking  new  ground.     They  cU-*1  a 
broad,  deep  furrow  in  a  cut  and  cover  style.     Such  plows  might       be 
used  to  advantage  when  the  work  becomes  so  heavy  that  man  **&* 
labor  would  be  too  expensive. 

After  some  considerable  area  is  covered  the  earth  should  t*& 
harrowed  and  when  a  season  is  over  it  would  be  advisable  td  le^^-"ve 
such  land  fallow  a  year.  It  might  be  harrowed  early  in  the-  $1 
and  the  following  fall  plowed  and  the  next  spring  be  used  for  v< 
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taffies.     If  a  town  owned  twenty  acres  of  land  it  could  use  one  or 

tvv-<  »    jtcres  per  year  in  this  manner  and  the  land  would  be  properly 

fertilized  once  in   ten   years  or   so  with   the  garbage.     The   sludge 

from    the  sewage  disposal  plant  could  be  placed  with  the  garbage. 

The  best  way  to  get  rid  of  straw  and  manure  is  to  spread  them 

over    the  ground  in  thin  layers  to  let  moisture  do  its  work.     Occa- 

s*<">n  silly,   in   a   long  dry   spell,   it  can  be   burned.     As   the   odor   of 

burning  straw  is  offensive  when  mixed  with  stable  wastes  the  writer 

re^or-nmended  to  one  town  the  purchase  of  hay  choppers.     The  dry 

st*"i*A*r  and  manure,   free   from   lumps,   were   then   chopped  up   and 

sT>*"^ad  over  the  ground  to  rot  and  enrich  the  soil. 

-Ashes  and  tin  cans  are  not   garbage  and  should  be  separated 
f  *~oi-»-i  it.    Ashes  make  good  rilling  for  vacant  lots,  when  clean.    Tin 
c^ns  and  wires  are  a  nuisance,  and  about  the  only  thing  to  do  with 
tViom  is  to  use  them  also  for  filling,  together  with  the  ashes.     They 
**■  r^    not  a  menace  to  health  at  any  rate,  but  are  unsightly  when  piled 
C>T"*    'vacant  lots.    When  dumped  into  hollows  and  ravines  and  gradu- 
ally   covered  with  ashes  rust  sets  in  and  they  are  not  troublesome 
lri     ^  few  years  when  excavating  is  clone  on  the  spot.     The  writer 
■recommends  ashes  in  connection  with  tin  cans   and  metal  because 
*«e    ashes  from  the  average  American  home  contain  a  great  deal  of 
^^oiarned  coal  with  a  high  content  of  sulphur.    When  wet  this  assists 
^reatly  in  rusting  and  decomposing  the  metal. 

Garbage   should   be   collected   in   tight   cans   and    hauling   them 

nr°ugh  the  streets  will  not  be  offensive.     In  Oakland,  California, 

Karbage  is  put  in  metal  cans  having  tight  fitting  covers.     Each  can 

olds   ten  gallons  and  weighs,  when  filled,  about  fifty  pounds.     All 

cans  are  brought  empty,  after  being  sterilized  at  the  crematory, 

"e  back  yards  and  the  full  can  is  put  in  a  specialjy  constructed 

?0fl  an<*  taken  to  the  crematory.     The  great  thing  in   favor  of 

^         ^.  method  is  that  the  cans  are  regularly  and  thoroughly  cleaned, 

fln      eOvers  are  never  removed  until   the   can   reaches  the  place   of 

thr  disposal,    there    is    no    leaky,    bad    smelling    wagon    traveling 

H'0    J*Sh  the  streets,  and  the  wagon  used  is  specially  made  for  the 

so  there  is  no  rattling  of  the  cans. 


ePe.^    *■  he  use  of  ground  for  garbage  disposal  will  hardly  be  consid- 

g^i*|^     sifter  the  town   has  become   a   large   city,   for  the  hauling  of 

^ge  long   distances   is   expensive.     The   best   method,   when   it 
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can  be  afforded  is  to  install  a  first-class  crematory  and  burn  all 
garbage  and  waste  organic  matter.     It  is  the  only  sanitary  way 

In  England,  where  the  character  of  the  refuse  is  somewhat 
different  from  American  refuse,  a  great  many  plants  for  burning 
refuse  are  combined  with  power  plants  to  raise  steam.  The  cost  of 
burning  garbage  is  thus  reduced,  as  some  of  the  expense  can  prop- 
erly be  charged  to  the  fuel  account  of  the  power  plant.  The  cost  of  the 
power  plant  is  also  reduced,  as  the  garbage  has  a  distinct  fuel  value, 
although  slight.  Analyses  of  American  garbage  and  refuse  seem  to 
indicate  that  few  of  our  cities  can  do  much  along  this  line.  There- 
fore, little  has  been  attempted  in  the  production  of  power  from  the 
incineration  of  garbage.  It  may  pay  in  very  large  cities,  but  in 
smalt  places  it  is  doubtful. 

Waring  gave  the  percentages  of  different  substances  in  garbage 
as  follows: 

Rubbish    7  per  cent. 

Water    71       " 

Grease    2       " 

Tankage    20 


ioo  percent. 

The  tankage  amounted  to  20  per  cent  or,  say,  400  pounds  in 
one  ton  It  yielded,  upon  treatment,  13  pounds  of  ammonia,  13 
pounds  of  phosphoric  acid  and  3  pounds  of  potash.  All  of  the 
grease  was  merchantable,  so  that  while  there  was  ten  times  as 
much  tankage  as  grease,  it  only  yielded,  after  expensive  treatment, 
29  pounds  of  acids.  A  table  given  in  the  same  book  shows  the 
garbage  to  vary  in  different  cites  from  one-quarter  to  nine-tenths 
of  a  pound  per  capita  daily. 

The  idea  of  reducing  garbage  is  dying  hard.  Some  years  ago 
it  was  all  the  rage,  but  today  little  is  heard  of  it.  There  may  be 
money  in  reducing  garbage.  We  all  know  there  is  gold  in  sea  water. 
The  right  kind  of  process  must  be  efficient  and  cheap  to  get  gold  out 
of  garbage  or  out  of  sea  water.  The  largest  item  of  cost  in  the 
disposal  of  garbage  is  the  haul,  which  varies  from  25  to  75  cents^ 
per  ton  mile. 

For  reduction  only  certain  kinds  of  garbage  are  worth  consid- 
ering. As  they  occupy  a  small  percentage  oi  the  bulk,  it  means 
hauling  one  hundred  pounds  of  materia!  to  pick  over  and  sort  and. 
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then  run  through  an  expensive  process  to  obtain  at  the  end  two 
pounds  of  grease  and  not  quite  three  pounds  of  different  adds.  No 
reduction  works  in  America  have  paid  without  a  subsidy  of  some 
sort  and  none  can  pay  in  a  city  of  less  than  two  hundred  thousand 
people.  Garbage  contains  more  water  and  less  grease  in  summer 
than  it  does  in  winter.  It  changes  in  composition  from  day  to  day, 
so  a  reduction  plant  must  be  located  in  a  large  place,  where  a  cer- 
tain amount  of  the  right  kind  of  garbage  can  be  depended  on. 

Garbage  is  sometimes  picked  over  even  at  incinerating  plants, 
hut  no  man  can  afford  to  pay  pickers.  They  must  do  it  themselves, 
like  rag  pickers  in  the  alleys.  In  New  York  City  a  contractor  did  it, 
hut  this  book  is  not  written  for  places  approaching  New  York 
in    size. 

There  are  many  garbage  burners  in  the  market  that  can  be 
placed  in  the  chimneys  of  ordinary  kitchen  stoves.  The  hot  air 
going  up  the  pipe  carbonizes  the  garbage  without  odor  and  the 
refuse  can  then  be  burned  in  the  fire  box  of  the  stove. 

A  proper  system  for  a  small  town  should  make  it  compulsory 
on  every  householder  to  provide  himself  with  one  of  these  carbon- 
izers  or  with  a  tight  garbage  can  in  the  back  yard.  Beside  the  garb- 
age can  should  be  one  for  ashes,  rags,  paper,  etc.  There  should  be 
heavy  fines  for  mixing  the  contents  of  the  two  cans,  or  barrels. 

Ashes  should  be  hauled  away  at  least  once  each  week.  Garbage 
should  be  hauled  away  at  least  twice  each  week  in  cold  weather 
and  once  each  day  in  summer. 

The  garbage  should  be  taken  to  a  lot  and  buried  as  already 
described  or  taken  to  a  garbage  incinerator  and  utterly  destroyed. 
There  are  many  fairly  good  devices  in  the  market,  but  a  city  needs 
expert  advice  on  the  subject  before  investing,  owing  to  the  number 
of  poor  furnaces  now  advertised. 

Streets  and  alleys  should  be  kept  clean.  Paper  and  rags  are 
not  only  unsightly,  but  they  are  a  dangerous  fire  risk.  Horse  drop- 
pings should  be  taken  care  of  also,  especially  on  streets  paved  with 
impervious  material. 

Street  sweeping  pays  and  so  does  frequent  street  sprinkling. 
It  is  bad  to  have  poison-laden  dust  blown  into  eyes  or  nostrils. 
Dust  is  bad,  also  for  store  keepers. 

In  a  small  place,  the  best  a  council  can  do  often  is  to  provide 
the  land  for  the  dump  and  men  to  look  after  it-    Have  a  scavenger 
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whose  business  it  will  be  to  look  after  papers,  etc,  on  the  streets 
and  then  advertise  each  year  for  bids  for  carrying  the  garbage  from 
the  houses  to  the  dump.  Pass  an  ordinance  fixing  the  maximum 
rate  to  be  charged  householders  for  taking  away  their  garbage  and 
grant  the  exclusive  privilege  to  the  man  who  will  do  it  for  the 
lowest  price*  and  pay  the  city  5  per  cent  of  the  gross  receipts  for  the 
privilege.  This  will  insure  the  citizens  getting  good  service  and  they 
can  not  be  overcharged.  Such  work  should  be  under  the  control  of 
the  Board  of  Health. 

As  sxvn  as  there  are  paved  streets  the  street  cleaning  depart- 
werit  sho^'d  be  er\;rged      The  or.e  mar.  and  can,  with  a  spear  to 
pixxV  r,\gs  and  papers*  wiV.  develop  into  a  corps  of  "white  wings,' 
constant V  in  ev^ence.    Constant  c%ear:ng  is  better  than  a  sweeping 
orce  a  night  or  orce  a  week.     The  cost  of  cleaning  paved  street- 
vanc<  fro*r.  V~  >  to  so  cc-t*  per  tvUW  square  feet 

VV.e  g-eatc**  e\pcr>e  :r„  street  clearing.  S5  in  garbage  dispose 
i*  the  ^ar'agc  %t  *i<  gvev.  vv"*o>.  therefore*  to  bear  this  in  m^ 
i«  xV<igvr^g  sewers  tor  a  oo-^V.-OvV.  ><wer  system,  or  when  desi^s 
irjg  >:. —  \\*txsr  **r.vrs  The  sweet —gs  trorr.  the  paved  streets  ^= 
o*TV*\  go  o,t\v;>  *.rro  tve  vcw*rs  «>e~  they  hr.ve  a  constant  flo\v~ 
a  oor^  -1  *vr<>.      V^v-  ratter.  >\*xx-e\*er.  :s  viisenssed  m  the  follcrrr 

A  ocr; ':;?*v*  o:  :ov"x  Vos*  \  ;s\:  >>  «ix-rr>er.  seenis  necess^^ 
Oarbkge  ,vw>;>  *  '  «o  ...  o-g*r.ic  *».\-^\\c  wastes  ar:d  the  org»-~ 
m*s:e>  01  T-x-.-.tg,  rsv*  ;v.:-v'?.e:-.x-e  rv"f?  xr»c  street  sweepings  ber  5 
t^r^Nv,  \  *e  :sw*go  xv^v.>^s  ,*.:'  «:.:v:  >>.*x=sebcu£  wastes  and  co 
U»f?cv.  ewivu 

^Vis>>  o  t>  o^vw  n^ovnv  '-  v?-:-*-x  Se  tci  niein  should  pro* 
op-n  xvxi*'*  v  o    tN    '»■  e«    iv  «  ■  "v>-         ••  ~    r^*E*  Gerhard.  C  E.: 

K*\smm   JN  jv-sn  N    N-.         •■    .^ ■;  ;*.ni?t  ." :   Snfj dings,  Xo.  93, 

\  ttr    \,*».  ■%•!,!'*    ^,  ■,«  s\    V    .,  v         v\\      V    OT*CS 

l;^i»^    .^  ■■  "«v.    ■  \    v  ■■  N,mh:*ig    roc*  50  cents,  being 

Viv  ^«sivvv..   ,x       .,..xV\>\   v    v-vx  ^-v-c  5r  certs,  being  No.  VI 
.<•    \\\    «v     i)v    n\:v*."«^    vit^vxi-vxnx.    it\z    i    Santtsrr    Code 
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A — RULES    AS    TO    HEALTHFUL    BUILDING    CONSTRUCTION. 

1.  It  shall  be  considered  unlawful  to   erect,   or  cause  to  be 
erected,  anew  building  upon  any  site  which  has  been  filled  up  with 
"Ouse  refuse  or  any  kind  of  animal  or  vegetable  matter,  unless 
such  matter  shall  have  been  properly  removed  from  such  site. 

2.  It  shall  be  considered  unlawful  hereafter  to  erect,  or  cause 
to  be  erected,  any  new  buildings  or  structures  of  any  kind  upon 
any  damp  or  wet  site,  unless  .such  site  shall  have  been  effectually 
drained  by  means  of  suitable,  properly  laid  earthenware  tile  pipes. 

3.  It  shall  be  considered  unlawful  to  lay  such  drain  pipes  in 
such  a  manner  as  to  communicate  directly  with  any  drain  carrying 
foul  sewage,  or  with  a  sewer  or  cesspool. 

4.  The  drainage  of  the  subsoil  of  buildings  shall  conform  to 
'he  following  regulations  and  requirements: 

a.    The  subsoil  drains  shall  be  laid,  if  possible,  at  a  depth  of 
not   less  than  two. feet  below  the  cellar  floor. 

t>-    They    shall    be    laid    with    open    joints,    protected    against 
Ir^nce  of  dirt  or  vermin  by  collars  of  clay  or  by  paper  or  muslin 
*raPping. 

c-     They  shall  be  laid  on  a  true  grade,  with  perfect  alignment 
nc*    'With  a  continuous  fall  toward  the  outfall. 

*1-    The  outfall   shall  be  either  directly  into  the  open   air   or 
*°    a  ditch  or  road  gutter. 

.  ^lr.    Gerhard    has    the    following    note:     If    connection    must    necessarily 

l**ade  with  a  sewer,  arrangements  shall  be  made  for  perfect  disconnection, 
.  *he  water  seal  of  the  trap  must  be  maintained,  even  in  the  driest  seasons, 

Suitable  arrangements,   approved   by   the   inspector. 

The   writer   changed   somewhat    the   wording   of   paragraph    d 

^v«.    Section  5,  following,  has  been  changed  also  by  the  writer. 

5.  It  is  recommended  that  all  cellar  floors  be  made  of  con- 
^te,  not  less  than  six  inches  thick,  and  that  when  the  building  is 
lTY  *  damp  location  that  the  concrete  shall  have  incorporated  in  it 
*  waterproofing  medium  or  shall  be  treated  otherwise  with  some 
waterproof  compound.  The  cellar  may  be  made  tight  by  putting 
over  the  whole  floor  surface,  before  laying  the  concrete,  a  thick- 
ness of  felt  or  tarred  paper  mopped  with  hot  asphalt  or  hot  tar  or 
with  some  compound  of  each,  and  upon  that  a  second  layer  also 
mopped  with  the  same  material. 

It  is  recommended  that  every  wall  of  new  buildings  be  pro- 
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vided  with  a  dampproof  course  of  proper  material,  placed  above 
the  level  of  the  ground,  and  also  that  the  walls,  to  the  height  of 
the  damp  course,  be  treated  with  a  waterproof  compound  or  have 
incorporated  in  them  waterproof  material,  or  that  on  the  outside 
of  the  wall,  against  the  earth,  there  be  placed  several  thicknesses 
of  felt  or  tarred  paper  mopped  as  provided  for  floors. 

It  is  recommended  to  whitewash  the  cellar  walls  of  all  build- 
ings at  least  twice  a  year. 

6.  Buildings  without  basement  or  cellar  shall  be  placed  on 
brick  or  stone  piers  or  posts,  and  the  floor  of  the  first  story  shall 
be  raised  so  as  to  be  at  least  two  feet  above  the  surface  of  the 
ground.  There  shall  be  a  free  circulation  of  air  underneath  the 
floor,  and  between  it  and  the  surface  of  the  ground. 

B — RULES    AS    TO    CONNECTIONS    BETWEEN    HOUSE    DRAINS    AND    STREET 

SEWERS. 

1.  It  shall  be  considered  unlawful  to  connect,  or  cause  to  be 
connected,  any  private  drain  with  a  street  sewer  without  first  obtain- 
ing a  permit  from  the  proper  authorities. 

2.  It  shall  be  considered  unlawful  hereafter  to  construct  any 
drain  for  any  building  and  to  construct  the  same  to  any  street 
sewer,  unless  the  drain  shall  in  its  plan  and  construction  conform 
to  the  following  requirements: 

a.  Each  building  shall  have  a  separate  connection  with  the 
street  sewer. 

b.  Wherever  junction  pieces  have  been  built  into  the  sewer, 
they  must  be  used  for  making  said  connection,  unless  special  per- 
mission is  obtained  to  cut  the  sewer. 

c.  No  pipe,  or  other  materials  for  drains,  shaH  be  used  until 
they  have  been  examined  and  approved  by  the  authorities,  or  their 
duly  appointed  superintendent  or  inspector.  No  house  drain  to 
be  larger  than  five  inches  inside  diameter,  except  by  special  per- 
mission. 

d.  No  street  shall  be  opened  until  the  junction  piece  in  the 
sewer  has  been  located  by  the  superintendent. 

e.  If  no  junction  pieces  are  built  into  the  sewer,  a  connection 
shall  be  made  by  inserting  into  a  brick  sewer  (or  concrete  sewer — 
McC.)  a  junction  pipe  of  proper  size,  and  cut  slant  to  an  angle 
of    forty-five   degrees   by   the   manufacturer.      Qreat    care   must   be 
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taken  not  to  injure  the  sewer,  and  all  rubbish  shall  be  carefully 
removed  from  its  inside, 

i  In  connecting  a  house  drain  with  a  pipe  sewer,  a  Y  junction 
(if  none  can  be  found — McC.)  must  be  inserted  in  the  line  of  the 
sewer,  and  the  main  sewer  left  in  good  condition. 

g.  In  all  cases  the  trench  must  be  opened  to  the  point  of  con- 
nection without  tunnelling,  so  as  to  allow  of  an  easy  inspection. 

Noti— The  above  is  an  important  provision  if  any  thought  is  taken  that 
fare  is  danger  of  future  settlement  injuring  the  street  surface.  Thought 
nust  be  taken  of  that  as  well  as  regard  being  had  for  easy  inspection. — McC. 

h-  In  opening  any  street  or  public  way,  all  materials  shall  be 
placed  where  they  will  cause  the  least  inconvenience  to  the  public, 
and  the  whole  enclosed  with  sufficient  barriers,  and  properly  lighted 
at  night  from  the  beginning  to  the  end  of  the  work. 

1   The  least  inclination  of  the  house  drain  shall  be  1  in  60, 

unless  a  written  permit  is  obtained  to  lay  a  house  drain  to  a  lesser 
grade. 

k  When  the  course  of  the  house  drain  is  not  the  same  as  that 
°*  "te  junction  piece,  it  must  be  connected  therewith  by  a  curve  of 
"^  kss  than  ten  feet  radius.  All  changes  of  direction  to  be  made 
w,«i  curved  pipe,  and  in  no  case  must  a  pipe  be  clipped. 

'•  Every  joint  shall  be  laid  with  gasket  and  cement,  and  bedded 
n  hydraulic  cement  at  least  four  inches  in  depth. 

m.    The  ends  of  all  pipes  not  to  be  immediately  connected  shall 

S€cUrely  closed,  water  tight,  and  guarded   against   entrance  of 

.    .  n»  With  imperishable  materials.    The  inside  of  every  drain,  after 

*s  '^id,  must  be  left  smooth  and  perfectly  clean  throughout  its 

,fe   length,  and  true  in  line  and  grade. 

n*     The  back-filling  over  drains,   after  they  are  laid,   shall   be 

**««d  or  rammed,  all  water  and  gas  pipes  protected  from  injury 

.  ,s^*tling,  and  the  surface  of  the  street  made  good  within  forty- 

.  ***    bours  after  the  completion   of  that  part  of  the  drain   lying 

'**  the  public  way. 

ua    °«     No  privy  vault  or   cesspool    shall    be   connected   with   the 

s^  drain  or  sewer. 

A  PROPOSED  PLUMBING  ORDINANCE. 

*he  following  ordinance  is  in  use  in  several  places : 
^      A.n  Ordinance  to  regulate  the  plumbing  and  drainage  of  build- 
**    in  the of  
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The  Common  Council  of does  ordain  as  follows 

Section  1.    That  all  the  work  of  installing  new  plumbing  an 
drainage    work    in    buildings    erected,    or    to    be    erected,    in    th^ 

and  repairs  and  additions  to,  and  alterations  of 

the  plumbing  and  drainage  of  all  buildings  in  said  city,  shall  be 
done  in  accordance  with  the  provisions  of  this  ordinance,  and  of 

Ordinance  No ,  known  as  The  Building  Code. 

Sec.  2.  All  connections  of  plumbing  and  drainage  of  build- 
ings with  the  public  sewers  shall  be  made  in  acordance  with  the 

provisions  of  this  ordinance  and  Ordinance  No known  as  the 

Drainlaying  Ordinance. 

HOUSE  DRAINS. 

Sec.  3.  House  drains  shall  be  of  first  quality,  salt  glazed 
vitrified  fire  clay,  with  perfectly  smooth  interior  and  exterior  sur- 
face, except  for  three  inches  at  the  joint  ends,  inside  the  socket  and 
outside  where  the  pipe  fits  into  the  socket.  The  pipe  shall  have 
what  are  known  as  extra  wide  and  deep  sockets. 

House  drains  of  tile  shall  terminate  five  feet  from  the  building 
line  and  from  that  point  to  the  inside  of  the  house  shall  be  of 
first  quality  cast  or  wrought  iron  pipe.  Where  said  pipe  comes  in 
contact  with  the  earth  it  shall  be  coated  with  some  approved 
process  or  rustless  coating. 

The  joints  of  tile  drain  pipes  shall  be  filled  with  cement  mortar 
with  one  inch  of  cement  dipped,  hemp  gasket  driven  in  and  the 
joints  of  iron  pipes  shall  be  well  caulked  with  lead  and  made  air 
and  water  tight. 

The  house  drain  shall  not  be  laid  below  the  cellar  floor,  except 
where  absolutely  necessary,  and  in  this  case  it  shall  be  laid  in  a 
trench  and  shall  be  surrounded  with  concrete.  The  trench  shall  be 
filled  and  closed  after  the  drain  is  thoroughly  inspected  and  pro- 
nounced tight. 

All  connections  in  horizontal  pipes  to  be  made  with  Y  branches. 

VENTILATION". 

Sec.  4.  (a)  When  connections  are  made  to  old  and  improperly 
constructed  or  foul  street  sewers,  or  to  cesspools  or  vaults,  the 
house  drain  shall  be  trapped,  near  the  point  where  it  leaves  the 
building,  by  a  running  or  half  S  trap,  which  shall  not  be  larger 
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s      X^rrieter  than  the  house  drain.  This  trap  shall  be  placed  in  an 
* . .  ^ible  position,   protected   against   freezing,   and   must   be   pro- 
v    ^  with  an  inspection  hole,  and  a  tightly  closing  cover. 

^b)  There  shall  be  a  fresh  air  inlet  pipe,  entering  the  house 
^r*m  just  inside  the  main  trap,  of  a  diameter  not  less  than  four 
Htthes,  and  opening  at  any  convenient  place  out  of  doors,  approved 
by  the  inspector;  provided,  however,  that  when  the  said  trap  is 
not  required  the  fresh  air  inlet  shall  be  omitted. 

(c)  When    connection    is    made   to   well    constructed    sewers, 

having  a  self-cleansing  flow  and  adequately  ventilated,  the  above 

trap  shall  be  omitted  and  the  plumbing  so  arranged  that  in  every 

house  connected  with  such  a  sewer  there  shall  be  an  uninterrupted 

flow  of  air  passing  from  the  sewer  up  the  house  drain  and  soil 

pipe  and  out  at  the  roof. 

(d)  All  soil  and  waste  pipes  shall  be  run  in  as  straight  a 
manner  as  possible  up  to  and  at  least  five  feet  above  the  main  house 
roof.  Soil  pipes  to  be  enlarged  to  six  inches  and  waste  pipes  to 
four  inches  above  the  roof.  The  upper  terminus  shall  not  be 
located  within  five  feet  of  a  window,  ventilating  shaft  or  chimney 
flue.  The  outlet  above  the  roof  shall  not  be  capped  by  either  a 
return  bend,  ventilating  cap,  or  movable  ventilator. 

(e)  Extensions  of  soil  or  waste  pipes  shall  not  be  constructed 
of  sheet  metal  or  earthenware,  and  no  soil,  waste  or  vent  pipe  shall 
stop  in  any  brick  or  earthen  chimney  flue,  serving  as  a  ventilator. 

GENERAL    l'llMNC. 

Sec.  5.  (a)  No  soil  pipe  shall  be  larger  than  four  inches,  and 
no  waste  pipe  larger  than  two  inches  inside  diameter  (their  ex- 
tensions  above  the  roof  excepted). 

(b)     Waste  pipes  for  fixtures  to  be  in  size  as  follows : 

Inches  inside  diameter. 

Wash   bowls    llA—llA 

Bath    tubs l  K>— 2 

Pantry  sinks   1  x/\ — VA 

Kitchen  sinks    1  Vz— 2 

Laundry   tubs    1  x/z — 2 

Slop   sinks    2 — 3 

Urinals  1^2 — 2 

Row  of  basins,  tubs  or  urinals   2 — 3 
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No  deviation  from  these  sizes  permitted  unless  specially  author- 
ized by  the  Inspector  of  Plumbing. 

(c)  All  soil  and  waste  pipes  shall  be  kept  outside  of  walls  or 
partitions,  and  the  system  arranged  in  such  a  manner  that  it  may 
at  all  times  be  readily  examined  and  repaired. 

id)  Kvery  fixture  in  the  house  shall  be  separately  and  effectu- 
ally trapped  by  a  seal  retaining  trap  placed  close  to  the  fixture,  and 
arranged  so  as  to  be  safe  against  back  pressure,  self  siphonage,  loss 
of  seal  by  evaporation  or  siphonage. 

(e)  Wherever  vent  pipes  are  used,  the  branch  vent  pipes 
for  water  closet  traps  should  be  not  less  than  two  inches  in  diam- 
eter. All  other  traps  to  have  vents  the  same  area  as  the  trap.  The 
*ue  of  the  main  vertical  lines  of  vent  pipes  will  depend  upon  the 
height  of  the  building  and  should  also  increase  with  the  number  of 
branches  which  they  receive. 

Where  back  air  pipes  arc  carried  through  the  roof,  they  must 
I*  enlarged  to  four  inches*  to  prevent  clogging  in  winter  time.  All 
horizontal  air  pipes  must  be  so  graded  as  to  discharge  the  water 
from  condensation  into  a  trap  or  waste  pipe.  T-branches  on  upright 
vent  hnex  must  alwaxs  be  set  at  such  a  height  above  floor  that  the 
branch  \w>t  can  not  act  as  an  overflow  pipe  in  case  the  waste 
should  I -v  topped  up 

\t*  No  branch  waste  pipe  for  tubs,  sinks  or  basins  to  be 
laittvi   than  one  and  one  ha'f  inch  diameter. 

vO  v'onnevttons  ot  load  pipes  w«h  iron  hub  pipes  shall  in  all 
caw*  tv  made  with  hcaw  bra**  urn^es  properly  soldered  to  the 
Uvad  and  wvll  caulkwl  to  the  nvn  pipe 

vh*  Ml  iouu*  tviwevw  *ead  pipc>»  whether  tor  supply  or  waste 
pn>vv  to  tv  wusst  xoUtvivd  »omts,  cup  %oir*:s  not  to  be  made  any- 
whe-io 

tointx  betwoon  \\tvl  pips>  a«x!  ^ass  ^ttings  to  be  wiped  solder 
*omW     tomtx  Nxtw\v»»  *oad  puv>  a*N?  ^a>s  coaptings  may  be  cup 

\0  \vum!  «*o*»  ^*sx*  xN*"  Nr  as  k<"ows:  Not  to  exceed 
.wo  *iou\*  (\i  .00,  V*Vw,<  \\*«  Vaw  <a**JuxT\i  wen  pipe;  not  to 
nXnvxxI  »h»w  x*o»«v*  *b^-l  h\*w  Xm\>  *rve  *npe:  bek>w%  the  pipe 
x*\<!!  tv  vMH  hy«\V 

vO  V*  Wtffc  >W*t*  vV***Kot*  w&K&  jtrv  carried  «p  within  the 
^ajfc  o»  -  w  **  «N*  HK     CxuK<t>Mas  w*k  such 
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rairt  Abater  pipes  along  their  vertical  course,  for  the  discharge  of 
sew^.^^  or  waste  water  therein,  will  not  be  permitted.  Rain  water 
cor*  electors  shall  be  trapped  if  they  open  at  the  top  near  windows, 
vent;il^tjng  shafts  or  flues. 

GENERAL    PROVISIONS. 

^Ec.  6.  (a)  Every  water  closet  shall  be  adequately  flushed 
w*tH  water  from  a  special  flushing  cistern  arranged  directly  above 
ll»    ^ accept  that  where  a  cistern  is  liable  to  freeze  other  methods  may 


be 

permitted,    provided    that    thorough    and    sufficient    flushing    is 


secr,:lrcd.     Every  water  closet  apartment  shall  have  direct  means  of 

yeT~*  tilation  into  the  open  air.     Pan  closets  shall  not  be  permitted 

ln     ^riy  building.     The  outlets  for  single  water  closets  shall  not  be 
la 


lo 


*  than  three  inches  in  diameter. 
C  b)     No  opening  shall  be  provided  in  the  house  drain  for  the 
^^F^ose   of   receiving   the   surface    drainage   of   the   cellar,    unless 
sp^oi^l   permission   is   previously  obtained   and   the   directions   fol- 
d. 

Cc)  It  shall  be  unlawful  to  throw  or  deposit,  or  cause  or 
_0*~**i.it  to  be  thrown  or  deposited,  in  any  vessel  or  receptable  con- 
id  with  a  public  sewer,  any  garbage,  hair,  ashes,  fruit  or  vegeta- 
peelings,  or  kitchen  refuse  of  any  kind,  rags,  cotton,  cinders, 
ny  other  matter  or  thing  whatsoever,  except  faeces,  urine,  the 
ssary  closet  paper,  and  liquid  house  slops. 

(d)     Waste  pipes  from   refrigerators   or   other   receptacles   in 
-h  provisions  are  stored,  shall  not  be  directly  connected  with  a 


n 

o 
n 


^•hi 


_  .        *  11,  soil  pipe  or  other  waste  or  sewer  pipes,  but  shall  be  made  to 
^^liarge  over  an  open  tray,  provided  with  a  waste  pipe  and  seal- 


Oi 


ining  trap, 
(e)     Drip  pipes  from  safes,  under  any  kind  of  plumbing  fix- 
s,  must  not  have  any  connection  with  any  soil,  waste,  or  drain 


(f)  Overflow  pipes  from  water  tanks  shall  not  be  connected 
^ny  soil,  waste,  or  drain  pipe. 

(g)  No  steam  exhaust  shall  be  directly  connected  with   any 
^  or  waste  pipe  or  drain  communicating  with  a  street  sewer. 

(h)  An  approved  form  of  grease  trap  must  be  placed  on  every 
er  connection  leading  from  dwellings,  hotels,  restaurants  and 
ldings  in  which  a  sinlc  is  located.    For  one  sink  the  grease  trap 
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spector  of  Plumbing  is  authorized  to  make  such  tests  as  he  sees 
proper  in  order  to  determine  the  quality  of  the  said  materials. 

(m)     Before  the  fixtures   are  placed   in  connection   with  the 
pipe  system,  and  before  the  soil  pipe  and  iron  house  drain  are  con- 
nected with  the  outside  drain,  the  outlet  of  the  house  drain  and  of 
all  its  branches  shall  be  closed  tight  and  the  pipe  filled  with  water 
to  its  top,  and  every  joint  shall  be  carefully  examined  for  leakage, 
and  all  joints  shall  be  securely  closed  before  connections  are  made 
with  said  pipe  system.    The  water  test  shall  be  applied  before  the 
pipes  are  built  in  or  covered  if  there  are  any  places  where  they 
require  to  be  hidden.    The  water  shall  remain  in  the  piping  system 
for  at  least  twelve  hours. 

Sec.  7.  The  plumber  shall  give  the  Inspector  of  Plumbing  at 
least  twenty-four  hours'  notice  when  he  is  ready  to  test  the  piping 
system.  It  shall  be  the  duty  of  the  Inspector  of  Plumbing  to  see 
that  the  pipes  are  filled  with  water  within  that  time  or  forfeit  to  the 
plumber  five  dollars  for  each  and  every  twenty- four  hours'  delay 
kyond  that  time. 

(The  rest  of  the  sections  of  this  ordinance  can  be  filled  in  to 
suit  local  conditions.  They  should  fix  the  officers,  the  fees,  the 
Penalties,  etc.) 

The  writer  believes  a  provision  like  the  following  should  appear 
*n  every  sanitary  code  or  in  every  plumbing  ordinance : 

Section  — .  Whenever  a  public  sewer  is  laid  past  a  house  it 
shall  be  unlawful  to  maintain  any  cesspool  or  privy  vault  for  more 
than  sixty  days  thereafter  within  two  hundred  feet  of  said  sewer. 
Such  cesspools  and  privy  vaults  shall  be  cleaned  out  and  refilled 
with  dean  earth  and  the  building  shall  have  sanitary  closets  and 
sinks  installed  and  connections  shall  be  made  with  the  said  sewer. 


CHAPTER  VI. 


DRAINAGE  AND  SEWERAGE. 


DRAINAGE. 


A  distinction  is  made  by  engineers  between  drainage  and 
sewerage. 

Drainage  applies  solely  to  the  disposal  of  surface  and  sub-soil 
water.  That  is,  to  water  which  can  be  put  in  any  stream  without 
danger  of  polluting  it. 

Sewerage,  having  to  do  with  liquid  wastes,  containing 
putrefactive  matter  and  matter  containing  germs  and  micro-organ- 
isms harmful  to  the  human  system,  has  to  be  considered  apart  from 
drainage. 

In  the  majority  of  cases  the  drainage  of  a  town  offers  few  diffi- 
culties. The  whole  practice  is  simple.  Keep  the  water  on  the 
surface  as  long  as  possible  in  easily  controlled  channels  and  dispose 
of  it  in  the  most  convenient  stream  or  river.  It  is  only  harmful 
when  allowed  to  collect  in  low  lying  places,  where  it  will  become 
stagnant  and  provide  a  breeding  place  for  harmful  insects  and  germs. 

The  first  step  in  drainage  is  to  provide  broad,  deep  gutters  along 
the  sides  of  streets,  before  or  after  grades  have  been  established. 
Before  the  grades  are  established  the  gutters  are  merely  ditches. 
After  the  grade  has  been  established  the  gutters  can  be  made  of 
stone,  as  described  in  a  previous  chapter,  or  of  brick  3r  other  mate — 
rial  that  will  not  wash  readily. 

On  steep  hill   side  streets,  where  an   earth   ditch  would  was 
badly,  and  on  streets  where  a  great  deal  of  excavation  must  be  dor*^ 
before  a  gutter  can  be  made  on  the  official  grade,  temporary  wood^  u 
V  flumes   are   used      Sometimes   wooden   flumes   with   rectangular 
cross  sections  are  used  where  a  V  flume  would  be  too  small.    Gre^at 
care  has  to  be  exercised  in  making  the  joints  in  wooden  gutters. 
Underneath  there  should  be  laid  a  piece  of  wood  for  each  section 
to  be  nailed  to.     On  each  side  there  should  be  a  post  driven  deefl 
into  the  ground,  spiked  to  the  flume. 
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Across  from  post  to  post,  underneath  the  flume,  should  be  a 
board  about  six  inches  wide,  and  on  each  post  there  should  be  a 
piece  one  foot  wide,  projecting  like  a  wing.  The  space  should  be 
filled  with  fine  gravel  or  broken  stone,  tamped  hard.  If  water 
then  follows  the  ground  alongside  the  flume  it  will  be  turned  into  it 
wherever  such  obstructions  are  met.  The  flume  boxes  should  be 
not  more  than  sixteen  feet  long.    Ten  feet  makes  the  best  length. 

When  surface  water  is  taken  underground  it  is  a  source  of 
expense  and  causes  trouble  whenever  the  conduit  is  choked.  There- 
fore, keep  it  as  long  as  possible  on  the  surface  and  arrange  the 
drainage  system  so  the  streams  will  be  divided  at  every  street  inter- 
section and  sent  in  different  directions  to  guard  against  too  great 
an  increase  in  flow  and  consequent  difficulty  in  handling. 

Much  of  the  rain- fall  is  absorbed  as  it  falls.  As  a  town  becomes 
more  closely  built  over  and  the  area  of  paved  streets  increases,  a 
less  quantity  of  water  is  absorbed  and  proper  underground  conduits 
must  be  provided  for  drainage.  When  the  town  becomes  a  city  then 
a  portion  of  the  sewerage  system  will  have  to  be  of  large  sewers, 
sufficient  in  size  to  take  care  of  surface  and  subsoil  water,  in 
addition  to  the  sewage.    This  is  discussed  in  the  next  chapter. 

The  slope  of  the  streets  and  the  crown  placed  on  them  form 
part  of  the  drainage  system  of  every  town.  In  carrying  the  water 
across  the  streets  it  must  go  underground.  It  is  not  good  to  have  a 
gutter  continue  across  a  street  intersection  with  a  bridge  over  it,  or 
a  culvert  only  fifteen  or  sixteen  feet  long  under  the  roadway.  It 
is  not  nice  looking,  nor  convenient  or  healthful. 

In  some  text-books  on  roads  and  municipal  work  the  authors 
condemn  the  practice  of  having  a  small  catch  basin  at  the  end  of 
a  block  with  a  pipe  across  underneath  the  intersecting  street.  The 
writer,  however,  has  built  them  that  way  and  found  no  objection 
to  their  use.  Sometimes  nothing  else  can  be  done.  In  irrigated 
sections,  where  small  ditches  flow  in  the  gutterways,  it  is  the  only 
way  water  can  be  carried  across  a  street. 

In  such  cases,  the  benefit  of  a  sidling  street  is  great.  A  dif- 
ference of  one  foot  in  elevation  between  curbs  is  seldom  noticeable 
without  an  instrumental  determination,  while  it  does  permit  of 
easy   drainage. 

The  depth  the  pipe  is  placed  below  the  surface  depends  upon  the 
material.     There  should  be  not  less  than  one  foot  of  sand  on  top ; 
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should  "be  abolished  and  a  simple  inlet  provided,  with  a  running  trap 
zi  the   lower  end,  the  inlet  pipes  to  terminate  in  manholes. 

The  writer  has  raised  storms  of  protest  in  places  where  he  has 
advocated  this.  His  only  answer  has  been  to  refer  the  objectors 
to  the  street  or  sewer  cleaning  departments  for  figures.  It  has  been 
found  that  in  the  majority  of  cities  little  attention  is  paid  to  thor- 
ough cleaning  of  silt  wells  and  catch  basins  because  of  the  great 
«per.se  involved.  The  most  that  is  done  is  to  poke  an  opening 
under  the  trap  when  the  basin  is  obstructed  during  a  storm. 

The  usual  form  of  basin  is  a  square  or  circular  well  of  brick 
°r  concrete  with  a  pipe  leaving  it  near  the  top.  A  brick  or  concrete 
wall,  or  metal  plate,  as  a  partition  across  the  well  at  the  top,  the 
bottom  of  the  partition  being  a  few  inches  lower  than  the  bottom 
°f  the  pipe,  forms  a  trap. 

The  dirt  is  washed  into  the  basin  with  the  water  and  is  sup- 
posed to  remain  in  the  bottom  while  the  water  goes  under  the  trap 
waH  through  the  pipe  into  the  sewer.  When  the  cleaning  of  the 
catch  basin  or  silt  well  is  omitted,  or  is  an  infrequent  occurrence, 
the  dirt  from  only  the  first  storm  is  retained  in  the  basin.  The  dirt 
"i  after  storms  goes  to  the  sewers. 

If  the  sewers  are  designed  with  a  minimum  flow  of  three  feet 
per  second  they  will  carry  the  material  to  the  point  of  disposal.  If 
it  has  to  be  dredged  and  taken  away  from  time  to  time,  dredging  is 
cheaper  than  shoveling  into  wagons  and  hauling  away. 

A.  simple  inlet  therefore  on  streets  having  good  impervious 
pavements,  with  a  running  trap  near  the  sewer,  serves  all  the 
purposes  of  an  efficient  inlet. 

The  writer  is  anxious  to  collect  all  the  information  he  can 
on  this  subject  of  catch  basin  and  silt  well  cleaning  and  will 
appreciate  all  data  sent  him.  Readers  will  please  bear  this  in 
mmd  when  annual  reports  are  issued.  If  any  reader  cares  to  investi- 
gate conditions  in  his  own  town  and  report  to  the  writer,  such 
kindness  will  be  gratefully  acknowledged. 

Before  leaving  this  subject  the  writer  wishes  to  add  that  such 
practice  is  only  advisable  where  the  sewers  permit  the  material  to 
be  carried  readily  to  the  point  of  disposal.  They  must  have  suf- 
ficient grade  to  always  have  a  self-cleansing  flow  and  must  be  in 
good  condition,  The  practice  of  having  the  street  refuse  go  directly 
into  the  sewers  should  not  be  allowed  where  it  is  possible  to  clean 
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the  streets  by  some  cheap  method  and  where  catch  basins  can  be 
kept  clean  at  low  cost.  If  the  sewers  are  properly  designed  for 
such  work  it  will  be  found  that  the  cost  of  keeping  them  clean 
will  be  less  than  the  extra  cost  of  cleaning  streets  and  catch  basins 
with  shovels  and  teams. 

Silt  wells,  where  used,  should  always  have  a  metal  bucket  a  few 
inches  in  diameter  smaller  than  the  well.  Lying  on  the  top  rim  there 
should  be  a  cone  shaped  ring  having  the  largest  diameter  a  trifle 
smaller  than  the  well  and  the  smallest  end  a  trifle  smaller  than  the 
diameter  of  the  top  of  the  bucket.  This  will  prevent  material  fall- 
ing between  the  bucket  and  the  sides  of  the  well  to  bind  it  in 
place.  When  the  ring  is  lifted  ihe  bucket  can  easily  be  hoisted  and 
emptied  into  a  wagon.  The  bottom  of  the  well  can  then  be  cleaned 
and  the  bucket  and  ring  replaced. 
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Many  forms  of  inlet  covers  are  on  the  market  and  it  will 
seldom  pay  an  engineer  to  get  up  plans  for  a  local  foundry,  for  the 
manufactured  article  can  be  shipped  anywhere  the  freight  rates  are 
not  excessive.  Where  the  freight  rates  make  it  costly  to  buy  from 
factories  the  engineer  can  design  inlet  covers  for  the  local  foundry 
to  make. 
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*t.    is  usual  to  place  the  inlet  on  the  curve  of  the  curb  half 

way     between   the  cross   walks.     This   means  carrying  the   gutter 

around  the  corner  and   makes   a  depression   for   wheels   to  settle 

into  when  a  vehicle  is  rounding  the  corner. 

The  writer  prefers   to   have   a   vertical   inlet   grating  at  each 

cross    walk   and   a  pipe   following  the  curb  to   a   point   half   way 

between  the  cross  walks.    At  this  point  the  two  pipes  can  meet  in 

a  well  having  an  iron  grating  cover.     From  this  well   an  outlet 

P*Pe  can  run  to  the  manhole  in  the  center  of  the  street  intersection. 

Even  if  a  silt  well  is  not  located  here  it  is  a  good  idea  to  have  a 

chamber  admitting  of  easy  inspection  and  with  the  bottom  shaped 

t0  permit  of  a  proper  junction  of  flow. 

With  such  an  arrangement  at  street  intersections  all  cross  walks 

can  go  over  the  gutters  on  a  level  with  the  curb  and  the  gutter 

around  the  corners  need  be  only  three  or  four  inches  high,  simply 

enough  to  assist  in  guiding  a  wheel  if  a  vehicle  comes  too  close. 

Such  a  street  intersection  looks  well  if  the  curbs  are  joined  on  a 

circle  of  large  radius. 

Wood  is  a  material  often  used  for  first  temporary  underground 

^ains.    Wooden  boxes  should  be  square  and  set  on  edge,  making 

a  diamond-shaped  conduit.     This  is  a  good  form  that  will  always 

Rave  a  self -cleansing  flow. 

The  use  of  wood  is  justified  when  the  town  needs  the  drains 

tadly  and  is  short  of  funds.     It  is  justified  when  it  is  impossible 

|°  Predict  the  direction  or  extent  of  future  growth  of  population 

in  a  town  likely  to  be  subject  to  periods  of  boom  growth,  and  the 

Section  and  location  of  main  drains  may  be  subject  to  change 

Wood  should  not  be  used  when  sewage  is  carried.     Neither  should 

n  °e  used  when  a  pipe  twelve  inches  or  less  in  diametei    will  do 
the  Work. 

Vitrified  pipes  are  most  commonly  used.  When  put  less  than 
"ve  feet  in  the  ground  they  should  be  of  double  strength.  Pipes 
UP  to  three  feet  in  diameter  can  be  obtained  from  almost  all  manu- 
facturers. They  are  smoother  and  have  greater  capacity  than  brick 
sewers  of  equal  diameter. 

Brick  is  generally  cheaper  than  vitrified  pipes  in  all  diameters 
exceeding  thirty  inches.  Ordinary  house  brick  should  not  be  used, 
however.  Use  only  vitrified  or  clinker  brick  for  the  lower  half 
and  a  good  hard  brick  for  the  upper  half.    The  thickness  of  brick 
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sewers  up  to  three  feet  in  diameter  may  generally  be  one 
brick    (414    inches),   although    some   engineers    use   two   ringfS 
all  sewers  over  two  feet  in  diameter.     From  three  to  six  feet, 
rings  generally  suffice.     Three  rings,  up  to  eight  feet.    Four     «" 
up   to  ten   feet,   and   generally   one   additional   ring   for   eacH 
inches  or  less   increase'  in   diameter. 

Concrete  was  once  used  for  sewers  and  drains,  but  fell  into 
favor.     Within  the  past  live  years  it  has  come  again  to  the  iro 
thL  time  to  stay.    More  is  known  of  concrete  today  and  better   *v 
is  done    with  better  materials  than  was  the  case  thirty  years 
Concrete  sewers  l>uilt  in  place  are  not  so  good  as  those  built  or* 
h?nk    and    lowered    into    place    when    thoroughly    seasoned, 
interior   of   a   concrete    sewer    is    theoretically   smoother   than 
interior  of  a  brick  sewer,  but  if  constructed  in  place  with  remov- 
forms   it   is  not  always   possible  to  get  good  workmanship.     CZ> 
tractors  do  not  like  to  build  them,  for  it  is  a  gamble  moving' 
forms. 

The  writer  prefers  for  concrete  sewers  to  have  them  built 
the  bank  and  placed  in  position  in  sections  after  thorough  cu^" 
or  to  build  the  lower  half  of  well  cured  blocks  and  the  upper  J" 
on  forms.     The  forms  should  be  left  in  place  a  long  time  and  cr 
siderable  tilling  should  be  in  place  a  few  days  before  the  forms 
removed.     In  this  respect  brick  sewers  have  an  advantage,  for 
forms  can  be  removed  almost  immediately  after  the  last  brick  is»- 
place  and   settling   is  taken   care  of   in  the  joints. 

Brick  sewers,  however  are  inferior  to  properly  construe^ 
concrete  sewers  in  other  respects  and  the  bricklayers'  unions  ^ 
becoming  so  hard  to  deal  with  that  the  writer  believes  brick  sew^ 
are  apt  to  almost  disappear  in  a  few  years. 

An  empirical   rule   for   the  thickness  of  concrete  sewers  is 
make  the  minimum  thickness  five  inches  when  no  steel  reinfor* 
inent  is  used  and  four  inches  when  it  is  used.     For  sewers  not  re ' 
forced  the  thickness  should  be   in  inches  equal  to  the  diameter 
feet,  plus  one  inch.     For  reinforced  sewers  the  thickness  should 
in   inches  equal    to  the  diameter   in   feet,  minus  half  an   inch,  (t 
regard    being    paid    to    the    minimum    thickness    above    mention* 
The  reinforcement  around  the  pipe  should  be  equal  in  area  to  o 
per  cent  of  the  area  of  the  concrete,  taking  a  longitudinal  sect  in 
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i**e  longitudinal  reinforcement  should  be  one-third  of  one  per  cent 
°*  the  area  of  the  ring  or  cross  section.  However,  for  larger 
*^  *rers  careful  calculations  should  be  made. 

When  the  word  sewers  is  used  drains  of  course  are  understood 
*°r  the  foregoing  matter  relates  to  both. 


SEWERAGE. 


Sewerage  generally  waits  until  water  supply  has  been  attended 
*°-  Modern  sewerage  systems  contemplate  water  carriage  of  wastes 
and  if  the  town  has  no  public  water  supply  sewers  are  not  needed. 
drains  are  all  the  people  need. 

The  subject  of  sewerage  can,  however,  be  as  well  taken  up  after 
drainage  as  to  wait  until  water  supply  is  discussed. 

At  the  time  the  plan  for  surface  drainage  is  prepared,  plans  for 

a   sewer  system  should  likewise  be  adopted.     It  should  not  be  a 

latter  of  haphazard  growth,  but  should  be  gone  at  properly.    Be-. 

cause  a  complete  plan  is  prepared  it  does  not  mean  it  will  all  be 

c°nstructed  at  one  time,  but  simply  that  as  sewers  are  put  in  they 

W*U   be  of*  the  right  size  and  put  in  the  right  place.    In  a  growing 

Place  the  work  is  never  complete,  but  sewer  building  is  going  on 

a"     the  time.     Plans   prepared   must   take   this    into   consideration. 

^terals  can  generally  be  planned  of  the  right  size,  but  the  mains 

Wl*l  be  rebuilt  or  replaced  by  larger  ones  as  the  city  grows.    Having 

?°rHphte  plans  in  advance  fixes  the  lines  of  the  main  drainage  and 

,nsures  economy.     As   the   grades   on    streets   govern    location   of 

*^i*is  as  well   as   sewers,   a   complete   plan   at   the  beginning  of 

Allgs  shows  where  it  will  be  possible  to  keep  surface  water  and 

^^crage  separate  and  where  it  will  be  best  to  combine  them. 

It  has   unfortunately  happened   many   times   that   for   lack  of 

Proper  attention  to  this  matter  of  getting  plans  early  many  private 

^ewers  have  been  built  by  well-to-do  people.    When  a  proper  plan 

,8  at  last  prepared  it  has  been  found  impossible  to  use  these  sewers 

ln    a'  general  system  and  expensive  lawsuits  and  vexatious  delays 

^suited. 

Vested  interests  always  cause  trouble.    If  a  good  plan  for  sewer- 
•fc*  and  drainage  had  been  prepared  early  enough  the  private  sewers 
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could  have  been  constructed  in  a  manner  and  in  locations  s 
factory  to  the  council,  and  when  a  public  system  was  installed 
could  have  been  purchased  and  thus  been  a  benefit  instead  of  a  dr. 
back  when  the  city  got  around  to  that  part  of  the  work. 

The  term  "sanitary  sewers"  is  applied  to  small  pipe  system*115 
designed  to  carry  off  household  wastes  alone,  without  surface  or  s«-**" 
soil  water.  Such  a  system  is  also  known  as  the  "separate"  syst^111 
of  sewerage.  It  is  the  only  system  to  use  in  very  small  plac^s 
and  can  in  fact  be  kept  apart  from  a  storm  water  system  until  a 
city  is  quite  large. 

An  ideal  method  of  sewering  and  draining  cities  is  to  ha"*^c 
two  distinct  systems,  one  for  sewerage  and  one  for  drainage.  Tr»"*s 
is  costly,  however,  when  a  certain  limit  in  sizes  of  mains  is  readier  ^^ 
so  when  a  point  is  reached  in  the  devolpment  of  a  city  requiri*"*£ 
the  drainage  water  to  be  taken  underground  the  combined  syster^11 
should  be  installed. 

By  keeping  the  surface  water  in  gutters  for  as  long  a  time  ^s 
possible,  a  distinct  saving  in  sewer  construction  is  effected,  ^^y 
having  two  entirely  separate  systems  many  expedients  can  t^ 
adopted  to  save  cost.  Storm  water  sewers  are  large  and  are  or*  *y 
needed  when  a  storm  comes.  They  can,  therefore,  be  placed  ^* 
shallow  depths.  The  writer  installed  one  system  by  making  shallc^^ 
semi-circular  conduits  inside  the  curb  line  and  sidewalks  w 
built  over  them.  At  regular  intervals  gratings  placed  in  the  cu 
admitted  water  to  the  storm  sewers. 

A  small  place  contemplating  the  building  of  a  combined  syst.^**1 
at  the  start  may  go  without  sewers  for  many  years,  for  la  "***?* 
sewers  cost  money. 

In  planning  sewers  for  a  sanitary  system  it  is  necessary  to  h^^e 
the  pipes  large  enough  to  flow  half  or  three-quarters  full  witto     a 
velocity  of  about  two  and  one-half  to  three  feet  per  second.    Tb^ 
will  then  keep  themselves  clean.     If  built  of  too  large  a  size    *c 
carry  a  flow  of  constant  depth  at  the  proper  velocity  the  sedime**  t 
in  the  sewage  will  be  gradually  deposited  until  the  sewer  is  chok^* 
A  small  channel  is  left  at  the  top,  sufficient  in  size  to  carry  the 
constant  flow  and  no  more.    If  this  sewer  is  intended  to  carry  ston*1 
water    it  will  be   found   to   be   choked   with   decaying  matter  an</ 
refuse  when  the  storm  comes  and  the  street  is  flooded  until  the 
sewer  is  cleaned. 
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In  addition  to  the  choking  up  of  the  drain  and  thus  rendering 
it   unfit  for  its  purpose   as   a  storm   drain,   the  continual   deposit 
of  excremetitious  matter  is  a  menace  to  health.     The  large  empty 
spaces  invite  accumulations  of  noxious  gas,  and  odors,  annoying  in 
every  way,  get  out  into  the  open  air.     It  is   commonly  believed 
that  a  sewer  can  not  be  too  large,  but  more  trouble  is  caused  by 
sewers  too  large  than  by  those  barely  large  enough  which  occa- 
sionally prove  too  small  in  time  of  big  storms.     A  small  sewer  is 
annoying   once   in   a   while    and    occasionally    causes    damage    to 
Property  by  reason  of  its  inability  to  carry  off  a  large  rush  of  water 
in  a  short  time.    A  sewer  too  large  is  always  dangerous,  not  alone 
to  the  pocketbook  but  to  health. 

When  sewers  become  choked  it  is  usual  to  flush  them  with 

a  hose  attached  to  the  nearest  hydrant.    Take  a  15-inch  pipe  as  an 

Sample.    Disregarding  decimals,  the  area  is  177  square  inches.    The 

area  of  a  stream  of  water  from  a  2^-inch  hose  is  5  inches.     For 

pushing  purposes  it  is  useless.    If  there  are  no  flush  tanks  on  the 

lne  a  wagon  is  sometimes   used.     Such   a   wagon   usually  has   a 

fcnic  containing  from  six  hundred  to  one  thousand  gallons  of  water 

and    ^jm  a  twelve  or  fifteen  inch  opening  at  the  bottom  with   a 

aP    cover.     This  wagon  is  driven  over  a  convenient  manhole  and 

.  e    flap  opened.    The  water  goes  in  with  a  rush  and  such  flushing 

,s  r^^lly  efficient  for  some  distance. 

The    minimum    grade    has    already    been    referred    to    as    one 
ufficiient  to  produce  a  velocity  of  from  two  and  one-half  to  three 
flee*-      per  second.     A   lighter   grade   will   produce   such   a   sluggish 
that  solid  matters  can  not  be  moved  and  so  remain  to  clog 


flo^- 


e      pipe.     Too  steep  a  grade  produces   so  rapid  a  flow  that  solid 

"l^^ers  often  are  stranded  because  the  flow  is  not  deep  enough  to 

°^t    them.     Either  extreme  is  bad.     A  maximum  velocity  should 

^.bout  eight   feet.     When  the  grade  of  the  street  is  such  that 

a  ^**eater  velocity  will  be  obtained  the  sewer  should  be  run  on  a 

Sr^*ie  to  secure  not  more  than  five  feet  per  second  and  when  it 

8c^s    too  near    the   surface   drop   a   manhole   to    a   greater   depth 

an*i    start  another  section  of  sewer  from  the  bottom  of  it.     This 

^Pping  of  the  sewer  down  hill  can  be  accompalished  by  vertical. 

^r°ps  in  manholes  or  by  the  use  of  tumbling  chambers,  where  the 

sewage  falls  over  a  flight  of  stone  or  concrete  steps. 

In  the  separate  system  small  pipes  must  be  used  and  it  often 
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happens  that  a  three  or  four  inch  pipe  would  be  amply  sufficient  for 
the  work.  Such  small  pipes,  however,  choke  too  easily  and  are 
difficult  to  clean.  Therefore,  the  smallest  size  should  be  six  inches. 
The  writer  has  found  from  experience  that  it  is  unwise  to  make  any 
line  of  six  inch  sewer  more  than  six  hundred  feet  long.  The  late 
Colonel  Waring  was  an  extreme  advocate  of  six-inch  pipes  and 
has  left  hi9  impress  upon  the  minds  of  many  text  book  compilers. 
His  real  argument  was  economy.  The  difference  in  cost  between 
a  six  and  eight  inch  pipe  is  small  and  the  cost  of  excavation,  laying 
and  backfilling  in  each  case  is  the  same.  For  the  slight  difference, 
the  eight  inch  pipe  is  preferable. 

Until  the  population  has  grown  sufficiently  to  keep  a  constant 
cleansing  flow  in  the  pipes  a  flush  tank  is  a  necessity  in  some 
localities.  Flush  tanks  are  generally  considered  a  necessity  in 
separate  systems. 

A  flush  tank  should  be  capable  of  discharging  from  60  to  300 
gallons  of  water  in  less  than  one  minute  into  a  sewer  and  should 
be  adjusted  to  discharge  at  least  once  each  day.  There  are  many 
patterns  on  the  market.  In  general  their  advantages  may  be  summed 
up  as  follows:  The  sudden  discharge  of  a  large  volume  of  water 
into  a  small  pipe  momentarily  compresses  the  air  in  front  and 
forces  it  out  at  every  opening. 

This  creates  a  temporary  vacuum  which  is  filled  with  fresher 
air  from  the  outside  and  thus  simplifies  the  question  of  ventilation. 
The  frequent  volumes  of  cool  water  thrown  in,  together  with  the 
consequent  changing  of  th>  air  tends  to  keep  the  temperature  of 
the  sewer  at  a  safe  point.  Disease  germs  can  not  multiply  to  any 
extent  in  a  temperature  less  than  sixty  degrees  Fahrenheit,  and 
the  ordinary  temperature  Dt  a  sewer  seldom  falls  below  sixty 
degrees.  Flush  tanks,  therefore,  serve  a  useful  purpose  by  cooling 
the  sewers  to  some  degree  and  by  making  a  steady  temperature 
impossible. 

Articles  occasionally  become  stranded  in  a  sewer  and  the  sudden 
discharge  of  water  in  large  quantities  into  the  pipe  starts  them 
to  moving  This  tendency  of  sewers  to  fill  up  until  they  obtained 
a  cleansing  flow  was  the  primary  reason  for  the  adoption  of  flush 
tanks.  The  other  benefits  were  noticed  after  they  were  in  common 
use.     In    all    sanitary    sewers    having   a   slow    velocity    of   flow    a 
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confervoid  growth  attaches  itself  to  the  sides  just  below  the  line  of 
constant  flow.    The  flush  tank  helps  loosen  this  growth  also. 


"J9  Shape  Sewer. 


/7  strong  form  of 
COncfu/'/ //?  genera/  use. 


/r?specf/or?  /?o/es  —a/so 
ca//etf  /.Qrr?p  /?o/es  -  &re  <?/so 

oocasfono//y  set  en  a  stent  from 
a    Y  /nsfeac/  of  a  7~. 


.Q     //?spec//o/7  Hole 


*n  a  sanitary,  or  separate  system,  manholes  are  placed  at  the 
end  of  each  block  and  at  #ie  junctions  of  sewers  and  at  changes 
ln  grade.  They  are  thus  frequently  six  or  seven  hundred  feet 
?part.  Inspection  holes  are  often  placed  between  manholes.  They 
are  simply  pipes  terminating  a  foot  or  so  below  the  surface  and 
arranged  so  they  can  be  opened  to  inspect  the  sewer  if  a  stoppage 
occurs.  Sometimes  the  inspection  holes  are  placed  at  an  angle  for 
lne  easy  introduction  of  a  rod  for  cleaning.     As  sanitary  sewers 
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are  not  intended  to  carry  silt  or  heavy  solids  a  saving  can  be 
made  in  manholes.  No  catch  basins,  inlets  or  silt  wells  are  needed 
on  the  streets.  Occasionally  roof  water  is  admitted  to  them  with 
the  idea  of  giving  them  a  thorough  cleansing  in  time  of  storm.  The 
introduction  of  rain  water  should  be  carefully  regulated,  however, 
or  the  sewer  system  may  be  taxed  to  do  its  work. 

A  surface  drainage  system  requires  manholes  and  so  does  a 
combined  system  at  frequent  intervals.  Where  the  grade  of  a 
street  is  less  than  3  per  cent  (three  feet  in  one  hundred  feet)  man- 
holes should  be  placed  about  one  hundred  and  fifty  feet  apart.  Or 
a  five  per  cent  grade  they  can  be  five  hundred  feet  apart.  For  ease 
and  convenience  of  cleaning,  however,  they  should  never  be  more 
than  three  hundred  feet  apart  on  sewers  more  than  twelve  inches 
in  diameter. 

In  putting  down  a  sewer  system  attention  should  be  paid  tc 
depth.  For  a  residence  district  the  depth  should  be  such  tha 
cellars  can  be  readily  drained.  Therefore,  in  making  a  survey 
it  is  well  to  take  elevations  on  the  floors  of  all  houses  and  measur- 
the  depth  of  the  cellar.  The  sewer  should  be  deep  enough  to  allov 
a  drop  of  one  foot  in  one  hundred  feet  from  the  bottom  of  th- 
cellar  to  the  top  of  the  sewer.  When  profiles  are  made  of  street 
the  profile  of  the  bottoms  of  cellars  should  be  marked  also.  It  wil 
generally  be  sufficient  to  allow  a  depth  of  seven  feet  below  th 
street  grade  for  the  tops  of  sewers  in  residence  districts  and  - 
depth  of  at  least  ten  feet  in  business  districts.  A  depth  of  twelv 
feet  is  better  in  a  business  district.  Sometimes  in  flat  sections  ther 
is  a  discussion  as  to  whether  to  put  in  a  long  sewer  on  a  slighi 
grade  or  construct  several  outlets  with  many  short  mains  and  shor 
laterals.  Such  matters  had  better  be  left  to  the  engineer  who  plan 
the  system,  presuming,  of  course,  that  he  has  been  selected  for  hi 
proven  ability  in  such  work.  Baumeister  says:  "In  general,  th 
question  of  a  system  of  complicated  sewers  is  not  solved  by  layinj 
a  number  of  equally  important  lines,  but. by  leading  the  drains  to  - 
common  center.  It  is  cheaper  to  build  a  single  system  of  *i- 
capacity  than  n  systems  of  x  capacity." 

In  the  separate  as  well  as  in  the  combined  system  all  sewer 
should  summit  at  manholes  in  order  to  provide  ventilation.  If  - 
dead  end  can  not  be  avoided  it  is  a  good  plan  to  have  a  manhol* 
or  inspection  hole  there  with  a  perforated  cover.     Underneath  th< 
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cover  a  pan  should  be  suspended  to  catch  dirt  and  dust.  Sometimes 
ail  iron  pipe  connects  the  end  of  the  sewer  with  a  leader  up  the 
side  of  a  house  to  get  a  high  altitude  in  order  that  the  warm  sewer 
air  in  ascending  will  create  a  current  throughout  the  system. 

Today  in  many  states  the  laws  forbid  the  pollution  of  streams 
with  raw  sewage.  This  calls  for  some  preliminary  treatment  and 
as  it  costs  money  and  the  filter  beds,  etc.,  occupy  considerable 
area  it  is  advisable  to  reduce  the  amount  of  sewage  to  a  minimum. 
Hiis  is  another  argument  in  favor  of  the  separate  system. 

However,  the  liquids  can  sometimes  be  separated  satisfactorily 

and  therefore  it  is  not  necessary  to  run  two  systems  side  by  side 

•  iter  the  constant   flow   of  sewage   is   large  enough   to   half   fill   a 

nvelve-inch  pipe.     An  egg-shaped  sewer  can  be  built  with  a  section 

sroall  enough  at  the  bottom  to  carry  the  constant  flow  of  sewage  and 

e  toP  afford  space  for  the  rush  of  storm  water.    The  egg-shaped 

sewcr  should  be  laid  at  a  grade  which  will  give  the  smaller  section 

c/eansing  velocity  when  flowing  six  inches  deep.     This  gives  also 

se*ver  that  a  man  can  enter  to  clean  when  necessary.     The  limit 

s,*e  of  an  egg-shaped  sewer  may  be  said  to  be  about  ten  feet 

eiSht    After  a  sewer  of  greater  capacity  is  required  the  circular 

l0n  can  be  resumed  or  the  horseshoe  section  adopted. 

^t  a  point  where  it  is  desired  to  separate  the  sewage  from  the 

"**    water  a  separator  can  be  placed  and  the  storm  water  taken 

^  usual  place  of  disposal  while  the  sewage  goes  to  the  treatment 

r^s.    Such  a  separating  chamber  provides  for  taking  care  of  all 

^ater  flowing  to  a  certain  depth  in  a  sanitary  sewer.     When 

e>c^eeds  this  depth  the  surplus  flows  away  in  the  storm  sewer. 

e   fatter  is  generally  arranged  by  providing  for  a  certain  amount 

^lution  of  the  sewage.     This  may  be   taken   at  from  three  to 

f*      That  is,  when  the  volume  flowing  in  the  sewer  exceeds  the 

*"*ary  flow  three  or  four  times  the  excess  can  be  taken  away  in  an 

over«w 

Sewers  should  be  so  laid  that  the  bottoms  of  house  connections 

^r  at  the  middle  of  the  sewer.     This  permits  a  flow  of  half  the 

.^*H,  without  eddies  that  would  otherwise  be  caused  by  the  side 

piP^s.    jn  connecting  two  sewers  of  different  diameter  it  is  custo- 

™ary  to  have  the  tops  inside  at  the  same  elevation.    This  prevents 

e^Osits  in  the  smaller  sewer   when  the  larger  sewer  is   flowing 

eeP«    All  junctions  of  sewers  should  be  made  in  manholes  and  the 
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bottoms  should  be  shaped  to  the  bottoms  of  the  sewers  and    ^'/1,1 
curves  having  a  radius  equal  to  about  twice  the  diameter  of  the  &'t1 
tering  pipe.     House  connections  should  always  be  made  by  "wye^ 
attached  to  the  pipes  at  an  angle.     No  connections  at  right  angl^ 
should  be  permitted.    An  inspector  for  the  city  should  inspect  ever)' 
connection  made. 

Sewers   need   cleaning   at    intervals   even    when   equipped  with 
flush  tanks.    The  cleaning  should  be  done  in  the  fall  before  winter 
rains   and    snows   commence   and    in    the   early   spring   before   the 
April  rains.     Some   lines  will   be  found  always  clean   so  they  can 
be  omitted.     Sewers  large  enough   for  a  man  to  enter  are  cleaned 
with  scrapers  and  shovels,  the  material  being  taken  up  the  manholes 
in  buckets  and  put  in  wagons  to  carry  away.     Sometimes  they  are 
"hydraulicked"  by  pushing  a  hose  through  while  it  is  flowing  under 
heavy  pressure  from  a  hydrant  or  fire  engine.    The  process  of  clean- 
ing a  system  should  commence  at  the  lower  end  and  proceed  toward 
the   last   lateral.     Then    the    system    should   be    gone   over    again. 
This  time  commencing  at  the  top  and  working  down  to  clear  out  all 
accumulations. 

Small  pipe  sewers  are  sometimes  cleaned  by  putting  in  a  wooden 
ball  having  a  diameter  a  little  less  than  that  of  the  pipe.  This 
ball  floats  until  it  meets  an  obstruction  when  it  is  stopped  and  the 
water  dammed  up  until  enough  accumulates  to  force  the  obstruction 
on  or  wash  it  out. 

Sometimes  a  scraping  is  necessary  in  pipe  sewers,  especially 
when  there  is  a  heavy  confervoid  growth.  A  small  wooden  float, 
weighted  so  it  will  remain  an  inch  or  so  beneath  the  surface  is 
attached  to  a  string  and  dropped  down  an  inspection  hole  or  man- 
hole. It  floats  to  the  one  below  where  an  attendant  catches  it 
and  then  a  small  rope  is  tied  to  the  string  and  hauled  through.  A 
heavier  rope  is  attached  to  this  and  when  the  man  at  the  lower  end 
has  one  end  of  the  rope  the  scraper  is  attached  to  the  other  end 
and  dragged  through.  A  string  is  tied  to  the  end  of  the  scraper 
so  the  rope  can  be  again  hauled  through  without  having  to  work 
the  float  a  second  time.    The  scraper  should  go  through  twice. 

The  writer  has  used  as  a  scraper  a  heavy  chain  several  feet 
long.  The  first  three  or  four  feet  has  steel  wire  twisted  in  erch 
link  until  it  resembles  a  bottle  cleaning  brush.  The  long  part  of  the 
chain  dragging  behind  loosens  silt  in  the  bottom.     By  hauling  the 
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chain  down  the  sewer  it  helps  dam  the  sewage  and  the  pulling  is 

comparatively   light.     As  the   material    in   the  bottom   is   loosened 

the    extra  rush  of  water  helps  clean  it  out.     The  passage  of  the 

scraper  is  bound  to  force  some  material  into  the  house  connections. 

If  it  goes  in  the  direction  of  the  flow  this  will  not  be  so  serious  as 

if    it  were   dragged   against   the   current.     After   the   scraper   goes 

through  a  gunny  sack  filled  with  hay,  excelsior  or  shavings  .should 

be  pulled  through. 

Then  the  water  in  all  the  houses  along  the  line  should  be  turned 
on  to  clear  out  the  obstructions  in  the  connections. 

When  going  over  the  system  the  second  time  from  the  top  to 
the  outlet  the  chain  can  be  inside  the  sack.  If  sand  deposits  in 
the  sewer  the  scraper  should  be  simply  a  long  heavy  chain  and  it 
should  be  hauled  through  several  times,  both  with  and  against 
the  current. 

There  are  many  sewer  cleaning  devises  now  on  the  market  and 
it  will  pay  to  investigate  them  if  any  trouble  is  encountered.  Some- 
times jointed  rods  are  used  and  they  are  very  convenient. 

In  March  and  April,  1904,  the  Sanitary  Section  of  the  Boston 
Society  of  Civil  Engineers  held  a  discussion  on  "The  Cleaning 
and  Flushing  of  Sewers."  The  full  discussion  was  printed  in  the 
October,  1904,  number  of  the  Journal  of  the  Association  of  Engineer- 
ing Societies.  Copies  can  be  procured  from  the  Secretary  of  the 
Association,  Boston,  Mass.  The  same  number  contains  a  paper  on 
"The  Disposal  of  Municipal  Refuse."  The  copy  of  the  Journal  re- 
ferred to  costs  twenty-five  cents  and  it  is  worth  several  times 
that  price  for  the  opinions  and  experience  of  the  twenty-five  eminent 
engineers  who  took  part  in  the  discussion  generally  come  higher. 

SEWER  CONNECTIONS. 

After  a  sewer  system  is  constructed,  it  is  a  source  of  consider- 
able expense  unless  care  is  taken  to  regulate  connections.  Plumbers 
and  drain-layers,  if  left  alone,  have  a  happy-go-lucky  way  of  con- 
necting houses  to  the  sewers  in  the  streets.  If  properly  looked 
after  no  harm  is  done.  The  following  ordinance  from  Havre, 
Mont,  (prepared  by  C.  W.  Swearingen,  city  engineer),  is  a  good  one 

towns  and  cities  of  less  than  10,000  inhabitants.     Ii.  is  simply 
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a  drain-laying  ordinance,  and  does  not  touch  upon  matters  properly 
contained  in  a  plumbing  ordinance: 

An  Ordinance  to  Regulate  the  Construction,  Al- 
teration and  Repair  of  Sewers  and  House 
Drains  in  the  City  of  Havre,  Montana. 

Be  it  Ordained  by  the  City  Couneil  of  the  City  of 

Havre,  Montana: 

Section  I — Supervision.  The  construction,  re- 
pair and  maintenance  of  all  sewers,  drains,  and 
cess  pools,  whether  public  or  private,  shall  be 
under  the  supervision  and  control  of  the  city 
engineer. 

Section  IT — License.  No  person,  firm  or  cor- 
poration shall  engage  in  or  conduct  the  business 
of  sewer  connecting  and  house  draining,  or  ex- 
cavate any  trenches  for  sewer  pipe  or  open,  un- 
cover, or  in  any  manner  make  connection  with,  or 
lay  any  sewer  or  drain,  or  attach  to,  modify  or 
repair  any  appurtenances  to  sewer  connections 
with  the  sewer  in  the  streets  or  alleys  or  with  any 
private  sewer  or  drain  in  the  city  of  Havre  with- 
out holding  the  proper  license  for  such  work 
from  the  City  Council  of  the  city  of  Havre, 
Mont.,  excepting  only  persons  operating  under 
special  contract  with  the  city  for  such  work. 

Section  III — Application  for  License.  The  ap- 
plication for  license  shall  be  presented  to  the  City 
Council  and  endorsed  by  the  city  engineer;  and 
no  person,  firm  or  corporation  shall  receive  such 
license  who  does  not  have  an  established  place 
of  business  within  the  corporate  limits  of  the  city 
of  Havre,  and  who  shall  not  first  have  furnished 
the  city  engineer  satisfactory  evidence  of  his  or 
their  responsibility  and  qualifications  to  ply  their 
trade  in  acordance  with  the  requirements  of  this 
ordinance  and  the  engineer's  rules  for  the  conduct 
of  such  work. 

Section  IV — Bond.  After  favorable  action  by 
the  City  Council  granting  a  license,  and  before 
the  same  shall  be  issued,  the  applicant  or  appli- 
cants shall  file  with  the  city  clerk  a  bond  in  the 
sum  of  fifteen  hundred  dollars  ($1,500),  which 
bond  shall  be  approved  by  the  mayor  and  the 
city  attorney,  conditioned  upon  the  protection  of 
the  city  of  Havre  against  all  loss  or  damage 
which  may  occur  on  account  of  such  licensee 
through  any  carelessness  or  negligence  in  either 
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the  execution  or  protection  of  his  work,  or  by 
reason  of  any  unfaithful  or  inadequate  work  done 
by  such  person,  firm  or  corporation,  or  by  his 
or  their  employes,  and  that  said  licensee  as 
such  will  also  conform  to  the  conditions  and 
requirements  of  the  city  for  his  or  their  govern- 
ment, or  in  default  thereof  will  submit  to  such 
penalties  as  are  or  may  be  prescribed  by  the  city 
engineer. 

Section  V — License  Fee.  The  license  fee  of  a 
drain  layer  shall  be  forty  dollars  ($40.00)  per 
annum,  payable  in  advance,  and  no  license  shall 
be  granted  for  a  greater  or  less  period  than  one 
year. 

Section  VI— :Use  of  License.  No  person,  firm 
or  corporation  engaged  in  the  business  of  sewer 
connecting  and  drain  laying  shall  allow  his  or 
their  names  to  be  used  by  any  other  person 
directly  or  indirectly,  either  to  obtain  a  permit 
or  to  do  any  work  under  his  or  their  license  or 
bond. 

Section  VII — Permit.  Before  commencing  the 
construction,  modification  or  repair  of  any  sewer, 
drain  or  cesspool  the  drain  layer  shall  first  ob- 
tain a  written  permit  from  the  city  engineer,  and 
such  permit  shall  be  upon  the  ground  at  all  times 
during  the  progress  of  work  and  must  be  shown 
any  officer  in  authority  on  demand. 

Section  VIII — Application  for  Permit.  All  ap- 
plications for  permits  must  be  made  in  writing 
upon  the  proper  blanks  for  that  purpose,  and 
signed  by  the  owner  or  his  authorized  agent,  and 
when  it  is  required  they  shall  be  accompanied  by 
a  plan  showing  the  whole  course  of  the  drain 
which  is  to  be  constructed,  together  with  the 
size  of  same,  the  location  of  all  branches,  depth 
of  drain  below  the  floor  of  building,  and  such 
other  information  as  may  be  required  by  the  en- 
gineer for  the  proper  direction  of  the  work.  If 
the  drain  is  to  be  connected  with  a  sewer  built  by 
private  parties,  or  to  pass  through  property  not 
owned  by  the  applicant,  the  written  consent  of 
the  owner  must  be  procured  and  filed  with  the 
application  before  the  permit  is  issued. 

Section  IX — Fee  for  Connection.  A  fee  of  five 
dollars  ($5.00)  will  be  charged  and  collected  by 
the  city  engineer  for  each  connection,  to  cover  the 
cost  of  setting  grade  and  filing  in  the  engineer's 
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office  a  plan  of  the  work  as  completed.  All 
moneys  collected  for  sewer  connections  shall  be 
covered  into  the  city  trc^ory  to  the  credit  of  the 
Sewer  Maintenance  Fond. 

Section  X — Barricades-  Excavations  in  streets 
and  alleys  shall  be  made  in  such  manner  as  to 
impede  travc.  as  little  as  possible,  and  the  en- 
gineer may  determine  and  limit  the  time  such  ex- 
cavation may  remain  open,  and  when  unneccs- 
<arily  delayed  he  mar  direct  that  the  number  of 
workmen  be  increased  tc  hasten  the  work  to 
<uch  an  extent  as  he  may  de^m  necessary.  Red 
lights  shall  be  maintained  upon  all  unfinished 
work  at  nigh:,  ircm  dark  to  sunrise,  and  suf- 
ficient barricades  sha"  be  in  p!ace  at  all  times 
until  the  work  is  completed. 

Section  XI — Ref.I:ing  of  Trenches.  All  trenches 
sha**;  be  rer"ed  m  a  careful  and  workmanlike 
manner,  and  tamped  or  puddled  so  as  to  replace 
as  nearly  as  possible  all  excavated  material,  and 
leave  the  surface  in  as  good  condition  as  before 
the  commencement  of  work. 

Special  care  shall  be  observed  with  trenches 
within  streets  and  alleys,  and  all  surplus  ma- 
terial must  be  removed  when  work  is  completed, 
and  any  refilling  of  trenches  necessary  to  main- 
tain the  highway  in  good  condition  for  a  period 
of  one  year  shall  be  done  by  the  drain  layer. 

Section  XI 1 — Size  of  Drains.  Xo  drain  or 
sewer  pipe  shall  be  less  than  four  (4)  inches, 
internal  diameter,  and  all  sewers  and  drains  shall 
be  of  sufficient  size  to  accommodate  the  property 
they  are  intended  to  serve. 

Section  XI 11 — Pipe.  All  pipes  shall  be  first 
quality,  salt  glazed,  thoroughly  vitrified  earthen- 
ware, sound  and  well  burned,  smooth  and  thor- 
oughly glazed  exterior  and  interior  surfaces.  All 
connections  shall  be  laid  to  a  uniform  grade. 
Changes  in  the  direction  of  the  sewer  shall  be 
made  by  bends  and  suitable  fittings.  Pipes  shall 
not  be  cut  or  chipped  except  by  permission  of  the 
inspector,  and  shall  he  done  under  his  super- 
vision. Each  pipe  shall  be  carefully  bedded  as 
laid,  the  joint  filled  with  fresh  mortar  com- 
posed of  one  part  Portland  cement  and  two  parts 
of  clean,  sharp  sand.  The  pipe  shall  be  covered 
with  tine  earth  or  sand,  free  from  rocks,  and 
thorough  1>    packed   to  prevent  the  slightest    set- 
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tleraent  of  the  drain.  A  swab  shall  be  drawn 
through  the  pipe  as  laying  progresses  to  clean  t!.e 
mortar  joints  and  exclude  objectionable  material 
from  entering  the  sewer.  The  swab  shall  be  re- 
moved from  the  pipe  by  the  drain  layer  at  the 
completion  of  the  work  of  sewer  connection. 
Vitrified  pipes  shall  not  approach  within  two 
feet  of  any  building,  cellar,  vault,  or  areaway, 
from  which  point  cast  iron  pipes  shall  be  used. 
In  case  soil  pipe  has  been  previously  laid  to  said 
point  by  the  plumber,  the  drain  layer  shall  con- 
nect the  two  pipes  in  a  careful  and  workmanlike 
manner. 

Section  XIV — Separate  Connection.  Every 
building  shall  be  separately  and  independently 
connected  with  the  sewer ;  provided,  however, 
that  when,  in  the  opinion  of  the  engineer,  it  is 
deemed  advisable  to  connect  two  or  more  build-  . 
ings  or  a  line  of  tenements  with  the  same  sewer, 
the  main  drain  or  lateral  shall  terminate  in  a 
man-hole  not  less  than  two  and  one-half  feet  in 
diameter  at  the  bottom  and  two  feet  at  the  top; 
the  inverts  shall  be  carefully  formed  in  the  con- 
crete foundation  and  the  top  shall  have  a  tight 
cast  iron  locking  cover. 

Section  XV — Cess  Pools.  Cess  pools  shall  not 
be  constructed  on  property  abutting  on  sanitary 
sewers,  and  the  use  of  old  cess  pools  shall  be  dis- 
continued when  public  sewers  are  constructed. 
Where  cess  pools  are  permitted  they  shall  not  he 
located  within  twenty- five  feet  of  any  dwelling. 
and  shall  not  be  less  than  six  (6)  feet  square  and 
twelve  (12)  feet  deep,  lined  top  and  bottom  and 
sides  with  two- inch  plank  placed  c)  ->r.e  together, 
forming  a  tight  chamber  with  a  vent  reaching 
six  (6)  feet  above  the  surface. 

Section  XVI — Storm  Water.  Where  rain 
water  leaders  are  connected  with  the  sewers  pro- 
vision must  be  made  to  secure  against  the  en- 
trance of  any  objectionable  material  into  the 
sewer. 

Section  XVII — Improper  Use.  Entrance  into 
the  manholes  or  opening  the  same  for  any  pur- 
pose whatever  except  by  the  engineer  or  other 
persons  duly  authorized,  is  strictly  prohibited. 
No  one  shall  throw  or  deposit,  or  cause  or  per- 
mit to  be  thrown  or  deposited  in  any  vessel  or 
receptacle  connected  with  the  public  sewer,  gar- 
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bage,  hair,  ashes,  fruit,  vegetables,  peelings,  re- 
fuse, rags,  sticks,  cinders,  or  any  other  matter 
or  thing  whatever,  except  human  excrement, 
urine,  the  necessary  closet  paper,  liquid  slops, 
and  drainage  of  such  character. 

Section  XVIII — Inspection.  The  city  engineer 
may  adopt  such  rules  as  he  may  deem  necessary 
to  provide  for  proper  inspection  of  the  work, 
and  no  work  shall  be  covered  until  it  has  been 
approved  by  the  inspector,  who  will  endorse  a 
certificate  of  final  inspection  upon  the  permit 
issued  for  that  particular  work  or  connection. 

Section  XIX — Penalty.  Any  person,  firm  or 
corporation  who  shall  be  found  guilty  of  wnlating 
any  of  the  provisions  of  this  ordinance,  or  who 
shall  fail  or  neglect  to  comply  with  any  of  such 
provisions,  shall,  on  conviction  thereof,  be  fined 
not  less  than  five  dollars  ($5.00)  nor  more  than 
one  hundred  dollars  ($100.00)  for  each  offense, 
and  ten  dollars  ($10.00)  for  each  day  such  per- 
son shall  continue  in  violation  thereof. 

Wilful  violation  of  said  regulations  or  of  the 
directions  of  the  citv  engineer  or  his  inspector 
shall  be  cause  for  temporary  suspension  of  the 
license  of  the  offender  by  the  city  engineer  pend- 
ing final  suspension  by  the  city  council,  in  addi- 
tion to  any  other  penalties  that  may  be  imposed 
under  this  ordinance,  and  such  suspension  shall 
operate  until  such,  penalties  are  paid  and  until 
license  is  restored  by  the  City  Council;  nor  shall 
such  suspension  give  the  offending  party  the 
right  to  the  return  of  any  money  paid  for  such 
license. 

Section  XX — All  ordinances  and  parts  of  or- 
dinances in  conflict  with  the  provisions  of  this 
ordinance  are  hereby  repealed. 

Section  XXI — This  ordinance  shall  take  effect 
and  be  in  force  from  and  after  its  passage,  ap- 
proval and  publication. 

Passed  by  the  City  Council  this  5th  day  of 
June,  1905. 

Approved  by  the  Mayor  this  5th  day  of  June, 
1905. 

L.  Newman,  Mayor. 

Attest:  R.   E.   Hammond, 

Acting  City  Clerk. 
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SEWAGE  DISPOSAL. 

It  is  not  enough  to  have  a  system  of  sewers  installed  and  leave 
the  disposal  of  the  sewage  to  a  place  outside  the  city  limits,  as  luck 
will  have  it 

It  is  no  longer  safe  td  discharge  sewage  into  rivers  and  streams, 
for  the  population  of  the  country  is  increasing  rapidly,  and  all 
streams  are  used  for  water  supply.  A  case  was  decided  a  few 
years  ago  in  which  a  city  was  enjoined  from  discharging  sewage 
into  the  stream  from  which  its  own  water  supply  came.  The 
decision  was  severely  commented  on  by  a  certain  class  of  people 
who  believe  no  man  should  be  restrained  in  doing  things  to  him- 
self 

But  people  residing  along  a  stream  should  not  be  placed  in 
danger  because  the  people  higher  up  desire  to  save  expense.  For 
such  the  courts  give  ample  protection  and  the  trend  of  decisions  is 
more  and  more  severe  and  confining,  until  it  is  likely  in  a  few  years 
not  the  slightest  contamination  of  any  water  course  will  be  per- 
mitted. 

Modern  sanitary  science  has  shown  more  diseases  to  result  from 
impure  drinking  water  than  from  lack  of  sewerage  facilities  and 
the  sources  of  supply  of  drinking  water  must  be  protected.  Seepage 
through  the  soil  does  much  to  purify  the  wastes  of  living.  Gases 
escape  into  the  atmosphere,  but  are  seldom  of  a  harmful  nature. 
The  liquids  percolating  through  the  soil  and  removed  from  beneficial 
oxygenizing  agencies  do  more  harm.  If  the  soil  is  of  a  proper 
kind  and  the  sources  of  well  supply  are  not*  too  near  the  surface 
the  liquids  may  be  purified.  If  they  reach  underground  sheets  :>f 
water  close  to  wells  they  may  not  be  diluted  enough  to  be  harm- 
less. They  may  rise  through  springs  into  the  bottoms  of  rivers  and 
be  rendered  innocuous  by  dilution. 

When  delivered,  however,  in  quantities  into  a  river  near  its  sur- 
face, together  with  all  the  waste  matter  in  a  putrifying  condition,  the 
result  is  anything  but  good,  and,  in  fact,  in  times  of  sickness,  is 
absolutely  dangerous.  Cities  on  the  sea  coast  and  on  tidal  rivers 
have  often  been  envied  because  their  sewage  could  be  discharged 
directly  into  the  ocean  and  be  rendered  innocuous  by  dilution. 
Fish  farming  and  oyster  culture,  however,  are  interfered  with  by 
such   action,     The  tides  bring  back  wastes  the  people  want  to  get 
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rid  of  and  the  day  is  not  far  distant  when  all  sewage  will  be  puri- 
fied even  before  discharging  into  the  ocean  and  its  tidal  tributaries. 

It  costs  money  to  handle  large  quantities  of  sewage.  This  is 
one  of  the  strong  arguments  in  favor  of  the  separate  system  of 
sewerage,  which  provides  a  minimum  amount  of  liquid;  for  storm 
water  is  taken  care  of  in  other  channels. 

There  are  four  methods  in  general  use  for  the  disposal  of 
sewage.  Briefly  described  they  are  as  follows,  it  being  remembered 
that  many  modifications  of  each  kind  exist. 

MECHANICAL   SEPARATION. 

This  method  separates  the  solids  and  fluid  matter  by  straining. 
The  liquid  is  discharged  into  a  stream  or  lake  comparatively  color- 
less and  with  slight  odor.  It  is  not  rendered  harmless,  however, 
by  this  method.  Two  modern  modifications  of  this  oldest  of 
processes  are — 1st.  Irrigation  with  the  effluent.  2nd.  Filtration  of 
the  effluent. 

CHEMICAL    PRECIPITATION. 

The  sewage  is  run  into  tanks  and  chemicals  used  to  precipitate 
the  solids  and  clarify  and  purify  the  effluent. 

In  both  the  preceding  methods  there  is  a  material  left,  known 
as  "sludge,"  which  is  a  costly  nuisance.  Sometimes  it  is  spread 
over  land,  allowed  to  dry  and  then  plowed  in.  Sometimes  it  is 
dried  and  burned  in  kilns.  Sometimes  farmerr  take  it  as  fertilizer 
and  occasionally  makers  of  fertilizers  will  take  it  as  a  gift.  It  is 
almost  impossible  to  sell  the  stuff  and  few  places  can  handle  it  at 
low  cost. 

BROAD    IRRIGATION. 

The  sewage  is  run  on  land  for  irrigation.  The  land  is  used  for 
raising  fruits  and  vegetables  and  truck  gardening  generally.  Some- 
times land  can  be  rented  for  the  purpose  and  sometimes  it  is 
owned  by  the  municipality  and  rented  to  truck  gardeners.  Properly 
planned  and  executed  this  has,  in  some  places,  proven  a  cheap  and 
efficient  method  of  disposal.  But  there  are  many  people  who  object 
to  eating  anything  grown  on  a  sewage  farm.  Occasionally  such 
farms  have  been  nuisances. 

In  combination  with  septic  methods  of  sewage  treatment  broad 
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irrigation  will  be,  and  in  some  places  is,  successful.     It  can  only 
be  used  to  advantage,  however,  where  land  is  comparatively  cheap. 

FILTRATION. 

This  is  an  artificial  scientific  improvement  upon  broad  irriga- 
tion, and  is  used  in  connection  with  mechanical  separation,  chemical 
precipitation,  sedimentation,  septic  processes,  or  alone.  As  a  final 
treatment  for  septic  sewage,  continuous  or  percolating,  filter  beds 
are  at  present  the  favorite.  Otherwise  intermittent  filtration  is 
best. 

Filter  beds  may  be  from  two  to  five  or  six  feet  thick,  composed 
of  porous  material  in  graded  layers.  For  filtering  material  there 
are  in  use  earth,  sand,  broken  stone,  burnt  clay,  pieces  of  brick, 
shells,  coke,  cinders,  gravel,  glass,  etc.  The  best  material  is  one 
that  will  not  break  down  into  dust  and  clog  the  bed,  will  be  suf- 
ficiently porous  to  have  a  beneficial  straining  action  and  present 
enough  surface  to  support  good  colonies  of  bacteria. 

A  filter  bed  works  in  two  ways — 1st.  It  mechanically  separates 
matter  in  suspension  and,  2nd,  it  contains  oxygen  in  the  interstices  of 
the  material,  which,  aided  by  bacteria,  oxidizes  organic  matter.  It 
should  have  plenty  of  air  and  then  the  two  classes  of  bacteria  men- 
tioned in  the  chapter  on  Sanitation  can  exist.  When  the  filter  is 
clogged  only  the  putrefactive  bacteria  can  exist. 

With  intermittent  filter  beds  the  sewage  is  retained  until  the 
bed  is  full,  when  it  is  drawn  off  suddenly  in  order  to  cause  a  rush 
of  air  into  the  open  spaces.  In  some  systems  filling  is  immediately 
recommenced.  In  others  the  beds  are  allowed  to  rest  for  about 
one-third  the  length  of  time  sewage  stands  in  them  in  order  to 
absorb  oxygen 

The  writer  believes  that  sedimentation  and  filtration,  in  com- 
bination with  irrigation,  will  be  the  best  solution  of  the  sewage  dis- 
posal problem.  It  is  not  always  that  the  right  conditions  obtain. 
however,  so  the  application  is  comparatively  limited.  The  septic 
tank  then  becomes  a  necessity. 

SEPTIC  TANK. 

On    this   process  the  newspaper  and   magazine  scientists   have 
become  hysterical.    A  comparatively  recent  patented  method  utilizing 
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mysterious  "bugs"  for  the  protection  of  man  it  has  been  an  adju 
of  the  fairyland  of  science  and  entrancing  to  contemplate, 
writer  believes  that  patents  on  the  septic  tank  process  are  worthl 
as  its  action  has  been  known  many  years.  Patents  on  appliar 
connected  therewith  to  regulate  flow,  etc.,  are  perfectly  safe.  Ta 
can  be,  and  have  been,  built  without  many  things  often  urged  u 
councils. 

Good  contact  filter  beds  depend  almost  wholly  upon  aer< 
bacteria  and  dispense  with  putrefactive  processes.  The  septic  t 
is  a  tank  with,  or  without,  a  roof  wherein  the  sewage  is  held  fc 
time  to  permit  the  anaerobic,  or  putrefying  bacteria  to  throw  dc 
the  solids  and  convert  them  into  liquids.  There  is  some  precip 
tion  in  connection,  but  no  chemicals  are  used.  The  action  is  ] 
cisely  the  same  as  the  action  going  on  in  a  tight  cesspool 
privy  vault.  A  small  amount  of  sludge  accumulates  in  the  boti 
and  this  sludge  can  be  removed  at  any  time  for  disposal, 
dries  into  a  fine  dust  and  is  harmless.  It  is  really  an  ash  such  a 
left  after  combustion. 

The  liquid  flows  to  filter  beds  where  aerobic  bacteria  c< 
plete  the  work  of  purification.  Where  a  high  degree  of  purifical 
is  desired  there  should  be  three  sets  of  filters,  but  in  many  pis 
only  one  filter  is  used  after  the  preliminary  treatment  in  the  ts 

The  real  value  of  the  septic  tank  lies  in  the  fact  that  it  destr 
suspended  matter  without  forming  any  great  amount  of  sludge. 
a1  so  acts  largely  to  prevent  a  coating  over  the  bacteria  beds  of  < 
lulose   matter   more    or   less    impervious    to   water.      It    also   foi 
substances  easily  acted  upon  by  the  nitrifying  bacteria. 

There  is  a  further  advantage,  in  that  in  all  systems  of  fill 
tion  there  comes  a  time  when  the  filter  is  clogged  to  a  cert 
extent  and  the  anaerobic  bacteria  increase  too  rapidly  while 
aerobic  bacteria  diminish.  The  beds  then  become  offensive.  1 
septic  tank  docs  much  to  prevent  this  by  furnishing  an  ideal  pi 
for  the  anaerobes  to  work. 

A  septic  tank  in  connection  with  a  filter  and  subsequent 
of  the  effluent  for  irrigating  kitchen  gardens  and  lawns,  is  ideal 
country  residences  and  houses  with  grounds. 

A  complete  bacterial  purification  plant  consists  of  a  silt  box, 
detritus  tank,  to  retain  heavy  inorganic  matter;  a  septic  tank,  w 
pump   chamber;    a    sludge   bed.   and    filter  bed.   or   beds.      AHhov 
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such  a  plant  will  remove  99  per  cent  of  harmful  micro-organisms 
the  remainder  can  do  damage,  so  final  treatment  over  a  farm  or  on 
sandy  soil,  is  advisable  before  allowing  the  effluent  to  run  into 
a  stream  used  as  a  source  of  water  supply. 

SEDIMENTATION. 

Although  it  was  stated  at  the  beginning  of  the  section  on 
sewage  disposal  that  there  were  four  methods  of  sewage  disposal 
with  many  variations  on  each,  some  readers  may  think  that  sedi- 
mentation can  not  properly  be  treated  as  a  variation.  Sedimenta- 
tion processes  required  tanks  with  a  very  slow  velocity  in  which 
sludge  settled  and  was  periodically  cleaned  out.  It  was  a  process 
for  simplifying  the  treatment  of  the  liquid  sewage.  The  septic 
tank  really  developed  from  the  sedimentation  tank. 

SEWER  ADJUSTMENT  SPECIFICATIONS. 

It  is  customary  in  constructing  sewer  systems  in  unimproved 
streets  to  have  the  tops  of  manholes,  catch  basins,  inlet  covers,  etc., 
feft  flush  with  the  surface  of  the  ground.  When  the  street  is  after- 
ward paved  all  these  covers  are  brought  flush  with  the  pavement 
or  brought  to  grade. 

For  the  doing  of  such  work  the  following  supplemental 
specifications  are  used  in  Chicago  in  connection  with  street  paving 
c°ntracts : 

ADJUSTMENT   OF    SEWER    MANHOLES   AND    CATCH   BASINS. 

*he  contractor  shall,   for  the  prices  bid  per  unit,  lower,  raise  and  adjust 

0  the  proper   grade   and   line   all   covers   to   the   sewer  manholes   and   catch 

8lns:  shall  furnish  and  set  new  iron  covers  where  needed;  shall  build  new 

catch  basins  and  shall  furnish  and  lay  tile  pipe  to  connect  said  basins  to  th« 
•ewer*. 

NEW    CATCH    BASINS. 

All  catch  basins  are  to  be  circular  in  section  and  four  feet  in  internal 
.  met*r.  They  are  to  be  built  of  two  rings  of  brick  upon  a  floor  of  two- 
lnch  Pine  plank,  closely  jointed.  The  bricks  in  the  inner  ring  (excepting  the 
°P  and  bottom  header  courses)  are  to  be  set  vertically.  The  outer  ring 
***  be  of  bats  as  far  as  broken  bricks  on  hand  will  go,  otherwise  whole  bricks 
**•  to  be  used.  The  brick  work  shall  be  seven  feet  two  inches  deep ;  the  top 
•*  the  brick  work  shall  be  two  feet  in  internal  diameter,  being  drawn  in 
°y  nine  header  courses,  and  an  iron  cover  set  thereon.  The  catch  basins 
•w  to  be  connected  to  the  sewer  with  nine-inch  tile  pipe  and  trapped  with 
"we-inch  half-traps,  the  bottom  of  the  traps  to  b«  set  three  feet  and  sbl 
»chei  above  the  floor  of  the  basins. 
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The  price  bid  per  new  catch  basin  shall  include  the  co«t  of  the  catch 
basin  complete  including  the  iron  cover  and  not  to  exceed  sixteen  feet  of 
tile  pipe. 

OLD  MANHOLES. 

The  covers  of  the  manholes  shall  be  taken  off  and  the  upper  courses 
of  the  brickwork  removed  if  they  be  defective  or  if  it  be  necessary  to  set 
the  covers  at  a  lower  grade;  if  it  be  necessary  to  raise  the  covers  more  than 
six  inches  the  upper  header  courses  shall  be  removed  until  the  internal 
diameter  of  the  brick  work  shall  be  two  feet  and  six  inches  and  the  man- 
hole sha'l  be  built  up  with  new  brick  work  to  the  proper  grade  and  an 
iron  cover  set  thereon,  using  the  old  cover  if  it  be  in  a  suitable  condition. 

The  price  bid  per  manhole  shall  include  the  cost  of  all  the  above  work 
and  material,  including  not  to  exceed  two  feet  of  new  brick  work,  excepting 
the   new  cover,   if   furnished. 

OLD    CATCH    BASINS. 

The  covers  of  the  catch  basins  shall  be  taken  off  and  the  upper  courses 
of  the  brickwork  removed  and  the  brickwork  built  up  and  cover  set  as  specified 
for  old  manholes.  The  catch  basins  shall  be  cleaned  out,  and  all  open  joints 
filled  with  fresh  mortar.  When  necessary  the  new  brickwork  shall  be  drawn 
over  to  one  side  so  that  the  cover  shall  occupy  its  proper  position  with  ref- 
erence to  the  curb.  When  the  catch  basin  is  not  located  in  the  line  of  the 
gutter  a  nine-inch  inlet  pipe  shall  connect  the  catch  basin  with  a  suitable 
brick   inlet   constructed   next  to   the  curb. 

The  price  bid  per  catch  basin  shall  include  the  cost  of  all  the  above 
work  and  material,  including  not  to  exceed  two  feet  of  new  brickwork, 
excepting   the   new   cover   and   tile   pipe,   if    furnished. 

COVERS. 

The  contractor  shall  set  all  covers  to  the  correct  grade  in  a  bed  of 
mortar  on  top  of  the  brickwork  above  specified.  After  the  foundation  for 
the  pavement  is  laid  the  covers  shall  be  reset  to  the  exact  grade,  if  necessary, 
without  extra  cost. 

All  new  covers  shall  be  of  a  good  grade  of  cast  iron.  The  curb  shall 
weigh  not  less  than  350  pounds,  and  the  lid,  if  of  iron,  shall  weigh  not 
less  than  120  pounds,  provided  that  if  the  catch  basins  are  to  be  built 
in  the  parkways  lighter  covers  may  be  used,  weighing  not  less  than  140 
pounds.  When  so  directed  by  the  Engineer  the  contractor  shall  furnish  oak 
lids  for  the  new  covers.  The  covers  and  iron  lids  shall  be  of  the  size  and 
form  of  the  iron  covers  and  lids  now  in  use  by  the  Bureau  of  Sewers  in  the 
City  of  Chicago.  The  oak  lids  shall  be  constructed  of  two  pieces  of  three- 
inch  oak  plank  securely  fastened  to  one  and  one-half  inch  oak  cross  pici?s 
with   sixteen   quarter-inch    boat   spikes. 

The  price  bid  per  new  cover  shall  include  the  cost  of  the  lid  and  the 
setting  of  the  cover,  and  shall  be  in  addition  to  the  price  for  adjusting  the 
manhole  or  catch  basin. 

MASONRY. 

The  bricks  must  be  clean  and  thoroughly  wet  before  being  laid;  the 
most    perfectly    formed    bricks    and   those    with    the    smoothest    surfaces    axe    to 
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be  used  in  the  inside  courses,  the  smoothest  edge  of  the  brick  being  laid  to 
the  face. 

No  joint  shall  exceed  one-half  of  an  inch  in  thickness,  and  all  joints 
on    face    shall   be  trowel-struck. 

If  it  be  necessary  to  build  more  than  two  feet  of  brickwork  in  adjusting 
the  cover  of  any  manhole  or  catch  basin,  such  excess  shall  be  paid  for  at  the 
rate  of  two  dollars  per  lineal  foot. 

PIPE    LAYING. 

Each  pipe  is  to  be  laid  on  a  firm  bed,  and  in  perfect  conformity  with  the 
line  and  levels  given.  The  ends  of  the  pipes  are  to  abut  close  against  each 
other  in  such  a  manner  that  there  shall  be  no  shoulder  or  want  of  uniformity 
of  surface  on  the  interior  of  the  drain.  The  rings  are  to  be  placed  centrally 
arosnd  the  joints  of  the  pipes.  The  joints  between  the  rings  and  the  pipes 
are  to  be  as  uniform  as  possible  in  thickness  and  thoroughly  filled  with 
mortar.  Each  joint  is  to  be  wiped  clean  of  mortar  on  the  inside  before 
another  length  of  pipe  is  laid. 

The  price  bid  per  lineal  foot  of  pipe  shall  include  the  cost  of  all  material 
and  labor,  including  excavation  and  backfilling,  and  shall  be  paid  for  all  inlet 
pipes   and  all  outlet  pipes  in   excess  of  sixteen   feet  for  each  basin. 

MORTAR. 

The  mortar  shall  be  made  by  carefully  measuring  and  thoroughly  incor- 
porating -one  part  of  natural  cement  with  two  parts  of  clean,  sharp  sand  in 
dry  -state,  and  mixed  with  clean  water  to  the  proper  consistency,  and  shall 
be  used  while  fresh,  and  the  use  of  mortar  which  has  been  set  and  then 
retempered  will  not  be  allowed.  The  mortar  used  in  laying  pipe  sewers  shall 
be  of  pure  cement,  mixed  and  used  as  above  specified,  all  to  be  furnished 
by  the  contractor  without  extra  charge. 

BRICKS. 

The  bricks  shall  be  of  the  best  quality  for  the  purpose  for  which  they 
are  intended,  uniform  in  quality,  sound  and  hard-burned,  free  from  lime 
and  cracks,  and  to  have  a  clear,  ringing  sound  when  struck,  whole  and  with 
edges  full  and  square,  and  of  standard  dimensions,  viz. :  8x4x2  *4  inches ;  they 
shall  be  of  compact  texture,  and  after  being  thoroughly  dried  and  immersed 
in  water  for  twenty- four  hours  shall  not  absorb  more  than  fifteen  (15)  per 
cent    in   weight  of  water. 

PIPE. 

The  pipe  shall  be  straight,  smooth  and  sound,  thoroughly  burned  and 
vitrified,  well  glazed,  free  from  lumps  or  other  imperfections,  and  with  the 
least  possible  variation  from  the  specified  dimension  or  true  cylindrical  shape. 
All  straight  pipe  must  be  straight  in  the  direction  of  the  axis  of  the  cylinder, 
and  the  inner  and  outer  surface  of  each  pipe  must  be  concentric. 

BACK-FILLING. 

The  earth  must  be  carefu'ly  replaced  around  all  manholes  and  catch 
basins  and  over  all  tile  pipe  laid  under  this  contract  in  su'ch  a  manner  that 
no  further  settlement  will  take  place,  and  it  must  be  thoroughly  rammed 
with  suitable  rammers  or  puddled  with  water,  or  both,  as  the  Engineer  ma; 
direct. 
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DRAINING    INTERSECTING   STREETS. 

Whenever   the    grade   of  the   new   pavement  is  such   as  to   interfere   with 
the    drainage    of    intersecting    streets    into    existing    catch    basins,    additional 
*  brick  inlets  shall  be  built  at  the  outer  edges  of  the  new  pavement  and  con- 
nected to  the  catch  basins  with  nine-inch  tile.     The  price  bid  per  lineal  foot 
of  tile  pipe  shall  include  the  cost  of  this  work  including  the  brick  inlet. 

IKON   INLET   GRATINGS. 

When  so  directed  by  the  Engineer,  the  contractor  shall  furnish  and  set 
a  cast-iron  grating  seventeen  inches  by  twenty-four  inches,  of  the  form  and 
dimensions  shown  on  the  standard  plan  of  sewer  manholes  and  catch  basins 
in  the  office  of  the  Engineer  of  the  Board  of  Local  Improvements.  The  grating 
is  to  be  supported  by  a  cast-iron  frame  and  brick  foundation  and  connected 
to  the  catch  basin  by  means  of  a  nine-inch  pipe  in  the  manner  shown  by  said 
drawing. 

The  price  bid  per  grating  shall  include  the  cost  of  all  material  and  labor 
above  specified,  except  the  tile  pipe. 

OLD  IRON   COVERS. 

All  old  iron  covers  for  manholes  and  catch  basins  that  are  not  needed 
OB  the   work   shall   be   delivered  by  the   contractor  to  the   city. 

OLD    PIPE   CONNECTIONS. 

The  pipe  connections  from  the  old  catch  basins  to  the  sewer  shall  be 
examined  at  the  expense  of  the  contractor,  and  if  found  defective  shall  bt 
OOt  in  good  condition  at  the  expense  of  the  city. 


SKWKR   SPECIFICATIONS. 

While  the  foregoing  and  following  specifications  are  very  com- 
plete, it  is  not  advised  that  they  be  taken  in  their  entirety  for  small 
places,  as  local  considerations  must  play  a  large  part  in  all  specifica- 
tion writing.  The  fact  that  many  specifications  contain  identical  or 
ambiguous  clauses  seems  to  indicate  that  the  paste  pot  and  scissors 
are  used  more  freely  than  they  would  be  were  sufficient  thought 
given  to  having  the  specification  perfectly  clear.  Misunderstandings 
and  lawsuits  would  also  be  avoided. 


SEWER   SPECIFICATIONS— CITY  OF  CHICAGO^-1905. 

INSTRUCTIONS    TO    BIDDERS. 

The  contract  of  which  these  specifications  are  a  part  is  drawn  under  an 
or&cance  which  was  heretofore  passed  by  the  City  Council  of  the  City  of 
C&cafo,  providing  for  the  said  improvement,  and  it  is  understood  that  the 
tuetractor  shall    carefully   examine   the   said  ordinance,   as  under   the   laws  of 
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the  State  of  Illinois  the  improvement  as  completed  must  comply  with  the 
terms   and  provisions  of  the  ordinance  providing  for  the  said  improvement. 

It  is  the  intention  of  these  specifications  to  provide  for  this  improve- 
ment in  a  complete,  thorough  and  workmanlike  manner.  The  contractor 
to  whom  the  work  is  awarded,  shall  furnish  all  materials,  labor  and  appur- 
tenances necessary  to  complete  'the  work  in  accordance  with  these  specifica- 
tions, and  anything  omitted  herein  that  may  be  reasonably  interpreted  as  nec- 
essary to  such  completion  is  to  be  merged  in  the  prices  bid  for  the  im- 
provement. 

No  bid  will  be  accepted  which  does  not  con'ain  an  adequate  or  reasonable 
price   for  each   and  every  item  named  in  the  schedule  of  quantities. 

Bidders  must  satisfy  themselves  by  personal  examination  of  the  location 
of  the  proposed  work,  and  by  such  other  means  as  they  may  prefer,  as  to 
the  accuracy   of   the   estimate   of  quantities. 

Bidders  must  present  satisfactory  evidence  to  the  Board  of  Local  Improve 
ments  that  they  have  been  regularly  engaged  in  the  business  of  building  sewers, 
or  are  reasonably  familiar  therewith,  and  that  they  arc  fully  prepared  wi'.h 
the   necessary   capital,   materials  and  machinery   to   do  the   proposed    work. 

All  bids  must  be  made  subject  to  the  rights  of  the  owners  of  a  majority 
of  the  frontage,  to  contract  for  the  improvement  as  provided  for  in  Sections 
SO  and  81  of  an  Act  of  the  General  Assembly  of  the  State  of  Illinois,  en- 
titled "An  Act  Concerning  Local  Improvements,"  approved  June  14,  1897, 
in    force   July   1,   1897,    and   the  amendments   thereto. 

No  bids  will  be  accepted  from  any  person  or  firms  who  may  be  in  arrears 
to  the  City  of  Chicago  upon  debt  or  contract,  or  who  may  be  in  default,  as 
surety  or  otherwise,  upon  any  obligation  to  said  City  of  Chicago  or  behind 
specified  time  ou  any  previou's  work.  Companies  or  firms  bidding  for  the 
work  herein  described,  must  state  in  the  proposal  the  individual  names  and 
places  of  residence  of  the  officers  or  persons  comprising  such  company  or  firm. 

The  Board  of  Local  Improvements  expressly  reserves  the  right  to  reject 
any  or  all  bids,  or  to  accept  bids  separately  as  to  different  sections  of  the 
work,  or  to  accept  any  bid  in  the  aggregate. 

A   list   of  the  sewers  to   be  constructed   is.  given   in   the    form   of   proposal, 

"Letting    No ,"    and    the    proposal,    with    all    information, 

special   notation,    etc.,   shall   be   considered   a   part   of   these   specifications. 

The  plans  and  drawings  showing  location  and  dimensions  of  sewers  to 
be  constructed,  prepared  by  the  Board  of  Local  Improvements  of  the  City  of 
Chicago,  and  on  file,  in  its  office,  with  all  notes,  dimensions,  figures  and  cor- 
rections thereon,  shall  be  considered  a  part  of  these  specifications,  and  in 
event  of  any  discrepancy  between  plans  and  specifications,  the  judgment 
of  the  Board  of  Local  Improvements  or  its  authorized  agent  shall  be  decisive 
thereon. 

NATURE   OF    THE    WORK. 

The  contractor  shall,  for  the  contract  price  per  lineal  foot  for  the  sewer 
proper,  furnish  all  the  material  and  all  tools  and  do  all  the  work  prescribed 
in  these  specifications,  and  shown  on  the  plans  attached,  including  foundation 
and  all  necessary  work  and  material  for  Building  of  outfall,  shall  make  the 
requisite  excavation  for  building  the  sewer,  and  its  appertaining  structures 
and   connections,  shall,  do  all  the  ditching,  diking,  pumping,  bailing  and  drain- 
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ing,  all  sheeting  and  shoring;  shall  make  all  provisions  necessary  to  main- 
tain and  protect  all  buildings,  walls,  fences,  trees,  gas  pipe,  water  pipe,  con- 
duits, sewers  and  other  structures  of  whatever  nature;  shall  provide  all 
bridges,  fences  or  other  means  of  maintaining  travel  on  intersecting  streets, 
and  on  streets  or  roads  in  which  the  trenches  are  excavated;  shall  maintain 
the  same  in  good  and  safe  condition  so  long  as  may  be  necessary;  and  then 
shall  remove  such  temporary  expedients  and  restore  such  ways  to  their 
proper  condition;  shall  provide  watchmen,  fences,  red  lights  and  all  other 
precautionary  measures  necessary  to  the  protection  of  person  and  property; 
shall  provide  all  centers  and  forms;  shall  construct  all  foundations,  all  brick, 
tile  pipe,  concrete,  stone  and  timber  work;  shall  set  in  place  all  iron  work, 
and  refill  all  trenches;  and  shall  put  in  complete  working  order  the  sewer 
or  sewers  awarded  him,  and  shall  do  each  and  all  to  the  satisfaction  of  the 
Board  of  Local  Improvements.  The  contract  price  is  to  include  the  cost 
of  the  removal  of  trees,  roots,  timber  or  masonry  structures  or  other  obstacles, 
and  the  delay  or  damage  occasioned  by  same,  whether  any  of  these  obstacles 
are  shown  on  the  plan  or  not. 

EXCAVATION. 

The  ground  shall  be  excavated  in  open  trenches,  except  where  tunnel- 
ing is  considered  necessary  or  proper  by  the  Engineer,  in  such  direction  as 
is  required,  to  the  width  and  depth  as  may  be  necessary  for  the  proper  con- 
struction   of    sewer    according   to   plan. 

The  trenches  must  be  of  sufficient  width  to  admit  of  ample  room  within 
the  lines  of  the  sheeting  to  permit  of  the  work  being  constructed  in  the 
manner  and  size  specified.  Wherever  the  nature  of  the  ground  will  admit 
of  it  the  bottom  of  the  excavation  is  to  have  the  shape  and  dimensions  of 
the  outside  of  the  lower  half  of  the  sewer.  In  order  to  secure  this  the  con- 
tractor is  to  provide  a  pattern  or  form  made  with  two  segments,  one  to  fit 
the  outside  and  the  other  the  inside  of  the  invert  It  is  to  be  firmly  and 
securely  set  to  the  proper  grade,  as  given  by  the  Engineer,  and  is  to  remain 
unmoved  in  its  position  until  after  the  masonry  is  laid.  The  bed  for  the 
sewers  is  then  to  be  brought  to  the  required  shape,  by  trimming,  with  suit- 
able tools,   to   a  line  stretched  from  the  outside  of  the   masonry  to  the   form. 

If  the  character  of  the  ground  met  with  in  excavating  is  such  that  the 
external  form  of  the  sewer  can  not  be  preserved,  the  excavation  shall  be 
made  to  conform  as  nearly  as  possible  to  the  external  shape  and  dimensions 
of  the  sewer,  and  the  space  between  the  external  sewer  lines  aud  the  bottom 
and  sides  of  the  excavation  as  made,  shall  be  filled  with  dry  earth  by  the 
contractor. 

Where  streets  are  paved  all  surplus  material  excavated  must  be  removed 
from  the  trench  and  the  streets  as  fast  as  excavated  by  the  contractor  at 
his  own  expense.  The  sidewa'ks  must  in  no  case  be  obstructed,  and  the  con- 
tractor shall  make  provisions  at  all  cross  streets  for  the  free  passage  of 
vehicles  and  foot  passengers,  either  by  bridging  or  otherwise. 

The  excavation  of  the  trench  shall  not  advance  more  than  600  feet  ahead 
of  the  completed  masonry  or  pipe  work,  except  where,  in  the  opinion  of  the 
Engineer,   it   is   necessary   to    drain   wet   ground. 

Where    rock    is    encountered    in    excavating    the   trenches,    it    is    to    be    re 
moved    by    drilling    and    blasting,    or    otherwise,    to    the    level    of    the    outside 


■v. 
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of  the  bottom  of  the  sewer.  Whenever  a  water  main,  gas  pipe  or  other  con- 
duit crosses  the  line  of  the  trench,  the  rock  on  each  side  of  the  pipe,  for 
the  distance  of  two  feet,  is  to  be  removed  without  blasting.  Where  blasts 
are  made  the  trench  is  to  be  carefully  covered  with  suitable  brush  or  timber 
or  matting  to  prevent  danger  to  life  and  property,  and  the  contractor  must 
secure  a  special  permit  for  blasting.  Before  the  sewer  is  built  all  irregu- 
larities of  the  rock  are  to  be  filled  with  sand  and  gravel,  well  rammed  into 
its   place,    without    extra   compensation. 

For  all  rock  excavation,  in  addition  to  his  price  per  foot  of  sewer,  the 
contractor  is  to  receive  a  compensation  of  three  dollars  per  cubic  yard.  In 
estimating  the  number  of  cubic  yards,  the  necessary  width  of  the  trench 
at  the  surface  of  the  rock,  by  the  depth  from  the  surface  of  the  rock  to 
the  bottom  of  the  invert  of  the  sewer,  is  to  be  considered  the  dimensions 
of  the  rectangular  section  upon  which  estimates  of  quantities  are  to  be  based, 
no  allowance  being  made  for  excavation  beyond  these  boundaries  and  no 
deduction  made  for  the  portion  which  comes  on  the  quarters  of  the  invert 
that  may -not  be  removed.  Boulders,  one-quarter  cubic  yard  and  over  in  size, 
will  be  measured  as  rock  excavation.  Hardpan  and  boulder  clay  shall  not 
be  classed  as  rock,  although  it  may  be  more  economical  to  remove  the  same 
by    blasting. 

No  claim  for  an  amount  of  money  beyond  the  contract  price  of  the  work 
will  be  entertained  or  allowed  on  account  of  the  character  of  the  ground  in 
which  the  trench  or  other  excavations  are  made,  except  for  the  rock  cutting 
heretofore   specified. 

The  contractor  must  assume  the  risk  of  meeting  quicksand,  hardpan, 
boulder  clay,  rubbish,  unforeseen  obstacles,  underground  conduits,  railroad 
tracks,   pavements,   etc 

All  water,  gas,  or  other  kinds  of  pipes  or  conduits  are  to  be  carefully 
supported  and  protected  from  injury  by  the  contractor,  either  until  the 
sewer  is  built  and  the  backfilling  finished,  or,  if  it  is  necessary,  until  the 
proper  person  shall  remove  or  change  them.  Nothing  in  this  contract  shall 
be  so  construed  as  to  relieve  any  person  or  corporation,  owning  or  using 
any  pipes,  conduits  or  tracks  from  the  obligation  to  maintain  and  protect 
such  pipes,  conduits  and  tracks  without  any  expense  to  the  City  of  Chicago 
or   to   the   contractor  building  said   sewer. 

When   existing   sewers   have   to   be    taken   up   or   removed,   the  contractor 

must  provide  and  maintain  temporary   outlets  and  connections  for  all   private 

or  public  drains,  sewers,  or  catchbasins,  and  he  must  take  care  of  all  sewage 

and  storm  water  which  will   be   received   from   these   drains   and   sewers,   and 

discharge   the   same;   and    for  this  purpose    he   must  provide   and   maintain   at 

his    own    expense    an    efficient    pumping    plant    and    temporary    outlet,    and    be 

prepared  at  all  times  to  dispose  of  the  water  and  sewage  received   from  these 

temporary    connections    until    such    times    as    the    permanent    connections    with 

the   new   sewers  are  built  and   in   service,    which   permanent  connections   shall 

be  made  by  the  contractor  in  a  careful  and  workmanlike  manner. 

AH  paving,  graveling,  macadamizing,  planking,  sidewalks,  culverts,  and 
crosswalks,  or  any  street  paving  or  walk  whatever,  are  to  be  carefully 
removed  before  the  excavation  is  made,  and  kept  separate  from  other  exca- 
vated   material,    and   carefully   replaced   after   sewer   is   completed. 
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Tunnels  shall  be  of  such  width  and  height  as  the  Engineer  may  direct, 
an«l  shall  be  excavated  in  conformity  with  the  cross-section  to  be  furnished 
l»y    him. 

SHEETING    AND    BBAC1MG. 

To  secure  the  protection  of  the  work,  the  streets  adjacent,  buildings,  or 
other  improvements,  the  contractor  must  furnish  and  put  in  place  at  his  own 
expense  such  shores,  braces,  sheeting,  etc..  as  may  be  necessary  for  the 
safety   of   the   work    or    the   public. 

The  sheeting  and  bracing  shall  be  removed  as  the  work  progresses,  in 
such  manner  as  to  prevent  the  caving  in  of  the  sides  of  the  excavation,  or 
any    damage   to    the   masonry. 

The  Board  of  Local  lmpro\cmcn:s  may  order  the  sheeting  and  bracing 
left  in,  when  in  its  opinion  it  is  necessary  for  the  protection  of  the  work: 
in  such  cases  only  will  a  charge  be  allowed  for  the  same  at  the  rate  of 
$18.00   per   thousand    feet    B.    M. 

The  contractor  shall  at  his  own  expense  shore  up  and  restore,  and  make 
good,  as  may  be  necessary,  all  fences,  buildings,  walls,  conduits,  or  other 
properties  which  may  be  disturbed  during  the  progress  of  the  work,  and  the 
said  contractor  will  be  held  responsible  for  all  damages  which  may  happen 
to  neighboring  properties,  or  in  any  other  way  from  neglect  of  this  pre- 
caution. 

The  price  paid  per  lineal  foot  of  sewer  shall  include  the  cost  of  all  ex- 
cavations, all  temporary  supports  and  braces  that  may  be  necessary  to  secure 
a  safe  prosecution  of  the  work  until  the  permanent  structure  is  complete ; 
*mh  temporary  supports  must  in  all  cases  be  removed  by  the  said  contractor 
m  hi»  own  expens*  after  or  concurrently  with  the  completion  of  the  per- 
mv.ent    structure. 

FOVXDATXOVS. 

Whenever    the   jr.onnd  is  sumciently   £rm  and  unyielding,  the  masonry  oi 
Pipe*  are   to  be    laid  directly   or.   the  bottom  of  the  excavation;  but   whene 
this  shall   not   ho   the  case   ard  *-.:o!*    •otfsdarsot!   is  not  shown  on   the  plan,  L. 
*hall    be   built    ot    masonrx.    cor.orc?*:.    .—    .-{    r^-ir.k    and   timber,    as    the    Boar 
«>i    Local    Improvements   may    d  root 

The  oontiactoi    «iK   N    .;  '■oucd  «.\:-«  compensation  for  this  work  at  pri 
•    imM   below    toi    the  dtftcrcnt   kinds  o:    foundations  required. 

The    tcOow  mc   »w   the   pMoes  to  be   r*M»i   for 
ma.    ♦**.• 

tlsoo  pei  \.ooo  8  M  for  p:ank  and 
$  s  no  p»i  cubic  >a-d  for  brtok  masonry. 
11   ?■  oo  p»  \   cubic  vard  tor  concrete. 


Yh*   oontmet«M    *h*M    <*o    a"    pwnoiiji    anc   bailing,  btnld  all  drains,    *«* 
»W»  all  otbn    wotk    «^y*m>\    i.»   Vxvi'     he   trench  and  sewer  dear  of  S*0*^ - 
water,   arwnira,   oi    Mom    w  iN'i    v*u:-'ng    the   progress  of  the  work,   and   *]*. 
th*   v*nt<Hit    won  hi    •*    «mlh»  iv»rt\    *«m    t-s   be   >*fc    from   injury.     To  this       ^ 
I*  w*  twnvhf*  h*  shall  Vevr  »  v>.n-X  oorn  or.  each  side  of  the  work  en 
*»   t*  v*M*f*?H*<*    wwh*   •waV    be    wmintained   so   as  to   catch   the   w»*~ 
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from   the  sides  of  the  trench  and  to  conduct  it  to  a  sufficient  sump  or  bale 
hole  in  front  of  the  work. 

BACKFILLING. 

After  the  arching  is  completed  on  any  length  of  sewer,  and  before  the 
centers  are  struck,  the  trench  is  to  be  filled  to  a  height  of  not  less  than 
one  foot  above  the  arch.  On  brick  sewers  the  spandrels  are  to  be  well  con- 
solidated by  thorough  ramming  -wherever  the  ground  is  of  a  nature  to  admit 
it.  As  soon  as  the  mortar  and  masonry  are  sufficiently  set,  the  trench  is 
to  be  sufficiently  filled  to  prevent  liability  ot  injury  to  the  banks,  road 
surfaces,  adjacent  pipes,  railroad  tracks,  sidewalks,  or  other  property,  public 
or  private. 

The  surplus  material  taken  from  the  trench  is  to  be  removed  entirely 
from  the  street,  or  disposed  of  in  such  a  manner  as  directed,  so  as  to  save 
the  city  from  all  damages  or  expense  on  account  thereof. 

The  backfilling   shall    in   all   cases  be   left   with   a   smooth   and   even   sur- 
face and  a  sufficient  crown.     Where  required  the  backfilling  shall  not  be  left 
unfinished  more  than   600  feet  behind  the  completed   masonry   or   pipe   work. 
Ditches  shall  be  opened  and  connected  to   the   inlets  of  the   catchbasins, 
hereinafter  provided   for,   so  as  to   provide    for   the   adequate   drainage   of  the 
surface  of  the  adjacent  lands  and  ditches. 

FILLING. 

The  sewers  shall  in  all  cases  be  covered  with  earth  to  a  depth  of  not 
less  than  three  feet,  and  where  the  trenches  do  not  furnish  sufficient  ma- 
terial the  contractor  shall  supply  such  deficiency  at  his  own  expense. 

When  additional  filling  is  required  to  be  placed  over  the  sewer  for  its 
Protection,  the  contractor  shall  furnish  and  spread  earth,  cinders .  or  clean 
ashes,  free  from  animal  or  vegetable  matter,  in  such  a  manner  and  in  suffi- 
cient quantity,  so  that  after  it  is  thoroughly  compacted  the  embankment 
shall  be  of  uniform  grade  and  cross-section,  and  of  the  dimensions  shown  or 
specified  in  the  plans  or  proposal  sheet.  The  number  of  cubic  yards  stated 
,n  the  proposal  sheet  is  approximate  only. 

RESTORATION    OF   SURFACE    OF    STREET. 

In  all  streets  or  parts  of  streets  that  are  paved,  graveled  or  macadamized, 
all  the  backfilling  is  to  be  well  rammed  with  suitable  tools  in  layers  not 
exceeding  twelve  inches  in  depth,  provided  the  ground  is  clay,  stiff  loam,  or 
°*  a  tenacious  nature.  If  the  ground  is  sand  or  gravel,  the  backfilling  is  to 
be  Puddled  in  such  a  manner  as  directed.  After  being  puddled  or  rammed 
0  toe  required  height,  the  pavement  shall  be  relaid  carefully  and  thoroughly 
'n  *  manner  adapted  to  its  peculiar  character,  and  to  the  satisfaction  of  the 
En8Weer. 

When  the   work   is   completed    all    surplus    material,    earth,    rubbish,    etc., 

™u*t  be  removed  and  the  surface  of  the  streets  included  in  this  contract  must 

*e*t  in  as  good  condition,  in  all  respects,  as  it  was  before  the  commence- 

**?*  °t  the   work,   and   it   must   be   maintained    in    such    condition    during   a 

p*no<i  of  one  year   after  acceptance   of  the  work. 

CENTERS   AND   PATTERNS. 

The  centers,    patterns   and    templets   necessary   in   the    construction    of   the 
^  are  to  be   furnished  by  the  contractor  at  his  own  expense. 


i 


lfc>  EXGIXEHRLXG  WORK. 

Tht  centers  upon  which  the  arch  is  formed  must  be  strong  and  accurately 
made,  and  shall  in  no  esse  be  used  until  approved  by  the  Engineer,  and 
when  in  his  opinion  either  the  templets  or  centers  become  unfit  for  use 
they  shall  be  removed  from  the  work  and  new  ones  supplied  by  the  con- 
tractor; on  curves  they  must  correspond  to  the  radius  of  the  curve. 

MASON  IT. 

Unless  otherwise  noted  on  the  proposal  sheet,  all  brick  sewers,  the  in* 
ternal  diameters  of  which  are  2Vi  feet  or  less,  shall  be  built  of  one  ring  of 
brick;  all  brick  sewers,  the  internal  diameter  of  which  exceed  2J4  feet  and 
not  more  than  *  feet,  shall  be  built  of  two  rings  of  brick;  all  brick  sewer*, 
the  internal  diameter*  of  which  exceed  6  feet,  and  are  not  more  than  10 
feet,  shall  be  built  of  three  rings  of  brick:  and  a!l  brick  sewers,  the  internal 
diameter*  of  which  exceed  10  feet  and  are  not  more  than  15  feet,  shall  be 
both  of  four  ring*  of  brick. 

The  Sftost  perf<v;«>  fonr.cd  bricks  and  those  with  the  smoothest  surface 
are  to  be  roed  in  the  invvk  of  the  sewer,  the  smoothest  edge  of  the  bri*: 
being  laM  to  the  face.  The  courses  are  to  be  laid  in  line  and  kept  perfect 
vtraight  «n  the  o*Txvtton  of  the  «w*r  ar.d  parallel  to  the  rise  of  the  sac** 
*nd  *h*Vi  be  tatd  a»  stretchers,  breaking  joints  with  those  in  the  adjacr^ 
»^»W^  Vvcry  hock  tr.xrrt  be  fcrd  separated  in  full  mortar  joints  on  afc= 
torn.  **Ae  *nd  end.  Xo  joir.t  shaH  eveeei  one-half  (*a>  of  an  inch 
twVVness.  and  a*."!  joint*  e*  face  shaZ'  be  trom-el-srrack.  The  mortar  jo"^ 
on  the  *n*?»V  of  the  witt^  hr'-ow  the  crr.reT  "line,  are  to  be  carefully 
whew  l**d.  an,!  tbvt«r  ahoxr  to  The  acrare^  smoceV.  whh  the  bricks  immedia'* 
iifx"  the  oertC"-*  *ve  ssrncV  The  -*frs»r  mortar  to  be  scraped  off  and 
wioxxn*.  or;ire\    frotn   the  *ewvr  bctoi^f  it    ha*  T.me  to  harden. 

Afl    ir.vrrts    Or    h,Nrv»»r    «vw*r*    *rr    to    be    laid    to    line    from    tempi- 
sxvwraw>    t»wn*o.    *+:£  correct  >    urt    *o   tbc    Hnes  and  grades  furnished. 

\>    wo:-k    ir.    m*>*o*«.7>     ^K*i*     h»-     o\vv     wher    the    thermometer    is 
rwvntv  ^w     osN    «^>r,w>.    V..   *vMn;    •v-mtsRinr.  front  the  Engineer,  and  tl 
wndor  oor<)>t«opv    fo*    n-owvtinf.    :;      v»»r    ^«c.  anret^ed  t*- 

\l!   manhole*  ***   re  V  c  -vi;in-    ir   ^ectwr.  said  three 
♦to-       TNa    *-v    v   He    bin*:    » '*:>    r**t    -ing*  *»•    bnrk-   giving  a  thickness   o* 
oiph;    »vKv   jo    -K    «?,i.       VK   h-v<>   ir.    tht    insult    ring  are  to  he  set  verti- 
*i»1N       Vis     i>i>v,     -'»ic    n»?^    h*    >»i«<':    o*    h»T>    a*    far    as   broken    bricks  on 

burtr;    * -i     \*.\     ,»  N«  *  ;*»     *  K"*»»-    h  vvn    «v    v    hr    used. 

^v  %,  *  -,»  v  u  >s  »,sv  J*  i!»m«v?o  »*•«"  ^T"enw  tht  manholes  shall  be 
^rtn<v»  -NV.  \,>  :K  -  »,-'  ;•  <v  •.  .-».  ;Ki  ^■*«»v  »"i?h/Mr  siridirutnal  foundation.  On 
»»»v  ^    v*\     '»•■'      '• '.v     nn*  «K»tmov     "*v    "  vo*!    **t   tht  sewer  throngh  the 

mS.-K,>',v  *.»»..■     k    >»...'  i  ,»     '"iv^   o    h-v**.    Mf«f".  ot    each  side  thereof  shall 

h«  >»,•>',  v  »o''«    v  »,-v    '<v..t»,;..tSM    •«•,  Nv     ivV*.  rhv<*    making  the  eattire  foanda- 

*V%»«     *,>•»       '»s».     »■•»!      ^'\     >'%,'^s-^     *•      iK-n»v>*o 

N    w            -K     •«»> ••■I'M,          ■      V  'v       »»v  it     diameter,   being   drawn   in 

>«>     *!«,«•>•"           -.  \    u,. .  i,.     ,Sm.  v,  v     -K.  .i»i«v»*o  K'inc    deo eased   two    inches 

*,\    ,».»,->    .<•%..  «s             ■>•      ■  »•    ,s  \n»    *.»  ■k,^*,*>»v  ,*^r   iiniwnd  streets,  the  tops 

.*.    »K    ,>  x-,  •  %    ,»       k,     u  ,i,.x     »s    «  K  ^.    >>n -fact    of   xhc  streets;   on 
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The    cost   of   all    manholes   shall   be   included    in   the    price  paid   per   lineal 
toot    of    sewer. 

CATCH-BASINS. 

All  catch-basins  are   to  be   circular  in   section   and    four   feet   in   internal 

^ameter.     They  are  to   be  built   of  two  rings  of  brick   upon   a   floor  of  two- 

*^ch  pine  plank  closely  jointed.     The  bricks  in  the  inner   ring   (excepting  the 

top  and  bottom  header  courses)   are  to  be  set  vertically.     The  outer   ring  may 

^  built  of  bats  as   far   as  broken   bricks   on   hand    will    go,    otherwise    whole 

Sticks  are  to  be  used.     The  brick  work  shall   be  seven  feet  two  inches  deep; 

toe  top  of    the    catch-basin    shall    be    two    feet    in    diameter,    being    drawn    in 

by  means  of  eight  header  courses,   the   diameter  being  decreased   three   inches 

tg        '0r  each  course,   a  top  header  course,  being  laid  flush  with  the  course  below 

and  an  iron   cover   set   thereon. 

The  catch-basins  are  to  be  connected  to  the  sewer  with  nine-inch  pipe 
a,Jd  trapped  with  nine-inch  half-traps,  the  bottom  of  the  traps  to  be  set 
'hree   feet  and  six  inches  above  the  floor  of  the  basin. 

The  top  of  the  cover  shall  be   set  at  the   grade   given   by   the    Engineer; 
ai,d    when  so  directed   the  contractor   shall    set    a   piece    of    nine-inch   pipe    in 
ttlc    side  of  the  basin   at  the  proper   elevation   to   receive  the   water   from  the 
arIiacent   ditches. 

The  cost  of  all  catch-basins  shall  be  included  in  the  price  paid  per  lineal 
fo°*    of  sewer. 

COVERS. 

All  covers  used  shall  be  of  good  quality  of  cast  iron,  the  curb  shall  weigh 
not    less  than  350  pounds  and   the  lid   shall   weigh  not   less  than    120   pounds, 
n<*    shall  be  of    the    same    size   and   pattern    as   iron    covers   now    in    use    by 
*    Bureau*  of   Sewers,   in   the   City   of   Chicago,   provided  that  if   the    catch- 
alls are  built  in  the  parkways,  lighter  covers  may  be  used  weighing  not  less 
iV**    140  pounds. 

PIPB  LAYING. 
Each  pipe  is  to  be  laid  on  a  Arm  bed,  and  in  perfect  conformity  with 
"*  line  and  levels  given  by  the  Engineer.  The  ends  of  the  pipes  are  to 
•tort  close  against  each  other  in  such  a  manner  that  there  shall  be  no  shoul- 
der or  want  of  uniformity  of  surface  on  the  interior  of  the  drain.  The 
Joints  are  to  be  as  uniform  as  possible  in  thickness  and  thoroughly  filled 
"rth  mortar;  where  the  pipe  is  laid  in  running  sand  the  joints  must  be  caulked 
with  oakum.  Each  joint  is  to  be  wiped  clean  of  mortar  on  the  inside  before 
another  length  of  pipe  is  laid. 

JUNCTION   OF  SEWERS. 

The  junction  of  two  or  more  sewers  must  be  made  in  strict   conformity 

with  the   plans.     The  work  must  be   done   with   special   care   and   in   a  perfect 

manner    and    the    brick    at    the    joining    edges    must    be    shaped    smoothly    to 

proper   curves   and   the    two    sewers   joined    with    a    thorough    bond,    the    cost 

o(  all  junctions  to  be  included  in  the  price  per  lineal  foot  of  the  main  sewer. 

When    connections    are    made    with    sewers    carrying    water,    special    care 

must    be    taken   that    no   part   of   the   work    is   built   under    water;    a   flume   or 

dam   must    be    put  in  and  the  new  work  kept  dry  until   finished. 
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The  centers  upon  which  the  arch  is  formed  must  be  strong  and  accurately 
made,  and  shall  in  no  case  be  used  until  approved  by  the  Engineer,  and 
when  in  his  opinion  either  the  templets  or  centers  become  unfit  for  use 
they  shall  be  removed  from  the  work  and  new  ones  supplied  by  the  con- 
tractor; on  curves  they  must  correspond  to  the  radius  of  the  curve. 

MASON  BY. 

Unless  otherwise  noted  on  the  proposal  sheet,  all  brick  sewers,  the  in- 
ternal diameters  of  which  are  2#  feet  or  less,  shall  be  built  of  one  ring  of 
brick;  all  brick  sewers,  the  internal  diameter  of  which  exceed  2%  feet  and 
not  more  than  6  feet,  shall  be  built  of  two  rings  of  brick;  all  brick  sewer*, 
the  internal  diameters  of  which  exceed  C  feet,  and  are  not  more  than  10 
feet,  shall  be  built  of  three  rings  of  brick;  and  all  brick  sewers,  the  internal 
diameters  of  which  exceed  10  feet  and  are  not  more  than  15  feet,  shall 
built  of   four   rings  of  brick. 

The  most  perfectly   formed  bricks  and   those  with  the  smoothest  surfac 
are  to  be  used  in  the  inside  of  the  sewer,   the  smoothest  edge  of  the  bri<r% 
being  laid  to  the  face.     The  courses  are  to  be  laid  in  line  and  kept  perfectly 
straight  in   the   direction   of   the   sewer   and   parallel   to  the   rise  of   the  sarKft*et 
and    shall    be    laid   as   stretchers,    breaking   joints    with   those   in    the    adjac^^ 
courses.      Every   brick   must    be   laid   separately   in    full   mortar  joints  on    fcx*" 
torn,    side    and    end.      No    joint    shall    exceed    one-half    (J4)    of    an    inch         in 
thickness,    and   all   joints  on   face   shall   be   trowel -struck.     The   mortar  joi"*318 
on  the  inside  of  the  sewers,  below  the  center  line,  are  to  be  carefully  stx"*^* 
when  laid,  and  those  above  to  be  scraped  smooth  with  the  bricks  immedia'*^* 
after   the   centers  are   struck.     The   refuse   mortar   to   be   scraped   off  and         re' 
moved  entirely  from  the  sewer  before  it  has  time  to  harden. 

All    inverts    or    bottom    courses    are    to    be    laid    to    line    from    temp*^*8' 
accurately   made,   and  correctly   set   to  the   lines  and   grades  furnished. 

No  work  in  masonry  shall  be  done  when  the  thermometer  is  bcZ^w 
twenty-five  (25)  degrees  I*.,  without  permission  from  the  Engineer,  and  tf**° 
under  conditions   for   protecting   it    from   frost,   approved  by   him. 

MANHOLES. 

All  manholes  are  to  be  circular  in  section  and  three  feet  internal  dia^** 
eter.     They   are   to  be   built   with   two   rings  of  brick,   giving  a   thickness  ** 
eight   inches  to   the   wall.     The  bricks   in   the  inside  ring  are  to  be  set  vert*' 
cally.      The    outer    ring   may    be    built    of    bats   as    far    as   broken    bricks  o** 
hand    will   go,    otherwise   whole   bricks   are   to  be   used. 

On  sewers  three  feet  in  diameter  and  greater  the  manholes  shall  be 
supported  by  the  arch  invert  of  the  sewer  without  additional  foundation.  On 
sewers  less  than  three  feet  in  diameter  the  invert  of  the  sewer  through  the 
manholes  shall  be  built  of  two  rings  of  brick  and  on  each  side  thereof  shall 
be  built  a  solid  brick  foundation  twelve  inches  thick,  making  the  entire  founda-  j 

tion   four   feet   and    six   inches  in    diameter. 

The  top  of  the  manhole  is  to  be  two  feet  in  diameter,  being  drawn  in 
by  means  of  six  header  courses  the  diameter  being  decreased  two  inches 
for  each  course,  and  an  iron  cover  set  thereon.  On  unpaved  streets,  the  tops 
of  the  covers  of  the  manholes  are  to  be  at  the  surface  of  the  streets;  on 
paved   streets,   one-half   inch   lower. 
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The  cost  of  all  manholes  shall  be  included  in  the  price  paid  per  lineal 
oot    of    sewer. 

CATCH-BASINS. 

All  catch-basins  are   to   be   circular   in   section   and    four   feet   in   internal 

^ameter.     They  are  to  be  built   of  two  rings  of  brick   upon   a   floor  of  two- 

tftch  pine  plank  closely  jointed.     The  bricks  in  the  inner   ring   (excepting  the 

top  and  botiom  header  courses)   are  to  be  set  vertically.     The  outer  ring  may 

**  built  of  bats  as   far  as  broken   bricks   on   hand    will   go,   otherwise    whole 

toicks  are  to  be  used.     The  brick  work  shall   be  seven  feet  two  inches  deep; 

foe  top  of    the    catch-basin    shall    be    two    feet    in    diameter,    being    drawn    in 

ty  means  of  eight  header  courses,   the  diameter  being  decreased   three  inches 

'0r  each  course,   a  top  header  course,  being  laid  flush  with  the  course  below 

and  an  iron   cover   set  thereon. 

The  catch-basins  are  to  be  connected  to  the  sewer  with  nine-inch  pipe 
3,Jd  trapped  with  nine-inch  half-traps,  the  bottom  of  the  traps  to  be  set 
"ree    feet  and  six  inches  above  the  floor  of  the  basin. 

The  top  of  the  cover  shall  be  set  at  the  grade  given  by  the  Engineer; 
Ic*    when   so   directed   the  contractor   shall    set    a   piece    of    nine-inch    pipe    in 

*  side  of  the  basin  at  the  proper  elevation  to  receive  the  water  from  the 
Jacent   ditches. 

The  cost  of  all  catch-basins  shall  be  included  in  the  price  paid  per  lineal 
■**    of  sewer. 

COVERS. 

All  covers  used  shall  be  of  good  quality  of  cast  iron,  the  curb  shall  weigh 
1  less  than  350  pounds  and  the  lid  shall  weigh  not  less  than  120  pounds, 
**     shall   be   of    the    same   size   and  pattern   as   iron    covers   now    in    use    by 

*  bureau  of  Sewers,  in  the  City  of  Chicago,  provided  that  if  the  catch  - 
Slns  are  built  in  the  parkways,  lighter  covers  may  be  used  weighing  not  less 
an     140   pounds. 

Pin  LAYING. 

Bach  pipe   is  to  be  laid   on   a   Arm   bed,   and   in   perfect   conformity   with 

^    line  and   levels   given   by    the    Engineer.      The   ends   of   the   pipes   are    to 

"***  close  against  each  other  in  such  a  manner  that  there  shall   be  no   shoul- 

**r   or   want    of    uniformity   of    surface    on    the    interior    of    the    drain.      The 

Joints  are   to    be    as    uniform    as    possible    in    thickness    and    thoroughly    filled 

*rth  mortar;  where  the  pipe  is  laid  in  running  sand  the  joints  must  be  caulked 

*Uh  oakum.     Each  joint  is  to  be  wiped  clean  of  mortar  on  the  inside  before 

another  length  of  pipe  is  laid. 

JUNCTION   OF   SEWERS. 

The  junction  of  two  or  more  sewers  must  be  made  in  strict  conformity 
with  the  plans.  The  work  must  be  done  with  special  care  and  in  a  perfect 
manner  and  the  brick  at  the  joining  edges  must  be  shaped  smoothly  to 
•roper  curves  and  the  two  sewers  joined  with  a  thorough  bond,  the  cost 
(  all  junctions  to  be  included  in   the  price  per  lineal  foot  of  the  main  sewer. 

When  connections  are  made  with  sewers  carrying  water,  special  care 
ust  be  taken  that  no  part  of  the  work  is  built  under  water;  a  flume  or 
m    roust   be   put   in   and   the   new   work  kept   dry  until   finished. 
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SIDE    JUNCTIONS. 

Intersection*  or   lateral  sewers,   whether  of  brick  or  pipe,   sad  all  junc- 
tions  (or   catch-basin   drains   are  to   be  built    into   the   sewers  at  such   places 
as   are    »ho*u    on    plans.      Six-inch   junctions   for    house    drains   to   commence 
ten   feet    (torn   utrcet   corners  and   to  be   placed   thence  twenty-five  feet   apart 
through   the  block*,   or  as  otherwise  shown  on  the  plans,  shall  be  built  into 
the  *c*ct*  in  a  thorough  and   workmanlike  manner.     Whenever  required  the 
hncW    tntnvrvtion*    are    to   be    strengthened    by   backing   up    the   angles   with 
ptetA  ol  ma*onv>.     The  junctions  are  to  be  bricked  off  at  the  ends,  thoroughly 
rV«tn*  them,     The  pipe  junctions  are  to  be  closed  by  laying  the  brick  against 
the  end  of  the  pipe.     In  no  case  are  the  bricks  to  be  placed  inside  the  pipe. 
AM  de*<l  end*  of  the  *e«*rr*  are  to  be  closed  with  eight  inches  of  brick  work 

oraxrs. 
Th*  owtkt*  for  main  sewers  are  to  be  fctnlt  in  accordance  with  plans  an 
^»\Mi^MW*>*  *wpp^c\*  fc*  ****  <***-     The  terminations  or  intersections  of  sid 
i*.vk*    *v>d    «****♦«*.    >*<th    mm   and    snKia*ir.*   respectrrely.    are   to   be    mav 
t*>i\s\ji>.  Nx>k  o>    r*pc  jwn\tK*»  rcexiou«^  b-stii.     If  for  any  cause  the  j 
tw#»    p*v>  T,s>Vi>    v**At   sn    :Ve    *-ewrr.    wi:k    which   the   contractor    is   to 
^vs-.    i*  *^  W  *-b*,rt$*v:.  wi   v.tc  x»>r  fwsrr,*«.  or   &  new   coe  is  to  be  built, 
w^t-sv***    «>*  *,    »'.tK'«<  ex:**  r«x**   «i»"  a,?.  :hc  necessary  labor  of  any  ■ 
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lointed.      All    slant    junctions     and    branch    junctions    shall    he     molded     for 
*a  angle  of  thirty- four  degrees  with  the  sewer  with  which  they  are  to  connect. 

CEMENT. 

The  cement  shall  be  fresh  made,  of  some  satisfactory  and  reliable  brand, 
*ad  of  such  quality  and  uniformity  as  has  been  demonstrated  by  the  Board 
°f  Local  Improvements  of  Chicago  to  be  of  superior  quality  and  thoroughly 
adapted  to  the  construction  of  sewers  and  similar  work,  and  shall  be  approved 
*t  the  Engineer. 

Natural  cement  shall  be  so  finely  ground  that  90  per  cent  of  the  whole 
*iU  pass  through  a  sieve  of  100  meshes  to  the  lineal  inch,  and  when  treated 
10  the  ufsual  manner  for  tensile  strength,  shall  give  results  comparing  favor- 
a™7  with  the  best  brands  of  American  Natural  Cement.  The  cement,  when 
tested  in  the  usual  manner,  shall  take  an  initial  set  in  not  less  than  10 
"Sautes. 

Portland  cement  shall  be  of  some  brand  of  reputation  known   and   estab- 

1&hed  by   use.      It    shall    be    ground   so    that   ninety-two    (92)    per    cent    will 

p*as   through  a  standard  sieve   of   100   meshes   to   the   lineal    inch,    and   when 

*T*ed,  .one  part  cement  and   three  parts  sand,   shall   show   a   tensile   strength 

.*    *Wo  hundred  pounds  per   square  inch   in   seven   days — one   day   in   air  and 

*    days  in  water — and  an  increase  of  not   less  than  20  per  cent   in  strength 

***e  end   of   twenty-eight    days,    and   an    additional    increase   of   lf>    per   cent 

**»e  end  of  three  months. 

As  ample  time  is  required   for  making   tests,    the   contractor   shall   submit 

***Ples  of   the   cement   he   desires   to   use    and   one    or   more   brands    may    be 

^•"Oved  by  the  Engineer,   any  of   which  the  contractor  may  use. 

If  large  quantities  of  Portland  cement  are  to  be   used   in   this  work  the 
factor  shall  deposit  and   store  the  cement   in   a  suitable  warehouse,   where 
^**all  remain  under   the   supervision   of   the    Board   of   Local    Improvements 
**1    after  it   has  been   tested  and  accepted  by   the   Engineer. 

MORTAR. 

"The   mortar    for   brick   work   shall    be    made   by    carefully    measuring    and 

0>*Oughly  incorporating  one  part  of  natural   cement  with  two  parts  of  clean. 

**^rp  sand  in   dry   state,    mixed   with   clean    water   to   the   proper   consistency, 

J*^     shall   be   used    while    fresh,    and    the    use    of    mortar    which    has    set    and 

***    been  retempered   will  not  be  allowed.      The   mortar   used   in   laying  pipe 

^^rs  shall  consist  one   part  of  natural  cement   and   one   part  of  clean   sand 

ttl^3t^d   and    used    as   above    specified,    all    to    be    furnished    by    the    contractor 

**thout  extra   charge. 

CONCRETE. 

All  concrete  shall  be  composed  of  one  part  Portland  cement,  three  parts 
*k*n  torpedo  sand  and  six  parts  of  broken  stone.  The  stone  shall  be  of 
K°od  quality,  graduated  in  size,  angular  in  shape  and  free  from  dirt  nr 
I  c*av-  All  stone  must  be  broken,  so  as  to  pass  through  a  ring  one  and  one- 
tolf  inches  in  diameter.  The  cement  and  sand  shall  be  measured  and  shall 
k*  thoroughly  mixed  dry,  until  the  mixture  is  of  a  uniform  color,  and 
tb*U  be  wet  with  as  little  water  as  will  render  it  proper  for  use,  and  thor- 
oughly worked.     The  stone  shall  be  added  and  the  whole  shall  be  mixed  until 
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each   atone    is    thoroughly    coated    with    mortar.      The    stone    shall    be    w 
washed,   if  required,   before  it   is   added  to   the  mortar. 

INSPECTION    OF    WORK    AND    MATERIALS. 

All   materials,    of   whatever   nature,    shall    be   inspected   upon   the  grot-*  ** 
when   delivered,   by  an   inspector  appointed  by  the   Board   of   Local   Impro* 
ments,    who    shall,    upon    finding    defective    or    poor    material    of    any   tf^^ 
m  mediately   report   the   same   to   the    Engineer   in   charge   of   work,   and  "^ 
contractor    shall,    when    notified   by    said    Engineer    or    inspector,    at    once     ^ 
move  said  defective  or  poor   material   from  the  line  of  the   work. 

Inspectors  will  be  appointed  whose  duty  it  shall  be  to  report  to  th-^^1 
superiors  any  neglect  or  disregard  of  these  specifications  by  the  contractc^*" 
but  the  right  of  final  acceptance  or  condemnation  of  the  work  will  not  •* 
waived  thereby,  nor  by  any  other  act  of  the  City  of  Chicago  by  its  offic^^* 
or   agents   relating   thereto. 

If  at  any  time  during  the  progress  of  the  work  any  rejected  or  infer  -  *" 
materials  should  be  found  in  the  street,  or  any  portion  of  the  work  sho***' 
be  improperly  done,  such  material  and  work  shall  be  removed  and  replac^ 
by  proper  material  and  work  at  the  expense  of  the  contractor.  Notice  *» 
any  imperfections  in  the  work  or  material  to  any  foreman  or  agent  in  cha'srfF 
of  any  portion  of  the  work  in  the  absence  of  the  contractor  shall  be  con- 
sidered   as   notice    to    the    contractor. 

The  contractor  shall  execute  the  work  only  in  the  presence  of  the  ErafP" 
neer  or   Inspector   during  the  usual  working   hours  of  the   day,   unless  otticr- 
wise   directed   by   the    Engineer;    but   the   presence   or   superintendence  of     the 
said   Engineer  or   Inspector  shall   in  no   way   relieve   the   contractor  of  the    re- 
sponsibility of  his  work,    or  be  any  warrant   for  him  to   furnish  bad  materia/ 
or    poor    workmanship. 

The  contractor  shall  notify  the  Engineer  48  hours  before  beginning  work 
on  this  contract  of  his  intention  to  do  so,  and  in  case  of  a  temporary  suspen- 
sion of  the  work,   he  shall  give  a  similar  notice  before   resuming  work. 

The  contractor  will  be  required  to  dig  all  stake  holes  necessary  to  #** 
the  lines  and  levels  for  the  work  in  time  for  the  daily  visit  of  the  Engineer 
in  charge  at  such  time  as  he  may  appoint,  and  shall  furnish  and  drive  *H 
stakes    as    directed. 

The  contractor   shall    furnish   all  necessary   facilities,   should   it  be  deemed 
advisable   by   the    Board   of    Local    Improvements   to   make   an   examination  of 
any  work  already  completed.      If  the  work  is   found  defective  in  any  respect    ■ 
the    contractor    shall    defray    the    expense   of   such    examination    and   of  »tt> 
factory  reconstruction.     If  the  work  is  perfect,  such  expense  will  be  allowed  for* 

All  the  work  shall  be  executed  in  the  best  and  most  workmanlike  mafl- 
ner  and  no  improper  material  shall  be  used,  but  all  materials  of  every 
kind  shall  fully  answer  the  specifications,  or  if  not  particularly  specified, 
shall  be  suitable  for  the  place  where  used  and  satisfactory  to  the  Board 
of    Local    Improvements. 

Whenever  the  word  "Engineer"  is  used,  it  is  understood  to  mean  the 
Board  of  Local  Improvements,  any  member  of  the  Board,  the  Engineer  of 
the  Board,  or  in  his  absence  his  duly  appointed  assistant  or  inspector  ftp* 
resenting  him,   limited  to  the  special  duties  imposed  on  each. 
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EXTRA    WORK. 

The  actual  length  of  each  sewer  to  be  built  may  be  more  or  less  than 
«  corresponding  length  given  in  the  proposal  sheet  or  plan,  but  no  varia- 
an  will  be  made  in  the  rates  on  that  account.  No  extra  or  customary 
measurement  of  any  kind  will  be  allowed  in  measuring  the  work  under 
tese  specifications;  but  the  actual  length,  area,  solid  contents  or  number 
hall  be  considered  and  the  length  shall  be  measured  on  the  center  line  of 
he  work  whether  straight  or  curved.  The  contractor  will  be  paid  the  con- 
net  price  for  each  unit  of  work  done,  which  price  will  include  the  cost 
if  all  work  herein  described,  including  all  junctions,  manholes  and  catch- 
fosins,    with    their    connections. 

No  claim  whatever  will  be  allowed  the  contractor  for  extra  work  or  ma- 
terial, or  for  a  greater  amount  of  money  than  is  herein  stipulated  to  be  paid, 
unless  some  change  in  or  addition  to  said  work,  requiring  additional  outlay  by 
the  contractor,  shall  first  have  been  ordered,  in  writing  by  the  Board  of  Local 
Improvements,  said  writing  to  be  attached  to  the  contract  for  the  making 
of  said  improvement,  and  stating  that  such  work  is  not  included  in  the 
contract,  what  the  extras  are,  and  that  such  are  necessary  for  the  proper 
completion  of  the  work,  or  for  the  security  of  the  work  previously  done, 
*°d   the  reason   thentfor. 

The  Board  of  Local  Improvements  reserves  the  right  to  make  any  change 
m   the   plans    and    specifications    that    it    may    deem    desirable    or    necessary, 
which  change    may    increase    or    diminish    the    quantity    of    material    or   labor 
01  the  expense,   and   such  change  shall  not  violate  or   annul  the  contract  or 
agreement    hereby    entered    into,    but    the    contractor    shall    furnish    the    neces- 
ttry  labor  and  material  to  complete  the  contract  as  amended.     The  value  of 
the  work  so  added  of  omitted   shall  be  added  to  or   deducted   from   the   con- 
tact price   as  the   case   may   be,    and   the   determination   of    such   value    shall 
k  Used   on  the   rates  and   prices   named   in    this   contract,   when    such   rates 
tod  prices  can  be   equitably  applied,   otherwise  the  value  shall  be  determined 
07  mutual    agreement    between    the    Board    of    Local    Improvements   and    the 
^tractor. 

If,  for  any  cause,  the  Board  of  Local  Improvements  finds  it  necessary  or 
durable  to  suspend  operations  for  any  considerable  length  of  time,  it  is 
t°  be  done  by  the  contractor  on  due  notification,  and  he  will  not  be  entitled 
to  any  damages  of  any  kind  or  nature  whatsoever  because  of  such  detention. 
He  will,  however,  be  allowed  further  time  in  the  completion  of  his  contract, 
(tyttl  to  the  delay  caused  by   the   suspension   of  the  work. 

AH  loss  or  damage  arising  out  of  the  nature  of  the  work  to  be  done, 
Or  from  any  detention  or  other  unforeseen  or  unusual  obstruction  or  diffi- 
culty, which  may  be  encountered  in  the  prosecution  of  the  work,  or  from 
t&e  action  of  the  elements,  shall  be  sustained  by  the  contractor. 

GUARANTEE. 

It  Is  understood  and  agreed  that  all  labor  and  material  shall  be  of  such  char- 
icter  that  the  entire  work,  including  the  restoration  of  the  surface  of  the  street, 
hall  be  and  remain  in  good  condition  during  the  entire  period  of  one  year 
rom  the  acceptance  of  the  work,  and  the  coutractor  hereby  agrees  to  keep 
1    perfect    repair,    during    such    period,    the    whole    of    his    work,    except    in 


EN( 


;ix* 


;EKlN 


G  * 


,/OKK. 


t\cce 


aaatV 


by 


c* 


,**** 


c\c» 


rW 


^yo** 


tlac« 


A6* 

b*    ln   tbe 
ttiaV 


i\\c 


ettt 


ev 


Wave 


^A    ticv*---  _     otb^ 

rettd««4  * 

-y      DC 

r^"^-^  tf^„r  J2"«ff  ^rs^t , 


b***^  tW 


the 

City- 


ue# 


the 


cotitf01 


<*»—-    depoa^ J^e 


****** 
abaW 


^j*  tbe 
sit 


•     oi   a   U°  ts    the*      *hc   &**    A*l  to  **C 
date        u  reValfS'    «.*   at  thc       w^on**** 

upflnn^8        a  street  oi  tn°  t   th* 

Jf  the  *<<  Yub^c  ^   oi   *etcrtns  oi  ^  a*d  *  ba\ance J^it- 


tVw 


to  P*?_*  «b**   .r 


^e>*   t  itabie  *^  ^c**** 

ten*1* 


w 


ith 


tbe 


COtn  «v    tev»-"    be  w*""^   cotw»-     ^    aev—      »«**""*  tb\» 
cotvv**  c    ye*        -^      11      »ractofi 


?B*^ 


t^° 


,tuc*. 


sba^ 
s^cb 


rtfcai 


iSo^* 


-See 


*^  «•"  co„^°;o;  CAllc«o.> 


(^oT«- 


.?»ee 


sU 


eet  «-i6Ca 


t\o^» 


1.^°* 


ci-^ 


l>i*. 


Itv 


otA^nce  _ 
an        rove^enlS 


d  ^ 
rese 


tbe 


Cou» 


c\\ 


^iai 


rcb 


Va88eo,t;es  tbe 


pay 


ftv 


ent 


ibaU 
id 


be 


cvty 

toade 


to 


10, 
issue 


to 


rcircoA«acwr 

tYlC     lecteA  ot 


5 

sa 


:otvt* 


actot 


ba» 


tieft1 


iot 


vro 


^  ^1 


■tiotto' 


4 


J«^ 


p» 


voocbey 


**  -,  w  ^rt  ^iev.:  T«*?f  £<**  !??«*** 


Vice 


a 
iaV 


case    » 
Wed   t0 

OT 


^    ^\c°on^ 

s^c°    ..vcets 


b»* 
pay 


lCto^' 


bo^t 


anV 
any 


x\{ter 
;a\ 

oi 
at^°x 


sat^ 


,f\eA 


oi    ^C 
tbat 


cb 


\t\c 


vodeA 


\n 


s^ 


5ub 


.cot\t*a 


ctot, 


\*ot 


■\tttt*11 


t\,i»   ^'°r      .    Vn  acC^     «*»r   ee^t      .^-ctors^ 
nVetne^s'  ^   re^e  V\     -lS  a^*n     tt  ftJ^jJ,    tvo^^  a1 


i** 


****. 


^e^ 


a^c 


tbe 
C     lev   **' 


\^oa^( 


in 


ac 


a^>  re;. 

corAa^c^ 


:itb 


of 


tbat 


ttA»Y 


\>ec 


o^c 


due 


vin* 


DRAINAGE  AXD  SEWERAGE.  ltfp 

in    these    specifications,   to   the   payment  of   such   sub-contractors,    workmen   or  * 
employes    of   said    contractor,    without   other   or    further   notice   to    him   of    its 
intentions  so  to   do. 

The    failure    of   the    Board    of    Local    Improvements    to    comply    with    the 
provisions    of    the    ordinance    in    regard    to    unpaid    sub-contractors,    workmen  \ 
or    employes,    shall    in    no    wise    affect    the    liability    of   the    contractor    or    his  . 
sureties,    to   the   city   or   to    the   persons   who   are    or    who   may    have   been    in 
his    employ. 

MANNER    OP    PAYMENT. 

(Note — See  street  specifications  for  Chicago.) 

CONTRACTS    PAYABLE    FROM    SPECIAL   ASSESSMENT    ONLY. 

(Note — See  street  specifications  for  Chicago.) 

TIME    FOR   COMPLETION    OF   WORK. 

The  work  to-be  performed  under  these  specifications  sball.be  commenced 
within    fifteen    (15)    days    after    the    time    of    signing    the    contract    for    sanie, 

and     shall    be    completed    on    or    before 

and  the  said  time  specified  for  completion  of  the  work  is  an  essential  con- 
dition of  this  contract.  Provided,  however,  that  if  the  contractor  is  delayed 
by  the  city  in  the  commencement  of  the  work,  or  in  case  the  work  is  sus- 
l»ended  by  order  of  the  city  authorities,  then  the  time  of  such  delay  or  susi>en- 
sion    shall  be  added  to  the  time   for  the  completion  of  this  contract. 

After  the  date  specified  for  the  completion  of  this  contract,  the  Super- 
intendent of  Sewers  shall  have  the  right  to  issue  permits  to  any  person 
to  make  connections  with  the  sewer  herein  provided  for,  although  the  work 
may  not  haze  been  fully  completed  and  accepted,  and  the  issuance  of  any 
such  permits  shall  not  entitle  the  contractor  to  any  additional  allowance  or 
relieve   him   from   any    responsibility. 

ASSIGNMENT    PROHIBITED. 

No  part  of  the  work  herein  specified  shall  be  assigned  or  sub-contracted 
without  the  written  consent  of  the  Board  of  Local  Improvements,  and  in 
no  case  shall  such  consent  relieve  the  contractor  from  the  obligations  herein 
entered  into   by   him,  or   change  the  terms   of  this   agreement. 

LIABILITY  OF   CONTRACTOR   IN    THE  MATTER   OF  BARRIERS   AND   DAMAGE   TO    PERSONS   OR 

PROPERTY. 

If,  in  the  prosecution  of  said  work,  it  shall  be  necessary  to  dig  up,  use 
or  occupy  any  street,  alley,  highway  or  public  grounds  of  said  city,  the 
contractor  shall  erect  and  maintain  such  strong  and  suitable  barriers,  and 
also  during  the  night  time  such  lights,  as  will  effectually  prevent  the  hap- 
pening of  any  accident  or  harm  to  life,  limb  or  property,  in  the  consequence 
of  such  digging  up,  use  or"  occupancy  of  said  street,  alley,  highway  or  public 
grounds,  and  the  contractor  shall  be  liable  for  all  damages  of  every  kind 
and  nature  occasioned  by  reason  of  his  failure  to  comply  with  any  of  the 
provisions  mentioned  in  this  paragraph.  Said  contractor  shall  also  be  liable 
for  any  damage  to  persons  or  property  occasioned  by  the  negligence  of  such 
contractor,   his  agents,  employes,   workmen  or  assignees. 
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any    or    all   bids,   or  to  accept   bids  separately   as  to   any   part   of   the  work, 
or    to    accept   any   bid  in  the   aggregate. 

The  undersigned  hereby  certifies  that  he  has  read  the  foregoing  specifi- 
cations, and  that  his  proposal  for  the  work  is  based  on  the  conditions  and 
requirements  embodied  therein,  and  should  the  contract  be  awarded  to  him 
he    agrees   to   execute   the   work   in   strict   accordance   herewith. 

Name    

Residence    

Name    

Residence    

Name    

Residence    


PIPE  SEWERS. 

A  good  specification  for  laying  pipe  sewers  from  Engineering 
News: 

Only  one  man  under  each  inspector  shall  be  allowed  to  lay  tiles  on  the 
main  sewer,  and  only  one  on  house  connections;  and  no  tile  shall  be  laid 
except  in  the  presence  and  according  to  the  directions  of  the  Inspector. 

Tile  pipes  shall  be  so  laid  as  to  be  evenly  supported  throughout  the 
whole  length  of  the  barrel,  with  no  weight  resting  on  the  bell.  Tf  the  trench 
is  dug  deeper  than  the  grade  of  the  barrel  no  spalls,  shims  or  lumps  shall 
be  used  to  raise  the  pipe  to  grade,  but  an  even  bed  shall  be  formed  of  sand 
or   approved   fine  material  properly   tamped. 

Joints  shall  be  made  as  follows:  (1)  Line  with  mortar  the  lower  third 
of  the  entire  circumference  of  the  bell;  (2)  insert  the  pipe  to  be  laid  and 
a  jute  gasket  freshly  dipped  in  neat  grout;  (3)  bring  the  pipe  to  grade  and 
line;  (4)  caulk  the  gasket  tightly  into  the  joint;  (5)  fill  the  joint  with 
mortar  mixed  rather  stiff,  using  a  rubber  mitten:  (0)  tamp  mortar  into  joint 
with  an  approved  tool  until  it  is  solidly  filled;  (7)  smooth  on  mortar,  using 
a  rubber  mitten,  until  its  surface  makes  a  bevel  of  not  more  than  60  degrees 
with  the  pipe;  (8)  protect  the  cement  (preferably  with  burlap),  and  fill 
around  the  barrel  of  pipe  with  sand  or  similar  material,  tamping  solid  with 
an  approved  tool;  (9)  remove  burlap  and  cover  joint  and  pipe  with  fine 
material;    (10)   clean  out  and  point  joint   on   inside  of  pipe. 

On  pipes  less  than  12  inches  in  diameter  cleaning  out  may  be  done  with 
a  bag,  staffed  so  as  to  tightly  fill  the  tile,  drawn  through  each  length  of  tile 
as  it  is  laid.  All  pipes  must  have  the  lower  third  of  the  joint  completely 
rilled  with  cement;  pipes  larger  than  18  inches  shall  have  the  lower  half 
l>ointed,  and  larger  than  24  inches  the  whole  of  the  joint,  using  neat  cement 
on    the  top  half  if  necessary. 

(Note. — The  writer  fails   to   see   the  necessity   for   specifying 

a    gasket  in  sewer  pipe  joints  except  when  the   sewer  is  laid  in 

water  or  in  running  water.    In  such  case  mud  might  get  in  or  the 

cement  he  washed  out  of  the  joint.     The  gasket  should  be  dipped 

in   neat  cement  grout.    When  the  trench  is  dry  and  it  is  reasonably 
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certain  the  mortar  can  set  before  any  water  can  get  in  through 
the  joints  he  prefers  to  have  the  joints  filled  with  a  stiff  mortar. 
All  sewer  pipe  should  have  extra  wide  and  deep  sockets  no  matter 
whether  it  is  double  or  ordinary  strength  shell.) 


LUMBER  LEFT  IN  TRENCHES. 

In  small  places  it  is  not  customary  to  leave  lumber  in  trenches. 
The  writer  has  had  inquiries  as  to  why  it  is  done. 

If  the  ground  has  any  tendency  to  slide,  the  filling  in  the 
trenches  will  settle  too  slowly  to  oppose  any  force  to  the  squeezing 
in  of  the  banks.  When  there  are  water  pipes  or  gas  pipes  or  any 
underground  conduits  that  may  suffer  if  joints  are  opened,  care  must 
be  taken  to  prevent  their  alignment  being  disturbed.  If  the  street  is 
not  very  wide  and  the  foundations  of  the  buildings  on  either  side 
do  not  get  below  the  bottom  of  the  trench  there  is  apt  to  be  settle- 
ment. In  such  cases  it  is  customary  to  require  the  contractor  to 
leave  bracing  and  timbers  in  place  to  act  as  retaining  walls  until 
the  filling  settles  and  can  take  care  of  the  pressure.  Too  many  cross 
braces  can  not  be  left  in,  for  it  will  interfere  with  the  settlement 
of  the  earth.  Lumber  for  such  purposes  does  not  have  to  be  first- 
class.  Care  is  to  be  taken  that  the  contractor  does  not  persuade  the 
man  in  charge  to  leave  too  much  in  place.  As  a  usual  thing  he  gets 
a  good  price  for  such  material  and  is  anxious  to  leave  it  and  be  paid 
for  it  as  it  is  likely  to  be  left  on  his  hands  after  the  work  is  done. 
It  can  be  used  only  for  similar  work. 


SINKING  OF  PAVEMENTS  OVER  TRENCHES. 
Careful  filling  of  trenches  with  the  earth  thrown  back  in  thin 
layers,    dampened    and    tamped,    will    go    far    towards    preventing 
sunken   places   in  pavements   over  sewer  and  water   pipe   trenches 
and  other  similar  excavations. 

When  trenches,  however,  have  been  opened  in  paved  streets 
having  a  concrete  base,  it  is  a  good  plan  to  cover  the  trench  with 
a  reinforced  concrete  slab.  To  do  this  trim  the  edges  of  the  con- 
crete base  on  an  angle  for  the  lower  half  of  the  thickness  and 
then  fiat  for  a  few  inches  more,  to  form  a  berm.  Fill  in  to  the 
original   thickness   with  concrete  reinforced  in  the  bottom. 
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FLOW  OF  WATER, 
The  following  table  is  taken  from  the  catalogue  of  a  sewer-pipe 
company  and  is  so  common  a  feature  in  such  publications  that  it 
*an  hardly  be  new  to  the  readers  of  this  book.  The  formula  used 
">  calculating  it  is  an  old  and  simple  one,  no  longer  used  except 
f°t  tile  drainage  and  second  quality  sewer  pipe  used  for  drainage 
Purposes.  The  table  gives  fairly  reliable  results,  however,  and  is 
Useful  for  pipe  culverts. 
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idard  formula  is  the  Chezy  formula. 
V  =  c  vTs 
:  V  =  velocity  in  feet  per  second, 
is  a  co-efficient  found  by  means  of  Kutters'  formula, 
is  the  hydraulic  mean  radius  found  by  dividing  the  area  of 
'ater  (cross  section)  by  the  wetted  perimeter. 
>  is  the  fall  in  feet  divided  by  the  length  in  feet. 
Old  hydraulicians  tried  to  secure  a  simple  formula  which  would 
°*  generally  applicable.    It  was  found  that  there  was  a  fairly  con- 
"*it  relation  :xisting  between  slope,  area  and  velocity,  for  watet 


when 


the 
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ft  inclined  to  run  down  hill  and  the  law  of  its  flow  is  known. 
Friction  modified  the  flow  so  the  area  of  the  stream  was  a  factor 


/futterls  formula. 


c  ~      (4,,6+.ayfiL)xn 


Modified  for  ordinary  use. 
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bat  in  channels  differing  from  such  pipes  so  many  elements  of 
retardation  entered  in  that  Chezy  introduced  into  the  general 
formula  hit  co-efficient  C  and  recommended  certain  values.  The 
extensive  experiments  of  two  Swiss  engineers,  Ganguillet  and 
Kutter,   gave  us  a  formula  with  which  to  obtain  c. 

The  formula  is  very  complicated  and  diagrams  and  tables  have 
been  extensively  used  to  lighten  the  labor  involved.  The  second 
form  shown  is  one  that  gives  results  close  enough  for  the  ordinary 
work  of  calculating  drains  and  sewers.  The  third  form  is  one 
used  by  Flynn  to  calculate  his  tables  in  Van  Nostrand's  Science 
Series  Nos.  67  and  84.  He  extended  these  tables  in  his  larger  and 
later  work,  "Irrigation  Canals,  etc.,"  but  it  is  now  out  of  print  and 
the  plates  destroyed. 
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It  will  be  seen  that  in  attempting  to  find  a  value  for  the 
co-efficient  c,  another  co-efficient  must  be  assumed.  This  is  known 
as  n,  or  the  co-efficient  of  roughness.    It  varies  as  follows  (Traut- 

Sides  and  bottom  of  channel  lined  with  well-planed  lumber. .     .008 

Neat  cement  (also  glazed  pipes  and  very  smooth  iron) 010 

Concrete,  3  sand,  1  cement  (also  smooth  iron) Oil 

Unplaned  lumber  and  ordinary  iron  pipes 012 

Ashlar  or  brickwork 013 

Rabble  .017 
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no  help  can  be  obtained  from  those  sources,  and  the  drains  can  not 
wait  ten  or  twenty  years,  the  oldest  inhabitants  may  be  pressed  into 
service. 

If  10  per  cent  of  the  heavy  rains  recorded  fall  in  thirty 
minutes,  then  a  thirty-minute  rainfall  is  a  good  guide  in  design- 
ing a  main  storm  water  drain  in  a  somewhat  closely  built  residence 
district.  Fifteen  minute  rains  should  be  taken  into  consideration 
in  planning  drains  for  a  well-paved  business  district. 

For  ordinary  cases,  two  inches  of  rainfall  per  hour  should  be 
estimated.  When  estimating  the  amount  of  water  to  be  disposed 
of  there  must  be  taken  into  consideration  the  slope  of  the  surface, 
the  proportion  of  impermeable  area,  the  average  rate  of  precipita- 
tion in  cubic  feet  per  second  per  acre,  and  the  drainage  area  in 
acres. 

A  very  valuable  paper  was  read  before  the  Western  Society  of 
Engineers,  February  7,  1906,  on  the  area  of  water  ways  for  rail- 
road   culverts   and  bridges   and   was   published,   together   with    the 
discussion,  in  the  April  number  of  the  proceedings.     This  can  bt 
obtained  from  the  secretary,  1734  Monadnock  block,  Chicago,  111 
for  fifty  cents.     It  contains  much  of  value  on  the  subject  of 
verts  that  will  be  interesting  to  city  engineers. 

Slope  plays  a  large  part  in  the  flow  of  water  from  a  cert; 
area  into  the  drains.    In  a  city  having  many  hills  the  water  reac1 
the  drain  sooner  than  where  the  surface  is  flat  and  the  slope  li( 
In  hilly  places  it  may  take  only  one  and  one-half  to  two  times       th 
duration  of  the  storm  to  carry  off  the  water.     In  a  city  very       fist 
and   with   extremely  light  slopes   it   may  take   from  three  to      five 
times  the  duration  of  the  storm   for  all   the  water  to   reach      the 
drain.     When  the  point  of  saturation  is  reached,  all  the  flow  groes 
to  the  sewers,  so  a  proper  formula   must  take  into  account    tfiis 
matter  of  saturation  of  ground.     A  long  light  storm   may  tax      a 
drain  more  severely  than  a  short  heavy  burst. 

The  following  rules  are  in  common  use  for  culvert  work: 

The  following  is  much  used  on  railroads: 

S  =  C  VT" 

where  S  is  the  sectional  area  of  the  culvert  in  square  feet. 

C  is  a  constant  taken  as  3  for  a  sandy  porous  soil ;  4  for  a  ft 
and  partly  porous  surface ;  5  for  a  partly  porous  surface  where  thi 
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rains  are  heavy,  and  7  where  the  rainfall  is  very  heavy  and  the 
slopes  steep  and  bare. 

a  is  the  area  in  acres  to  be  drained. 

The  Fanning  Formula  is: 

Q  =  200  A* 

where  Q  is   the   discharge  in   cubic   feet   per   second   and  A  the 
drainage  area  in  square  miles. 

Using  the  same  notation  the  following  formula  is  quite  widely 
used  in  irrigation  works  and  for  railroad  purposes : 


-cV 


A3 

,n  which  C  is  0.66  for  steep  and  rocky  ground;  0.33  for  rolling 
^ound  when  the  length  of  the  valley  is  3  times  the  width;  0.2 
when  the  length  of  the  valley  is  about  5  times  the  width. 

Nearly  all  engineers  have  given  up  the  attempt  to  make  a 
j^neral  formula  do,  as  conditions  vary  so  greatly,  but  the  formula 
1X1  most  common  use  in  cities  (as  a  guide  merely  to  indicate  a  line 
°*   study  of  the  subject)  is  the  Burkli-Ziegler,  as  follows; 


q  =  rcV!~ 

^here  C  is  a  constant  varying  from  0.75  for  paved  streets  and  0.31 
*°r  macadamized  streets  to  0.15  for  a  fairly  porous  soil. 

R  is  the  average  rate  of  rainfall  (during  heaviest  fall)  in 
cubic  feet  per  second  per  acre. 

S  is  the  general  slope  of  the  area  per  1,000. 

Q  is  equal  to  the  cubic  feet  per  second  per  acre  reaching  the 
drains. 

A  is  the  drainage  area  in  acres. 

The  McMath  formula  was  devised  for  use  in  St.  Louis  and 
any  city  similarly  situated  can  use  it  with  a  proper  value  of  R, 
which  at  St.  Louis  is  2.75  inches. 


Q=Rc\/4 


The  first  rules  and  formulas  given  may  be  used  for  culverts  and 
drains  in  the  outlying  districts,  but  for  thickly  settled  parts  of 
cities,  some  local  modification  of  the  last  two  formulas  should  be 
used,  in  the  absence  of  anything  better. 
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When  the  overflow  sewer  filled  it  backed  into  the  other.  The 
bottom  of  the  overflow  pipe  should  always  enter  the  overflow  drain 
at  the  top,  or  be  a  few  inches  over  it,  and  drop  in  through  a  slant 

The  constant  flow   is   termed  the   "foul  flow."    This   must  of 
course  be  taken  to  a  disposal  plant,  but  when  augmented  by  large 
quantities  of  drainage  water  the  dilution  is  so  great  that  the  tem- 
porary excess  can  be  led  off  and  disposed  of  where  the  surface, 
water  is  generally  discharged.     This  is  accomplished  by  separating 
devices  so  arranged  that  a  certain  number  of  cubic   feet  of  foi 
flow  per  second  is  taken  care  of,  after  which  the  excess  is  turn* 
off  into  other  channels. 

The  most  simple  form  is  a  pipe  leaving  a  manhole  at  such, 
height  that  when  the  outlet  sewer  is  running  full  the  upper  p' 
will  take  the  surplus. 

Such  a  simple  device  is  not  always  possible,  and  the  two 
lowing  described  are  often  used.     One  comes  in  one  of  two  foi 
a  small  sewer  pipe  with  an  overflow  weir  discharging  into  a  la1 
pipe;   and,  a   large  pipe  having  a  small   outlet  that  takes  all 
foul  flow  and  in  time  of  storm  takes  a  maximum  flow,  after  mr 
the  rest  gvH*s  into  the  remainder  of  the  length  of  large  pipe. 

In  the   nr*t  case   the   small  pipe  is  carried  in  the  wall 
chamber  tor  the  length  of  the  weir  and  is  halved  for  that 
or  else  runs  in  a  channel  with  u  level  edge  at  the  top  of  the  J> 
The  edge  of  the  weir  is  at  such  a  height  that  when  the  sm; 
pipe  is  carrying  the  maximum  "foul  flow"*  all  the  rest  of  the  li«J 
goes  into  the  larger  pipe.  *-.* 

In    the    second    form    there    is    a    chamber   through    which     ^      -^ 
flow    pass.es.      The   bottom    is   so   arranged   that   on   one   side   ft  " 

shaped  hkv  the  larger  pipe  and  on  the  other  side  is  level  for  t^-* 
whole   length,   with   the   Vve'    edge   a  Mt:!e  Vwer  than  the  botto^^ 
of  the  pipe  a:  the  out'et      ,%he  ore<:  :<  a:  "east  three  inches  mvt^ 
and    pci'tcvt'y     flat      !'he    hoc  tor*     *!opes    toward    this    three-inc^* 
width  11  on i  a\\  di'.  vet  ions.      Vhe  edge  :.<  a:  :he  height  of  the  middle? 
of    the   *iiKiV.er    pipe    avd    pa-aVe'    with    the    *ir:e    of  flow.     As  the 
liquid    ciKV'i   t^e    chamber    it    i>    „*:    course    Jirected   to   the   edge 
over  which  it   ia!\  and  thus  r*o*s  awaj  in  :he  smaller  f^nnfl 

tTho  edge  ton ik  the  bottom  „»£  a:i  .\-«hce  through  which  the 
liquid  flows  TV  diiiien-Mons  m'.i<i  V  ^c*  ::Mt  the  inaxmrarn 
ton  I  flow  will  im.^  through.  .»itd  ■»%*  -nor*  it  Srir»ic  assumed  that 
th<  small  pipe  ha.\  been  figured  to  cart*    it      W*m  the  large  pipe 
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ftove  the  bottom  it  is  usual  to  put  a  T  in  the  bottom  of  the  pipe 

just  outside  the  manhole  and   run  a  vertical   pipe   from  it  to  a 

point  where  it  can  enter  the  manhole  near  the  bottom  with  a  curved 

elbow    The  short  section  between  the  T   and  the  inside  of  the 

manhole  will  only  be  used  for  inspection  purposes  or  may  be  of 

service  when  the   sewer   is   crowded   and   running   full    and    fast. 

Inverted  siphons  are  used  occasionally,  but  it  is  best  to  avoid 

them  if  possible.    An  inverted  siphon  usually  has   a  manhole  at 

each  end  and  the  pipes  are  laid  straight  from  one  to  the  other  to 

admit  of    easy    inspection.    As    a    sewer    is    usually   planned    for 

future  needs  an  inverted  siphon  is  usually  built  with  two  or  more 

P'Pes  of  half  the  diameter  of  the  sewer.    They  are  generally  of 

metal  and  have  gates  at  the  upper  end.    One  pipe  is  used  until 

*  is  seen  to  be  crowded,  when  another  pipe  can  be  called  into 

service.    The  details  should  be  planned  by  a  specialist  in  sewer 

design. 

The  writer  has  frequently  been  compelled  to  let  down  a  water 
^in  when  it  was  at  an  elevation  to  interfere  with  the  laying  of  a 
f^wer.  Assuming  the  pipe  to  be  not  more  than  twelve  inches 
,n  diameter  the  process  is  to  excavate  underneath  the  pipe  and 
,eave  pillars  of  earth  at  the  joints,  for  a  distance  of  from  forty  to 
Nlxty  feet  each  side  of  the  sewer.  The  pipes  should  be  full  of 
^fcter  while  the  work  is  being  done. 

When  the  bed   is  ready  a  man   should  be   stationed  at   each 

.*ar  of  earth  and  all  should  commence  undercutting  at  the  same 

Ir*ie.    The  pipe   will    sink   slowly   into   its   new   position    and   the 

ai,lkers  should  at  once  begin  recaulking  the  slightly  opened  joints. 

If  the   drop   will   be   considerable    the    pipe    can    be    held  by 

naitis   passing    over    heavy    timbers    laid    across    the    trench    and 

^ered  or  raised  by  the  chains  by  means  of  house  raising  jacks. 

reat  care  must  be  taken  to  work  rapidly  and  uniformly,  without 

^ste,  to  avoid  breaking  the  pipe  open  at  the  joints.    If  the  pipe 

.  *o  be  raised  to  go  over  the  sewer  instead  of  underneath,  brick 

fi  ^rs    must  be  built   under   each  joint   and   the   space    underneath 

led   with  sand  flushed  into  place.    It  is  usually  better  and  more 

°nv^nient  to  lower  a  pipe    than  to  raise  it. 

Overflows   are   occasionally   required   to   carry   off   an   excess 

storm    water.    The    writer    has    frequently    run    across    them 

^fcre  the  engineer  has  run  a  small  pipe  as  an  overflow  from  the 

^  of  a  pipe  sewer  to  the  bottom  of  a  storm  or  overflow  sewer. 
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When   the   overflow   sewer   filled   it   backed   into   the   other.       "ITIm 

• 

bottom  of  the  overflow  pipe  should  always  enter  the  overflow  dx"^in 
at  the  top,  or  be  a  few  inches  over  it,  and  drop  in  through  a  sla*1** 

The  constant  flow  is  termed  the  "foul  flow."  This  must  ^ 
course  be  taken  to  a  disposal  plant,  but  when  augmented  by  1st  J~ge 
quantities  of  drainage  water  the  dilution  is  so  great  that  the  t^*"1^ 
porary  excess  can  be  led  off  and  disposed  of  where  the  surf^-ce 
water  is  generally  discharged.  This  is  accomplished  by  separa.'t*1-1^ 
devices  so  arranged  that  a  certain  number  of  cubic  feet  of  f«*" 
flow  per  second  is  taken  care  of,  after  which  the  excess  is  tur"*-1^" 
off  into  other  channels. 

The  most  simple  form  is  a  pipe  leaving  a  manhole  at  sud^  a 
height  that  when  the  outlet  sewer  is  running  full  the  upper  *£>*'&* 
will  take  the  surplus. 


Such  a  simple  device  is  not  always  possible,  and  the  two  ^<3J" 
lowing  described  are  often  used.  One  comes  in  one  of  two  fo>rxx*s, 
a  small  sewer  pipe  with  an  overflow  weir  discharging  into  a  la.*"^er 
pipe;  and,  a  large  pipe  having  a  small  outlet  that  takes  all  *  * 
foul  flow  and  in  time  of  storm  takes  a  maximum  flow,  after  w*'***' 
the  rest  goes  into  the  remainder  of  the  length  of  large  pipe. 

In  the  first  case  the   small  pipe  is   carried   in  the  wall    o^ 
chamber  for  the  length  of  the  weir  and  is  halved  for  that  le*»^^ 
or  else  runs  in  a  channel  with  a  level  edge  at  the  top  of  the   $>s" 
The  edge  of  the  weir  is  at  such  a  height  that  when  the  siri^-*    .  . 
pipe  is  carrying  the  maximum  "foul  flow"  all  the  rest  of  the  W&*** 
goes  into  the  larger  pipe. 

In   the    second   form   there   is   a   chamber  through    which      *"   . 
flow  passes.     The  bottom   is  so   arranged  that  on   one  side    & 
shaped  like  the  larger  pipe  and  on  the  other  side  is  level  for    *~ 
whole  length,  with  the  level   edge  a  little  lower  than  the  bott^^- 
of  the  pipe  at  the  outlet.    The  crest  is  at  least  three  inches  W*     ^ 
and    perfectly    flat.    The    bottom    slopes    toward    this    three-ir*^l 
width  from  all  directions.    The  edge  is  at  the  height  of  the  mid*^ 
of  the  smaller  pipe  and  parallel   with  the   line  of  flow.    As  t*^1 
liquid   enters   the    chamber   it   is   of   course    directed   to    the  ed, 
over  which  it  falls  and  thus  flows  away  in  the  smaller  channel. 

The  edge  forms  the  bottom  of  an  orifice  through  which 
liquid   flows.    The    dimensions    must   be   such    that   the   maximu 
foul   flow  will  pass  through,  and  no  more,  it  being  assumed  thi 
the  small  pipe  has  been  figured  to  carry  it.    When  the  large  pif^ 
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SEPARATING  WEIR.    Bradford  Waterworks. 


Main  sewer. 


Heir 


Over /Vow. 


•  I  I  I  •  I  I 

•  •  I  •  •  I  I 


Ro  robotic  jet.  Distance,  water 
is  projected  a**,-  *nd$  on  depth 
of  water  on  weir  and  consequent 
velocity* 


$fih 


Let  h   6e  head  on  weir.  Then 
mean  vetocity  oyer  weir  con  6e 
assumed  as    —  -y  vZgb 

Let  x-  width  of  on  f fee  ef 

y  »  difference  of  /eve/  ae  of 
two  edpes. 

if  par  tic  it  passes  from  a  tef/h 
t   seconds     yw£af* 

This  p/ves  width  fbr  any  given  difference  in  /eve/  which 
Jet-  ni  If  just  pass  over  with  head  (f?)  . 

Jf  there  /s  a  vefocity  of  approach  (h)  must  include  the 
»*<*d  necessary  to  a/'ve  that  vefocity,  wh/ch  is  (ig)  ,/f  V '/$  the 
ver&c/ty  of  approach  /n  feet  per  second. 

in  order  to  describe  the  path  of  the  jet  Set  off  a  6  verti- 
co>SSy  »  £  a  on  Qffy  sea  fa  f  ana*    6  c   horizon to  lly  "  §  Y9" 

'"'de>  ad  ond  dc  into  any  eguof  number  of  ea<jol 'ports  f  join 
**'th  the  divisions  on  dc,ond  verticals  through  the  divisions 
^  35.  The  intersections  of  these  iines  wifi o/ve  the  pora,- 
'm<c  /oath  of  the  underside  of  the  jet. 

front  Col  Moore's   San /tor/  cTnpineerinp, 


Or* 
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is  flowing  full  there  will  be  a  head  on  the  orifice  equal  to  the 
diameter  of  the  pipe,  less  the  half  height  of  the  orifice,  and  plus 
the  velocity  head  in  the  large  pipe.  Five  times  the  square  root 
of  this  head  in  feet  will  give  the  velocity  in  cubic  feet  per  second 
flowing  through  the  orifice. 

The  height  should  be  about  two  or  three  inches.  Assuming 
a  height,  the  length  can  be  calculated,  for  the  discharge,  multiplied 
by  the  velocily.  gives  the  area.  The  orifice  is  cut  in  a  piece  of  sheet 
iron  which  is  set  in  place.     This  rule  is  closely  approximate. 

The  plan  supposes  a  chamber  set  on  the  line  of  a  large  pipe 
and  the  smaller  pipe  leaves  one  side  of  the  chamber,  being  for  a 
short  distance  parallel  with  the  larger  pipe.  The  depth  of 
flow  in  the  larger  pipe  when  carrying  the  maximum  foul  flow 
should  be  calculated.  Set  in  the  chamber  a  diversion  dam  with 
the  top  at  this  height  so  all  the  flow  will  be  directed  toward  the 
orifice  until  the  maximum  flow  is  exceeded.  This  diversion  dam 
should  run  on  a  curve  crossing  the  chamber  in  such  a  manner  that 
it  ends  at  the  far  end  of  the  orifice.  The  top  of  the  orifice  should 
be  about  equal  in  elevation  with  the  top  of  the  dam. 

The  accompanying  illustration  of  a  diversion  weir  used  in 
England  is  of  interest  in  this  connection. 

In  some  cities  a  form  of  inlet  known  as  a  "Park  inlet"  is  used 
in  gutters.  On  steep  grades  these  inlets  have  proven  useless  in 
times  of  heavy  storm,  for  the  water  flows  over  the  bars  without  a 
ripple.  A  study  of  the  Bradford  weir  will  show  that  the  spacing 
between  the  bars  should  vary  with  the  inclination  of  the  street 
and  the  depth  of  water  in  the  gutter.  An  inlet  of  stock  pattern 
having  bars  in  the  gutter  bottom  can  not  be  used  on  all  grades. 

With  separating  devices  such  as  above  described,  the  accumu- 
lations of  foulness  go  into  the  foul  flow  pipes  before  the  depth 
becomes  so  great  that  the  overflow  pipe  takes  it  With  the  slight- 
est lessening  in  head  and  velocity  the  water  begins  to  pass  off 
into  the  foul  flow  pipe  where  it  belongs. 

Occasionally  a  sewer,  if  carried  on  a  uniform  grade,  will 
discharge  into  a  body  of  water  at  a  point  above  the  surface.  In 
such  cases  it  is  a  good  plan  to  have  a  drop,  like  that  mentioned 
for  deep  manholes,  so  the  constant  flow  will  be  below  ordinary 
water  level.  The  end  of  the  upper  pipe  can  have  a  light  flap 
door  over  it  which  will  be  forced  open  in  times  of  storm  when 
there  is  a  heavy  flow  and  the  lower  outlet  can  not  take  it 
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ESTIMATES  FOR   SEWER   WORK. 

The  cost  of  hand  digging  in  ordinary  earth  with  labor  at  IS 
cents  per  hour  and  foreman  at  25  cents  per  hour  is  practically  20 
cents  per  cubic  yard  for  a  trench  six  feet  deep ;  25  cents  for  eight 
feet ;  30  cents  for  ten  to  twelve  feet ;  35  cents  for  fourteen  feet ; 
■II)  cents  for  sixteen  to  eighteen  feet ,  45  cents  for  twenty  fee)  deep. 
The  above  figures  are  actual  cost  without  profit  being  added.  Back 
lilling  will  be  additional  and  depends  upon  the  method  adopted  for 
toinK  "*■  A  teanl  w'tn  driver,  and  man  to  assist  holding  the 
icrap*"",    should  scrape  in  about  fifty  yards  in  ten  hours,  of  easy 
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trial.  Men  with  shovels  and  picks  should  backfill  about  ten 
Is  each. 

On  the  same  basis  the  excavation  alone  in  tough  clay  will  be 
rtically  30  cents  per  cubic  yard  for  six-foot  trenches;  37  cents 
eight  feet;  45  cents  for  ten  to  twelve  feet;  52  cents  for  four- 
i  feet;  60  cents  for  sixteen  to  eighteen  feet;  and  67  cents  for 
nty  feet  deep. 

Hard  pan,    50   cents   per   cubic   yard   for   six-foot   trench;    62 
's  for  eight  feet;  75  cents  for  ten  to  twelve  feet;  87  cents  for 
"teen  feet;  $1.00  for  sixteen  to  eighteen  feet;  $1.12  for  twenty 
deep. 

In  estimating  sewer  work  add  to  the  above  the  cost  per  foot 
?ipe;  one  cent  per  inch  of  diameter  for  hauling,  laying, 
:nt,  etc.;  25  per  cent  profit  on  the  labor  items  and  15 
:ent  profit  on  the  cost  of  material  and  laying.  Add  the  cost 
lckfilling  at  about  15  cents  per  cubic  yard. 
^He  tables  of  comparative  cost  of  tile  and  brick  sewers  are 
from  the  catalogue  of  the  Blackmer  &  Post  Co.,  and  arc 
to  be  based  on  the  following  prices,  with  favorable  conditions 
lI   and  weather. 

He. — Labor   22^   cents   per  hour.     Pipe   layers,    30   cents   per 
Cement,  80  cents  per  barrel.     Sand  $2.00  per  yard.     Mortar 
*pe,  1  cement,  1  sand. 

*rkk.— Labor.  22x/>  cents  per  hour.  Brick,  $6.00  per  M. 
layers,  35  cents  per  hour.  Hod  carriers,  30  cents  per  hour. 
ar  men,  28  cents  per  hour.  Mprtar  for  brick  work,  1  cement, 
id. 

"rices  today  for  such  work  would  be  more  nearly  as  follows : 
)rers,  25  cents;  mortar  men,  30  cents;  hod  carriers,  35  cents; 
layers.  35  cents;  bricklayers,  $1.00  per  hour.  Sand  and 
ent  according  to  locality.  Brick  from  $9.00  to  $18.00  per  M. 
A.  good  mason  will  lay  from  three  to  four  thousand  brick 
day.  The  accompanying  tables  of  quantities  of  brick  and 
*tar  for  round  and  egg-shaped  sewers  are  believed  to  be  correct : 

WATER   TIGHT    MORTAR. 

When  laying  pipe  in  a  ditch  having  a  flow  of  water  it  is  cus- 
ary  to  partly  fill  the  joint  with  jute  soaked  in  neat  cement 
it  and  fill  the  joint  with  a  mortar  of  1  to  1  cement  and  sand. 
*  the  joint  when  filled  wrap  a  strip  of  cloth  like  a  bandage  to 
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keep  the  water  from  washing  out  the  cement  before  it  is  set 
The  admixture  of  a  very  small  amount  of  plaster  of  Paris  is  ad- 
vised by  some,  but  the  writer  does  not  recommend  it 

A  better  way  is  to  mix  pine  tar  and  cement  to  the  consistency 
of  putty  and  ram  into  the  socket  with  a  caulking  tool.  The  work 
must  be  done  rapidly  and  the  paste  must  not  be  allowed  to  get 
mealy.    The  pine  tar  can  be  washed  off  the  hands  with  kerosene. 

The  following  recipe  for  a  water-resisting  mortar  was  given 
in  Cement,  July,  HUM:  In  2  lbs  of  water  dissolve  %  lb.  of  salt; 
add  I  lb.  of  potash  lye ;  heat  to  from  85  to  100  degrees  F. ;  mix 
9  to  8  parts  of  cement  to  1  part  of  sand;  moisten  with  the  salty 
potash  mixture  while  warm  and  apply  the  paste  immediately,  for 
it  set*  in  less  than  one  minute.  Or  some  powdered  wood  charcoal 
can  be  mixed  with  the  sand  and  cement  and  the  liquid  added  cold. 
The  paste  when  in  place  can  be  painted  with  an  oil  varnish,  die 
object  of  the  charcoal  being  to  hold  the  varnish. 

Set  also  the  section  on  Lutes  and  Cements. 
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One  of  the  first  questions  asked  by  a  possible  resident,  or  manu- 
facurer,  who  may  locate  in  a  growing  town,  is  in  regard  to  the  water 
supply.  He  wants  to  locate  in  a  place  where  he  can  get  a  plentiful 
supply  of  water  for  manufacturing  purposes  and  for  protection  in 
case  of  fire.  If  there  is  a  plentiful  supply  of  water  he  also  inquires 
about  a  sewer  system,  for  one  is  needed  to  carry  off  the  waste. 

Water  is  needed  for  drinking,  manufacturing  purposes,  laun- 
dries and  baths,  street  sprinkling,  sewer  flushing,  irrigating  lawns, 
fire  protection,  etc.,  and  if  it  is  not  good  for  all  of  these  uses  it  is 
not  a  good  commercial  water.  It  may  be  all  right  for  cooking 
and  drinking  yet  unfit  for  manufacturing,  or  vice  versa.  It  is  diffi- 
cult to  get  a  water  perfect  in  all  respects,  but  good  water  of  an  aver- 
age quality  can  generally  be  obtained  in  sufficient  quantity  for  any 
small  place  at  no  great  expense.  If  it  is  polluted  or  impure  it  must 
be  purified,  if  it  is  found  to  be  impossible  to  get  a  better  supply 
by  going  a  little  farther. 

Great  attention  is  now  paid  to  the  purity  of  water  in  the 
United  States.  Good  sources  of  supply  are  difficult  to  procure  and 
some  artificial  purification  is  rendered  necessary,  for  people  today 
will  not  take  readily  the  water  their  grandfathers  would  have  been 
satisfied  with: 

There  are  two  systems  of  filtering  in  vogue,  the  first  called  slow 
sand  filtration,  and  by  some  the  English  system.  The  other,  rapid 
filtration  or  the  American  system  of  mechanical  filtration.  In  the 
slow  sand  filtration  system  the  water  is  led  into  filter  beds  where 
it  percolates  slowly  through  the  filtering  medium.  On  the  surface 
of  the  sand  slime  is  formed.  A  felted  slimy  mass  of  algae,  and 
various  bacilli,  accumulates  in  this  cultivation  bed  and  here  the 
main  purification  of  the  water  takes  place.    It  is  therefore  necessary, 
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for  the  proper  working  of  the  sand  filter,  that  this  jelly  layer  be 
formed,  and  the  process  of  purification  goes  on  by  the  action  of  the 
nitrifying  organisms  until  the  filter  becomes  clogged  by  the  sus- 
pended impurities  and  the  flow  of  water  gets  scanty.  It  is  then 
cleansed  and  put  in  shape  for  further  use  by  skimming  off  the  sur- 
face layer  and  putting  on  a  fresh  coating  of  sand.  The  water  is 
turned  in  again  and  allowed  to  waste  until  a  new  jelly  has  formed 
when  the  effluent  is  turned  into  the  city  mains.  In  some  places 
a  lot  of  the  old  sand  is  put  back  with  the  new  in  order  to  hasten 
the  formation  of  the  jelly.  Great  numbers  of  filter  beds  are  re- 
quired, as  the  work  is  done  intermittently  in  order  that  the  beds  may 
he  kept  in  the  highest  possible  state  of  efficiency.  The  system  of. 
slow  sand  filtration  is  therefore  expensive  and  is  oetter  suited  to 
very  large  cities  than  to  smaller  places. 

The  mechanical  system  of  filtration  is  an  American  invention 
and  consists  of  tanks  containing  finely  pulverized  quartz  as  a  filter- 
ing medium.  A  chemical  coagulent  is  added  to  the  water  in  small 
quantities  to  form  the  jelly  and  it  is  not  therefore  necessary  to  wait 
\o  long  for  the  filter  to  get  into  action.  When  it  requires  cleaning 
the  How  of  water  is  reversed  in  the  filter  and  by  machinery  the 
vind  i>  iiiiiYd  up  unti1  the  water  running  out  is  clear.  The  water 
ii  M*t  iimning  the  right  way  again,  the  coagulent  added,  and  in  a 
hIii-m  tune  the  'tor  :<*  w^-Vivg  a:  its  iu!!  capacity.  For  a  small 
town  it  is  better  that!  :he  s'.ow  sa:*d  fi'.tration  method  and  it  may 
be  Ivttv-i  iu  la*,  ger  v'aevs.  b::t  rv.ore  experiments  will  have  to  be 
made  beU'w  a  ivsitiw  ori"u*«  can  be  given. 

\\w  m\:'\i«.\  ulea  of  a  r.":er  wa<  a  strainer  where  the  suspended 
mat i o  wa^  '..  \»—  o;:t  VY  >.*:•.  :**;:  :v.\::er  was  thoroughly  understood 
n  w  .x  '..»■.—»■  .'vie  w.;x  j  S;cti- ■.,  ac::?::  also  and  the  ordinary 
••.■i'-,''.«V      .» ■  ■■■*.*■.:,■  ,*■  >x :■■»<  ."-  v"  ^ic::.":!  was  an  absolute  danger, 

■  »  -\s-..  x  .»■,*  ."  J.:-'vcr-.-.*5  bac:!x  A  household  filter 
■■*  "'  *'■    '■*  ■<   ■■%.    ■  "  •*  a  >»i**-i  clay  ?r  porcelain  is  the  only 

*^   ••'   ••»    ■»»        ^     v  x  .*■  »' •   v^    -'v  way  t?  e'ean  them  is  to  take 

'■»  *■*  *»  '  «'  "*v  '  •*«■*  .:  ■■.:>>  i:  Such  advice  is  dan- 
»»  »■  .     ■    »    w   %     ,'  v  ,  :       .    >  :.*  Vc:"  iw  by  placing  in  cold 

<:        i  .v:  .*p.  :he  are  and  allowing 

v     -    x.o  j-ri:  :>je  porcelain  is  hot 

-  .— acked  get  a  new  one. 

1  A •    w  ■     ■  .    *.;:>      Ground  well  water 


w  « ■ » ■    ■  ■  »     w 
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is  sometimes  safe  to  use,  but  is  generally  unsafe  if  taken  from 
ground  close  to  a  large  community.  The  well  in  the  thickly 
settled  community  is  usually  dangerous  and  the  open  well  can  not 
be  condemned  in  too  strong  terms.  If  a  well  is  used  it  should 
be  closed  and  the  water  pumped  from  it  for  ordinary  use. 

Driven  wells  are  frequently  used  as  a  source  of  supply  for  a 
town  and  they  are  good  if  the  quality  of  water  is  all  right.  For 
this  reason  when  deciding  to  adopt  the  driven  well  system  a  careful 
examination  should  be  made  chemically  and  biologically  of  the  water 
and  an  examination  made  as  to  the  possible  sources  of  supply  of  the 
sand  and  gravel  bed  into  which  the  wells  are  driven.  A  large  cistern 
may  be  constructed  with  several  wells  driven  in  the  bottom  of  it. 
Water  is  then  pumped  from  the  cistern  or  the  wells  may  be  driven 
in  a  regular  series  and  connected  with  a  main  pipe  from  which  the 
water  will  be  pumped. 

When  the  quantity  required  is   not  great,  the  best  system  is 

by  pumps,  with  a  standpipe,  or  tank,  containing  at  least  twenty- 

|     four  hours'  supply.    The  tank  furnishes  the  pressure  except  in  case 

of  fire  when  it  is  better  to  disconnect  it  and  let  the  pump  force  the 

j     water  directly  into  the  supply  main.    Ordinarily  the  pumps  need  only 

I     be  used  to  keep  the  tank  filled  and  there  should  be  some  sort  of 

i     electrical  indicator  in   the  pump  house  so  the   engineer  need  not 

pump  too  much  and  cause  the  tanks  to  overflow. 

With  a  town  of  over  3,000  inhabitants  a  direct  pumping  system 
may  be  preferable,  with  several  standpipes  in  different  parts  of 
town,  if  it  is  very  hilly  or  broken.  The  standpipes  will  be  supplied 
by  the  force  main  and  each  supply  its  own  district.  There  should 
be  standpipes  or  tanks  to  supply  districts  ordinarily  supplied  by 
direct  pumping,  in  case  of  the  pump  being  required  to  work  in 
other  districts  when  a  fire  breaks  out  and  more  pressure  is  needed. 
Each  district  can  thus  be  as  independent  as  though  in  different 
cities. 

With  a  large  city  a  gravity  system  may  be  less  expensive  than 

a  pumping  station,  but  it  will  require  careful  figuring  in  any  event 

With  a  gravity  system  reservoirs  are  generally  used  instead  of  tanks 

and  standpipes.    It  is  well  to  remember  that  when  surface  water 

from  streams  and  lakes  is  stored  in  reservoirs  that  the  reservoirs 

mist  never  be  covered,  but  should  always  be  exposed  to  the  light 

nd  air.     W/ieij  water  from  wells  and  underground  sources  is  stored 
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in  reservoirs  it  must  be  covered  to  exclude  all  light.  This  to  prevent 
the  growth  of  algae. 

Artesian  wells  are  good  enough  in  their  way  when  no  other 
source  of  supply  is  available,  but  it  is  seldom  that  a  well  can  be 
obtained  of  sufficient  flow  to  supply  even  a  small  place.  A  town 
considering  the  proposition  of  obtaining  water  from  artesian  wells 
must  proceed  slowly  and  carefully;  in  order  that  after  the  hole  is 
bored  and  the  pipes  laid,  the  volume  of  water  to  depend  upon 
will  justify  the  expenditure  of  the  money  spent  to  secure  it. 

Salt  water  is  used  in  sea  side  cities  to  sprinkle  streets  and  has 
been  found  to  be  very  much  superior  to  fresh  water  for  the  purpose. 
It  has  been  found  of  doubtful  benefit  in  extinguishing  fires,  as  a 
building  well  soaked  with  it  never  dries  thoroughly. 

A  pumping  plant  should  generally  be  in  duplicate  so  in  case  of 
breakdowns  there  will  be  no  stoppage  of  the  supply.  This  is  not 
so  important  where  the  plant  does  not  have  to  work  more  than 
a  few  hours  each  day  or  for  a  day  or  so  in  the  week.  For  small 
towns,  and  generally  throughout  the  west  where  fuel  is  scarce,  the 
gas  or  oil  engine  connected  to  a  power  pump  is  coming  rapidly  into 
favor.  The  writer  has  recommended  their  use  and  believes  they  are 
the  best  thing  in  many  cases  for  the  service.  They  are  useful  in 
larger  places  also  where  there  may  be  isolated  districts  to  serve  of 
limited  area.  In  such  places  a  separate  pumping  station  with  ele- 
vated tank  can  be  placed  and  the  water  pumped  from  the  main 
to  this  tank,  which  communicates  with  the  pipe  system  in  the  small 
district  as  an  independent  supply. 

Again  they  may  be  used  in  towns  where  the  water  company 
has  a  contract  to  furnish  a  certain  high  pressure  in  case  of  fire  and 
the  pumps  do  not  work  constantly.  The  pumps  may  supply  tanks 
or  staiulpipes  at  a  sufficient  elevation  to  furnish  a  good  pressure  for 
domestic  use.  The  smaller  gas  or  oil,  engine  may  pump  from 
these  tanks  sufficient  to  r*l!  a  sma!'er  tank  at  a  higher  elevation 
which  can  be  connected  with  the  main  system  of  pipes  in  case  of 
fire,  a  check  valve  preventing  the  backing  of  the  water  into  the 
lower  tank  As  this  tank  tor  fire  purposes  may  not  be  used  once 
in  six  month*  and  might  contain  water  enough  to  last  a  half  dozen 
fire  streams  an  hour  or  two  a  s-na"  engine  will  do  the  work  at  a 
minimum  ot  attents  mi  and  c\tv:w 

In  some   favorably   situated  ^iace<  good  tank  eaparJtT*   is   fur- 
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nished  and  large  windmills  are  used.  There  is  an  oil  or  gas  engine 
in  reserve  to  use  when  the  wind  fails.  A  good  windmill  will  cost 
nearly  as  much  as  an  engine  of  the  proper  size.  There  is  a  great 
deal  cf  economy  resulting,  however,  when  conditions  are  favorable. 
Producer  gas  engines  are  coming  rapidly  into  use  and  well 
repay  investigation.  Electricity  is  used  as  much  today  as  steam 
power  in  many  cities  having  electric  plants. 

QUANTITY   OP    WATER. 

It  is  not  safe  to  figure  on  less  than  thirty  gallons  per  capita 
per  day,  and  the  amount  in  a  manufacturing  town  may  reach  sixty 
to  eighty  gallons  per  day  per  capita.  Estimates  based  on  the  total 
population.     Some  American  cities  use  much  more 

A  leading  authority  has  carefully  investigated  the  use  of  water 
in  American  cities  and  his  conclusions  are  that  60  per  cent  of  the 
water  is  not  accounted  for.  In  Europe  where  there  is  more  careful 
and  judicious  oversight  it  is  stated  that  fully  90  per  cent  of  the  water 
is  accounted  for. 

Too  little  care  is  exercised  in  laying  water  pipes.  In  the  opinion 
of  the  writer  (from  actual  experience)  it  pays  to  set  stakes  for  the 
water  and  gas  pipes  as  much  as  it  pays,  because  it  is  absolutely 
necessary,  for  sewers.  Settling  strains  play  havoc  with  joints.  For 
convenience  in  making  joints  it  is  usual  to  elevate  water  and  gas 
pipes.  When  this  is  done  the  trench  to  the  tops  of  the  pipes  should 
be  filled  with  sand,  flushed  in  with  water  to  give  the  pipes  a  solid 
bearing. 

Waste  exists  all  through  the  system  by  reason  of  careless  work 
in  putting  the  pipes  in  place  and  also  by  reason  of  faulty  work  in 
making  house  connections.  The  writer  has  seen  plumber?  con- 
necting houses  when  the  main  was  of  thin  wrought  iron  and  there 
being  a  leak  under  the  saddle  they  beat  around  it  with  their  hammers 
until  the  flow  stopped — not  adding  anything  to  the  excellence  of  the 
nearest  joint  in  the  main,  which  may  have  been  defective  at  first 

Waste  also  exists  in  the  interior  plumbing  of  the  house  and 
when  a  water  works  system  is  installed  there  should  be  a  first-class 
ordinance  passed  to  regulate  this  work  and  all  cocks  and  faucets 
should  be  of  a  certain  standard  of  excellence  But  a  very  large 
part  of  the  waste  exists  by  reason  of  the  householder  being  careless 
because  he  pays  so  much  a  month  no  matter  how  much  he  uses. 
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The  only  remedy  is  the  introduction  of  meters.  An  immediate 
saving  in  running  expenses  is  noticed.  There  is  not  always  a  reduc- 
tion in  revenue,  but  there  is  a  saving  of  cost  and  a  consequent 
increase  in  actual  profits.  The  careful  economical  citizen  does  his 
best  to  reduce  his  water  bill  and  after  he  becomes  accustomed  to 
the  meter  finds  that  he  does  .not  ha\e  to  skimp,  as  the  minimum 
meter  charge  allows  him  plenty  of  water  for  every  ordinary  pur- 
pose. Wherever  the  meter  system  has  been  introduced  it  has  been 
favorably  received  and  its  use  extended. 

There  has  existed  oftentimes  a  prejudice  in  the  mind  of  the 
consumer  against  a  meter  for  fear  it  will  register  in  favor  of  the 
company,  but  a  little  reflection  will  show  him  that  as  it  wears  much 
water  must  pass  through  it  without  being  registered,  so  if  the  new 
meter  registers  in  hU  favor  it  will  be  apt  to  do  so  as  it  grows 
older  In  some  places  a  tank  is  placed  in  the  water  company's  office 
which  contains  exactly  ten  cubic  feet  of  water  at  ordinary  temper- 
ature. A  house  meter  is  attached  to  the  supply  pipe  and  water  meas- 
ured into  the  tank  before  the  eyes  of  the  consumer  and  he  can  read 
•  he  result  himself.  With  a  meter  geared  to  99  per  cent  there  is  no 
fear  of  the  test  not  satisfying  him  and  he  can  go  with  the  man  and 
see  that  same  meter  installed  in  front  of  his  house  on  the  supply 
pipe. 

A  report  b\  the  board  of  water  commissioners  of  Hartford, 
Conn.,  said:  "Meters  act  as  mechanical  inspectors  of  plumbing  and 
a*  such  are  lc<>  objection. ib'c  t.1  consumers  than  individual  in- 
ipectorN.  as  we'i  a>  be::^  r.\  rv  effectual  and  reliable." 

It  is  |Vhh«»»\*  to  o1  «:.»■!•  m»  almost  every  city  reliable  house 
nictcn  at  uu\K'!.;u*  v*uv>  ,;••.'.  :!:eir  general  introduction  will  reduce 
tlu*  om  ot   !i\--'c   a*1*1.  *:o    i\%a>    with  enormous  waste. 

\s  i  <\MvK-  10  i*v  :vnv'\'  v.sc  of  water  for  various  purposes  the 
i  -M.-w !••<  \\s».r  i'-.o  I'V.  **■■»*•:  i>r  tK*  cit>  of  Battle  Creek.  Mich. 

Per  cent 

Pix!  i.m  |i%   ns-u!    x  •.;■;.-  -v    *..  \0  $aV.o:i>.  averaged  .  .   53         $23,000 

Vnl    -.in     f.M    "\!v'N\!  5  2,200 

I'nkv  iMili'it    !!■•■'  :"«.-v  •■.»:   %o"'.v'<  8  3  500 

S»|i,».»i.     r't'-'xli1*         *    ■•»  6  2  600 

Piiitkii"    i«         i    ..«  s  s  ...5  2500 

l'l\t<dimu     *v\wi»  0.5  900 
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Blowing    off   hydrants    0.5 

Wetting  down  new  trenches 2 

Fires     4.5 

Slip  of  pumps 3 

Under   registration  of  meters 6.5 

Leaks     6 


200 
800 
2,029 
1,300 
2,800 
2,600 


Totals 


100         $43,429 


The  percentage  of  taps  metered  in  1905  was  88,  or  3,279  out  of 
3,723.  The  average  daily  water  consumption  and  waste  per  capita 
was  52  gallons.  The  meter  rates  range  from  7  to  13  cents  per  1,000 
gallons,  with  a  minimum  annual  rate  of  $3.00.  All  new  water  takers 
are  required  to  put  on  meters,  and  all  who  change  pipes  or  fixtures 
or  added  thereto.  The  writer  thinks  some  guessing  was  done  in 
apportionment.     The  fire  use  seems  much  too  great. 

In   a  number  of  municipally  owned  plants  water  is  apparently 

sold  to  the  consumers  at  a  low  price  because  rates  have  been  low- 
ered  and  many  departments  of  the  city  get  water  free. 

To  be  businesslike  all  departments  using  water  should  be  charged 
lor  it  and  a  sinking  fund  established  to  maintain  the  plant.  In  an 
interesting  circular  prepared  by  the  Pitometer  Company  there  is  a 
discussion  on  the  subject  of  waste  through  underground  pipes, 
although  waste  is  carefully  looked  after  above  ground  in  the  matter 
of  salaries,  cost  of  fuel,  etc. 

The  fact  that  what  one  city  uses  is  not  a  criterion  for  another 
place  is  mentioned,  and  the  following  is  quoted: 

"The  water  used  by  2,553  families  in  Providence,  R.  I.,  was 
measured  for  one  year.  Five  persons  counted  to  a  family,  make  a 
total   of  12,765  people.    By  actual  measurement: 

167  families  used  but     6.15  gallons  to  a  person. 
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And  yet  we  find  American  cities  publishing  the  information,  year 
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after  year,  that  their  works  are  actually  supplying  150  to  300  galta 
each  day  to  each  person  in  the  city ! 

The  question  is  then  taken  up  of  the  Chicago  water  supply* 
which  in  1903  amounted  to  160  gallons  per  capita.  Estimating  uW« 
actual  consumption  at  more  than  three  times  the  highest  average  i*1 
the  above  table,  or  at  60  gallons,  we  have  left  a  per  capita  of  1O0 
gallons,  or  a  total  loss  of  187  million  gallons  per  day  actually 
raised  by  pumps  from  the  lake. 

Cities  and  private  companies  in  England  allow  no  such  was*t< 
By  constant  care,  and  by  inspections  judiciously  made,  as  a  regular 
part  of  administration,  they  keep  the  per  capita  consumption  do*^n 
to  very  different  figures.     For  instance :    In  Liverpool,  for  all  pu  r- 
poses,  38.346  gallons  per  capita,  of  which  only  22.18  per  capita  is  set 
down  for  domestic  uses  of  all   sorts.     There  is  no  restriction     of 
use  by  the  consumers,  day  or  night.     In  Manchester,  35.67  gallons 
per  capita,  of  which  19.67  gallons  is  used  for  domestic  purposes, 
16  gallons  for  trade.     In  Birmingham,  29.52  gallons  per  capita.      In 
London,  42.43  gallons  per  capita.     These  figures  can  be  duplicated 
to  any  extent,  but,  it  will  be  said,  "This  is  in  England."    Let  us  take 
the  city  of  Providence,  R.  I.,  again:     In  1892  the  per  capita  had 
increased  to  the  alarming  extent  of  65J4  gallons  per  capita.    I# 
1K94   this   had  been    reduced  to   51J^   gallons  by  taking   pains  to 
discover  where  this  great  loss  was  made !  These  figures  include  all 
the  water  delivered  from  the  works  for  all  purposes.    In  the  town 
of  Ealing,  England,  with  a  population  of  25,000,  the  per  capita  was 
reduced   from   43   gallons   per  capita   to   30.75   gallons    per  capita, 
by  an  eight  weeks'  campaign  of  the  inspectors! 

Losses  through  defective  mains  or  service  pipes  tend  to  increase 
in  amount  rapidly.  The  history  of  the  Chicago  works  shows  this 
fact  very  clearly.  Thirty-five  gallons  per  capita  was  the  original 
estimate  of  the  engineer  who  designed  the  plant.  In  1860  the  actual 
per  capita  was  43  gallons ;  in  1870  this  had  increased  to  73  gallons ; 
in  1875  to  100  gallons;  in  1890  to  138  gallons;  in  1900  it  had  reached 
200  gallons ;  while  in  1903  we  find  a  per  capita  of  160  gallons  after 
deducting  all  metered  water." 

Much  of  the  difference  is  caused  by  leaky  and  defective  mains 
and  connections.  It  has  to  be  admitted,  however,  that  sometimes 
water  is  stolen  outright.     Nearly  every  man  experienced  in  water 
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vovks  maintenance  can  tell  of  private  connections  made  by  tunneling 
o  street  mains,  and  of  by-passes  around  meters. 

It  pays  to  install  meters  on  every  connection  and  also  on  mains, 
to  divide  the  -city  into  districts.  A  careful  investigation  from  time 
to  time  will  locate  all  losses  closely  and  remedies  can  be  applied. 
If  pumps  register  a  certain  amount  of  water  delivered  to  the  mains 
»nd  meters  register  a  certain  amount  used,  there  must  be  a  better 
way  of  accounting  for  differences  than  by  estimating  uses  for  public 
purposes. 

Twice  the  writer  lias  been  called  upon  to  devise  means  of  pro- 
curing a  large  supply  in  towns  bonded  to  the  limit,  and  yet  suffering 
from  a  shortage  of  water.  A  careful  investigation  revealed  such 
losses  that  when  the  piping  system  was  put  in  good  shape  and  all 
wwitctions  metered,  the  per  capita  consumption  as  shown  by  pump- 
ing records,  was  cut  almost  in  two.  Other  engineers  have  had 
similar  experiences. 


Good  fire  hose  will  cost  at  least  SO  cents  a  lineal  foot.  The 
"'f  of  fire  hose  is  not  long  and  when  it  is  observed  how  rapidly 
"Active  pressure  is  lost  by  long  streams  no  argument  is  required 
10  show  lhat  large  mains  are  an  advantage  in  a  water  works 
SJ^em.    The  following  table  is  instructive: 


FIRE  STREAMS. 


b  required  m  nniil*  an 


££"*•«!«    vwlou.lht 


'■"'";   '  ^'.jV'Y  ; 


»fc»ir 


hi  of  2  1-5   h 


n  rudlly  b.  obi.tatl  by 


*"nI  *»  4hhmcu  between  the  .hove  given  "p 

■  *a*i«t Ma Jttftjt  tf boM."  Forlnjtute.  If  itrnjultH  iibydrinior  ruap  >  pound* 
****  W*"li»  Bum  n  doa  U  MMI  to  overtone  llie  friction  when  punplnt.iliroUEh  WO  feel 
"  *  ^llKhnaM  (uitnu  1  Inch  poiile.  wllh  *>  paimdi  pressure  ■(  tild  noiilt);  tk«  II 

Ty**  * nmM  yemm m  wmw-tti  Mukm  m  farcing-  ibw^jw kmcIiiiiib 
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Insurance  rates  are  governed  by  the  efficiency  of  the  plant 
any  town  and  a  good  showing  of  large  mains  has  its  effect,    t  "*  a 
volume   of  water   flowing   through   a  two  inch   pipe  had  to  fit*^ 
in  the  same  time  through  a  one  inch  pipe  the  velocity  would   _■* 
increased   four   times,   but   the   friction   sixteen  times.     No  ma^^ 
should  be  less  than  six  inches  in  a  town  and  eight  inches  is  mt^ch 
better  if  the  cost  can  be  afforded.    The  writer  realizes  how  diffic*^ 
it  is  for  many  small  places  with  a  limited  bonding  power  to  put      in 
large  mains  and  therefore  can  not   urge  the  putting  in  of  largf er 
than  six  or  eight  inch  pipes.     It  is  sensible  and  economical,  ho"W- 
ever,  to  have  as  much  large  diameter  pipe  as  possible  and  to  have 
very  little  three  and  four  inch  pipe. 

It  is  a  badly  designed  water  works  which  has  not  a  dou*fc>lc 
circulation.     Pipes  should  be  run  down  cross  streets  often,  to  con- 
nect pipes  on  parallel  streets,  and  whenever  a  pipe  stops  it  should 
stop  at  a  street  and  from  the  end  a  pipe  should  go  through  the  cross 
street  and   connect  the  parallel   pipe  line.     This   helps  protect    the 
purity  of  the  water  by  the  avoidance  of  dead  ends,  lessens  the  csril 
effects  of  water  ram,  permits  a  better  flow  to  points  where  needed 
in  times  of  extraordinary  draught  and  allows  repairs  to  be  made 
in  districts  of  limited  area  without  inconveniencing  many  patrons 

Nothing  shows  the  amateur  hand  so  quickly  in  a  water  worlcs 
system  as  the  presence  of  dead  ends  and  the  absence  of  a  prop^r 
number  of   gates   and   valves.     The   proper  number   of   gates  aT*^ 
valves   is   not   a   difficult   thing  to   determine.     There   should  be      a 
gate  on  every  lead  of  pipe  at  all  intersections,  so  that  at  a  strer^1 
crossing   where    four    pipes    come   together   there    should   be  fo**r 
gates,  one  at  each  property  line.    There  should  be  a  gate  on  eve*~^ 
hydrant  lead  so  the  hydrants  can  be  repaired  without  interferir*^ 
with  the  working  of  the   system.     With  a  double  circulation  an*^ 
plenty  of  gates,  water  can  be  turned  on  in  one  block  at  any  time  h?' 
the  closing  of  two  gates  and  repairs  made  anywhere  in  that  blocle» 
the    only   inconvenience   suffered   being   by   those   who   are   in  the 
small  district  served  by  that  pipe.    This  saves  time  and  money. 

It  is  well  when  water  has  to  be  pumped  for  supply  that  economy 
be  in  operation  be  carefully  looked  into.  For  example  it  is  well 
to  have  the  pressure  for  fire  purposes  as  near  one  hundred  pounds 
to  the  square  inch  as  possible.  For  domestic  use  thirty-five  to 
forty  pounds  will  be  ample. 
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y  -    arc  some  towns  where  the  contract  with  the  water  com- 

\  re  >x^  *or  a  n*2n  Pressure  to  be  constantly  maintained.    There- 

.     ~    ^*^r  is  pumped  to  a  great  height  to  reservoirs,  or  tanks,  and 

^     **Ply  drawn  from  them.     Much  economy  in  operation  can  be 

c  t  c        ^y  locating  a  tank  where  sufficient  pressure  can  be  secured 

^  Purposes  and  keeping  that  tank  filled. 

ty^  *^nk  at  a  lower  elevation  can  be  used  for  a  constant  supply 

^  Pumps  can  be  run  continuously.    When  a  fire  occurs  and  the 

,       ^r    pressure   is   needed   the   high    tank,   or   reservoir,    can   be 

^"*t  into   immediate  service  by  gates,  or.  valves  automaticallv 
con*olled. 

*Uere  are  today  many  devices  on  the  market  for  controlling 

ssUres.     For  example,  a  town  may  be  located  on  a  flat  river 

n*  close  to  a  hill.    On  the  hill  the  reservoir  is  located  and  after 

yhile  the  residences  go  there.     To  make  the  pressure  practically 

lf°rm  all  over  the  place  several  mains  are  used  to  supply  the  lower 

**»  on  one  or  two  of  which  pressure  regulators  are  placed.    These 

Sulators  act  by  throttling  the  flow  and  thus  keeping  the  pressure 

°wn  to  any  desired  point  in  the  low  lying  district.    When  several 

^rants  are  opened  at  one  time  and  draw  on  the  main  the  valve 

^ens  enough  to  let  all  the  water  through  that  is  needed.     This 

M?rVes  unt^   valves  or  gates   on   the   other  mains   are  opened   so 

at  the  whole  lower  system  gets  the  increased  pressure.     It  does 

f°  harm,  however,  to  house  connections,  as  the  increased  supply 

,r*Ushed   is   used   immediately   by   the   fire   streams.     The   valves 

^  be  closed  before  the  fire  streams  are  shut  off. 

A  good  pressure  in  case  of  fire  is  needed,  but  it  is  hard  on 

^^estic  plumbing  to  have  a  high  pressure  kept  up.    It  is  therefore 

^  s*   to  so  plan  the  system  that  a  good  enough  pressure  will  be 

a^  all  over  town  for  domestic  purposes  with  a  reserve  high  pres- 

**rfc  in  case  of  fire.    It  means,  of  course,  that  all  plumbing  must  be 

^  to  withstand  the  effects  of  the  high  pressure  in  case  the  fire 

r^ams  cease  using  the  extra  supply  before  the  pressure  is  reduced. 

The  question  of  material  for  pipes  need  only  be  briefly  touched 

tiPon.    Cast  iron  has  been  for  years  the  standard  material  for  piping 

^ystems  and  with  the  majority  of  engineers  is  a  favorite.     Cast 

lr°n  pipes  represent  rather  too  much  dead  weight  compared  with 

"^ir  strength,  as  the  best  method  of  obtaining  long  service  before 

destruction  by  rust  is  to  make  them  thick.     This  to  towns  where 
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freight  is  an  item  is  a  great  objection  to  their  use.  It  is  very  hard 
to  prevent  incrustation  in  cast  iron  pipes  and  being,  to  a  certain 
extent,  brittle,  they  are  in  greater  danger  of  breakage  from  "water 
ram"  than  wrought  iron  pipe.  Cast  iron  pipe  is  usually  in  12-foot 
length*,  measuring  from  mouth  to  mouth  of  the  bells. 

For  small  cities  and  towns  the  writer  confesses  to  wrought  iron 
ami  steel  pipe  being  a  favorite  with  him.  When  cast  iron  can  be 
taut  down  at  the  trench  for  the  same  money  he  will  take  it  A 
difference*  however,  of  X  per  cent  in  cost  will  decide  him  in  favor  of 
the  other  pipe.  . 

Wrought   iron  pipe  needs  protective  coatings  more  than  cast 
iron  UN  protect  it  from  corrosion.    It  retains  these  protective  coatings 
WH>  \w1c*s  they  are  vcr>  carefully  made  and  applied  and  then  the 
htY  i*  *<  $rc*t  as  th*:  »*t  Jirx  r^pc     h  possesses  greater  strength  in 
profsMtvtt  to  to*  \ve\fcV.  :V.*n  cas*  iron  and  a  difference  in  cost  in  its 
f*\v>r  U  svwta^x  o*irvs  i*v  ::ct$*i:  rates.     It  is  not  troubled  with 
vtvi^wvUt'NVrt  jo  ;Sc  extent  :"S*:  c*>3  ircm  ■!<  and  coming  m  longer 
9XVtv*$  v'Sav.  %*^  yjv*!  re<r.5,x<  :**<r  jcctrs.  )e><  lead  and  packing. 
Vvx   *V*r  ".*  "■mv.-^  at*?.  t<  c^wi'peT  v  marntiiTn     Lock  joint,  seamless*, 
>**•»*$■  Vi  v.v«e.  T»;Y*  t*  ><'fv""'.'*  v  Uf  *^  rH«*d  pape  ormg  to  th^ 
Sw^vos-  >affNV<>!tjew  <r^.N  :*£  i.r  *vrc  &^*  t;  W  maintained. 

\\A\Vf  f»;fv'  ^  a,*\V'-:>w"  o.*i*^vk  -iihS      The  writer  has 
>rt  «**vVv  o.'.  v;uVN  ,v  V*|,-  ».-»— ja.   -.'•,"»  wv.  i.nc  .-c  sssrcs  made  fr< 

W-vvfrv  1,  v  K       vwv'  wfv   »->vt   -■  ,-j.r  ?:irn«^f  wfcih  cast  iron  f»i 

S*^v -u    >• '«».v   tn^i,»»--v  "\    «     11    itit\'~^n:  jwn*  mm  the  Ldj»1 
^mw   >*•«.     •     K    ^a^.    i    ^   ivi    mti-i   :tiiir  *»lsemJhere     It 

MitWi'lv     vi.  >MV,     0»-,t     ^.ir     ;v1v      vl1t<       r    UllK   "hzziusit  £ft  Jibe    *»oi 

^u%n     '  *>>     i.-m\.    vk»w   k.«*t,»i\»-     ;n:c  -vum   fc  The  Aeotefts*^ 

Sv»v      «     *K     «m»v     -^    \.»\.\«.     x  i-»     !.a     taints    ut\L  this,  in         ia 
•*.  «»\*  v     \.»;.»x  m.     .^    t\  \    s.     o  \ \.     :v    *  *v*\    ''tutu'  baru^  fire  <ul~£~  m 


»xn.    x»>*     «    :        »      t*^^-     >:•*•'    '?  i  muN    ..%    n*^%t)e  ^wifh  SteUNJfc-* 
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have  eight,  ten  or  twelve  foot  lengths,  made  of  staves  and  banded. 
For   twelve  inches  and  upward  the  pipe  is  built  in  the  trench. 

Some  firms  manufacture  wooden  pipe  by  boring  holes  through 
logs  and  banding  them  with  metal.  The  writer  has  never  known 
of  such  pipe  being  successful  for  a  long  time.  The  hard  wood  is 
cut  out  by  the  hole  and  only  the  sap  wood  is  left. 

It  is  well  known  that  wood  will  not  rot  so  long  as  it  is  saturated 
with  water.  Alternate  wetting  and  drying  rot  wood.  A  properly 
constructed  wooden  pipe  will  last  as  long  as  the  ineta!  banding  it. 
It  is  usual  to  galvanize  the  metal  and  then  after  the  pipe  is  made, 
to  coat  the  whole  pipe  and  metal  with  asphalt. 

Sewer  pipe  of  vitrified  clay  is  used  in  many  places  as  a  conduit 
where  it  has  been  found  possible  to  lay  it  on  an  even  grade  where  it 
W*H  not  be  under  pressure.  It  has  been  used  in  a  very  few  place.; 
\  under  a  light  pressure.  It  has  not  always  proven  a  success,  but 
when  covered  with  a  foot  or  two  of  earth  to  protect  it  therj 
has  been  little  or  no  trouble.  Where  used  it  has  been  in  situation ; 
m  which  a  ditch  or  wooden  flume  might  ordinarily  be  used  and  is 
advantageous  m  being  a  closed  conduit. 

Concrete    is    a    most    excellent    material    for    conduits    flowing 
U|ider  little  or  no  pressure.     Reinforced  concrete  is  rapidly  coming 
0  *he  front  for  aqueduct  purposes  and  has  been  used  under  very 
S^t    pressure. 

Carrying  capacities  of  aqueducts  for  water  are  reduced  seriously 

y  slime  and  other  growths.    Studies  of  well  known  aqueducts  show 

"*t   the  carrying  capacity  of  the  Sudbury  aqueduct  has  at  times  been 

re(K*c^ed  as  much  as  13J^  per  cent;  the  Cochituate  aqueduct  11  yi  per 

cen*»    and  the  Wachusett  aqueduct  from  10  to  11  per  cent. 

AWhen  vegetable  growths  appear  in   reservoirs,  and  bad   smells 

*n<^     tastes   are    noticed,   copper   sulphate    is   used    to    remove    the 

otteTisive  conditions.     The  amount  used  varies  from  1  in  1,000,000 

10   1  in  7,000,000  parts  by  weight.     That  is,  one  pound  of  copper 

Stllphate  in  one  to  seven  million  pounds  of  water. 

The  copper  sulphate  is  put  in  bags  containing  75  to  100  lbs.  and 

the  bags  are  towed,  one  at  a  lime,  from  a  boat.    The  boat  is  rowed 

around  the  reservoir  :n  concentric  courses  40  to  50  feet  apart  at 

riich  a  rate  as  to  completely  cover  same  by  the  time  the  sulphate 

is  all  dissolved.     A .  75-pound  bag  will  dissolve  in  about  half  an 
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hoar.    The  advice  of  a  competent  i^irrirrt.  imnwtid  Ik  otsndned 
tjamg  this  method, 

Olrf-tadhinnerf  methods  >>c  riutw-jigp  cram  water  pipes  bjr 
mg  trenches  and  bailing  ires  Ecave  been  superseded  by  electric 
rhawrnsf.  The  following  is  the  practice  for 
Ottawa,  Can. :  Current  is  taken  iirona:  the  wires  of  the  electric 
company  and  redoced  by  transformers  to  about  23  vchs.  The  charsjege 
i*  $Ij25  per  hoar  far  csrrrent  and  apparatas.  One  wire  is  cuuueU^esd 
to  the  service  in  the  house  sod  the  other  to  the  slopcjoik  box  in 
street,  an  adjoining  service  or  the  nearest  street  hydrant,  the  obj< 
being  to  have  a  connection  on  either  side  of  the  frozen  section  axid 
as  clcse  as  possible.  The  electrical  current  sometimes  clears  stlie 
pipe  in  thirty  seconds,  bat  if  the  senrice  is  long  and  frozen  solid 
it  raries  from  that  to  thirty  minutes.  Where  couplings  with,  a 
feather  washer  are  used  at  the  stopcock  boxes  the  cm  tent  will  burn 
oat  the  washer  and  cause  a  slight  leak,  Where  the  coupling  userd 
is  of  brass  and  lead  the  current  causes  no  leak  and  no  damage  *s 
occasioned  the  service;  except  in  isolated  and  difficult  cases  where? 
more  than  SS  volts  are  used. 

Much  valuable  information  on  this  subject  with  reports  fam* 
many  cities  is  to  be  found  in  a  report  compiled  by  George  S.  Hale, 
for  the  National  Electric  Light  Association,  and  published  by  the 
association  at  New  York. 

SPECIFICATION  FOR  LAYING  WATER  PIPE. 


{First,    specify  the  hydrants,   pipe,   valves,   etc.   and  all   accessories  aad 

■at r rials  and  labor. 

Specify   the   doing   of   the   work   in    fal!   accordance   with   the   plans  aad 
drawings  forming  a  part  of  the  specifications. 

Second,  specify  all  the  items  likely  to  complicate  the  opening  of  trenches 
in  the  streets.) 

All  parts  liable  to  draw  shall  be  firmly  secured  by  straps  and  bolts. 
In  addition  to  this  a  firm  Mocking  shall  be  set  behind  all  caps,  curves,  hydrants 
and  branches,  said  blocking  to  he  tightly  wedged  and  have  a  large  surface 
against  the   undisturbed   earth. 

When  laid  the  spigots  of  the  pipe  shall  be  so  adjusted  that  there  shall  be 
a  unifo-m  space  all  around  and  if  any  pipe  does  not  allow  sufficient  space 
it  sha!l  be  replaced  by  one  of  proper  form  and  dimensions.  The  """*twhii 
dimensions  of  joints  shall  be   as  follows: 


Size  of  Pipe. 

Depth  of  Joint. 

Space 

4"  ♦<•     r," 

3* 

0.4" 

«*   tr-    14* 

$.5" 

0.4* 

1«" 

«• 

0.6* 

I 
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an    inch   #i    bents   Jrtwen    tall    into 
sarn.  braided  or  twisted  and  tigiu  > 
joints* 
aft  lead  if  the  best  juaiirr.  suitable  tor  cauiking. 

joint. 
_   and  wiped   perfectly    dry.      Hie   meitmg   ;»o« 
*■*  BCTer  be  nsare  dam  fifteen  nee?  away   frnm  "he  joint  *•»  Se  'toured,   ami 
^miiflbenmfnflatane  ponrmsl 

CauiSFlPiit.  experienced  — '  'uimt  iras  V  emploved  to  do  the  cau«k«i.<.. 
ik  among  amsc  be  fail  h  fully  nrtutci  so  the  joint  will  be  vRht  and  *\'l»v 
*****  avusuaumnr  the  metal  in  the  bell  it  the  pipe.  After  cauiking  •.'ic 
k**  ahaO  be  ftuah  with  the  hct  at  the  picker. 

AH  pipes  and  fating;  shall  be  carefu  >  cleaned  betore  lavm*,  w'. 
**  «6er  laytn*.     Open  end*  shall  be  plugged  when   work  is  Ict't    it    :i»k'** 

*  faring  a  lay-ad;  at  noon  hour  or  other  time.     After  removing  piufc.  imci  wr 

*  pipe  noli  be  "nspeLtcd  before  commescintt   work.      Care  must   ac   all    tiim.  * 

■J  torched  to  pie»eut  earth,  sand,  mud  or  rnhoish   from  being  lett  in  pi|>e* 
or 


Csnt  should   be   taken    to    give    the    pipe    a    solid    bearing    throughout    it* 

^Mwc  fattk>     If  the  earth  excavated  from  the  trench  can  be  deyvsitcd  rirm'y 

u,iJ*  «*d  over  the  pipe  to  secure  it  from  after  settlement,    it   can  be  uscu 

an**  he  tamped  and  moistened  as  tamped  until  at  least  one  toot  hi  depth 

"*■  *■*  P*pe-    One  or  more  feet  in  length  at  each  end  of  the  pipe*  depending 

*|Jj*  °*  ««,  shall  he  left  unfilled  until  the  rest  of  the  pipe  ha*  been  so  cov 

7™»  to  allow  examination  of  the  joint  and  for  necessary   recaulking   i»   case 

j*  **■*  has  been  disturbed  by  the  filling.     The  joints  shall  then  be  covered 

^it  a°*'  fJII|i>*l|C  °*  tn*  same  way.     After  the  pipes  have   been   cohered 

^^  ^°*  foot  of   fining  as   specified,    the    remainder   of    the   trench    sha*l    be 

n  any  practicable  manner    and    so    tamped    or    flooded    that    there    >m'1 

BJL*Wt,Be,tt  of  the  street  surface. 

"0  Stones  or  rock  fragments  «hal:   V   permitted    in   the    "l^tu    *;rhin    m\ 
"*■ '*  the  pipe. 

the  earth   removed    from   the    trench    can    not   be    rep'aced    projv«l>    !•> 


».   aioumi 


the  tml..Z 

•nroioii  0f  t^  engineer  m  char«c  the  trench  shall  be   r»"e-l   u-hlc.   «.x 

^^        «x  inches  on  top  with  *and.   thoroughly    rammed  and   after*  ard   co»n« 
**"**  W  flooding  with  water. 

*0T»— Here   should    follow    specifications    for    restoring    street    surfaces.) 

format*  sPec*ncat'on:i  tor  sewer  work  should  be  con>uhcd  tor  in 
""nation  about  excavating  and  backfilling,  leaving  in  sheeting,  etc. 

Pl'MPTXi;  WATER. 
***  L=iift  in  feet  Q  ^millions  of  V  S.  gal 

P=eiik,v*II*'  a  Ions  per  J4  hours. 

WssflnPerSCCO?     ♦  HP-theoretical      horse- 

*■  •  S.  gallons  per  minute.  jwwer  roquireii 

Then  HP  ==  FxL   HP  _  Q*L   HP  _  GxL 
8.82  '  rtF   ~      5.7    •  rtr         4.000 
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The  friction  losses 
them  added  to  the  "Lift 
power   necessary. 

The   following   table    for   use  with   centrifugal   pumps 
[he  catalogue  of   manufacturers  of   such   pumps. 
Revolution*  and  Hone-Power  Require?  to  Elevate  Water  to  Differe: 


JaP- 

.058 

.. 

10  ft. 

15  Ft. 

20  ft. 

25ft. 

30  ft. 

35  ft. 

40  ft. 

50lt. 

80  ft. 

70 

~aa 

784 

904 

101 0 

1104 

1103 

1274 

1332 

14B3 

~1BM 

no 

473 

£70 

H£l 

724 

700 

850 

006 

ass 

IIP5S 

1147 

1)0 

!io 

443 

370 

433 

<>72 

762 

840 

013 

181 

.16 

448 

500 

347 

£90 

NO 

703 

770 

365 

W 

410 

475 

317 

55S 

sim 

ti3>i 

764 

766 

an 

352 

413 

435 

513 

355 

j'lj 

on 

867 

793 

.30 

m 

445 

.Mi" 

580 

618 

854 

721 

771 

785 

.15 

311 

MS 

483 

86 

583 

574 

806 

866 

723 

IDSO 

300 

MS 

381 

4:>l 

453 

484 

513 

888 

618 

2000 

i'S 

347 

300 

484 

886 

.-J.Hiri 

160 

2» 

378 

320 

353 

80S 

424 

458 

506 

CM 

4300 

2"00 

133 

188 

230 

380 

308 

32S 

352 

378 

421 

461 

3.50 

113 

301 

337 

428 

*77 

0000 

4  50 

"" 

_  313 

3*1 

801 

337 

850 

2im 

438 

477 

•5 

MEASURING  STREAMS. 

A  rough  and  ready  method  used  in  small  streams,  or  rather  to 
gauge  streams  flowing  from  springs,  is  lo  measure  with  cans. 
Put  a  dam  of  some  sort  across  the  little  stream  and  place  in  the 
lop  a  small  V  flume  or  pipe  at  such  a  grade  that  the  water  will 
only  rise  to  a  certain  height  behind  the  dam.  Have  two  five-gallon 
cnal  oil  cans  with  handles.  Place  one  under  the  flume  or  pipe 
iml  as  fast  as  it  fills  remove  it  and  substitute  the  other.  After 
each  has  been  filled  and  emptied  five  times  there  has  been  a  total 
flow  of  fifty  gallons.  A  careful  timing  of  the  operation  gives 
closely  the  flow  in  gallons  per  minute.  Needless  to  say,  this  is 
only  useful  in  very  small  streams. 

For  something  more  definite  place  across  the  stream  a  board 
with  the  top  perfectly  level.  The  edge  should  be  beveled  on  the 
lower  side  so  the  upper  edge  will  be  sharp.  Square  ends  should 
be  placed  on  the  board  so  that  the  water  flowing  over  will  have  a 
certain  width  and  will  flow  quietly.  A  few  feet  back  from  .the 
board  (weir)  drive  a  peg  into  the  stream  and  set  it  by  means 
of  a  level  so  the  top  will  be  exactly  the  height  of  the  edge  over 
which  the  water  flows.  When  the  stake  is  set  measure  the  depth 
of  water  over  it,  which  gives  the  weir  depth.     The  weir  tabic  here 
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Giving 


cubic  feet  of  Water  per  minute,  that  will  flow 
over  i  Weir  one  inch  wide  and  up  to 
2$  inches  deep. 


Inch. 

.47 

i 

.55 

1 

.65 

* 
.74 

1 

.83 

i 

.98 

3 

1 

.40 

1.03 

3 

1.14 

1.24 

1.36 

1.47 

1.59 

1.71 

1.83 

1.96 

8 

2.09 

2.28 

2.86 

2.50 

2.68 

2.78 

2.92 

8.07 

4 

8.22 

8.37 

8.52 

3.68 

8.88 

8.99 

4.16 

4.32 

5 

4.50 

.4.67 

4.84 

5.01 

5.18 

5.86 

5.54 

5.72 

6 

5.90 

6.09 

6.28 

6.47 

6.65 

6.85 

7.05 

7.25 

7 

7.44 

7.64 

7.84 

8.05 

8.25 

8.45 

8.66 

8.86 

8 

9.10 

9.81 

9.52 

9.74 

9.96 

10.18 

10.40 

10.62 

9 

10.86 

11.08 

11.81 

11.54 

11.77 

tf.00 

12.23 

12.47 

10 

12.71 

12.95 

13.19 

13.43 

13.67 

13.93 

14.16 

14.42 

11 

14.67 

14.92 

15.18 

15.43 

15.67 

15.96 

16.20 

16.46 

12 

16.73 

16.99 

17.26 

17.52 

17.78 

18.05 

18.82 

18.58 

18 

18.87 

19.14 

19.42 

19.69 

19.97 

20.24 

20.52  20.80 

14 

21.09 

21.87 

21.65 

21.94 

22.22 

22.51 

22.79 

23.08 

15 

28.88 

23.67 

23.97 

24.26 

24.56 

24.86 

25.16 

25.46 

16 

25.76 

26.06 

26. 3G 

26.66 

26.97 

27.27 

27.58 

27.89 

17 

28,20 

28.51 

28.82 

29.14 

29.45 

29.76 

30.08 

80.39 

18 

80.70 

81.02 

31.34 

31.  C6 

31.98 

32.31 

32,63 

32.96 

19 

83.29 

33.611 

33.94 

34.27 

34.60 

31.94 

35.27 

55.60 

20 

85.94 

86.27 

36.60 

36.94 

37.28 

37.62 

37.96 

38.31 

21 

88.65 

39. 00 

39.34 

39.69 

40.04 

40.39 

40.73 

41.09 

22 

41.43 

41.78 

42.13 

42.49 

42.84 

43.20 

48.56 

43.92 

28 

44.28 

44.64 

45.00 

45.38 

45.71 

46.08 

46.43 

46.81 

24 

47.18 

47.55 

47.91 

48.28 

48.65 

49..  02 

49.89 

49.76 

«*  EX'ir-'EEhiyr;  r.ORK. 

given  car.  then  l»e  awd  to  ascertain  the  amount  of  water  flowing 
in  the  stream. 

The  following  weir  formulas  are  standard.  The  Francis 
formula  for  discharge  in  cubic  feet  per  second  for  weir  in  thin 
plate  and  without  end  contraction  is: 

Q  =  3.33  L  H* 

where  Q  is  the  quantity 

L  i*  the  length  of  weir  in  feet. 

H  is  the  head  over  weir  in  feet. 

The  Cippoletti  formula  is  the  same  with  a  constant  of  3.367 
instead  of  3.33. 

The  Smith- Francis  formula  is  a?  follows  for  cubic  feet  per 
second: 


Q-S»(l-£)h» 


and  as  follows  when  the  discharge  is  in  gallons  per  minute: 
L  is  length  of  weir  in  inches,  and 
h  is  head  nf  water  <-»ver  weir  in  inches. 


«  =  *  *  (  L  -  6To)h* 


When  streams  are  nx»  large  to  measure  with  a  weir,  stations 
are  measured  100  feet  or  more  in  length  along  the  side  and  sound- 
ings taken  across  the  stream  at  these  points  to  obtain  the  cross 
section.  Floats.  *o  weighted  that  they  will  be  in  the  center  of 
average  velocity,  are  timed  as  they  pass  over  a  given  course. 
Having  the  average  cross  section  of  the  stream  and  the  average 
velocity  of  the  float*  over  the  section  on  which  this  average  cross 
section  was  taken,  the  computation  of  the  flow  is  readily  per- 
formed. 

The  following  i-  an  abridgement  of  an  article  by  Ernest  W. 
Schoder.  in  The  Engineering  Record.  September  3,  1904: 

This  form  of  diagram  for  the  solution  of  the  usually  recurring 
problems  in  pipe  hydraulics  has  the  merits  of  dependence  on  a 
definite  basis,  simplicity,  compactness  and  quite  sufficient  accuracy. 
Ft  is  based  on  diagrams  by  Professor  Church  of  Cornell  University. 

In  the  accompanying  diagram  the  entire  range  of  ordinary 
practice  is  included.  ^Enough  lines  are  drawn  so  that  interpola- 
tion will  give  rather  more  than  justifiable  accuracy  for  all  pur- 
poses of  design. 

It    is   drawn    upon    logarithmic   cross    section   paper,    which  is 
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ruled  like  a  common  slide  rule,  therefore  a  cross  section  line 
marked  with  a  certain  value  represents  actually  the  logarithm  of 
that  value.  The  abscissas  represent"  logarithms  of  values  of  the 
hydraulic  slope,  or,  as  on  the  diagram,  a  multiple  of  the  same, 
i.  e.,  "friction  head,"  in  feet  per  thousand  feet  length  of  pipe. 

Table  Giving  Weights  and  Thicknesses  of 

Cast  Iron 


h 

o 
.3 


3 

4 
6 

8 
to 

12 

\i 

18 

20 

*4 
30 
36 
42 

48 
60 

7» 


Light  Weight 


I 

**  9 


20 

30 
40 

55 

70 

90 
100 

■35 
150 
200 
250 

334 

450 
600 

900 

i34o 


180 

240 
360 

480 

660 

840 

1080 

1200 

1622 

1800 

2400 
3000 
4008 
5400 

72cm 
10800 
16080 


3 

«l 


Standard  Weight 


u 

& 


17 
22 

33 

4* 
60 

75 
100 

125 

167 

200 

250 

334 
45o 
600 

725 
1075 

1560 


k 

.J?  V 


204 
264 
396 

504 

72O 

OOO 

I200 

I5OO 

2OO4 

24O0 

3000 

4008 

5400 

72OO 

87OO 

I29OO 

X8720 


•3 


8; 


Heavy  Weight 


& 

J3o 


»9. 
>4 

35 
50 

85 
117 

"SO 
200 

225 

300 

4i7 
500 

75o 

850 

1250 

1750 


•ftg 


228 
288 

to 


780 

X020 
I404 
l800 
24OO 
27OO 
360O 

£2 

0000 

9000 

10200 

15000 

2x200 


3 


(After  describing  the  formulas  and  the  manner  in  which  the 
diagram  is  constructed  the  following  directions  for  use  are  given.) 

In  use,  if  the  head  and  diameter  be  given,  the  intersection 
of  the  lines  for  the  given  values  will  give  the  velocity  and  dis- 
charge. The  latter  can  be  read  in  cubic  feet  per  second  on  the 
right  of  the  diagram,  or  in  millions  of  gallons  per  day  on  the  left, 
as  may  be  desired.  If  the  discharges  only  be  given,  the  required 
heads  and  the  corresponding  velocities  for  different  diameters  of 
pipe  can  be  read  off  by  following  along  the  horizontal  line  for 
the  given  discharge,  and  noting  intersections.  If  the  diameter 
only  be  fixed,  the  required  heads  for  various  discharges  can  be 
found  by  following  along  the  line  for  the  giver,  diameter. 

For  old  pipes,  not  too  badly  fouled  or  too  heavily  tuberculated 
(with  sufficient  exactness  in  ordinary  cases)   increase  the  diagram 
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head   one-half  or   decrease  the   diagram   discharge  and   velocity  by 
one-quarter. 

In   general,   for  pipes   in  good   condition,   the   diagram   may  be 
relied   on   to  give   results   rather   on   the   safe   side   than   otherwise. 

Height  of  Chimneys  in  Feet — 
Commercial  Horse  Power 


Q* 
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Reduction  of  Chimney  Draft  by 
Long  Flues 

Total  length  of  fines  in  feel ..    so  ioo  100I40P  6oo  Soo  ioso  1000 
Chimney  draft  ip  percent....  10043    w   66    j8   51     48     jj 

Examples.— 1.  Given  a  head  of  100  feet  in  five  miles,  required 
the  discharge  for  various  diameters  of  pipe.  The  head  per  1,000 
feet  is  here  3.78  feet.  Following  down  the  space  in  which  this 
value  occurs,  we  find  that  a  48-inch  pipe  will  give  10ft  cubic  feet 
per  second  (read  on  the  right)  or  70,000,000  gallons  per  day 
(read  on  left).  So,  also,  pipes  of  36  inches,  24  inches,  16  inches. 
H  inches  diameter  will  discharge,  respectively,  51,  17,  5.8,  0.91  cubic 
feet  per  second,  or  .1 3,000 .000.  11,000,000,  3,750,000,  500,000  gallons 
per  day. 

2.  Given  a  discharge  of  10,000,000  gallons  per  day,  required 
the     necessary    head     for    different    diameters    of    pipe.     Following 
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horizontally  along  the  line  for  which  this  discharge  is  marked  at 
the  left  of  the  diagram,  we  find  that  a  36-inch  pipe  with  a  head 
of  0.43  feet  per  1,000  feet  will  answer.  Also  pipes  of  diameters 
30  inches  and  24  inches  will  give  the  required  discharge  if  the  heads 
be,  respectively,   1.02  and  3.2  feet  per  1,000  feet. 

3.  It  is  desired  to  limit  the  velocity  in  a  cast-iron  pipe  line 
supplying  power  to  2.5  feet  per  second.  The  quantity  of  water 
required  is  12  cubic  feet  per  second.  What  size  of  pipe  is  neces- 
sary and  what  loss  of  head  is  involved?  Noting  the  intersection 
of  the  line  for  2.r>  feet  per  second  velocity  with  the  horizontal 
line  for  12  cubic  feet  per  second,  we  see  that  a  30-inch  pipe  losing 
a  head  of  0.66  feet  per  1,000  feet  will  answer  the  requirements. 

In  the  chapter  on  water  supply  a  table  is  given  of  water 
pressures  as  reduced  by  hose.  The  following  table  is  of  the  same 
nature,  but  deals  with  single  and  siamesed  connections,  such  as 
are  used  in  buildings  for  fire  protection : 

TABLE  OF  REQUIRED  HYDRANT  PRESSURES    ( POUNDS). 

Hose  diameter.  2V6"  3"  3%" 

Hose  lines.  Single  Siamesed  Single  Siamesed  Single  Siamesed 

Smooth  bore  nozzle,  1 V4"     2"      1%"        2"     1%"        2" 

Length    of    hose    line 100'       121       139        92         101      84.5         88 

150'       139      170        99.5       113      87.5         93.5 

200'       158      201       107  125      91.  99. 

"  :250'       176.5   232       114.5      137      94.5       104.5 

3(XK       195      263       122         149      98  110 

400'      232      325      137         173     105  121 

Note. — From  data  derived  from  experiments  by  John  R.  Freeman 
(Transactions  American  Society  of  Civil  Engineers,  Novem- 
ber, 1899) 

The  loss  of  pressure  in  the  3-inch  and  3%-iuch  hose  probably 
represents   unusually  good   conditions,   and   in   practice   may 
somewhat    exceed    the    above    figures.    Not    included    in    the, 
above  are  losses  not  exceeding  5  lbs.  incurred  in  a  Siamese 
connection. 

The  table  of  Fire  Stream  Data  is  intended  to  be  used  in  con- 
nection with  calculations  for  heights  of  towers  when  such  a 
system  of  supply  is  contemplated. 

The  other  tables  here  presented  may  be  useful  in  connection 
with  water  works  design  or  extension. 

With  a  joint  about  2l/2  inches  deep  the  weight  of  lead  per 
running  foot  is  equal  to  about  one-sixth  of  the  diameter  of  the 
pipe  in  inches.  If  a  4-inch  joint  is  used,  the  weight  of  the  lead 
per  running  foot  is  equal  to  about  one-fourth  of  the  diameter 
in  inches. 
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Fire  Stream  Data  for  1-Inch  Smooth   Nozzle 

This  Table  alao  Serves  for  lJs-Incli  Ring  Noiile 
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Fire  Stream  Data  for  l^-Inch  Smooth  Nozzle 
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Friction  of  Water  In  Pipes 

Friction  loss  in  pounds  pressure  per  square  inch  for  each 
100  feet  of  length  in  different  size  clean  iron  pipe,  discharging 
given  quantities  of  water  per  minute. 


Sua  or  Pipe— Inbide  Diameter. 
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Contents  in  Cubic  feet,  U.  S.  gallons  and  weight  of 
water  per  foot  length  for  pipe  of  various  diameters, 
also  area  in  square  feet  and  inches,  and  circumference 
in  inches. 


Diameter  of 
Pipe  in 
inches. 

Area  in 
sq.  feet  or 
contents  in 
Cubic  feet 

per  foot 
oflength. 

Contents 

in  U.S. 

gallons 

per  foot 

lengtb. 

Weight  of 
water  in 
one  foot 

lengthen 
lbs. 

Area  in 
sq.  in. 

Circum> 

ference  in 

inches. 

1. 

.0055 

.0408 

.84 

178 

3.14 

2 

.0218 

.1632 

1.36 

3!l4 

6.28 

8 

.0491 

.3672 

8.06 

7.06 

9.42 

4 

.0873 

.6528 

6.14 

12.56 

12.66 

6 

.1964 

1.020 

8.51 

19.63 

15.70 

6 

.1968 

1.469 

12.26 

28.27 

18.85 

7 

.2673 

1.999 

16.68 

38.48 

21.99 

8 

.3491 

2.611 

21.79 

50.26 

25.13 

9 

.4418 

3.305 

27.67 

63.61 

28.27 

10 

.6464 

4.Q8 

34.04 

78.54 

31.41 

11 

.66 

4.937 

41.19 

95.03 

34.55 

IS 

.7854 

5.875 

49.02 

113.10 

87.69 

18 

.9218 

6.895 

67.54 

132.73 

40.84 

14 

1.069 

7.997 

66.73 

153.94 

43.98 

15 

1.227 

9.18P 

76.60 

176.71 

47.12 

16 

1.896 

10.44 

87.16 

201.06 

50.26 

18 

1.768 

13.22 

110.31 

254.47 

66  64 

20 

2.182 

16.32 

136.19 

314.16 

62.63 

22 

2.640 

19.75 

164.79 

380.13 

69.11 

24 

3.142 

23.50 

196.11 

452.39 

75.39 

26 

3.687 

•27.58 

230.16 

530.93 

81.68 

28 

4.276 

81.99 

266.93 

615.75 

87.96 

80 

4.909 

36.72 

306.42 

706.86 

94.24 

88 

6.586 

41.78 

318.64 

804.25 

100.53 

84 

6.306 

47.16 

393.59 

907.92 

106; 81 

86 

7.069 

52.88 

441.25 

1017.9 

113.09 

• 

88 

7.876 

58.92 

491.64 

1134.1 

119.38 

40 

8.727 

65.28 

544.76 

1256.6 

125.66 

42 

9.621 

71.97 

600.59 

1385.4 

131.94 

44 

10.659 

78.99 

669*16 

1520.5 

138.23 

46 

11.641. 

86.33 

720:44 

1661.9 

144.61 

48 

12.666 

94.00 

784,45 

1809.6 

160.79 
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Table  Showing  Flow  of  Water 

per  Second  through  Clean 

Iron  Pipes. 
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|i«m  imnrity  of  water  in  i  pipe  of  given  diimenr,  divide  the 
Vaodty  In  cubic  feet  per  record  by  the  area  of  the  pipe  in  tqmrc 
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PRESSURE   OF   WATER 
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CONCRETE. 


CEMENT. 

The  writer  does  not  wish  to  be  accused  of  plagiarism,  and  as 
many  readers  will  recognize  parts  of  this  chapter,  he  wishes  to  make 
a  preliminary  explanation.  Last  year  he  wrote  for  a  firm  man- 
ufacturing a  concrete  mixer  a  little  pamphlet  entitled  "Instructions 
to  Agents."  In  preparing  this  chapter  on  concrete  the  scissors  have 
been  used  pretty  liberally  on  that  pamphlet,  and  whole  paragraphs 
have  been  used  here  without  alteration.  As  many  thousands  of 
copies  were  distributed,  it  is  more  than  likely  some  of  the  readers 
of  this  book  will  have  read  it.  There  is  far  more  in  this  chapter, 
however,  than  the  pamphlet   contained. 

Lime  is  an  ordinary  article  of  commerce,  obtained  by  burning 
limestone  to  drive  off  the  moisture  and  carbonic  acid  gas.  By  mix- 
ing lime  with  water  into  a  paste  the  moisture  is  restored  and  the 
lime  gradually  absorbs  from  the  atmosphere  carbonic  acid  gas  and 
will   again  become  limestone. 

If  large  quantities  of  lime-mortar  are  used  in  a  mass  of  masonry 
it  often  happens  that  in  the  interior  of  the  mass  the  mortar  never 
hardens  because  the  hardening  of  the  mortar  on  the  outside  shuts 
off  the  supply  of  air  on  which  it  depends  for  a  hardening  element. 

Sand  is  mixed  with  lime  paste  for  three  reasons : 

1st.     It  is  economical. 

2d.     It  toughens  the  paste  so  that  it  does  not  crack  in  setting. 

3d.  It  increases  considerably  the  crushing  strength.  Lime  and 
sand  mortar,  when  set,  is  an  artificial  sandstone  containing  about  10 
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per  cent  carbonate  c;f  lime.  The  more  sand,  the  quicker  Jt  will  -et, 
and  the  harder  it  will  become  up  to  a  certain  point  where  so  much 
sand  is  used  that  the  lime  paste  can  not  sufficiently  bind  the  grains 
of  sand  together,  r 

Cement  is  really  a  stone-forming  material  also,  in  which  silica 
or  sand  forms  one-quarter  to  one-third  of  the  entire  mixture,  and 
lime  is  practically  two-thirds  of  the  mixture. 

Ah.mina  is  the  next  principal  ingredient  and  there  are  various 
other  chemicals  in  small  amounts,  few  of  which  are  necessary,  and 
some  of  which  are  impurities.  Cement  is  so  closely  allied  to  lime 
that  it  is  important  to  remember  this  connection. 

Cement  was  developed  because  masons  needed  a  mortar  chat 
would  set  beneath  water  and  because  they  also  wanted  a  mortar  that 
would  be  durable  when  attacked  by  the  elements. 

Some  men   found,  centuries  ago,  that  common  clay   added  to 
lime-mortar  made  it  set  much  more  rapidly  and  also  made  a  very 
strong  mortar.  It  was  not  a  permanent  mortar,  however,  because  the 
clay   would   disappear   when   exposed   to   the    dements.     This  was 
guarded  against  by  having  the  mortar  in  the  interior  of  the  mass  oi 
masonry  contain  considerable  clay,  and  on  the  outside  the  joints 
were  grouted  with  a  pure  lime-mortar.     This  lime  would  harderv 
and  as  the  years  went  by,  become  strong,  so  that  the  interior  mortrxt 
was  amply  protected 

The  ancients  discovered  that  \f  clay  was  burned  and  ground  *° 
a  very  fine  powder  that  it  could  be  mixed  with  lime  and  a  mixti*  *e 
was  made  which  would  set  under  water.  This  was  the  beginni*'-1^ 
of  the  manufacture  of  hydraulic  mortar. 

In  the  numerous  volcanoes  on  the  shores  of  the  Mediterranean *^ 
the  Romans  found  excellent  kilns  for  preparing  their  hydraulic  ba^tf 
for  this  lime-mortar.     The  dust  most  often  used  came  from  the  vi/-** 
lage  of  Puzzuolo,  hence  the  name  generally  given  to  Roman  cements* 
Puzzuolani,  or.  as  it  is  today  spelled,  "Puzzolan." 

For  chis  reason  all  the  cements  that  are  made  by  the  addition  of 
burned  clay  or  volcanic  dust,  ashes  or  furnace  slag,  to  lime,  and  then 
ground  together  without  afterward  burning  them  are  called  "Puz- 
zolan  '  cements. 

A  few  years  ago  some  steel  companies  in  the  United  States  com- 
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• 

menced   the  manufacture  of  a  "Portland  slag"  cement,  containing 
furnace  slag,  and  such  cements  are  now  called  "Puzzolan  Cements." 
The  change  was  made  because  the  officers  of  the  Corps  of  Engineers 
of  the  United  States  Army  decided  to  designate  cement  which  was 
not  burned  after  the  intimate  mixing  of   the  ingredients,  a   Puz- 
zoTan  cement,  for  there  are  some  true  Portland  cements  made  from 
furnace  slag  in  which  the  materials  are  burned  after  being  mixed  to- 
gether.    The  name  "Portland  Slag"  was  therefore  dropped  to  pre- 
vent misunderstandings. 

Natural  cement  is  made  from  a  limestone  containing  a  consid- 
erable amount  of  clay.    This  stone  is  burned  and  ground  as  it  comes 
from  the  earth,  without  any  admixture  of  other  materials.     It  is  a 
good  cement,  but  generally  not  suitable  for   sidewalk  or  building 
block  work 

In  the   specifications   following,   the  differences  between    Port- 
land and  natural  cements  are  made  plain.     While   natural   cement 
does  not  weather  so  well,   it  is  excellent  where  kept  continually 
"toist.    In  any  place  where  great  strength  is  not  required  and  where 
Veight  and  mass   count,  natural  cement   is  as  good   as    Portland. 
^hen  there  is  any  material  difference  in  price  it  pays  to  investi- 
gate the  merits  of  natural  cement. 

I^uzzolan  cement  is  very  strong,  but  must  be  mixed  pretty  dry, 
n<*  is  only  useful  in  places  where  it  can  be  kept  continually  moist, 
r  ^here  it  can  absorb  considerable  moisture.  It  is  all  right  for 
r^et  foundations,  cellar  floors,  masonry  walls  along  the  banks  of 
Ve**s,  shores  of  lakes,  etc.  Where  exposed  to  dry  air  it  deteriorates 
^  backing  and  checking.  This  because  the  sulphides  leach.  It  is 
atl&erous  to  use  in  reinforced  concrete. 

Portland  cement  is  so  called  because  of  its  resemblance  in  color 

°  *he  famous  Portland  building  stone  of  England,  and  is  an  artificial 

Product  made  by  properly  combining   certain   ingredients   carrying 

"Hie,  silica  and  alumina,  and  burning  them  at  in  intense  heat;  then 

Ending  same,  and  to  which  no  addition  of  chemical  substances  is 

wade  in  excess  of  3  per  cent  aftrtr  burning. 

An  excess  of  lime  in  cement  is  harmful  because  it  is  likely  to  be 
free,  and  in  that  case  will  expand  when  setting  and  destroy  the 
structure.    As  much  cement  as  can  be  put  on  a  five-cent  nickel  piece 
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can  be  moistened  with  about  a  half  teaspoonful  of  water  and  a  paste 
made.  This  paste  can  be  covered  with  muriatic  acid,  gently  poured 
on,  and  the  mixture  stirred  with  a  glass  stirring  rod.  If  the  cement 
is  a  pure  Portland  there  will  be  a  slight  effervescence  and  a  slight 
odor.  At  the  conclusion  of  the  operation  a  bright  yellow  jelly  will 
be  seen  in  the  place  of  the  paste.  If  there  is  considerable  efferves- 
cence so  that  the  aci  .1  seems  to  boil  and  a  very  distinct  odor  is  given 
off  it  is  plain  that  an  excess  of  lime  is  in  the  cement.  If  the  cement 
has  been  adulterated  with  silica  there  will  be  a  heavy  sediment 
in  the  jelly. 

A  word  as  to  this  adulteration  with  silica.  When  Cement  be- 
comes high  in  price  certain  manufacturers  place  on  the  market  a  sand 
or  silica  cement.  This  is  composed  of  Portland  cement  mixed  with 
clean  sand  and  then  the  two  ground  together.  This  grinding  makes 
the  cement  very  fine  indeed  and  reduces  the  sand  to  a  degree  of  fine- 
ness generally  called  for  in  the  best  cements.  If  properly  done,  it 
makes  a  very  strong  cement,  but  it  is  in  reality  an  adulteration,  and 
at  the  present  low  prices  of  cement  there  is  no  excuse  for  a  man  pur- 
chasing it.  In  the  above  test  the  sediment  will  indicate  an  adultera- 
tion of  silica  and  the  cement  should  be  rejected. 

To  ascertain  whether  the  cement  is  a  Puzzolan  requires  a  little 
more  careful  test,  but  in  general,  we  can  say  that  a  Puzzolan  cement 
is  not  gritty  to  the  feeling  like  a  true  Portland  cement,  and  instead 
of  being  a  bluish  gray  color  it  is  a  light  lilac  in  tint,  approaching 
white.  It  is  also  much  lighter  than  Portland,  the  specific  gravity 
being  much  less. 

If  some  cement  is  mixed  into  a  paste  on  a  glass  or  metal  table., 
so  that  none  of  the  moisture  can  escape,  and  made  into  pats,  a  pat  of 
good  cement  will  remain  even  in  color.  A  pat  of  Puzzolan  cement 
will  show  yellow,  green  and  brown  stains. 

For  years  there  have  been  many  different  requirements  for 
cement,  and  in  1904  standard  specifications  were  prepared.  The 
readers  of  this  book  are  asked  to  insert  the  following  clause  in 
all  their  specifications  for  cement. 

"Cement  furnished  shall  comply  with  the  standard  specifications 
prepared  by  the  American  Society  for  Testing  Materials." 

The  methods  proposed  by  the  American  Society  of  Civil  En- 
gineers are  a  part  of  the  standard  specifications. 
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REPORT  OF  COMMITTEE  OF  THE  AMERICAN  SOCIETY 

FOR  TESTING  MATERIALS. 

Adopted  by  the  Society,  November  14,  1904. 

Adopted  by  the  Association  op  American  Portland  Cement  Manufacturers, 

June    16,    1904. 

Adopted  by  the  American  Railway  Engineering  and  Maintenance  op  Way 

Association,    March    21,    1905. 

GENERAL  OBSERVATIONS. 

1.  These  remarks  have  been  prepared  with  a  view  of  pointing 
out  the  pertinent  features  of  the  various  requirements  and  the 
precautions  to  be  observed  in  the  interpretation  of  the  results  of 
the  tests. 

2.  The  Committee  would  suggest  that  the  acceptance  or  rejec- 
tion under  these  specifications  be  based  on  tests  made  by  an  expe- 
rienced person  having  the  proper  means  for  making  the  tests. 

SPECIFIC  GRAVITY. 

Specific  gravity  is  useful  in  detecting  adulteration  or  under- 
burning.  The  results  of  tests  of  specific  gravity  are  not  necessarily 
conclusive  as  an  indication  of  the  quality  of  a  cement,  but  when  in 
combination  with  the  results  of  other  tests  may  afford  valuable 
indications. 

FINENESS. 

4.  The  sieves  should  be  kept  thoroughly  dry. 

TIME   OF   SETTING. 

5.  Great  care  should  be  exercised  to  maintain  the  test  pieces 
under  as  uniform  conditions  as  possible.  A  sudden  change  or 
wide  range  of  temperature  in  the  room  in  which  the  tests  are  made, 
a  very  dry  or  humid  atmosphere,  and  other  irregularities  vitally 
affect  the  rate  of  setting. 

TENSILE   STRENGTH. 

6.  Each  consumer  must  fix  the  minimum  requirements  for 
tensile  strength  to  suit  his  own  conditions.  They  shall,  however, 
be  within  the  limits  stated. 

CONSTANCY  OF  VOLUME. 

7.  The   tests   for  constancy   of   volume   are   divided   into   two 
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classes,  the  first  normal,  the  second  accelerated.  The  latter  should 
be  regarded  as  a  precautionary  test  only,  and  not  infallible.  So 
many  conditions  enter  into  the  making  and  interpreting  of  it  that 
it  should  be  used  with  extreme  care. 

8.  In  making  the  pats  the  greatest  care  should  be  exercised 
to  avoid  initial  strains  due  to  molding  or  to  too  rapid  drying  out 
during  the  first  twenty- four  hours.  The  pats  should  be  preserved 
under  the  most  uniform  conditions  possible,  and  rapid  changes  of 
temperature  should  be  avoided. 

9.  The  failure  to  meet  the  requirements  of  the  accelerated 
tests  need  not  be  sufficient  cause  for  rejection.  The  cement  may, 
however,  be  held  for  twenty-eight  days  and  a  retest  made  at  the 
end  of  that  period.  Failure  to  meet  the  requirements  at  this  time 
should  be  considered  sufficient  cause  for  rejection,  although  in  the 
present  state  of  our  knowledge  it  can  not  be  said  that  such  failure 
necessarily  indicates*  unsoundness,  nor  can  the  cement  be  consid- 
ered entirely  satisfactory  simply  because  it  passes  the  tests. 

GENERAL  CONDITIONS. 

1.  All   cement  shall  be  inspected. 

2.  Cement  may  be  inspected  either  at  the  place  of  manufacture 
or  on  the  work. 

3.  In  order  to  allow  ample  time  for  inspecting  and  testing,  the 
cement  should  be  stored  in  a  suitable  weather-tight  building,  hav- 
ing the  floor  properly  blocked  or  raised  from  the  ground. 

4.  The  cement  shall  be  stored  in  such  a  manner  as  to  permit 
easy  access  for  proper  inspection  and  identification  of  each  ship- 
ment. 

5.  Every  facility  shall  be  provided  by  the  contractor,  and  a 
period  of  at  least  twelve  days  allowed  for  the  inspection  and 
necessary  tests. 

6.  Cement  shall  be  delivered  in  suitable  packages,  with  the 
brand  and  name  of  the  manufacturer  plainly  marked  thereon. 

7.  A  bag  of  cement  shall  contain  94  pounds  of  cement  net. 
Each  barrel  of  Portland  cement  shall  contatin  4  bags,  and  each 
barrel  of  natural  cement  shall  contain  3  bags  of  the  above  net 
weight 

3.    Cement  failing  to  meet  the  seven-day  requirements  may  b« 
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held    awaiting   the    results    of    the    twenty-eight    day    tests    before 
rejection. 

9.  All  tests  shall  be  made  in  accordance  with  the  methods 
proposed  by  the  Committee  on  Uniform  Tests  of  Cement  of  the 
American  Society  of  Civil  Engineers,  presented  to  the  Society  Jan- 
nary  21,  1903,  and  amended  January  20,  1904,  with  all  subsequent 
amendments  thereto. 

10.  The  acceptance  or  rejection  shall  be  based  on  the  follow- 
ing requirements: 

NATURAL  CEMENT. 

11.  Definition.  This  term  shall  be  applied  to  the  finely  pul- 
verized product  resulting  from  the  calcination  of  an  argillaceous 
limestone  at  a  temperature  only  sufficient  to  drive  off  the  carbonic 
acid  gas. 

SPECIFIC   GRAVITY. 

12.  The  specific  gravity  of  the  cement  thoroughly  dried  at 
100°  C,  shall  be  not  less  than  2.8. 

FINENESS. 

13.  It  shall  leave  by  weight  a  residue  of  not  more  than  10  per 
cent  on  the  No.  100,  and  30  per  cent  on  the  No.  200  sieve. 

TIME   OF   SETTING. 

14.  It  shall  develop  initial  set  in  not  less  than  ten  minutes,  and 
hard  set  in  not  less  than  thirty  minutes,  nor  more  than  three  hours. 

TENSILE    STRENGTH. 

15.  The  minimum  requirements  for  tensile  strength  for 
briquettes  one  inch  square  in  cross  section  shall  be  within  the  fol- 
lowing limits,  and  shall  show  no  retrogression  in  strength  within 
the  periods  specified.* 

Age.  Neat  Cement.  Strength. 

24  hours  in  moist  air  50-100  lbs. 

7  days   (1  day  in  moist  air,  6  days  in  water) 100-200   '' 

28  days  (1  day  in  moist  air,  27  days  in  water) 200-300   " 

•For  example  the  minimum  requirement  for  the  twenty-four  hour  neat 
cement  test  should  be  some  specified  value  within  the  limits  of  60  and  100 
pounds*  and  so  on  for  each  period  stated. 
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One  Part  Cement.  Three  Parts  Standard  Sand: 

7  days  (1  day  in  moist  air,  6  days  in  water) 25-  75 

28  days  (1  day  in  moist  air.  27  days  in  water) 75-150 

CONSTANCY  OF  VOLUME. 

16.  Pats  of  neat  cement  about  three  inches  in  diameter,  one- 
half  inch  thick  at  center,  tapering  to  a  thin  edge,  shall  be  kept  in 
moist  air  for  a  period  of  twenty-four  hours. 

•(a)     A  pat  is  then  kept  in  air  at  normal  temperature, 
(b)     Another  is  kept  in  water  maintained  as  near  70°    F.   as 
practicable. 

17.  These  pats  are  observed  at  intervals  for  at  least  28  days, 
and.  to  satisfactorily  pass  the  tests,  should  remain  firm  and  hard 
and  show  no  signs  of  distortion,  checking,  cracking  or  disinte- 
grating. 

PORTLAND  CEMENT. 

18.  Definition.  This  term  is  applied  to  the  finely  pulverized 
product  resulting  from  the  calcination  to  incipient  fusion  of  an 
intimate  mixture  of  properly  proportioned  argillaceous  and  cal- 
careous materials,  and  to  which  no  addition  greater  than  3  per  cent 
has  been  made  subsequent  to  calcination. 

SPECIFIC   GRAVITY. 

19.  The  specific  gravity  of  the  cement,  thoroughly  dried  at  100° 
C,  shall  be  not  less  than  :i.W. 

FINENESS. 

20.  It  shall  leave  by  weight  a  residue  of  not  more  than  8  per 
cent  on  the  No.  100,  and  not  more  than  25  per  cent  on  the  No.  200 
sieve. 

TIME    OF    SETT  I  NO.. 

21.  It  shall  develop  initial  set  in  not  less  than  thirty  minutes, 
but  must  develop  hard  set  in  not  less  than  one  hour,  nor  more  than 
ten  hours. 

TEN  SI  IE    STRENGTH 

L»2.  The  minimum  requirement*  for  tensile  strength  for 
briquettes  one  inch  square  in  section  shall  be  within  the  following 
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limits,    and    shall    show    no    retrogression    in    strength    within    the 
periods  specified.* 

Age.  Neat  Cement  Strength. 

24  hours  in  moist  air   150-200  lbs. 

7  days  (1  day  in  moist  air,  6  days  in  water) 450-550   " 

28  days  (1  day  in  moist  air,  27  days  in  water) 550-650   " 

One  Part  Cement,  Three  Parts  Sand. 

7  days  (1  day  in  moist  air,  6  days  in  water) 150-200   " 

28  days  (1  day  in  moist  air,  27  days  in  water) 200-300    " 

CONSTANCY  OF  VOLUME. 

23.  Pats  of  neat  cement  about  three  irches  in  diameter,  one- 
half  inch  thick  at  the  centre,  and  tapering  to  a  thin  edge,  shall  be 
kept  in  moist  air  for  a  period  of  twenty-four  hours. 

(a)  A  pat  is  then  kept  in  air  at  normal  temperature  and 
observed  at  intervals  for  at  least  twenty-eight  days. 

(b)  Another  pat  is  kept  in  water  maintained  as  near  70°  F 
as  practicable,  and  observed  at  intervals  for  at  least  twenty-eight 
days. 

(c)  A  third  pat  is  exposed  in  any  convenient  way  in  an  atmos- 
phere of  steam,  above  boiling  water,  in  a  loosely  closed  vessel  for 
dye  hours. 

24.  These  pats,  to  satisfactorily  pass  the  requirements,  shall 
remain  firm  and  hard  and  show  no  signs  of  distortion,  checking, 
cracking  or  disintegrating. 

SULPHURIC   ACID   AND    MAGNESIA. 

25.  The  cement  shall  not  contain  more  than  1.75  per  cent  of 
anhydrous  sulphuric  acid  (S03)  nor  more  than  4  per  cent  of  mag- 
nesia (MgO). 

CONCRETE. 

Concrete  is  composed  of  sand,  stone  and  cement;  or  gravel, 
sand  and  cement;  or  sometimes  simply  of  cement  with  gravel  as  it 
is  taken  from  the  pit,  having  sufficient  sand  to  practically  fill  the 

•For  example  the  minimum  requirement  for  the  twenty-four  hour  neat 
cement  test  should  be  some  specified:  value  within  the  limits  of  150  and  200 
pounds,  and  so  on  for  each  period  stated. 
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voids;  or  it  is  composed  of  what  is  called  "crusher  run"  stone 
"Crusher  run"  stone  is  unscreened  stone  and  the  stone  dust  takes 
the  place  of  sand  in  concrete 

Limestone  is  generally  observed  to  be  a  good  material  when 
used  in  this  way  as  from  extensive  experiments  made  it  has  been 
shown  that  only  11  per  cent  of  voids  are  in  the  bulk. 

The  only  objection  to  stone  dust  is  that  during  the  crushing 
some  of  it  is  ground  nearly  as  fine  as  the  cement  and  will  collect  in 
small  lumps  and  masses  throughout  the  concrete,  thus  preventing  the 
thorough  distribution  of  the  cement.  It  is  necessary,  when  using 
crusher  run  stone  or  bank  gravel,  to  attend  very  carefully  to  the  dry 
mixing  of  the  aggregates  before  applying  the  water,  and  the  water 
should  be  applied  quickly  and  plentifully. 

The  writer  believes  that  for  very  particular  work  it  is  best  to 
screen  the  crusher  run  stone  and  afterward  mix  the  various  products 
of  the  screens  to  obtain  the  best  results.  He  advises  this  also  with 
gravel.  An  excess  of  mortar  is  weakening  and  as  stone  dust  is 
seldom  evenly  distributed  through  the  stone  and  the  sand  is  seldom 
evenly  distributed  through  the  gravel  there  will  be  weak  spots. 

Cinders  are  used  by  fireproofing  companies  for  making  concrete. 
It  is  weaker  than  rock  concrete,  for  the  strength  of  concrete  is 
governed  by  the  strength  of  the  aggregates.  It  is,  however,  lighter 
than  rock  concrete  when  strong  enough  for  the  purpose  intended. 
Nails  can  also  be  driven  in  it  and  there  are  certain  advantages 
possessed  by  this  material  that  can  not  be  overlooked. 

The  danger  of  cinder  concrete  is  that  there  may  be  too  many 
ashes  in  it  and  therefore  the  concrete  will  not  be  good.  There  may 
be  a  great  deal  of  unconsumed  coal  in  the  cinders  and  this  is  a 
menace  in  case  of  fire.  Certain  coals  have  a  high  sulphur  content. 
Cinder  concrete  made  from  cinders  produced  from  such  coal  never 
stops  expanding,  apparently,  and  numbers  of  buildings  have  been 
damaged  from  this  cause  alone.  Sulphur  attacks  metal  badly,  so 
that  reinforced  cinder  concrete,  made  from  cinders  carrying  much 
sulphur,  will  rapidly  weaken. 

In  hand  mixing  there  are  two  methods  followed.  Engineers 
often  specify  that  the  sand  shall  be  spread  out  on  a  tight  board 
platform  and  leveled  off  so  that  the  depth  will  be  three  or  four 
inches.  Over  this  is  spread  the  cement  with  a  hoe,  and  after  a  pre- 
tense of  dry  mixing,  enough  of  the  material  is  drawn   from  the 
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middle  of  the  pile  to  leave  the  sand  and  cement  in  a  ring.    Water 

is  put   into  the  center,  and  with  hoes  and  shovels  the  sand  and 

cement  are  turned  over  and  over  and  the  water  incorporated  with 

them  until  a  thin  paste  is  formed.    The  stone  is  wet  and  thrown 

into  the  paste  and  the  mass  is  turned  over  and  over  until  each 

particle  of  stone  is  thoroughly  coated  with  the  cement  mortar.    The 

object  in  wetting  the  stone  is  to  prevent  it  absorbing  enough  water 

from  the  paste  to  injure  it.     This  method  is  somewhat  slow,  and 

the  way  in  which  contractors  hurry  the  mixing  of  sand  and  cement 

does  not  always  produce  a  good  mixture. 

The  specifications  generally  say  that  the  mixing  must  continue 
until  the  color  is  uniform  before  the  water  is  added,  but  a  saving 
clause  is  generally  added  to  the  effect  that  "the  mass  must  be 
turned  over  dry  not  less  than  twice." 

Another  way,  generally  followed  by  contractors  when  doing 
work  for  which  no  specifications  have  been  prepared,  and  a  method 
that  is  sometimes  specified  by  engineers,  is  to  spread  the  stone  on 
a  platform  as  many  inches  in  depth  as  there  are  parts  of  stone  in 
the  mixture;  then  place  on  this  sand  as  many  inches  deep  as  there 
are  parts  of  sand  in  the  mixture,  and  spread  over  the  sand  the 
cement. 

To  explain  this,  we  will  take,  for  instance,  a  mixture  composed 
of  one  cement,  three  sand  and  five  stone.  Using  one  bag  of  cement 
as  a  unit,  because  it  contains  one  cubic  foot  of  cement,  make  a 
wooden  box  with  a  capacity  of  exactly  five  cubic  feet.  This  box 
will  have  no  bottom  and  no  top;  two  of  the  sides  will  project 
enough  so  that  handles  can  be  formed  by  cutting  the  ends  down  to 
the  proper  size. 

Place  this  box  on  the  platform  and  fill  it  with  the  stone  level  to 
the  top  of  the  sides;  by  means  of  the  handles  lift  the  box  to  the 
side  and  then  with  hoes  and  shovels  spread  the  stone  out  until  it  is 
about  five  inches  in  depth;  on  the  top  of  this  place  a  box  of  the 
same  kind  having  a  capacity  of  three  cubic  feet;  fill  it  with  sand, 
remove  the  box  and  spread  the  sand  over  the  stone.  As  some  of 
the  sand  is  sure  to  go  into  the  stone,  it  is  customary  to  make  the 
sand  box  about  5  per  cent  smaller  in  capacity  than  is  indicated  by 
the  proportion  of  sand  in  the  mixture.  When  the  sand  is  spread 
over  the  stone  empty  a  bag  of  cement  on  the  sand  and  spread  it  out. 
Then  let  two  men  at  one  end  shovel  the  mass  over  to  the  other  end 
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of  the  platform.  They  are  to  put  their  shovels  in  at  the  bottom 
and  turn  them  over  so  that  the  materials  fall  off  the  shovels  and 
are  not  thrown  off.  The  whole  mass  is  moved  about  two  feet  to 
the  side  and  then  in  the  same  manner  shoveled  back.  This  shovel- 
ing i:  twice  piles  it  up  and  distributes  the  cement  and  sand  very 
thoroughly.  Then  have  a  man  stand  with  a  sprinkling  pot  to  one 
side  and  the  shovelers  will  shovel  the  mass  over  a  third  time  while 
the  water  tender  is  sprinkling  on  the  water.  It  is  shoveled  a  fourth 
time  to  complete  the  diffusion  of  moisture  and  when  it  is  put  into 
the  wheelbarrows  it  gets  a  fifth  turning. 

Some  men  dump  the  material  directly  from  wheelbarrows  into 
the  structure  and  if  the  wall  is  a  thick  one,  or  if  it  is  a  large  pier 
01  a  broad  surface,  like  a  sidewalk  or  floor,  this  is  all  right.  Should 
the  wall,  however,  r-e  thin,  or  be  a  column  or  narrow  structure, 
the  best  way  is  to  take  the  material  from  the  wheelbarrows  in 
shovels  and  throw  it  into  place.  This  should  be  done  if  the 
height  is  great;  otherwise  air  will  be  trapped  and  the  resulting 
concrete  will  not  be  uniform.  Even  tamping  will  not  remove  this 
lack  ot  uniformitv. 

With  walls,  where  the  forms  can  be  carried  up  a  few  feet 
at  a  time,  throwing  the  concrete  in  with  shovels,  is  the  best  way. 
Columns  have  the  forms  built  the  whole  height.  A  method  often 
adopted  with  this  construction  is  to  have  a  pipe  made  in  sections 
with  a  flaring  top.  This  pipe  goes  nearly  to  the  bottom  of  the 
column  and  the  concrete  is  poured  into  it.  The  pipe  is  raised  from 
time  to  time  and  churned  up  and  down.  When  it  rises  so  that  a 
section  can  be  removed,  this  is  done.  Concrete  for  columns  is 
generally  softer  than  concrete  for  slabs  and  beams. 

The  old  way  of  mixing  concrete  was  to  put  in  just  as  little 
water  as  will  hold  the  cement-mortar  together.  This  is  what  is 
called  the  "dry"  method  of  mixing  concrete.  In  this  method,  if 
a  handful  of  concrete  is  taken  up  and  squeezed  it  will  retain  its 
shape  when  the  hand  is  opened :  but  will  not  be  wet  in  appearance 
and  will  not  stain  the  hand.  Such  concrete  is  generally  deposited 
in  place  and  tamped  very  thoroughly  until  the  excess  of  moisture 
is  driven  to  the  top  and  the  mass  becomes  quakey. 

It  is  surprising  to  see  how  wet  concrete  will  become  under 
thorough  tamping  when  to  the  eye  it  looks  perfectly  dry  before 
being  put  in  place. 
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This  method  was  the  only  one  permitted  up  to  twelve  or  fifteen 
years  ago  by  the  majority  of  engineers. 

It  has  been  found  by  careful  experiments  made  in  hundreds 
of  places  that  concrete  mixed  by  this  method  is  much  stronger  on 
short  time  tests  than  concrete  mixed  with  an  excess  of  moisture. 
When  briquettes,  however,  are  kept  one  or  two  years,  and  then 
tested,  very  little,  if  any,  difference  in  strength  can  be  observed.  It 
therefore  seems  that  when  the  excess  of  moisture  disappears  from 
the  concrete  the  strengthening  process  goes  on  as  it  does  when 
the  concrete  is  mixed  with  just  enough  water  to  fulfill  the  theoretical 
requirements.  If  mixed  too  dry,  the  wetter  mixed  concrete  soon 
surpasses  it  in  strength. 

Today  we  see  the  "dry"  method  used  only  in  places  where 
quick  strength  is  required.  That  is,  where  a  contractor  is  working 
on  a  time  limit  and  must  take  his  forms  down  quickly.  It  is  also 
extensively  used  by  building  block  men,  for  the  reason  that  they 
must  be  able  to  take  their  blocks  quickly  from  the  moulds  if  they 
want  to  avoid  a  large  investment  in  machinery.  There  are  some 
block  machines  in  the  market  that  could  not  exist  if  the  concrete 
were  not  mixed  "dry."  There  are  other  machines  so  constructed 
that  concrete  can  be  mixed  fairly  wet,  and  others  so  made  that 
the  concrete  is  mixed  as  wet  as  soup,  and  poured  in.  Each  manu- 
facturer claims  that  his  method  is  absolutely  "the  best." 

In  a  wet  mix  the  concrete  may  be  simply  a  little  wetter  than 
a  ''dry*  mix,  or  it  may  be  so  wet  that  it  will  run.  All  contractors 
who  advocate  wet  mixtures  have  their  preferences  for  some  par- 
ticular degree  of  moisture. 

The  advantage  claimed  for  the  wet  mixture  is  that  the  material 
will  require  less  tamping  and  will  flow  into  place,  producing  a 
better  surface  on  the  face  of  wall  and  all  exposed  surfaces.  It  is  also 
believed  by  a  great  many  contractors  that  there  is  considerable 
labor  saved  when  mixing  concrete  wet,  for  they  say  the  water 
distributes  the  cement  throughout  the  mass  better  than  shovels 
can  do  it  Other  men  dispute  this  and  state  that  an  excess  of 
water  simply  gives  the  concrete  a  well  mixed  appearance,  without, 
in  fact,  improving  the  mixture.  They  claim  that  it  is  only  possible 
to  get  a  thorough  mix  by  hand  by  using  the  "dry"  method. 

In  an  extremely  wet  mixture  there  is  a  slight  tendency  during 
the  setting  process  for  the  cement,  because  of  its  heavier  specific 
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as  concrete  mixed  dry  and  kept  moist  during  the  process  of  setting. 

In  testing  cements  in  a  laboratory  the  briquettes  are  kept  in  the 

air  at  a  temperature  of  about  70  degrees  until  they  have  attained 

their  initial  set,  which  requires  from  half  an  hour  to  three  hours. 

They  are  then  placed  in  a  box  with  shelves,  having  water  in  the 

bottom  of  it,  and  the  sides  hung  with  damp  cloths.     In  this  box 

they  are  kept  twenty-four  hours.    Some  of  them  are  then  kept  in  the 

air  until   tested,   and   others    are    kept   in   water.      Those    kept    in 

water  generally  show  the  greatest  strength   and   defects   show   up 

more  quickly  in  those  kept  in  the  air  than  in  those  kept  in  water. 

This  shows  that  water  is  essential  in  the  setting  of  concrete,  but  in 

the  mixing  of  concrete  the  amount  of  water  depends  entirely  upon 

the  judgment  of  the  man  using  same,  provided  he   does  not  mix 

the  mortar  as  thin  as  milk,  so  that  the  cement  will  be  washed  out. 

Every  drop  of  water  added  to  a  concrete  mixture  after  it  has  just 

enough  retards  its  setting. 

CONCRETE   MIXTURES. 

A  man  starting  in  the  concrete  business  hears  a  great  deal  about 
the  relative  strength  of  mixtures.  Some  men  tell  him  to  use  a  1-2-3 ; 
°thers  say  a  1-2-4  is  better ;  some  scoff  at  these  and  say  that  a  1-3-6 
ls  str°ng  enough,  while  still  others  will  tell  about  leaner  mixtures 
and  the  wonderful  strength  obtained. 

Concrete  has  a  compressive  strength  varying  from  say  600 
P°unds  to  the  square  inch — such  as  we  see  in  a  great  many  dry 
mixed  building  blocks— to  a  strength  as  great  as  4,000  pounds  to  the 
*h  are  inch.  The  latter  strength  was  obtained  with  concrete  bars* 
u  tor  testing  purposes  and  cured  under  water.  Concrete  should 
compressive   strength   of   fully  2,000   pounds   to   the   square 


have  a 


inch,    ft,  ~  "  . 

th       .  strength   of  concrete   depends   entirely   upon    how   well 

ds  are  filled  with  the  cementing  medium.     Therefore,  a  lean 
mixture   tu 
as     (   '  r°ughly  mixed,  will  oftentimes  attain  as  great  strength 

\hter  mixture- 

engjnee  ter,*is  "fat"  and  "lean"  are  used  among  European 
>/  ceme*  ^n<*  scientific  men  generally  to  indicate  the  amount 
f  cetne  ,ri  *'le  concrete.  A  "fatM  mixture  varies  from  one  part 
°  Part         °    0,le  Part  °*  sail-«  to  a  mixture  of  one  part  of  cement, 

s*nd  and  four  parts  of  small  broken  stovut  ot  cVeaft 
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gravel.  Any  concrete  having  a  smaller  proportion  of  cement  is 
called  a  "lean"  mixture. 

In  the  United  States  a  great  many  men  speak  of  the  fat  mixture 
as  being  "rich"  and  the  lean  mixture  as  being  a  "poor"  mixture, 
meaning  that  one  is  rich  in  cement  and  the  other  is  poor  in  cement. 
These  terms,  however,  are  not  correct  when  it  is  considered  that 
a  lean  mixture,  although  containing  a  less  amount  of  cement  than  a 
fat  mixture,  is  not  a  poor  mixture.  Whether  one  is  as  strong  as 
the  other  in  compressive  strength  depends  largely  upon  the  degree 
of  care  exercised  in  distributing  the  cement-mortar  throughout  the 
mass.  • 

The  voids  in  broken  stone,  sand  and  gravel  or  other  materials 
used  in  making  concrete  vary  from  33  per  cent  to  50  per  cent  of  the 
entire  mass.  In  order  to  get  a  good  mixture  it  is  generally  figured 
that  the  stone  contains  50  per  cent  of  voids  and  that  the  sand'  con- 
tains 50  per  cent  of  voids — the  cement  to  fill  the  voids  in  the  sand 
and  be  slightly  in  excess. 

On  this  basis  the  theoretically  perfect  mixture,  in  which  stone 
is  used,  is  1-2-4,  for  the  reason  that  the  sand  and  stone  are  gener- 
ally mixed  loose  and  the  voids  will,  therefore,  be  about  50  per  cent. 
If  shaken  in  the  measuring  box,  or  slightly  tamped,  the  proportion 
of  voids  can  be  reduced  to  about  one-third  of  the  mass. 

A  neat  mortar  is  composed  of  cement  alone  and  is  supposed 
to  be  water  tight,  although  that  depends  upon  the  amount  of  water 
used  in  mixing  and  the  care  taken  in  curing.  If  not  cured  properly 
it  will  crack.  A  mixture  of  one  part  of  cement  up  to  three  parts  of 
sand  will  be  water  tight  if  properly  mixed  and  thoroughly  tamped. 
A  mixture  of  1-3-5  may  be  water  tight  also  if  properly  mixed  and 
thoroughly  tamped,  but  that  again  depends  upon  the  porosity  of  the 
stone  used.  As  a  rule  a  leaner  mixture  than  one  part  of  cement 
to  three  parts  of  sand  can  not  be  expected  to  be  water  tight  when 
any  stone  is  used. 

There  are  a  number  of  proportions  used  generally  by  engineers 
and  contractors.  Some  men  have  a  preference  for  one  proportion 
and  some  for  another,  and  it  is  not  worth  while  to  argue  as  to  the 
respective  merits  of  the  different  mixtures,  for  the  reason  that  per- 
fect concrete  is  that  in  which  the  voids  in  the  stone  are  filled  with 
sand  and  the  voids  in  ihe  sand  are  filled  with  cement,  all  so 
thoroughly   mixed   together   that   every   particle   of   sand   is   coated 
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with  cement  and  every  particle  of  stone  is  entirely  coated  with 
the  sand  and  cement-mortar.  Any  mixture  of  concrete  may  be 
strong,  provided  the  materials  are  uniformly  distributed  throughout 
the  mass,  and  it  is  so  well  tamped  that  all  the  stone  and  sand 
can  be  cemented  together  by  the  cement.  A  1-2-1  mixture  may 
be  a  perfect  mixture  for  some  sizes  of  sand  and  stone  and  yet  not 
be  a  perfect  mixture  when  the  stone  is  broken  into  larger  sizes 
The  size  of  the  stone  is  not  of  great  consequence  otherwise. 

The  table  presented  herewith  shows  how  the  proportions  vary 
with  different  stees  of  aggregates. 
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When  the  best  concrete  obtainable  is  wanted  the  proportions 
should  be  fixed  by  the  cement  mortar.  The  following  extract  from 
specifications  recently  prepared  by  the  writer  for  a  reinforced 
concrete  chimney  illustrates  this : 

"The  concrete  shall  be  mixed  as  follows: 
One  bag  of  cement  shall  be  considered  to  be  one 
cubic  foot  and  the  cement  mortar  shall  be  mixed 
in  the  proportion  of  one  part  of  cement  by  meas- 
urement with  two  parts  of  clean  sharp  sand  by 
measurement  If  mixed  by  hand  the  sand  and 
cement  shall  be  mixed  dry  until  an  absolutely 
uniform  color  is  obtained  and  then  water  shall  be 
added  to  make  a  paste  the  consistency  of  thick 
cream." 

"The  voids  in  the  stone  having  been  first 
ascertained,  enough  cement  mortar  shall  be  used 
to  completely  fill  the  voids.  If  the  voids  exceed 
one-third   the  mass  they  are  to  be   reduced  by 


238  EXGIXEERFXG   WORK. 

means  of  screened  gravel  or  small  stone  to  the 
required  amount.  Sand  shall  not  be  used  to 
reduce  the  voids  in  the  stone.  The  percentage 
of  cement  mortar  in  the  concrete  shall  not  exceed 
thirty-three  (33)  per  cent,  nor  be  less  than 
twenty-five  (25)  per  cent." 

The  foregoing  is  for  a  certain  piece  of  work.    It  can  be  varied 
It  is  better  always  to  prescribe  the  cement  mortar  and  determine  the- 
voids  in  the  stone. 

A  great  many  men  want  rules  for  estimating  quantities  of  ag- 
gregates when  the  voids  are  not  known,  but  must  be  assumed. 
There  are  several  rules  in  common  use,  but  it  must  be  remembered 
they  are  only  true  for  certain  proportions  of  voids  and  are  simply 
good  for  purposes  of  estimating. 

Assume  an  example  where  the  mixture  is  1  to  8  gravel  and 
cement.  Assume  that  bank  gravel  contains  20  per  cent  of  voids. 
There  are  27  cubic  feet  in  one  yard.  Add  to  this  20  per  cent 
and  the  total  equals  32.4  cubic  feet.  By  one  rule  one-ninth  of  this  is 
cement.  By  another  rule  one-eighth  is  cement.  Count  3.8  cubic  feet 
per  barrel  and  this  gives  practically  one  barrel  of  cement  per  yard 
of  concrete. 

Some  men  count  the  cement  as  one-ninth  of  the  mass  provided 
all  the  voids  are  filled.  Others  claim  that  the  20  per  cent  of  voids 
in  the  gravel  can  be  filled  with  fine  sand  and  this  sand  will  contain 
voids  that  cement  will  fill.  Therefore  they  count  the  cement 
as  being  simply  one-eighth  of  the  mass. 

Assume  a  mixture  of  1  cement,  3   sand  and  5  broken  stone. 

•The  stone  contains  40  per  cent  of  voids.    The  sand  contains  ?5  per 

cent  of  voids.    As  the  voids  in  the  sand  are  less  than  the  voids  in 

the  stone  and  the  proportion  of  cement  is  fixed,  we  will  neglect 

them. 

Multiply  27  cubic  feet  by  the  percentage  of  voids  in  the  stone 
and  add  this  to  27.  Divide  by  the  sum  of  the  parts  of  sand  (3)  and 
stone  (5),  a  total  of  eight.  Multiply  by  3  and  divide  by  27  to  get 
the  cubic  yards  of  sand.  Multiply  by  5  and  divide  by  27  to  get 
the  cubic  yards  of  stone.  To  get  the  number  of  barrels  of  cement 
divide  the  cubic  feet  of  sand  by  3,  as  there  happens  to  be  three 
times  as  much  sand  as  cement.  This  result  divided  by  3.8,  the 
cubic  feet  of  cement  per  barrel,  gives  the  number  of  barrels  of 
cement. 


COXCRETE.  230 

The  above  rule  fixes  the  cement  as  a  proportion  of  the  sand, 
as  fixed  in  the  specifications.  Some  men  would  have  divided  the 
large  amount  first  obtained  by  the  sum  of  the  cement,  sand  and 
stone,  making  9  instead  of  8,  and  proportioned  the  aggregates  in 
that  manner. 

A  general  rule  used  by  a  number  of  men  is  credited  to 
Mr.  Fuller.  It  is  simply  to  add  the  number  of  parts,  thus :  1  plus  3  plus 
5  equals  9,  and  divide  by  11,  to  get  the  number  of  barrels  of  cement. 
If  the  barrel  is  assumed  to  hold  3.8  cubic  feet,  multiply  by 
3.8  to  get  cubic  feet,  and  multiply  by  3  to  get  cubic  feet  of 
sand,  and  by  5  to  get  cubic  feet  of  stone.  If  the  cement  barrel 
contains  less  than  3.8  cubic  feet  of  cement  the  rule  is  worthless. 
It  is  assumed  also  for  a  certain  percentage  of  voids  in  sand  and 
stone.  The  rule  first  above  given  can  be  used  with  any  percentage 
of  voids  or  with  any  size  cement  barrel. 

Hand  mixing  is  being  supplanted  by  machine  mixing  and  there 
are  a  number  of  machines  in  the  market.  The  writer  classifies 
them  as  follows : 

1st.     A  stationary  receptacle  without  inside  deflectors. 

2nd.    A  stationary  receptacle  having  fixed  deflectors. 

3rd.     A  stationary  receptacle  with  movable  deflectors. 

4th.     A  movable  receptacle  with  stationary  deflectors. 

5th.     A  movable  receptacle  with  movable  deflectors. 

6th.     A  movable  receptacle  without  inside  deflectors. 

The  machine  mixing  of  concrete  is  required  in  all  good  work 
today,  so  a  man  doing  extensive  work  and  not  using  a  mixer  is 
behind  the  times. 

The  proper  kind  of  machines  does  the  work  cheaper  than  by 
hand  and  the  mix  is  more  thorough. 

CONCRETE  BLOCK  SPECIFICATIONS 

The  following  specifications  for  the  manufacture  of  hollow  con- 
crete building  blocks  are  proposed  as  a  standard  by  a  Committee 
on  Standard  Specifications  of  the  National  Association  of  Building 
Block  Machinery  Manufacturers. 

DEFINITIONS. 

SAND — Such  material  as  will  pass  through  a  screen  with 
54 -inch  mesh  and  is  retained  on  screen  with  a  No.  40  mesh.    This 
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applies  to  river  sand,  bank  sand  or  screenings  from  a  stone  crusher. 

GRAVEL — Material  obtained  either  from  a  bank  or  a  river  of 
such  size  as  is  retained  on  a  screen  having  a  24-inch  mesh. 

CRUSHED  STONEr— Such  stone  from  a  crusher  as  is  retained 
on  a  54-inch  screen. 

BANK  GRAVEL — Such  material  as  is  obtained  from  a  pit  or 
river  containing  both  sand  and  gravel. 

AGGREGATE — Any  material  such  as  broken  stone,  gravel  or 
such  fragments  used  with  cement  and  sand  mortar  in  making  con- 
crete for  the  purpose  of  reducing  the  cost  and  adding  to  the 
strength. 

VOIDS — The  space  existing  between  particles  of  sand,  crushed 
stone  or  materials  of  which  an  aggregate  is  composed. 

CEMENT — Any  Portland  cement  which  will  pass  the  tests 
required  by  the  American  Society  for  Testing  Materials. 

QUALITY   OF    SAND. 

Sand  suitable  for  concrete  work  must  not  be  finer  than  the 
above  described;  must  be  sharp  and  gritty;  not  soft  or  loamy;  must 
be  free  from  loam  or  other  foreign  material,  and  must  not  contain 
any  perceptible  amount  of  clay,  or  other  soluble  matter.  Some 
authorities  concede  that  clay  to  the  extent  of  10  per  cent  in  sand 
or  gravel  is  not  harmful.  Thi3  committee  is  of  the  opinion  that  any 
perceptible  amount  of  clay  is  unsafe.  Crushed  stone  must  be 
reasonably  free  from  dust  and  must  be  retained  on  the  same  size 
screen  as  the  bank  sand,  viz.,  ^-inch.  Gravel  or  crushed  stone  must 
be  free  from  loam,  dust  or  other  foreign  material,  and  must  contain 
no  soft  or  rotten  stone. 

DETERMINATION  OF  AMOUNT  OF  CEMENT  TO  BE  USED  WITH   AGGREGATES. 

A  theoretically  correct  concrete  should  consist  of  sand  and 
gravel  or  crushed  stone  or  a  combination  of  them,  containing  any 
amount  of  cement  equal  to  the  voids  in  such  combination.  In  other 
words,  interstices  should  be  filled  with  cement.  To  state  this  in 
another  way,  if  the  concrete  is  made  up  of  sand  and  gravel,  such 
proportion  of  cement  should  be  used  with  the  sand  as  is  equal  to  the 
voids  in  the  sand,  and  such  quantity  of  this  resulting  mortar  of 
sand  and  cement  should  be  used  with  the  crushed  stone  or  gravel 
as  will  fill  all  the  voids  in  the  crushed  stone  or  gravel. 
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Restating  this  in  a  few  words,  the  cement  should  fill  the  voids  in 
the. sand  and  the  resulting  mortar  should  fill  the  voids  in  the 
aggregate. 

DETERMINATION   OF   VOIDS. 

To  determine  the  voids  in  the  sand,  or  the  material  to  be 
used  as  an  aggregate,  what  is  known  as  the  "water  test"  is  employed. 
*n  preparing  for  this  test  the  sand  or  gravel  must  be  perfectly 
dry.     Sand  has  a  greater  volume  when  wet. 

A  receptacle  holding  a  known  amount,  such  as  a  quart  jar.  is 
nuled  with  the  material  to  be  tested,  sand,  for  example,  and  into 
this  receptacle  is  poured  as  much  water  as  the  sand  or  other 
Material  will  absorb.  The  water  should  be  measured.  The  amount 
°^  water  absorbed  indicates  the  voids,  and  also  indicates  the  exact 
ar**ount  of  cement  which  it  is  necessary  to  use  in  order  to  produce 
a   solid  concrete. 

In  making  hollow  blocks  if  no  gravel  or  other  coarse  aggregate 
*s  vised,  the  result  oi  this  test  should  give  the  proportions  of  sand 
and  cement  to  be  used  in  block  manufacture.  Average  sand  will 
absorb  25  to  35  per  cent  of  water,  indicating  from  25  to  35  per  cent 
°*  voids,  also  indicating  that  the  proportion  to  one  part  of  cement 
*°  ^rom  three  to  five  parts  of  sand  are  required  to  make  a  solid 
concrete. 

The  proper  selection  of  sand  and  aggregate  material  is  im- 
I^rtant.  Care  should  be  taken  that  the  particles  vary  so  in  size  as 
to  reduce  the  voids  to  the  smallest  amount  possible.  With  this 
care*ul  selection  the  amount  of  cement  required  to  produce  good 
w°*'lc  is  greatly  reduced. 

MIXING. 

After  the  materials  are  selected  they  should  be  mixed  together 

.    y  until  thoroughly  incorporated,  or  in  other  words,  until  the  mass 

°*  an  absolutely  uniform  color.     Water  should  then  be  applied 

•       .  the  thorough  mixing  repeated.     The  amount  of  water  should 

f      ltl  all  cases  as  great  as  possible  without  causing  the  materials 

.     s**ck  to  the  molds  when  the  stone  is  removed.    A  little  more  care 

.,     the   treatment  of  the   face   plates   of   any  machine   will   enable 

^v      Manufacturer  to  use  a  wetter  concrete  than  is  usually  employed. 

ly  such  size  batches  should  be  mixed  at  one  time  as  can  be  used 

Within  thirty  minutes  from  the  time  the  water  has  been  added. 
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MANUFACTURING. 

The  concrete  should  be  placed  in  the  mold  in  small  quantities 
?nd  tamping  'hould  begin  immediately  upon  the  placing  of  the 
6rst  <shovdfi!\  and  continue  until  the  mold  is  full.  The  material 
should  he  damped  with  a  tamper  having  a  small  face,  and  short, 
quick.  °h?/p  blows  should  be  struck. 

In  faced  blocks  the  face  should  be  composed  of  two  parts  sand 
and  one  part  of  cement,  the  same  being  mixed  in  the  manner 
described  above. 

Owing,  however,  to  the  excess  of  cement  used  in  facing,  and 
Awing,  further,  to  the  fact  that  the  cement  is  what  makes  the 
roncrete  sticky,  the  facing  can  not  be  used  as  wet  as  the  balance 
of  the  block  is  made.  Great  care  should  be  taken  to  tamp  the  con- 
crete thoroughly  into  the  facing  so  as  to  unite  the  two  into  one 
solid  stone. 

In  the  wet  process  the  amount  of  water  used  is  such  as  will 
produce  a  plastic,  or  flowing,  condition  in  the  concrete,  but  not 
enough  to  wash  the  cement  from  the  other  material.  When  placing 
the  material  in  the  molds  the  entire  mold  is  filled  with  one  pouring. 

No  stone  having  transverse  ties  or  webs  cracked  should  be 
used,  or  even  allowed  to  cure.  Should  a  slight  crack  occur  in 
moving  the  green  stone,  throw  the  material  back,  and  make  it 
over.    In  no  case  use  a  cracked  stone  in  a  building. 

CURING. 

All  stone  made  by  the  medium  wet  or  medium  dry  process 
should  be  made  under  cover,  and  kept  under  cover  for  at  least 
ten  days,  protected  from  the  dry  currents  of  air.  If  shed  room  is 
not  available  to  store  a  ten  days'  output,  the  blocks  should  be  car- 
ried out  after  the  initial  set  has  taken  place,  and  covered  with 
canvas,  hay  or  other  covering,  which  will  retain  moisture,  and  at 
the  same  time  keep  the  dry  air  from  circulating  around  the  block. 
Under  no  circumstances  should  blocks  be  made  under  the  direct  rays 
of  the  sun,  nor  should  blocks  made  by  this  process  be  exposed  to 
either  sunshine  or  dry  winds  while  curing. 

The  blocks  should  be  gently  sprinkled  as  soon  as  possible  after 
making,  that  is,  just  as  soon  as  the  cement  has  set  sufficiently  so 
that  it  will  not  wash.     Blocks  should  be  kept  wet  from  ten  days  to 
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two  weeks,  and  should  never  be  removed  from  the  yard  for  the 
purpose  of  using  in  a  building  until  they  are  from  thirty  .to  sixty 
days  old.  This  is  very  important.  A  green  block  will  surely  crack 
in  the  building  on  account  of  shrinkage. 

LAYING. 

In  laying  cement  stone  a  soft  mortar  composed  of  one-half 
cement  mortar  and  one-half  lime  mortar  should  be  used.  This  mortar 
should  be  mad?  with  fine  sand  free  from  stone  and  should  be 
buttered  on  the  ends  of  the  stone  before  laying.  The  stone  should 
be  laid  in  the  mortar  and  work  down.  Do  not  leave  end  joints 
open  until  after  the  building  is  completed,  because  when  the  end 
joints  are  filled  at  this  time  shrinkage  in  mortar  is  liable  to  loosen 
it,  causing  the  mortar  to  fall  out,  leaving  openings  through  the 
wall.  The  spreading  of  mortar  is  very  important,  because  if 
mortar  is  unevenly  spread  so  that  it  is  thicker  under  one  portion 
of  the  stone  than  under  the  other,  a  leverage  is  created,  which  under 
the  weight  of  the  wall  above  is  liable  to  produce  a  crack  in  the 
stone. 

COLORING. 

Tn  using  coloring  matter  with  concrete,  the  color  should  always 
be  mixed  with  the  cement  dry,  before  any  sand  or  water  are  added. 
This  mixiig  should  be  thorough,  so  that  the  mixture  is  uniform 
in  color.  After  this  mixing  the  combination  is  treated  in  the 
same  way  as  clear  cement. 


The  writer  wishes  to  add  to  the  above  that  the  mortar  recom- 
mended is,  in  his  opinion,  too  rich  in  lime  and  the  excess  of  lime 
will  create  an  efflorescence  in  the  face  of  the  block.  Very  few 
concrete  block  buildings  look  good  in  the  joints. 

There  is  today  on  the  market  a  material  known  as  Bricklayers' 
Cement,  manufactured  in  Louisville,  Ky.,  that  is  excellent  for 
cement  block  joints.  It  is  made  by  grinding  15  per  cent  of  hydrated 
lime  with  calcined  cement  stone  to  a  powder  that  leaves  only  5  to  8 
per  cent  on  a  sieve  of  10,000  meshes  per  inch,  thus  securing  a 
perfect  mixture  in  proper  proportions,  much  better  than  any  dry 
mixing  attempted  by  hand. 


J: 
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All  blocks  should  be  thoroughly  wet  on  the  sides  to  which 
mortar  is  applied.    Not  simply  wet  with  a  brush  passed  hastily  ov» 
but  soaked  like  brick  are  soaked.     Unless  this  is  done  the  bl 
will  absorb  the  moisture  from  the  mortar  like  dry  bricks  and  th 
will  be  no  perfect  bond. 

The  writer  has  found  nothing  equal  to  retempered  mortar     :^or 
cementing  concrete  building  blocks.     It  is  very  slow  setting  amiid       /.-^ 
the  adhesiveness  being  somewhat  destroyed  by  the  retempering      an 
addition  of  from  ten  to  fifteen  per  cent  of  hydrate  of  lime  restores        |  f^ 
it.     Retempered  mortar  works  nearly  as  well  under  the  trowel   as 
lime  and  cement  mortar  mixed  half  and  half.    Being  so  slow  setting 
it  takes  readily  the  weight  of  the  stone  wall  and  variations  in  thick ^ 
ness  make  little  difference.    It  is  not  so  much  a  difference  in  thid^ 
ness  as  it  is  a  difference  in  density  of  the  mortar.     A  thoroughl^^^ 
worked  retempered  mortar  is  creamy  and  when  spread  is  of  fairl 
uniform  density  and  if  care  is  taken  to  make  the  thickness  unifo 
the  slow  setting  while  the  wall  is  settling  prevents  the  leverage 
spoken  of  in  the  proposed  standard  specifications. 


COLORING. 


sg** 


The   specifications    for   mixing   coloring   matter   are   excellent, 
but  they  do  not  go  far  enough. 

Coloring  matter  containing  acids  will  attack  the  akaline  sub- 
stances in  cement  and  destroy  it.     Be  careful,  therefore,  in  select-  -~~ 
ing  the  coloring  pigment  and  do  not  be  too  free  in  coloring  con-  ^-**r 
crete  work.     All   the  materials  used  weaken  cement  except  ultra — -^"*/a 
'marine.    This  seems  to  add  somewhat  to  the  strength. 

To  make  a  gray  surface  more  pleasing  to  the  eye  than  ftb^M^^n* 
natural  cement  color,  use  not  to  exceed  one  pound  of  lampblack  \m^       to 
a  bag  of  cement  or  four  pounds  per  barrel. 

The  writer  has   attended   cement  conventions  and  listened  t 
papers  on  coloring  cement  work  and  has  mingled  with  men  wl 
have  related  to  him  many  different  kinds  of  experiences  with  col 
ing  matters.     His  only  personal   experience  has  been  with 
black  and  with  Pikron.     It  is  unwise  to  use  more  lampblack  th^tf 
mentioned  above  and  he  does  not  think  it  well  to  use  more  titi  an 
half  that  amount.     Pikron  was  used  by  him  on  the  Pacific  Coast 
fifteen  years  ago  to  get  a  better  gray  than  lampblack  yielded  safety. 
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It  was  mixed  with  the  water  and  made  it  look  like  ink.     He  has 
seen  no  advertisements  of  this  material  in  several  years. 

What  follows  on  the  coloring  of  cement  is  not  from  the  writer's 
experience,  but  is  culled  from  many  sources. 

For  green  use  5  lbs.  of  ultramarine,  and  for  blue  use  6  to  7 
lbs.  of  ultramarine  per  bag  of  cement,  or  four  times  those  amounts 
respectively  per  barrel. 

One  authority  says  2  lbs.  of  Excelsior  Carbon  Black  per  bag 
or  8  lbs.  per  barrel  will  make  a  good  black.  Another  says  use 
from  io  to  11  lbs.  of  manganese  dioxide  per  bag  or  from  40  to  45 
*bs.  per  barrel. 

Use  6  lbs.  per  bag  or  24  lbs.  per  barrel  of  Roasted  Iron  Oxide 
*°r  brown.     Yellow  Ochre  makes  yellow  when  6  lbs.  per  bag  or 
*   lbs.  per  barrel  are  used  and  it  makes  buff  when  the  quantities 
are  nearly  doubled. 

An  ordinary  red  can  be  made  with  from  6  to  10  lbs.  per  bag, 
°r  from  24  to  40  lbs.  per  barrel  of  Red  Iron  Oxide.    A  bright  red 
can   be  obtained  with  6  lbs.  per  bag,  or  24  lbs.  per  barrel  of  Pom- 
pei*an  Red. 

So-called  white  cement  is  often  merely  plaster  of  Paris.     At 

an<liisky  a  white  cement  is  made  that  is  claimed   to  be  a  true 

°rtland.     The  cement,  however,  constitutes  such  a  small  portion 

*He  concrete  that  care  must  be  taken  to  use  white  aggregates 

**^0  trying  to  approximate  to  a  pure  white. 

«A  pure  white  can  not  be  obtained.    The  writer  has  seen  some 

^,*"HVelously  good   work,   however,   when   white   cement   was   used 

-    l*H  marble  chips  instead  of  stone  and  marble  dust  instead  of  sand. 

-.   ^     lias  seen  good  results  obtained  with  light  colored  stone,  per- 

^*Iy  clean  water,  marble  dust  and  screenings  instead  of  sand  and 

^"Hal  dusting  of  marble  dust  before  the  concrete  was  dry. 

RETEMPERED    MORTAR. 

It  is  common  to  see  a  clause  in   specifications  forbidding  the 

s^    of  mortar  that  has  commenced  to  set.     Today,  however,  it  is 

^^ll  known  that  retempered  mortar  has  a  value.    If  allowed  to  set 

°r   about  half  an  hour  and  then  worked  very  vigorously  for  ten  or 

*^en  minutes  the  time  of  ultimate  set  is  prolonged. 

There  is  no  decrease  in  strength  until  after  the  second  or  third 
**^working.    There  is  sometimes  a  slight  loss  in  adhesiveness.    This 
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is  restored  by  adding  10  or  15  per  cent  of  hydrate  of  lime  to  the 
mortar. 

It  is  a  difficult  matter  to  make  fresh  concrete  join  to  old  work. 
The  ordinary  way  is  to  clean  the  old  surface  and  thoroughly  wet 
it.  Then  put  the  new  concrete  against  it.  The  writer  prefers  to 
wash  the  cleaned  surface  with  a  one  per  cent  solution  of  sulphuric 
acid  and  then  put  on  a  layer  of  retempered  mortar,  after  washing 
off  with  clean  water  the  acid  wash.  The  retempered  mortar  is 
slow  setting  and  interposes  betwen  the  old,  hard  set  concrete  and 
the  new,  quick  setting  concrete,  a  layer  of  material  that  will  join 
to  both.  It  forms,  as  it  were,  an  elastic  joint  during  the  time  the 
new  concrete  is  setting. 

In  repairing  the  surface  of  sidewalks  retempered  mortar  is 
good.  First  cut  the  broken  place  down  half  an  inch  or  more  with 
square  edges.  Then  clean  the  space  with  a  wire  brush  and  wash 
it  with  a  one  or  two  per  cent  solution  of  sulphuric  acid.  Mix  a 
batch  of  rich  mortar,  about  one  to  one,  cement  and  sand,  and  allow 
it  to  stand  thirty  minutes.  Then  with  a  hoe  and  shovel  work  it 
vigorously  and  thoroughly  until  it  is  like  a  smooth  working  dough. 
Wash  off  the  acid  with  clean  water  and  put  the  retempered  mortar 
in  the  space.  It  must  be  more  vigorously  trowelled  than  is  usual 
for  such  work.  After  a  little  experience  a  mason  can  make  such 
repairs  in  a  way  that  will  defy  detection. 

PROPORTIONING  AGGREGATES  TO  FILL  VOIDS. 

In  the  proposed  standard  specifications  for  building  blocks  it  is 
stated  that  voids  in  materials  can  be  determined  by  using  a  small 
amount  and  pouring  in  water.  In  the  opinion  of  the  writer  the 
amount  is  too  small. 

His  method  is  as  follows :  Use  a  box  containing  about  five 
cubic  feet  and  fill  it  flush  with  the  stone,  or  largest  sized  aggregate. 
Pour  in  water  gently  in  order  that  no  air  will  be  trapped  and 
measure  the  water  as  it  goes  in.  The  amount  of  water  used  deter- 
mines the  amount  of  finer  material  necessary  to  exactly  fill  the 
voids. 

Empty  the  box  on  a  platform  and  spread  the  material  in  a  thin 
layer,  allowing  the  water  to  run  off.  Then  cover  it  with  the  next 
smaller  size  of  aggregates  as  determined  by  the  amount  of  water 
used  to  fill  the  voids  and  turn  the  whole  mass  over  with  shovels 
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until  well  mixed.  Then  shovel  it  into  the  box,  tampmg  it  so  the 
whole  amount  will  go  in.  Should  it  more  than  fill  the  box  screen 
the  remainder  to  separate  the  sizes  and  remove  from  the  box  enough 
of  the  smaller  size  material  to  permit  the  surplus  of  the  screened 
krge  material  to  go  in.  In  this  way  all  the  coarser  material  will  be 
in  the  box  and  enough  of  the  smaller  material  to  pack  the  voids. 

Fill  the  box  again  with  water.     This  amount  of  water  repre- 
sents the  amount  of   the   next   smaller   sized   material   necessary. 
Take  for  example  that  stone,  gravel  and  sand  are  being  used.    The 
first  aggregate  tested  for  void  was  the  stone.    The  second  test  was 
the  stone  and  gravel.    The  third  test  is  for  stone,  gravel  and  sand. 
The  material  necessary  to  fill  the  voids,  after  screening  surplus, 
must  be  placed  on  a  memorandum.     The  amount  was  found  by 
using  water,  but  when  placing  in  the  box  it  will  be  found  that  on 
account  of  the  sizes  of  the  smaller  sized  aggregate  some  will  not 
pack  in  like  sand  or  cement. 

Having  filled  the  box  again  with  water  empty  on  the  platform 
and  spread  the  aggregates.  Cover  them  with  the  amount  of  sand 
indicated  by  the  water  test  and  turn  over  thoroughly  until  mixed. 
Then  place  in  the  box  in  small  amounts  and  tamp  into  place. 

Having  filled  the  box,  after  screening  surplus  as  above  directed, 
and  ascertained  the  amount  of  stone,  sand  and  gravel,  pour  in  a 
measured  quantity  of  water  again  until  the  box  is  filled.  This 
last  amount  of  water  represents  the  amount  of  cement  paste  neces- 
sary to  finally  fill  all  the  voids. 

By  proceeding  in  the  above  manner  with  graded  sizes  of  ma- 
terials the  voids  can  be  reduced  as  low  as  7  per  cent.  This  means 
a  saving  in  cement.  A  lean  concrete  thus  made  will  be  remarkably 
strong  in  compression. 

In  drawing  up  specifications  the  amounts  of  each  size  of  aggre- 
gates used  can  then  be  specified  and  the  mixing  will  do  the  rest 

STANDARD   SPECIFICATIONS 

FOR 
CEMENT    HOLLOW    BUILDING    BLOCKS 

ADOPTED  JANUARY,  1908.  BY  THE 
*      NATIONAL  ASSOCIATION  OF  CEMENT  USERS. 

PHILADELPHIA.  PA. 

REGULATIONS  GOVERNING  USE  AND  MANUFACTURE. 
Hollow  cement  blocks  made  in  accordance  with  the  following  specifications, 
and  meeting  the  requirements  thereof,   may  be  used   in  building  construction. 
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subject  to  the  usual  form  of  approval,  required  of  other  materials  of 
by  the  bureau  of  building  inspection. 

CEMENT. — The  cement  used  in  making  blocks  shall  be  Portland  cement, 
capable  of  passing  the  requirements  as  set  forth  in  the  "Standard  Specifications 
for  Cement,"  of  the  American  Society  for  Testing  Materials,  and  adopted  by  this 
Association  (Specification  No.  1)  January,  1906. 

SAND.— The  sand  used,  shall  be  suitable  siliceous  material,  passing  the  one- 
forth  in  mesh  sieve,  clean,  gntty  and  free  from  impurities. 

STONE  AGGREGATE.— This  material  shall  be  clean  broken  stone,  free  from 
dust,  or  clean  screened  gravel  passing  the  three-quarter  (%)  inch  and  refused 
by  the  one-quarter  (H)  inch  mesh  sieve. 

UNIT  OF  MEASUREMENT.— The  barrel  of  Portland  cement  shall  weigh 
380  ]K)unds  net,  either  in  barrels  or  sub-divisions  thereof,  made  up  of  cloth  or 
paper  bags,  and  a  cubic  foot  of  cement  shall  be  called  not  to  exceed  100  pounds 
or  the  equivalent  of  3.8  cubic  feet  per  barrel.  Cement  shall  be  gauged  or  measured 
either  in  the  original  package  as  received  from  the  manufacturer,  or  may  be 
weighed  and  so  proportioned;  but  under  no  circumstances  shall  it  be  measured 
loose  in  bulk. 

PROPORTIONS.— For  exposed  exterior  or  bearing  walls. 

(a)  Hollow  cement  blocks,  machine  made,  using  semi-wet  concrete  or  mortar, 
shall  contain  one  (1)  part  cement,  not  to  exceed  three  (3)  parts  sand,  and  not 
to  exceed  four  (4)  parts  stone  of  the  character  and  size  before  stipulated.  When 
the  stone  shall  be  omitted  the  proportions  of  sand  shall  not  be  increased,  unless 
it  can  be  demonstrated  that  the  percentage  of  voids  and  tests  of  absorption  and 
strength  allow  in  each  case  of  greater  proportions  with  equally  good  results. 

(b)  When  said  blocks  are  made  of  slush  concrete,  in  individual  molds  and 
allowed  to  harden  undisturbed  in  same  before  removal,  the  proportions  may  be 
one  (1)  part  cement  to  not  exceed  three  (3)  parts  sand  and  five  (5)  parts  stone; 
but  in  this  case,  also,  if  the  stone  be  omitted  the  proportion  of  sand  shall  be  not 
increased. 

MIXING. — Thorough  and  vigorous  mixing  is  of  the  utmost  importance. 

(a)  Hand  mixing.  The  cement  and  sand  in  correct  proportions  shall  first 
be  perfectly  mixed  dry,  the  water  shall  then  be  added  carefully  and  slowly  in 
proper  proportions  and  thoroughly  worked  into  and  throughout  the  resultant 
mortar;  the  moistened  gravel  or  broken  stone  shall  then  be  added  either  by 
spreading  the  same  uniformly  over  the  mortar,  or  spreading  the  mortar  uniformly 
over  the  stones,  and  then  the  whole  mass  shall  be  vigorously  mixed  together  until 
the  coarse  aggregate  is  thoroughly  incorporated  with  and  distributed  without  the 
mortar. 

(b)  Machine  mixing.  Preference  shall  be  given  to  machine  mixers  of  suitable 
design  and  adapted  to  the  particular  work  required  of  them;  the  sand  and  cement, 
°r  sand  and  cement  and  moistened  stone  shall,  fiowever,  be  first  thoroughly 
mixed  before  the  addition  of  water,  and  then  continued  until  the  water  is  uniformly 
distributed   or  incorporated    with    the    mortar   or   concrete;     provided,   however. 
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that  when  making  slush  or  wet  concrete  (such  as  will  quake  or  flow)  this  pro- 
cedure may  be  varied  with  the  consent  of  the  bureau  of  building  inspection, 
architect  or  engineer  in  charge. 

MOLDING. — Due  care  shall  be  used  to  secure  density  and  uniformity  in 
the  blocks  by  tamping  or  other  suitable  means  of  compression.  Tamped  blocks 
shall  not  be  finished  by  simply  striking  off  with  a  straight  edge,  but,  after  striking 
off,  the  top  surfaces  shall  be  troweled  or  otherwise  finished  to  secure  density  and 
a  sharp  and  true  arris. 

CURING. — Every  precaution  shall  be  taken  to  prevent  the  drying  out  of  the 
blocks  during  their  initial  set  and  first  hardening.  A  sufficiency  of  water  shall 
first  be  used  in  the  mixing  to  protect  the  crystallization  of  the  cement,  and,  after 
molding,  the  blocks  shall  be  carefully  protected  from  wind  currents,  sunlight, 
dry  heat  or  freezing  for  at  least  five  (5)  days,  during  which  time  additional 
moisture  shall  be  supplied  by  approved  methods,  and  occasionally  thereafter 
until  ready  for  use. 

AGEING. — Hollow  cement  blocks  in  which  the  ratio  of  cement  to  sand  be 
one-third  (J)    (one  part  cement  to  three  parts  sand)  shall  not  be  used  in  the  con- 
struction of  any  building  until  they  have  attained  the  age  of  not  less  than  three 
(3)  weeks. 

Hollow  cement  blocks  in  which  the  ratio  of  cement  to  sand  be  one-half  (H) 
(one  part  cement  to  two  parts  sand)  may  be  used  in  construction  at  the  age  of 
two  (2)  weeks,  with  the  special  consent  of  the  bureau  of  building  inspection  and 
the  architect  or  engineer  in  charge. 

Special  blocks  of  rich  composition,  required  for  closures,  may  be  used  at  the 
age  of  seven  (7)  days  with  the  special  consent  of  same  authorities. 

The  time  herein  named  is  conditional,  however,  upon  maintaining  proper 
conditions  of  exposure  during  the  curing  period. 

MARKING. — All  cement  blocks  shall  be  marked,  for  purposes  of  identifica- 
tion, showing  name  of  manufacturer  or  brand,  date  (day,  month  and  year)  made, 
and  composition  or  proportions  used:  as,  for  example,  1-3-5,  meaning  one  cement. 
three  sand  and  five  stone. 

THICKNESS  OF  WALLS.— The  thickness  of  bearing  walls  for  any  build- 
ing where  hollow  cement  blocks  are  used  may  be  ten  (10)  per  cent  less  than  is 
required  by  law  for  brick  walls.  For  curtain  walls  or  partition  walls,  the  require- 
ments shall  be  the  same  as  in  the  use  of  hollow  tile,  terra  cotta  or  plaster  blocks. 

PARTY  WALLS. — Hollow  cement  blocks  shall  not  be  permitted  in  the  con- 
struction of  party  walls,  except  when  filled  solid. 

WALLS— LAYING  OF.— Where  the  face  only  is  of  hollow  cement  block, 
and  the-  backing  is  of  brick,  the  facing  of  hollow  block  must  be  strongly  bonded 
to  the  brick,  either  with  headers  projecting  four  (4)  inches  into  the  brick  work. 
every  fourth  course  being  a  header  course,  or  with  approved  ties,  no  brick  back- 
ing "to  be  less  than  eight  (8)  inches.  Where  the  walls  are  made  entirely 
el  concrete  blocks,  but  where  said  blocks  have  not  the  same  width  as  the  wall, 
every  fifth  course  shall  extend  through  the  wall,  forming  a  secure  bond,  when 
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not  othcn\i>.»  sufficiently  ton  Jet  1      All  walls,  where  blocks  are  used,  shall  be  laid 
up  with  Port  Ian.  1  oe,n:ent  rr.ortar 

GIRDERS   OR   JOISTS— Wherever  girders  or  joists  rest  upon  walls  so  that 
there  is  a  concentrated  load  on  the  block  of  over  two  (2)  tons,  the  blocks  support* 
".n*:  the  girder  or  -oists  jr.  us:  be  rr.ade  solid  for  at  least  eight  (8)  inches  from  the 
::i*ide  face.    Where  such  concentrated  load  sha'l  exceed  five  (5)  tons,  the  blocks 
iVr  at  least  three  courses  below,  ar.vl  for  a  distance  extending  at  least  eighteen 
•  IS)  inches  each  s:  !e  of  said  girder,  shall  be  zr.ade  solid  for  at  least  eight  (8)  inches, 
from  the  '">'.  te  face.     Wherever  walls  are  decreased  in  thickness,  the  top  course 
ol  the  tl*vker  wa'I  shall  a*YcH  a  full  «ol:d  bearing  for  the  webs  or  walls  of  tVve 
course'  •  -  '*  ovk<  above. 

LIMIT  OF  LOADING  —No  wall.  r..r  ar.y  part  thereof,  composed  of  h»llo\* 
cement  *'lov\<  sha"  N"  *  m '.e  !  t  ■»  an  excess  o:  eight  (S>  tons  per  superficial  Coot 
of  the  a*va  '  «■.:»':*-  VVck<  :".clu.?T^:  the  weight  of  the  wall,  and  no  blocks  ^1\aJl 
be  used  ".  'ear:-*;  \a"s  :ua:  have  an  average  crushin?  at  less  than  1.000  pa^vxridi 
i>»r  -*  ■■•are  ••■ch  ar\ a  a:  the  a^-  of  twer.ty-ei^ht  2S-  days:  no  deductio-rx  to 
be  :va  U   ::\  r^vr.-*^  the  area  :Vr  h  el  low  si-aces. 

SILLS    AND    L!NTKLS   --Concrete   -Is  an:   hr.-els  shall  be  reinforce=-c3.     by 
irv!".  or  steel  rv«:.<  •:■:  a  ■virtu':  saf.sraeterv  to  the  bureau  of  building  insp-^^«rx ion 
a*:.'   'h?  arch  "tec*   :r  e"C"?er  ;-*.  chance,   a-  '.  ar.".*  lintels  spanning  over  4  "£ «?«t 
ir.che<  *ha"  rc<:   .—.  Vl-.vV.  >.\-. .'.  fer  at  Va-t   <  i-ches  fro  si  the  face   next   "fc«>     the 
oro::-;  a"  I   ' :r  .«.-   \\i<t  *'^rve  ee.:r*e<  be'o--v  the  bottom  of  the  lintel. 


HOLLOW     >:*  VCrl   -    '."he   V\  v   <-\*ce   :r.   ^uzlcing  blocks  used  in  t*^^-*™8 
\*al  <  »    »     •■.      „-   :-.v!   *ve   ■  vre-evto^e   -c  .-ir.   ir.  the  fallowing  table  for    di3^x« 

hj-AV   ■*-*"  >    .'-■■       "■  "■■  -..i*."  ->a'l  the   .va"s     r  -vers  of  the  block  be  less  i&     "*"     . 

—                                              ^t  .—~m±.    the 

"*■--»  -    ..  •   .■■.-       ■. -e-    ■.■■.;■'•       . -e  ~^--.-*s  i.'.'.tT.  -.-.  tr.e  table 

'Vev:'#a.ee    •    -  ■  •  '-.-■■■•   *  ae*   '.-    :   r  *-*.—  -  he^ht  ■*-*"> 


*-'*        Vh        «*th 


i  ■  :   :      « 


',    i  :  >■»  "•  ■  ■  •  ■  t !  11 

■    »  .  -  ....-■ 

.      i        .iv  -  -v  .;  ■■■   i    .>         ■  ■  ■  *a.-  c    ■■  ^s:  be  uled  with  *he  *-*„*  *^ 

.N     ■  ■»  v"  ■■.■■•      "        '.■  -i   >*.  ■.-.         *   .  *  j.       r-jau.  tie  avclicatioc  st^-"  . 
»..=   a-   -  .v.-  „- «  .  ,  -I-.  -^  ■     -a.-  ..^  <._.c;:    -.j.::^rs  ur  charge.    A  i*53*"    ~*. 

o:-  »o    •  .i  .  m    .i  ■  :  a  ':-.  cJ ■•  .-.    ■*  -  a^«  ov:u-v  and  ?cororti3=*    i*»~^ 

v   .  ■    x"v  o.-      ■  .  *.•  a  ■  ■  c.i     ■  ■       .  'c    'a  ■„■   .'■      ■  'c    zr*=    or   corpor* 

.'.■  •»■■■.■»  ■*■  ■%     v.-   .■  '  *.■■.■  *     vrvo.     "-M      a  "s.*     "c    ^"  '•.■■      x:*'i    changes  i"    S*****^ 


■-<    '.IVINAK^       -i-S1:      \.-     v.,^    .-.—-.■::     ;..■»:**   shall   be   use-i  a   ^f 
.■v'.1.".  ■.  ^    ..■  ■   .■     '.-*  ■,;         i>.-»     •  •   ■■  .iv.-   .-.  ni   :   ".'locks  V«=f  subditsed  ^*f 

■.*»    <*  '-■  .■»  ■»    v..  .  •.  •.        .t  ■  .    •  '.i^v  •    .■:  ^le  witix  the  bcre»3cr 

■■.:   ».   .\^     .'  \\    o  ■     .-;   .-.  ^.  i.    ' ■  .  .  ■•>:■.»■    -i  .■-.rr:.-tcare.  3C21  a  reSsi^6 

:v*t ■■■'*;    i\,:j'.,.,i»     nVwi'ji    .."^a.     v^.'.^  r  a-.  ■.-    >j  •.       ;    '.a'.-e   b«ec  tested  tod 
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successfully  passed  all  the  requirements  hereof,  and  giving  in  detail  the  results 
of  the  tests  made. 

No  cement  blocks-shall  be  used  in  the  construction  of  any  building  until  they 
have  "been  inspected  and  approved,  or,  if  required,  until  representative  samples 
be  "tested  and  found  satisfactory.  The  results  of  all  tests  made,  whether  satis- 
factory or  not,  shall  be  placed  on  file  in  the  bureau  of  building  inspection.  These 
records  shall  be  open  to  inspection  upon  application,  but  need  not  necessarily  be 
Published. 

ADDITIONAL  TESTS.— The  manufacturer  and  user  of  such  hollow  cement 
blocks,  or  either  of  them,  shall,  at  any  and  all  times,  have  made  such  tests  of 
™*e  cements  used  in  making  such  blocks,  or  such  further  tests  of  the  completed 
blocks,  or  of  each  of  these,  at  their  own  expense  and  under  the  supervision  of  the 
bureau  of  building  inspection,  as  the  chief  of  said  bureau  shall  require. 

1*1  case  the  results  of  tests  made  under  this  condition  should  show  that  the 
sta**ciard  of  these  regulations  is  not  maintained,  the  certificate  of  approval  issued 
*°   the  manufacturer  of  said  blocks  will  at  once  be  suspended  or  revoked. 

CERTIFICATE    OF    APPROVAL.— Following  the  application  called  for  in 
^'*Use  No.  18,  and  upon  the  satisfactory  conclusion  of  tests  called  for,  a  certiri- 
ca"fc«>    o>f  approval  shall  be  issued  to  the  maker  of  the    blocks  by  the    bureau    of 
1:11  Idling  inspection.    This  certificate  of  approval  will  not  remain  in  force  for  more 
ax*     four  months,  unless  there  be  filed  with  the  bureau  of  building    inspection, 
'^^st  once  every  four  months  following,  a  certificate  from  some  reliable  physical 
est*rjfi  laboratory  showing  that  the  average  of  at  least  three  (3)  specimens  tested 
**     Compression  and  at  least  three  (3)  specimens  tested  for  transverse  strength 
rriP>ly  with  the  requirements  herein  set  forth,  the  said  «amples  to  be  selected 
^7      ^-    "building  inspector  or  by  the  laboratory  from  blocks  actually  going  into  con- 
struction work. 

.  TBST    REQUIREMENTS. — Hollow  cement  blocks  must  be  subjected  to  the 

•       ^^ring  tests:    Transverse,  compression  and  absorption,  and  may  be  subject  to 
~  ^*"eezing    and   fire    tests,    but  the  expense  of  conducting  the  freezing    and 

fe   "t^sts  will  not  be  imposed  upon  the  manufacturer    of  said  blocks. 

^*lie  test  samples  must  represent  the  ordinary  commercial  product,  of  the 

^^valar  size  and  shape  used  in  construction.    The  samples  may  be  tested  as  soon 

^^sired  by  the  applicant,  but  in  no  case  later  than  sixty  days  after  manufacture. 

_        transverse  Test.    The  modulus  of  rupture  for  concrete  blocks  at  twenty-eight 
^8  must  average  150,  and  must  not  fall  below  100  in  any  case. 

Compression  Test.     The  ultimate  compressive  strength  at  twent/-eight  days 
^*st  average  one  thousand  (1,000)   pounds  per  square  inch,  and  must  not  fall 
**V>w  700  in  any  case. 

Absorption  Test.  The  percentage  of  absorption  (being  the  weight  of  water 
absorbed  divided  by  the  weight  of  the  dry  sample)  must  not  average  higher. than 
15  per  cent,  and  must  not  exceed  22  per  cent  in  any  case. 


»>  . 


*y\ 


CONDEMNED    BLOCK. — Any  and  all  blocks,  samples  of  which,  on  being 
s.  r'\         tested  under  the  direction  of  the  bureau  of  building  inspection,  fail  to  stand  at 
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twenty-eight   (28)   days  the  tests  required   by  this  regulation,  shall  t^*^^  n^rked 
"condemned"  by  the  manufacturer  or  user  and  shall  be  destroyed. 

CEMENT   BRICK— Cement  brick  may  be  used  as  a  substitute  for  cz*^9-*  bri<&- 
They  shall  be  made  of  one  part  cement  to  not  exceeding  four  parts  cl^^-*3*  S"a/P 
sand,  or  one  part  cement  to  not  exceeding  three  parts    clean,  sharp    &&***  *&<! 
three  parts  broken  stone  or  gravel  passing  the  J^-inch  and  refused  by  tl*^    X-incn 
mesh  sieve.     In  all  other  respects,  cement   brick    must  conform  to  th^    :*"*Quire- 
ments  of  the  foregoing*  specifications. 

STANDARD    METHOD    OF   TESTING. 

METHOD   OF   TESTING.— 1.    All  tests  required  for  approval  shall  t>«  «■* 

in  some  laboratory  of  recognized  standing,  under  the  supervision  of  the  e**£mecr  "j 

of  the  bureau  of  building  inspection  or  the  architect  or  engineer  in  charge*    or  al1  j 

of  these.     The  manufacturer  may  be  present  or  represented  during  said    tests'  1 

if  he  so  desires.     Approval  tests  are  made  at  the  expense  of  the  applicant-  ' 

2.  For  the  purposes  of  the  tests,  at  least  twelve  (12)  samples  or  test   Piece        '* 
must  be  provided.    Such  samples  must  represent  the  ordinary  commercial  p*"0"00 

and  may  be  selected  from  stock  by  the  bureau  of  building  inspection,  or  ,n  » i 

absence  of  such  a  bureau,  by  the  architect  or  engineer  in  charge. 

too 
In  cases  where  the  material  is  made  and  used  in  special  shapes  or  foro^*       . 

large  for  testing  in  the  ordinary  machines,  smaller  sired  specimens  shall  be    us^ 

as  may  be  directed. 

3.  In  addition  to  the  tests  required  for  approval,  the  weight  per  cubic 

of  the  material  must  also  be  obtained  and  recorded. 

fire 

4.  Tests  shall  be  made  in  series  of  at  least  three  (3),  except  that  in  th^ 

tests  a  series  of  two  (four  samples)  are  sufficient. 

Transverse  tests  shall  be  made  on  full-sized  samples.     Half  samples  taxy        t 
used  for  *he  crushing,  freezing  ami  fire  tests.    The  remaining  samples  are  "3^     -t 
in  reserve,  in  case  duplicate  or  confirmatory  tests  be  required.     All  samples  tf* 
be  marked  for  identification  and  comparison. 

^—^^ 

.V    The  transverse  test  shall  be  made  as  follows:    The  samples  shall  be  pla^    j 

flatwise  on  two  rounded  knife  edge  bearings  set  parallel  7  inches  apart.     A  lC^    «_ 
is  then  applied  on  top,  midway  between  the  supports,  and  transmitted  throut^/- 
a  similar  rounded  knife  edge,  until  the  sample  is    ruptured.     The    modulus 
rupture  shall  then  be  determined  by  multiplying  the  total  breaking  load  in  potra^ 
by  21  (three  times  the  distance  between  supports  in  inches)  and  then  dividing  tf*^ 
result  thus  obtained  by  twice  the  product  of  the  width  in  inches  by  the  squa*^ 

3  W  I 

of  the  depth  in  inches.     R  -     *t>  No  allowance  should  be  made  in  figuring 

the  modulus  of  rupture  for  the  hollow  spaces. 

tJ.  The  compression  test  shall  be  made  as  follows:  Samples  must  be  cut  from 
blocks,  so  as  to  contain  a  full  web  section.  The  sample  must  be  carefully  meas- 
ured, then  bedded  flatwise  in  plaster  of  pans,  to  secure  a  uniform  bearing  in  the 
testing  machine,  and  crushed.  The  total  breaking  load  is  then  divided  by  the 
area  in  compression  in  square  inches,  no  deduction  to  be  made  for  hollow  spaces; 
the  area  will  be  considered  as  the  product  of  the  width  by  the  length. 
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The  absorption  test  shall  be  made  as  follows:  The  sample  is  first  thoroughly 
^^  to  a  constant  weight,  at  not  to  exceed  212°  F.  The  weight  must  be  Care- 
ys Recorded.  It  is  then  placed  in  a  pan  or  tray  of  water,  face  downward,  im- 
ersix\$g  ^  to  a  depth  of  not  less  than  two  inches.  It  is  again  carefully  weighed 
'  **^  following  periods:-  Thirty  minutes,  four  hours,  and  forty-eight  hours, 
iSPectively,  from  the  time  of  immersion,  being  replaced  in  the  water  in  each  case 
s  s°on  as  the  weight  is  taken.  Its  compressive  strength,  while  still  wet,  is  then 
etermined  at  the  end  of  the  forty-eight  hours  period,  in  the  manner  specified  in 
iection.  6. 

8.      The  freezing  test  shall  be  made  as  follows:    The  sample  is  immersed,  as 

^rtbcd  in  Section  7,  for  at  least  four  hours,  and    then  weighed.     It  is    then 

Placed   m  a  freezing  mixture  or  a  refrigerator,  or  otherwise  subjected  to  a  te*n- 

P^rature  of  less  than  15°  P.  for  at  least  twelve  hours.     It  is  then  removed  and 

ape<i  in  water,  where  it  must  remain  for  at  least  one  hour,  the  temperature  of 

,     °k  is  at  least  150°  F.    This  operation  is  repeated  ten  (.10)  times,  after  which 

e  sample  is  again  weighed  while  still  wet  from  the  last  thawing.     Its  crushing 

^'USth  should  then  be  determined,  as  called  for  in  Section  6. 

®-  The  fire  test  is  made  as  follows:  Two  samples  arc  placed  in  a  cold  furnace  in 
^cH   the  temperature  is  gradually  raised  to   1700°  F.     The  test  piece  must  be 

u"iected  to  this  temperature  for  at  least  thirty  minutes.  One  of  the  samples 
^cq  plunged  into  cold  water  (about  50°  to  60°  F.)  and  the  results  noted.    The 

^°*Ufl  sample  is  permitted  to  cool  gradually  in  air,  and  the  results  noted. 

*0.    The  following  requirements  must  be  met  to  secure  an  acceptance  of  the 

'  Aerials:     The   modulus  of  rupture   for  concrete  blocks  at  twenty-eight  days 

'  Us"t   average  150,  and  must  not  fall  below  100  in  any  case.    The  ultimate  com- 

^^sive  strength  at  twenty-eight  days  must  average   1,000  pounds  per  square 

-^.  »"   and  must  not  fall  below  700  in  any  case.     The  percentage  of  absorption 

°eHl8r  the  weight  of  water  absorbed  divided  by  the  weight  of  the  dry  sample) 

^^^t  not  average  higher  than  15  per  cent,  and  must  not  exceed  22  per  cent  in 

^   case.     The  reduction  of   compressive   strength  must   not  be  more  than  33$ 

er  Cent,  except  that  when  the  lower  figure  is  still  above  1,000  pounds  per  square 

c**»  the  loss  in  strength  may  be  neglected.     The  freezing  and  thawing  process 

^**st  not  cause  a  loss  in  weight  greater  than  10  per  cent,  nor  a  loss  in  strength 

**iore  than   33J  per  cent,  except  that  when  the  lower  figure  is  still  above  1,000 

»*0Unds  per  square  inch,  the  loss  in  strength  may    be  neglected.     The  fire    tcs< 

^'lst  not  cause  the  material  to  disintegrate. 


CONCRETE  SPECIFICATIONS. 

CEMENT— The  cement  may  be  any  brand  of  American  or  foreign  Port- 
land cement  which  will  meet  the  requirements  of   these  specifications. 

(Note — If  the  work  is  such  that  natural  cement  or  Puzzolan,  etc.,  cement 
may  be  used,  they  can  be  substituted  in  the  above  for  Portland,  or  may  be  placed 
Hi  addition  to  Portland,  thus  competing  with  it.) 

CONDITION  OF  DELIVERY— It  must  be  delivered  in  original  packages, 
labeled  with  the  brand  and  the  name  of  the  manufacturer.     These  packages 
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may  be  either  barrels  or  bags,  but  must  be  well   protected  in  either  case 
air  and  moisture.    Any  broken  packages  may  be  rejected  or  used  at  the  oj 
of  the  Engineer  in  charge  of  the  work. 

TIME   OF    DELIVERY— The   contractor   shall    furnish  the  cement 
the  work  at  least  ten  days  before  it  is  needed  to  be  used,  in  order  that 
may  be  given  to  make  the  necessary  tests. 

HOUSING— It  shall  be  stored  in  dry,   well  ventilated  buildings  for 
of  any  magnitude,  and  for  work  of  less  importance  it  shall  be  safely  st« 
and  protected  from  moisture  in  any  form. 

TESTS   OF   CEMENT— The   cement   shall   be   tested   in   accordance 
the  specifications  prepared  by  the  American  Society  for  Testing  Materials, 
the  methods  proposed  by  the  American  Society  of  Civil  Engineers. 

SAND — All  sand  used  for  mortar  shall  pass  a  No.   10  sieve,  and  80       VCT 
cent  of  it  shall  be  retained  upon  a  No.  74  sieve.     It  shall  be  a  silicious  s*a.nd, 
as  sharp  as  can  be  obtained  within  reasonable  limits  of  cost     It  shall  be     ^arree 
from  all  vegetable  and  organic  matter  and  shall  not  contain  more  than  10        P?r 
cent,  by  weight,   of  clayey  or  loamy  material. 

(Note — An  addition  of  clay  and  (so-called)  loam  to  sand  has  been  fo"«ind 
in  many  instances  to  produce  an  actual  increase  in  strength.  The  suppose. '■ion 
is  that  it  is  because  of  the  voids  being  more  perfectly  filled  than  if  the  ^s-and 
was  clean  and  sharp.  The  specifications  for  the  materials  for  concrete  b!  «dc1» 
prohibit  clay  or  loam.  The  reason  is  that  the  evenness  of  color,  so  desix~2ble 
in  building  blocks,  is  liable  to  be  impaired  if  the  aggregates  are  not  perf^=*tly 
clean.) 

STONE — The  aggregate  shall  consist  of  crushed  trap  rock,  granite,  "fcard 
limestone,  or  other  material  equally  hard  and  durable  which  shall  meet  the 
approval  of  the  Engineer.  The  broken  stone  shall  be  free  from  veges"fcable 
or  organic  matter  in  any  shape  and  free  from  mud  and  dust  or  from  r**nips 
of  clay  or  clay  covered  fragments.     When  sand  is  to.  be  used  in  the  coa.^^*1* 

the  stone  shall  be  screened  to  pass  through  a    inch  ring  and  retamanw 

on   a  screen   of    inch   apertures.     The   stone  shall   be   thoroughlr      wet 

before  mixing  with  the  mortar.  When  it  is  desired  to  use  screenings  wit*»_  **J 
crushed  stone  the  proper  proportion  of  sand  to  be  used  shall  be  deternt»«nwl 
by  analysis. 

GRAVEL — Gravel  shall  be  composed  of  clean  pebbles  of  hard  and  d**"*°le 
stone,  of  sizes  not  exceeding  two  inches  in  diameter,  free  from  clay  and  ***.* 
impurities   except   sand.     When   containing  sand   in  any   considerable  qu***  " 
the   amount   per   unit   of   volume   of  gravel  shall   be   determined  accurately 
admit    of    the    proper    proportion    of    sand    being    maintained    in   the   con^r 
mixture. 

CINDERS— Cinders    used    for    concrete    shall    be    from    coal,    reasof»*b.y 
free   from   sulphur,    and   shall   contain   no   ashes  or   un consumed   coal,  orfeT* 
matter  or  clay  or  dirt  of  any  description. 

WATER — Water  shall  be  clean  and  reasonably  clear,   free  from  sulPbt,flC 
acid  or  strong  alkalies. 

MIXING  BY  HAND— (1)  Tight  platforms  shall  be  provided  of  sttfi^f0 
size  to  accommodate  men  and  materials  for  the  progressive  and  rapid  *&**  . 
of  at  least  two  batches  of  concrete  at  the  same  time.     Batches  shall  not  e*ce 
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*feic  yard  each,  and  smaller  batches  are  preferable,  based  upon  a  multiple 
:     number  of  sacks   to  the  barrel. 

-)  Spread  the  sand  evenly  upon  the  platform,  then  the  cement  upon 
iTid,  and  mix  thoroughly  until  of  an  even  color.  Add  all  the  water 
^ry  to  make  a  thin  mortar  and  spread  again;  add  the  gravel  (if  used)  and 
the  broken  stone,  both  of  which,  if  dry,  should  be  first  thoroughly 
Lown.  Turn  the  mass  over  with  shovels  or  hoes,  or  both,  until  thor- 
y  incorporated  and  all  the  gravel  and  stone  is  covered  with  mortar;  a 
ium  of  four  complete  turnings  is  required. 

3)  Another  approved  method,  which  may  be  permitted  at  the  option 
e  Engineer  in  charge,  is  to  spread  the  stone  or  gravel,  or  both  if  used, 
e  board  as  many  inches  in  thickness  as  there  are  parts  in  the  mixture, 
this  place  the  sand  evenly  and  on  top  of  the  sand  the  cement  evenly 
the  whole.  Turn  the  whole  mass  twice  dry;  turn  it  twice  while  apply- 
(rater  with  a  rose  nozzle  sprinkler,  and  give  it  a  fifth  turning  when 
tg  into  the  wheelbarrows  or  carts,  or  into  the  work. 
1ACHINE  MIXING — Mixers  used  instead  of  hand  work  shall  be  batch 
a  of  the  revolving  drum  type  so  arranged  that  the  materials  shall  be 
I  in  measured  batches  in  the  mixing  receptacle  and  shall  be  discharged 
oroughly  mixed  batches.  The  minimum  number  of  revolutions  of  the 
g  drum   shall  be  twelve   for   each  batch. 

CONSISTENCY — The  concrete  shall  vary  in  consistency  according  to  the 
ements  of  the  work.  If  mixed  fairly  dry  it  shall  be  tamped  after 
iting  until  the  moisture  flushes  to  the  surface  and  the  concrete  quakes, 
preferable  consistensy  shall  be  when  the  concrete  is  so  moist  that  it 
s  like  jelly  and  requires  very  little  tamping. 

•AYING-—  (1)  Each  course  should  bfc  left  somewhat  rough  to  insure 
Qg  with  the  next  course  above;  and  if  it  be  already  set,  shall  be  thor- 
y  cleaned  and  doused  with  all  the  water  it  will  absorb  readily  before  the 
course  is  placed  upon  it.  At  the  option  of  the  Engineer  the  contractor 
>e  required  to  treat  the  face  of  old  work  with  an  acid  wash  and  put  on 
ch  of  retempered  mortar  before  laying  fresh  concrete  on  it.  The  plane 
arses  shall  be  as  nearly  as  possible  at  right  angles  to  the  line  of  pressure. 

2)  An  uncompleted  course  shall  be  left  with  a  vertical  joint  where  the 
is  stopped,  and  the  concrete  shall  not  be  allowed  to  assume  a  slope. 

3)  The  work  should  be  carried  up  in  sections  of  convenient  length  and 
as  nearly  as  possible  on  the  same  plane  all  over  the  work,  and  com- 
.  without  intermission. 

XPANSION  JOINTS — In  exposed  work  expansion  joints  shall  be  pro- 
at  intervals  of  thirty  to  fifty  feet.  A  temporary  vertical  form  or  par- 
of  plank  shall  be  set  tfp  and  the  section  behind  completed  as  though 
re  the  end  of  the  structure.  The  partition  will  be  removed  when  the 
lection  is  begun  and  the  new  concrete  placed  against  the  old  without  any 
r  flushing.  Locks  shall  be  provided  if  directed  or  called  for  by  the  plans.  \ 
2)  In  reinforced  concrete  structures  the  length  of  the  sections  may  be 
ially  increased,  or  expansion  joints  may  be  entirely  omitted,  at  the  option 
e  Engineer. 

)EPOSITING — Concrete  shall  be  deposited  within  five  minutes  after  it 
xed  and  shall  be  kept   continuously   mixed  until   deposited.     No  concrete 
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having  attained  an  initial  set  shall  be  used,  but  retempered  concrete  may  be 
used  under  the  direction  and  personal  supervision  and  instruction  of  the 
Engineer  in  charge. 

FACING — Facing  may  be  accomplished  in  one  of  two  ways:  (1)  The 
material  next  the  face  may  be  spaded  back  with  a  flat  shovel  or  flat  fork,  to 
permit  the  mortar  to  flow  to  the  face;  (2)  about  one  inch  of  mortar  as  trsed 
in  the  concrete,  but  without  the  stone,  shall  be  placed  next  the  forms  imme- 
diately in  advance  of  the  concrete.  Either  method  may  be  used  at  the  option 
of  the  Engineer,  the  contractor  being  permitted  to  use  the  least  costly  method 
that  gives  a  satisfactory   result. 

FREEZING  WEATHER— In  freezing  weather  work  may  be  proceeded 
with  at  the  option  of  the  Engineer  in  charge,  providecf  that  the  water  be 
warmed,  but  not  boiled,  the  sand  and  other  aggregates  be  heated,  but  not  hot 
enough  to  blister  the  skin  of  the  hand.  On  work  where  an  efflorescence  will 
not  be  objectionable,  salt  may  be  added  to  the  warmed  water  in  the  following 
proportions:  The  difference  in  temperature  between  freezing  point  and  the 
temperature  likely  to  be  encountered  before  the  concrete  sets  shall  be  the 
amount  of  salt,  expressed  in  percentage  of  the  amount  of  water  by  weight,  to 
be  used.  The  salt  shall  be  thoroughly  dissolved  in  the  water  before  mixing 
the  concrete.  Exposed  concrete  shall  be  covered  with  straw,  hay.  sawdust 
or  cloth  at  night  when  the  temperature  is  expected  to  drop  below  freezing 
point. 

FORMS — (1)  Forms  shall  be  substantial  and  unyielding,  properly  braced 
or  tied  together  by  means  of  wire  or  rods. 

(2)  The  material  used  on  faces  shall  be  of  dressed  lumber  and  on  the 
backings  may  be  of  undressed  lumber,  secured  to  the  studding  or  uprights  in 
horizontal   lines. 

(3)  Planking  once  used  in  forms  shall  be  cleaned  before  being  used 
again. 

(4)  Face  forms  shall  be  coated  with  soft  soap,  or  with  crude  oil,  at 
the  option  of  the  Engineer  in  charge,  to  prevent  concrete  from  adhering. 

(5)  In  dry  but  not  freezing  weather  the  forms  shall  be  drenched  with 
water  before  the  concrete  is  placed  against   them. 

(6)  On  face  work  forms  shall  be  made  carefully  to  prevent  leakage  o! 
water  through  them,  and  care  shall  be  taken  to  prevent  the  formation  of  ridges 
or   depressions  showing  the  marks  of  the   forms. 

(7)  The  forms  must  remain  in  place  at  least  forty-eight  hours  after  all 
the  concrete  in  that  section  has  been  placed,  except  that  when  a  fairly  dry 
mixture,  well  tamped,  has  been  used,  the  forms  may  be  removed  earlier.  In 
freezing  weather  they  must  remain  until  the  concrete  has  had  time  to  thor- 
oughly set. 

FINISHING — After  forms  are  removed  small  cavities  are  to  be  pointed 
up  and  projections  smoothed  off.  The  entire  face  shall  then  be  washed 
with  mortar  made  of  one  part  of  cement  to  two  parts  of  sand,  mixed  to  the 
consistency  of  cream  and  applied  with  a  whitewash  brush. 


Another  rule  for  salt  in  freezing  weather.     Use  1  lb,  in  18  gals,  of  water  at  32" 
and  add  1  oz.  lor  each  degree  lower. 


CONCRETE. 


257 


/ 


REINFORCED  CONCRETE. 

In  preparing  specifications  for  reinforced  concrete  the  foregoing 
specifications  for  concrete  work  will  do  with  the  following  points 
specially  insisted  upon: 

1.  No  hand  mixing  allowed. 

2.  Specify  kind  and  quality  of  steel. 

3.  Steel  is  to  occupy  exact  positions  called  for  in  the  detail 
Swings  and  must  be  wired  together  securely  at  all  intersections. 

4.  The  steel  must  be  allowed  to  get  rusty  to  an  extent  that  will 
Permit  the  loosening  of  mill  scale,  but  all  rust  that  is  in  scales  must 
ta  cleaned  off  before  the  steel  goes  into  the  work. 

o.  When  resuming  work  after  a  stop  of  more  than  half  an  hour 
all  dead  and  half  set  concrete  adhering  to  the  steel  and  forms  must 
te   cleaned  off,  before  beginning  to  pour  the  fresh  concrete. 

DESIGN. 

Concrete  being  practically  ten  times  as  strong  in  compression  as 
in  tension  a  beam  of  plain  concrete  can  only  be  used  as  stone  would 
te  used  and  cannot  be  depended  upon  to  replace  woodi  or  metal 
because  of  its  bulk. 

Designing  a  beam  by  putting  in  the  compression  side  a  material 

strong  in  compression  and  in  the  tension  side  a  material  strong  in 

tension  meets  the  requirements  whereby  concrete  can  be  used  to 

advantage  and  reinforced  concrete  then  is  concrete  reinforced  in 

such  a  manner  with  steel  that  each  material  takes  the  stresses  it  is 

best  adapted  to  resist. 


r—   b 
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Referring  to  the  figures  (a)  and  (b)  the  following  nomen- 
clature and  symbols  will  be  used  to  explain  the  design  of  rein- 
forced concrete  beams,  etc. 
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As  there  is  a  plane  in  a  beam  where  the  fibers  neither  stretch 
or  compress,  termed  the  neutral  axis,  and  as  the  tensile  and  com- 
pressive forces  equate  to  zero  at  the  neutral  axis,  it  is  important 
that  its  position  be  fixed  in  order  to  determine  the  exact  fiber  stress 
in  the  two  materials. 

After  steel  has  passed  the  elastic  limit  it  stretches  rapidly  and 
thus  throws  added  stress  on  the  concrete,  so  in  reinforced  concrete 
design  we  neglect  the  ultimate  strength  of  the  steel  and  base  our 
design  on  the  elastic  limit.  The  fiber  stress  should  never  exceed 
one-third  the  elastic  limit,  which  is  usually  six-tenths  the  ultimate 
strength. 

Concrete  has  practically  no  elastic  limit  so  we  must  consider 
the  ultimate  strength.  The  fiber  stress  should  never  exceed  one- 
fourth  the  ultimate  strength  but  building  ordinances  generally  fix 
the  fiber  stress  at  from  500  to  600  lbs.  per  sq.  in.  for  beams  and  not 
to  exceed  350  to  500  lbs.  per  sq.  in.  for  columns  and  struts. 

The  modulus  of  elasticity  of  a  material  is  the  force  which,  if 
such  a  thing  were  possible,  would  stretch  it  to  twice  its  length,  or 
compress  it  to  zero.  For  steel  it  is  taken  at  an  average  of  30,000,- 
000  lbs.  and  the  difference  between  the  modulus  of  elasticity  of  high 
carbon  and  low  carbon  steel  is  so  slight  that  it  must  be  neglected  in 
practical  calculations. 

Concrete  has  practically  no  modulus  of  elasticity  but  there  is  a 
practical  ratio  of  deformation  between  concrete  and  steel  that  is 
termed  the  ratio  between  the  moduli  of  elasticity  and  is  designated 
by  the  letter  n  generally,  but  by  some  writers  is  termed  e.  The 
fact  that  the  letter  c  is  practically  accepted  by  mathematicians  the 
world  over  as  representing  the  base  of  the  Naperian  logarithms,  is 
an  argument  against  it,  whereas  n  stands  for  "number"  and  that  is 
practically  all  it  is  in  this  connection  for  the  number  selected  to  rep- 
resent the  ratio,  is  arbitrarily  chosen  by  some  men. 

In  the  greater  number  of  building  ordinances 

n  =  12  or  15, 
and  the  greater  number  of  experiments  thus  far  made  indicate  that 
these  values  are  nearest  the  truth. 

The  amount  of  steel  represented  by  A  is  the  area  in  sq.  ins.  and 
is  also  represented  by 

_-fl 

*  ~~  bd 
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0r>    *lie  ratio  of  steel  in  the  beam  when  b  =  width  and  d  =  depth  of 
coricrete  above  the  center  of  the  steel  to  the  top  of  the  beam. 

iV-AT  =  neutral  axis. 

3J= distance  from  neutral  axis  to  center  of  steel. 

£  =  distance  from  top  face  of  beam  to  neutral  axis. 

-*=&/3,  for  it  is  the  distance  from  the  compression  face  of  the 
De^.rn  to  the  centroid  of  compression  in  the  concrete. 

j^  moment  arm,  or  distance  from  centroid  of  compression  to 
Cent«  of  steel. 

The  factors  y,  k,  x  and  /  are  percentages  of  d  and  are  always 
reP  resented  as  decimals. 

^  =  extreme  fiber  stress  in  the  concrete  and  =  0  at  the  neutral 

/=unit  fiber  stress  in  the  steel. 

The  position  of  the  neutral  axis  is  dependent  upon  the  per- 
e*>tage  of  steel  and  the  selected  ratio  of  deformation.  The  per- 
e***age  of  steel  is  independent  of  the  size  of  the  beam. 

1  ^  For  all  practical  purposes  a  beam  is  well  designed  when  it  has 
•*^>  per  cent  of  steel  (=0.0125  bd)  and  the  neutral  axis  is  consid- 

w!^<3  as  in  the  middle.  This  gives  a  fiber  stress  in  the  concrete  of 
?*>  lbs. ;  in  the  steel  of  10,000  lbs.  and  n  =  20.  A  great  many  de- 
l^**ers'  use  this  straight  through  on  all  their  work  and  are  certainly 


.  The  fiber  stress  in  the  steel  may  be  anything  we  wish  to  take 

J^t:   it  must  be  remembered  that  the  modulus  of  elasticity  governs 

J1^   deformation  and  if  a  high  stress  is  used  in  the  steel  there  is 

a^riger  of  lack  of  stiffness.     That  is  if  the  beam  is  designed  for 

.*^1  having  a  fiber  stress  of  say,  10,000  lbs.  per  sq.  in.  and  wc  use 

lt| stead  a  steel  that  can  be  stressed  16,000  lbs.,  the  amount  of  steel 

^*\not  be  reduced  without  lessening  the  stiffness  of  the  beam  and 

***Us  increasing  the  deflection. 

The  extension  of  the  steel  per  unit  of  length  is  found  by  divid- 
ing the  fiber  stress  by  30,000,000. 

The  value  of  a  high  carbon  steel,  or  one  that  can  be  used  with 
*  high  unit  fiber  stress  is  simply  that  when  used  in  the  same  amount 
that  a  softer  steel  would  be  used,  we  obtain  a  high  factor  of  safety, 
and  if  the  concrete  has  attained  a  strength  we  did  not  figure  on, 
then  wc  have  a  much  stronger  beam  to  resist  breaking  loads.  With- 
in safe  working  stresses  of  course  there  is  no  difference. 
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The  argument  by  which  the  size  of  a  beam  is  obtained  is  as  fol- 
lows, assuming  the  neutral  axis  as  in  the  middle. 

The  stresses  and  deformation  in  the  materials  vary  as  their  dis- 
tances from  the  neutral  axis  so  the  compression  in  the  concrete 
will  be  represented  by  the  triangle  in  the  upper  half  of  the  beam. 
To  find  the  stress  in  the  concrete  assume  that  c,  the  extreme  fiber 

bd 
stress  is  500  lbs.  per  sq.  in.  and  we  have — it—  ==  area  oi  tne  concrete. 

Multiply  by  500  lbs.  and  as  the  average  stress  is  required  and  the  area 
is  triangular  this  must  be  again  divided  by  2.  and  the  whole  opera- 
tion can  be  represented,  as, 

bd 
500     ^      —  125bd  which  represents    the    total    compression.  C, 

in  the  concrete  side  of  the  beam. 

This  must  be  resisted  by  an  equal  tension  T,  in  the  steel.  Rep- 
resenting the  area  of  the  steel  by  A  in  sq.  ins.  and  the  area  of  the 
concrete  by  bd,  in  sq.  ins.  and  assuming  a  fiber  stress  of  10,000  lbs. 
per  sq.  in.  in  the  steel,  we  have 

1256  J  =  10,000  A, 
A  125 

or  bd  =  WH5D  =  125  per  cent 

If  other  percentages  of  steel  are  used  then  it  is  necessary  to 
find  the  exact  position  of  the  neutral  axis  and  here  we  need  'V. 
After  the  neutral  axis  is  located  "n"  is  no  longer  required. 

The  formula  for  the  position  of  the  neutral  axis  for  any  per- 
centage of  steel,  with  any  assumed  value  of  "n",  is, 

Values  of  k. 


Area 

of 
steel 

.005 

.006 

.007 

.008 

.009 

.01 

.0125 

.015 


ETn 


8 

10 
.27 

12 

.25 

.29 

.27 

.20 

.31 

.28 

.31 

.33 

.30 

.33 

.35 

.31 

.34 

.37 

.33 

.36 

.38 

.36 

.39 

.42 

.38 

.42 

.45 

1           15 

!        20 

1 

.32 

.35 

.34 

.38 

.36 

.41 

.38 

43 

.40 

.45 

.42 

.46 

.45 

.50 

.48 

.53 

k  —  V  (2/.«  -i-  p*u*)  -  pn 
ami        for  convenience  a  table  should  be  calculated  once  for  all,  for 
everj  percentage  from  .003  to  .2  for  all  values  of  "n"  in  ordinary 

The  following  factors  can  be  used  for  all  percentages  below 
o*~»^  percent,  giving  the  same  results  to  two  places  decimal  as  the 
above  formula: 

„=  8    fr  =  i54-.18/> 
10  18  +  .18/ 

13  20  +  18/i 


■  A8f 


Values  of  Jr. 

^--■^^a 

/=  100(10 

f— 12600                    /"=15O0O 

<=*  ^ 

Values  of  c. 

Values  of  c. 

Values  of  ,-. 

— ^^-^L 

flOO 

600 

700 

800 

500 

600 

71111 

800 

500 

600 
.25 

700   800 

r^».s 

.20 

.17 

.14 

.13 

.25 

.21 

.18 

.16 

.30 

.21 1.10 

oil5 

.24 

.20 

17 

.15 

.30 

S3 

.19 

.36  1  .30 

.26    .23 

.i'S 

.23 

.20 

.18 

.36 

"29 

.36 

.22 

.42    .36 

30 

.26 

.32 

.27 

.23 

.20 

.40 

.;?:! 

.24) 

.25 

.48 

.40 

.34 

.30 

.36 

.30 

.26 

.23 

.46 

.MS 

:x\ 

.29 

.54 

.45 

.39 

.34 

.40 

.33 

.  ■!•:> 

.25 

.50 

.42 

,36 

.31 

.60 

.50 

.43 

38 

.50 

.42 

.36 

.31 

.63 

.62 

.45 

.39 

.75 

AV.i 

.54 

.60 

,« 

.43 

.38 

.75 

63 

.54 

.47 

.90 

.75 

.64 

.5G 

^— ^a 

/=  16000 

/=  18000 

/=20000 

Values  of  c. 

Values  of  c 

1 

falues  of  c- 

—^ZJ*' 

500 

600 

7*Hi 

800 

-500 

.Villi 

700 
.26 

800 
.23 

500 
.40 

600 
.33 

700 
.29 

800 

£<^>* 

J52 

.27 

.2:5 

.20 

.36 

.3D 

.25 

•»Oj 

.38 

.32 

.27 

.24 

.43 

.36 

.31 

27 

.48 

.40 

.34 

.30 

.45 

.37 

.32 

,a£ 

r.\ 

.42 

.:.W 

.32 

.56 

47 

,40 

.35 

.51 

.43 

.37 

.  :r 

.58 

.43 

.41 

.36 

.64 

.53 

.46 

.5ft 

■  48 

.41 

..Sli 

.65 

.54 

,46 

.41 

.72 

.60 

■  52 

.45 

.64 

.63 

.46 

.40 

.72 

.m 

.52 

.45 

.80 

1)7 

.57 

.50 

.SO 

.87 

.SI 

.60 

.00 

.7.5 

04 

.56 

.84 

.63 

"A  5 

,M 

.80 

.69 

.60 

.SO 

77 

.68 

... 

... 

.86 

.75 

\ 


If  the  designer  wishes  to  tie  together  the  fiber  stresses  he  pur- 
poses using  and   thus   to   determine   the   value   of   k,  the   following 
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formula  is  used : 


c 


With  this  formula  a  table  should  also  be  calculated  for  k,  once 
for  all  and  thus  it  will  not  be  necessary  to  go  through  the  process 
every  time  a  beam  is  to  be  designed. 

With  these  two  tables  calculated  the  manner  of  using  them  will 
be  as  follows :  Suppose  in  a  building  ordinance  the  value  of  "n" 
is  fixed  and  also  the  fiber  stress  in  the  concrete.  Looking  in  the 
first  table,  giving  values  of  "k",  under  the  column  headed  by  the 
given  value  of  "n\  find  k.  Then  in  the  second  table  giving  values 
of  "k",  look  under  the  column  headed  by  the  given  fiber  stress  in 
the  concrete  and  opposite  the  value  of  k  in  that  column  will  be  the 
percentage  of  steel  to  use.  The  fiber  stress  in  the  steel  will  be  tied 
to  the  concrete  stress  and  can  thus  be  found. 


Values  of  Moment  Factor  K. 


Values  o5  c 

k 

y,k 

.  083 

500      i 
57.3 

600 

700 
80.2 

800 

.25      , 

.917 

68.8 

91.7 

.27 

.00 

.91 

61.5 

73.7 

86.0 

98.3 

.28 

.  003 

.907 

63.5 

76.1 

88.8 

101.5 

.29 

.097 

.903 

65.5 

78.5 

91.6 

104.8 

.  30 

.10 

.90 

67.5 

81.0 

94.5 

108.0 

31 

.103 

.897 

69.5 

83.4 

87.3 

110.1 

.32 

.107 

.893 

71.5 

85.7 

100.0 

114.1 

.33 

.11 

.89 

73  4 

88.1 

102.8 

117.5 

.34 

.113 

.887 

75  3 

90.5 

105.3 

120.5 

.35 

.117 

.883 

77.3 

92.7 

108.0 

123.5 

.30 

.12 

.88 

79.2 

95.0 

110.9 

126.8 

.37 

.123 

.877 

81.0 

97.2 

113.4 

129.7 

.38 

.127 

.873 

83 . 0 

99.5 

116.0 

132.7 

.39 

.13 

.87 

84.8 

101.8 

118.8 

135.8 

.40 

.133 

.867 

86.7 

104.0 

121.4 

138.8 

.41 

.137 

.863 

88.5 

106.0 

123.9 

141.5 

.42 

.14 

.86 

90.3 

108.3 

126.3 

144.4 

.43 

.143 

.857 

92.0 

110.5 

129.0 

147.4 

.45 

.15 

.85 

95.6 

114.8 

134.0 

153.0 

.46 

.153 

.847 

97.4 

116. 8 

136.2 

155.8 

.48 

.16 

.84 

100.8 

120.9 

141.0 

161.0 

.50 

.167 

.833 

104.0 

125.0 

145.8 

166.6 

.53 

.177 

.823 

109.0 

130.9 

152.8 

174.5 
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The  strength  of  a  beam  is  given  by  the  formula 

M  =  A^d* 
M  being  the  bending  moment  in  inch  lbs. 
All  the  dimensions  being  in  inches, 

d  -  JK 

\Kb 

The  concrete  in  the  bottom  of  the  beam  below  the  steel  is  there 
simply  for  protection.  It  should  never  be  less  than  the  thickness 
of  steel  and  for  fire  protection  should  never  be  less  than  two  inches. 
As  the  steel  is  sometimes  simply  wire  it  is  well  to  have  a  minimum 
thickness  of  one  inch,  so  the  steel  can  get  a  good  grip,  if  fire  pro- 
tection is  not  considered. 

To  calculate  a  table  giving  values  of  K,  use  the  following  for- 
mula: 

K  =  Vicjk 

and    the  table  will  have  columns  headed  respectively  by  k,  j,  and 
different  values  of  c. 

To  use  the  table  first  obtain  the  value  of  k  and  then  under  the 
column  containing  the  chosen  value  of  c  will  be  found  K. 

The  strength  of  a  beam  is  fixed  by  the  material  deficient  in 
area  so  one  calculation  is  made  for  the  strength  as  given  by  the 
concrete, 

M=Kcjk  bd2=C 
and  for  the  strength  as  given  by  the  steel 

M  =  T  =  fpjb<? 

To  design  a  beam,  assume  b  as  being  equal  to  1/20  the  span  and 
use  the  above  formula  to  obtain  d,  or  we  can  assume  b,  d,  and 
either  c  or  f  and  use  either  of  the  two  last  formulas,  first  finding  /; 
and  /. 

Given  the  size  of  a  beam  and  the  area  of  steel  to  find  the  fiber 
stress  in  the  steel, 

ick 

'"    P 
or,  calling  T  the  total  tension  in  lbs., 

T  =  -r\  and  7  =  -r 

jd  '        A 

To  find  the  fiber  stress  in  the  concrete, 

M. 
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A  well  proportioned  beam  will  have  the  breadth  from  1/20  to 
1/24  the  span  and  the  depth  from  1/10  to  1/12  the  span. 

This  is  for  the  reason  that  the  upper  part  of  the  beam  being 
in  compression  is  in  reality  a  slender  column.  When  tied  to  a  slab 
on  top  there  is  not  so  much  necessity  for  this  rule  but  it  is  best  to 
be  always  conservative. 

The  best  proportioned  beam  is  one  having  a  breadth  not  less 

than  %</  and  not  exceeding  %d.    The  rods  selected  should  be  of  a 

size  that  the  thickness  or  diameter  will  be  practically  1/100  of  the 

span.    This  for  the  reason  that  all  rods  should  "be  imbedded  in  con- 
crete for  a  length  of  not  less  than  50  diameters  to  insure  bond. 

It  is  a  good  plan  to  have  stirrups  in  all  beams  and  the  stirrup^^ 
should  be  bent  like  the  letter  U,  passing  under  each  rod  in  the  bo^^_ 
torn  and  up  to  within  an  inch  of  the  top  of  the  beam,  then  over  an^^d 
parallel  with  the  top  for  about  six  inches.    Mr.  Ransome's  empiric^- *1 
rule  for  stirrups  was  to  have  them  of  very  heavy  wire  or  %  it^«Vi 
rods  and  put  four  at  each  end  of  the  beam  vertically,  on  each  r^czDd. 
The  first  was  placed  at  a  distance  from  the  end  equal  to  %rf;     ~"^^e 
second  Vzd  from  the  first ;  the  third  %d  from  the  second ;  the  fo>v»-  ^ 
a  distance  equal  to  d  from  the  third.     This  in  addition  to  ben  <^&-  ing 
up  the  rods. 

For   beams    and   girders    we   should    always    use   the   f ornc*  J^-"a' 

A/=     o     and  not  figure  on  continuity  of  action  over  supports^ 

thf 

as  this  action  is  present  we  should  provide  for  it  by  turning  ur^ 
bottom  rods  to  go  over  the  supports  as  soon  as  they  get  past 
point  in  the  bottom  where  they  are  needed  for  bending,  momen*'  ^ 

One  method  is  to  turn  up  one-third  of  the  rods  at  the  t%*  -* 
spans  on  each  side  and  let  them  go  on  a  slant  to  the  upper  part       ° 
the  beam  at  the  end  of  the  span  and  then  over  the.  support.     ^-Xl' 
other  method  is  to  turn  up  one-fourth  of  the  rods  at  the  Vl  poitf*^5, 
one-third  of  the  remainder  at  the  1/6  points,  ^4  of  the  remainder  -^ 
the  %  points.     The  outside  rods  to  go  straight  across  in  the  bo^" 
torn. 

The  steel  in  the  top  over  the  supports  should  be  determined  bj^ 
the  formula 

and  in  addition  to  the  steel  which  has  been  bent  up  from  the  bottom 
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there   should  be  other  pieces  going  to  the  ^4  points  and  there  bent 
do-vvii  at  an  angle  of  45  degrees  to  within  an  inch  of  the  bottom. 
Floor  and  roof  slabs  can  be  calculated  by  the  formula 

wP 

when  the  panels  are  not  square,  using  a  width  of  12  ins.  as  a  unit, 
^hen  the  panels  are  exactly,  or  very  nearly,  square  we  can* use  the 
formula 

/a  • 

having  the  reinforcement  run  both  ways,  but  adding  to  d,  the  thick- 
ness  of  the  second  layer  of  steel,  in  addition  to  the  covering  on  the 
bottom  required  for  protection  and  grip. 

For  stresses  in  the  steel  not  exceeding  12,500  lbs.  per  sq.  in. 
Plain  steel  is  all  right.  When  the  stress  is  higher  the  rods  or  bars 
s**om.ld  be  deformed.  All  the  patent  systems  in  the  market  are  good 
Provided  enough  steel  is  used  as  determined  by  the  foregoing  for- 

COLUMNS. 

Columns  reinforced  with  vertical  rods  are  the  best  if  economical 

^s  lining  is  wanted  and  the  column  has  to  be  designed  for  working 
st: 


►ses. 

Let  P  =  total  load  in  pounds  on  column. 

A  =  area  in  sq.  ins.  of  column.     To  this  however  must  be 

added  an  inch  on  each  side  for  protection  in  case  of  fire. 

r  =  unit  fiber  stress  in  concrete,  usually  350  lbs.,  sometimes 

500  lbs. 
«  =  ratio  of  steel  stress  to  concrete  stress. 
/>  =  percentage  of  steel  in  cross  sectional  area  of  column. 

P  =  Ac[\+  (m  —  l)p] 

*»*^  steel  should  be  in  smooth  straight  bars  resting  on  steel  plates 
a*  the  bottom  and  wrapped  with  heavy  wire  having  a  pitch  about 
^lUal  to  12  or  15  times  the  thickness  of  the  rods. 

City  building  ordinances  generally  fix  the  area  of  the  columns 

"J, requiring  the  thickness  or  diameter  to  be  equal  in  inches  to  the 
height  in  feet.     It  becomes  then  simply  a  question  of  determining 

the  amount  of  steel  =  p.    Some  economy  may  be  effected  by  mak- 
ing the  outside  dimensions  of  the  column  conform  to  the  ordinance 
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and  compute  the  steel  as  for  a  column  two  inches  smaller  each  way. 
Steel  in  the  form  of  spiral  rods  is  used  for  column  reinforce- 
ment hut  is  expensive  when  the  ordinances  fix  low  stresses  as  above. 

FOOTINGS. 

Under  a  wall  the  footing  is  wide  enough  to  distribute  the  pres- 
sure over  an  area  it  is  believed  is  necessary  for  the  ground  on  which 
it  stands.  Then  for  each  12  ins.  in  width  of  the  wall  (length  of 
wall)  the  footing  is  figured  as  a  cantilever  beam  projecting  each 
side,  the  length  being  equal  to  the  projection  of  the  footing. 

The  steel  runs  straight  across  in  the  bottom,  from  one  edge  to 
the  other.  The  amount  of  steel  is  figured  from  the  bending  moment. 
Stirrups  must  be  used  also. 

At  the  outer  edge  there  need  be  only  a  few  inches  of  concrete 
over  the  steel.  At  the  edges  of  the  wall  there  is  a  share  equal  to  one- 
half  the  total  load  and  as  we  should  not  allow  more  than  50  lbs.  per 
sq.  in.  shearing  stress  in  the  concrete  the  thickness  of  the  slab  at 
the  junction  with  the  wall  will  depend  upon  this. 

In  obtaining  the  bending  moment  on  the  two  projecting  canti- 
levers, each  one  carries  half  the  load.  This  makes  a  short  beam  and 
care  must  be  taken  to  use  rods  that  will  furnish  sufficient  bond  sur- 
face in  proportion  to  area. 

Column  footings  are  dimensioned  by  making  them  large  enough 
to  distribute  the  weight  over  sufficient  area.  For  the  reinforcement 
it  is  calculated  as  two  beams,  each  as  wide  as  the  column,  crossing 
at  right  angles  under  it.  Each  of  these  beams  makes  two  canti- 
levers extending  from  the  edge  of  the  column  to  the  edge  of  the 
slab  and  each  of  the  four  cantilever  beams  thus  formed,  carries 
one-fourth  the  load.  The  shear  then  on  each  edge  of  the  column 
is  equal  to  one-fourth  the  load. 

Sometimes  the  reinforcement  thus  calculated  is  continued  across 
the  slab  both  ways,  but  in  that  case  all  the  steel  is  not  useful. 
Diagonal  rods  are  sometimes  used  to  the  corners  and  sometimes 
rods  are  placed  all  round  the  edges. 

CULVERTS. 

Plain  culverts  are  generally  made  square,  with  perhaps  a  dip 
in  the  middle  to  serve  as  a  gutter  in  the  bottom.  The  tops,  floors 
and  sides  arc  calculated  as  slabs.     Sometimes  the  floor  is  omitted 
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and  the  sides  are  retaining  wall  abutments,  the  top  being  a  slab  to 
carry  the  roadway. 

DRY  CONCRETED  ROADBEDS. 

Within   the   past  year   a   number   of   street   railway  companies 
have   constructed  concrete  roadbeds  in  a  novel  manner. 

The  concrete  was  mixed  in  the  usual  way  but  without  water. 
It  was  therefore  put  in  place  exactly  like  dry  ballast  and  tamped 
as  ballast.  In  doing  this  it  was  found  easier  to  tamp  and  line  the 
ties  and  track. 

After  the  roadbed  is  thus  made  a  few  rounds  of  a  sprinkling 
car   moistens  the  concrete  and  it  sets  gradually.     In  some  cases  no 
watering"   of  the  ballast  was   done  but  instead,   the   moisture  that 
penetrated    the  ballast  on  account  of  rain,  was  found  to  be  suffi- 
cient. 


*. 


CHAPTER  IX. 


CONTRACTS  AND  SPECIFICATIONS. 


It   is  unwise  to  attempt  to   do   any  work  without  plans  a. 
specifications   being  prepared  in   advance,  with  estimates  of  co 
Complete  specifications  are  plain   descriptions,  with  the  necess» 
drawings,  in  detail,  of  the  work  to  be  done,  and  should  font* 
part  of  the  contract.     Nothing  should  be  taken  for  granted, 
not  bind  the  contractor  so  he  will  lose  control  of  his  men  and 
not  be  too  trustful  in  dealing  with  him.    Use  common  sense. 

As  a  rule  it  is  better  to  do  all  public  work  by  contract  th» 
day  labor.  It  will  be  found  most  satisfactory  in  the  end.  althoum 
•i  very  few  places  have  found  it  otherwise. 

It  is  not  economical  for  the  municipality  to  furnish  pari"^^1? 
and  other  material  and  contract  simply  for  labor.  In  such  ca.^^-  ** 
inspectors   are  apt  to  be  lenient  in  passing  imperfect  material  ln 

order  to  save  loss.     The  only  way  is  to  have  the  contractor  ^"•«-^^r" 
nish  everything  under  rigid  inspection  before  it  goes  into  place. 

The   council   should   not   attempt   to   dictate   to  the   contra* 
whom  to  employ  and  whom  not  to  employ.     It  is  not  just  to 
contractor   nor  acting  honestly  with  the  people  taxed  for  an 
provement   to  compel   the  contractor  to  employ  only  home 
It  is  well  to  help  home  labor  and  give  it  the  preference,  all  thr 
being  equal,  but  if  the  contractor  is  limited  to  such  help  die 
of  the  work  is  increased.     The  men  thus  encouraged  become 
pendent  and  lazy  and  good  men  are  scarce  and  hard  to  deal 
A  contractor  generally  prefers  to  get  all  his  labor  in  the  row~r»     «* 
which  the  work  is  being  done,  if  he  can.     Special  labor  protect*00 
clauses  as  a  rule  are  seldom  needed. 

For  economical  work  there  must  be  good,  clear  spccificatioiis. 
honest  advertising  and  letting  of  contracts,  with  competent  sop^' 
vision  and  severe  penalties  for  non-performance  and  shiikiiig    of 

A* 
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It  too  often  happens  that  in  small  towns  and  cities  contracts 
and  specifications  are  copied  from  other  cities  where  conditions 
require  certain  clauses.  An  unreasoning  copying  does  not  always 
work  well. 

Mr.  Wait  says  there  are  four  essentials  to  a  contract.  They 
are  as  follows : 

1st — Two  parties  with  capacity  to  contract. 

2d — A  lawful  consideration;  a  something  in  exchange  for  its  legal  equiv- 
alent; a  quid  pro  quo. 

3d — A  lawful  subject  matter,  whether  it  be  a  promise,  an  act  or  a 
material  object. 

4th— Mutuality;  a  mutual  assent,  a  mutual  understanding,  a  meeting  of 
the   minds  of   the   parties. 

Without  these  four  elements  no  contract  is  binding  in  law. 

Dr.  Waddell  says :  "The  esentials  of  a  well  drawn  contract  that 
comes  within  the  province  of  the  engineer  are  as  follows: 

1.— A  proper   and   customary   form. 

2. — A  full  and  correct   description  of  all   parties  to  the  argeement. 

3. — A   thorough   and   complete   preamble. 

4. — A  statement  of  when  and  under  what  conditions  the  contract  is  to 
become    operative. 

5. — The  limit,   if  any,   for   duration  of  contract. 

6. — An  exhaustive  statement  of  what  each  party  to  the  contract  binds 
himself,  his  executors,  administrators,  successors,  or  assigns,  to  do  or  refrain 
from    doing. 

7. — A  clearly  defined  enunciation  of  the  consideration  which  each  party 
is  to  receive;  this  is  the  essential  raison  d'etre  of  the  instrument. 

8. — The  forecasting  of  all  possible  eventualities  that  would  materially 
affect  the  agreement,  and  a  full  statement  of  everything  that  is  to  be  done  in 
case    of    each   eventuality. 

9. — Penalties  for  failure  to  comply  with  the  various  terms  of  the  agree- 
ment. 

10. — Provision   for  possible  cancellation  of  contract. 

11.— Provision  for  settlement  of  all  business  relations  covered  by  the 
contract  or  resulting  therefrom  in  case  of  cancellation,  taking  into  account 
all  possible  important  eventualities. 

12. — Mention  of  the  place  where  the  agreement  is  drawn  or  of  the  place 
where  it  is  to  be  put  in  force,  so  as  to  show  the  state  under  the  laws  of  which 
the  validity  of  the  contract  is  to  be  determined,  should  suit  be  necessary  to 
enforce   it. 

13. — Methods  of  payments,   if  any  are  to  be  made. 

14. — Provision     for    extra    compensation  •  and    the    limitations    connected 

therewith. 

15. — Provision  for  possible  changes   in   contract. 

16. — Provision  for  transfer  of  the  contract,  or  for  subletting. 

17. — Provision   for  settlement  of  disputes. 
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18.— Provision  for  satisfactory  and  sufficient  bond,  if  any  be  needed. 
19. — Provision  for  defense  of  lawsuits,  if  such  provision  be  necessary. 
SO. — Definition  of   names  used   in   contract,   such   as   "Engineer,"    "Com- 
pany,"  "Contractor"  or   "Trustee." 
21. — Dating  of  contract. 

22. — Proper  signatures  with  the  necessary  seals,   if  the  latter  be  required. 
23. — Witnesses  to  the  signatures,  or  execution  before  a  notary  public. 

The  American  Public  Works  Association  was  formed  in  1904. 
The  object  is  to  have  a  clear  understanding  of  all  that  enters  into  a 
contract,  between  city  officials  and  contractors  for  public  work. 

This  association  asks  that  the  following  rules  be  observed  in 
preparing  contracts  and  specifications: 

1. — When  state  or  municipal  statutes  conflict  with  association  rules,  the 
latter  shall  be  waived. 

2. — When  work  is  done  on  a  percentage  basis,  security  should  be  given 
to  guarantee  estimate  and  faithful  performance  of  the  work. 

3. — Designing  engineer  shall  not  compete  for  work  advertised  to  be  let 
under   his  plans  and  specifications. 

4. — No  bids  shall  be  asked  until  money  to  pay  for  the  work  has  been 
provided. 

5. — Bids  shall  be  opened  and  read  in  public. 

6. — No  bids  shall  be  submitted  after  time  named   in  advertisement. 

7. — No  bids  shall  be  withdrawn  after  time  set  for  opening  of  bids. 

8. — Illegibility,  or  ambiguity,  shall  invalidate  a  bid. 

0. — Bidders  shall  not  be  permitted  to  change  prices  stated  in  bid. 

10. — Bids  shall  state  specifically  make  of  apparatus  or  machinery  proposed, 
and  same  shall  be  specified  in  contract. 

11. — When  all  bids  are  rejected  new  bids  shall  not  be  made  on  the  same 
specifications   without    readvertising. 

12. — The  amount  of  certified  check  required  shall  be  stated  in  advertise- 
ment calling   for   bids. 

13. — Bid  bonds  may  be  substituted  for  certified  checks. 

14. — Checks  or  bid  bonds  shall  be  returned  to  all  but  successful  bidder 
as  soon  as  award  of  contract  is  made. 

15. — Award  of  contract  shall  be  made  within  thirty  days  after  bids  have 
been  opened  or  checks  returned  to  bidders. 

16. — Bond  shall  not  exceed  25  per  cent  of  contract  price. 

17. — Twenty  days  shall  be  allowed  contractor  in  which  to  furnish  satis- 
factory bond. 

18. — In  event  of  discrepancies  between  the  drawings  and  specifications, 
decision  of  the  engineer  shall  be  final. 

19. — All  instructions  regarding  work  shall  be  given  by  the  engineer  or 
his  assistants. 

20. — Extra  work  shall  only  be  done  on  written  order  of  engineer  when 
authorized  by  contractee  at  a  price  to  be  agreed  upon. 

2i. In  deducting  material  not  required  only  the  value  of  same  shall  be 

deducted. 
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2$.— Changes  in  construction  shall  not  be  made  to  lessen  quantities  of 
material  in  transit  or  in  process  of  manufacture  unless  contractor  be  paid 
for  all  actual  loss  occasioned. 

23.— When  a  specific  make  of  machinery  or  apparatus  is  specified  in 
contract  same  shall  be  furnished  in  accordance  with  manufacturer's  plans  and 
specifications  submitted  with  bid. 

24. — Engineer  or  his  authorized  assistants  shall  at  all  times  have  access 
to  the  work  and  materials  for  purpose  of  inspection,  and  have  notice  of 
concealed  work  before  it  is  covered. 

25. — In  event  of  emergency  work  contractor  shall  notify  engineer  and 
engineer  shall   furnish  inspector. 

26. — Work  done  in  regular  progress  of  the  contract  and  ordered  torn 
down  for  purposes  of  inspection,  if  found  to  be  in  accordance  with  the 
specifications  shall  be  at  cost  of  contractee. 

27. — Engineer  shall  give  written  notice  to  contractor  when  work  or  ma- 
terial  has  been  rejected. 

28. — Monthly  estimate  shall  be  made  on  or  before  the  fifth  day  of  each 
month. 

20. — Monthly  estimate  shall  be  based  on  the  contract  price  and  shall  in- 
cltfde  all  material   delivered  and   labor   performed. 

80. — Ten  per  cent  of  monthly  estimate  shall  be  retained  by  contractee 
until   work  is  completed. 

31. — Time  shall  be  allowed  contractor  for  delay  caused  by  strikes,  acci- 
dents, or  other  causes  beyond  his  control. 

32. — When  work  is  completed  engineer  shall  accept  or  reject  same  within 
a   reasonable  time. 

33. — Contractor  is  released  from  all  future  responsibility  when  contractee 
takes  possession  of  plant,  whether  settlement  has.  been  made,  or  not,  unless 
otherwise  agreed. 

84.— -When  work  is  accepted  the  10  per  cent  retained  shall  be  paid  in 
final  settlement,  and  bond  shall  be  released  and  returned,  except  where  a 
time  guarantee  has  been  agreed  upon. 

35. — Arbitration  shall  be  resorted  to  in  all  cases  before  applying  to  the 
courts. 

It  will  lengthen  an  already  lengthy  document  too  much  to  add 
the  foregoing  nineteen  rules  in  the  specifications  *and  contract,  so 
it  will  be  enough  to  put  in  one  paragraph,  "Work  to  be  done  under 
the  Rules  of  the  American  Public  Works  Association." 

It  will  be  a  good  idea  also  to  put  that  statement  in  the  advertise- 
ments for  bids  in  order  to  attract  the  best  contracting  firms. 

The  above  rules  seemed  to  be  necessary  in  view  of  the  many 
absurd  restrictions  put  upon  contracting,  especially  in  small  places 
where  the  city  attorney  and  city  surveyor  feel  frightened  over  the 
prospect  of  having  dealings  with  an  outside  man  or  firm. 

Engineering  News  notes  with  approval  the  following  clause 
from  specifications  sent  to  the  editors  for  comment: 
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"The  number  of  working  days  named  in  the  proposal  will  be  estimated  in  the 
comparisons  of  bids  at  the  rate  of  five  dollars  (15)  per  day." 


In  the  first  edition  of  this  work  the  writer  placed  in  this  chap- 
ter specifications  for  all  classes  of  work. 

In  the  present  edition  the  specifications  have  been  placed  in 
appropriate  chapters,  leaving  in  this  only  the  matters  not  elsewhere 
discussed. 

Every  man  having  much  to  do  with  the  preparation  of  plans 
and  specifications  and  the  drawing  of  contracts  should  have  the  fol- 
lowing books  which  are  placed  according  to  price  and  also  of  rela- 
tive value  to  men  who  are  not  lawyers. 

Specifications  and  Contracts,  by  J.  A.  L.  Waddell  and  John 
Cassan  Wait. 

Contracts  and  Specifications,  by  Prof.  J.  B.  Johnson. 

Law  of  Operations,  and 

Engineering  and  Architectural  Jurisprudence,  2  vols.,  by  John 
Cassan  Wait. 

The  specifications  presented  here  and  elsewhere  throughout  the 
book  were  selected  on  account  of  their  completeness  and  special 
fitness  for  the  average  place. 

Every  city  and  town  engineer,  however,  should  make  a  collec- 
tion of  specifications  each  year  from  the  different  large  cities  and  be 
on  the  lookout  for  specifications  for  the  kinds  of  work  in  which  he 
is  interested.  This  matter  should  be  card  indexed  and  kept  where 
it  can  be  readily  referred  to. 

NATIONAL  BOARD  STANDARDS. 

National  Electrical  Code,  as  recommended  by  the  Underwriters'  National 
Electrical  Association,  together  with  a  list  of  electrical  fittings. 
Automatic  Sprinkler  Rules. 
Underwriter  Fire  Pumps 
Specifications  for  Hydrants. 
Specifications  for  Water  Pipes. 
Specifications  for  Hose. 
Fine  Doors  and  Shutters. 
Wire  Glass  and  Framing  of  Same. 
Watchmen's  Clocks. 
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Signalling  Systems 

Fire  Pails,  Waste  and  Ash  Cans. 

Chemical  Fire  Extinguishers,  both  Hand  and  Stationary. 

Fuel  Oil  Storage. 

Kerosene  Oil  Systems. 

Gasoline  Lighting. 

Gasoline  Stoves. 

Acetylene  Gas  Generators. 

Gasoline  Engines. 

Any  of.  the  above  standard  specifications  can  be  obtained  from 
the  National  Board  of  Fire  Underwriters,  No.  82  Nassau  street, 
New  York  City,  upon  application. 

STRUCTURAL   MATERIAL. 

WROUGHT  IRON— All  wrought  iron  shall  be  uniform  in  character, 
fibrous,  tough  and  ductile.  It  shall  have  an  ultimate  tensile  resistance  of 
not  less  than  48,000  pounds  per  square  inch,  and  elastic  limit  of  not  less  than 
24,000  pounds  per  square  inch,  and  an  elongation  of  20  per  cent  in  eight 
inches  when  tested  in  small   specimens. 

STEEL— All  structural  steel  shall  have  an  ultimate  tensile  strength  of 
from  54,000  to  64,000  pounds  per  square  inch.  Its  elastic  limit  shall  be 
not  less  than  82,000  pounds  per  square  inch,  and  test  specimens,  ruptured 
in  tension,  must  show  a  minimum  elongation  of  not  less  than  20  per  cent 
in  eight  inches.  Rivet  steel  shall  have  an  ultimate  strength  of  from  50,000 
to  58,000  pounds  per  square  inch. 

CAST  STEEL — Shall  be  made  of  open  hearth  steel  containing  one- fourth 
to  one-half  per  cent  of  carbon,  not  over  cijht  hundredths  of  1  per  cent  of 
phosphorus,  and  shall  be  practically  free  from  blow  holes. 

CAST  IRON — Shall  be  of  good  foundry  mixture,  producing  a  clean, 
tough,  gray  iron.  Sample  bars  five  feet  long,  one  inch  square,  cast  in  sand 
molds,  placed  on  supports  four  feet  six  inches  apart,  shall  bear  a  central 
load  of  450  pounds  before  breaking.  Castings  shall  be  free  of  serious  blow 
holes,  cinder  spots  and  cold  shuts.  Ultimate  tensile  strength  shall  be  not 
less  ■  than  16,000  pounds  per  square  inch  when  tested  in  small  specimens. 

TIMBER — All  timber  used  shall  be  of  good,  sound  material,  free  from 
roU  large  and  loose  knots,  shakes,  or  any  imperfection  whereby  the  strength 
may  be  impaired,  and  to  be  of  the  size  and  dimensions  called  for  in  the 
specifications  and  plans. 

OTHER  MATERIALS— Hints  as  to  proper  specifications  for  brick, 
cement,  sand,  stone,  etc.,  are  to  be  found  in  the  specifications  in  this  book. 

HYDRANTS,  WATER  PIPE,  HOSE— To  be  in  accordance  with  National 
Board  standards,  and  latest  edition  of  the  New  England  Water  Works  Asso- 
ciation. 

GAS  PIPE— To  be  in  accordance  with  specifications.,  of  the  American 
Gas  Light  Association. 


CHAPTER  X. 


MISCELLANEOUS  DATA. 


LIGHTING. 

The  cost  of  street  lighting  does  not  seem  to  vary  by  any  known 
rule.  Investigation  shows  such  wide  differences  in  the  same  locality 
that  sometimes  hints  of  collusion  between  councilmen  and  officials 
of  the  light  company  may  be  warranted.  The  policy  of  the  private 
company  is  of  course  to  "charge  all  the  traffic  will  bear,"  and  as 
rates  are  often  fixed  by  simple  comparison  of  rates  in  near-by 
cities  there  is  danger  of  innocent  and  unsuspecting  men  of  honest 
intention  being  hoodwinked  by  showings  from  places  where  the 
administration  of  affairs  is  not  so  fair  and  honest  as  in  their  town. 
Yet  there  is  also  the  danger  of  the  lighting  company  being  unin- 
tentionally wronged  by  a  comparison  unjust  and  too  one-sided. 
But  if  the  rates  are  fixed  too  low  the  company  goes  into  the  courts 
and  shows  its  books  whereupon  t^e  judge  is  liable  to  fix  the  rates. 
Owing  to  this  some  cities  have  a  pleasant  little  way  of  fixing  the 
rates  at  the  point  which  is  one  notch  higher  than  the  litigation  point 
and  thereby  secure  a  low-priced  service — which  is  apt  to  be  very 
costly  in  reality,  considering  service  and  breakages,  or  pretended 
breakages,  or  by  the  fixing  of  a  schedule  by  the  company  which  does 
not  inure  to  the  benefit  of  the  city.  No  just  comparison  can  be  made 
without  a  full  knowledge  as  to  the  number  of  hours  of  burning. 
A  contract  between  the  light  company  and  the  city  should  be  specific 
and  in  detail  and  should  be  submitted  to  some  man  who  has  a  knowW 
edge  of  the  business  and  the  technical  terms  used,  before  it  is  signer 
Claims  of  a  lessening  of  cost  under  municipal  ownership  are  n< 
always  borne  out  on  investigation,  as  municipal  book-keeping  leav^^s 
much  to  be  desired.  Many  men  do  not  seem  to  consider  ttm.^^.t 
municipal  works  are  as  liable  to  deterioration  by  time  as  privsa*^e 
works  and  therefore  do  not  write  off  depreciation  every  year. 
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The  invariable  fault  is  to  fall  back  on  taxation  to  make  up 
deficits,  pay  bonds,  etc.  While  this  is  perhaps  correct,  the  amounts 
the  taxpayers  have  to  pay  on  account  of  the  bonds  and  other 
expenses  incurred  by  reason  of  municipal  ownership  should  show  on 
the  books  of  the  plant  as  items  of  expense. 

The  cost  of  lighting  with  arc  lights  varies  from  $55  to  $136 
per  year  and  the  schedules  and  average  hours  of  burning  vary  as 
much  more.  But  it  may  be  stated  that  in  detailed  examination  of 
the  schedules  it  does  not  show  that  the  hours  vary  as  the  cost 
exactly. 

For  a  small  town  kerosene  lamps  on  posts  have  been  used  with 
only  fair  satisfaction,  until  a  gas  plant  or  electric  plant  has  been 
put  in.  But  it  is  not  necessary  to  wait  for  a  general  plant  to  be  put 
in  as  there  are  several  makes  of  incandescent  mantle  gasoline 
lamps  in  the  market  which  give  excellent  satisfaction.  The  burner 
has  to  be  heated  before  the  gas  is  lighted  and  some  have  a  small 
separate  alcohol  lamp  for  the  purpose  while  others  have  an  attach- 
ment On  the  burner.  The  lamps  are  made  in  several  styles  for 
street  use  and  many  prefer  them  to  gas  or  electric  light. 

From  one  of  the  circulars  of  a  firm  making  gasoline  incandes- 
cent mantle  lamps  the  writer  has  taken  a  table  showing  the  com- 
parative cost  of  lighting  a  room  20x60  feet  floor  area  and  with 
ceiling  of  ordinary  height.     It  is  given  below  and  has  not  been 
changed  in  any  way.    A  few  remarks  might  be  made  in  this  con- 
nection, however,  as  to  the  statement  of  cost  so  the  reader  can  figure 
the  matter  out  himself.     A  16-candle  power  electric  lamp  is  con- 
sidered sufficient  in  most  cases  for  a  floor  area  of  100  square  feet, 
therefore  it  is  possible  the  cost  of  the  electric  light  service  might 
"e  ^ss  than  the  figures  given.    Three-fourths  of  a  cent  per  hour  is 
a  usual  charge. 

A  16-candle  power  gas  jet  is  more  likely  to  consume  6  feet  per 

°Ur,  although  the  usual  flow  of  an  ordinary  burner  is  5  feet.    One 

°'lar  per  1,000  feet  of  gas  is  cheap  gas.     The  information  as  to 

c°st  of  carbine  for  acetylene  gas  gives  no  information  to  the  non- 

ec*Uiical  reader.    In  the  city  of  Wabash,  Ind.,  the  cost  of  a  16-candle 

ftVer  acetvlene  iet  m  1900  was  M  cent  Per  nour  w*tn  discounts 
**  of  from  jo  per  cent  to  30  per  cent  for  consumption  of  from  600 

2»0oo  hours.    The  cost  of  the  oil  lamp  with  central  draught,  the 

r,ter  believes  to  be  a  trifle  low  and  he  can  not  vouch  in  any 


•27r> 


liXGIXHHR/XG    WORK. 


manner  for  the  figures  relating  to  the  incandescent  gasoline  la**1!** 
except  to  state  that  he  knows  where  electric  lights  have  been  taJ^en 
out  and  these  lamps  used  instead,  with  better  satisfaction  and  a 
remarkable  saving  in  expense.  The  number  of  hours  had  best  be 
investigated  also  in  the  table  as  the  writer  has  not  looked  into  it  m 
any  way  except  as  to  the  cost  explained  above.  It  is  always  t>^st 
to  examine  closely  all  tables  and  statements  made  in  catalogs*  cs» 
as  errors  sometimes  creep 


COMPARATIVE  COST. 

For  Lighting  a  Room  20x60  One  Hundred  Hours 
Per  Month  for  One  Year. 
Eighteen  incandescent  electric  lamps,   16-candle 
power,  288  candle-power,  21,600  hours  at   # 

cent  per  hour,  cost $162.00 

Eighteen   gas    jets,    16-candle   power   each,   288 
candle  power,  5  feet  per  hour,  per  jet  at  $1 

per  1,000  feet,  cost 108.00 

Twelve  Acetylene  gas  jets,  20-candle  power  each, 

240-candle  power,  carbide  at  $90  per  ton,  cost. .  100.00 
Three  central  draft  oil  lamps,  75-candle  power 
each,  225-candle  power,  one  gallon  of  oil  per 

burner,  10  hours,  at  6  cents,  cost 21.60 

Three  incandescent  gas  lights,  100-candle  power 
each,  300-candle  power,  one  gallon  of  gasoline 

per  burner,  60  hours,  6  cents,  cost 3.60 

The  following  table  from  the  Municipal  Journal  and  Engin 
June,  1905,  was  compiled  by  the  Mayor  of  Syracuse,  N.  Y.,  ic 
statistics  gathered  prior  to  the  re-letting  of  the  contract  for  that  c* 


City.  Population. 

Albany     93,920 

Allegheny     138,018 

Atlanta    96,550 

Baltimore     531,313 

Boston     594,618 

Bridgeport     77,635 

Chicago     1,873,880 

Cincinnati     332,934 

Cleveland     414,950 

Columbus     135,487 

Dallas     44,159 

Denver     144,588 


Cost 

Per  Arc 

Light 

Per  Year. 


Municipal 

or 

Private 

Plant. 

Private  $117.80 

Municipal  68.59 

Private  75.00 

Private  99.92 

Private  124.10 

Private  83.00 

Municipal  75.00 

Private  96.00 

Private  54.36 

Municipal  66.00 

Private  73.56 

Private  54.36 


Fuel 
Used. 

Coal 

Coal 

Coal 

Coal 

Coal 

Coal 

Water 

Coal 

Coal 

Coal 

Coal 

Coal 


Average 
Price 
Coal. 

$1.88 
2.50 
3.20 


8.75 
2.75 
1.75 
1.30 
2.75 


Cap* 

zatto> 

Pis* 

$2,000  ~ 


2,700, 
10,500, 


700, 

1,650, 

81,000, 

2,500, 

1,650, 


00 
00 


00 

oo 

00 
4)0 
4)0 
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Municipal       Cost 

or  Per  Arc                      Average  Capitali- 

City.                    Population.     Private           Light  Fuel          Price  zation  of 

Plant  Per  Year.  Used.         Coal.  Plant. 

Detroit    309,653  Municipal      35.00         Coal           1.40              486,000 

Elmira     37,106  Private           73.00         Coal           2.00 

Fall    River    114,004  Private           90.00         Coal           3.00           3,250,000 

Grand   Rapids 91,630  Municipal      61.65  Coal           2.58              849,506 

Hartford    87,863  Private  80.00         Coal  3.00 

Indianapolis    196,033  Private  109.50         Coal           4.15              350,000 

Jersey  City    219,462  Private           70.95  Coal           2.85                45,000 

Kansas    City 173,064  Private          70.00  Coal  and 

water     4.00  1,900,000 

Louisville    215,402  Private          74,00  Water 

Lowell     100,150  Private           97.50  Water 

Lynn    72,860  Private           65.00  Coal           8.00 

Memphis     113,669  Private          84.00  Coal 

Minneapolis    214,112  Private*  120.45  Coal 

Nashville     82,711  Municipal      98.55 

New    Bedford    68,955  Private           85.00 

New   Haven    114,600  Private           94.00  Coal           5.00 

New   Orleans    300,625  Private           45.00  Coal           1.79J4          200,000 

New  York    3,766,139  Private  98.55  Coal  845,000 

Omaha     113,361  Private           82.1 2  Va  Coal           3.75           1,000,000 

Paterson    113,267  Private          77.00  Coal          8.25 

Portland,   Ore.    . . .  98,655  Private  146.00  Coal                          85,338,000 

Providence    189,742  Private          94.50  Coal 

Reading     85,051  Private  101.00  Water 

Richmond    86,148  Private          63.60  Coal          3.80          5,000,000 

Schenectady     43,538  Private  109.50  Coal          1.75 

Scranton     107,026  Private           85.00  Coal           2>01 

Seattle    92,020  Private          34.00  Water 

St    Joseph    110,479  Municipal      72.12  Coal           1.25              300,000 

St   Paul    172,038  Private          66.00  Water 

St.    Louis    612,279  Private           95.00  Coal           1.60              102,000 

Toledo     145,901  Private           98.00  Coal           2.00         10,000,000 

Trenton     76,766  Private          83.00  Coal          2.05 

Troy    75,567  Private  118.62  Water  and 

coal  2,000,000 

Utica    60,097  Private  116.18  Coal          2.50          2,000,000 

Washington     *  293,217  Private           85.00  Coal           3.00 

Wilmington     81,800  Private  Coal           5.00 

Worcester     128,552  Private  108.00  Coal           4.75              600,000 

Yonkers    62,701  Private  109.50  Coal                             200,000 

The  cost  for  gas  and  electric  lighting  and  for  telephone  service 
is  not  always  lower  in  a  large  city  than  in  a  small  one.  It  is  apt 
to  be  more  costly,  for  maintenance  in  a  rapidly  growing  city  or  in 
one  covering  a  large  extent  of  territory  is  greater  per  service  than 
in  a  steadily  growing  city  of  moderate  size. 

More  is  known  about  acetylene  gas  than  was  known  a  few  years 
ago.  Before  any  city  determines  upon  gas  or  electricity  or  any  other 
form  of  lighting  to  be  owned  as  a  municipal  enterprise  a  long  and 
careful  investigation  should  be  made  and  estimates  obtained  by  a 
competent  man,  or  by  competent  men. 

In  relation  to  the  placing  of  lights  a  report  made  in  St.  Louis 
(1899)  by  the  board  of  public  improvements  was  against  the  use  of 
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electric  lights  in  the  residence  districts  and  in  favor  of  incandescent 
mantle  gas  lamps  (not  gasoline,  but  city  gas).  The  cost  was 
found  to  be  practically  the  same,  In  the  business  district  a  large 
volume  of  light,  which  will  in  some  measure  illuminate  the  buildings 
as  well  as  the  streets  is  needed,  while  in  the  residence  districts  an 
even  distribution  of  light  by  small  units  is  found  to  be  wanted. 
Small  units  of  light  have  an  economical  advantage  for  lighting  long 
blocks  with  few  street  intersections.  Incandescent  electric  lamps 
in  the  residence  districts  are  objectionable  on  account  of  the  wiring 
strung  overhead  and  across  intersecting  streets,  and  electric  arc 
lights  in  residence  districts  are  an  annoyance  to  the  residents  of  the 
immediate  vicinity.  Trees  in  a  residence  district  also  interfere  with 
a  proper  distribution  of  light  from  an  electric  lamp. 

In  many  European  cities  the  number  of  gas  jets  in  out-of-the- 
way  courts,  narrow  squalid  streets  and  other  places  where  in  the 
United  States  it  is  thought  a  waste  of  good  money  to  put  lights, 
always  attracts  the  attention  of  the  traveler.  Upon  inquiring  the 
reason  he  is  told  that  one  gas  jet  is  equal  to  a  policeman  and  very 
much  cheaper,  as  a  preventative  of  crime.  In  some  cities  of  the 
United  States  it  has  been  found  that  a  bright  light  at  each  end  of  a 
block  does  more  toward  clearing  a  neighborhood  of  the  unfor- 
tunate creatures  of  the  half  world  than  a  nightly  raid  of  the  police. 

FIRE  AND  POLICE  ALARMS. 

There  is  only  one  standard  alarm  system  in  the  United  States, 
and  when  a  town  becomes  a  city  the  agents  for  the  system  soon 
give  all  the  information  about  it  that  any  man  can  want. 

It  is  too  costly,  however,  for  the  small  town,  and  for  such 
places  the  writer  has  found  the  simple  magneto  telephone  to  be  as 
efficient  as  anything  and  very  cheap.  The  operation  of  such  a 
system  is  as  follows:  The  city  is  divided  into  districts,  seldom 
exceeding  six  on  account  of  the  number  of  rings  required,  and 
each  district  has  a  number.  As  many  telephones  as  the  city  can 
afford  to  pay  for  are  put  in  locked  boxes  on  poles  with  a  notice 
painted  on  the  box  telling  where  the  key  may  be  found.  In  many 
of  the  saloons,  stores,  hotels  and  other  public  places  and  in  the 
residences  of  the  members  of  the  fire  department  may  be  placed 
telephones  or  simply  alarm  bells.  When  any  person  notices  a  fire 
it  is  only  necessary  to  go  to  the  nearest  telephone  box,   open  it 
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and  proceed  to  ring  the  number  of  rings  which  will  indicate  the 
district  in  which  the  fire  is  discovered.  The  alarm  should  be  rung, 
say  three  .times,  and  then  the  aurophone  put  to  the  ear  so  inquiries 
may  be  answered.  They  will  come  in  at  once  from  every  tele- 
phone on  the  line  and  one  answer  is  made  to  all,  giving  the  exact 
locality  of  the  fire  by  the  house  owner's  name,  or  number  and  street. 
The  companies  are  supposed  to  have  sufficient  organization  for 
every  member  to  know  exactly  where  to  report.  The  chief  should 
at  once  repair  to  the  fire  and  the  various  captains  and  other  desig- 
nated officers  to  the  places  where  the  hose  carts  and  ladder  trucks 
and  engines  are  housed.  Some  members  who  have  apparatus  at 
their  residences  or  places  of  business  proceed  to  the  fire,  while 
others  whose  duty  it  is  will  stop  to  rouse  certain  individuals  who 
have  no  alarms. 

BUILDING  REGULATIONS. 

The  following  extract  from  the  1904  report  of  the  State  Fire 
Marshal  of  Ohio  is  instructive: 

FIRE  LOSSES   FROM  GASOLINE  EXPLOSION. 

"The  reckless  use  of  gasoline  in  Ohio  caused  395  fires  during 
1904;  396  in  1903;  473  in  1901.  The  many  appalling  accounts  of 
persons  being  burned  to  death  by  explosions  of  this  product  of 
petroleum  does  not  seem  to  have  taught  the  people  a  proper  appre- 
ciation of  its  power  to  destroy.  They  are,  perhaps,  not  aware  that 
the  vapor  arising  from  gasoline  when  mixed  in  a  proportion  of 
over  7  per  cent  with  the  air  is  one  of  the  most  dangerous  explosives. 
The  liability  of  powder  to  explode  in  handling  is  but  slight  if  com- 
pared with  that  of  gasoline. 

"At  the  ordinary  temperature  of  a  dwelling,  gasoline  continu- 
ally gives  off  inflammable  vapor,  and  a  light,  a  spark  or  a  lighted 
cigar  within  a  distance  of  ten  feet  from  the  material  may  ignite 
it  through  its  vapor  which  explodes.  The  vapor  from  one  pint  of 
gasoline  will,  in  the  absence  of  free  ventilation,  make  200  cubic 
feet  of  air  explosive.  It  depends  upon  the  proportion  of  air  and 
vapor  whether  it  becomes  a  burning  gas  or  an  explosive.  The 
danger  does  not  lie  so  much  in  the  devices  for  its  use  as  in  having 
it  about.  The  widespread  practice  of  using  it  for  cleaning  purposes 
is  reckless  indeed,  for  aside  from  its  making  the  surrounding  air 
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explosive  the  friction  from  rubbing  textile  fabrics  in  it  may 

(luce  an  electrical  spark  which  will  ignite  it  and  set  the  room  atol 

A  recent  circular  from  the   National  Board  of  Fire  Underw*"**^1"5 

carries  expert  advice  relative  to  the  handling  of  gasoline  devi<r^s- 


ts 


The  writer  has  prepared  building  ordinances  for  towns  9X1^ 
intended  in  this  chapter  to  present  one  as  a  guide.  Not  as  a  TtxO<^e] 
ordinance,  but  one  that  would  do  as  it  has  done  in  other  pla.*^5* 
The  idea  was  given  up  when  the  Building  Committee  of  ***e 
National  Board  of  Fire  Underwriters,  New  York  City,  made  a  f»***J 
report.  It  is  in  the  shape  of  a  complete  Duilding  code  and 
to  cover  conditions  in  towns  and  villages  as  well  as  in  cities. 

A  copy  will  be  sent  upon  request,  accompanied  by  ten 
postage,  to  all  city  officials.     Perhaps  others  may  also  obtain  co£> 
but  that  can  be  found  out  by  writing  to  the  Secretary  in  ^ 
York  City. 

The  Code  looks  somewhat  voluminous,  but  the  writer 
urge  that  it  be  passed  in  its  entirety,  for  no  one  can  foretell 
the  little  place  may  become.     There  is  nothing  in  it  that  will 
likely  to  meet  with  more  opposition  than  is  common  with  ordinal* 
prepared  for  the  good  of  the  many,  with  no  hidden  motives. 

The  passage  of  this  ordinance  in  all  the  towns  and  cities  of 
United  States  will  tend  toward  a  desirable  uniformity  of  in 
rates  and  a  desirable  uniformity  in  building  construction 

When  people  herd  together  in  thickly  settled  communities  th 
things  are  to  be  guarded  against: 

Insanitary  surroundings. 

Risk  of  fire. 

Risk  of  danger  to  lite  because  of  cheaply  constructed  bail 

A  good  health  department   tn  care   for  the  disposal  of 
will  do  much  for  the  protection  of  health. 

A  good  fire  department  is  necessary  and  docs  much  to 
gTeat  losses  by  fire.    A  fire  department,  however,  can  be  much  1 
costly  than  it   now  is,   if  proper  attention  is  paid  to   the 
of  buildings.     A  poorly  constructed  buikiing  may  cause  incalcu 
damage  by   reason  of  being  a  fire  trap.     1:  also  prevents  the 
department  doing  good  work  because  of  fear  that  it  may  fall 


Id 
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*  e     **re  is  being  fought.     Firemen  are  brave  and  take  great  risks, 
"at    tiliey  are  not  going  to  take  needless  risks  more  than  other  men. 
single  badly  built  structure  increases  insurance  rate   for  many 
docIcs  in  its  vicinity  and  lowers  rents  for  as  great  a  distance. 

SOME  DETAILS  OF  CITY  BRIDGES. 

(An  abstract  in  Engineering  News  of  a  paper  read  by  Willis 
Waited,  assistant  engineer,  Department  of  Public  Works,  Pitts- 
"UrS>  Pa.,  and  printed  in  the  Proceedings  of  the  Engineers'  Society 
°*  ^Vcstern  Pennsylvania:) 

City  bridge  floors  should,  wherever  practicable,  be  paved, 
l*  the  traffic  is  heavy  enough  to  justify  it.  Plank  floors  are  expen- 
se to  keep  in  repair,  besides  being  rough  and  unsightly  after  they 
are  somewhat  worn;  they  are  also  apt  to  break  through  and  injure 
horses'  legs.  A  durable,  cheap  floor  consists  of  reinforced  concrete 
s»abs  placed  on  the  stringers,  or  cross  beams,  and  covered  with 
asPhalt  paving.  This  is  somewhat  heavier  than  plank  floor,  and 
rather  more  expensive,  but  the  cost  of  maintenance  is  so  much  less 
that  in  the  long  run  it  is  more  economical.  It  has  the  further 
*avantage  that  it  is  waterproof  and  prevents  the  drainage  from  the 
r°adway,  which  is  quite  corrosive,  from  rusting  the  steelwork  under- 
ne^th.  Other  good  methods  of  constructing  floors  are  by  buckled 
P'ates,  and  by  beams  covered  with  flat  plates;  these,  like  the  rein- 
°rCed  concrete  slabs,  can  be  covered  with  any  suitable  paving; 
"ey  also  furnish  a  better  support  for  street  rails  if  they  are  re- 
hired. 

.    ^     If  a  plank  floor  is  used,  white  oak  or  yellow  pine  are  good  for 

J°ists.    The  flooring  may  be  laid  in  two  thicknesses  where  the  traffic 

*    very  heavy;  the  plank  rots  more  quickly,  hut  is  not  so  apt  to 

%  reak  through.     If  the  traffic  is  light,  a  single  thickness  of  plank 

s  m  better  and  the  plank  should  not  generally  be  more  than  about 

%ll*ches  wide.    I  have  so  far  been  able  to  find  no  wood  to  compare 

j^th    white  oak  for  this  purpose.     Good   white   oak,   however,    is 

^^Ottiing  very  scarce  in  this  part  of  the  country. 

For  paving,  asphalt  can  be  used  if  there  are  no  street  car  tracks 

***<!  tnC  grade  does  not  exceed  4  or  5  per  cent,  and  the  traffic  is 

Heavy  enough  to  keep  the  asphalt  in  good  order.    Asphalt  being  only 

*tiches  thick  is  lighter  than  any  other  paving.     Some  varieties  of 

^•Phalt  requiring  no  binder  are  only  2  inches  thick  (the  binder  being 
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1  inch  thick).  If  asphalt  paving  is  used  where  there  are  street 
car  tracks  it  is  generally  best  to  put  a  row  of  stone  blocks  on  each 
side  of  the  rails. 

Where  the  grade  exceeds  4  or  5  per  cent  and  the  traffic  is  very 
heavy,  block  stone  is,  perhaps,  the  only  suitable  material.  Where 
the  traffic  is  light,  brick  may  be  used.  Wood  blocks,  which  »re 
better  if  creosoted,  make  an  excellent  pavement  where  the  grade  is 
not  too  heavy;  they  are  much  lighter  than  brick  or  stone  and 
about  as  durable.  They  will  stand  a  very  heavy  traffic  and  can  ** 
used  next  to  ctreet  rails.  All  these  pavements  should  be  laid  on 
concrete  foundations,  which  may  be  reinforced  if  required  to  be  laid 
as  slabs.  Masonry  bridges  should,  of  course,  be  paved  the  same  aS 
ordinary  streets. 

The  sidewalks  may  be  built  of  white  oak  planks,  which  sho***" 
be   laid    crosswise   on    the    bridge    and   about    %    inch    apart,    an" 
should  be  dressed  to  uniform  thickness.    If  the  spaces  between  tri^*11 
are  wider  than  %  inch  people  can  see  through  them  to  the  groi**"1 . 
or  water  beneath,  and  some  nervous  people  can  not  bear  that, 
the  planks  are  laid  lengthwise  it  is  almost  impossible  to  wheed     a 
baby  carriage  across  the  bridge;  besides,  the  ends  lift  up  and  peof*16 
stumble  over  them.    If  plank  sidewalks  are  laid,  it  is  well  to  pro*^c 
the  curbs  with  steel  angles,  about  4x3x^  inches,  with  the  3-ir**^ 
leg  turned  down   to   form  the  curb  and  the  4-inch  leg  horizor**^ 
on  top  of  the  sidewalk  plank,  and  secured  to   it  by   J^-inch     l^g 
„  screws  about  2  feet  apart  through  the  horizontal  leg  only.     If  fc**     ^ 
pass  through  the  vertical  leg,  it  is  very  difficult  to  get  the  c** 
angle  loose  to  permit  the  putting  in  of  new  sidewalk  planks  oW**r^* 
to  the  fact  that  the  screws  rust  firmly  in  the  oak  plank  in  a  sr**-^ 
time. 

Cement   is  the  best  material   for  sidewalks   with  which   I     ^    . 
acquainted.     It  can  be  laid  as  reinforced  concrete  slabs  faced  v*f*' 
mortar,  or  on  buckled  plates.    Asphalt  was  formerly  much  used,    *^     . 
it  is  not  so  durable  as  cement,  costs  about  as  much,  and,  if  any  s*^ 
work  comes  up  through,  it  contracts  away  from  it,  leaving  a  pl^ 
where  damp  dust  lodges  and  corrodes  the  steel  work  very  rapi«^*™^' 
Cement,  on  the  other  hand,  adheres  closely  to  the  steel  and  prot^*^ 
it   from   corrosion.     If  the   sidewalk   is   of   cement,   which   seld*^*^ 
occurs  except  where  the  roadway  is  paved,  a  cement  curb  is  alm<^ 
always  the  best.    It  is  hardly  ever  necessary  to  face  it  with  steel- 
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[t  is   very   important   to   thoroughly   drain    the   spandrels   of 

>nry  bridges,  especially  where  they  cross  over  streets.     They 

Id  be  drained  by  means  of  pipes  leading  down  through  the 

into  sewers.     The  backing  of  the   arches   should  be   made 

^ughly  waterproof,  preferably  by  a  coating  of  strong  cement 

ar;  asphalt  is  not  durable  in  such  places,  and  any  leakage  or 

lage  through  the  haunches  of  an  arch  produces  dirty  icicles  in 

vinter,  and  unsightly  incrustations  in  summer. 

(Note. — The  writer  wishes  to  say  that  he  believes  some  prep- 

on  that  sinks  into  the  pores  of  the  cement  is  better.     He  has 

Szerelmey  Stone  Liquid  for  waterproofing  and  found  it  excel- 

It  is  an  English  preparation,  having  been  on  the  market  fifty 

ore  years.) 

The  railing  of  a  bridge  should  be  of  sufficient  height  for  pro- 
>n,  but  not  so  high  but  that  a  person  can  readily  sec  over  it.  It 
metimes  well  to  incline  it  considerably  inward  at  the  top  to 
2nt  children  from  climbing  over  it,  or  it  may  be  well  to  make 
>ody  of  the  railing  of  vertical  parallel  bars  for  the  same  reason.  'i',; 

*e  should  be  no  openings  larger  than  about  6  inches  wide,  other- 
small  children  might  crawl  through.  If  a  stone  railing  is  built 
iame  rule  should  be  observed  as  to  openings,  and  the  projecting 
ig  at  the  top  will  prevent  children  climbing  over  it;  the  inside 
Id  be  dressed  so  as  not  to  injure  the  clothing  of  pedestrians; 
well  to  finish  the  top  with  a  slope  of  about  30  degrees  so  boys 
not  walk  on  it.  All  railings,  of  course,  should  be  of  tasteful 
m,  and  not  only  be,  but  also  look,  substantial.  Although  very 
l  done,  it  is  seldom  necessary  to  put  a  railing  on  the  curb  line; 
irincipal  service  there  generally  is  to  furnish  a  roosting  place 
loafers. 

SURVEYS  AND  RESURVEYS. 
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Many  of  our  towns  have  been  settled  so  long  and  there  has  V 

so  little  care  exercised  in  preserving  monuments  that  the 
nal  stakes  have  disappeared  and  a  "happy-go-lucky"  way  of 
Wishing  lines  for  fences  and  buildings  has  crept  in  which  leads 
rouble  between  neighbors.  Sometimes  the  trouble  flares  out 
the  whole  town  is  stirred  from  center  to  circumference  over  the 
er  and  the  merits  and  demerits  of  various  surveyors  discussed 
acrimony.    It  is  apt  to  get  to  such  a  pass  that  it  is  impossible 
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to  relocate  the  original  lines  with  certainty.  The  long;r  such  a 
state  of  affairs  continues  the  worse  the  confusion  and  the  prospect 
of  costly  law  suits  are  promising  at  some  future  time  when  land 
has  increased  considerably  in  value. 

The  causes  for  such  a  state  of  affairs  are  many.    Sometimes  the 
original  survey  was  faulty.    This  is  often  the  case,  for  the  original 
survey  was  made  when  land  was  cheap,  with  imperfect  instruments 
and  by  careless  methods;   sometimes  by  men  illy  trained.     When 
the  original   stakes  disappeared  surveyors  coming  after  who  wer^ 
called  upon  to  survey  a  lot  had  to  start  from  some  fence  corner  or 
building  claimed  to  be  correct  by  some  and  the  correctness  of  whioYi 
was  denied  by  others.    If  these  surveycrs  had  been  commissioned   to 
survey  the  whole  town  and  their  records  kept  carefully  the  troubles 
would  not  be  so  great.     But  the  surveys  were  isolated  ones  ma*.<ile 
at  a  cost  satisfactory  to  the  lot  owner  and  the  price  seldom  lax~^e 
enough  to  enable  a  man  to  do  all  the  work  that  was  really  neces- 
sary to  do  a  correct  job.     When  the  owners  between  the  later     t*" 
surveys  finally  get  pinched  there  is  trouble. 

When  the  need  of  some  proper  definition  of  boundaries  IS 
realized  and  a  complete  re-survey  decided  upon,  it  should  be  m^*de 
by  a  competent  engineer  who  has  had  previous  experience  in  ^*ia 
class  of  work  and  who  has  some  legal  knowledge.  For  his  y9r<D>X,^ 
must  be  done  so  if  courts  and  juries  follow  over  the  lines  they  **^1 
say  it  has  been  as  well  done  as  it  possibly  could  be.  It  is  a  r*^  ' 
think  to  disturb  long  established  possession  and  only  the  most  c°n# 
scientious  and  careful  work  will  do. 

An  axiom  in  settling  disputes  over  lines  is  that  monum^*1 
govern   distances   and   distances  govern  bearings.     Such  decisis11* 
were  given  in  former  days  when  compass  lines  were  so  often  *"fjn 
and  there  was  known  to  be  errors  in  that  class  of  work.     T*1)8 
setting  of  a  monument  was  something  any  man  could  do  arid    ]t 
was  supposed  almost  any  one  could  measure  a  line  as  he  wish^** 
but  the  turning  of  angles  was  a  matter  requiring  skill  and  in  matt^rs 
of  skill  men  often  make  mistakes.     It  is  now  conceded,  however 
that  with  the  modern  methods  of  laying  out  work  the  measuring  °* 
a  line  is  a  more  skillful  matter  than  the  turning  and  reading  of  an 
angle  and  later  decisions  give  the  proper  weight  to  both  operations. 
Although  there  has  been  a  change  in  that  respect,  there  has  been 
none   respecting  monuments  and  they  must  govern  above  every- 
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ling — unless  positive  proof  can  be  given  that  they  have  been 
Atered  or  changed  in  location.  Of  several  calls  in  a  description 
foe  certain  govern  the  uncertain,  even  to  the  rejection  of  the  uncer- 
tain. When  a  town  has  been  laid  off  without  any  permanent  monu- 
ments and  the  original  stakes  have  rotted  and  disappeared  the  sur- 
veyor who  comes  in  and  tries  to  lay  off  that  town  mathematically 
without  paying  proper  attention  to  long  established  possession  is 
foolish.  Each  block  has  to  be  treated  by  itself  and  the  surveyor 
roust  recognize  what  he  terms  inaccuracies.  The  city  of  course  is 
entitled  to  the  full  street  width,  but  it  is  doubtful  if  any  buildings 
can  be  removed  from  the  street  if  they  are  not  an  obstruction.  They 
*n  be  permitted  to  remain  until  they  become  a  nuisance  or  until 
ebuilt,  when  the  city  can  assert  its  claim  to  the  portion  of  street 
^ey  occupied.     Rights  never  run  against  the  public. 

A  re-survey  made  under  such  circumstances  often  gives  crooked 
reets  of  varying  width,  where  the  original  plat  showed  a  straight 
r^et  of  even  width,  but  if  none  of  the  points  can  be  positively 
entified  then  it  is  impossible  to  lay  the  place  off  as  it  was  claimed 
'  be  first  laid  off.  The  only  way  to  prevent  a  recurrence  of  expense 
l<i  trouble  is  to  finally  and  definitely  fix  the  lines  by  permanent 
°numents,  well  identified,  and  record  the  maps.  If  the  town 
ls  been  monumented  and  the  buildings  have  been  put  up  without 
'"veys  there  is  no  doubt  that  they  must  come  to  the  right  lines,  as 
^  monuments  govern,  and  if  in  existence  at  the  time  the  buildings 
e*e  erected  there  could  be  no  excuse  for  not  building  exactly  on 
^  proper  lines.  Because  the  original  owner  was  too  stingy  to 
ftploy  a  surveyor  he  should  not  be  allowed  to  unsettle  the  lines 
:    a  whole  neighborhood. 

All  subdivisions  of  land  within  the  town  limits  should  be  sub- 
let to  the  approval  of  the  Council  before  the  plats  are  filed.  The 
ouncil  should  prescribe  the  maximum  and  minimum  grades,  the 
Erection  of  the  lines  and  the  width  of  the  streets.  When  the  owner 
ibmits  his  plats  for  the  approval  of  the  Council  they  should  show 
roper  connections  with  adjacent  city  monuments  and  show  monu- 
ents  at  all  street  intersections  and  changes  of  direction.  The 
evation  of  all  corners  above  city  base  should  be  also  shown  in 
d  ink. 

In  laying  out  land  into  additions  to  cities  it  is  common  for 
-eets  to  intersect  so  there  are  many  triangular  lots.     These  gore 
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lots  should  not  be  left  to  private  ownership,  for  they  are  seldom 
built  upon  properly.  There  should  be  an  ordinance  passed  provid- 
ing that  gore  blocks  shall  have  ho  lots  with  acute  angles  and  that 
lots  at  the  acute  end  of  a  gore  block  should  have  a  frontage  at  the 
end  of  not  less  than  twenty  feet.  The  point  thus  cut  off  the  lot 
to  be  added  to  the  street  intersection. 

Such  a  provision  will  give  the  city  a  great  deal  of  space  that 
can  be  improved  in  a  way  that  will  enhance  the  appearance  of  the 
streets.  The  ordinance  should  provide  also  that  the  city  can  park 
or  otherwise  improve  with  statuary,  fountains,  etc,  any  part  of  the 
intersection  space  thus  added  to  the  natural  intersection  space  made 
by  the  junction  of  the  two  streets.  The  ordinance  should  also  pro- 
vide that  in  districts  where  the  roads  are  curved  or  practically  laid 
out  on  contour  grades  that  angular  lots  shall  have  no  acute  angles, 
but  that  where  otherwise  an  acute  angle  would  come  the  street 
lines  of  the  intersecting  streets  shall  be  joined  with  a  curve  of 
twenty-five  feet  radius. 

While  some  greedy  land  owners  may  object,  the  ultimate 
benefit  is  so  great  that  it  helps  the  value  of  the  property. 

The  writer  once  prepared  an  ordinance  for  the  governing  of 
additions  to  towns  and  cities,  but  could  not  get  the  city  council  to 
adopt  it.  He  believes  it  would  be  a  good  ordinance  to  adopt,  for 
the  rectangular  system  of  street  layouts  has  been  overdone  in  the 
United  States. 

Every  city  should  have  a  civic  center  and  there  should  be  radiat- 
ing streets  for  convenience  in  going  from  one  part  of  the  city 
to  the  other  as  well  as  for  beauty.  In  many  places  no  improvements 
can  be  made  in  the  layout,  at  an  expense  within  the  present  reach  of 
the  people,  but  the  laying  out  of  additions  to  the  city  can  be  regulated 
and  in  future  years  when  the  city  is  rich  enough  to  condemn  prop- 
erty to  make  new  streets  and  avenues  there  will  be  a  comparatively 
small  area  to  deal  with. 

ORDINANCE  NO 

An  Ordinance  to  Regulate  the  Subdivision  of 

Lands  within  the  Corporate  Limits  of  

and  to  Govern  the  Laying  Out  of  New  Additions 
to  Said  City. 

The   City   Council   of    does 

ordain  as  follows: 


*■. .. 
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Section  1.  No  street,  alley,  lane,  avenue, 
thoroughfare  or  public  highway  shall  hereafter 
be  adopted  to  be  placed  upon  the  official  maps 

of  the  City  of    or  recognized  as 

existent  as  other  than  a  private  thoroughfare 
in  said  City  except  the  plat  of  such  shall  have 
been  first  submitted  to  the  City  Council  of  said 
City  for  adoption  as  a  public  street,  lane,  alley, 
avenue,  thoroughfare  or  public  highway  and  none 
shall  be  so  adopted  unless  in  the  platting  the  sec- 
tions of  this  ordinance  hereinafter  following  shall 
have  been  fully  complied  with,  and  for  reference 
all  such  shall  be  hereinafter  designated  as  roads. 

Section  2.  All  acre  property  within  the  cor- 
porate limits  shall  be  and  is  subject  to  the  re- 
quirements of  this  ordinance. 

Section  3.  No  additions  to  said  City  now 
outside  the  present  corporate  limits  shall  be 
received  within  the  corporate  limits  by  extension 
of  said  limits  to  include  same  unless  all  roads 
therein  conform  to  the  requirements  of  this  ordi- 
nance. Provided,  however,  that  nothing  herein 
contained  shall  prevent  them  being  considered  as 
private  roads  and  omitted  from  all  official  maps 
and  from  all  consideration  in  public  improve- 
ments. 

Section  4.  No  cuts  shall  exceed  twenty  feet 
in  depth  to  allow  roads  to  be  constructed  on  a 
grade  of  five  per  cent  and  no  fills  shall  exceed 
twenty  feet  to  permit  roads  to  be  constructed  on 
a  grade  of  five  per  cent,  except  that  cuts  and 
fills  on  sidehill  roads  are  not  limited  as  to  height 
and  depth  to  permit  roads  to  be  constructed  to  a 
grade  of  five  per  cent. 

Section  5.  Where  roads  can  be  laid  out  on 
a  maximum  grade  of  five  per  cent  and  the  depths 
of  cuts  and  fills  to  obtain  said  grade  shall  not 
exceed  ten  feet  the  land  shall  be  laid  out  on  the 
rectangular  system. 

Section  6.  Where  the  requirements  of  Sec- 
tion 5  can  not  be  fully  complied  with  the  roads 
shall  be  laid  out  in  the  most  practicable  manner 
to  accomplish  the  desired  result  as  to  maximum 
grade,  which  shall  not  exceed  a  limit  to  be  fixed 
in  each  case  by  the  City  Council. 

Section  7.  Main  roads  shall  be  100  feet  wide 
and   shall   follow   the  section  lines  as   nearly  as 
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grades  provided  they  are  of  such  width  that  a  zig- 
zag roadway  twenty  feet  wide  may  be  constructed 
within  said  width  with  a  grade  not  to  exceed 
seven  per  cent. 

Section  14.  No  main  or  secondary  road  shall 
have  a  grade  to  exceed  five  per  cent,  but  shall 
be  deflected  where  necessary  in  order  to  maintain 
that  maximum  within  the  limits  of  cut  and  fill 
provided  in  this  ordinance. 

Etc.,  etc.,  etc 

EVALUATION   OF   OLD   PLANTS. 

There  comes  a  time  in  the  history  of  almost  every  place  when 
the  idea  of  purchasing  an  existing  plant  has  to  be  considered.  At 
such  a  time  the  wisest  course  is  to  send  for  an  outside  competent 
man  to  make  an  estimate  of  the  proper  price  to  be  paid. 

There  are  three  values  to  an  old  plant  of  a  private  company: 
First — The  value  to  the  company  as  an  investment.  Second — The 
value  of  the  plant  by  reason  of  the  material  in  it.  Third — The 
value  of  the  plant  to  the  community.  This  third  value  may  be  nearly 
what  the  company  places  as  the  income  producing  value,  and  again, 
it  may  be  far  lower  than  the  actual  value  of  the  material  in  the 
plant.  The  value  to  the  community  depends  upon  the  efficiency  of 
the  plant.'  If  it  has  been  well  designed  and  cared  for  and  all 
extensions  made  have  been  under  the  direction  and  with  the 
approval  of  the  council,  or  board  of  public  works,  then  the  people 
may  pay  the  price  the  company  asks.  Otherwise  there  is  a  serious 
economic  loss  possible  by  reason  of  the  duplication  of  an  already 
efficient  machine.  But  if  the  plant  has  not  been  well  designed  and 
the  extensions  show  that  a  niggardly  policy  has  been  pursued  and 
there  is  evident  a  lack  of  judgment  in  the  management  of  many  of 
the  small  though  important  details  it  is  possible  the  people  have 
no  system  to  purchase;  it  is  simply  a  plant  and  a  poor  one.  It  may 
happen  the  plant  can  be  taken  at  a  proper  valuation  and  remodeled 
to  do  all  the  work  required  of  it  at  a  less  cost  than  an  entirely  new 
plant  would  cost  All  these  are  matters  to  be  determined  at  the 
time  of  examination. 

The  person  employed  to  examine  the  plant  has  first  to  deter- 
mine, as  near  as  can  be,  the  original  cost.  To  this  he  must  add 
the  cost  of  all  extensions.     He  must  ascertain  the  exact  indebted- 
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ness  of  the  company  and  the  state  of  the  indebtedness.  The 
yearly  interest  charge  and  cost  of  operation.  The  revenue 
from  private  consumers  and  the  revenue  from  the  city.  The  life 
of  the  franchise  and  the  length  of  life  left  in  all  existing  contracts, 
if  any.  And  generally,  the  value  of  the  plant  to  the  community, 
the  general  features  of  design,  the  present  condition,  and  cost  of 
making  it  adequate  to  serve  the  town  if  purchased.  The  value  of 
the  material  should  also  appear,  but  it  is  not  of  such  importance 
as  the  other  items,  for  the  deterioration  must  be  naturally  an  esti- 
mate for  much  of  the  plant. 

With  such  information  before  them  the  people  can  act  intelli- 
gently when  it  comes  to  voting  on  bonds.  The  embarrassing  features 
of  a  purchase  by  the  city  are  the  value  to  place  on  any  existing 
long  term  contracts  the  city  may  have  with  the  company,  and  whether 
the  city  should  pay  anything  for  the  franchise  right,  which  has 
been  obtained  from  the  city.    These  questions  require  expert  advice. 

MUNICIPAL  OWNERSHIP. 

The  writer  has  not  changed  his  ideas  on  the  subject  of  mu- 
nicipal ownership  in  the  United  States  since  he  first  declared  him- 
self thirteen  years  ago.  In  this  book  he  does  not  intend  to  argue 
the  question,  for  it  has  no  place  in  such  a  book. 

Municipal  ownership  of  water  works  is  almost  a  necessity, 
regardless  of  administrative  defects,  for  the  supply  of  water  is  then 
under  absolute  control  of  the  citizens  so  long  as  they  have  any 
bonding  ability  left.  A  private  company  does  not  always  afford  the 
fire  protection  needed,  although  a  fair  showing  of  plants  will  possi- 
bly reveal  that  under  private  ownership  there  are  more  purification 
plants  than  under  municipal  ownership. 

The  hope  of  saving  should  not  influence  in  the  public  owner- 
ship of  waterworks,  for  sometimes  it  is  so  expensive  a  luxury  that 
although  taxes,  interest  and  profits  are  not  considered  in  the  items 
of  expense  attendant  upon  operation,  the  people  are  extremely 
likely  to  pay  more  for  their  water  than  the  private  company  charges. 

In  general  the  items  of  expense  entering  into  the  operation  of 
a  municipal  plant  will  be  the  same  as  those  entering  into  the  opera- 
tion of  a  private  plant.  However,  it  is  not  best  to  figure  on  any 
profit,  for  the  business  is  a  co-operative  enterprise  and  the  product 
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should  be  sold  at  cost.  Taxes  can  not  be  figured  in  on  a  public 
plant,  but  insurance  must  be.  The  interest  and  sinking  fund  on 
the  bonds  should  be  charged  as  an  item  of  expense,  but  no  interest 
charged  on  the  investment  after  the  bonds  are  paid  up.  The  money 
is  permanently  invested.  It  is  not  right  either  to  figure  into  the 
cost  of  operation  a  fund  to  provide  for  future  extensions.  These 
will  be  met  by  the  future  residents  when  needed.  As  the  noted 
Irish  member  of  parliament  said,  "Do  not  be  so  careful  to  take 
care  of  posterity.  It  has  done  nothing  for  us  and  our  grandfathers 
let  us  paddle  our  own  canoe."  Every  thinking  man  realizes  that  it 
is  not  well  to  tax  ourselves  in  this  generation  for  the  whole  cost 
of  an  enterprise  which  will  benefit  the  next  generation  as  well. 

It  is  proposed  also  that  all  annual  extension  work  should  be 
borne  by  general  taxation,  for  there  is  a  good  return  to  the  city 
at  large  and  the  amount  needed  is  difficult  to  estimate  in  figuring 
up  expenses  of  operation  for  the  succeeding  year  in  order  to  fix 
charges. 

So  then  we  have  to  consider  as  legitimate  cost  of  running  a 
municipal  plant  the  interest  and  sinking  fund  to  pay  off  the  bonded 
indebtedness,  the  writing  off  each  year  of  the  depreciation,  the 
making  of  repairs,  the  maintenance  of  the  whole  system  and  the 
cost  of  fuel,  labor,  administration,  insurance,  etc. 

The  revenue  from  the  works  should  be  from  two  sources ;  gen- 
eral taxation  and  private  consumption.  The  consumers  of  the 
product  should  not  pay  the  entire  expense,  for  they  are  the  pro 
gressive  element  whose  property  has  been  improved.  The  owners  of 
unimproved  property  should  pay  a  part  of  the  cost.  Every  enter- 
prise of  a  public  nature  in  the  town  increases  the  value  of  all 
property  and  the  unimproved  property  i:. creases  in  value  in  a 
greater  ratio  than  improved  property.  So  if  it  is  a  lighting  plant 
the  city  should  pay  for  its  own  lights  from  general  taxation  and 
in  case  of  a  waterworks  plant,  for  the  water  it  uses  or  has  a 
right  to  use. 

This  is  the  true  theory  at  the  bottom  of  hydrant  rental  and 
payment  for  water  for  public  use  when  dealing  with  a  private  com- 
pany. It  is  not  right  to  make  a  contract  at  a  flat  rate  with  a  water 
company  for  hydrants  for  a  term  of  years.  The  council  should 
annually  get  all  the  information   regarding  cost  of  the  company's 
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plant,  cost  of  operation  and  the  revenue  for  the  year  past.    Th 
fix  the  rates  on  an  equitable  basis  for  the  consumers  of  water  a 
guarantee  to   the  water  company  a  proper   return   on   its    inves 
ment  by  making  up  the  deficiency  by  the  payment  of  an  annu 
sum  on  account  of  general  benefit,  fire  protection  and  public  u 

In  return  for  this  require  the  water  company  to  put  in  h. 
drants  whenever  and  wherever  ordered  by  the  city,  the  sum 
money  paid  by  the  city  being  independent  of  the  number  of  h; 
drants.     The   city    should   own   the   hydrants    and    pay   for   the 
erection,  connection  with  the  water  mains  and  maintenance.    It 
a  grave  mistake  to  pay  a  certain  sum  per  month  or  year  for  ea 
hydrant,  as   it  operates  to  keep  many  districts   out   of  the  rea 
of  fire  protection  because  of  the  increased  cost  of  extra  hydran 
Yet  the  people  in  these  districts  have  their  share  of  the  taxes  •""     t0 
pay  for  fire  protection,  general  benefits  and  public  use  of  water. 

The  tax  rates  in  badly  governed  cities  and  also  in  cities  ownir— z^^M 
all  sorts  of  public  utilities  are  high.  Care  must  be  taken  that  £~ 
owning  public  utilities  the  bonded  indebtedness  and  the  consequer 
tax  rates  do  not  become  too  much  of  a  burden.  In  shifting  froc: 
indirect  to  direct  taxation  there  is  not  always  economy.  It  ma^»-  a? 
be  that  the  opponents  of  municipal  ownership  on  general  principW  -»es 
may  be  correct  and  that  wise  laws  well  and  intelligently  enforce^^  — eCl 
are  better  than  municipal  ownership. 

FRANCHISES. 

Upon  the  subject  of  municipal  control  volumes  could  be  wri 
ten.     It  is  best  for  any  small  place  having  applications  for  frai 
chises  for  street  car  lines,  telephones,  electric  lighting,  gas  lightin 
etc.,   to   employ   some   competent  person   to   prepare   the   terms 
which  the  franchise  will  be  granted   and  then  advertise  the  fra 
chise  under  these  terms  for  sale  to  the  highest  bidder.     The  i 
numerable  details  can  hardly  be  touched  upon  here,  and  new  it^=" 
tures  become  known  daily. 

SINKING  FUNDS. 

Two  tables,  or  rather  one  table  in  two  parts,  here  given,  w  *-" 
help  in  the  calculation  of  sinking  funds. 
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•^ISTXUAL    PAYMENT    PER    DOLLAR    INVESTED,    TO    REPAY    ORIGINAL    OUTLAY 
AT   THE   END  OF   A  GIVEN    NUMBER  OF   YEARS. 


Life  of 

Rates  of  Interest  on  Installments — % 

>• 

Plant, 
(years) 

3* 

4* 

h% 

6* 

8* 

10 

$  .08723 

$  .08330 

*  .07950 

$  .07587  . 

$  .06903 

11 

.07808 

.07416 

.07039 

.06679 

.06008 

12 

.07046 

.06656 

.06283 

.05928 

.05269 

18 

.06403 

.06015 

.05646 

.05296 

•  .04652 

14 

.05853 

.05467 

.05103 

.04759 

.04130 

15 

.05376 

.04994 

.04634 

.04296 

.03683 

16 

.04961 

.04582 

.04227 

.03895 

.03298 

17 

.04595 

.04220 

.03870 

.03544 

.02963 

18 

.04271 

.03899 

.03555 

.03236 

.02670 

19 

.03981 

.03614 

.03275 

.02962 

.02413 

20 

.03722 

.03358 

.03024 

.02718 

.02185 

LIFE  OF  PLANT   IN  YEARS. 


13 


deprecia- 
tion of 
j>lant. 

Rates  of  Interest  on  Installments— 

%. 

3* 

4* 

H 

6* 

8* 

1% 

46.90 

41.04 

36.73 

33.40 

28.55 

2  - 

3100 

28.01 

25.68 

23.79 

20.91 

3 

2345 

21.60 

2010 

18.85 

16.88 

4 

18  93 

17.67 

16.62 

15.73 

14.28 

5 

15  90 

14.99 

14.21 

13.53 

12.42 

6 

1372 

13.02 

12.42 

11.90 

11.01 

7 

12.05 

11.52 

11.04 

10.62 

9.90 

8 

10.77 

10.34 

995 

9.60 

9  01 

9 

9.72 

9.37 

9.05 

8.76 

8.26 

10 

8.88 

8.58 

8  31 

807 

7.64 

11 

816 

7.91 

7.68 

7.47 

7.10 

The  first  shows  the  annual  payment  per  dollar  invested  to  re- 
^^y  the  original  outlay  at  the  end  of  a  given  number  of  years. 

The  following  example  shows  how  it  is  used.  A  given  equip- 
**^ent  of  machinery,  costing  $25,000,  is  estimated  to  have  a  useful 
*ife  of  fourteen  years.  At  the  end  of  that  time  it  will  have  a  scrap 
value  of  $1,000.  The  money  earned  by  the  plant  receives  interest 
^t  4  per  cent,  payable  annually.  What  annual  charge  must  be  made 
*o  extinguish   the   principal   by   the  time   the   machinery   must   be 
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renewed?  The  sum  to  be  made  up  is  $25,000— $1,000=$24,000  in 
fourteen  years.  The  first  part  of  the  table  gives  for  fourteen  years 
and  4  per  cent,  the  payment  $0.5467  per  dollar.  The  annual  depre- 
ciation debit  is,  therefore.  $24,OOOx.05467=:$l,312.08.  In  addition 
to  this,  of  course,  interest  must  be  paid  on  the  $25,000  investment; 
the  rate  of  interest  is  not  necessarily  the  same  as  the  4  per  cent 
above  used,  since  it  depends  on  the  conditions  under  which  the 
capital  was  borrowed. 

The  second  part  of  the  table  gives  the  term  of  amortization 
or  "life  of  plant"  for  various  percentages  of  depreciation  and 
various  rates  of  interest.  The  following  example  shows  how  it  is 
used.  A  system  of  water  pipes  for  city  distribution  cost  $125,000. 
Besides  the  interest  on  the  bonds,  the  system  is  charged  annually 
with  $2,500  (2  per  cent)  depreciation.  In  what  time  will  the  sum 
thus  accumulated,  earning  5  per  cent  interest,  paid  annually,  be 
sufficient  to  pay  for  the  bonds  at  par?  From  the  second  part  of 
the  table  we  find,  for  2  per  cent  depreciation  and  5  per  cent  in- 
terest, the  figure  25.08  years.  This  represents  the  time  required  to 
wipe  out  the  debt  at  par.  If  there  has  been,  for  example,  a  premium 
of  4  per  cent  paid,  there  requires  to  be  paid  back  104  per  cent,  and 
for  this  the  table  does  not  suffice  directly.  This  part  of  the  ques- 
tion is  taken  up  in  the  chapter  on  Engineering  Data,  for  it  re- 
quires a  knowledge  of  mathematics  and  the  use  of  logarithms,  so 
an  engineer  is  a  good  person  to  call  upon  to  figure  the  matter. 

The  tables  are  copied  from  those  printed  and  distributed  by 
Messrs.  Charles  C.  Moore  &  Co.,  Engineers,  of  San  Francisco, 
Cal ,  and  printed  in  Engineering  Xeus  March  2,  1905,  from  which 
the  above  descriptions  of  use  were  taken. 


CHAPTER  XI. 


OFFICE  SYSTEMS. 


In  the  following  chapter  a  method  for  keeping  records  and 
doing  office  work  in  small  places  is  given.  This  present  chapter 
describes  systems  in  use  in  several  offices  of  city  engineers  and 
engineers  in  private  practice. 

The  following  report  printed  in  the  Report  of  the  Twenty-fifth 
and  Twenty-sixth  Annual  Meetings  of  the  Ohio  Engineering  Society 
is  valuable: 

REPORT    OF    COMMITTEE   ON    FILING    AND    INDEXING    OFFICE    RECORDS. 

To  the  Officers  and  Members  of  the  Ohio  Society  of  Surveyors  and 

Civil  Engineers: 

Gentlemen — Your  Special  Committee  on  Filing  and  Indexing 
plans,  note-books,  etc.,  beg  leave  to  report  as  follows : 

The  chief  object  of  a  systematic  method  of  filing  and  indexing 
office  information  is  to  afford  those  connected  with  the  office  a  quick 
and  certain  means  of  consulting  such  information  whenever  it  is 
needed.  Simplicity  is  therefore  one  of  the  most  important  considera- 
tions. 

The  following  description  of  the  admirable  system  of  filing 
and  indexing  plats,  used  in  the  City  Engineer's  office  of  Providence, 
R.  I.,  was  written  by  Mr.  Otis  F.  Clapp  and  printed  in  the  Journal 
of  the  Association  of  Engineering  Societies,  Vol.  XIII  (1S94), 
page  561. 

Every  plan,  as  soon  as  it  is  made,  or  if  its  preparation  is  to 
take  long,  as  soon  as  it  is  begun,  is  entered  in  a  day  book,  in  which 
the  lines  are  numbered  from  01  up.  These  day  book  numbers 
represent  the  total  number  of  plans  made  in  the  office,  of  whatever 
kind,  for  whatever  purpose,  or  by  whatever  department.  The  num- 
bers are  printed  on  the  left  hand  side  of  the  book.  On  the  right  the 
two  pages  are  ruled  in  columns  with  the  following  headings :   Drawer 
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and  sheet  number;  tide;  made  for;  date;  scale;  kind  of  paper;  sa 
of  sheet;  held  book  and  page;  computation  book  and  page ;  office  ma 
ber;  field  work  by;  platted  by;  drawn  or  copied  by;  receipted  by; 
marks.       The  last  named  column  usually  gives  the  day-book  number- 
the  plan  copied  from.    Care  is  taken  to  have  the  first  word  of  - 
description   the   most   prominent    word   of   the    title,   as    the   na_ 
of  the  street  of  which  the  plan  forms  a  part,  or  the  name  by  wh-a 
the  plan  will  be  most  easily  recognized  or  thought  of  when  want 
Then   follows   a   short   and  comprehensive   description   of   what 
plan  represents,  stating  whether  it  is  prepared  for  office  use,  or 
what    committee    or    purpose. 


The  assistant  who  indexes  the  plan,  having  first  determiaa^iid 
in  what  drawer  it  should  be  placed,  gets  from  the  engineer's  d-  *r* 
the  "office  number,"  which  represents  the  number  of  plans  ailil  i  inlly 
on  file  in  the  office,  regardless  of  departments,  and  also  the  at  ast 
sheet  number  for  the  drawer  in  which  he  intends  to  file  the  p*-3" 
For  this  purpose  the  clerk  keeps  two  books,  one,  called  the  "In*^"ex 
Drawer  Number"  book,  containing  the  sheet  number  and  •***"* 
number:  the  other,  called  the  "Index  Office  Number"  book,  con- 
taining the  office  number,  drawer  number,  sheet  number  and  **"? 
book  number  for  each  plan  indexed,  placed  in  the  order  of  of*1" 
numbers. 

The  clerk's  duty  is  to  keep  the  work  posted  up  to  date.    I' 
does  so,  he  can  tell  the  last  office  or  sheet  number  used  in  ev«r)' 
drawer  in  the  office,  and  thus  prevent  the  duplicating  of  numbe*-8' 
which  might  happen  if  the  last  previously  indexed  should  be  o"3  " 
ing  from   its  place. 
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Having  thus  obtained  the  day  book,  office,  drawer  and  sheet 
numbers,  he  proceeds  to  stamp  the  plan.  Each  department  has 
what  is  called  a  "Department  Stamp,"  and  the  clerk  has  one  called 
the  "Miscellaneous  Department  Stamp." 

These  stamps  read:     Providence,  R.  I.,  City  Engineer's  Office, 

Department,  and  each  has  a  line  for 

the  date  and  one  for  the  day  book  number.     This  stamp  is  placed 
at  the  upper  right  hand  corner  of  the  sheet. 

Another  stamp,  called  the  Office  Stamp,  and  containing  the 
office  number,  drawer  number  and  sheet  number,  is  placed  at  the 
right  hand  lower  corner  of  the  sheet  so  as  to  be  easily  seen  on 
opening  a  drawer. 

The  plan  is  next  indexed  in  the  "Department  Index,"  each 
department  having  an  index  for  its  own  plans,  giving  the  day  book, 
drawer  and  sheet  numbers,  the  title  or  name  as  entered  in  the 
day  book,  the  kind  of  paper  and  the  office  number. 

The  engineer's  clerk  posts  the  entries  from  the  day  book  into 
a  "General  Index"  under  the  name  used  in  the  day  book  (a  street 
name,  if  possible),  thus  collecting  together  information  concerning 
the  location,  etc.,  of  all  plans  made  for  whatever  purpose  on  that 
street  or  under  that  name. 

On  the  first  day  of  January,  1905,  033552  day  book  numbers 
had  been  used,  while  on  the  same  date  the  last  office  number  used 
was  16,959.  The  difference  of  16,593  represents  the  number  of  plans, 
copies,  tracings  or  sketches  made  for  committees  or  for  construc- 
tion, worn  out  or  lost,  etc., 

When  a  plan  on  file  in  the  office  is  wanted  outside  of  the  office, 
the  party  taking  it  must  sign  a  receipt  for  it,  and  this  receipt  is 
given  up  when  the  plan  is  returned.  A  record  is  also  kept  of  such 
plans  as  are  furnished  and  are  not  expected  to  be  returned. 

Hartford,  Conn.,  and  other  eastern  cities  have  adopted  this 
system  without  change,  and  as  it  has  stood  the  test  of  time  in  the 
city  where  it  originated,  there  does  not  seem  to  be  any  need  of 
changes.    It  is  nearer  perfection  than  any  other  system  that  I  know. 

The  only  criticism  to  be  offered  against  it  as  used  in  Provi- 
dence is  the  absence  of  the  card  index. 

In  Columbus  we  have  found  that  the  card  index  has  become 
an  almost  indispensible  adjunct  to  our  system  of  filing  plats  and 
note-books.     Book  indexes  outgrow  themselves  or  wear  out.  and 
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have  to  be  copied  periodically,  but  the  card  index  goes  on  forever, 
because  it  is  elastic  and  little  subject  to  wear. 

All  of  our  drawings  are  of  standard  sizes,  being  multiples  of 
7]4  and  10  inches.  All  plats  are  laid  flat  in  shallow  drawers,  desig- 
nated by  the  letters  of  the  alphabet.  The  drawers  are  32x42  inches 
in  size,  and  as  many  as  necessary  divided  into  compartments  for 
sheets  7^x10,  10x15,  15x20  and  20x30. 

The  sheets  in  each  drawer  are  numbered  from  1  up.  Generally 
100  sheets  in  sets  of  10,  held  in  folded  detail  paper  of  the  same 
size  as  the  plats,  are  placed  in  each  compartment,  so  that  the  number 
of  plats  filed  in  a  drawer  is  equal  to  the  number  of  compartments 
multiplied  by  100. 

The  method  of  indexing  does  not  materially  differ  from  that 
used  at  Providence,  but  the  day  book  is  dispensed  with,  and  each 
plat  is  indexed  in  the  office  index  only. 

Plats  are  cross-indexed  under  various  heads,  so  that  John 
Smith's  private  sewer  in  the  alley  west  of  High  street,  would  be 
indexed  under  Smith,  High  street,  and  Wall  street,  the  name  of  the 
alley  west. 

All  improvements  in  alleys  are  indexed  under  the  name  of  the 
nearest  street  east  or  south  of  the  same,  and  if  they  have  names 
they  are  indexed  under  these  also. 

When  a  plat  is  indexed  under  more  than  one  head,  sufficient 
notation  is  placed  on  each  card,  that  all  of  the  other  cards  can  be 
readily  found,  so  that  when  a  plat  is  destroyed  or  lost,  all  of  the 
cards  can  be  withdrawn.  Thus  the  card  index  is  always  up  to 
date,  without  any  dead  timber,  giving  exactly  what  exists  in  the 
office  at  all  times. 

Field  note  books  are  numbered  from  1  upward  and  filed  in 
accessible  cases.  All  books  have  index  sheets  inserted  in  the  back, 
and  the  notes  are  indexed  alphabetically  when  the  book  is  full. 
The  notes  are  also  indexed  on  the  card  system,  so  that  the  book  and 
page  number  of  any  survey  can  be  found  without  trouble. 

We  are  of  the  opinion  that  the  Providence  system  of  filing  and 
indexing  plats  has  no  superior,  and  recommend  its  use  in  all  engi- 
neers' offices,  as  it  is  comprehensive  in  its  construction,  yet  simple 
in  its  application,  and  gives  a  complete  history  of  every  plat  made, 
whether  filed  or  not,  and  if  filed,  a  certain  means  of  finding  it 
when  wanted.  F.   A.   Kemmler, 

Chairman  Committee  on  Filing  and  Indexing. 
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s  Mr.  W.  H.  Sievcrling.  i 
:   following   to  say   about 
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Fourth — I  \'.\- x    and   i::i1fxiim    ■  ■  -HI   I k 


AH  correspondence  received  thai  liears  on  a  certain  subject  and 
is  ,,f  sufncienl  imp  ■  inci  to  keep,  i«  given  a  tile  number  This 
ItUtnbei  appear;  on  ,i!l  the  corrcvp.uidcece  n'ati.g  to  this  subject. 
lance,  letters  comaum  «  m:  ■'.. :■«  nportant  informa- 
tion, concerning  the  (wilding  of  -i  bridge  on  Fountain  avenue  across 
Buck  creek,  are  received  from  Ihe  King  Bridge  Company,  the  Can- 
i.n  Bridge  Cnmpan>  ..mi  the  Toledo  fir-dye  Company  They  are 
given  i  '-i'e  number,  say  N'»  '•'•"■  .mrl  recorded  in  the  index  under 
lie  letter  H  -  HndKc  -."---  Urn*  ereek  a!  Fountain  avenue 
No.   asu;    under   the   letter   'F"'   as   Fountain   avenue   bridge   across 
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Buck  creek  No.  250;  under    *C"  as  Canton   Bridge  Co.,   Fountain 
avenue  bridge   across   Buck   creek   No.   250;    under   4<K"   as  K"»*ig 
Bridge   Co.,   Fountain  avenue   bridge   across    Buck   creek   No.  ^-5i)> 
and   under    "T"    as    Toledo    Bridge    Co.,    Fountain    avenue   bridle 
across  Buck  creek  No.  250.   In  answering  correspondence  a  cart>  <->n 
copy  or  second  sheet  is  made  of  the  letter.    The  typewritten  let*cr 
is  copied  in  an  ordinary  letter  book  by  means  of  a  copy  press  a*ic* 
indexed  in  its  own  index  and  the  second  sheet  is  attached  to   t.^c 
correspondence  received  and  placed  in  its  proper  file.     Copying  *tie 
letter  in  the  copy  book  is  another  check  on  the  index  and  a  qui*^ 
method  of  finding  all   the  correspondence  pertaining  to  the  giv~trrl 
subject,  as  each  letter  contains  the  file  number  and  it  is  only  nec^s~ 
sary  to  ascertain  this  number  and  take  down  the  given  file.     In«^1- 
vidual    files   consist   of   a   piece   of  tough   and    rather   thick,  pla.*1-1' 
manila  paper,  about  a  quarter  of  an  inch  wider  and  about  an  it-**^*1 
and  a  half  longer  than  a  sheet  of  typewritten  paper.     The  pap^1"5 
are   placed    on    this    sheet    of    paper    and    the    extra    length    fold^^ 
down  across  the  top  and  all  fastened  together  with  any  good  f^*s* 
tcner  or  pin.    On  this  folded  top, margin  is  recorded  the  file  numb*^r- 
These  files  are  then  placed  in  a  large  ordinary  file  box,  having"      a 
front   that    lifts   up   on   a   cloth    hinge.     The   numbered   edges   ^M~*~e 
toward  the  open  end,  so  that  by  lifting  the  front  and  running    *:»',c 
finger  down  along  the  front  edges,  the  desired  file  is  quickly  foa*~"ic3. 
Each  large  file  box  bears  on  its  front  a  paster,  showing  the  se^~*^ 
number  of  the  files  contained  therein;  thus   1    to   100;   100  to  1  ~7^> 
etc.     The  index  is  an  ordinary  lettered  index  that  can  be  bou^^"1 
anywhere,    except   that    it   has   a    removable    cover    and    with   l^*°c 
bindings,  so  that  loose  leaves,  may  be  inserted  from  time  to  tr*-*1 

REPORTS.    Sl'RVEY    NOTES.    DEED    DESCRIPTIONS.    ETC. 

Reports,  survey  notes,  deed  descriptions,  small  survey  tracir»^~  ' 
etc.,  arc  folded  and  placed  in  flat,  heavy  paper  files  such  as  attorn  ^>  ~ 
use  in  filing  awav  court  cases.     Each  file  is  numbered  and  proper  *"  ^ 
and  copiously  indexed  in   a  "Report,  etc."   index  of  the  same  st;> 
as   is  used   in    indexing   correspondence.     In   order   that  they  rr*»^~ 
be  kept  clean  and  not  become  scattered,  they  are  then  placed  ir* 
large   pasteboard   file  box   of  the   same  length   and  breadth  but      ^ 
sufficient  height  to  hold   from  ten   to  twentv-five  or  more  smal^^ 
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Each  file  box  bears  on  its  front  a  paster  showing  the  nam- 
contained   therein. 

FILING  AND  INDEXING    MAPS. 

All  maps  and  plans  should  be  kept  clean,  flat  if  possible,  and 
from  creases  and  folds.  On  account  of  the  varying  sizes,  it 
hard  matter  to  provide  cases  with  suitable  size  drawers.  We 
:  two  flat  top  cases  56  inches  wide  by  40  inches  deep  by  42 
es  high,  each  containing  five  drawers,  size  52  by  36  inches  by 
ches  deep  and  four  drawers,  size  22  inches  by  36  inches  by  3 
es  deep.  In  the  lower  right  hand  corner  of  every  map,  plan 
lat  in  a  space  of  one  and  one-half  b\'  three  inches,  appears  the 
vring:      Engineering    Department ;.  Springfield,    Ohio;    No...; 

e . . ;  Date ;   Surveyed  by   ;  Drawn  by  ;  for 

trinity's  sake,  a  rubber  stamp  or  stencil  may  be  used.     All  plats 
can  be  kept  flat  and  are  not  too  large  are  filed  away  in  the 
vers.     Each  drawer  is  lettered  and  bears  a  paster  showing  the 
r  and  numbers  of  plats  contained  therein ;  thus  "A"  1  to  80 ; 
80  to  190,  etc.     Plats  and  profiles  that  can  not  be  filed  in  draw- 
are  rolled  up  and  placed  in  a  wall  case  containing  a  number  of 
r>artments   7    inches    high,   6   inches    wide   and    30    inches    deep, 
end  of  the   wall   case  contains  compartments   12   inches   high, 
riches  wide  and  60  inches  deep,  for  very  large  plats.     All  plats 
a  small   paper  tag   lxV/2   inches,   such   as   are   used   by   mer- 
its, having  the  number  of  the  plat  on  one  side  and  an  abbrevi- 
i  of  the  title  on  the  other  side.     From  20  to  40  plats  are  placed 
ach  pigeon  hole.     Each  case  is  lettered  and  the  compartments 
a  paster  as  an  aid  for  finding  the  desired  number  quickly  and 
ring  its  return  to  the  proper  compartment.     The  index   is  the 
-    style    as    described    heretofore    and    plats    are    indexed    thus : 
i    of  Reservoir — Drawer   A.   No.  37   or   Profile  of   Main   Street 
er,  Case  D.  No.  125. 

FILING    AND    INDEXING   OF   FIFXD   BOOKS. 

iMeld  books  arc  numbered  consecutively.  Tt  was  the  practice 
ceep  transit  books  for  surveys  and  level  books  for  levels  and 
ies.  This  necessitated  carrying  two  books  into  the  field  and 
practice  has  .been  discontinued.  All  survey  notes  and  levels  are 
^rded  in  a  level  book,  as  it  is  of  a  convenient  size.     The  pages 


■>:! 
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of  these  books  arc  all  numbered.  Field  books  and  pages  and  the 
bench  mark  elevation  are  recorded  on  each  plat.  The  index  is  of 
the  same  style  as  described  heretofore. 

The  foregoing  method  of  filing  and  indexing  office  records  has 
been  fimnd  satisfactory.  In  order,  however,  to  make  this  or  any 
other  system  successful,  it  must  be  kept  strictly  up  to  date. 


of 


inquiry  ; 


and  W.  D.  Sell  <»f  Charleston,  W.   Va.,  replied 


■thods  for  keeping  track 
engineer   in   private  practice  the 


.  i  Engineer- 
inn  Mw*  in  March,  mhia. 

Mr.  Sell's  letter  is  here  abridged:  "In  numbering  and  desig- 
nating maps  and  plans  the  year,  month  and  day  are  used  for  serial 
numbers;  Will  was  completed  July  S3,  IUOS.  These  numbers  are 
followed  by  letters.  D  is  original  drawing,  T  a  tracing,  Mi* 
ished  map.  In  connection  with  these  the  letter  X  is  used.  Pre- 
ceding them  it  indicates  a  copy  made  in  the  office  from  a  WMC* 
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outside  the  office;  succeeding,  a  map  made  outside  the  office.  Thus, 
20706XT  means  a  tracing  made  July  6,  1902,  from  a  map  supplied 
by  John  Doe;  41102DX  means  a  map  supplied  and  filed  in  the 
office,  made  by  John  Doe. 

Over  half  the  drawings  are  folded  so  as  to  be  placed  in  legal 
cap  filing  boxes,  on  the  back  of  which  are  the  limiting  numbers. 
On  the  lower  right  hand  corner  of  each  folded  map  is  its  number 
and  in  the  lower  left  hand  corner  the  reference  words. 

Maps  that  can  not  be  folded  and  tracings  kept  for  making 
prints  are  filed  in  cloth  covered  telescoping  tubes.  Three  lengths 
are  used,  36,  42  and  46  inch,  which  are  lettered  respectively  A,  B,  to 
A2,  B2,  etc.;  2A,  2B  to  2A2,  2B2,  etc.;  3A,  AB  to  3A2,  3B2  etc. 
The  diameters  range  from  2  to  6  inches.  Each  map  filed  in  these 
tubes  bears  the  letter  of  the  tube  in  which  it  belongs.  It  also  bears 
the  full  title  of  the  finished  drawing  and  words  underscored  indi- 
cating the  cards  under  which  it  is  indexed. 

A  card  index  is  kept  and  a  blank  book  to  fit  the  card  index 
drawer,  in  which  latter  the  titles  are  entered  chronologically,  the 
same  words  being  underscored.  Some  maps  require  but  one  refer- 
ence, others  more;  usually  it  is  the  name  of  the  party  for  whom 
the  work  was  done  and  the  location.  Then  sometimes  there  are 
special  titles  requiring  indexing,  such  as  Mine  Maps,  City  Lots, 
Culverts,  Foundations,  etc.  On  the  cards  and  in  the  book  the 
references  to  the  tubes  are  in  pencil. 

In  the  book  index  the  titles  are  entered  in  pencil  at  the  time 
the  work  is  done,  and  the  maps  filed  in  the  "unindexed"  tube  or 
file  box.  When  time  is  convenient,  and  at  not  too  long  intervals, 
the  cards  are  made  out  and  filed,  the  penciling  is  inked,  and  the 
maps  properly  placed. 

Each  tube  will  hold  a  number  of  maps,  but  too  many  in  one 
tube  make  it  troublesome.  About  once  a  year  the  tubes  are  over- 
hauled and  many  maps  are  folded  and  filed  away  in  the  boxes." 


The  writer  gives  here  his  own  letter  in  full.  It  is  believed  the 
majority  of  men  holding  office  as  engineers  in  small  cities  and 
towns  are  engaged  in  private  practice,  the  city  work  being  inci- 
dental. The  methods  described  in  the  communication  to  the  paper 
can  thus  be  useful  to  city  engineers  as  w6ll  as  private  practitioners. 

"It  is  useless  to  attempt  to  keep  maps,  notes  and  records,  if 
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ao  method  b  adopted  for  finding  them  quickly.  Usually  they  are 
wanted  when  time  is  pressing.  The  writer  has  solved  the  problem 
to  ma  own  satisfaction  in  the  following  manner: 

The  first  thing  to  do  is  to  provide  for  taking  care  of  the  papers 
after  classification.  The  second  is  to  avoid  complex  classification 
in  the  filing  receptacles.  The  third  is  to  provide  an  adequate  index 
and  do  all  the  classifying  there. 

Some  men  hare  a  mania — or  develop  one — for  minute  sub- 
division and  classification  and  devise  a  system  (so-called)  that  is 
burdensome  and  acts  as  a  deterrent  upon  friends  who  see  it  in 
operation.  Complex  systems  are  soon  abandoned  unless  the  engi- 
neer is  fortunate  enough  to  be  able  to  indulge  in  the  luxury  of  a 
filing  clerk.  An  ordinary  office  boy  can  not  index  the  papers  of  an 
engineer. 


A  sheet  of  paper  36  inches  wide  can  be  divided  most  econom- 
ically by  adhering  to  the  following  regular  sizes  of  sheets,  which 
are  lettered  to  indicate  the  sire:  "A"  sheets,  9x12  inches;  "B" 
sheets,  12x18  inches;  "C  sheets,  18x24  inches;  "Dw  sheets,  24x36 
inches.  .  Sheets  between  these  sizes  are  to  be  lettered  to  correspond, 
and  to  be  filed,  with  sheets  of  the  next  larger  size. 

The  sheets  are  to  be  filed  by  size  in  drawers  or  filing  cases. 
They  can  also  be  filed  in  home  made  portfolios,  and  these  can  be 
hung  on  a  wall  or  partition,  or  be  placed  on  shelves. 

Many  drawings  will  have  to  be  kept  in  rolls,  for  some  will  be 
too  large  to  file  conveniently  in  drawers  and  others  have  to  be 
taken  out  of  the  office  frequently.  It  is  the  practice  of  the  writer 
to  keep  all  drawings  rolled  up  that  go  often  outside  of  the  office. 
The  rolled  drawings  are  kept  in  pasteboard  cases.  These  can  be 
purchased  from  any  dealer  in  drawing  materials,  but  local  box 
factories  will  usually  make  them  in  dozen  lots  for  a  much  lower 
price. 

The  rolled  drawings  are  naturally  divided  into  two  classes: 

(1)  Drawings  larger  than  24x36  inches,  and  to  which  a  letter 
can  be  given  according  to  their  width.  The  following  are  sugges- 
tive: "E"  sheets  are  30  inches  wide  and  may  be  of  any  length, 
provided  they  are  too  long  to  be  classified  with  "D"  sheets;  "F** 
sheets  36  inches  wide;  "G"  sheets  42  in'hes;  *'H"  sheets  48  inches, 
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etc.,  each  letter  being  for  sheets  6  inches  or  less  wider  than  the 
next  smaller  sheet.  The  width  of  the  sheet  regulates  the  length  of 
the  filing  tube  or  case. 

(2)  Drawings  in  use  on  some  particular  job  and  kept  together 
until  the  job  is  completed  are  usually  placed  in  tubes  of  smaller 
diameter  than  the  regular  tubes  for  convenience,  and  only  one 
set  is  kept  in  a  tube,  a  label  being  placed  on  the  outside  so  it  can 
be  readily  kept  track  ol 


I  McLoins  Woodland  Park.               IB8o  So 

Z   Alfomonr                                                 /886  ISfc 

3  No»-fln  Alfa  moot-         .           m         1887  4^ 

4.         »»                  »*            Cor.flqfof         1887  2Z3 

5  A Sh brook  Investment' Co's  Add-/ 889  4-o 

6  Chqf.E.Fi'nley  Q>s  Znd.Add.    189b  7 


S.W*40F  N.E.^OFSrCIG-43-33 
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The  most  satisfactory  method  for  taking  care  of  the  tubes, 
considering  economy  and  ease  of  reference,  is  to  have  a  frame  vork 
built  in  the  office  much  like  the  studding  in  house  framing.  In 
each  vertical  post  drive  wooden  pegs  at  a  slight  angle  long  enough 
to  hold  about  two  or  three  tubes  on  each  peg.    Tn  order  that  prying 
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visitors  may  not  become  too  interested  in  work  going  on  in  the 
office  it  is  good  practice  to  number  every  job  consecutively  and 
place  only  the  number  on  the  label  pasted  on  the  tubes  containing 
work  in  hand. 

The  first  class  of  drawings  will  usually  be  on  paper  or  tracing 
cloth.  The  second  class  usually  consists  solely  of  blue  prints.  The 
second  class  will  be  indexed  in  the  permanent  index  record,  so  far 
as  the  original  drawings  from  which  the  prints  are  made  are  con- 
cerned. An  additional  index  for  work  in  hand  is  therefore  a  sim- 
ple matter. 

A  book  with  plain  pages  and  having  an  alphabetical  index  is 
used.  Each  job  is  numbered  consecutively  and  a  record  entered  in 
the  book,  commencing  with  the  first  page.  Usually  a  page  is  given 
to  each  job. 

First  the  number  of  the  job  is  placed  at  the  upper  outside 
corner  of  the  page.  Underneath  is  placed  the  name  and  address  of 
the  party  for  whom  the  work  is  being  done,  and  such  other  items 
(including  dates)  as  may  be  considered  necessary  to  keep  the  record 
compact  and  fairly  complete.  Below  this  put  a  list  of  the  drawings 
used  for  the  work,  together  with  their  index  and  filing  numbers. 
In  the  aphabetical  index  forming  part  of  the  book  it  is  simply 
necessary  to  put  in  the  name  of  the  employer  (client),  together 
with  the  job  number  and  page  of  the  record.  The  cost  of  the 
tubes  is  so  small  that  it  pays  to  keep  all  the  drawings,  together 
with  specifications,  contracts,  etc.,  in  these  same  tubes  and  file  them 
away  when  the  job  is  done.  If  any  question  afterward  arises  the 
ability, to  produce  such  papers  when  wanted  is  a  valuable  asset. 
The  writer  usually  seals  the  tubes  and  puts  them  where  the  dust 
can  not  accumulate  and  where  there  will  be  small  danger  of  fire. 

An   engineer   should  have   a  fireproof  safe,   or   rather,   a   good 

sized  vault,  in  his  office  and  keep  all  the  records  in  it.     If  he  can 

not  do  this,  but  must  carry  them  to  a  vault  for  storage  each  night, 

he  will  find  rolls   and  flat  portfolios   better  than   shallow    drawers 

and    standard   filing   cases.      Metal    protected   filing   cases    may,   of 

course,  be  purchased  if  the  engineer  can  afford  it. 

(Note — The  writer  wishes  to  add  to  the  original  letter  by  saying  he 
uses  shallow  drawers  in  the  office  under  the  drawing  board  to  hold  plain 
sheets  that  have  been  cut  ready  for  use  and  also  to  hold  drawings  re- 
ferred to  during  the  day.  In  a  vault  shallow  drawers  have  a  place.  They 
should   never   hold   more   than   twenty-five   sheets,    however,    as   it    is    a    difficult 
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job    to    look    for   anything    when    there    are   more.     The   best    device    of   this 

kind  he  has  seen  was  one  where  there  was  a  piece  of  heavy  pasteboard  as  a 

false   bottom.      In   the   bottom    of   the   drawer    near    the    front    was    a    large 

hole.     When  the  drawer  was  pulled  out  the  hand  was  pushed  under  the  false 

bottom  and  it  was  raised  and   carried   forward  until   the   front  rested  on   the 

top  of  the  drawer  thus  permitting  an  easy  examination  of  the  sheets.     Within 

the  past   few   years  a  filing  system  has  .come  into   use  whereby   the   drawings 

have  eyelets  attached  to  them  on  one  side.     A  case  is  used  with  a  door  that 

comes  down  flat  like  a  ladies'  writing  desk.     Fastened  to  this   door   are   two 

rods    over    which   the    eyelets   go.      When    the    door    is   swung   to    its    vertical 

position  the  drawings  hang  by  these  rods  and  are  very  convenient   for   refer- 

ence.     Such  a  scheme  requires  little  room.) 

FIELD   AND  OFFICE  BOOKS. 

To  avoid  duplication  of  numbers  all  books  used  are  numbered 
consecutively,  transit  books  being  indicated  in  the  index  by  *T," 
level  books  by  "L"  and  books  used  in  the  office  by  "O."  The  letter 
and  number  placed  on  the  back,  where  it  can  be  seen  when  the  book 
is  on  a  shelf,  indicates  to  the  cearcher  the  book  wanted. 

(Note — The  writer  uses  generally  a  book  ruled  in  quarter-inch  squares, 
or  in  ten  squares  to  the  inch,  for  all  his  work  except  work  of  a  fairly  regular 
kind,  like  railroad  or  canal  surveys.  There  is  no  vertical  ruling  in  red  lines, 
so  this  enables  him  to  use  the  book  for  all  classes  of  work.  If  he  happens 
to  be  so  placed  that  he  can  not  get  hold  of  such  a  book  he  prefers  to  use  a 
book  ruled  like  a  level  book.) 

Office  books  are  two  in  kind.  One  kind  is  about  the  same  in 
size  as  a  field  book,  but  costs  much  less,  and  when  possible  all 
pages  should  be  ruled  in  squares.  The  other  office  books  are  usu- 
ally about  8^2  inches  wide  and  14  inches  high.  The  pages  are  also 
ruled  in   squares.     The  squares  may  be  eight  or  ten  to  the   inch. 

(Note — It  should  have  been  stated  that  the  larger  books  are  used  alto- 
gether for  structural  work  and  static  calculations.  The  smaller  books  for 
surveys,  hydraulic  calculations,  etc.  For  figuring  paper  it  is  easy  to  purchase 
loose  sheets  for  20  cents  a  pound,  ruled  on  both  sides  in  quarter-inch  squares.) 

When  doing  any  work  it  is  wisest  to  do  it  in  a  book  instead 
of  on  slips  of  paper  to  be  thrown  away.  A  slight  degree  of  care 
used  to  indicate  at  the  top  of  the  page  the  work  done  thereon,  and 
a  careful  indexing  of  the  book  will  often  save  considerable  annoy- 
ance and  expense  afterward.  The  writer,  for  this  reason,  when  in 
the  field  prefers  to  do  his  figuring  on  pages  of  the  field  book  rather 
than  on  separate  pads;  if  it  can  not  be  done  without  interfering 
with  the  notes  on  an  opposite  page,  then  he  figures  in  the  back  of 
the  book. 
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In  any  scheme- for  indexing  plats,  etc.,  the  letters  "T."  '"  ™ *    . 
and  *'0"  are  kept  for  the  books.    The  books  are  not  numbered  «*^^*lU1 
the  number  of  the  piece  of  work,  for  frequently  one  book  may      '~mJ  "* 
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used  oa  several  j<>bs.  and.  conversely,  some  pieces  of  work 
up  many  books.  It  happens  occasionally  that  one  book  may 
for  both  transit  and  level  work.    In  that  case  it  is  filed  as  ; 


will  use 
be  used 
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(Notb— The  writer  is  contemplating  a  change  by  omitting  level  books  as 
*.  part  of  his  scheme.  Hereafter  "T"  will  indicate  field  books,  and  "O"  will 
indicate  office  books,  for  it  is  getting  to  be  more  and  more  the  habit  to  use 
a.  book  indiscriminately  and  he  does  so  much  stadia  work  that  a  general  field 
book  is  used.  If  the  book  happens  to  have  been  used  for  level  notes  only, 
%he  word  "Levels"  can  be  put  on  the  back  edge.) 

So  far  as  the  use  of  hooks  is  concerned,  the  writer  prefers  to 
liave  in  books  only  data  used  or  collected.     For  records  he  prefers 
loose  sheets,  9x12  inches  (or  as  much  larger  as  may  be  found  nec- 
essary, filed  with  the  drawings).     On   these  sheets  can  be  platted 
all  the  information   wanted   in   much  better   shape   than   it  can   be 
placed  in  a  bound  book.     It  helps,  also,  in  making  records,  to  be 
able  to  plat  to  scale,  and  this   it  is  almost  impossible  to  do   in  a 
bound  book.     The  card   index   finds  these  sheets  as  quickly  as   it 
will  find  a  book. 

(Note — In  a  discussion  on  field  books  W.  Newbrough,  Evanston,  Wyo., 
wrote  to  Engineering  News  a  letter  published  May  18,  1905,  describing  his 
field  books.  His  books  are  made  to  order,  Al/2xl  inches,  on  ruled  paper,  six 
squares  to  the  inch,  80  leaves  or  160  pages  to  the  book,  well  bound,  no 
other  rulings.  In  connection  he  uses  a  30  ct.  rectangular  plotting  protractor, 
with  the  lower  edge  graduated  six  spaces  to  the  inch.  These  he  buys  by 
the  dozen. 

He  first  numbers  all  the  pages.  At  the  top  of  the  left  hand  page  he 
writes  the  name  of  the  work,  who  it  is  for,  and  other  useful  and  necessary 
data.  If  the  work  is  leveling,  he  draws  column  lines  with  a  pencil;  if  it  is 
a  sketch  he  can  make  it  somewhat  to  scale  with  little  trouble.  If  a  memo- 
randum of  pipe  sizes  or  the  address  of  a  person  in  connection  with  the  work, 
it  all  goes  down.  He  writes  on  every  line  or  every  other  line  as  he  chooses, 
or  makes  an  underground  survey  and  keeps  his  notes  entirely  by  sketching 
if  he  chooses.  To  illustrate,  he  gives  as  a  sample  the  index  page  of  Book 
48,  as  follows: 
Page. 

1.     Description  of  land  sold  by  M.  V.  Morse. to  G.  Anderson,  12-ll-'03  (from 
deed). 

3.  Anderson's  description   of  above   from   letter. 

4.  Sketch  of  Evanston   No.    1    Reservoir. 

5.  Notes    of   Alignment    for    City    Water    Works   change. 
13.     Notes  of   lines    for    City    Water    Works   change. 

33.     Sketch  standard  coal  car   for  K.   C.   Co. 

35.     Level   notes   for    freeze-out   ditch   and   alignment. 

43.     Calculations  for  above. 

52.     Calculations  and  stresses  and  sketches  in  truss  for  D.  C.  Co.  coal  dump. 

76.     Grade   levels   for   Evanston,   etc. 
He  adds   that  it   is  his  rule  to  make  all  calculations  in   these  books,   even 
in   the   office.      Compare   this    with    the   writers'    method,    already   described,    of 
numbering  his  books  consecutively  and   of  making  calculations  in   books, 
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Hr  gives  field  books  their  number  when  filled.  The  contents  are  card 
indexed  in  three  or  four  ways,  notably  by  name  of  person  for  whom  the  work 
was  done,  by  name  of  work,  and,  if  surveys,  by  township  and  range  and  by 
name  of  nearest  postoffice.  When  going  to  make  a  survey  in  any  locality 
he  can  easily  look  over  the  index  and  find  books  relating  to  surveys  made 
there,  and  take  the  notes  with  him. 

L.   T.   Haney.   New  York   City,  in  the  same  issue,   mentions  his  new  field 
book  with  good  binding  on  thinner  paper  than  is  customary,  ruled  with  water- 
proof ink  and  having  a  protractor,  graduated  to  five  degrees,  printed  in  faint 
ink  on   the  right  hand   page  to   facilitate  rapid  sketching.     The  book  is  *>ar" 
rower  than  usual  so  it  can  be  carried  in  the  hip  pocket.     The  writer  does  not 
favor  the  hip  pocket,   for  perspiration   is  bad   for  the  book  and  the  skin  may 
chafe  on  a  hot  day.     He  prefers  a  coat  pocket,  and  if  the  weather  is  hot  a 
light  linen  coat  can  be  used.      If  he  wears  no  coat  then  carry   everything  in 
a  specially  made  leather  pouch  hanging  from  a  strap  over  the  shoulder.    Such 
a    pouch    contains   a    loose    pocket    for    table   book,    one    for   the    field  book,  a 
place  for   a  plumb  bob  and  a   pocket   for  pencils.     For  a  protractor  for  field 
sketching   he    hns    found    Almorth's    Draftsman's   Protractor    very   handy*     " 
can   be  carried  readily  in  the   field  book,   and  as  it  attaches  to  the  paper  by 
a   needle   point,    good   sketches   can   be    made    from   any   vertical   or   horizontal 
line   as  a   meridian.      Another   useful   little   device   of   the   same   kind   is  called 
the   Ready   Draughting   Instrument.     It  is  on   thin   metal  and   a  common  Pm 
can   he   stuck    in   the   paper   to   serve   as  a   center.      Like   the   Almorth,  it  has 
a  graduated  edge  in  addition  to  a  protractor  graduation.) 

PERMANENT    CARD    INDEX. 

The  permanent  index  is  used  for  keeping  track  of  field  books, 
calculation  books  and  drawings,  maps,  plans,  sketches,  etc.  It  lS 
best  to  use  for  this  purpose  regular  index  cards,  now  so  common 
a  feature  in  office  record  systems.  Cards  3x5  inches  in  a  120  di- 
vision  of  the  alphabet  are  very  convenient.  On  this  part  of  his 
outfit  the  engineer  can  go  to  any  expense  he  wishes.  The  writer 
uses  a  cardboard  filing  box  costing  him  30  cents.  His  cards  cost 
8  cents  per  100  and  the  alphabetical  guide  cards  cost  80  cents  per 
set.  As  the  filing  box  was  prepared  only  for  filing  cards  it  had 
no  guide  to  maintain  cards  in  an  erect  position  when  the  box  was 
partly  filled.  The  guide,  however,  was  an  easy  and  inexpensive 
matter  to  arrange.  The  box  will  hold  1,500  cards  in  addition  to  the 
guide  cards.  The  above  figures  are  given  to  show  that  the  cost  of 
the  index  is  not  too  high  to  prevent  its  use.  The  man  who  wishes 
to  have  a  finely  finished  wooden  case  with  trimmings  can  get  it 
by  paying  the  price. 

Each   job  is  indexed   in   the   card   index   by  the   name  of  the 
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client.  The  full  name  is  put  at  the  top,  together  with  the  job 
number.  On  the  lines  beneath  are  placed  the  numbers  of  all  the 
drawings,   followed   by   an   identifying  description,   precisely   as   in 

Certificate  of  Survey 

"Mtosas  Cfy,  Mo.  ffprii //JSaS 

Jtfr.  W.  TAIex.or?c/er 

A&rtsos  City,  Mo . 
TJeor  Sir  : 

Th/*  is  to  certify  Mat  yre  hare,  f/tt's  cfate  made 
Surrey  of  Me  premises  cfesc.ri6e.cf  as   Lot  8 

/Jag/ecroff" 

and fare  marked  Me  fines  Me  re  of  /h  Me  manner 
representee*  on  Stre  a  ocompanytne  pfaf. 


So 


1 


S*»KC 

/«7.Ca.' 

f*7-  C  Z ' 

erf  cor                    A 

Sh,kt 
or-car. 

1+' 


£ 


(Jours  respect  fully 
Book  9-4-3-33   PcL^elT 

Ciril  Engineers. 
Ft  J*  S      S<?mp/e  of    Certificate,    of  Survey 

tfP/oir>    Survey." 

the  reference  book,  for  work  in  hand.  This  card  also  contains  the 
numbers,  etc.,  by  which  to  identify  the  field  and  calculation  books 
used  on  the  work. 
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In  addition  to  indexing  by  the  name  of  the  client'  it  is  in- 
dexed by  the  number  in  the  same  index.    The  number  is  placed  at 
the  upper  left  hand  corner  of  the  card  and  the  name  of  the  client  is 
put  underneath.    Then  for  full  information  the  searcher  will  look 
up  the  card  containing  the  name  of  the  client.     All  the  data  in 
field  and  office  books  and  on  plats  and  drawings  is  indexed  by  the 
name  of  the  client,  name  of  work,  name  of  street,  number  of  job, 
and,  in  fact,  by  as  many  cross  references  as  the  indexer  cares  to 
use.     Bench  marks,  monuments  and  all  survey  points  are  indexed 
in   the   same   way. 

The  writer  prefers  to  use  a  single  index  instead  of  having  one 
for  each  subject  or  class  of  work.  It  may  be  objected  to  that  such 
a  system  as  is  here  described  lumps  things  too  much,  and  it  would 
facilitate  matters  to  classify  each  subject  in  drawers  or  portfolios. 
The  writer  has  seen  many  men  abandon  system  altogether  after 
making  attempts  at  such  a  classification  because  it  is  hard  to  keep 
up  and  calls  for  too  much  indexing.  In  the  system  described  the 
most  economical  methods,  so  far  as  space  is  concerned,  are  con- 
sidered.    It  has  been  a  matter  of  growth. 

In  the  card  index  any  degree  of  classification  can  be  carried 
out.  For  example,  cards  can  be  headed  Benches,  Monuments,  etc., 
and  references  made  to  streets  and  books  and  plats,  to  one  or  all. 
Waterworks,  Sewerage.  Street  Improvements,  etc.,  can  be  referred 
to  also  under  a  general  heading  and  cross  referenced  as  minutely 
as  desired. 

Whenever  a  drawing  is  traced  or  a  copy  given  out,  remarks 
can  be  written  on  the  back  of  the  sheet.  Each  tracing  will  carry 
the  number  of  the  drawing,  and  if  the  drawing  was  entirely  on 
tracing  cloth  it  is  a  good  plan  to  put  in  the  file  with  it  a  sheet 
attached  to  it  by  means  of  a  clasp  or  pin.  The  sheet  of  PaPer 
should,  of  course,  carry  the  same  letter  and  number,  so  it  can  be 
put  back  in  place  if  detached  at  any  time  the  tracing  is  used.  On 
this  sheet  should  be  put  all  remarks  likely  to  be  of  value,  such  as 
dates  when  blue  prints  were  made,  to  whom  given,  alterations,  etc 

When  drawings  are  changed  so  much  that  a  new  one  is  re" 
quired,  the  new  drawing  should  carry  the  old  number  and  letter 
(if  of  the  same  size)  and  have  on  it  memoranda  to  indicate  the 
changes.  The  old  drawing  should  be  marked  across  the  face  in 
Jarge   letters,   "Cancelled   by   drawing    ,."     Py   doing  this  all 
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drawings  can  be  kept  together  without  danger,  as  it  is  not  good 
policy  to  throw  such  things  away  when  replaced  by  new  drawings. 
The  writer  has  found  it  well  sometimes  to  put  old  changed  draw- 
ings away  in  tubes  bearing  the  letter  of  the  sheet  size  so  that  the 
flat  files  or  drawers  will  not  have  too  much  old  matter  in  them. 

Sometimes  for  convenience  on  certain  work  a  slight  dropping 
into  a  decimal  system  of  filing  is  adopted.     Take,  for  example,  a 
sewer   system  in  Jonesboro.     The  drawings  will  be  on   sheets   of 
different  sizes,  and  in  the  upper  left  hand  corner  will  appear  per- 
haps as  A  667,  B  591,  C  245,  D  127  and  the  general  map  may  be 
F  90.     Underneath  is  the  number  of  the  job,  the  whole  being  in 
the  form  of  a  fraction.     Pipe  details  will  be  No.  1  throughout  for 
record  purposes  for  that  particular  job.     Manholes   (general)   will 
be  No.  2.     Manhole  details  will  be  2.1,  2.2,  2.3,  etc.,  and  2.21,  etc., 
if  there  are  details  of  details.     Catch  basins  will  be  No.  3,  Flush 
Tanks  No.  4,  etc.     The  reason  for  this  is,  that  sometimes  special 
records  are  made  for  each  job,  and  besides,  an  engineer  in  the 
course  of   a   long   practice   will   accumulate    standards.     Of   these 
standards  he  can  have  a  special  and  separate  index,  and  throughout 
lie  can  give  certain  details  definite  recognition  numbers.     Such  a 
matter  can  be  best  developed  by  the  man  using  the  system. 

It  is  assumed  that  the  index  referred  to  relates  solely  to  matter 
placed  on  sheets  and  to  the  accompanying  data  in  books.  It  pos- 
sesses an  admirable  flexibility  and  is  capable,  therefore,  of  an  in- 
definite expansion.  The  engineer,  however,  has  other  things  to 
preserve,  such  as  memoranda  and  notes  and  fragmentary  literature. 
Other  indexes  must  be  provided  for  them. 

INDEX   MAPS  FOR  CITY  WORK. 

When  an  engineer  is  doing  considerable  work  in  one  city  and 
bleeds  to  refer  often  to  benches  and  survey  points  he  can  arrange 
in  the  following  manner  for  keeping  track  of  them.  Procure  a  map 
Cjf  the  city  and  divide  it  into  spaces  4J^x7  inches  and  give  each 
space  a  number.  Prepare  cards  of  the  same  size,  and  on  one  side 
draw  the  part  of  the  city  in  the  space  that  card  is  to  cover.  Some 
engineers  use  a  thin  map  by  cutting  it  up  and  pasting  the  pieces  on 
one  side  of  the  card.  The  map  that  is  marked  is  the  index  and 
the  cards  are  a  record  to  take  to  the  field. 

When  a  bench  is  established,  or  a  monument  or  a  line  point 
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set,  a  record  should  be  made  on  a  card  in  a  card  index  box,  or  it 
on  be  entered  alphabetically  by  streets  in  a  book.  All  points  should 
he  numbered,  one  set  being  used  for  survey  points  and  another  for 
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benches.  On  the  index  map  place  the  numher  in  the  proper  loca- 
tion. On  the  small  cards  also  put  the  numbers  clown  in  the  proper 
locations.  Red  ink  is  generally  used  for  elevations  and  some  other 
color  for  survey  points.    On  the  back  of  the  card  write  the  descrip- 

* 

tion,  exact  location  and  elevation.  The  cards  are  filed  in  large 
envelopes  in  a  box  serially.  When  a  survey  is  to  be  made  in  any 
part  of  the  city  a  glance  at  the  map  on  the  wall  gives  the  number 
of  the  card  covering  that  part. 

The  card  is  removed  from  the  case  or  envelope  and  placed  in 
the  back  of  the  field  book.  This  renders  it  unnecessary  to  do  any 
copying  when  in  a  hurry.  As  the  same  information  is  on  a  card 
in  a  regular  card  index  there  is  no  danger  of  serious  loss  if  the 
map  card  is  lost  while  in  the  field. 

LOOSE    LEAF    INDEX    SYSTEM    FOR    NOTES,    ETC. 

In  the  course  of  time  sketches,  notes  of  observation,  trade 
secrets,  useful  wrinkles  and  formulas  accumulate  and  should  be 
so  preserved  that  they  will  be  immediately  available  when  wanted. 
Tt  is  a  good  plan  to  carry  a  loose  leaf  book  with  ruled  pages  and 
make  such  memoranda  and  notes  on  the  loose  sheets.  Each  item 
should  be  placed  under  a  heading,  so  it  can  be  found  with  certainty 
when  wanted,  and  it  is  a  good  plan  to  put  at  the  top  of  the  sheet 
all  the  headings  under  which  the  subject  will  be  looked  for  when 
wanted. 

When  back  in  the  office  the  sheets  should  be  taken  from  the 
covers  and  filed  alphabetically  in  a  box  of  the  proper  size.  Where 
several  headings  are  indicated,  make  out  blank  sheets  for  each 
subject,  containing  that  subject  at  the  top  and  underneath  a  state- 
ment as  to  the  heading  under  which  the  information  is  filed.  These 
auxiliary  sheets  are  to  be  filed  alphabetically. 

It  can  be  readily  seen  that  such  a  system  is  self-indexing  and 
calls  for  no  additional  work  in  recording,  provided  only  one  subject 
is  entered  on  each  page.  The  engineer  has  thus  a  constantly  ex- 
panding self-indexed  hand-book  of  data.  It  is,  of  course,  not  one 
he  can  carry  with  him  in  his  pocket,  but  it  is  one  he  can  easily  refer 
to  in   the  office. 

TRADE  LITERATURE. 

(In    the   last    chapter    the    writer    has   placed    a    part    of    his   article    which 
relates   to  the   filing   and   indexing  of   fragmentary   literature.      In   that    chapter 
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is  a  list  of  dealers  in  articles  required  by  city  officials  and  the  list  has  been 
prepared  in  order  that  readers  will  know  who  can  supply  their  wants.  As  all 
catalogues  should  be  preserved  for  future  reference  the  place  for  a  description 
of  filing  methods  seemed  to  be  in  such  a  chapter.) 

EVERYTHING    IN   ITS    PLACE. 

The  writer  is  strongly  opposed  to  roll  top  desks,  or  desks  con- 
taining more  than  one  drawer,  in  an  office.  That  is,  in  the  office 
of  an  engineer  having  assistants.  «He  prefers  a  Mat  top  table  with 
one  shallow  drawer,  where  the  man  using  it  can  put  pencils,  etc. 
and  where  he  can  leave  small  things  of  his  own  at  night.  This  table 
can  have  some  shelves  at  one  end  on  which  to  place  things  needed 
during  the  day,  but  everything  can  go  to  its  place  at  night  A  large 
metal  cash  box  is  convenient,  and  one  can  be  placed  on  each  table 
so  that  books,  memoranda,  etc.,  used  during  the  day  can  be  locked 
in  that  box  and  be  put  away  for  the  night. 

To  keep  the  drawing  boards  and  tables  free  from  dust,  and  to 
protect  papers  tacked  down  a  linen  or  muslin  cover  should  be  hung 
over   each   every  evening  at  quitting  time." 


The  following  article  is  re-printed  entire  from  Engineering 
Navs  of  July  20,  1905,  being  a  reprint  from  The  Transit,  published 
by  the  Engineering  Society  of  the  University  of  Iowa.  All  the 
illustrations  have  been  redrawn  for  this  book. 

METHODS  OF  FILING  RECORDS  IN  A  CITY  SURVEYOR'S 

OFFICE. 

BY   FRED   GABELMAN,    C.    E. 

In  some  of  our  larger  cities  the  lot  and  land  line  surveys  are 
made  by  engineers  in  private  practice,  the  city  engineering  depart- 
ment devoting  its  entire  time  to  public  improvements,  doing  nothing 
whatever  with  these  surveys.  Since  no  department  of  the  public 
service  is  directly  responsible  for  the  maintenance  of  monuments, 
there  is  consequently  no  uniform  system  of  monumenting  street  and 
other  lines,  hence  every  engineer  or  firm  of  engineers,  doing- this 
kind  of  work  must  have  its  own  system  of  street  and  land  line 
monuments  and  references  to  the  same,  which  in  fact  is  a  very 
valuable  part  of  the  firm's  assets. 

If  a  firm  has  records  of  and  references  to  all  the  section,  land 


OFFICE  SVSTF.MS. 


HIT 


and  street  monuments  and  lines  in  the  city,  and  is  called  upon  to 
make  from  three  to  twenty  surveys  per  day,  it '  must  have  these 
records  and  references  very  full  and  complete,  and  must  have  a 
very  systematic  and  flexible  method  of  indexing  the  accumulated 
and  rapidly  accumulating  information  in  order  that  the  preliminary 
notes  for  making  any  survey  may  he  prepared  quickly,  and  with  the 
assurance  that  all  the  information  which  bears  directly  or  indirectly 
upon  the  location  of  the  tract  of  land  to  be  surveyed  is  known  and 
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(The  cards  used   iy  Me  f/rm  ore  printed) 

It  was  the  writer's  privilege  to  be  associated  with  Tuttle  & 
Pike,  civil  engineers  of  Kansas  City,  Mo.,  fur  eight  years  as  chief 
draughtsman  and  as  chief  assistant,  and  while  serving  in  this  ca- 
pacity the  following  system  of  filing  records  was  largely  developed,  ■ 
the  writer  being  instrumental  in  the  evolution  of  some  of  the  prin- 
cipal features  of  the  system.     This  system  embraces  the  following 

1.  Recorded   Phils. 

2.  Forty-Acre   Plats. 
:i.     Section  Books. 

4.  Field  Note  Bonks. 

5.  Certificate  nf  Surveys. 
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6.  Miscellaneous  Maps. 

7.  Bench  Marks. 

RECORDED    PLATS. 

Copies  are  made  of  all  plats  of  record  in  the  office  of  the 
corder  of   Deeds   for  Jackson   County,   Mo.,    the   county   in   wh. 
Kansas  City  is  located.     These  copies  are  made  on  tracing  cl« 
and  are  exact  copies  of  all  the  information  on  the  original  ph 
They  are  all  of  a  uniform  size,  the  border  line  is  15xl8}4  inc' 
and  the  trimming  line  is  16j4x20  inches.     The  same'  letter  is  u  ^ 
in  all  the  titles,  thus  securing  uniformity  for  all  plats.     The  pK 
made  in  each  year  are  numbered  in  the  order  of  their  date  of  fU  ' 
for  record,  the  year  being  placed  in  the  upper  left  hand  corner 
the   plat   and   the   numerical   number   for   that   year    in   the   up; 
right  hand  corner. 

The  tracings  are  filed  flat  in  drawers  in  a  filing  case  in  nunm 
ical  order  with  reference  to  the  year  and  year  number.     The  ye 
inclusive  of  the  plats  in  each  drawer  are  printed  on  the  label  c< 
on  the  front  of  the  drawer. 

Copies  are  made  of  all  plats  that  are  filed  for  record  e: 
month,  thus  keeping  the  file  up  to  date.  "Positive"  prints  (that 
prints  with  white  background  and  blue  lines)  are  made  of  th 
plats  as  they  are  called  for  and  sold  to  real  estate  firms,  abstract 
and  others ;  quite  a  number  being  regular  subscribers  for  prints 
all   plats   filed   for   record. 

For   field   and   office   use,   positive   prints,   made   on   best   lirx^^ %x 
paper,  are  used.    They  are  folded  uniformly  so  that  they  are  4x1*^^ 
inches.     The  title,  section,  township,  range  and  40-acre  number  a*" 
printed  on  one  end,  thus : 

Beacon  Hill 

10  —  40  —  113 

i 

and  filed  numerically  with  reference  to  section  number  and  40-acrc 
number  in  each  section  in  a  document  filing  case.  The  section 
numbers  inclusive  are  printed  on  the  label  card  on  the  front  of 
each  file. 

FORTY-ACRE   I'LATS. 

Plats  are  made  on  tracing  cloth  to  the  scale  of  100  feet  to  the 
inch  for  each  quarter  quarter-section  of  all  the  sections  within  the 
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city  limits  of  Kansas  City,  Mo.,  showing  all  the  additions  on  same 
that  are  of  record  (see  Fig.  1).  The  plats  are  19^x20  inches.  The 
addition  names  are  arranged  numerically  with  reference  to  date  of 
record  and  printed  in  the  upper  left  hand  corner  (the  number  to 
right  of  the  year  refers  to  the  year  number).  The  street  names 
are  put  on  the  margin,  and  the  lot  numbers  on  the  rear  of  the 
lots,  so  as  to  leave  room  for  indexing  surveys  and  for  recording 
the  measurements,  angles  and  other  information  on  the  face  of  the 
plat.  The  plats  are  called  "Forty-acre  Plats."  They  are  num- 
bered from  1  to  16  for  each  section,  as  shown  in  Fig.  2.  This 
makes  the  plats  self-indexing,  as  one  can  find  any  quarter  quarter- 
section  in  any  section  at  once.  The  tracings  are  filed  flat  in  draw- 
ers in  a  filing  case  in  numerical  order  with  reference  to  sections. 

For  office  use  positive  prints  are  made  on  heavy  parchment 
paper  and  bound  with  a  loose  leaf  ring  binder,  so  that  at  any 
time,  as  new  subdivisions  are  made,  they  can  be  platted  on  the 
tracings  and  new  prints  inserted  in  the  binder.  There  are  three 
books.  Each  binder  has  four  1-inch  rings.  The  surveys  are  in- 
dexed in  red  ink  on  these  prints,  also  all  measurements,  angles,  etc. 

For  field  use  positive  prints  are  made  on  linen  paper.  These 
prints  are  duplicate  copies  of  all  field  work  compiled  in  the  Forty- 
Acre  record  books  in  the  office,  so  that  the  field  man  can  see  at  a 
glance  what  has  been  done  in  the  quarter  quarter-section  in  which 
he  is  working. 

SECTION    BOOKS. 

All  references  to  section  lines,  land  lines  and  street  lines  are 
compiled  in  field  note  books  that  are  called  "section  books."    There 
is  one  book  for  each  section.     Each  book  is  divided  into  parts  of 
ten  pages  each  to  correspond  with  the  40-acre  plats  of  the  section. 
The  first  ten  pages  are  used  for  reference  to  section  corners,  quarter- 
section  corners  and  measurements  and  angles  between  said  corners. 
An  outline  sketch  of  the  section  is  drawn  on  the  second  page  (see 
Fig.  2),  showing  the  40-acre  numbers,  and  the  street  names  on  the 
40-acre  lines,  also  measurements  between  40-acre  lines.     The  next 
160  pages  are  used  for  reference  and  ties  to  street  lines,  ten  pages 
being  used   for  each   40-acre  number,   pages   11   to   20   for   40-acre 
No.    1,   pages  21   to   30   for   40-acre   No.   2,   etc.     This   makes   the 
book  self-indexing  as,  for  example,  the  ties  to  street  lines  in  40-acre 
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would  be  on  the  pages  in  the  40's,  ties  to  street  lines  in  40-acre 
i  on  the  pages  in  the  ISO's,  etc.    The  first  page  of  each  set 
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of  ten  pages  is  used  for  general  notes  for  that  quarter  quarter- 
section,  such  as  block  measurements,  angles,  etc.  An  outline  sketch 
is  drawn  on  the  second  page  (see  Fig.  3),  showing  the  streets  on 
the  margin,  the  next  eight  pages  are  used  for  the  reference  and 
ties  to  the  street  lines,  one  page  being  used  for  each  street.  The 
street  name  is  put  at  the  top  of  the  page,  then  the  ties  and  refer- 
ences to  the  street  lines.  The  streets  are  arranged  from  the  north 
to  the  south,  then  from  west  to  east.  In  a  regular  subdivision  of 
a  quarter  quarter-section  there  are  just  eight  streets,  counting  the 
streets  on  the  margin,  the  east  and  west  streets  being  on  the  10- 
acre  lines  and  the  north  and  south  streets  on  the  5-acre  lines.  In 
quarter  quarter-sections  that  have  more  than  eight  streets,  two 
streets  are  put  on  some  of  the  pages. 

FIELD    NOTE    BOOKS. 

The  field  note  books  for  lot  and  land  surveys  are  arranged  by 
sections  also,  so  that  the  surveys  in  any  section  are  all  together 
in  one  or  more  books  for  that  section.  The  books  are  numbered 
by  the  section.  When  more  than  one  book  is  needed  in  a  section 
the  page  number  designates  the  book,  thus :  The  first  book  is  from 
pages  1  to  99,  the  second  book  from  pages  100  to  199,  etc.  The 
pages  are  in  pairs,  that  is,  when  the  book  is  open  the  right  hand 
page  and  the  left  hand  page  have  the  same  page  number.  The 
information  for  the  survey  is  laid  out  on  the  right  hand  page  and 
the  field  notes  as  to  just  what  was  done  are  put  on  the  left  hand 
page.  The  arrangement  of  the  information  for  the  survey  is  as 
follows:  Survey  number,  for  whom  survey  is  to  be  made,  descrip- 
tion of  premises  to  be  surveyed,  what  is  required,  and  instructions 
to  field  party  as  to  what  to  do. 

The  same  style  and  size  book,  a  Russia  leather  bound  book,  is 
used  for  both  the  field  "section  book"  and  the  field  note  book.  To 
distinguish  the  books  the  backs  are  lettered  as  in  Fig.  4. 

Profiles,  cross  sections  and  miscellaneous  notes  are  kept  in 
the  ordinary  level  books,  which  are  numbered  numerically. 

I'KRTIFICATE   OF    SURVEY. 

When  the  survey  is  made,  a  certificate  of  survey  is  made  up 
with  a  plat  of  the  premises  surveyed,  showing  just  what  was  done. 
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In  a  "plain  survey*'  (see  Fig.  5)  only  the  corners  of  the  premises 
are  marked.  Very  often  the  architect  calls  for  what  is  known  as  a 
"complete  survey"  to  furnish  him  the  necessary  data  to  design  a 
proposed  building  for  the  premises.  In  complete  surveys,  the 
corners  are  marked,  curbs  marked,  premises  cross  sectioned,  build- 
ings and  trees,  if  any,  located,  face  of  adjacent  buildings  located 
with  elevations  of  floors  of  same;  also  the  established  grade  of 
street  and  alley,  location  and  size  of  sewer  with  elevation  of  flow 
line,  and  location  and  size  of  gas  and  water  mains  are  given.  The 
grades,  sewer,  gas  and  water  are  compiled  from  the  city  records. 
See  Fig.  6  for  plat  of  "complete  survey."  The  written  matter  is 
the  same  as  for  the  "plain"  survey. 

When  only  the  location  of  the  building  is  required  the  written 
matter  on  the  certificate  of  survey  reads  as  follows: 

"This  is  to  certify  that  we  have  this  date  made  survey  of  trm 

premises 

known  as 

No.  3018  Euclid  avenue, 
described   as 

Lot  136  Altamont, 

and  find  the  location  of  the  building  thereon  to  be  as  represented 

on  the  accompanying  plat." 

The  certificates  of  surveys  are  9^x16  inches.     The  original, 

which  is  sent  to  the  client,  is  made  on  tracing  cloth.     A  positive 

print  (folded  so  that  it  is  4x9  J4  inches)  is  filed  in  numerical  order 

in  a  document  filing  case.     To  assist  in  making  the  certificates  of 

surveys  a  ruled  form  is  made  on  heavy  white  paper  and  pasted  on 

a  small  drawing  board. 

INDEXING  SURVEYS.* 

As  soon  as  the  order  for  a  survey  is  taken,  it  is  indexed 
numerically  in  the  numerical  index  book,  and  the  survey  number 
put  on  the  upper  right  corner  of  the  order  card  (see  Fig.  8).  A 
page  of  the  numerical  index  book  is  shown  in  Fig.  7.  When  the 
survey  is  laid  out  the  field  note  book  and  page  is  put  on  the  upper 
right  hand  corner  of  the  order  card  also.  When  the  survey  is  made 
and  note  book  sent  back  to  the  office  the  notes  are  checked  care- 
fully, the  date  when  survey  was  made  and  by  whom  is  put  on  the 
order  card;  also  in  the  numerical  index  book  with  the  book  and 
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page.  Then  the  note  book  is  handed  to  a  draughtsman,  who  makes 
up  the  certificate  of  survey  and  indexes  it  in  red  ink  in  the  40-acre 
plat  book,  also  checks  it  off  in  red  ink  in  the  numerical  index  book. 
The  index  in  the  40-acre  plat  book  consists  of  date  of  survey,  book 
and  page,  and  survey  number,   thus: 

April,  1905. 

16  —  49  —  56 

86755 
(see  also  Fig.  1).  When  the  report  is  ready  to  send  to  the  client 
the  final  date  is  entered  in  the  numerical  index  book  and  the  upper 
part  of  the  back  of  the  order  card  is  filled  out  (see  Fig.  9).  At 
the  end  of  the  month  the  time  and  expense  is  arranged  on  the  back 
of  the  order  cards,  then  they  are  arranged  alphabetically  with 
reference  to  clients'  names  and  put  in  a  cardboard  envelope  and 
filed  numerically  with  reference  to  year  and  month  in  a  filing  case. 
The  year  and  month  is  printed  on  the  end  of  the  envelope. 

INDEXING    MISCELLANEOUS    SURVEYS. 

Miscellaneous  surveys,  such  as  profiles,  cross-sections,  topog- 
raphy, etc.,  are  indexed  in  the  numerical  index  book  the  same  as 
the  lot  and  land  survey,  also  on  the  order  card,  but  instead  of 
being  indexed  in  the  40-acre  plat  book  they  are  indexed  alpha- 
betically in  the  alphabetic  index  book  (see  Fig.  10).  The  surveys 
are  classified  into  four  classifications,  namely:  "Grading  Esti- 
mates," "Profiles."  "Sewers"  and  "Miscellaneous,"  and  are  indexed 
alphabetically  under  the  proper  classification.  The  alphabetic  index 
book  is  a  loose-leaf  post  binder  book,  and  has  an  alphabetic  side 
index  back  of  each  classification. 

INDEXING   RECORDED    PLATS. 

The  card  index  system  is  used  to  index  the  recorded  plats. 
They  are  indexed  alphabetically  back  of  alphabetic  tab-cards.  Each 
card  contains  the  name  of  the  addition,  section,  township,  range, 
quarter  quarter-section,  year,  year-number,  and  40-acre  number  (see 
Fig.  11).  The  year  and  year-number  aid  to  find  the  tracing  of  the 
addition,  as  it  is  filed  numerically  with  reference  to  year  and  year- 
number.  The  section  and  40-acre  number  aids  to  locate  the  addi- 
tion in  the  40-acre  plat  books,  also  to  find  the  filed  print  of  the 
addition. 
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INDEXING    MISCELLANEOUS    MAPS. 

The  miscellaneous  maps  are  rolled  and  filed  numerically  in  a 
filing  case  with  drawers;  fifty  rolls  are  put  in  each  drawer.  The 
numbers  inclusive  are  printed  on  the  label  card  on  the  front  of  the 
drawer.  These  maps  arc  indexed  first  in  a  numerical  index  book  for 
maps  and  then  alphabetically  in  the  card  index  for  maps. 

BENCH    MARKS. 

The  card  index  system  is  also  used  to  file  the  bench  marks  for 
office  use.  Plain  white  cards  are  used;  one  bench  mark  is  put  on 
each  card.  The  divisions  in  the  drawer  are  defined  by  blue  cards 
with  a  J4-inch  projection  above  the  white  cards,  the  projection 
extending  one-third  the  width  of  the  card.  On  these  projections  are 
printed  the  names  of  the  streets  on  the  40-acre  lines.  The  bench 
marks  are  arranged  by  streets  that  are  on  the  east  and  west  40-acre 
lines.  All  the  bench  marks  that  are  on  a  street  on  a  40-acre  line 
and  between  this  street  and  the  street  on  the  next  40-acre  line 
south  are  arranged  back  of  a  blue  card  bearing  that  street  name  in 
the  order  of  the  north  and  south  streets  commencing  on  the  west 
boundary  line  of  the  city  and  going  toward  the  east.  The  arrange- 
ment of  the  east  and  west  divisions  commences  on  the  north 
boundary  line  of  the  city  and  goes  toward  the  south. 

For  field  use  the  bench  marks  are  put  in  a  small  loose-leaf  ring 
binder  book.  The  arrangement  is  the  same  as  the  card  file  in  the 
office.     Each  field  party  has  a  bench-mark  book. 


Sufplementing  the   foregoing  article  on  city  surveys  the  usual 

requirements  of  the  architect  as  to  surveys  in  Chicago,  according 

to  Mr.  S.  N.  Howard,  arc  as  follows : 

I  "Lines,  grades,  angles,  location  and  elevation  of  sewer,  elevation 

'   of  walks  in  front  of  lot  and  adjoining  the  same  and  elevation  of 

-    ground;  and  sometimes  in  addition  is  the  size  and  location  of  water, 

gas   and   electric   mains ;    the   location   of   point   where   water,   gas 

and  electric  service  pipes  come  through  the  curb;  location  of  house 

drains;    the    location,    height    and    plumb    of    adjoining    buildings; 

thickness   of  party   walls   at   the    several   stories,   and   location   and 

depth  of  the  foundations  of  same." — Proc.  111.  Soc.  Eng.  and  Surv. 
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The  following  description  of  a  method  to  keep  track  of  trade 
literature  is  from  an  articlt  by  the  writer  in  Engineering  News, 
March  8,  1006: 

A  description  of  filing  and  indexing  methods  for  the  office  of 
an  engineer  (or  for  any  business  man  today)  would  not  be  com- 
plete without  reference  to  the  preservation  of  trade  literature. 
Some  of  it  is  of  a  high  class  and  worthy  of  preservation  and  care- 
ful indexing. 

The  writer  indexes  by  the  name  of  the  firm  and  by  the  prin- 
cipal articles  mentioned.  Some  of  the  pamphlets  are  indexed  by 
all  the  articles  referred  to  and  sometimes  a  copy  is  made  of  the 
index  of  the  pamphlet  or  catalogue  itself.  The  fulness  of  the  index 
depends  upon  the  character  and  probable  future  value  of  the  pub- 
lication. 

A  card  index  is  provided  for  this  material,  which  is  entirely 
separate  from  all  other  indexes  used  in  the  office.  Filing  cases  are 
i!scd  of  the  right  size  to  take  the  matter  readily,  and  they  are  num- 
bered consecutively.  Each  pamphlet  or  catalogue  is  given  the  num- 
ber of  the  case  it  goes  into,  and  underneath  is  a  serial  number 
which  tells  at  a  glance  the  number  of  pamphlets  filed.  While  this 
latter  is  not  absolutely  essential,  it  adds  to  the  convenience  of  ref- 
erence to  the  publication,  and  it  is  also  useful  for  statistical  pur- 
poses. 

It  is  well  to  put  in  these  cases  all  fragmentary  literature  ob- 
tained from  all  sources,  such  as  clippings  from  papers  and  maga- 
zines, occasional  volumes  of  society  proceedings,  etc.  Clippings  are 
usually  pasted  on  sheets  of  paper  and  put  into  envelopes.  Some- 
times they  are  pasted  into  scrap  books,  put  on  the  shelves  with  the 
filing  cases  and  numbered  with  them.  Sometimes,  when  a  letter 
filing  case  is  used  they  are  filed  alphabetically  in  such  a  case.  No 
separate  classification  is  attempted.  The  trade  literature  is  com- 
ing in  every  day,  and  one  book  contains  so  many  items  it  is  im- 
possible to  make  a  classification  on  the  shelves.  It  is  best  and 
simplest  to  make  it  in  an  index. 

Pamphlet  filing  cases  can  be  purchased  that  look  well  on  a 
shelf,  being  made  with  book-imitation  backs.  They  cost  from  $3  to 
$4  per  dozen.  The  writer  has  used  pasteboard  cases,  made  by  paper 
boxmakers  and  bookbinders  at  a  cost  of  from  15  to  20  cents  each. 
They  are  3  inches  wide,  7  inches  high,  and  at  the  open  end  are  11 
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inches  long  on  the  bottom  and  7  inches  long  on  top.     The  pamph- 
lets therefore  are  on  their  edges. 

For  larger  catalogues  special  sizes  have  to  be  made.  The  riling 
transfer  cases  made  for  the  Shannon  system  of  filing  letters  are 
very  good  when  purchased  without  the  attachments  to  which  the 
letters  are  fastened  when  transferred.  They  consist  of  a  case,  open 
at  one  end,  into  which  fits  a  piece  of  pasteboard,  bent  to  form  two 
sides  and  one  end. 

The  writer  has  adopted,  and  intends  holding  to,  cheap  letter 
files  that  can  be  purchased  in  any  stationery  store  for  from  15  to  20 
cents  each.  He  prepares  them  by  removing  the  index  sheets,  put- 
ting in  a  division  of  cigar  box  wood  to  make  two  filing  spaces,  and 
placing  them  like  drawers  in  a  case  made  for  them.  The  inside 
dimensions  are  10x12  inches,  and  putting  a  division  in  the  middle 
gives  two  compartments  a  trifle  less  than  o  inches  wide  by  10 
inches  long.  Every  catalogue  that  will  go  into  such  a  space  is  put 
there.    Sometimes  a  little  trimmjng  of  edge  is  necessary. 

* 

Generally  the  division  is  made  so  that  one  side  will  be  6%  or  7 
inches  wide  by  .10  inches  long.  The  other  side  will  take  small  cata- 
logues. On  the  outside  of  the  file  is  marked  the  width  of  the  divi- 
sion, so  the  indexer  can  tell  at  a  glance  whether  the  catalogue  he 
is  indexing  will  go  into  a  certain  file.  It  can  be  seen  that  serially 
numbered  publications  do  not  follow  in  order  in  filing  cases.  When 
a  case  is  filed  a  small  letter  "F"  is  put  on  the  outside,  under  the 
number. 

The  odd  sizes  in  which  trade  literature  comes  is  a  nuisance,  but 
fortunately  the  large-sized  publications,  printed  on  extra  heavy 
paper,  seldom  contain  anything  worthy  of  preservation.  They  seem 
to  be  gotten  out  to  feed  the  pride  of  some  one  or  other  and  to 
make  a  job  for  the  printer.  Such  expensive  work  is  thrown  away, 
except  in  so  far  as  it  tends  to  develop  the  art  of  printing  and  en- 
graving. Few  publications  having  pages  exceeding  9x12  inches  con- 
tain data  of  any  kind  that  is  valuable.  The  small  pocket  sizes  are 
often  crammed  with  useful  material. 


CHAPTER  Xlf. 


CITY  ENGINEER'S  RECORDS. 


The  too  common  fault  with  the  conduct  of  the  office  of  town 
or  city  engineer  in  the  small  place  is  that  records  are  poorly  kept, 
or  that  there  are  no  records  worthy  of  the  name. 

Rather,  it  is  a  misfortune,  not  a  fault,  as  the  trader  said  of  the 
blind  horse.  As  the  office  is  unfortunately  a  spoils  place  to  be 
fought  and  scrambled  for  yearly,  by  men  who  should  possess  pro- 
fessional brotherly  love;  as  the  pay  is  poor;  the  bills  are  paid 
grudgingly  and  often  cut  down,  there  is  little  heart  left  in  a  man 
to  lead  him  to  keep  good  records  for  the  benefit  of  his  successor, 
who  may  have  maligned  him  to  secure  the  job. 

Nevertheless  he  is  a  public  officer  and  should  keep  complete 
records  of  all  work  done  in  his  official  capacity  during  his  incum- 
bency. If  he  walks  cut  of  office  and  retains  notes,  the  lack  of 
which  will  embarrass  his  successor,  he  is  practically  a  thief. 

It  was  once  common  for  the  retiring  town  or  village  engineer 
to  retain  his  notes  when  he  went  out  in  order  to  sell  copies  to 
his  successor.  The  writer  knows  of  some  places  where  that  has 
been  done  within  the  past  year  or  two. 

All  surveyors  and  engineers  should  give  to  their  clients  plats 
and  records  containing  enough  data  to  enable  any  competent  man 
to  review  their  work.  The  public  is  the  client  of  the  engineer  who 
occupies  a  'public  position,  and  the  only  manner  in  which  such  a 
client  can  be  served  with  the  proper  information  is  by  filing  it  in 
archives  for  the  information  of  the  public  for  all  time.  In  addition 
to  maps  and  notes  of  surveys  there  should  be  complete  plans, 
specifications,  details  and  reports  on  public  undertakings  during  the 
term  of  office  of  the  retiring  engineer. 

The  preceding  chapter  on  filing  systems  contains  many  valu- 
able hints  on  the  preservation  of  matter  of  interest  and  value  to 
engineers.    They  are  not  enough  in  detail — except  for  the  splendid 
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paper  of  Mr.  Gabelman — so  the  writer  intends  in  this  chapter  to 
outline  a  method  for  the  use  of  town  and  city  surveyors  and  en- 
gineers. 

When  speaking  of  the  left  hand  end  of  maps  or  drawings  the 
end  held  in  the  left  hand  when  examining  them,  is  meant 

All  sheets  should  have  a  border  one  inch  from  the  edge,  except 
that  the  border  should  be  two  inches  from  the  left  hand  edge,  to 
permit  of  binding.  A  good  way  to  bind  the  maps  until  enough  have 
been  collected  to  bind  in  a  proper  cover,  is  to  take  a  piece  of  heavy 
detail  paper  a  little  more  than  twice  the  length  and  an  inch  wider 
than  the  sheets.  Fold  this  and  through  perforations  in  the  left 
hand  end  of  each  sheet  put  brass  fasteners.  Do  not  put  more  than 
twenty-five  sheets  in  any  cover.  The  covers  can  be  hung  on  the 
wall  inside  a  cabinet  that  has  a  cover  closing  like  a  writing  desk. 
This  protects  them  from  dust  and  when  the  cover  is  down  it  makes 
a  table  on  which  the  maps  can  be  examined.  The  writer  has  used 
such  a  filing  case  for  a  great  many  years.  A  firm  of  filing  case 
manufacturers  obtained  patents  on  portable  cases  that  are  on  the 
same  general  plan,  but  much  better. 

Cloth  mounted  paper  is  expensive.  It  is  a  real  necessity  in 
an  office  where  the  records  are  to  be  consulted  for  years,  but 
many  engineers  can  not  afford  to  buy  great  rolls  to  cut  up.  For 
such  men  it  is  well  enough  to  buy  good  drawing  paper,  white  or 
buff,  and  mount  it  themselves. 

The  writer  did  that  for  many  years.  He  does  it  yet  occa- 
sionally when  a  frequently  consulted  plan  or  drawing  on  un- 
mounted paper  begins  to  show  the  need  of  care.  The  cloth  can 
range  from  fairly  open  cheap  bunting  like  butter  cloth,  to  a  heavy 
sheeting  or  the  best  of  linen.  The  piece  is  to  be  cut  somewhat 
larger  than  the  piece  of  paper  to  be  mounted  and  should  be  well 
wet  and  then  squeezed  until  fairly  dry.  Spread  it  on  a  smooth 
table  and  put  tacks  around  the  edge  about  one  inch  apart.  It  is 
to  be  stretched  tight.  Immediately  cover  it  with  paste  brushed  on 
to  fill  the  web.  The  back  of  the  paper  is  then  given  a  thin  coating 
of  paste  and  placed  on  the  cloth.  Put  one  edge  down  first  and  rub 
hard  to  press  out  all  air  bubbles.  The  other  end  is  to  be  kept 
elevated  and  slowly  lowered  as  the  rubbing  proceeds  toward  it. 
There  should  be  no  lumps  of  paste  and  it  is  absolutely  necessary 
that  there  be  no  air  caught  underneath.    Rub  the  edges  down  care- 
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fully  and  leave  the  room  when  the  paper  is  stuck.  Refrain  from 
any  additional  handling  or  smoothing,  no  matter  how  badly  it 
looks  before  it  dries,  and  when  dry  it  will  be  all  right.  It  should 
be  left  at  least  twenty-four  hours. 

For  duplicating  drawings  the  blueprint  process  from  tracings 
is,  of  course,  the  standard.  It  is  not  necessary  to  give  here  instruc- 
tions for  making  blueprint  paper,  as  it  is  so  cheap  and  can  be 
obtained  everywhere.  If  the  reader  has  never  made  blueprints 
there  are  numbers  of  cheap  books  on  the  market  telling  how. 

Wherever  possible  the  writer  prefers  to  make  his  drawings  in 
colors  with  transfer  inks  and  reproduce  them  by  the  Hektograph 
process  or  by  the  clay  process.  This  latter  is  a  vast  improvement 
on  the  hektograph  and  nearly  all  instrument  dealers  can  supply 
the  materials. 

On  all  his  detail  work  the  writer  uses  sheets  854x14  inches 
(specification  sheet  size),  and  draws  all  details  carefully  to  scale 
in  colors.  As  it  is  hard  to  scale  from  such  reproduced  drawings 
all  dimensions  are  marked.  The  details  then,  instead  of  being  on 
cumbrous  sheets,  can  be  bound  in  with  the  specifications. 

For  men  who  wish  to  use  the  hektograph,  owing  to  the  expense 
of  the  clay  outfit,  the  following  article  from  The  American  Ma- 
chinist will  be  of  interest: 

HECTOGRAPH     PRACTICE. 

The  following  information  concerning  this  handy  copying  process  is  fur- 
nished by  H.  £.  Smith,  che.nist  and  engineer  of  tests  of  the  Lake  Shore  & 
Michigan  Southern  Railway,  and  appears  originally  in  the  American  Engineer 
end  Railroad  Journal: 

Clear  hide  glue,  1  lb. 

Water,  1J4  pts. 

Glycerin,  2J4  pts. 

The  glue  should  be  of  a  good  quality,  and  the  kind  that  comes  in  trans- 
parent, light-brown  sheets,  as  the  white  or  brown  opaque  glue  does  not  give 
as  good  results.  Break  the  glue  into  small  pieces  and  soak  it  in  water  over 
night  in  a  covered  vessel.  Then  melt  it  in  a  water  bath,  and  add  the  glycerin, 
which  should  previously  be  heated  to  the  same  temperature  as  the  melted 
glue.  Stir  only  as  much  as  is  necessary  to  mix  the  glue  and  the  glycerin, 
as  too  much  stirring  introduces  air  bubbles,  which  are  difficult  to  remove. 
Pour  the  hot  mixture  through  a  cheesecloth  bag  into  the  pans.  When  the 
pans  are  filled  and  the  jelly  is  still  quite  fluid,  sweep  off  air  bubbles  or  im- 
purities from  the  surface  with  the  edge  of  a  card.  Let  the  pans  stand  forty- 
eight  hours  before  using.  This  formula  calls  for  much  less  water  than  usually 
required   by    other    formulas,    since    it    is    preferred    to    secure   the    requisite 
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softness  by  means  of  the  glycerin,   which  does  not  evaporate  and   allow  the 
pads  to   dry  out  and   harden,   as  does  the   water. 

In  writing  the  original  copy,  always  use  hard,  glazed  paper,  and  write 
with  hectograph  ink.  In  making  the  negative,  moisten  the  surface  of  the 
pad  with  a  cold,  wet  sponge,  wiping  off  the  excess  of  moisture.  Dry 
off  with  a  newspaper,  and  let  it  stand  for  two  minutes.  Place  the  original 
face  down  on  the  pad  for  from  one  to  three  minutes,  rubbing  down  to  a 
perfect  contact,  and  then  carefully  remove.  In  printing,  apply  a  clean  sheet 
of  any  kind  of  paper,  so  that  it  touches  the  hectograph  at  all  points,  rubbing 
as  little  as  possible.  Never  use  hot  water  for  removing  the  negative; 
as  soon  as  the  copies  are  all  made,  wash  off  with  a  sponge  and  cold  water 
and  dry  off  well  with  a  newspaper.  Never  let  the  pad  stand  with  ink  on 
it  after  the  copies  are  made,  and  always  keep  it  closed  when  not  in  use. 

When  coloring  drawings  to  be  reproduced  by  clay  block  or 
hektograph  never  wash  over  lines.  Where  solid  colors  are  to  be 
shown  put  them  on  first.  Draw  the  lines  over  them  if  it  is  found 
impossible  to  so  wash  the  colors  that  they  can  be  stopped  at  the 
lines.  \ 

On  such  drawings  different  colors  will  represent  different  ma- 
terials, and  this  is  to  be  indicated  on  a  corner  of  each  drawing. 

The  colors  used  will  be  according  to  the  judgment  of  the  man 
using  them  and  his  ability  to  keep  in  stock  the  required  pigments 
and  inks.  Usually  buff  will  represent  wood  in  plan  and  light  red 
represents  wood  in  section.  Gray,  cast  iron ;  light  blue,  steel ; 
purple,  wrought  iron;  yellow,  brass;  orange,  copper;  black,  lead; 
carmine  or  crimson  lake,  masonry.  In  addition  to  the  color  for 
masonry  letters  must  be  used  and  perhaps  some  conventional  signs 
as  well  to  indicate  whether  it  is  of  brick,  stone  or  concrete,  and 
whether  the  concrete  is  plain  or  reinforced.  Earth  will  generally 
be  represented  by  a  brown  and  stone  by  a  darker  buff  than  is  used 
for  wood  in  plan. 

For  maps  different  things  are  represented  by  the  colors  above 
mentioned,  which  are  for  construction  and  structural  drawings.  On 
maps  electric  light  and  power  lines  will  be  represented  by  red ; 
sewers  by  orange ;  water  pipes,  etc.,  by  blue ;  gas  lines  by  green ; 
paving  by  light  yellow ;  sidewalks  by  the  lightest  shade  of  gray. 

For  profiles  and  sections  of  excavations  use  light  brown  for 
ordinary  earth ;  orange  for  tough  clay ;  light  red  for  hardpan ; 
yellow  for  sand;  light  gray  for  loose  rock;  light  blue  for  solid 
rock. 

It  is  usually  convenient  for  reference  to  use  different  colored 
cards  in  the  card  index.    A  system  the  writer  has  found  good  is  to 
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use  blue  cards  for  waterworks  records;  green  for  gas;  light  red 
for  electrical  work ;  orange  tor  sewers ;  gray  for  sidewalks ;  yellow 
for  pavements;  white  for  surveys;  buff  for  miscellaneous  records. 
The  man  adopting  such  a  system  can  extend  it  to  any  desired 
minuteness  and  paste  a  scale  of  colors  above  the  index  box. 

Before  leaving  this  subject  the  writer  wishes  to  make  a  few 
remarks  about  drawings  in  general.  The  inexperienced  man — and 
the  boy  fresh  from  school — are  disappointing  when  trying  to  ex- 
press themselves  on  paper.  They  are  trained  to  copy  what  they 
term  "standards"  and  rely  so  much  on  minutiae  of  detail  that  their 
drawings  are  confusing. 

The  experienced  draughtsman  never,  or  seldom,  copies.  He 
remembers  details  that  have  been  called  to  his  attention  and  in- 
corporates them  in  his  drawings.  He  never  draws  from  other 
drawings  or  models,  l:ut  uses  instead  the  rudest  kind  of  free  hand 
sketches,  often  without  dimensions  being  marked  on  them.  That 
is,  the  ready  and  experienced  man  sees  before  his  eyes  how  the 
drawing  will  look  when  completed.  He  is  as  ready  in  depicting 
what  he  wants  as  the  well-read  man  is  in  choosing  words  to  ex- 
press himself.  He  does  not  cumber  his  drawings  with  too  many 
conventional  signs,  but  uses  as  few  lines  as  will  express  his  mean- 
ing. Another  marked  difference  between  the  drawings  of  the  ex- 
perienced man  and  the  inexperienced  man  is  that  the_  former  is 
not  afraid  to  use  plenty  of  notes  on  his  sheets.  The  latter  seems 
to  be  afraid  that  if  all  his  ideas  are  not  drawn  that  his  work  will 
not  be  understood. 

Remember  that  all  the  drawings  sent  from  the  office  of  an 
engineer  in  charge  of  public  work  will  go  into  the  hands  of  men 
not  skilled  in  reading  drawings.  Plain  line  drawings  with  little 
shading  or  with  few  attempts  at  finish  (other  than  extreme  neat- 
ness and  accuracy),  with  plenty  of  lettered  notes  where  they  will 
make  the  drawings  clear,  will  help  much  toward  having  work 
executed  right 

DESIGNATING     WORK. 

The  following  letters  and  systems  of  numbering  will  help  in 
keeping  track  of  work.     Reserve  letters  as   follows : 

A  for  sheets    9x12  inches  and  smaller. 

B    "        "       12x18  inches  and  larger  than    9x12  inches. 
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C  for  sheets  18x24  inches  and  larger  than  12x18    inches. 
D     "         "        24x36       "  "  "  "        18x24       " 

E    "        "       30  inches  wide  and  too  long  to  go  with  "D"  sheets. 
F     "        "       36  inches  wide  and  long  enough  to  roll. 
G  for  width  of  42  inches ;  11  for  width  of  48  inches ;  I  for  width 
of  54  inches;  J  for  width  of  60  inches. 

O  will  be  reserved  for  office  hooks;  T  for  field  books;  P  for 
paving  plats  and  record  books;  S  for  sewerage  plats  and  record 
books ;  W  for  waterworks  plats  and  record  books ;  X  for  electrical 
plats  and  record  hooks;  Y  for  gas  plats  and  record  books.  As 
everything  will  be  numbered  consecutively  the  prefixing  of  the 
proper  letter  to  the  number  indicates  at  once  where  it  may  be 
found. 

In  designating  tracings  of  original  maps  and  plats  copied  from 
the  records,  the  writer  has  a  system  of  numbering  in  which  the 
first  two  numbers  indicate  the  year,  the  next  two  the  month  and 
the  last  two  the  day  of  the  month  on  which  the  map  or  plat  was 
filed  for  record.  Thus  "C  030207"  stands  for  the  7th  of  February, 
1903,  and  the  size  of  the  sheet  is  18x24  inches.  "C  981127"  stands 
for  the  27th  of  November,  1898,  and  the  sheet  is  18x24  inches. 

It  is  only  with  such  plats  the  regular  numbering  is  departed 
from.  For  all  other  work  each  piece  of  work  is  given  a  number 
as  soon  as  received  at  the  office.  This  number  belongs  to  that  piece 
of  work  and  no  other.  The  plats. 'maps  and  drawings  are  num- 
bered consecutivelv,  regardless  of  the  job  number,  which  is  placed  " 

C947r 

beneath  the  drawing  number  on  the  drawing  sheet,  thus:  '-*■- 

1392.. . 

When,  work  is  abandoned  the  discarded  plats  are  given  another 
consecutive  set  of  numbers  in  red  ink.  The  former  number  has 
a  heavy  red  ink  line  drawn  through  it  and  the  new  "Discarded 
drawing"  number  is  written  above  in  red  ink.  This  entry  is  also 
made  in  the  "Job  book." 

Tn  the  preceding  chapter  the  manner  in  which  the  "Job  book" 
is  used  is  sufficiently  described.  The  card  index  system  of  the 
writer  hardly  requires  any  further  explanation,  especially  when 
taken  in  connection  with  the  system  of  using  colored  cards,  de- 
scribed above. 

The  writer  believes  that  a  city  engineer  should  have  a  Job 
Book  on  the  loose  leaf  system.     Certain  work  is  never  finished  in 
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a  city  and  as  additions  and  changes  are  made  the  index  should  be 
capable  of  indefinite  expansion.  In  the  Job  Book  a  simple  sub- 
traction of  the  red  ink  "Discarded  Drawing"  number  from  the 
serial  drawing  number  indicates  the  number  of  "live"  drawings 
in  the  files.  It  is  for  such  reason  the  writer  numbers  all  plats 
consecutively,  no  matter  what  size. 

While  the  letter  "A"  indicates  sheets  on  file  that  are  not  over 
9x12  inches  in  size  the  sheets  that  are  the  size'  of  specification 
pages  should  be  marked  "sA"  and  be  filed  in  separate  drawers 
until  required  to  be  attached  to  specifications. 

Instead  of  the  hektograph  or  clay  process  for  the  small  sheets, 
"positive"  tracings  can  be  used  and  each  one  colored.  So  far  as 
the  writer  is  aware  there  is  no  perfect  paper  on  the  market  that 
will  print  a  dark  line  on  a  light,  or  white,  background  directly 
from  a  tracing.  The  best  process  so  far  is  to  make  a  print  from 
a  tracing  on  thin  paper  that  turns  brown  instead  of  blue.  The 
lines  are  in  white.  This  when  dried  is  used  as  a  negative  with 
ordinary  blueprint  paper  and  the  print  obtained  has  blue  lines  on 
a  white  ground.  It  involves  the  making  of  a  tracing  and  also  of  a 
thin  negative.  The  hektograph  or  clay  process  requires  only  the 
making  of  one  good  drawing  and  the  printing  of  it  in  an  easy  way. 

SURVEYS    AND    RESURVEYS. 

The  newly  elected  or  appointed  engineer  coming  into  an  office 
with  no  records  should  first  make  a  plat  18x24  inches  in  size  con- 
taining all  the  Government  subdivision  lines  for  three  miles  each 
way  from  the  center  of  the  town.  This  map  is  an  index  and  no 
dimensions,  bearings,  etc.,  are  to  be  marked  on  it.  Simply  mark 
and  number  the  sections,  township  and  range.  This  plat  should 
be  hung  on  the  wall. 

Make  tracings  on  cloth  or  tough  tracing  paper  of  all  the  plats 
on  record  in  the  County  Recorder's  office  covering  that  district 
Each  plat  to  be  on  a  separate  sheet.  Paste  these  tracings  to  heavy 
detail  paper  sheets  18x24  inches  in  size  with  a  one-inch  border 
on  three  sides  and  a  two-inch  border  on  the  left  end. 

In  the  upper  right  hand  corner  place  the  number  (as  already 
described)  indicating  the  date  of  filing  for  record.  The  plats  will 
be  on  many  different  scales  and  the  tracings  are  supposed  to  be 
true  copies  of  the  plats.  Make  books  of  these  sheets  and  file  them 
serially  by  date.     Whep  one  is  made  draw  an  outline  to  scale  on 
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the  index  plat  hanging  on  the  wall  and  place  in  this  outline  the 
number  the  sheet  bears.     On  the  outside  of  the  cover  of  the  book 

containing  the  plats  place  the  numbers  "From  No. to  No. ." 

When  time  permits  forty-acre  books,  section  books,  etc.,  should 
be  prepared  as  described  by  Mr.  Gabelman  in  the  preceding  chapter. 
Mr.  Gabelman  and  the  writer  are  so  close  to  each  other  in  their 
methods  of  keeping  track  of  such  matters  that  his  method  will 
serve  the  man  who  wants  to  start  right  and  keep  it  up. 

It  will  be  noticed  that  the  writer  simply  uses  a  slightly  dif- 
ferent method  from  Mr.  Gabelman  in  taking  care  of  the  original 
copies  from  the  records.  He  afterward  reduces  them  all  to  one 
scale  in  books  and  if  ties  are  uncertain  or  are  missing,  goes  out 
in  the  field  and  makes  them.  Then  when  subdivisions  are  platted 
in  between  they  will  fit. 

The  books  are  not  bound  until  twenty-five  or  thirty  sheets 
are  put  in  each.  Sometimes  they  are  never  permanently  bound. 
Changes  are  made  and  the  sheets  are  taken  out  and  altered.  The 
making  of  such  records  is  good  pastime  for  rainy  and  dull  days 
and  keeps  men  from  growing  lazy. 

No  time  should  be  lost  in  making  plats  to  connect  the  recorded 
plats  on  one  common  scale.  When  it  is  started  the  man  new  at 
the  work  will  be  astonished  to  see  how  hard  it  is  to  make  things 
fit.  If  the  work  is  delayed  until  a  survey  is  to  be  made  it  may 
take  several  days'  work  in  the  office  to  prepare  for  three  hours' 
field  work. 

The  foregoing  relates  almost  entirely  to  lot  and  street  line 
surveys.  It  should  be  the  business  of  the  town  or  city  engineer 
to  keep  such  records  and  not  leave  it  to  several  men  in  private 
practice,  each  with  a  personality  that  will  be  surely  injected  into 
the  work  done  by  his  office.  There  should  be  one  central  public 
place  of  records  and  the  records  in  private  offices  should  be  merely 
copies. 

For  the  protection  of  the  public  no  building  permits  should  be 
issued  until  a  lot  has  been  surveyed  and  the  street  and  alley  line 
defined  and  marked.  The  plat  should  be  filed  in  the  office  of  the 
town  or  city  engineer  to  be  recorded  by  him  and  when  he  records 
it  and  properly  endorses  it  as  recorded  the  building  permit  may  be 
issued.  This  determines  responsibility  if  mistakes  are  made  in 
surveys. 

A  still  better  method  in  the  writer's  opinion  is  to  require  that 
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before  any  buildings  can  be  erected  the  city  engineer,  or  some  of 
his  assistants,  shall  define  the  front  and  rear  lines  of  the  lot  and 
all  lines  that  may  affect  the  public  interests.  The  lines  between 
private  property  are  no  concern  of  the  municipality. 

The  latter  method  is  going  to  affect  the  business  of  engineers 
in  private  practice,  for  if  a  property  owner  is  obliged  to  get  a  cer- 
tificate for  the  correctness  of  the  front  and  rear  lines  from  the  city 
engineer  he  will  naturally  employ  him  to  make  the  whole  survey 
and  not  pay  two  fees. 

The  way  to  get  around  this  would  be  to  have  Licensed  City 
Surveyors.  Every  man  wishing  to  make  surveys  that  will  be  ac- 
cepted by  the  city  in  lieu  of  surveys  made  by  the  City  Engineer 
shall  be  obliged  to  pass  an  examination  in  three  sections:  1.  His 
knowledge  of  surveying  in  general  and  city  surveying  in  particular. 

2.  His   knowledge  of   legal   decisions   affecting   resurveys   in   cities. 

3.  His.  knowledge  of  conditions  in  that  particular  city  and  his 
possession  of  complete  records,  at  least  as  complete  as  then  filed 
in  the  office  of  the  City  Engineer.  His  license  to  hold  for  one 
year  and  to  be  renewed  free  of  cost  upon  giving  satisfactory  evi- 
dence that  his  records  are  as  full  on  that  date  as  those  in  the 
office  of  the  City  Engineer  and  that  he  ha*  filed  notes  and  plats  of 
all  surveys  made  by  him  within  the  city  limits  during  the  year 
past  within  five  days  after  each  survey  had  been  made.  He  should 
be  under  $5,000  bonds  to  protect  the  city  in  case  he  makes  a  mis- 
take and  the  city  has  to  go  into  court  to  compel  owners  of  lots 
he  has  staked  out  to  vacate  public  property. 

1'KOI'KKIY    RECORDS. 

For  information  of  a  permanent  nature  relating  to  property 
lines  and  field  notes  the  best  plats  are  on  a  scale  of  100  feet  to 
an  inch.  These  plats  should  show  only  lines,  angles  and  elevations 
(the  latter  in  red  ink  figures)  finally  determined  by  resurveys,  and 
should  be  in  such  detail  that  any  competent  surveyor  can  retrace 
the  lines.  It  is  best  to  plat  them  on  sheets  24x36  inches  in  size 
and  when  a  sheet  is  full  have  it  adopted  by  the  Council  as  the 
official  map  of  that  district.  Such  plats  will  sometimes  take  many 
years  fn  the  making,  for  information  will  be  added  to  them  until 
they  are  complete.  When  adopted  by  the  Council  they  should  have 
a  certificate  to  that  effect  placed  thereon  by  the  City  Clerk;  tinder 
seal,  and  be  filed  for  record. 
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Such  plats  will  not  follow  Government  lines  so  far  as  their 
boundaries  are  concerned.  The  writer  prepared  some  by  first  mak- 
ing a  map  of  the  city  and  all  its  additions  and  suburbs  on  a  scale 
of  400  feet  to  an  inch,  and  this  was  divided  by  lines  into  many 
spaces,  each  space  representing  one  sheet.  The  spaces  were  reg- 
ularly numbered  and  lettered  and  the  sheets  filed  in  proper  order. 
Sheet  17  was  near  the  center  of  the  city  and  was  the  first  one 
adopted  as  official.  Sheet  1  was  not  completed  for  nine  years,  as  it 
was  in  the  suburbs. 

The  elevations  marked  on  the  sheets  were  the  official  grade 
elevations.    The  ground  elevations  were  put  on  in  contours. 

Monuments  should  be  placed  where  necessary,  but  that  will 
be  taken  up  in  a  following  chapter. 

Another  set  of  plats  is  required  and  these  plats  are  best  when 
about  18x24  inches  in  size.  The  scale  is  not  to  be  uniform,  as  the 
plats  are  for  the  study  of  particularly  troublesome  points.  On 
some  of  his  plats  the  writer  has  used  a  scale  of  ten  feet  to  an 
inch,  while. on  others  he  has  used  fifty  feet  to  an  inch.  He  has 
made  most  of  his  calculations  on  these  sheets  also,  for  the  plats 
themselves  often  occupy  only  a  small  space  in  one  corner. 

To  index  these  plats  their  number  should  be  put  at  the  right 
places  on  the  400  foot  scale  map  that  serves  as  an  index  for  the 
officially  adopted  plats  and  be  also  indexed  in  the  card  index. 

DEPARTMENT  RECORDS. 

All  work  should  be  so  done  in  the  office  that  when  the  city 
increases  m  size  and  departments  are  created  the  records  for  each 
department  can  be  taken  from  the  general  records  without  too 
much  disturbance.  To  have  the  different  department  records  on 
colored  cards  is  a  start. 

There  should  be  a  map,  or  rather  a  number  of  plats  on  a 
scale  of  200  feet  to  an  inch  for  sewer  work,  and  some  on  the  same 
scale  for  street  work.  When  the  waterworks  come  into  possession 
of  the  city  similar  plats  should  be  made  for  the  water  department 
and  a  set  made  for  the  lighting  department  when  the  city  owns 
the  light  plant.    These  plats  are  usually  about  24x36  inches. 

The  establishment  of  a  separate  department  then  means  the 
taking  of  the  plats  and  cards  from  the  office  of  the  City  Engineer 
to  the  department  head  office.  If  the  departments  are  still  under 
the  charge  of  the  City  Engineer  as  chief,  then  all  numbering,  etc., 
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should  originate  in  his  office  and  the  high  numbers  in  all  depart- 
ments kept  there  to  avoid  duplication. 

The  200  foot  scale  maps  for  sewers  should  show  the  size 
and  depth  of  every  sewer  in  the  district.  The  blocks  are  to  be 
simply  in  outline  and  have  no  dimensions  marked  on  them.  The 
map  lines  should  be  in  black  ink  and  the  sewers  in  red  ink.  Cir- 
cles represent  manholes.  Circles  with  a  dot  in  the  center  represent 
catch  basins.  Squares  represent  inlets  without  catch  basins.  Red 
circles  filled  with  blue  represent  flush  tanks. 

A  dotted  line  leading  from  the  sewer  to  the  clear  space  inside 
a  block  leads  to  a  lettered  description  telling  the  date  of  the  con- 
tract, number  of  contract  and  amount  of  work  done  on  that  con- 
tract. 

The  street  maps  showing  street  improvements  and  paving  mat- 
ters should  be  on  the  same  scale  and  similarly  treated.  Adopt  a 
color  for  each  kind  of  pavement  and  wash  in  the  area  on  the 
map  when  the  work  is  done.  A  dotted  line  leading  into  the  block 
ends  where  a  concise  description  of  the  work  is  given.  If  street 
car  tracks  are  in  they  should  be  shown  and  also  the  area  the  street 
car  company  is  to  keep  in  repair. 

Wooden  curbs  are  shown  in  brown  lines;  stone  in  red;  con- 
crete in  blue;  wooden  sidewalks  in  light  brown;  cinder  in  light 
gray ;  concrete  in  light  blue ;  brick  in  light  red. 

The  water  department  maps  will  show  the  water  pipes  in  much 
the  same  manner  as  the  sewer  maps  show  the  sewers. 

The  lighting  department  maps  will  be  made  on  the  same  plan 
as  the  sewer  and  water  department  maps. 

While  this  seems  like  a  great  deal  of  work  it  is  npt  too  much 
for  a  man  and  his  assistants  to  do  and  is  a  wonderful  convenience. 
When  departments  are  formed  the  city  is  not  required  to  go  to 
extraordinary  expense  to  have  the  records  copied  for  each  de- 
partment. 

STREET    OPENINGS. 

Records  of  street  openings  are  kept  in  three  ways.  One  way 
is  to  use  a  card  index  and  show  it  on  that.  A  second  way  is  to 
make  a  plat  of  each  block  in  a  book  having  pages  about  five  by 
eight  inches  ruled  in  squares.  The  blocks  can  be  plotted  to  scale 
as  each  permit  is  issued,  or,  rather,  as  the  first  permit  in  each 
block   is   issued.     One  book   should  be   used   for  each   department 
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(or  future  department.)  The  third  way  is  a  combination  of  book 
with  cards. 

The  plat  shows  the  two  sides  of  the  street  from  one  corner 
to  another,  including  one  crossing  at  the  end  of  the  block.  Plat 
on  the  street  thus  put  down,  the  sewer,  or  the  water  or  gas  pipe, 
etc.,  and  then  plat  in  the  right  place  the  connection  when  it  is 
made.  Mark  the  date,  etc.,  and  number  of  the  index  card  and 
all  information  that  will  help.  In  this  connection  remember  the 
plat  is  to  be  on  the  left  hand  page  and  the  other  page  can  be 
used   for   notes. 

The  card  index  should  be  by  streets  and  contain  all  partic- 
ulars that  will  be  necessary  in  determining  the  location  of  the  con- 
nections made.  These  cards  to  be  in  the  colors  selected  before 
for  the  departments  in  question. 


Triangle  or  Straight  Edge 
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The  cards  are  filed  alphabetically  by  streets.  File  them  reg- 
ularly in  the  direction  of  the  house  numbers.  The  permit  book 
has  numbered  stubs  so  that  is  all  that  is  needed  for  number  reference 
to  permit. 

CONTOUR    MAP. 

The  City  Engineer  should  have  a  contour  map  on  a  scale 
of  400  feet  to  an  inch.     The  lines  in  black  should  show  only  the 
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outlines  of  the  blocks  and  need  not  be  marked  with  dimensions. 
Upon  this  map  should  be  platted  all  elevations  determined  at  any 
time,  and  when  enough  are  platted  the  contours  can  be  drawn 
in,  selecting  any  interval  the  judgment  of  the  engineer  dictates. 

For  interpolating  contours  the  writer  has  used  for  years  a 
method  described  by  him  in  Engineering  News,  May  10,  1U0O,  a 
cut  of  which  he  is  enabled  to  reproduce  by  the  courtesy  of  the 
editors.  The  elevations  are  written  at  the  proper  points  and  a 
dotted  line  is  drawn  connecting  two  points  on  which  the  elevations 
have  been  determined,  and  which  are  platted  in  their  relative  posi- 
tions. A  piece  of  ruled  paper,  marked  as  shown,  is  laid  at  any 
angle  and  one  end  is  at  one  of  the  points.  That  is,  the  figure  on 
the  slip  of  paper  is  the  same  as  the  elevation  of  that  point.  A 
triangle  is  then  laid  on  the  plat  so  that  the  edge  passes  through  the 
other  point  and  the  number  on  the  slip  that  corresponds  to  that 
elevation.  The  triangle  is  then  moved  along  another  triangle,  or 
a  straight  edge,  and  at  each  contour  interval  decided  upon  a  dot  is 
marked  on  the  line  connecting  the  two  points. 


In  the  issue  of  June  21,  lyOO,  of  the  same  paper.  Mr.  H.  F. 
Bascom,  C.  E.,  described  a  method,  original  with  himself,  which  is 
superior.  He  lays  a  strip  of  ruled  paper  along  a  line  connecting 
the  two  points.  This  piece  of  paper  lias  no  figures  marked  on  it. 
He  then  lays  on  top  of  it  another  strip  having-  graduations,  such 
as  above  described.  This  last  strip  is  placed  at  an  angle  so  that 
one  graduation  touches  the  elevation  on  one  point  so  marked  and 
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the  other  end  of  the  strip  intersects  a  line  that  intersects  the 
marked  elevation  of  the  second  point.  By  following  lines  to  the 
edge  he  plots  his  contour  points.    This  is  shown  in  the  illustration. 

For  a  ready  method  of  covering  a  large  area  preparatory  to  a 
study  for  sewerage  and  drainage  nothing  can  compare  with  the 
Stadia  method  and  a  contour  map. 

The  old  time  tedious  calculations  for  reducing  stadia  readings 
have  been  superseded  by  diagrams  and  slide  rules.  Messrs.  W. 
and  L.  E.  Gurley,  Troy,  N.  Y..  sell  for  75  cents  the  Cox  Stadia 
Computer,  which  the  writer  has  used  for  a  number  of  years  with 
great  satisfaction. 

The  Cox  Stadia  Slide  Rule,  10  inches  long,  costs  $4.50,  and  a 
20-inch  rule  costs  $12.50.  The  Webb  (cylindrical)  Stadia  Slide 
Rule  is  about  10  inches  long  and  is  so  made  that  it  is  equal  to  a 
straight  slide  rule  four  feet  long.  The  price  is  $5.00.  All  instru- 
ment dealers  sell  them. 

Stadia  diagrams  can  be  readily  made,  but  being  large,  are 
confined  to  office  use.  The  computers  above  mentioned  can  be 
carried  to  the  field.  The  formula  for  horizontal  distances  is: 
Rod  reading  x  Cos*,  a.  Use  a  large  sheet  of  bristol  board  and 
along  the  lower  edge  draw  a  line  twenty  inches  long  divided  into 
twenty  parts.  Divide  each  part  into  ten.  From  the  left  hand  end 
describe  an  arc  with  a  radius  of  twenty  inches.  Number  the  di- 
visions on  the  bottom  line,  commencing  with  0  at  the  left  end  and 
ending  with  200  at  the  right  end  where  the  circle  begins.  By  the 
above  formula  compute  the  horizontal  distance  for  a  rod  reading 
of  200  feet  and  for  every  degree  up  to  about  twenty.  Plot  each 
distance  as  found  on  the  bottom  line  and  erect  a  perpendicular  to 
intersect  the  arc.  From  the  vertex  at  the  left  draw  an  inclined 
line  through  the  intersection  on  the  arc  and  produced  to  intersect 
a  perpendicular  erected  from  the  200  point  on  the  bottom  line. 

Such  a  diagram  is  shown  in  the  accompanying  illustration. 
Calculations  can  be  made  for  quarter  degrees  or  for  every  five 
minutes  if  desired  and  also  plotted.  Through  each  inch  point  on 
the  bottom  line  erect  a  perpendicular  in  black  ink.  At  each  tenth 
point  erect  a  perpendicular  in  fine  red   ink. 

Lines  can  also  be  placed  on  such  a  diagram  to  give  elevations, 
but  it  is  tedious  plotting  them.  The  writer  uses  another  diagram 
for  elevations.  He  first  obtains  the  horizontal  distances  on  such 
a  diagram  as  above  described  and  for  elevations  makes  a  diagram  on 
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cross  section  paper,  ruled  in  squares.  The  vertical  scale  is  ten  times 
the  horizontal  scale  on  Diagram  2.  A  pin  is  inserted  in  the  lower 
left  hand  corner  and  a  thread  attached  to  it.  On  the  right  hand 
side  angles  are  marked  by  taking  the  tangents  from  a  table  of 
tangents.  On  the  left  hand  side  the  elevations  are  marked. 
Stretching  the  thread  to  cover  the  angle,  the  horizontal  distance 
is  read  on  the  bottom  and  followed  up  a  vertical  line  to  an  inter- 
section with  the  thread  when  a  glance  to  the  left  will  give  the 
difference  in  elevation. 
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In  obtaining  the  horizontal  distance  from  Diagram  1,  an  arm  is 
made  one  inch  wide  and  about  twenty-four  inches  long.  It  is 
graduated  along  the  upper  edge  like  the  bottom  line  of  the  diagram 
and  under  the  0  point  is  some  reinforcement  of  heavy  paper.  A 
line  needle  is  put  through  the  0  point  on  the  arm  and  on  the  lower 
line  of  the  diagram.  An  assistant  calls  off  the  angle  and  the  arm 
is  swung  to  it.  The  rod  reading  is  called  off  and  is  read  on  the 
arm.     At  the  point  of   intersection   with   a  vertical   line  the  eye 
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drops  to  the  bottom  and  there  the  horizontal  distance  is  at  once 
read  off. 

Such  diagrams  have  a  value  that  ordinary  slide  rules  and 
computers  do  not  have.  The  latter  are  graduated  for  a  fixed 
relation  of  the  stadia  wire  interval  to  distance.  It  occasionally  hap- 
pens that  stadia  wires  (fixed  wires  are  the  worst  offenders)  will 
change  interval  for  some  reason  or  other  and  instead  of  the  ratio 
being  1 :100  it  may  be  1:98  or  1:103  or  some  other  ratio  equally  a 
nuisance  to  compute.  The  change  in  the  interval  is  sometimes  caused 
by  the  wax  softening  This  has  happened  to  the  writer  several 
times  until  now  he  uses  adjustable  wires.  The  interval  he  tests 
three  times  each  day  on  measured  lines. 

When  the  ratio  changes  (with  fixed  wires)  it  is  only  necessary 
to  ascertain  the  new  ratio  on  a  measured  line  and  make  an  arm 
to  use  for  it  instead  of  the  arm  that  is  regularly  *  graduated  for 
the  constant  ratio  of  1  :100. 

While  on  the  subject  of  diagrams  attention  may  be  called  to 
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the  following  figure  illustrating  a  rapid  method  of  assessing  cost 
of  work  on  frontage.  This  the  writer  has  used  often  for  esti- 
mates. The  cut  is  from  one  that  appeared  in  Engineering  News 
illustrating  an  article  on  the  subject  by  the  writer  some  years  ago. 
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Under  the  above  title  The  Engineering  Record  of  April  1, 
1905,  printed  an  article  by  Hubert  S.  Wynkoop,  Electrical  Engi- 
neer, Bureau  of  Electricity  and  Gas.  Brooklyn,  N.  Y.;  with  a  plat 
which  has  been  redrawn  for  this  book  in  order  that  the  details  can 
be  seen  clearly.  A  reduction  of  the  original  cut  would  not  have 
been  clear. 
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He  explains  the  map  and  gives  the  reasons  why  it  is  necessary 
to  have  such  records.  To  engineers  and  contractors  operating  in 
towns  and  cities  fairly  well  supplied  with  modern  conveniences  his 
reasons  are  good.  To  men  in  small  places  where  the  work  of 
tearing  up  streets  may  be  said  to  have  hardly  commenced  his 
article  would  hardly  appeal. 

Sometime  in  the  history  of  every  town  the  underground  pipes, 
conduits,  wires,  drains,  etc.,  become  a  great  annoyance  and  expense. 
All  for  lack  of  a  little  care  and  forethought,  or  perhaps  because  of 
downright  stinginess  on  the  part  of  the  first  officials,  who  would 
not  pay  the  cost  of  having  maps  made. 

The  writer  in  his  contracting  experience  has  many  times  been 
obliged  to  lower  water  pipes,  etc.,  when  putting  in  sewers,  because 
no  one  knew  when  the  plans  were  drawn,  how  deep  the  obstructions 
were  in  the  ground.  The  writer,  when  making  surveys  for  water- 
works and  sewer  systems,  bores  down  where  pipes,  etc.,  are  known 
to  be  and  puts  the  information  on  the  profile.  If  the  location  of 
the  obstruction  is  not  known,  then  of  course  no  borings  can  be 
made  to  ascertain  the  depth,  and  digging  trenches  across  at  every 
corner  is  too  expensive. 

The  lack  of  definite  knowledge  often  interrupts  public  work 
for  long  periods  when  obstructions  are  encountered  and  blocks  the 
street  until  enough  information  can  be  obtained  to  permit  the  work 
to  proceed.  Or  until  the  company  owning  the  obstructions  can  be 
settled  with.  In  many  cities  troubled  with  sewers  backing  up  the 
trouble  is  found  to  be  with  pipes  run  through  the  sewers  by  work- 
men employed  by  gas  or  water  companies,  and  even  the  city. 

Mr.  Wynkoop  says:  "Let  no  town  deem  itself  too  small  to 
undertake  such  a  work  (i.  e.,  having  complete  records  prepared). 
Who  can  predict  what  degree  of  future  greatness  lies  in  store  for 
the  little  town?  As  to  these  maps,  I  advocate  then,  for  cities, 
large  beginnings;  for  towns  and  villages,  small  beginnings;  but  for 
each  city,  town  or  village  at  least  a  beginning." 

Today  a  contractor  desiring  to  open  a  Philadelphia  roadway 
makes  application  for  a  permit,  stating  the  character  and  extent 
of  the  proposed  work  and  suggesting  an  approximate  location. 
When  the  permit  reaches  him  it  is  accompanied  by  a  sketch  drawn 
to  scale  and  indicating  the  locations  of  existing  construction  as 
well  as  the  definite  location  assigned  for  the  proposed  work.     The 
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permit  is  accompanied  by  a  bill  for  the  information,  usually  charged 
for  at  from  two  to  five  cents  a  running  foot. 

The  above  suggests  a  method  by  which  the  City  Council  can 
get  the  money  back  for  such  work.  Make  such  a  eharge  that  ulti- 
mately the  work  will  be  paid  for  by  the  men  who  open  the  streets. 
The  way  to  do  this  would  be  to  establish  a  fund  and  all  fees  re- 
ceived will  go  into  it.  Also  the  bills  of  the  City  Engineer  and  his 
assistants  for  the  surveys,  plats  and  inspections  will  be  paid  from 
that  fund.     Of  course  it  would  mean  an  original  appropriation. 

The  Brooklyn  maps,  under  the  charge  of  Mr.  Wynkoop's  de- 
partment, are  19x27  inches,  on  linen  backed  paper.  The  scale  is 
20  feet  to  the  inch.  Dimensions  and  depths  are  marked  directly 
upon  the  constructions,  but  distances  from  curb  are  indicated  by 
appropriately  colored  and  numbered  offsets  placed  back  of  the 
house  line. 

It  has  been  found  of  great  advantage  to  have  all  constructions 
placed  on  one  map  instead  of  having  separate  maps  for  water, 
sewers,  electric  lines,  etc.  The  map  then  shows  at  a  glance  all 
discrepancies,   missing   links   and   connections. 

The  color  scheme  is  as  follows :  Curb  lines,  house  lines,  tracks 
and  all  surface  or  supersurface  constructions  are  in  black;  all 
subsurface  constructions  are  in  colors,  as  indicated  by  the  paren- 
thetical notes  attached  to  the  key  on  the  cut.  Sidewalks  are 
washed  in  with  pale  yellow.  Practically  all  lines'  are  solid,  the 
color    affording    sufficient    distinction. 

Several  other  readers  of  The  Engineering  Record  discussed 
underground  maps,  and  on  July  22,  1905,  a  map  was  printed,  drawn 
by  J.  C.  Bush  of  Duluth,  Minn.  A  careful  inspection  of  this  map 
shows  a  wealth  of  information. 

The  writer  knows  towns  where  the  officials  of  the  privately 
owned  waterworks  and  electric  light  and  gas  plants  are  at  the 
mercy  of  the  superintendent.  He  has  fought  the  making  of  plats 
on  the  score  of  expense  and  at  first  the  officials  weakly  agreed. 
Afterward  they  could  not  get  them  made,  for  the  superintendent 
alone  knew  where  the  pipes  and  ga*tes  were  and  refused  to  tell. 
A  number  of  very  old  and  inefficient  men  hold  their  jobs  today  be- 
cause of  such  lack  of  method.  In  one  city  the  writer  was  em- 
ployed to  make  a  survey  after  the  superintendent  died  suddenly  of 
heart  trouble.  The  work  was  taken  by  contract  and  was  pushed 
as  expeditiously  as  possible.    The  cost  to  the  company  was  $1,486.75 
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and  they  kicked  about  paying  it.  The  contract  price  was  $1,400, 
and  the  $86.75  was  on  account  of  a  helper  putting  a  steel  line  rod 
through  a  wrought  iron  pipe.  The  cost  to  the  writer  was  $1,600 
and  a  few  cents.  He  will  never  again  undertake  such  a  piece  of 
work  by  contract.  There  was  too  much  loss  of  time.  Old  employes 
had  to  be  hunted  up  and  their  statements  substantiated  by  digging 
for  pipes  and  valves.  Sometimes  trenches  had  to  be  dug  clear 
across  streets.  Many  holes  were  dug  where  men  said  certain 
valves,  etc.,  were  located,  only  to  prove  disappointing. 

TRACK    RECORII    MAI'S. 

This  drawing  is  a  reproduction  of  an  illustration  from  the 
Street  Railway  Journal  August  15,  11)05  showing  the  manner  in 
which  the  Birmingham  Railway,  Light  &  Power  Company  (Ala.) 
keeps  a  record  of  tracks,  etc.  The  drawings  are  made  on  sheets 
46x17^2  inches,  the  record  proper  being  within  border  lines  42x1 5  */£ 
inches.  The  character  of  the  pavement  is  indicated  by  lines,  mac- 
adam being  shown  by  diagonal  lines  run  from  lower  left  to  upper 
right,  brick  pavement  by  vertical  broken  lines,  granite  blocks  by 
double  sectional  diagonal  lines  from  lower  left  to  upper  right  and 
upper  left  to  lower  right. 

Profiles  are  made  upon  the  same  size  sheets  to  a  scale  of 
50  feet  horizontally  and  10  feet  to  the  inch  vertically.  The  man 
writing  the  article  does  r.ot  state  the  scale  of  the  maps,  but  the 
writer  presumes,  as  a  matter  of  convenience,  the  maps  will  be  to 
the  same  horizontal  scale  as  the  profiles.  The  drawings  and  pro- 
files are  intended  to  be  complete  and  show  class  of  construction, 
materials,  pavements,  character  of  special  work,  location  of  poles, 
and  in  fact  everything  that  may  directly  and  indirectly  affect. the 
work  of  the  company. 

POSTAL   CARD  RECORDS. 

Too  many  engineers  have  the  habit  of  putting  off  office  work 
until  winter  sets  in.  Much  valuable  data  is  collected  that  could 
be  of  use  to  all  the  assistants,  but  is  denied  them,  with  the  excep- 
tion of  the  man  who  has  done  the  work,  until  a  wet  season  gives 
an  opportunity  of  recording  the  data  in  proper  form. 

The  writer  has  used  with  good  results  postal  cards  addressed 
to  the  City  Engineer  or  to  the  man  in  the  office  whose  business  it 
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is  to  keep  track  of  such  matters.  The  cards  are  kept  in  a  pocket 
in  the  back  of  the  field  book  or  under  a  rubber  band  on  the  page 
opposite  the   record   page. 

When  a  bench  is  established,  or  a  line  point  or  monument 
fixed,  copy  the  description  from  the  field  book  immediately  on  to 
the  postal  card.  Drop  this  in  the  nearest  mail  box  and  it  will 
turn  up  in  the  office  in  due  course.  The  proper  man  in  the  office 
will  at  once  make  an  entry  where  such  entries  should  be  made. 
The  next  time  an  assistant  goes  to  the  field  he  will  find  fresh  and 
reliable  data  at  hand.  This  will  also  stop  the  pernicious  habit  of 
taking  field  books  from  the  files  out  to  the  field  and  probably  losing 
them.  No  field  book  should  ever  leave  the  office  after  it  is  full 
and  has  been  indexed.  This  system,  with  illustrations  of  forms, 
was  explained  by  the  writer  in  Engineering  Nezvs  February  15,  1906. 

MONUMENT  AND   BENCH    MARK  RECORDS. 

In  the  preceding  chapter  the  writer  has  given  a  system  for 
keeping  track  of  monuments  and  bench  marks. 

On  the  card  index  record  cards  a  full  description  of  the  point 
is  given  and  sometimes  on  the  back  of  the  card  a  sketch  (not  to 
scale)  is  drawn  illustrating  the  description. 

No  matter  how  many  departments  there  may  be  the  office  of 
the  City  Engineer  is  the  place  where  all  such  information  belongs 
and  duplicates  of  his  records  in  the  departments  will  be  all  that  is 
necessary  if  the  heads  of  the  departments  wish  to  keep  such  rec- 
ords themselves.  That  is,  there  should  be  some  central  office  where 
all  information  in  the  way  of  bench  marks,  monuments,  survey, 
points,  etc.,  can  be  found. 

LEVELS    AND    PROFILES. 

Dunham's  Plat  and  Profile  Book  is  a  fairly  useful  book  for  the 
purpose  of  keeping  profiles  in  shape  to  take  to  the  field. 

The  writer,  however,  has  found  it  a  good  idea  to  have  leather 
covers  made  9x4^£  inches  in  size  and  to  cut  profile  paper  into 
sheets  that  will  fit  these  covers.  Holes  are  punched  in  the  end 
and  brass  pins  used  to  hold  the  sheets  inf  place.  Such  a  book  can 
hold  about  twenty  sheets. 

When  a  contract  is  awarded  for  sewers,  water  pipes  or  under- 
ground conduits  the  profile  is  platted  on  one  of  these  sheets  for 
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one  or  more  blocks,  together  with  all  the  information  necessary. 
On  the  back  is  platted  the  block.  Sometimes  the  engineer  first 
uses  the  sheets  and  places  on  them  all  the  information  he  acquires 
from  setting  the  grade  stakes,  and  notes  changes  (if  any).  The 
draughtsman  in  the  office  inks  the  information  in,  leaving  the  old 
matter  stand,  but  crossing  through  and  making  corrections  in  red 
ink  where  changes  are  found  necessary.  Then  the  inspector  keeps 
it  on  the  job  and  marks  the  different  kinds  of  material  as  they 
are  encountered.  When  the  job  is  completed  the  sheet  is  turned 
into  the  draughtsman,  who  finishes  it  for  the  purpose  of  record, 
in  accordance  with  the  scale  of  colors  already  mentioned.  The 
sheets  are  then  filed  by  streets  in  a  box  made  especially  for  them, 
or  in  little  books  of  fifty  sheets  each  and  card  indexed. 

The  putting  down  of  the  information  as  to  character  of  ma- 
terial encountered  in  excavating  is  of  great  value  as  time  goes  on. 
After  a  while  it  enables  an  engineer  to  give  very  accurate  informa- 
tion and  make  close  estimates  when  trenching  and  excavating  work 
are  proposed. 

The  cut  here  presented  shows  how  the  plat  is  made  and  how 
the  profile  looks.  The  marks  crossed  out  indicate  corrections  made 
in  red  ink.  Sometimes  the  procedure  is  as  follows:  One  copy  is 
made  for  the  office,  one  for  the  engineer,  one  for  the  inspector, 
one  for  the  contractor  and  one  to  be  attached  to  the  office  copy 
of  the  contract.     Four  copies  altogether. 

The  copy  given  to  the  engineer  is  marked  by  him  as  to  ele- 
vations and  distances  when  the  work  is  completed  and  mailed  in 
to  the  office,  where  the  information  is  taken  from  it  by  the 
draughtsman  and  marked  on  the  office  copy.  The  inspector  then 
uses  his  own  copy  instead  of  one  already  marked  by  the  engineer 
and  puts  on  it  all  the  information  he  secures,  and  when  the  job 
is  completed  mails  it  to  the  office,  where  the  draughtsman  takes 
the  information  from  it  and  corrects  the  office  copy.  After  both 
plats  have  been  received  fully  corrected  and  showing  the  work 
as  it  was  actually  clone,  the  draughtsman  plats  the  information 
on   the  200   feet   scale   maps  in   the   sewer   department. 

The  plats  for  the  waterworks,  gas  works,  street  paving,  etc., 
are  similarly  treated. 

The  writer  has  drawn  each  plat  very  often  and  he  has  also 
used  another  method  very  successfully.  He  had  a  rubber  stamp 
made  in  the  form  of  a  roller  which  printed  a  cros_s  section  plate 
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in  transfer  ink.  As  the  roller  was  complete  the  plate  could,  of 
course,  be  any  desired  length.  'I  he  width  was  4^2  inches.  On  the 
plate  thus  made  with  the  roller  the  profile  was  marked,  together 
with  the  line  of  sewer,  etc ,  in  transfer  inks. 

The  completed  sheet  was  then  printed  by  the  clay  or  hekto- 
graph  process.  The  plat  was  also  drawn  in  colors  with  transfer 
inks  on  another  piece  of  p\per  and  printed  on  the  back  of  the 
profile  sheet.  The  rubber  roller  was  marked  in  one-quarter  inch 
squares,  thus  making  the  form  known  as  Plate  A.  The  longitudinal 
scale  was  100  feet  to  an  inch  and  the  vertical  scale  four  feet  to 
an  inch. 

In  some  cities  there  are  used  sheets  ruled  in  one-quarter  inch 
squares  on  which  the  plat  is  put  at  the  top  and  the  profile  of 
surface  and  sewer  below.  The  sheets  are  prepared  a  long  time 
ahead  and  when  needed  the  work  is  traced  with  transfer  inks  on 
cloth  and  printed.  The  cross  section  lines  do  not  show  on  the 
printed  sheet. 

The  writer's  method  of  procedure  is  as  follows:  When  levels 
are  run  profiles  are  made  of  each  street  in  continuous  sheets  as  is 
customary  and  cross  elevations  are  checked.  This  information  is 
then  placed  on  the  400  foot  map  and  contours  drawn.  When  a 
study  is  made  for  grades  the  proposed  grade  is  worked  up  on  both 
map  and  profile.  It  is  then  marked  in  lead  pencil  on  the  profile 
and  the  grade  ordinance  is  prepared.  After  the  ordinance  is 
passed  the  adopted  grade  is  put  on  the  profile  in  red  ink,  together 
with  the  date  and   number  of  the   grade   ordinance. 

On  the  contour  map  the  contours  of  the.  original  grou::d  sur- 
face are  in  black  for  rock,  brown  for  ordinary  soil  and  in  yellow 
for  sand.  When  a  grade  is  established  the  official  elevations  are 
placed  in  ned  inside  of  circles  at  the  correct  points.  Then  the 
new  contours,  as  they  represent  the  surface  when  brought  to  grade, 
are  put  on  in  red  ink. 

An  immediate  study  is  commenced  for  sewerage  and  drainage, 
the  results  being  placed  in  lead  pencil  on  both  profile  and  contour 
map.  When  the  time  arrives  for  action  and  the  work  of  putting 
in  the  sewers  or  drains  is  to  be  performed  the  lines  are  inked  in 
red  on  the  profile,  together  with  sizes  and  elevations  and  grades. 
The  work  always  remains  in  lead  pencil  on  the  contour  map,  for  it 
is  a  working  map. 
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FORMS    OF    PROCEDURE. 

It  is  difficult  in  such  a  book  as  this  to  give  blank  forms  to 
«:over  all  cases,  as  proceedings  are  governed  by  statutes  and  the 
statutes  vary  in  all  the  States. 

Generally,  however,  the  work  of  the  engineer  in  connection 
Tvith  public  improvements  may  be  arranged  as  follows :  Work  orig- 
inates in  one  of  two  ways,  by  petition  from  the  interested  prop- 
erty owners  or  by  some  member  of  the  Council.  The  engineer  is 
then  called  upon  for  a  report  and  recommendation.  If  these  are 
favorable  an  estimate  of  cost  is  made.  It  is  well  to  make  the 
estimate  of  cost  as  soon  as  the  report  is  made,  for  it  may  be 
called  for  immediately  after  the  report  is  read  and  ordered  filed. 

The  estimate  should  include  a  definite  description  of  the  boun- 
daries of  the  proposed  improvement  and  of  the  limits  to  the  dis- 
trict to  be  assessed  for  the  cost. 

When  it  is  finally  decided  to  proceed  with  the  work  then  get 
from  the  heads  of  each  department  all  information  that  will 
enable  proper  plans  and  specifications  to  be  made.  Instruct  the 
street  car  companies,  electric  light  and  gas  companies,  water  com- 
panies, underground  conduit  owners,  and  all  who  have  easements 
and  rights  in  the  street  that  the  work  is  to  be  done  and  direct 
them  as  to  what  they  have  to  do  before  work  can  commence. 
When  the  contract  is  awarded  send  proper  notice  to  all. 

Have  regular  bidding  sheets  on  which  all  information  for 
comparison  of  bids  will  be  placed.  When  the  contract  is  awarded 
make  out  a  card  for  a  record  containing  the  number  of  ordinance 
under  which  the  work  is  done,  the  date  of  same,  date  of  bidding 
and  date  of  award,  name  of  contractor,  amount  of  contract,  class 
of  work.  On  this  card  to  be  lines  to  contain  the  names  of  the 
inspector  or  inspectors  and  of  the  engineer  or  engineers  in  charge 
of  the  work. 

For  the  convenience  of  the  office  force  and  to  expedite  business 
the  writer  has  the  inspectors  supplied  with  two  sets  of  books.  One 
book  is  used  for  Monday,  Wednesday  and  Friday.  The  other  book 
is  used  for  Tuesday.  Thursday  and  Saturday.  The  inspector  is 
obliged  to  report  at  the  City  Hall  every  evening  and  turn  in  the 
book  for  that  clay,  getting  the  book  for  the  next  day.  If  the 
distance  is  too  great,  arrangements  have  to  be  made  for  an  ex- 
change of  books. 
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either  way.  Knowing  that  each  number  represents  five  feet,  dis- 
tances can  be  closely  approximated  when  two  numbers  are  given. 
So  the  city  hall,  the  court  house  or  the  intersection  of  the  two 
principal  streets  become  good  starting  points. 

To  avoid  confusion  in  names  and  the  letters  N.,  E.,  W.,  S.,  so 
often   a   nuisance,   names   might    be   given   the   streets  as   follows: 
In  the  northwest  quarter  (or  any  other)   let  all  the  streets  running 
in  one  direction   be  numbered  and  be  called  streets.     The  streets 
crossing  them  at  right  angles  to  be  numbered  and  called  avenues. 
In  the  southwest  quarter  have  a  similar  arrangement  but  use  letters 
instead  of  numbers.    In  the  northeast  corner  use  the  names  of  trees 
and  flowers  in  a  similar  manner.     In  the  northwest  use  the  names 
of  local    celebrities.     For   wide   avenues   and   irregular   streets  use 
names  of  states,  etc.     It  would  mean,  for  example,  that  Elm  street 
would  stop  at   Massachusetts  avenue    (or  boulevard)    and   its  con- 
tinuation on  the  other  side  would  be  Fifth  avenue.     This  is  better 
than   East   Elm  and   West   Elm.     In  many  cities  numbers  proceed 
east  and   west   from   a   selected   street  or   a  canal   or  a   river  and 
the   streets   keep  their  names.     After   a  man   has  lost   an   evening 
traveling  to  visit  a  friend  on  2680  Madison  avenue  he  finds  to  his 
disgust  that  the  friend  lives  on  W.  Madison,  but  in  writing  forgot 
to   put   down    the   distinguishing   letter.      Not   knowing   there    were 
two  directions  to  travel  the  stranger  had  taken  a  car  on  Madison 
avenue  which  seemed  to  be  traveling  in  the  direction  that  would 
take  him  to  the  house  he  wished  to  visit. 

The  duplication  of  names  and  alleys  should  be  avoided.  Many 
cities  have  a  number  of  streets  with  the  same  name.  In  the 
above  system  stick  to  the  streets  on  all  that  go  in  one  direction 
and  to  avenues  on  all  that  go  in  the  other  direction.  A  duplication 
of  names  will  not  be  confusing  then.  Streets  at  an  angle  with 
the  general  plan  will  be  called  boulevards  if  over  seventy  feet  wide 
and  avenues  for  any  other  width. 

If  there  happen  to  be  any  streets  in  circles  the  rectangular 
system  of  house  numbering  must  be  departed  from  for  those  streets. 
Select  a  starting  point  and  go  around  the  circle,  giving  one  odd  and 
one  even  number  each  ten  feet. 

RECORDS   FOR  VERY    SMALL  PLACES. 

For  very  small  places  the  writer  advises  the  plat  book  contain- 
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ing  the  tracings  of  original  plats  on  record  and  the  copies  of  them 
on  a  scale  of  100  feet  to  an  inch. 

For  record  books  get  books  having  pages  about  eight  by  four- 
teen inches  ruled  in  quarter  inch  squares.  Enter  everything  in 
these  books  each  day.  Make  plats  or  copies  of  written  notes,  plats 
of  surveys,  copies  of  reports,  finished  profiles,  cross  sections  for 
estimates  and  for  grading,  etc.  Omit  nothing.  When  one  book  is 
completely  filled   get   another. 

The  pages  should  be  numbered  and  the  contents  card  indexed. 
A  number  of  places  use  such  records  and  they  are  amply*  sufficient 
for  general  purposes  until  the  town  grows  large.  If  the  card  index 
is  complete  there  will  never  be  any  necessity  for  making  copies 
of  these  records  when  departments  are  established  or  when  the 
office  pays  enough  to  enable  an  engineer  to  install  a  more  compre- 
hensive system. 

A  separate  small  book  alphabetically  indexed  can  be  used  to 
keep  a  record  of  bench  marks  and  a  similar  one  for  records  of 
monuments  and  survey  points.  If  the  city  owns  the  waterworks 
or  the  lighting  plant  similar  books  can  be  used  to  locate  hydrants, 
valves,  gates,  transformers,  etc.  The  records  should  be  in  the 
large  books  and  these  small  books  contain  only  copies  to  take  to  the 
field. 

CONTRACT    DRAWINGS. 

For  structures  try  and  keep  drawings  to  a  size  not  exceeding 
18x24  inches.  Such  drawings  should  be  general  drawings  only. 
Try  and  make  all  details  on  sheets  of  legal  size  to  bind  in  with 
the  specifications. 

For  street  and  sewer  work  and  for  laying  water  pipes,  gas 
pipes  and  conduits  there  should  be  a  general  plan  on  as  large  a 
scale  as  will  permit  it  to  be  platted  on  a  sheet  that  will  bind  in 
with  the  specifications.  This  plan  should  not  show  the  street  lines, 
but  merely  the  pipe  lines  with  the  names  of  the  streets  placed  along 
them. 

Mark  on  each  lir.e  the  sizes  and  approximate  lengths  of  the 
pipes  or  conduits.  Also  the  material.  Such  a  plan  gives  a  con- 
tractor an  excellent  idea  of  layout.  In  the  same  lot  put  a  drawing 
of  the  cross  section  of  the  street,  if  a  paving  job,  showing  thickness 
of  each  layer  of  paving,  foundation,  etc. 

In  the  same  lot  of  drawings  show  all  details  and  all  special 
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sketches  necessary  or  useful  in  laying  out  the  work.  In  the  front 
of  all  have  an  index  alphabetically  arranged  and  at  the  bottom  of 
each  sheet  have  the  page  number  prominently  displayed  so  it  may 
be  readily  found  when  wanted  after  referring  to  the  index. 

In  addition  have  a  plan  and  profile  as  before  described  on  a 
sheet  about  4j4x9  inches  of  each  block  separately  or  of  two  blocks 
if  they  will  go  on  the  sheet. 

Avoid  blanket  sized  sheets  and  sheets  crowded  with  details 
stuck  in  in  almost  any  imaginable  way.  Do  not  plat  a  number  of 
drawings  and  profiles  on  one  large  sheet  of  transparent  profile  paper 
and  make  blueprints  from  it.  It  may  be  convenient  for  the  engineer 
who  has  studied  over  it  when  working  out  the  matter,  but  it  is 
annoying  to  every  one  else.  It  argues  that  the  man  who  prepared 
it  might  be  lazy  or  stingy,  or  both. 

A  small  sized  general  plan  giving  dimensions  and  approximate 
quantities  on  each  block  is  a  wonderful  help  to  a  contractor  in 
distributing  his  material  and  in  prosecuting  his  work.  The  writer 
can  speak  feelingly  on  this  point,  for  he  was  a  contractor's  engineer 
in  many  places  where  he  wanted  to  do  serious  bodily  injury  to  the 
engineer  who  drew  the  plans  and  made  the  drawings. 

A  little  thought  for  others  is  a  big  asset  in  this  world.     To 

bind  all  the  profile  sheets  in  a  cloth  covered  pasteboard  back,  easily 

opened  and  referred  to  on  the  job  on  a  windy  day,  takes  very  little 

time.     Any  intelligent  man  can  do  it  and  it  is  one  of  the  things 

that  brings  its  own  reward. 

Specifications  can  be  duplicated  at  the  lowest  cost  by  blue  printing.    Use  a 
very  thin  typewriter  paper  with  a  rough  surface,  or  at  least  a  surface  that  is  not 
shiny  and  smooth  like  the  paper  known  as  onion  skin.    Write  on  it  with  a  black 
copy  ribbon  placing  behind  it  a  piece  of  pencil  carbon  paper.    Ink  carbon  makes 
too  light  an  impression.    The  face  of  the  carbon  paper  will  be  against  the  paper  so 
that  when  the  work  is  done  the  black  ink  from  the  typewriter  ribbon  will  be  on  the 
face  of  the  paper  and  the  black  impression  from  the  carbon  will  be  on  the  back. 
These  sheets  can  be  blue  printed  as  readily  as  any  drawing.    It  is  well  to  make 
the  signed  originals  in  this  manner  and  corrected  copies  can  be  made  whenever 
wanted  at  a  cost  of  from  one  to  two  cents  per  sheet.    Black  pencil  carbon  is  not 
always  readily  purchased  for  the  majority  of  stationers  keep  blue  carbon  paper. 
This  is  a  good  method  also  for  reports.    By  using  douhle  faced  carbon  for  the  first 
sheet  a  duplicate  copy  may  be  made  at  the  time  the  original  is  printed  on  the  back. 
By  using  thin  ink  carbon  for  other  sheets  a  number  of  carbon  copies  may  be  made 
in  the  usual  manner,  this  method  having  the  advantage  that  copies  may  be  pro- 
duced at  any  time  in  the  future  by  simply  preserving  the  original  which  is  written 
in  black  and  has  the  extra  impression  on  the  back.    The  author  uses  this  method 
altogether  now. 


CHAPTER  XIII. 


FIELD   WORK. 


STANDARD  TAPES. 

Sometimes,  but  very  seldom,  it  happens  that  a  city  laid  out 
years  ago  was  carefully  surveyed  and  monumented.  But  there  is 
a  difference  in  the  measurements  with  measuring  done  at  a  later 
date  and  the  difference  is  constant  and  in  one  direction.  It  is  not 
an  error  but  if  good  judgment  is  not  used  there  will  be  errors 
introduced  by  reason  of  this  difference.  All  the  lines  should  be 
gone  over  carefully  between  monuments  with  a  standard  tape  and 
the  difference  ascertained.  Then  the  city  should  have  several 
tapes  made  which  will  be  correct  only  when  applied  to  work  between 
the  monuments  but  of  course  will  differ  from  a  standard  tape  by 
the  amount  of  the  constant  difference  found. 

An  ordinance  should  be  passed  forbidding  the  erection  of  a 
building  or  fence  in  the  city  until  the  applicant  for  the  permit  has 
had  the  lot  measured  and  no  one  should  be  permitted  to  do  the 
measuring  but  a  licensed  city  surveyor  or  an  employe  of  the  city 
engineer's  office,  and  it  should  be  done  with  one  of  the  tapes  made 
for  that  purpose. 

MEASUREMENTS. 

In  measuring  lines  too  great  care  can  not  be  exercised.  Steel 
tapes  graduated  to  hundredths  of  a  foot  are  the  best  to  use  and 
it  would  be  well  to  send  them  to  Washington,  D.  C,  to  be  tested 
by  the  government,  before  using  them.  It  takes  only  a  short  time 
to  accustom  men  to  using  a  spring  balance  on  tb<*  end  of  a  tape.  A 
common  spring  balance  can  be  purchased  in  nearly  any  hardware 
store  for  thirty-five  cents  which  serves  excellently.  It  is  about  nine 
inches  long  and  an  inch  in  diameter.  The  writer  uses  also  a  tape 
level  (on  which  he  obtained  a  patent  in  1892)  in  nearly  all  his 
work.    It  is  attached  to  the  tape  by  clamp  springs  so  placed  on  the 
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bottom  that  a  simple  "twist  of  the  wrist*'  attaches  the  level  to  the 
tape.  Some  engineers  prefer  a  level  on  each  end  but  one  is  suf- 
ficient. The  level  is  placed  about  one  foot  away  from  the  end  and 
the  tape  pulled  to  the  proper  tension  and  then  raised  or  lowered 
until  the  bubble  indicates  that  the  ends  are  at  the  same  height 


After  this  it  is  not  necessary  to  pay  ar .-  more  attention  to  the  bubble 
for  a  man  can  keep  the  level  thus  ascertained,  easily  enough.  A 
hundred  foot  tape  requires  about  a  sixteen  pound  pull.  The  bub- 
ble should  be  in  the  middle  of  the  tube  for  short  distances  of 
about  twenty-five  feet  or  less  and  move  toward  the  hand  for  greater 
distances  ( for  allowable  sag )  until  on  a  tape  one  hundred  feet 
long,  with  sixteen  pound  pull  it  is  almost  at  the  end  of  the  open 
space. 

Mr.  J.  C.  Sala,  instrument  maker,  429  Montgomery  street,  San 
Francisco,  Cal.,  recently  purchased  from  the  writer  the  patent  for 
the  above  tape  level  and  is  the  sole  manufacturer. 

For  measuring  on  streets  with  good  stiff  grades  and  where 
the  tape  has  to  be  used  in  short  lengths  the  best  method  is  to  use 
a  fifty  foot  tape  and  measure  on  the  slope,  putting  twenty  penny 
nails  at  the  end  of  each  measurement,  i.  e.,  at  each  fifty  feet.  The 
tape  should  be  hauled  taut  each  time.  Then  run  levels  over  the 
road  and  read  the  rod  carefully  at  each  nail.  The  distance  can 
be  reduced  to  the  horizontal  by  using  tables  of  squares  and  there 
will  be  no  danger  of  the  work  not  afterward  checking  out  This 
is  a  good  method  for  running  out  a  base  line  for  initial  surveys, 
and  for  triangnlation  for  stadia  work.  When  so  used,  instead  of 
nails,  place  stakes  at  the  end  of  each  measurement  The  stakes 
should  be  about  one  inch  square  with  chamfered  tops  and  a  tack 
in  the  center  on  top. 

A  further  advantage  possessed  by  this  method  is  that  data  is 
obtained  for  profiles.  The  stations  will  be  somewhat  irregular 
but  after  the  profile  is  platted  that  will  make  no  difference. 
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MONUMENTS. 

Monuments  should  be  either  of  granite  or  concrete  four  inches 
square  on  top  and  several  feet  long,  set  at  the  intersection  of  the 
center  lines.  The  top  should  be  a  few  inches  below  the  street  surface 
and  it  is  well  to  have  the  top  serve  as  a  bench  mark  for  levels  as 
well.  The  bottom  should  be  larger  than  the  top.  A  good  tem- 
porary monument  is  made  of  a  two  inch  iron  pipe  two  feet  long, 
driven  into  the  ground,  filled  with  wood  and  having  its  center 
determined  by  a  nail  driven  in  the  top.  On  out  of  the  way  roads 
and  lanes  where  no  improvements  have  been  made  a  good  monu- 
ment is  made  by  taking  a  post  hole  digger  and  putting  down  a  hole 
two  or  three  feet  deep.  In  the  middle  of  this  hole  drive  a  stick  one 
inch  square,  exactly  centered.  Fill  the  space  around  with  a  lime 
paste.  Such  a  monument  is  cheap  and  lasting.  It  was  first  used 
by  George  C.  Power,  city  engineer  of  San  Buenaventura,  Cal. 

When  a  street  is  improved  the  monuments  should  be  carefully 
referenced  and  replaced.  It  is  a  good  plan  when  a  concrete  curb 
or  cement  sidewalk  is  built  to  place  in  the  cement  a  few  nails  from 
which  to  make  further  surveys  and  thus  avoid  the  nuisance  of 
tearing  up  the  street  surface,  and  also  because  it  is  generally  easier 
to  work  along  the  edge  of  the  curb  than  in  the  middle  of  the  street. 

While  the  writer  mentions  the  location  of  monuments  at  the 
intersection  of  center  lines  it  is  not  intended  to  be  considered  as 
positive.  Circumstances  may  make  it  advisable  to  locate  the  monu- 
ment lines  on  off-sets.  A  common  plan  is  to  set  all  monuments  on 
streets  running  in  an  easterly  direction,  ten  feet  south  from  the 
center  line.  On  streets  running  in  a  southerly  direction  to  have 
the  monument  line  ten  feet  east  of  the  center  line. 

While  the  exact  center  line  is  almost  always  the  clearest  line  a 
surveyor  can  obtain,  when  no  street  cars  use  the  street,  monuments 
placed  in  the  center  are  apt  to  be  disturbed  by  sewer  construction. 
In  fact,  it  is  hard  to  know  just  where  to  place  monuments  where 
they  will  not  be  disturbed  and  where  the  surveyor  can  always  use 
them  conveniently. 

The  writer  has  found  concrete  sidewalks  to  be  good  places  in 
which  to  set  monuments  and  a  distance  of  six  feet  from  the  property 
line  a  good  distance  out.  When  using  sidewalk  marks  or  monu- 
ments it  is  necessary  to  have  a  tripod  made  of  well  seasoned  wood 
or  strong  metal  tubing  to  hang  points  from.    This  tripod  should  be 
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seven  feet  long  and  have  gimbal  rings  in  the  top.  Fastened  to  the 
gimbal  rings  should  be  a  straight  iron  rod  three-quarters  of  an 
inch  in  diameter  and  two  feet  long.  It  should  be  hung  in  the 
gimbals  about  the  middle  and  at  the  lower  end  should  be  a  ring  to 
which  to  attach  a  plumb  line.  Fastened  to  the  plumb  line  should  be 
a  plumb  bob  weighing  at  least  two  pounds  and  a  pasteboard  tube  six 
inches  in  diameter  and  two  or  three  feet  long  should  be  held  by 
an  assistant  to  protect  the  plumb  bob  from  being  swayed  by  passers 
by  or  by  the  wind. 

When  the  plumb  bob  is  exactly  centered  over  the  point  the  rod 
(which  is  painted  red  and  white)  is  of  course  erect.  A  shifting 
center  can  not  be  well  arranged  on  such  a  tripod,  which  must  be 
centered  by  shifting  the  legs. 

Another  method  often  used  for  sighting  points,  not  requiring 
the  attention  of  an  assistant,  is  to  have  a  pole  to  stick  into  the 
ground,  with  a  plumb  bob  suspended  from  an  extension  end.  When 
the  pole  is  planted  the  extension  end  is  moved  until  the  plumb  bob 
is  directly  over  the  point.  Then  a  prop  is  placed  under  the  pole. 
Sighting  is  done  to  the  plumb  line.  There  are  many  such  ideas 
in  use  original  with  the  men  using  them.  Such  a  device  requires  to 
be  steady  in  the  joints,  and  very  rigid  in  every  way.  While  better 
than  a  man,  who  may  not  always  pay  attention  to  his  work,  it  is  Jiot 
safe  to  leave  them  without  a  man  near  by  to  see  that  they  remain 
fixed  and  are  not  interfered  with. 

MARKING    OF    SURVEY    POINTS. 

In  macadamized  streets  the  best  material  for  points,  to  be  used 
again,  are  twenty  penny  wire  nails,  the  heads  driven  about  one  inch 
below  the  surface  and  referenced  by  measurement  to  sidewalks, 
curbs,  fences  or  buildings.  In  unpaved  streets  wooden  stakes  one  or 
two  inches  square  with  bevelled  heads  driven  one  inch  below  the 
surface  will  last  a  long  time.  This  is  of  course  in  places  where 
there  are  no  monuments  or  on  parts  of  streets  where  it  is  a  long 
distance  to  a  monument. 

The  recovery  of  points  is  embarassing  sometimes.  Marks  on 
buildings  and  fences  are  liable  to  disappear  and  the  engineer  can 
hardly  be  too  particular.  He  should  make  several  ties,  choosing 
preferably  a  brick  or  stone  building  when  he  has  a  choice.  For  a 
point  in  an  earth  street  where  surveys  are  seldom  made  and  refer- 
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ence  points  are  liable  to  disappear  quickly  a  good  method  is  to 
make  a  ring  with  a  fifty  foot,  or  twenty-five  foot  tape  and  on  this 
ring  drive  half  a  dozen  stakes  with  their  tops  flush  with  the  surface. 
Tacks  should  mark  the  exact  distance  from  the  point  to  be  pre- 
served. Tie  in  all  these  points  as  well  as  the  center,  and  when 
it  is  required  afterward  and  the  direct  ties  have  disappeared,  it 
may  be  found  when  any  two  of  the  tie  stakes  are  found  and  a 
measurement  from  each,  with  the  radius  of  the  circle,  will  intersect 
in  the  proper  place. 

The  markings  of  buildings  should  be  systematic.  A  common 
way  to  mark  a  line  measurement  is  to  drive  three  nails  or 
tacks  in  a  vertical  line.  It  is  understood  that  *he  middle  tack  is 
the  one  to  measure  from.  For  elevation  three  or  four  nails  in  a 
horizontal  line  with  one  projecting  slightly  for  the  level  rod  to 
rest  upon  is  a  common  method.  The  diagrams  in  the  record  books 
describing  these  points  should  be  carefully  drawn.  Transmitted 
from  one  city  engineer  to  another  and  carefully  kept  up  such 
records  are  of  value.  Less  will  be  heard  then  of  the  disagreement 
of  surveyors,  than  is  now  heard  in  every  small  place. 

THE   RESURVEY    OF    LOTS. 

These  surveys  are  generally  made  for  building  purposes.  A 
diagram  is  given  the  party  ordering  the  survey  and  is  not  always 
drawn  to  scale,  but  shows  all  adjacent,  or  encroaching  improve- 
ments, together  with  the  amount  of  the  encroachment  or  the  dis- 
tance away  of  the  parts  on  which  the  marks  have  been  placed. 
Where  a  tack  has  been  placed  to  mark  a  line  it  is  indicated  by 
the  word  "tack"  and  the  distance  from  that  point  to  the  point  de- 
fining the  lot  line,  is  marked  in  red  ink,  the  diagram  being  in  black. 
Elevations  above  or  below  certain  points  indicated  on  the  diagram 
are  shown  in  blue. 

In  the  resurvey  of  a  lot  there  are  four  cases  to  be  considered: 

First — There  may  be  a  monument  at  each  end  of  the  block. 

In  the  first  case  measure  carefully  from  one  monument  to  the 
other  and  distribute  the  difference,  if  any  is  found,  proportionately 
between  the  monuments,  unless  it  interferes  with  buildings  already 
erected  of  permanent  material.  In  such  case,  if  there  is  a  surplus 
and   the  client  can  be  given  his  land  without  taking  from  others, 
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make  an  adjustment  and  note  it  in  the  records.  The  diagram  will 
show  the  client  he  is  safe  and  the  records  will  keep  future  city 
engineers  from  getting  astray.  It  is  well  to  verify  the  monuments 
occasionally  from  others,  as  they  are  often  disturbed. 

Second — There  may  be  no  monuments,  but  there  may  be  build- 
ings already  erected,  supposedly  by  survey. 

When  buildings  or  fences  are  in  it  is  common  to  measure  from 
the  nearest,  assuming  it  to  be  correct  It  is  a  loose  practice,  but  if 
there  is  nothing  to  go  by  it  is  well  to  verify  from  each  end  of  the 
block  the  correctness  of  the  location  of  the  fence  or  building 
taken  as  a  starting  point.  When  monuments  are  out  or  have  been 
disturbed  it  is  customary,  and  wisest,  to  treat  each  block  by  itself, 
regardless  of  others.  If  the  measurement  discloses  a  surplus  dis- 
tribute it  proportionately  between  the  points  or  buildings  disclosing 
it  and  if  there  is  a  deficiency  it  is  generally  safest  to  throw  it  into 
the  street  if  not  great  in  amount.    The  sidewalk  can  stand  it. 

Third — There  may  neither  monuments  nor  buildings  but  the 
curbs  may  have  been  set 

When  curbs  have  been  set  it  is  customary  to  set  the  transit  on 
the  curb  line  and  sight  along  ft  as  far  as  possible  to  get  a  clear 
sight.  As  curbs  are  seldom  out  more  than  an  inch  or  so  and  the 
sight  obtained  may  be  several  hundred  feet  while  the  depth  of  the 
lot  seldom  exceeds  one  hundred  feet,  an  error  in  the  side  line  from 
an  angle  turned  from  the  curb  will  be  too  small  to  consider.  Most 
of  the  lots  surveyed  in  even  large  cities,  lacking  regulations  over  this 
important  part  of  the  surveyor's  business,  are  surveyed  in  this  man- 
ner. So  long  as  there  is  no  grumbling  and  every  man  gets  his  land, 
while  the  city  has  enough  street  width  there  should  be  no  objection, 
provided  careful  records  are  kept 

The  curb  along  the  front  of  the  lot  gives  the  line.    The  curbs 
at  each  end  of  the  block  are  the  points  from  which  the  distance  is 
measured.     The  width  of  the  sidewalk  having  been  found  at  each 
side  line  of  the  block  that  distance  is  set  off  from  the  curb  and 
stakes  driven.    The  distance  between  these  stakes  is  then  measured 
and  compared  with  the  official  distance.     Any  surplus  discovered 
is  distributed  as  described  above.     If  the  distance  falls  short  each 
stake  is  moved  toward  the  curb  until  the  distance  agrees  with  the 
recorded  distance,  leaving  the  shortage  in  the  sidewalk.     If  the  for- 
mer surveyors  have  measured  from  each  end  of  the  block  and  the 
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buildings  occupy  so  much  space  that  the  client  can  not  get  his  land, 
show  him  the  facts  and  let  the  owners  fight  it  out. 

The  end  stakes  having  been  adjusted  the  line  is  then  measured 
down  the  block  until  a  point  is  reached  in  front  of  the  lot,  where  a 
clear  sight  can  be  had  to  the  end.  Set  in  a  tack  point  for  the  transit 
and  turn  the  angle.  Measure  across  the  width  of  the  sidewalk  and 
set  in  a  stake  for  the  front  line.  Continue  the  measurement  with 
care  to  the  depth  of  the  lot  (which  it  is  presumed  has  been  ascer- 
tained by  measuring  on  the  end  lines  of  the  block  as  described  for 
the  front).  Set  on  each  stake  and  turn  the  angle  to  set  the  corner 
stakes;  or  mark  the  adjacent  buildings  or  fences,  which  is  preferable 
to  driving  stakes  liable  to  be  disturbed  during  building  operations. 
If  not  easy  to  measure  along  the  lot  lines  it  is  customary  to 
measure  along  the  curb  line  as  an  offset.  Then  the  marks  for  the 
side  lines  in  front  can  be  placed  on  the  curb. 

With  a  wooden  curb  set  three  nails  in  the  shape  of  an  "L," 
the  nail  at  the  angle  and  on  the  upright  portion  being  on  the  line 
and  the  other  nail  being  on  the  inside  of  the  lot.  These  three 
points  will  be  shown  on  the  diagram  and  the  distance  marked  to  the 
front  line  of  the  lot.  If  the  curb  is  stone  or  concrete  chisel  an 
"L"  on  top. 

If  the  block  to  be  surveyed  is  between  blocks  (not  necessarily 
adjacent  thereto)  having  curbs  or  buildings,  it  is  easy  to  carry  the 
curb  or  building  lines  across  these  blocks,  on  all  four  sides.  The 
corner  stakes  thus  found  can  be  adjusted  to  conform  to  the  dimen; 
sions  and  angles  given  on  the  official  plats  and  the  survey  proceeded 
with  as  above  described.  It  is  well  after  completing  the  survey  to 
drive  at  the  block  corners  four  by  four  posts  with  tops  flush  with  the 
ground  and  having  a  nail  set  in  to  indicate  the  exact  corner  point. 
Future  surveyors  will  then  be  likely  to  perpetuate  these  points  by 
basing  their  surveys  of  lots  in  that  block  upon  tjiem. 

Fourth — There  may  be  neither  monuments,  buildings,  fences 
or  curb  lines  within  reasonable  distance. 

If  the  lot  to  be  surveyed  is  in  a  block  not  near  one  having 
curbs  or  buildings,  and  where  there  are  no  monuments,  the  sur- 
veyor meets  with  problems  he  must  settle  for  himself,  according  to 
circumstances.  He  must  proceed  with  all  possible  care  with  the 
best  information  obtainable  and  should  be  chary  about  discrediting 
the  work  of  previous  surveys  and  re-surveys  until  he  has  actual 
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documentary  evidence  in  his  possession  which  will  convince  the 
most  ignorant  man  that  his  work  is  right,  even  if  it  does  not  agree 
with  some  previous  work. 

It  has  been  remarked  that  "surveying  is  an  art  and  not  an 
exact  science."  This  is  especially  true  in  cities  and  towns  where  the 
data  are  incomplete  and  yet  the  land  so  valuable  that  every  man 
wants  to  get  possession  of  every  fraction  of  an  inch  he  is  entitled  to. 

The  judgment  of  the  surveyor  is  frequently  taxed  and  he  must 
reason  from  an  assumed  standpoint  with  correctness.  It  is  strange 
to  say  that  correct  results  can  be  reached  by  using  hypothetically 
correct  starting  points,  but  the  problem  is  simply  to  give  a  man 
his  land  so  he  can  occupy  it.  If  he  gets  a  piece  of  land  the  size 
he  paid  for  and  gets  it  without  interfering  with  the  rights  of  others 
and  with  no  danger  of  future  interference  who  can  say  the  sur- 
veyor was  wrong  in  scientifically  (?)  "fudging"  his  work',  so  far 
as  starting  points  are  concerned? 

At  the  close  of  Chapter  XIV  is  given  a  list  of  the  requirements 
of  the  modern  architect  as  to  information  to  be  placed  on  survey 
plats  for  building  purposes. 

BENCH    MARKS. 

Permanent  bench  marks  should  consist  of  concrete  posts  four 
or  five  inches  square  on  top  and  about  eighteen  inches  square  on  the 
bottom.  They  should  have  the  top  a  foot  below  the  grade  and  the 
bottom  should  go  below  frost  line.  As  a  usual  thing  they  will 
be  about  four  feet  long.  The  best  location  is  just  inside  the  curb 
line  near  street  intersections.  There  should  be  a  box  a  foot  square 
put  around  the  top  to  protect  it  and  this  box  should  have  a  cover 
having  a  lock  to  which  only  the  engineer  and  some  of  his  assistants 
should  possess  keys. 

Such  bench  marks  are  expensive  and  one  on  the  corner  of 
each  mile  generally  suffices.  Between  them  the  engineer  can  estab- 
lish elevations  on  parts  of  buildings,  hydrants,  valve  gates,  etc.  Ele- 
vations on  hydrants  and  such  objects  should  be  checked  every 
time  they  are  used,  for  they  are  not  stable.  For  permanent  work 
only  the  standard  bench  marks  should  be  used.  The  others  are  for 
use  during  construction  only. 

Benches  on  stone  or  concrete  curbs  are  often  more  satisfactory 
than  on  hydrants.     It   is  only   a   few   minutes'   work  to   read  and 
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record  elevations,  so  the  engineer  should  always  have  several 
elevations  close  together  where  they  can  be  reached  at  one  set  up. 
Check  on  all  before  using  one. 

For  lines  of  levels  the  limit  of  error  in  feet  should  be  kept 
down  to  0.04  times  the  square  root  of  the  distance  in  miles.  All 
levels  should  be  run  in  circuits  and  close  on  the  starting  bench,  or  on 
some  bench  previously  checked  from  it. 

In  running  the  first  levels  for  benches  in  a  town  it  is  a  good  idea 
to  run  a  line  around  the  outer  boundary  and  close  on  the  starting 
bench.  Then  adjust  the  elevations  on  each  point  read  and  run  cross 
lines  each  way.  The  engineer  can  not  have  too  many  points  of 
known  elevation.    He  generally  suffers  from  not  having  enough. 

SETTING    STAKES    FOR    WORK. 

The  writer  has  little  use  for  stakes  when  there  are  fences, 
buildings  or  curbs  to  mark.  It  is  too  easy  to  render  a  stake  value- 
less and  make  it  dangerous  to  a  man's  reputation.  If  cuts  and 
fills  on  street  work  are  considerable  Jhere  will,  of  course,  be  several 
sets  of  stakes  set  on  the  work.  The  final  marks  only,  need  be  set  on 
good  points. 

If  the  grading  is  only  a  foot  or  two  deep  the  best  way  to  set 
marks  is  to  measure  along  the  edge  of  the  sidewalks,  or  along 
the  front  of  buildings,  and  put  in  nails  at  regular  intervals  and 
number  them.  Measure  over  and  set  a  nail  at  each  end  of  the 
block  on  the  curb  line.  Set  the  transit  on  one  curb  nail  at  one  end 
of  the  block,  and  sight  to  the  other.  A  leveling  rod,  reading  to 
hundredths  of  a  foot,  can  be  held  on  each  nail  driven  in  the  fences 
and  buildings  and  horizontally  across  the  curb  line.  The  engineer 
reads  the  rod  and  at  once  obtains  the  distance  out  from  that  nail 
to  the  curb,  which  distance  he  proceeds  to  record  in  his  book  and 
has  his  rodman  mark  in  lead  pencil,  or  black  crayon  on  the  building 
or  fence,  above  the  nail. 

After  getting  these  distances  out  he  proceeds  to  take  the  eleva- 
tions of  each  nail  and  marks  in  blue  above  the  nail  the  height  it  is 
above  the  curb  or  below  the  nail  the  depth  it  is  below.  A  diagram 
is  given  to  the  contractor  showing  all  this  information.  He  needs 
no  more  stakes,  but  proceeds  to  set  his  curbs  first,  then  excavates  for 
the  gutters  and  roadway,  sighting  across  from  curb  to  curb  with 
properly   graduated    stakes,   to   get    intermediate   heights    and    for 
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ciowning  the  roadway.  The  nails  are  then  in  position  for  checking 
at  any  time.  In  addition  to  these  permanent  marks  it  is  sometimes 
well  to  set  stakes  for  subgrade,  the  top  of  the  stake  being  at  the 
proper  elevation. 

When  given  to  the  contractor,  the  distances  out  from  the  nail 
to  the  curb  line  are  marked  in  blue  and  the  elevations  above  or  be- 
low are  marked  in  red  underneath  like  a  fraction.  A  plus  sign 
indicates  that  the  curb  top  is  to  be  higher  than  the  nail.  A  minus 
sign  indicates  that  the  curb  top  will  be  below  the  nail. 

There  are  several  ways  of  doing  everything  and  in  nothing  is  it 
so  marked  as  in  staking  out  work,  especially  for  sewer  construction. 

The  writer  has  been  required  to  set  two  stakes  to  grade,  one 
on  each  side  of  a  trench  and  at  such  a  height  above  the  bottom 
that  the  stakes  were  either  below  the  surface  or  just  flush  with  it 
The  stakes  were  four  inches  square  and  a  trench  was  dug  from 
one  to  the  other  and  a  two-inch  plank  spiked  to  them.  The  top  of 
this  plank  was  then  a  definite  distance  above  the  bottom  and  level 
from  one  stake  to  the  other.  The  earth  was  tamped  in  round  the 
planks,  which  were  set  some  time  before  construction.  They  were 
used  by  stretching  a  string  or  fine  wire  from  one  to  the  other  along 
the  center  line  of  the  trench,  from  which  the  inspector  meastire(* 
down  to  the  pipe. 

He  has  been  required  to  give  stakes  on  the  bank  and  W^0 
the  contractor  had   excavated   to   within  about   six   inches  of    tne 
bqttom  to  set  grade  stakes  in  the  bottom  at  the  elevation  of 
outside  of  the  pipe  on  the  bottom. 

He  has  been  required,  and  it  is  the  custom  now  in  many  ci*V 
to  give  rough  stakes  and  when  the  contractor  had  excavated  n^a 
to  the  bottom  to  give  stakes  to  a  "gage  line."     With  pipe  se**^ 
this  "gage"  line  is  six  inches  above  the  top  of  the  inside  of        t, 
pipe.    With  brick  sewers  it  is  at  the  center  line  of  the  sewer,     ^a 
the  diameter  above  the  bottom. 

He  has  been  required  to  set  stakes  on  the  bank  to  a  "^~* 


line  and  when  the  street  has  a  fairly  uniform  slope  this  is  acc^^  " 
plished  by  "plunging."     A  stake  is  set  at  each  end  of  the  tr^*10 
at  a  certain  definite  height  above  the  sewer  grade  line.     The  \^vt 
or  transit  is  set  over  this  stake  and  the  exact  height  measured  ^ltil 
a  steel  tape  to  the  axis  of  the  telescope.    A  rod  with  a  target  fi*e<*  - 
at  that  height  is  held  on  the  other   stake  and  the  line  of  sfe™ 
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directed  to  it  and  the  instrument  clamped.  The  rod  is  then  car- 
ried along  the  line  and  held  on  stakes  at  different  points,  which  are 
driven  until  the  line  of  sight  intersects  the  center  of  the  target.  The 
work  is  checked  by  reading  again  on  the  first  stake.  Sometimes 
a  permanent  mark  is  placed  on  a  building  or  post  so  the  instru- 
ment man  will  have  a  constant  check. 

If  the  slope  of  the  street  does  not  permit  of  "plunging"  then 
the  stakes  are  set  to  grade  in  the  ordinary  way.  Some  will  pro- 
ject considerably  above  the  surface  and  some  will  be  below  it 
When  either  thing  happens  a  change  of  one  foot  is  made  in  ele- 
vation. The  contractor  is  then  told,  or  rather  the  inspector  is 
told,  how  far  to  measure  to  the  grade  line. 

Sometimes  the  inspector  measures  carefully  and  sometimes 
he  does  not.  The  writer  does  not  approve  of  any  method  involv- 
ing the  setting  of  stakes  to  grade  where  they  are  likely  to  be 
disturbed.  He  does  not  approve  of  any  method  of  measurement 
except  from  a  string  or  wire  stretched  along  the  center  line  of 
the  trench. 

His  preferred  method — for  circumstances  sometimes  make  us 
do  a  little  less  than  we  consider  best — is  to  set  the  line  with  a  tran- 
sit and  put  in  stakes  twenty-five  feet  apart  at  some  regular  distance 
from  the  side  of  the  proposed  trench.  This  distance  depends  upon 
t}ie  character  of  the  ground  and  varies  fr.om  six  inches  to  six 
feet.  When  trench  machines  are  used  it  is  generally  six  feet  from 
the  center  line  of  the  trench,  to  avoid  being  disturbed  by  the  wheels. 

The  stakes  are  all  driven  flush  with  the  surface  or  an  inch 
or  two  below.  Then  elevations  are  taken  on  the  stakes.  A  profile 
is  made,  or  the  grade  elevations  are  computed  and  placed  in  the 
level  book  and  the  difference  taken.  The  differences  are  given  to 
the  inspector.  He  drives  a  two  by  four  into  the  ground  as  close  as 
he  can  without  disturbing  the  stake  and  on  the  opposite  side  of 
the  trench  drives  another.  By  means  of  rule  and  carpenter's  level 
he  marks  a  line  on  the  nearest  two  by  four  by  actual  measurement 
from  the  grade  stake  according  to  the  figures  given  him  by  the 
engineer.  He  puts  a  scantling  across  to  the  other  stake  and 
clamps  the  scantling  to  both.  The  carpenter's  level  is  used 
to  make  the  scantling  level  across  and  at  the  right  height. 
A  cord  is  then  stretched  along  the  center  line  from  one  scantling 
to  another  and  measurements  taken  from  it  to  the  sewer.     "Like 
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swallowing,  it  is  easier  done  than  described,"  as  Shunk  said  wher 
telling  how  to  set  slope  stakes. 

For  measuring  down,  use  a  rod  one  inch  square  having  on  the 
lower  end  a  projection  making  an  exact  right  angle.  The  pro- 
jection is  generally  a  piece  of  round  iron  rod  and  the  depth  is 
measured  from  a  cut  on  the  pole  to  the  top  of  the  iron.  The  end 
of  the  projection  is  inserted  into  the  top  of  the  pipe.  To  insure 
verticality  the  writer  generally  has  a  level  tube  inserted  into  the  rod 
near  the  top  or  has  some  arrangement  made  for  plumbing  it. 

MARKING   JUNCTIONS   IN   SEWERS. 

The  first  junction  in  a  sewer  is  generally  placed  at  a  distance 
of  twelve  and  one-half  feet  from  the  property  line  at  the  lower 
end  of  the  block.  From  this  point  on  the  junctions  are  placed  at  in- 
tervals of  from  twenty-five  to  fifty  feet,  depending  upon  the  contract, 
one  junction  pointing  to  one  side  and  one  to  the  other.  The  dis- 
tances are  recorded  by  the  inspector  by  a  continuous  measurement 
from  a  manhole. 

Inspectors  do  not  always  measure  accurately  and  records  are 
sometimes  lost.  Junctions  can  not  be  found  readily  and  plumbers 
make  connections  with  sewers  without  always  taking  proper  care. 

The  writer  for  many  years  has  marked  the  junctions  with 
stakes  set  in  the  trenches.  There  was  a  discussion  in  Engineering 
News  on  the  subject  two  or  three  years  ago  which  developed  the 
fact  that  it  was  a  common  custom  but  also  one  that  did  not  meet 
with  favor  with  a  certain  class  of  engineers  who  are  disposed  to 
think  measurements  are  infallible.  To  mark  junctions,  use  pieces 
of  wood  one  inch  or  so  square  or  get  edgings  from  mills  near  by. 
The  writer  in  one  place  used  willow  branches.  Set  them  at  the 
junction  and  get  them  vertical  as  nearly  as  possible.  The  top  will 
terminate  a  couple  or  three  inches  below  the  surface.  When 
hunting  for  a  junction  it  makes  no  difference  how  poorly  the 
measurement  was  for  the  record.  The  plumber  does  not  have 
to  dig  more  than  three  inches  before  commencing  his  search  for 
the  marker.  He  need  not  dig  deeper  until  he  does  find  it.  When 
found  it  is  only  necessary  to  go  straight  down,  following  the  stake 
to  the  bottom.  When  he  makes  the  connection  he  should  replace 
the  marker   for   use   in   locating  the  other  junction   at  that   point. 

The   inside   of   the  bottom   of   sewers   is   known   as   "bottom," 
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"invert,"  "flow  line"  and  "water  line."  There  may  be  other  desig- 
nations but  the  above  are  all  the  writer  has  encountered.  His  own 
practice  is  to  call  it  the  invert,  but  he  runs  across  many  who  under- 
stand only  the  word  "bottom." 

GENERAL  WORK. 

For  buildings  and  other  structures  the  writer  generally  sets 
his  stakes  and  makes  his  marks  so  that  all  measurements  are  to 
the  exact  lines.  The  contractor  can  make  his  own  offsets.  Most 
contractors  prefer  to  do  so.  The  writer  does  not  always  set 
stakes  at  corners,  however.  Many  times  it  is  most  convenient, 
and  in  fact  best,  to  set  the  stakes  on  the  lines  of  the  buildings  two 
or  three  feet  from  a  corner  so  that  strings  stretched  across  will 
intersect  at  the  corner.  Like  lot  surveying  such  work  must  be 
left  to  the  judgment  of  the  man  doing  it.  Circumstances  always 
alter  cases. 

SIDEWALK    GRADES. 

The  writer  has  several  times  been  called  upon  to  make  a  sur- 
vey of  a  small  place  and  give  grades  for  the  construction  of  side- 
walks. It  was  in  places  that  had  no  resident  engineer  or  surveyor 
and  the  people  did  not  want  to  call  one  in  every  time  a  sidewalk 
was  to  be  constructed.     The  method  he  adopted  was  as  follows: 

First,  a  good  point  was  selected  as  an  initial  bench  mark  and 
a  height  assigned  to  it.  From  this  point  careful  levels  were  run 
on  all  the  streets,  measurements  first  being  made  down  each  side 
of  each  street  and  the  "plus"  marked  at  the  side  of  each  door 
jamb  along  the  line.  If  the  buildings  were  back  from  the  street 
line  more  than  five  feet  a  stake  was  placed  on  which  the  plus  was 
marked  just  opposite  the  door. 

Then  levels  were  run  and  the  elevations  taken  on  the  door 
ledge  at  the  side  of  the  frame  against  the  house,  where  no  wear 
could  occur.  Where  stakes  were  set  to  mark  a  "plus"  they  were 
driven  flush  when  the  rodman  had  called  them  off  and  the  rod 
was  held  on  them  as  well  as  on  the  door  step. 

Elevations  were  also  taken  on  the  ground  on  each  side  of 
the  street  and  in  the  middle.  On  the  profiles  all  the  door  steps 
were  platted  and  the  elevations  marked.  When  the  grades  were 
fixed  the  elevation  of  the  sidewalk  grade  opposite  each  door  was 
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marked  on  the  profile.  A  nail  with  a  round  bra-s  head  was  driven 
at  the  point  the  rod  was  held  and  a  book  given  containing  notes 
for  each  street  This  book  had  pages  ruled  in  columns.  In  the 
first  was  the  house  number  if  it  had  one.  The  second  column 
contained  the  distance  of  the  door  from  the  nearest  corner.  The 
third  contained  the  difference  in  elevation  between  the  brass  headed 
nail  and  the  elevation  of  the  sidewalk  when  it  would  be  built. 
This  was  given  in  feet  and  inches  and  eighths  of  an  inch.  The 
last  column  gave  the  name  of  the  owner  and  the  tenant  of  the 
house,  with  necessary  remarks. 

The  book  was  filed  with  the  town  or  village  clerk  and  when- 
ever any  carpenter  wanted  to  put  down  a  sidewalk  to  an  official 
grade  he  could  get  correct  information  from  these  records.  The 
book  also  contained  full  directions  for  laying  out  long  stretches 
of  sidewalk  on  grades  by  means  of  straight  edge  and  level. 

In  making  surveys  for  sidewalk  and  other  improvements  take 
the  following  readings: 

Property  line. 

Curb   line. 

Gutter. 

Center  of  street. 

Farther  gutter. 

Farther  curb  line. 

Farther  property  line. 

The  above  readings  should  be  taken  about  one  hundred  feet 
apart  when  the  street  is  on  a  slight  grade  and  does  not  require 
much  work.  Where  irregular  the  readings  may  have  to  be  in 
fifty  foot  stations.  Sometimes  less.  At  street  intersections  the 
readings  in  the  above  order  should  be  taken  on  the  diagonal  cross 
lines. 

STADIA    SURVEYING. 

The  writer  has  always  made  great  use  of  the  stadia  method 
of  surveying  and  finds  it  about  as  low  in  cost  as  anything  imag- 
inable. For  city  engineers  it  is  especially  handy  on  tracts  of  land 
having  no  buildings  or  fences  to  mark  the  street  lines  and  where 
time  is  an  object.  In  such  cases  set  the  instrument  at  a  point  that 
can  be  readily  tied  to  the  lines  on  the  tract  on  the  office  maps  and 
make  a  stadia  survey.  The  map  can  be  plotted  and  all  the  contours 
placed  on  it  before  plotting  the  street  lines.    The  writer  has  found 
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it  a  help  in  platting  new  subdivisions  and  has  often  laid  out  tracts 
of  land  with  contour  roads  on  such  maps.  In  this  connection  the 
following,  from  an  article  by  the  writer  in  Engineering  News, 
May  11,  1905,  is  in  point: 

"The  blocks  (in  a  certain  tract  surveyed  by  him)  were  400 
feet  long  and  200  feet  wide  without  alleys;  streets  60  feet  wide; 
lots  25x100  feet.  All  the  above  dimensions  were  fixed  for  the  owner 
by  the  real  estate  agent  before  any  surveys  were  made.  The 
writer  had  instructions  to  lay  out  the  ground  on  this  plan  with 
rectangular  lots  and  keep  all  street  grades  down  to  10  per  cent. 
Whenever  the  slope  of  the  ground  did  not  permit  such  a  grade, 
or  a  lighter  one,  he  could  deflect  the  roads  and  do  it  with  curves. 
Along  the  brow  of  a  steep  hill  he  was  to  run  a  curved  avenue 
and  what  the  lots  lacked  in  depth  could  be  made  up  in  width. 

A  stadia  survey  was  made  of  the  steep  hillside  and  of  all 
parts  where  the  maximum  street  grade  might  be  exceeded.  This 
was  platted  on  a  scale  of  100  feet  to  an  inch  with  5-foot  contours. 
The  boundaries  of  the  tract  were  laid  on  the  map,  and  the  regular 
subdivision  as  planned  drawn  on  it  in  lead  pencil.  Fine  red  ink 
lines,  dividing  the  map  into  100-foot  squares  were  next  carefully 
drawn.  They  were  used  for  scaling  co-ordinates  to  check  the 
calculations. 

The  southwest  corner  of  Block  27  was  taken  as  the  point  of 
origin,  of  latitude  and  departure  points,  for  the  curved  road  com- 
menced in  that  block.  The  hill  road  was  stepped  off  on  the  con- 
tours to  the  proper  grade  and  curves  drawn  as  shown. 

It  will  be  readily  seen  how  the  latitude  and  departure  distances 
were  obtained  for  all  the  lot  corners  up  to  the  B.  C.  on  the  front 
of  lot  22  in  Block  27.  The  radius  being  normal  to  front  of  the  lots 
2,  10,  14,  18  and  half  of  22,  it  was  easy  to  calculate  the  latitude 
and  departure  for  the  center  of  the  circle.  Likewise  it  was  easy 
to  calculate  the  point  of  reverse  curve  and  the  E.  C.  of  the  following 
curve.  The  central  angles  were  measured  with  a  protractor,  but, 
if  the  calculated  distances  varied  more  than  5  feet  from  the  scaled 
distances,  the  angle  was  changed  and  the  distances  recalculated. 
This  was  a  paper  location  to  be  transferred  exactly  to  the  ground, 
as  a  map  was  to  be  completed  and  filed  before  a  stake  was  set. 
The  owner  was  anxious  to  sell  quickly. 

The  problem  was  to  get  the  lengths,  between  lots,  of  the  lines 
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terminated  by  the  sides  of  the  curved  roads  and  also  the  frontage, 
length,  as  the  lawyer  insisted  that  "Lot  22  in  Block  27,  etc."  was 
not  a  sufficient  description  and  all  distances  had  to  be  written  in 
deeds. 

Taking  the  line  between  lots  22  and  26,  the  south  end  has 
Lat.  100  and  Dep.  300.  The  center  of  the  curve  has  Lat.  119.93 
and  Dep.  306.11.  Taking  a  point  due  west  on  the  lot  line  we  get 
Lat.  119.93  and  Dep.  300.  This  gives  a  right-angled  triangle  hav- 
ing an  altitude  of  6.11  feet  and  a  hypotenuse  of  100  (the  radius 
of  the  curve).  The  base  of  this  triangle  is  99.81,  which  added  to 
19.93  gives  the  length  of  line  between  the  lots  as  being  119.74  feet; 
Lat.  219.74 ;  Dep.  300. 

The  angle  at.  the  base  is  3°  31',  hence  the  bearing  of  the 
hypotenuse  is  S.  3°  31'  E.  and  the  difference  of  angle  between 
radius  to  B.  C.  and  radius  to  end  of  lot  is  14°  36'.  The  length  of  the 
circumference  of  the  circle  is  628.32  feet. 

360°    :  14°    36'    :    :  628.32    :  X 

therefore  the  length  of  the  curved  portion  of  the  front  of  lot  22 
is  25.49  feet. 

Similarly,  taking  a  point  on  the  line  between  lots  26  and  30, 
due  east  of  the  center  of  the  circle,  a  point  is  obtained  having  Lat. 
119.93  and  Dep.  350.  This  gives  a  right-angled  triangle  with  alti- 
tude of  43.89  feet  and  hypotenuse  of  100  feet  (radius).  The  base  is 
89.85  feet;  added  to  19.93  feet,  gives  a  total  length  of  109.78  feet 
and  the  corner  on  the  avenue  between  the  lots  has  Lat.  209.78  and 
Dep.  350.00. 

The  angle  at  the  base  is  26°  02',  hence  the  bearing  from  the 
center  of  the  curve  to  the  N.  E.  corner  of  lot  26  is  N  26°  02'  E. 
The  bearing  to  the  other  corner  we  found  to  be  N  3°  31'  W.,  so 
the  included  angle  is  29°  33'. 

360°    :  29°  33'    :    :  628.32    :  X 
therefore  the  length  of  the  curved  front  of  lot  26  is  51.58  feet. 

The  included  angle  between  radii  to  corner  between  lots  26 
and  30  and  the  points  of  reversed  curve  is  14 p  51'. 

360°    :  14°    51'    :    :  C28.32   :  X 

therefore  the  length  of  the  curved  front  of  lot  30  from  the  corner  to 
P.  R.  C.  is  25.92  feet. 
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To  check : 

Curved  front  of  lot  22 25.49   feet 

Curved  front  of  lot  20 51.58  feet 

Curved  front  of  lot  30 25.92  feet 

Total  length  curve    102.99   feet 

Total  included  angle  is  59°. 

360°    :  59°    :    :  62S.32    :  102.97    (check). 

The  lines  drawn  on  the  diagram  indicate  the  method  of  pro- 
cedure for  the  next  curve. 

Care  must  be  taken  to  check  all  calculations  by  measurement  on 
the  map. 

In  recording  the  map  the  dimensions  of  the  lots  as  found  are 
placed  on  it,  and  the  radii  of  all  curves  drawn  to  an  intersection, 
with  the  length  of  radius  marked,  together  with  central  angle.  It 
would  be  a  great  help  to  future  engineers  if  all  Lat.  and  Dep. 
measurements  were  tabulated  on  the  map." 
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The  foregoing  tells  how  the  calculations  are  made  for  lot 
lines  when  curved  roads  are  run  in.  The  writer  has  never  seen  the 
subject  taken  up  in  text  books. 

To  stake  out  the  work  the  front  line  is  run  in  after  the  lengths 
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of  the  side  lines  are  calculated.  Having  the  Lat.  and  Dep.  of  each 
of  the  two  corners  on  the  street  it  is  an  easy  matter  to  calculate 
the  bearing  and  distance.  Thus  a  crooked  traverse  line  is  run 
on  each  side  of  the  street  and  the  lot  corners  set  in  that  way. 
For  filling  in,  the  accompanying  formulas  are  used  to  get  lengths 
of  chords,  sub  chords,  etc.,  and  the  lot  corners  being  the  B.  C. 
and  E.  C  of  the  curves  bounding  the  lot  a  check  is  had  on  each. 
The  writer  uses  chords  of  from  five  to  ten  feet  in  setting  out  the 
curves  and  the  carpenter  when  building  the  fence  drags  a  garden 
hos*^  or  large  rope  around  them.  He  can  then  set  pegs  as  close 
together  as  he  wishes.  It  will  be  noticed  the  exact  curved  length 
is  given.  It  is  done  because  in  future  resurveys  some  men  will 
use  a  longer   chord   length   than  others.      . 

To  calculate  the  length  of  the  angular  front  of  a  lot  or  block 
the  writer  generally  uses  a  table  of  secants.  The  width  of  the  lot 
is  the  base,  the  front  is  the  hypotenuse.  The  difference  in  the 
bearing  between  the  straight  width  and  the  slant  front  is  the  angle. 
Multiply  the  width  by  the  secant  of  the  angle  to  get  slant  front. 
To  get  the  difference  in  the  lengths  of  the  side  lines  multiply  the 
tangent  ot  the  angle  by  the  width.  Given,  the  slant  width  of  a  lot 
and  the  angle  at  the  base  of  the  triangle  multiply  by  the  sine  of  the 
angle  to  get  the  difference  in  the  length  of  the  side  lines  and  multiply 
by  the  cosine  to  get  the  straight  width  across. 

If  the  engineer  has  no  table  of  secants  he  can  use  the  follow- 
ing  formula: 

1 

Secant= 

Cosine 

or  he  can  divide  the  straight  width  by  the  cosine  of  the  angle 
to  get  the  slant  front,  the  hypotenuse. 

The  writer  has  frequently  made  surveys  of  tracts  of  land  by 
the  stadia  method  and  laid  out  in  several  places  base  lines  with 
stakes  set  one  hundred  feet  apart,  connecting  his  instrument  sta- 
tions to  these  base  lines  by  careful  tape  measurements.  The  base 
lines  are  generally  measured  on  the  slope  as  described  earlier  in  this 
chapter. 

Very  careful  study  is  made  of  the  most  difficult  parts  of  the 
tract  and  in  some  cases  parts  of  roads  are  laid  out  on  the  ground 
at  the  time  the  topographical  map  is  made.    AH  the  data  having  been 
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obtained  the  contour  map  is  made  and  the  subdivision  platted  on 
it,  the  lots,  etc.,  being  calculated  as  already  described.  The  points 
on  the  base  lines  are  connected  to  the  lots  and  several  parties  can  be 
set  to  work  staking  out  the  lots  when  necessary. 

Periodic  discussions  arise  in  engineering  papers  over  curved 
roads,  as  much  trouble  is  experienced  in  relocating  them.  All 
the  trouble  can  be  obviated  if  the  man  who  does  the  original  work 
is  careful  to  give  full  notes.  He  should  place  on  the  map  the  in- 
formation already  mentioned  and  in  addition  put  on  the  center  line 
of  the  road.  This  is  best  tabulated  on  the  map  outside  the  plat. 
He  should  give  full  notes  for  a  traverse  line  consisting  of  the 
long  chords  of  each  curve  and  the  chords  of  reverse  curves  with 
B.  C.  and  E.  C.  and  P.  JR.  C.  plainly  designated.  At  distances  closely 
approximating  five  hundred  feet  he  should  put  in  some  form  of 
monument.    He  can  not  err  in  putting  down  plenty  of  information. 

The  tabulated  information  will  have  a  column  giving  each  sta- 
tion number  and  a  column  for  the  Lat.  and  Dep.  respectively,  of  the 
point.  Then  the  bearing  and  length  of  the  line.  Then  three  col- 
umns headed  respectively,  B.  G,  P.  R.  C.  and  E.  C,  and  a  column 
giving  radius  of  curve  and  whether  to  the  right  or  left.  This,  of 
course,  for  the  center  line.  The  Lat.  and  Dep.  being  on  the  lot 
corners,  it  is  no  trouble  to  calculate  the  bearing  and  distance  to  any 
lot  corner  from  any  point  on  the  center  line  of  the  street. 

In  one  place  where  the  writer  did  considerable  work  the  streets 
were  all  irregular  and  he  had  the  Lat.  and  Dep.  calculated  for  every 
corner  in  the  place  before  he  left.  Until  an  engineer  tries  such  a 
method  he  can  not  realize  what  a  convenience  it  is. 

A  useful  survey  was  made  with  the  stadia  in  a  town  laid 
out  with  irregular  roads  and  where  the  original  notes  were  lost. 
The  maps  on  record  contained  no  notes  and  the  lots  were  simply 
numbered.     Encroachments   by   fences   were   numerous. 

A  tracing  was  made  of  the  maps  on  file  and  enlarged  to  a 
scale  of  fifty  feet  to  an  inch.  Then  a  stadia  survey  was  made  of 
fence  lines  and  buildings  and  platted  on  the  same  scale.  The  trac- 
ing was  found  to  fit  on  some  individual  blocks  but  did  not  fit  as 
a  whole  so  the  adjustment  of  the  street  lines  was  made  block  by 
block.  The  stadia  map  was  inked  in  and  one  block  after  another  of 
the  enlarged  tracing  was  pricked  through  on  it  after  as  careful  an 
adjustment  of  the  lines  as  was  possible.    Some  of  the  fences  were 
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undoubtedly  correct  and  others  as  surely  wrong.  Latitude  and  de- 
parture squares  having  been  ruled  on  the  stadia  map  center  lines 
were  fixed  as  closely  as  possible  and  a  set  of  notes  computed.  They 
were  then  run  out  on  the  ground.  At  each  angle  point  measure- 
ments were  made  to  each  side  of  the  street  and  the  points  shifted 
until  they  were  fitted.  Then  an  accurate  taped  survey  was  made 
of  these  adjusted  points  and  a  map  made  and  adopted  as  official. 
It  took  time  and  patience  and  when  finished  was  perhaps  as  nearly 
correct  as  such  a  survey,  made  after  so  many  years,  could  be  when 
few  original  fences  were  left.  Many  of  the  stakes  in  existence 
were  claimed  to  have  been  changed  by  interested  property  owners 
as  the  man  who  made  the  map  simply  put  clown  the  widths  of  the 
roads  and  numbered  the  lots  and  blocks.  The  original  map,  how- 
ever, was  carefully  made  to  scale. 

A  transit  used  for  stadia  surveying  should  have  a  horizontal 
circle  graduated  from  0  to  360,  preferably  to  the  right  (in  the 
direction  the  hands  of  a  clock  move)  so  that  90  represents  East; 
180,  South ;  270,  West.  Occasionally  the  O  represents  South,  90 
West,  etc.,  but  the  principle  remains  the  same.  It  is  convenient 
if  the  compass  circle  is  graduated  to  correspond,  for  the  needle 
then  checks  the  vernier  reading. 

Set  the  instrument  on  a  carefully  referenced  point  and  set 
vernier  "A"  (the  vernier  at  the  eye  end  of  the  telescope),  at  O. 
Let  the  needle  swing  and  move  the  whole  instrument  until  the 
needle  also  indicates  O.  Then  clamp.  Unclamp  the  upper  plate 
and  direct  the  telescope  to  some  point  as  a  foresight  and  begin 
taking  the  sights.  In  the  book  put  down  ''Set  up  on  Sta.  O,"  and 
write  a  description,  all  on  the  left  hand  page.  On  the  right  hand 
page  it  is  advisable  to  have  a  series  of  concentric  circles  spaced 
about  ten  to  the  inch,  the  center  of  the  circles  representing  the  sta- 
tion. Graduations  to  single  degrees  can  be  marked  on  the  outer 
circle.  This  is  very  handy  for  sketches  and  when  such  a  book  is 
used  it  is  good  policy  to  use  one  page  for  each  station.  Sketching 
is  not  necessary  but  is  a  wonderful  help  when  there  are  many 
fences,  buildings,  etc.,  to  be  noticed.  The  writer  for  some  years 
used  "positive"  blue  prints  on  thin  paper  for  this  purpose  and  car- 
ried a  bunch  to  the  field  with  him,  pasting  one  in  each  page  of  his 
field  book.  Lately,  however,  a  field  book  for  such  work  has  been 
made  and  is  sold  by  Engineering  News. 
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The  columns  on  the  left  hand  page  are  as  follows: 

Horizontal  angle  (from  zero). 

Vertical  angle  (plus  or  minus). 

Rod  reading. 

Needle  reading  about  every  fifth  and  sixth  shot 

The  above  are  filled  in  the  field  and  the  sketches  made.  The 
latter  are  filled  in  the  office. 

Magnetic  bearing    (calculated). 

Total  elevation  above  datum. 

Horizontal  distance.  The  manner  of  calculating  distances  and 
elevations  has  been  described  in  a  previous  chapter. 

In  platting,  a  large  paper  protractor  is  used  with  the  center 
cut  out.  The  writer  draws  two  fine  lead  pencil  lines  on  the  map 
through  the  initial  point  and  lays  the  protractor  down  so  that 
they  intersect  the  four  ninety  degree  points  on  the  protractor.  The 
upper  edge  of  the  protractor  is  pinned  to  the  board. 

A  piece  of  paper  is  glued  to  the  O  point  on  a  scale  and  a  fine 
needle  put  through  it  and  inserted  in  the  sheet  at  the  station.  The 
scale  can  thus  be  swung  around  in  a  circle.  If  the  protractor  is 
graduated  from  0  to  360  the  angle  readings  in  the  field  are  used. 
If  it  is  graduated  into  quadrants  then  the  calculated  magnetic 
bearings  are  used. 

First  the  bearing  is  called  off  and  the  scale  swung  to  it.  Then 
the  horizontal  distance  is  called  off  and  platted.  Next  the  total 
elevation  above  datum  is  marked  at  the  point.  After' all  the  shots 
from  that  station  are  platted  the  protractor  is  shifted  to  the  next. 

In  working  in  the  field  a  reading  is  taken  to  a  new  station 
and  carefully  read.  Vernier  "B"  is  also  read  when  the  station 
reading  is  made.  The  last  entry  at  the  old  station  is  the  one  to  the 
forward  station.  The  instrument  is  carried  to  the  forward  station, 
vernier  "A"  is  set  at  the  reading  found  for  vernier  "B"  at  the 
station  just  left  and  the  backsight  taken.  The  rod  reading  should 
be  the  same  as  the  forward  reading  but  the  sign  of  the  vertical 
angle  will  be  different.  If  the  reading  does  not  agree  calculate  what 
the  difference  will  amount  to  and  act  as  seems  best.  Usually  there 
will  be  a  slight  difference  and  a  mean  of  the  two  readings  will  give 
an  accuracy  that  will  be  as  close  as  one  requires  for  such  work. 
The  first  entry  at  the  new  station  is  the  check  reading  to  the  old. 
The  telescope  is  not  reversed  as  the  above  description  shows. 
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In  shifting  the  protractor  on  the  map  the  procedure  imitates 
closely  the  field  method.  Through  each  station  point  two  lines  are 
drawn  at  right  angles  and  the  protractor  fitted  to  them. 

Sometimes  it  is  well  within  the  limits  of  accuracy  to  plot 
station  points  as  side  shots  are  plotted.  Generally  it  is  best  to  make 
a  traverse  survey  set  of  notes  of  the  stations  polygon  and  plat  it 
by  latitudes  and  departures.  Errors  will  then  be  confined  to  each 
station  point  and  will  not  be  cumulative.  If  that  is  not  done  it  is 
well  to  plat  the  stations  polygon  in  any  convenient  way  before 
plotting  the  side  shots.  If  errors  have  crept  in  on  the  lines  they 
can  be  adjusted  before  a  lot  of  work  has  been  done. 

When  carefully  done  the  limit  of  error  will  be  well  within 
the  limits  of  plotting.  An  error  of  1  :  900  is  not  particularly  good 
work  in  running  the  polygon.  It  should  be  nearer  1  :  1500  or 
1  :  2000  and  can  be  readily  attained  without  much  loss  of  time. 
As  wire  intervals  sometimes  change  a  steel  tape  should  be  carried 
and  once  in  a  while  a  line  should  be  measured  with  the  tape  and 
checked  with  the  stadia  rod.  If  the  wires  are  adjustable  then 
adjust  them.  If  they  are  fixed  wires,  merely  make  a  note  of  the 
new  interval  and  remember  it  when  making  the  calculations  in  the 
office. 

An  engineer  in  private  practice  does  not  need  an  umbrella,  a 
recorder,  an  observer,  etc.  He  can  do  all  the  work  himself  with 
one  or  two  active  intelligent  rodmen,  using  a  self  reading  leveling  rod 
or  a  specially  made  stadia  rod.  Several  firms  in  the  United  States 
make  good  patterns  of  stadia  rods  on  wood  and  some  make  them 
on  a  tough  oiled  painted  paper  to  be  glued  on  a  board.  A  few 
make  them  on  canvas  to  be  tacked  on  a  board.  The  writer  has 
used  several  such  rods  of  different  patterns  and  they  were  all 
good.     Generally  he  uses  one  of  his  own  pattern  as  illustrated. 

It  is  made  from  ten  to  fifteen  feet  long  in  sections  with  hinges 
on  the  back  so  it  folds  into  short  lengths.  On  each  side  is  a 
common  door  bolt  at  each  joint  to  hold  it  straight  when  extended. 
A  line  is  scribed  down  the  back  from  top  to  bottom  and  a  point  is 
marked  on  the  back  at  the  bottom  to  show  the  rodman  when  it  is 
on  a  point.  There  is  a  nail  here  to  protect  the  foot.  The  rodman 
either  carries  a  rod  level  to  insure  the  verticality  of  the  rod  or  has 
a  small  plumb  bob  hung  on  the  back.     He  stands  directly  behind 
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the  rod  and  is  careful  not  to  permit  his  hands  to  obscure  a  sight  of 
any  part  of  the  rod. 

When  the  instrument  man  sets  up  his  instrument  he  measures 
the  height  from,  the  ground  to  the  telescope  axis  and  directs  the 


Each  device  repre- 
sents one-tenth  of  a 
foot. 

Even  tenths  on 
right.  Odd  tenths  on 
left.    No  figures. 

Horizontal  ruling 
represents  black.  Di- 
agonal ruling,  red. 

Red  diamond  at 
half  foot  mark. 

Black  numbers, 
one-tenth  high,  at  each 
even  foot 

Red  numbers,  one- 
tenth  high,  at  each  odd 
foot 

Numbers  are  in 
space  opposite  device. 

With  this  rod  the 
nearest  foot  can  be 
read  on  short  sights 
and  closely  estimated 
on  others. 

Every  reading  is 
made  on  a  corner  as 
well  as  on  a  point 
which  is  advantageous 
at  different  hours  of 
the  day. 


STADIA  ROD. 


middle  cross  wire  to  that  height  on  the  rod  for  each  sight.  He 
reads,  however,  only  the  upper  and  lower  stadia  wires.  For  work 
requiring  long  sights  and  great  accuracy  is  not  required,  an  ordinary 
level  rod  can  be  used  and  held  upside  down  by  the  rodman.     The 
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upper  wire  is  then  directed  to  the  top  of  the  rod  and  the  lower 
wire  gives  the  direct  rod  reading  without  any  figuring,  mental  ot 
otherwise.  It  takes  very  little  practice  to  become  proficient  in 
reading  an  inverted  rod. 

A  specific  use  for  the  stadia  is  when  a  city  council  wishes 
grades  recommended  on  certain  streets  and  the  time  is  limited. 
A  stadia  survey  can  be  made  in  a  very  short  time  and  a  profile 
platted  from  the  contour  map  sufficiently  accurate  for  the  in- 
tended purpose.    The  writer  has  often  done  this. 

The  stadia  offers  an  excellent  means  of  surveying  a  tract  of 
land  for  grading  estimates.  This,  however,  is  treated  in  text 
books  on  surveying. 

With  a  good  transit  in  good  adjustment  having  a  well  divided 
vertical  arc,  elevations  can  be  taken  that  check  wonderfully  close 
with  a  level 

The  writer  at  first  triangulated  a  tract  of  land  he  proposed 
surveying  by  the  stadia  method  and  determined  his  instrument 
points,  or  at  least  enough  for  control.  He  no  longer  does  this 
except  on  a  very  extensive  survey.  He  also  ran  levels  with  a  wye 
or  dumpy  level  and  established  benches  and  turning  points.  He 
seldom  does  this  any  more,  for  the  angular  elevations  check  so  well 
that  the  time  might  as  well  be  saved.  If  his  elevations  do  not  close 
reasonably  when  his  work  is  completed  he  will  go  out  with  a  level 
and  get  the  exact  elevations  on  the  stations  and  use  them,  thus 
confining  his  errors  to  each  station.  In  calculating  his  elevations 
in  the  office  he  first  carries  them  through  from  station  to  station 
and  checks  on  the  starting  point,  where  the  field  work  of  course 
closes.  Any  error  within  allowable  limits  is  then  distributed  over 
the  stations  in  proportion  to  the  lengths  between  them  and  these 
corrected  elevations  used  in  computing  the  side  shots. 

GENERAL    NOTES. 

No  city  engineer  should  be  content  with  a  limit  of  error  in 
measuring,  exceeding  1  :  5000,  practically  one  foot  in  a  mile. 
That  is  realty  too  great,  for  good  work  done  should  approximate 
1  :  10,000.  For  long  lines  the  writer  prefers  to  measure  on  the 
slope  to  tack  heads  so  that  the  tape  is  thus  supported  its  entire 
length.     This  eliminates  the  error  due  to  sag  and  miscalculation 
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as  to  level  of  tape.    Errors  may  creep  in  when  calculating  but  care 
must  be  taken  to  guard  against  them. 

There  are  a  number  of  formulas  for  correction  of  sag,  etc. 
If  an  engineer  wishes  to  apply  them  he  can  do  so  but  it  is  easy  to 
remember  that  the  correction  of  sag  in  an  ordinary  tape  is  practi- 
cally equal  to  0.25  of  an  inch  times  the  length  measured  in  feet. 
Subtract  this  from  the  measurement,  for  the  correction  due  to  sag 
on  an  ordinary  100-foot  tape  is  0.25  of  an  inch.  If  no  correction 
is  made  for  sag  the  tape  will  be  short  and  consequently  the  dis- 
tance recorded  will  be  greater  than  the  true  distance. 

The  expansion  per  unit  of  length  for  one  degree  rise  in  tem- 
perature or  the  contraction  of  one  degree  fall  in  temperature  is 
0.000006.  The  standard  temperature  is  60°.  The  difference  in 
temperature  between  the  standard  and  that  at  which  the  measure- 
ment is  made,  multiplied  by  the  length  in  feet  times  0.000006  gives 
the  correction  for  temperature. 

The  normal  pull  on  a  tape  at  which  the  most  uniform  results 
will  be  obtained  varies  from  ten  pounds  for  fifty  feet  length  to 
sixteen  pounds  for  one  hundred  feet.  It  is  a  good  idea  to  write 
the  maker  when  a  new  tape  is  purchased  and  obtain  all  the  infor- 
mation he  will  give  in  regard  to  normal  tension,  etc.,  for  the  tape. 

A  discussion  last  year  in  Engineering  News  developed  the 
fact  that  there  are  several  ways  of  doing  simple  things.  An  inquirer 
asked  for  the  best  method  of  surveying  a  street  for  the  purpose 
of  locating  accurately  the  buildings  on  each  side. 

One  method  recommended  was  to  run  a  line  approximately 
down  the  center  of  the  street  and  set  transit  points  200  feet  apart. 
Each  point  is  occupied  in  succession  and  with  a  100-foot  tape 
as  many  corners  as  possible  are  measured  to,  the  angles  to  the 
points  being  taken  at  the  same  time  with  the  transit.  For  wide 
streets  with  the  houses  set  far  back,  each  corner  is  located  by 
angles  (without  taping),  from  at  least  two  transit  points.  This 
approximates  the  plane  table  method.  As  houses  are  built  with 
square  corners  a  sketch  is  made  of  each  ground  plan  and  all  the 
measurements  taken.  The  two  front  corners  are  plotted  from  the 
survey  and  the  buildings  drawn  in  from  the  measurements  on  the 
sketches. 

Another  method  was  to  measure  a  base  line  on  one  side  of  the 
street  close  to  the  fence  and  set  stations  100  feet  apart.     Set  the 
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transit  on  each  and  turn  a  right  angle  across  the  street  and  measure 
across  to  set  a  base  line  on  that  side.  The  stations  are  all  num- 
bered. After  completing  the  transit  work  measure  on  each  base 
line,  marking  the  plus  for  each  fence  corner  and  opposite  each 
house  corner.  Measure  from  the  plus  the  right  angle  distance 
to  the  house  corner.  Record  this  in  the  form  of  a  fraction  in  white 
chalk  on  each  object,  the  numerator  being  the  plus  and  the  de- 
nominator being  the  right  angle  distance  from  the  base  line.  The 
engineer  follows  the  men  making  the  measurements  and  makes  his 
sketches  and  such  other  measurments  as  are  necessary.  In  this 
method  no  diagonal  measurements  are  made. 

A  third  method  was  similar  to  the  first,  but  two  base  lines  were 
run.  One  was  in  front  to  get  all  the  front  fences  and  corners 
of  buildings  and  the  other  in  the  rear  of  the  lots  to  get  the  back 
corners. 

In  the  course  of  his  experience  in  city  work  the  writer  has 
had  to  make  a  number  of  such  surveys.  Sometimes  it  was  while  in 
the  employ  of  other  men  and  acting  under  their  instructions.  He  has 
therefore  used  each  of  the  above  methods  and  his  preference  is 
for  the  first.  He  considers  it  the  neatest  and  most  expeditious, 
both  in  field  and  office. 

If  the  nearest  foot  is  close  enough  (and  it  generally  is),  a  stadia 
survey  will  do  the  work  with  the  fewest  men  and  in  the  short- 
est time.  More  data  is  apt  to  be  collected  also,  for  the  method  is 
so  simple  and  easy. 

The  following  matter  which  appeared  in  Kngineering-Contract- 
ing,  May  \'\  190S,  under  the  heading  "Letters  to  the  Kditors,"  will 
be  found  useful  when  dealing'  with  the  relocation  of  curved  boun- 
daries : 

TABLE    FOR    RELOCATION    OF    CURVED    BOUNDARIES. 

Editor  Engineering-Contracting:  "In  "Engineering  News"  of 
March  12.  some  one  signing  himself  "H.  H.  T.''  gave  a  table  to  be 
used  in  the  relocation  of  curved  boundaries  for  lots  when  all  the 
stakes  had  disappeared,  or  in  which  only  the  radius  and  lot  corners 
were  given.  The  table  gave  deflections  for  chord  lengths  =  R/100, 
R/50,  R/33%,  R/25  and  R/20.  The  writer  here  presents  a  table 
including  also  R/10. 

H.    H.    T.    obtained   the   deflection   angle   by   the    formula    d  = 
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c/2       . 

-pr     in   which  c  —  chord  length    (ratio  of  R)    and  R=  radius  of 

curve.  The  table  given  was  not  absolutely  correct  for  the  reason 
that  H.  H.  T.  used  a  three  or  four  place  tabic  and  the  deflection  for 
R/100  he  gave  as  being  °°  17'  07.25".  By  using  a  seven  place  table 
the  result  is  0°  17'  11.33".  In  actual  use,  however,  the  difference 
is  negligible  in  even  a  long  curve.  The  ingenuity  of  the  idea  strikes 
the  attention  and  it  is  to  be  regretted  that  H.  H.  T.  preferred  to 
hide  his  identity.  To  run  out  a  curve  it  is  simply  necessary  to  set 
the  instrument  on  one  stake,  A,  sight  to  the  other,  B,  plate  clamped 
at  zero,  and  measure  chords  and  deflect  from  B  towards  A.  He 
stated  that  for  setting  out  curbs,  sidewalks,  etc.,  he  found  .a  chord 
length  of  R/25  gave  the  best  results,  while  for  grading  R/10  was 
sufficiently  accurate. 

In  "Engineering  News"  of  April  24  is  a  letter  from  Mr.  J. 
Calvin  Locke,  objecting  to  the  table  for  the  reason  that  the  deflec- 
tion for  18  stations  (to  take  an  example)  of  chord  lengths,  =  R/100, 
is  not  exactly  the  deflection  for  0  stations  of  chord  lengths  =  R/50. 
He  then  proceeds  to  give  a  table  that  is  mathematically  accurate, 
I  presume,  but  is  not  so  valuable  for  the  purpose  intended  as  the 
table  of  the  modest  H.  H.  T.  The  reason  is  that  the  transit  -used 
by  the  average  engineer  generally  reads  to  minutes,  while  only  a 
few  high  priced  transits  read  to  20  and  30  seconds.  The  differences 
in  the  deflections  for  the  different  radii  are  as  shown  in  the  follow- 
ing table  computed  by  the  writer : 

R-^100c    c-^1    d  -^0°  17'  11.33"     30  stations,  A /2  =  8°  35' 39.90". 

R-=50c    c^=2    d-=0°  34' 22.77"    15  stations,  A /2  =  8°  35' 41.55". 

R^33Jc    c^=3     d=0°  51'  34.20"     10  stations.  A/2  =  8°  35' 42". 

R^=25c    c  =  4     d  ==  1°  08'  45.73"     7  stations,   A/2  =  8°  01'  20.11". 

R  =  20c    c-=5    d  =  1°  25' 57.35"    6  stations,  A /2  =  8°  35' 44.1", 

R  =  10c  c  =  10  d  =  2°  51'  57.68"  3  stations,  A/2  =  8°  35'  53.04". 
Taking,  for  example,  the  deflection  for  30  stations  with  c  = 
R/loo,  and  using  the  same  angle  for  3  stations  with  c  =  R/10,  the 
difference  in  angle  amounts  to  a  trifle  over  13",  which  even  the 
most  particulai  man  will  say  is  correct  enough  for  all  practical  pur- 
poses. We  cannot  split  hairs  over  deflections  involving  fractions 
of  seconds  when  using  a  transit  that  is  considered  high  grade  if 
it  reads  to  1°  seconds.  If  we  also  consider  c  =  5  ft.,  R=500  ft, 
the  difference  in  location  of  the  tack  point  will  be  so  small  that  it 
is  negligible. 
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In  addition  to  the  fact  that  H.  H.  T.  gave  the  unit  deflection  for 
R  =  100  c  as  being  0  17'  07.25"  when  it  is  really  0  17'  11.33"  his 
table  as  printed  contained  a  few  errors  which  evidently  occurred  in 
the  copy  or  proof  reading,  as  the  total  additions  seem  to  be  cor- 
rect, so  the  writer  hopes  you  will  publish  the  following  table, 
which  follows  the  arrangement  of  H.  H.  T.,  as  the  writer  considers 
it  the  best  form  to  use  in  the  back  of  a  field  book : 

DEFLECTION    ANGLES    FOR    CURVES. 

When  R=100c,  etc. 


Deffc 

action. 

100c 

5<>c        33 

%c        21 

0°   17' 

11.33" 

1 

•   •                         * 

0°  34' 

22.66" 

o 

1 
2 

i 

0°  51' 

3399" 

.    .       3 

1°   08' 

45.32" 

-4 

1 

1°  25' 

w- 

a      • 

1°  43' 

07.98" 

(i 

3 

2 

2°  00' 

19.31" 

7 

i 

2°   17' 

30.64".,... 

8 

9 

2°  34' 

41.97" 

9 

•  • 

3 

2°  51' 

53.30" 

10 

5 

3°   09' 

3°   26' 

15.96" 

12 

0 

4 

3 

3°  43' 

27  29".     .. 

.1'* 

•   • 

7 

4°  00' 

38.62" 

14 

4°    17' 

49.95" 

15 

•   • 

5 

4°   35' 

01.28" 

16 

8 

4 

4°  52' 

12.61" 

17 

, 

5°   09' 

23.94" 

18 

9 

6 

5°   26' 

35.27" 

19 

•   • 

10 

5°   43' 

46.60" 

20 

5 

r>°  00' 

57.93" 

21 

7 

6°   18' 

09.26" 

OO 

11 

•   • 

6°   35' 

6°  52' 

31.92" 

24 

12 

8 

6 

7°   09' 

43.35" 

25 

7°   25' 

54.58" 

26 

13 

7°  44' 

05.91" 

27 

9 

8°    01' 

17.24" 

28 

14 

p» 

8°    18' 

28.57" 

29 

•   • 

8°   35' 

39.90" 

30 

15            ] 

10 

20c 


10c 


2 


i) 


G  3 

It  may  be  said  with  respect  to  the  above  table  that  the  engineer 
will  seldom  have  as  many  as  30  stations  to  run  out  even  with 
c==R/100.  The  value  of  c  will  seldom  be  less  than  5  ft.  and  as 
lots  are  hardly  ever  more  than  100  ft.  wide  and  are  generally  less 
than  50  ft.,  it  may  be  seen  that  the  table  is  extended  enough  to  be 
very  useful.  For  other  values  of  the  ratio  R/c  the  table  of  Mr. 
Locke  may  be  used.  Yours  truly, 

Ernest  McCullough. 

Chicago,  111.,  April  24,  1908. 
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In  this  chapter  the  writer  proposes  to  place  a  lot  of  odds  and  ends 
of  material  that  he  trusts  will  be  of  value.  He  will  appreciate  very 
much  all  assistance  his  readers  will  give  in  the  future  to  make  the 
chapters  on  Office  Work,  Field  Work  and  Engineering  Data  more 
valuable  in  later  editions.  Copies  of  special  reports,  good  ordi- 
nances, forms  of  procedure,  plats,  formulas,  .etc.,  are  especially 
wanted.  Their  receipt  will  be  acknowledged  and  due  credit  given 
if  used. 


MENSURATION. 

Several  pages  are  here  given  of  formulas  useful  in  mensuration 
and  trigonometrical  calculations.  A  table  of  logarithms  is  useful 
when  the  formulas  are  complicated,  for  partial  results  do  not  have 
to  be  taken  into  account,  as  may  be  seen  by  performing  an  ex- 
ample in  proportion  by  the  help  of  logarithms. 

The  tables  of  natural  sines,  cosines,  tangents,  etc.,  represent 
the  functions  of  angles  mentioned  on  the  upper  half  of  the  page 
containing  the  Solution  of  Right-Angled  Triangles,  with  a  radius 
equal  to  unity.  To  use  them  the  function  is  taken  directly  from 
the  table  and  multiplied  or  divided  or  added  and  subtracted.  Loga- 
rithmic tables  of  functions  are  tables  of  the  logarithms  correspond- 
ing to  these  numbers.  Although  the  values  are  only  given  to  each 
ten  minutes  of  arc  these  tables  will  frequently  be  found  useful 

The  two  pages  giving  weights  and  gauges  of  steel  will  be  useful 
for  reinforced  concrete  designing. 
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MENSURATION. 


:3. 1415926536 
:1.5708 

=1.0472 

:0.7854 

:0.2618 

:0. 04909 

=0.31831 

:0. 10132 

:9.86960 

=31.00628 

=0.4971499 

|V=177245 


IT: 

IT 

V 

IT 

T'' 

IT 

V 

12- 

ir 
64: 

IT  ' 

1^ 

IT*' 

IT*: 
log.    7T: 


lOg.  S'TT 


=0.56419 
=0.2485749 


n 

\ 
\ 

i 
> 

\ 

r=- 


or  very  nearly=rp7 

O  ft 

*=\/  r*—x*—(r—fi) 


>=r—yi 


or  very  nearly =— 


c-a  2  r  0,008727 


Circle. 


w4=area. 

d  =  diameter. 

4 


r  =:  radius. 
K=  contents. 

^=1,12838  */~A 


Area. 


Sector  of  Circle =length  of  arc  X  half  radius. 
Segments  of  Circle =area  of  sector  less  triangle,  also 
for  flat  segments  very  nearly =—-l/().  388*"+— 

3  4 
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MENSURATION-Contlnued. 


Cylinder. 


A=*dh  + 


v=?4-\ 


m 


Sphere. 

M  Jo.  IT        1r '  d% 

A=*d*  y=~~g- 


Pyramld  and  Cone. 

A = periphery  or  circumference  of  base  X  half  slant  height. 
J7— area  of  base  -h  l/i  perpendicular  height, 


Frustum. 

A=sum  of  peripheries  or  circumferences  of  the  two  ends 
Xhalf  slant  height + area  of  both  ends. 

Frustum  of  a  cone.     V=\ir  h  (^f+r*+/?r) 


Frustum  of  pyramid.      V=\A(B+tfB3+6) 
(h  being  the  distance  of  the  two  parallel  end  surfaces 

.# and  b.) 
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MENSURATION-Continued. 

A  =  </  sx{s-a)  lt-t)  <*-v)      . 

if  s  half  of  the  sum  of  the  sides  a,  b,  and  c, 
o£=baseXhalf  perpendicular  height. 

Polygons. 
Area  of  auy  irregular  polygon  can  be  found  by  divid- 
ing the  polygon  into  triangles  and  take  the  sum  of  the 
triangles'  area.     Area  of  any  regular  polygon 

No.  of  sides  '  ..     ,       .  ..      .  2  ff 

= 5 x  {circumscribed  rad.)'xsin.=- 


Elllpse.    A=ffrt* 


'No.  sides. 
Parabola.    A=%s 


Divide  the  surface  into  any  number,  say  n,  parallel 
strips  of  equal  .widths,  d,  whose  middle  ordinates  are 
represented  by  ' 

k  k  k  a h  k 

then  is,  after  Poncelet's  rule, 

A=dSh  +  ^  d  (#-*)+  h4  tfi-k\ 

but  more  exact  after  Francke's  rule, 
A  =  d  2  h  +  ,'j  d  ( S  a  +  h-9h)  +  ,'sd(S  6  +  h  -  o  h\ 
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MENSURATION-Contlnued. 

Properties  of -the  Circle. 
Circumference =Diam.  X  8.1416  or  3f. 
Diam.  X  .8862= Side  of  an  equal  square. 
Diam.  X. 7071=      "      inscribed      •• 
Diam.  *  X  .7854= Area  of  circle. 
Radius  X  6. 2882= Circumference. 
Circumference =8. 5446yrarea  of  circle." 
Diam.  =  1.1283y'area  of  circle. 
Length  of  arc  =No.  of  degrees  X  .017458  radius. 
Degrees  in  arc  whose  length  equals  radius =57Q  2958. 
Length  of  an  arc  of  P= Radius  X  .017458. 

1'  =  Radius  X  .0002909. 

l"=RadiusX. 0000048. 
ir=Proportion  of  circumference  to  diam.  =3. 1415926, 
ir«=9.8696044. 
V5r= 1.772453$. 
Log.  *=0  4971499. 


•• 


«i 


41 


•  « 


«« 


•  I 


ir 
1 

860 
860 


=0.8183001. 

=.002778. 

=114.59. 


Trigonometrical  Formulae* 
General  MqniTalents. 
The  diagram  shows  the  different  trigonometrical  ex- 
pressions in  terms  of  the  angle  A. 

In  the  following  formulae  Radius =1. 


Cot  A 
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MENSURATION-Contlnued. 

Complement  of  an  angle = its  difference  from  90° 
Supplement  of  an  angle = its  difference  from  180° 


Sin.= 


cos. 


cosec.     cot. 

Tan.  =55:      * 
cos.     cot. 


Y(l— cos.8) 


Sec.  =  |/Rad*+tan8 


l___tan. 
cos.  ""sin. 


Cos.  =  i/(i_sin.*)=^=sin.  Xcot.=-L 


Cot=^=-±- 
sin.     tan. 


tan. 
Cosec.  = 


1 


sin. 


Versin. =Rad. — cos.     Coversin. = Rad. — Sin. 
Rad.  =tan.  X  cot.  =  ^sin.8+cos.* 


Solution  of  Right-Angrled  Triangles. 

Hypoth. 8 =base8 + perpend. 8 

Base8  =  (hyp.  +perp.)X  (hyp.—  perp.) 

Perp.8=(hyp.  -t-base)  X  (hyp. —base). 


Sin.=<z 


C 


Cos.  <*=7=- 

Tan.  *»=-«• 

Cosec.  tf=—r 
A 

Sec.  a =-£> 

2J=C  cos.  a— A  cot.  a= 


|/(C+A)(C— A)   % 

C=y^8+^8=-4--=— 
T       ^  sin.  a    cos.  a 


Cot.  a—-—r 
A 

Cos.  ^=-^- 

Cot.  6=^- 
b=WF—a 
A=B  ian.  a 
A=Cs\n.  a 
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MENSURATION-Contlnued. 
Solution  of  Oblique -Angled  Triangles. 


Value  of  any  side  C  is  : 

r__A  sin.  c__B  sin.  r__ A 

~"  sin.  a  ~~  sin.  b  ""cos.  £+sin.  b  cot.  c 

C= : - — =A  cos.  b+A 

cos.  tf+sin.  a  cot.  c 

C=tfA*  +  B*—2A  Bcos.  c= 

B  cos.  a+B  sin.  a  cot.  b 

Value  of  any  angle  a  is  : 

_.  A  sin.  c    A  sin.  b  .,      v 

Sin.  <*= = r% — =sin.  (b+c) 

c  B  v        ' 

Sin.  <j=sin.  b  cos.  r+cos.  b  sin.  c 

Cos.  a =sin.  £  sin.  c — cos.  b  Cos.  c 
C*+B'—A> 


Cos.  <*= 


Tan.  n= 


2^C 

«/4  sin.  r  A  sin.  £ 


Tan.  *= 


B — A  cos.  r    C—A  cos.  £ 

tan.  £+tan.  c 
tan.  £  n.*-  at — 1 
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EXG/XIiliRIXC    WORK. 


1 

OOTUGHT 

<y 

10' 

2& 

3C 

40* 

60* 

CO' 

0 

00 

848.77871 

171.88540 

114.58865 

85.98979 

68.75009 

57.28996 

89 

1 

57  28996 

49.10888 

42.90408 

8b. 18846 

34.36777 

81.24156 

28.63025 

88 

2 

28. 68625 

26.48160 

24.54176 

22. 9(977 

21.47040 

20.2(1665 

19.08114 

87 

8 

10.06114 

18.07496 

17.16984 

16.84966 

15.611478 

14.92442 

14.80067 

86 

4 

14.80067 

18.72674 

18.19688 

12.70621 

12.25051 

11.82617 

11.48005 

85 

5 

11.48005 

11.06948 

10  71191 

10.88640 

10.07808 

9.78617 

9.61488 

84 

6 

9.51186 

9.25580 

9.00988 

8.77689 

8.55655 

O.044UO 

8.14485 

88 

7 

8.14485 

7.95802 

7.77035 

7.59675 

7.42871 

7.26878 

7.11587 

82 

8 

7.11687 

6.96828 

6.82694 

6.69116 

8.56056 

6.484*4 

6.81875 

81 

9 

6.81875 

6.19708 

6.06444 

5.97676 

5.87080 

6.76987 

6.67128 

80 

10 

5.67128 

6.57688 

5.48451 

5.89562 

5.80928 

6.22506 

£.14455 

79 

11 

6.14455 

5.06584 

4.96940 

4.91516 

4.84800 

4.77286 

4.70463 

78 

12 

4.70468 

4.68825 

4.57868 

4.51071 

4.44942 

4.88969 

4.88148 

77 

18 

4.88148 

4.27471 

4.21988 

4.16680 

4.11256 

4.06107 

4.01078 

76 

14 

4.01078 

8.96165 

8.91864 

8.86671 

8.82068 

8.77595 

8.78206 

75 

15 

8.78205 

8.68909 

8.64705 

8.60688 

8.66657 

8.58609 

8.48741 

74 

16 

8.48741 

8.44951 

8.41286 

8.87594 

8.84028 

8.80621 

8.27065 

78 

17 

8.27(185 

8.28714 

8.20406 

3.1.159 

8.18072 

8.10642 

8.07768 

72 

18 

8.07768 

8.04749 

8.01788 

2.98869 

2.96004 

2.98180 

2.90421 

71 

19 

2.90421 

2.87700 

2.85028 

2.82891 

2.79602 

2.77254 

2.74748 

70 

20 

2.74748 

2.72281 

2.69858 

2.67462 

2.65109 

2.68701 

2.60609 

69 

21 

2.60509 

2.58261 

2.56046 

2.58866 

2.51715 

2.49997 

2.47809 

68 

22 

2.47609 

2.45451 

2.48422 

2.41421 

2.89449 

2.87504 

2.86685 

67 

28 

2.85585 

2.88008 

2.81826 

2.29964 

2.28167 

2.26874 

2.246U4 

66 

24 

2.24604 

2.22857 

2.21182 

2.19480 

2.17749 

2.16060 

2.14451 

66 

25 

2.14451 

2.12882 

2.11288 

2.09654 

2.08094 

2.06568 

2.06080 

64 

26 

2.06060 

2.08526 

2.02089 

2.00569 

1.99116 

1.97680 

1.96261 

68 

27 

.    1.96261 

1.94858 

1.98470 

1.92096 

1.90741 

1.89400 

1.88078 

68 

98 

1.88078 

1.86760 

1.85462 

1.84177 

1.82907 

1.81649 

1.80406 

61 

29 

1.80405 

1.79174 

1.77955 

1.76749 

1.75656 

1.74875 

1.78206 

60 

90 

1.78205 

1.72047 

1.70901 

1.69766 

1.68648 

1.67580 

k. 66428 

60 

SI 

1.66428 

1.65887 

1.64256 

1.68185 

1.62125 

1.61<>74 

1.611038 

68 

82 

1.60088 

1.69002 

1.57961 

1.56969 

1.55966 

1.54072 

1.58987 

57 

88 

1.58987 

1.58010 

1.52048. 

1.51064 

1.50188 

1.49190 

1.48256 

66 

84 

1.48256 

1.47880 

1.46411 

1.46601 

1.44596 

1.48706 

1.42815 

65 

85 

1.42815 

1.41984 

1.41061 

1.40195 

1.89886 

1.88484 

1.87688 

64 

80 

1.87688 

1.86800 

1.85968 

1.85142 

1.84828 

1.88511 

*.82704 

68 

87 

1.8271)4 

1.81904 

1.81110 

1.80823 

1.29541 

1.28764 

1.27994 

58 

88 

1.27904 

1.27280 

1.26471 

1.25717 

1.24969 

1.24227 

1.28490 

61 

89 

1.28490 

1.22758 

1.22081 

1.21810 

1.20608 

1.19682 

1.19175 

50 

40 

1.19175 

1.18474 

1.17777 

1.17065 

1.16398 

1.16715 

1.16087 

40 

41 

1.15087 

1.14868 

1.18094 

1.1**9 

1.12369 

1.11713 

1.11061 

48 

42 

1/llOttl 

1.10414 

1.09770 

1.09181 

1.06496 

1.07864 

1.07287 

47 

48 

1.07287 

1.06618 

1.06094 

:.06378 

1.04766 

1.04158 

1.08558 

46 

44 

1.08558 

1.02952 

1.02355 

1.01761 

1.01170 

1.00588 

1.00000 

45 

60' 

60' 

40' 

SO' 

20> 

10' 

0> 

| 

TAIGHT 

0 
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HXGIXHER/XG    DATA. 
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Sill. 

c 

1C     |     2CK 

3C 

4C 

6<y 

e<y 

0 

1 

2 
8 

4 

0.00000 
0.01745 
0.08490 
0.05284 
0.00976 

0.00891 
0.08086 
0.08781 
0.05584 
0.07866 

0.00582 
0.08887 
0.04071 
0.06814 
0.07666 

0.00678 
0.08618 
0.04868 
0.06105 
0.07846 

0.01164 
0.08908 
0.04658 
0.06895 
0.06186 

0.01454 
0.08199 
0.04943 
0.06685 
0.06486 

0.01745 
0.08490 
0.05884 
0.06976 
0.08716 

89 

88 
87 
86 
85 

5 
6 

7 
8 
9 

0.06716 
0.10468 
0.18187 
0.18017 
0.15648 

0.09005 
0.10748 
0.18476 
0.14805 
0.15081 

0.09295 
0.11081 
0.12764 
0.14498 
0.16818 

0.09585 
0.11820 
0.18058 
0.14781 
0.16505 

0.09874 
0.11609 
0.18841 
0.15069 
0.16792 

0.10164 
0.11898 
0.18689 
0.15856 
0.17078 

0.10458 
0.18187 
0.18917 
0.15648 
0.17865 

84 
88 
88 
81 
80 

10 
11 
18 
18 
14 

0.17865 
0.19081 
0.80791 
0.88405 
0.91108 

0.17651 
0.19866 
0.81076 
0.88778 
0.84474 

0.17987 
0.19658 
0.81860 
0.28068 
0.84756 

0.18224 
0.19987 
0.21644 
0.28345 
0.25088 

0.18509 
0.20222 
0.21928 
0.23687 
0.25820 

0.18795 
0.80507 
0.82212 
0.23910 
0.25601 

0.19061 
0.90791 
0.82495 
0.24192 
0.85882 

79 
78 
77 
76 
75 

15 
10 
17 
18 
10 

0.95888 
0.97564 
0.90887 
0.80808 
0.88667 

0.86168 
0.87848 
0.89515 
0.81178 
0.88888 

0.86448 
0.88188 
0.89798 
0.81454 
0.88106 

0.26724 
0.28408 
0.80071 
0.81780 
0.88881 

0.87004 
0.28680 
0.80848 
0.32006 
0.83655 

0.87284 
0.28959 
0.30625 
0.82888 
0.88989 

0.87564 
0.29287 
0.8(KXJ2 
0.82557 
0.84202 

74 
78 
79 
71 
70 

90 
91 
98 
98 
94 

0.84808 
0.86887 
0.87461 
0.89078 
0.40674 

0.84475 
0.86106 
0.87780 
0.89S41 
0.40989 

0.84748 
0.86879 
0.87909 
0.89606 
0.41204 

0.85021 
0.86650 
0.88268 
0.89875 
0.41469 

0.8R293 
0.86921 
0.88587 
0.40142 
0.41784 

0.85565 
0.87191 
0.88805 
0.40406 
0.41996 

0.85887 
0.87461 
0.89078 
0.40674 
0.42262 

69 
68 
07 
66 

65 

96 
96 
97 
98 
90 

0.48868 
0.48887 
0.45890 
0.46047 
0.48481 

0.48585 
0.44(198 
0.45666 
0.47904 
0.48785 

0.48788 
0.44859 
0.45917 
0.47460 
0.48989 

0.48051 
0.44620 
0.46175 
0.47716 
0.49242 

0.48318 
0.44880 
0.46488 
0.47971 
0.49495 

0.48575 
0.45140 
0.46690 
0.48220 
0^49748 

0.48887 
0.45899 
0.46947 
0.48481 
0.50000 

64 
68 
68 
61 
60 

80 
81 
88 
88 

u 

0.60000 
0.51504 
0.58998 
0.64464 
0.55910 

0.58858 
0.51758 
0.58888 
0.54708 
0.56160 

0.50606 
0.52002 
0.58484 
0.54951 
0.56401 

0.50754 
0.52250 
0.58780 
0.55194 
0.56641 

0.51004 
0.52498 
0.58975 
0.55486 
0.55880 

0.51854 
0.58745 
0.54220 
0.55678 
0.57119 

0.51504 
0.58998 
0.54464 
0.55919 
0.57858 

59 
58 
57 
56 
55 

86 
86 
V 
88 
89 

0.57858 
058779 
0.00188 
0.61566 
0.68988 

0.57596 
0.59014 
0.60414 
0.61795 
0.68158 

0.57888 
0.59848 
0.60645 
0.68064 
0.68888 

0.58070 
0.59482 
0.60876 
0.68251 
0.68606 

0.58807 
0.59716 
0.61107 
0.68479 
0.68888 

0.58548 
0.59949 
0.61887 
0.68706 
0.64056 

0.68779 
0.60182 
0.61666 
0.681)88 
0.64879 

54 
58 

59 
51 
50 

40 
41 
48 
48 
44 

0.64879 
0.65006 
0.66918 
0.688U0 
0.09466 

0.64501 
0.668*5 
0.47199 
0.68419 
0.09675 

0.64798 
0.66044 
0.67844 
0.68684 
0.69868 

0.64945 
0.64908 
0.67559 
0.6&485 
0.70091 

0.65166 
0.66480 
0.67778 
0.69046 
0.70896 

0.65886 
0.66697 
0.67987 
0.60866 
0.70505 

0.66606 
0.60918 
0.68800 
0.60466 
0.70711 

49 

48 
47    . 
46 
45 

ec 

6<y 

4C 

a> 

*>* 

i<y 

<y 

| 

• 

90BO1 

1 
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ZXCINKERIXG    DATA. 


101 


1 

8HAH1S 

1 

<y 

1C 

2CK 

SC 

4CV 

6c       ecy 

0 

1 

8 
8 

4 

1.00000 

1.00016 
1.00061 
1.00187 
1.00244 

1.00001 
1.00021 
1.00072 
1.00168 
1.00266 

1.00002 

1.00027 
1.00068 

1.00169 
1.00287 

1.00004 
1.00034 
1,00095 
1.00187 
1.00809 

1.00007 
1.00042 
1.00106 
1.00205 
1.00883 

1.00011 
1.00051 
1.00122 
1.00224 
1.00657 

1.00016 
1.00061 
1.00187 
1.00244 
1.00382 

69 
88 
87 
86 
86 

6 
6 
7 
8 
9 

1.00882 
1.00661 
1.00751 
1.00988 
1.01847 

1.00406 
1.00682 
1.00787 
1.01024 
1.01294 

1.00486 
1.00614 
1.00626 
1.01067 
1.01842 

1.00468 
1.00647 
1.00868 
1.01111 
1.01891 

1.00491 
1.00681 
1.00902 
1.01155 
1.01440 

1.00521 
1.00715 
1.00942 
1.01200 
1.01491 

1.00551 
1.00751 
1.00983 
1.01247 
1.01548 

84 
83 
82 
81 
80 

10 
11 
12 
18 
14 

1.01648 
1.01878 
1.08284 
1.02630 
1.08061 

1.01696 
1.01980 
1.02296 
1.02700 
1.06187 

1.01649 
1.01989 
1.02862 
1.02770 
1.08218 

1.01708 
1.02049 
1.02428 
1.02842 
1.06290 

1.01758 
1.02110 
1.02494 
1.02914 
1.08368 

1.01815 
1.02171 
1.02562 
1.02987 
1.03447 

1.01872 
1.02284 
1.02680 
1.08061 
1.08628 

79 
78 
77 
76 
75 

15 
16 
17 
18 
10 

1.06628 
1.04080 
1.04569 
1.06146 
1.06768 

1.06609 
1.04117 
1.04668 
1.06246 
1.058TO 

1.08691 
1.04206 
1.04757 
1.06847 
1.06976 

1.08774 
1.04295 
1.04858 
1.05449 
1.06065 

1.03858 
1.04385 
1.04950 
1.06652 
1.06195 

1.03944 
1.04477 
1.05047 
1.05657 
1.06306 

1.04030 
1.04569 
1.05146 
1.05762 
1.06418 

74 
78 
72 
71 
70 

SO 
81 
88 
88 
84 

1.06418 
1.07116 
1.07868 
1.08686 
1.09464 

1.06681 
1.07286 
1.07961 
1.08771 
1.09606 

1.06646 
1.07866 
1.06109 
1.06907 
1.09750 

1.06761 
1.07479 
1.08289 
1.09044 
1.09895 

1.06878 
1.07602 
1.06370 
1.09188 
1.10041 

1.06995 
1.07727 
1.06603 
1.093& 
1.10189 

1.07115 
1.07858 
1.08636 
1.09464 
1.10888 

69 
68 
67 
66 
65 

86 
80 
87 
28 
89 

1.10888 
1.11860 
1.18988 
1.18267 
1.14886 

1.10488 
1.11419 
1.18400 
1.18488 
1.14581 

1.10640 
1.11579 
1.12668 
1.18610 
1.14707 

1.10793 
1.11740 
1.12788 
1.18789 
1.14896 

1.10947 
1.11903 
1.12910 
1.18970 
1.15086 

1.11106 
1.12067 
1.13063 
1.14152 
1.16277 

1.11260 
1.12283 
1.18267 
1.14835 
1.16470 

64 
63 
02 
61 
60 

80 
81 
89 
88 

84 

1.154TO 
1.16668 
1.17918 
1.19286 
1.80622 

1.16666 
1.16866 
1.18188 
1.19468 
1.20669 

1.16661 
1.17075 
1.18850 
1.19691 
1.21099 

1.16059 
1.17288 
1.18569 
1.19920 
1.21841 

1.16259 
1.17493 
1.18790 
1.20152 
1.21564 

1.16460 
1.17704 
1.19012 
1.20886 
1.21880 

1.16668 
1.17918 
1.19286 
1.20622 
1.22077 

69 
68 
67 
66 
55 

86 
86 
87 
88 
89 

1.82077 
1.28607 
1.26214 
1.26008 

1.28978 

1.22827 
1.28809 
1.26489 
1.87191 
1.28980 

1.22679 
1.24184 
1.25767 
1.27488 
1.29887 

1.22888 
1.24400 
1.26047 
1.27778 
1.29597 

1.23069 
1.84669 
1.26330 
1.28075 
1.29909 

1.23347 
1.24940 
1.26615 
1.28374 
1.80228 

1.28607 
1.26214 
1.26902 
1.28676 
1.80541 

54 
68 
68 
61 
60 

40 
tl 
48 
48 
44 

1.80641 
1.88601 
1.84968 
1.86788 
1.80016 

1.80861 
1.82688 

1.84917 
1.87106 
1.89409 

1.81188 
1.88177 
1.86274 
1.87481 
1.89804 

1.81609 
1.88619 
1.86684 
1.87860 
1.40208 

1.81887 
1.88864 
1.86997 
1.88242 
1.40606 

1.82168 
1.84212 
1.86868 
1.88628 
1.41018 

1.82601 
1.84568 
1.86788 
1.89016 
1.41421 

49 
48 
47 
46 
46 

Of* 

5C 

4C 

3C 

2C 

1C          C 

1 
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HXtitXiWMXG    DATA. 


i 

0 

1" 

2- 

3' 

4' 

5' 

6' 

7"|8- 

9" 

10 

..- 

0 

A 

A 

A 
A 
A 
A 
A 
•A 
ft 
A 
11 
A 
11 
A 
11 

a 
u 

A 
11 
A 
11 
11 
U 
H 
11 
11 
U 

it 

Si 

u 

K 

0143 
0160 

0196 

.OEM 

.MM 
.0878 

mm 

.0318 

.0899 

.asm 
am 

mm 
mm 

.0104 

0417 

0977 

08'.< 

H>.f 

.1088 
10A1 
.1091 
.1107 

nm 

.1146 

.USE 
.1198 

1«4 

.1887 
1-'--- 

.1828 

im? 

1KM 
,1914 
.1987 

.1940 

1966 
.1979 
.1998 
.2011 

SORT 

.9070 

arm 

.9643 
.2MB 

MBit 

.8734 

8747 

am 

2799 
.8818 
.8888 
.8839 
.8888 
.8885 

BflBI 
.8994 

Mil 

.8477 

.8568 
.3894 

.BOOT 

sum 

.8648 

.8881 
.8698 

8784 

:■..  .. 

.4828 

4401 

.4427 
.4440 
.4453 

.4479 
.4498 
.4306 
.4818 
.4931 

.4670 

,6166 

RIBS 

BKW 
.5860 
.68TB 
.6986 

E9S9 
.6818 
.6888 

.5858 
.6866 

IOTA 

mil 

6990 

8089 

.8088 

.6081 
.6094 

.6180 
.6148 

.6189 
.6178 
.6189 

.6811 
.8887 

.6810 

tmt 

6914 
.6987 

.8979 
.8998 

.7018 
.7081 
Kit- 
70K7 
.7070 

.7648 

.7866 

7898 

7784 
7747 

rm 

.7812 
7R86 
.7889 
.7862 

78* 

mm 

.7904 
7917 

.8177 

Rwn 

8581 
ASA4 

«m 

.rbmv 

.8838 
.8846 

mm 

.8686 

,«m 

R711 
R7B4 

.8810 
9888 

«u 

888) 

9401 
.9414 
9487 
9440 
9468 
.9466 
9479 
9493 
.9605 
.9619 

9657 
9581 

n»i 


F.XGIXIiliRIXG    WORK. 


Decimals  of  a  Foot  for  each  1-64  of 

art  Inch. 


• 

o 

a 

t-4 

0' 

r 

2" 

3" 

4' 

M 

.0417 

.I860 

.8088 

.2917 

.3750 

1! 

.0480 

.1868 

.8096 

.2980 

.8768 

II 

.0448 

.1876 

.2109 

.2943 

.8776 

tt 

.0456 

.1889 

.2188 

.2956 

.8789 

A 

.0409 

.1808 

.2186 

.2969 

.8802 

II 

.0488 

.1815 

.2148 

.2982 

.8815 

« 

.0486 

.1888 

.2161 

.2996 

.8828 

It 

.0606 

.1841 

.2174 

.8008 

.8841 

X 

.0681 

.1864 

.2186 

.8021 

.3854 

u 

.0684 

.1867 

.2801 

.8084 

.3867 

u 

.0647 

.1880 

.2214 

.8047 

.8880 

12 

.0660 

.1898 

.2227 

.8060 

.8898 

\k 

.0678 

.1406 

.2240 

.8078 

.8906 

u 

.0686 

.1419 

.2258 

.8086 

.8919 

Ii 

.0599 

.1488 

.2866 

.8099 

.8932 

Ii 

.0618 

.1445 

.2279 

.8112 

.8945 

K 

.0686 

.1456 

.2292 

.8125 

.8958 

12 

.0688 

.1471 

.2805 

.8188 

.8971 

II 

.0651 

.1484 

.2318 

.8151 

.8984 

Ii 

.0664 

.1497 

.2881 

.8164 

.8997 

il 

.0677 

.1610 

.2844 

.8177 

.4010 

12 

.0690 

.1088 

.2857 

.8190 

.4023 

II 

.0708 

.1586 

.2370 

.3203 

.4036 

II 

.0716 

.1549 

.2383 

.3216 

.4049 

H 

.0789 

.1568 

.2896 

.8229 

.4062 

Ii 

.0742 

.1576 

.2409 

.8242 

.4076 

II 

.0756 

.1589 

.2422 

.8255 

.4069 

II 

.0768 

.1608 

.2435 

.3268 

.4102 

il 

.0781 

.1615 

.2448 

.8281 

.4115 

11 

.0794 

.1628 

.2461 

.3294 

.4128 

II 

.0807 

.1641 

.2474 

.8307 

.4141 

12 

1 

.0880 

.1654. 

.2487 

.3820 

.4154 

5' 


.4588 

.4598 
.4609 
.4622 
.4635 

.4648 
.4681 
.4674 
.4688 

.4701 
.4714 
.4727 
.4740 

.4758 
.4766 
.4779 
.4792 

.4805 
.4818 
.4881 

AQAA 

.4857 
.4870 
.4883 
.4896 

.4909 
.4922 
.4935 
.4948 

.4961 
.4974 
.4987 


6" 

T 

8' 

9" 

10" 

.5417 

.6250 

.7083 

.7917 

.8750 

.5480 

.6268 

.7098 

.7980 

.8768 

.5443 

.6276 

.7109 

.7948 

.8776 

.5456 

.6289 

.7122 

.7956 

.8789 

.5469 

.6802 

.7186 

.7969 

.8802 

.5482 

.6815 

.7148 

.7982 

.8815 

.5495 

.6328 

.7161 

.7995 

.8828 

.5508 

.6341 

.7174 

.8008 

.8841 

.5521 

.6354 

.7188 

.8021 

.8864 

.5584 

.6367 

.7201 

.8034 

.8867 

.5547 

.6380 

.7214 

.8047 

.8880 

.5560 

.6393 

.7227 

.8060 

.8898 

.5573 

.6406 

.7240 

.8073 

.8906 

.5536 

.6419 

.7263 

.8086 

.8919 

.5599 

.6432 

.7266 

.8099 

.8932 

,5612 

.6445 

.7279 

.8112 

.8945 

.5625 

.6458 

.7292 

.8125 

.8958 

.5688 

.6471 

.7805 

.8138 

.8971 

.5651 

.6484 

.7318 

.8151 

.8984 

.5664 

.6497 

.7831 

.8164 

.8997 

.5677 

.6610 

.7844 

.8177 

.9010 

.5690 

.6528 

.7857 

.8190 

.9028 

.5703 

.6536 

.7870 

.8203 

.9036 

.5716 

.6549 

.7383 

.8216 

.9049 

.5729 

.6662 

.7398 

.8229 

.9062 

.5742 

.6676 

.7409 

.8242 

.9076 

.5755 

.6689 

.7422 

.8265 

.9089 

.5768 

.6602 

.7435 

.8268 

.9102 

.5781 

.6615 

.7448 

.8281 

.9116 

.5794 

.6628 

.7461 

.8294 

.9128 

.5807 

.6641 

.7474 

.8307 

.9141 

.5820 

.6654 

.7487 

.8320 

.9154 

11 


.9533 

.9596 
.9609 
.9622 
.9685 

.9648 
.9681 
.9674 
.9888 

.9701 
.9714 
.9727 
.9740 

.9753 
.9700 
.9779 
.9792 

.9805 
.9818 
.9881 

.9357 
.9370 
.9363 

.9398 

•VUUv 


.9936 
.9948 

.9931 

.9974 

.9937 

1.0000 


JONES    &    T.AUGHLIN    HAND    BOOK. 


liXGIXHERIXG   DATA. 


4o:> 


Decimals  of  ah  Inch  for  each   1-64th. 


Ads. 

Aths. 

Decimal. 

Fract'n 

Ads. 

Aths. 

Decimal. 

Fract'n 

1 

.015625 

33 

.515625 

1 

2 

.03125 

17 

34 

.53125 

3 

.046875 

35 

.546875 

2 

4 

.0625 

1-16 

18 

36 

.5625 

9-16 

5 

.078125 

37 

.578125 

3 

6 

.09375 

19 

38 

.59375 

7 

. 109375 

39 

.609375 

4 

8 

.125 

1-8 
/ 

20 

40 

.625 

5-8 

9 

.140625 

w 

41 

.640625 

5 

10 

.15625 

21 

42 

.65625 

11 

. 171875 

43 

.671875 

6 

12 

.1875 

3-16 

22 

44 

.6875 

11-16 

13 

.203125 

45 

.703125 

7 

14 

.21875 

23 

46 

.71875 

15 

.234375 

47 

.734375 

. 

8 

16 

.25 

1-4 

24 

48 

.75 

3-€ 

17 

.265625 

49 

.765625 

9 

18 

.28125 

25 

50 

.78125 

19 

.296875 

51 

. 796875 

10 

20 

.3125 

5-16 

26 

52 

.8125 

13-16 

21 

.328125 

53 

.828125 

11 

22 

.34375 

27 

54 

.84375 

23 

.359375 

55 

.859375 

12 

24 

.375 

3-8 

28 

56 

.875 

7-8 

25 

.390625 

57 

.890625 

13 

26 

.40625 

29 

58 

.90625 

27 

.421875 

59 

.921875 

14 

28 

.4375 

7-16 

30 

60 

.9375 

15-16 

29 

.453125 

61 

.953125 

15 

30 

.46875 

31 

62 

.96875 

31 

.484375 

63 

.984375 

16 

82 

,5 

* 

1-2 

32 

64 

1. 

1 

—J0NE5    &    LAUGHLIN    HAND    BOOK, 


406  nXGIXEERIXG    WORK. 

The  following  instructions  will  refresh  the  memory  as  to  the 
use  of  a  table  of  logarithms: 

The  log.  of  2500  is  3.3979|The  log.  of  2.5  is  0.3979 
The  log.  of  250  is  2.3979 1 The  log.  of  .25  is  —1.3979 
The  log.  of       25  is  1.3979|The  log.  of     .025  is  —2.3979 

The  log.  of  2587  is  found  as  follows :  Take  from  the  table  the 
log.  for  25S0,  which  is  3.4116.  The  tabular  difference  in  the  column 
on  the  right  is  17.  Subtract  2580  from  2587  and  multiply  the 
difference,  7,  by  the  tabular  difference,  37,  and  add  the  result  119 
to  log.  3.4116,  which  gives  log.  3.41279  as  log.  of  2587.  To  insure 
that  the  product  of  the  differences  is  correctly  added  compare  this 
final  log.  with  the  next  highest,  2590,  in  the  table  and,  as  it  is 
3.4133,  the  result  found  is  correct. 

Conversely  given,  log.  3.41279  to  find  the  number.  An  inspec- 
tion of  the  tabic  shows  that  this  log.  is  not  in  it,  so  we  take  the 
next  lowest,  which  is  3.4116,  corresponding  to  the  number  2580. 
The  difference  between  these  two  logs,  is  119,  which,  divided  by 
the  tabular  difference,  17,  gives  7  as  the  figure  to  be  added  to  2580 
in  order  to  get  the  exact  number  corresponding  to  log.  3.41279. 

To  multiply  numbers  add  their  logarithms  and  find  from  the 
table  the  number  corresponding  to  the  new  logarithm  thus   found. 

To  divide  one  number  by  another  find  the  difference  between 
their  logarithms  and  the  new  logarithm  thus  found  is  the  logarithm 
of  the  quotient. 

To  perform  an  example  in  proportion  add  the  logarithms  of 
the  two  numbers  that  arc  to  be  multiplied  together  and  subtract 
from  this  new  logarithm  the  logarithm  of  the  divisor,  the  num- 
ber corresponding  to  the  final  log.  being  the  result  wanted. 

To  raise  a  number  to  any  power  multiply  by  the  exponent  of 
that  power.  That  is,  to  square  a  number  multiply  its  log.  by  two 
and  the  number  corresponding  to  the  new  log.  is  the  square  of  the 
first  number.    This  applies  to  all  powers. 

To  extract  the  root  of  any  number  divide  its  log.  by  the  index 
of  the  root  and  the  number  corresponding  to  the  new  log.  is  the 
required  root  of  the  number.    This  is  true  for  all  roots. 

No  formula  containing  a  plus  or  minus  sign  can  be  solved 
directly  by  logarithms;  for  adding  logarithms  is  equivalent  to 
multiplying  their  numbers  and  subtracting  logarithms  is  equivalent 
to  performing  the  operation  of  division  with  their  numbers. 


nXGIXEHRfXG 

LOGARITHMS   OF 


DATA, 
NUMBERS. 


No. 

0 

1 

2 

3 

4 

5 

6 

7 

8 

0334 

9 

H74 

Oil). 

to 

MIX 

in.!; 

NISI 

>I2M 

0170 

<r>]L 

1)203 

ii.>[)4 

40 

11 

12 
13 

H 

15 
16 

17 
18 

19 

20 

M14 
0792 
1139 

1461 

17(11 

2041 

3304 
2003 

2788 

3010 

0458 
0628 
1173 

1498 
J  790 
3088 

2330 
1077 
1810 

0492 
0864 
1208 

um 

9090 

2355 

jlKi" 
8054 

0331 

Will 

lit! 

1058 
1847 
8122 

2380 
262% 
8858 

3075 

EM 

3483 
3674 

ln,-.r 
4031 
4200 

4362 
45IS 
4669 

1H1I 

0569 
1271 

1084 

1875 
8148 

8405 
8648 
8878 

8096 

3304 
3502 
3692 

MM- 
4-»Ui 

4378 
4533 

li.i^t 

48211 

D607 

Kin; 

1614 

r.<«; 
vi;r 

8430 
2672 
2900 

:H|H 

3324 

:i.v^ 
3711 

3892 
1063 
1232 

1393 

I."..!' 

1698 
4843 

1983 
3119 
5250 

5378 
0502 
5623 

5740 
0805 
5966 

1004 
1880 

1044 

s:>31 
>JU1 

2455 

3fifif 
2923 

3139 

3340 
3041 
3729 

M">; 
4068 
4249 

4409 
4564 
4713 

is:,  7 
4997 

-.lo- 
oses 

5391 
0014 
5630 

5752 
0866 
5977 

0682 

[i>;v 
1887 

1673 

W!>7 

im 

2718 
8945 

31« 

10719 
1078 

1  :uy. 

1703 
1987 
3958 

2504 
2742 
2967 

flHl 

0755 

1101 

1480 

1732 

:ii].i 
2279 

2029 
8760 
8989 

S01 

87 
S3 
81 

29 
27 
28 

24 

28 
21 

21 

21 

22 
23 

24 
25 
26 

27 
28 
29 

332! 
M24 

■inn 

3802 

1130 

1814 
4472 
4024 

1771 

3348 
3444 
3636 

3820 
3997 
4166 

4:i:K 
4487 
4639 

3263 
3404 
305J 

3838 
4014 
4183 

4346 
4502 
W54 

4800 

3365 
3560 
3747 

3927 

n  i<k 
littr 

4480 
4079 
472f 

B385 
3579 
3766 

>:>r 
tin 
4281 

4440 

4594 
4748 

8404 
3066 
3784 

mi 
4138 

1  ■»(* 

1451 
4609 
4707 

20 

IB 
18 

17 
17 
16 

16 

15 

is;i 
0011 

->Mf 

5276 

5408 
5027 
5647 

5763 

".NTT 

5988 

4886 

5024 
5159 
5289 

5416 
5539 
5608 

5775 
0688 

5999 

4900   14 

31 

32 
33 

34 
35 
36 

37 
38 
39 

4914 
5051 

,11*.', 

5315 
1441 
OOM 

9682 

-.911 

4928 

5065 
5198 

5328 

VI.'.: 
5575 

■>i;;n 
-«■:. 
5932 

4942 
5076 
5211 

5840 

,.[>■■,; 
0567 

0705 

5821 
0839 

4955 
5092 
5224 

3303 
5478 
0599 

0717 
0882 
0944 

1  !■»".!• 

-,;..-, 
3386 

->!'.!•> 

5811 

5729 
3843 
0900 

508f 

5301 

0428 

-,r,;,| 
0670 

0786 
13899 

6010 

13 
13 
13 

13 

12 
12 

18 
12 
11 

No. 

0 

' 

2 

3 

* 

5 

6 

7 

8 

9 

DiH. 

F.XGfXnnRING    WORK. 

LOGARITHMS   OF    NUMBEHS  -Cr.ntmuOd. 


*o. 

0 

I 

2 

3 

4 

5    |    6 

7 

8 

9 

Din. 

40 

Ml-,'] 

8128 
8232 
8335 

8031 

6138 
8243 
6343 

6149 
6253 
8355 

in:,: 

6180 
6268 
6385 

6084 

one 

(1274 

6075 

111  St 

6385 

BOBS 

B096 

6107 

0117 

11 

41 

42 
43 

B19I 

-  ;■■■:> 
6386 

B201 
6804 
B405 

6212 
6314 
6415 

6320 
S425 

10 

10 
10 

44 
48 

46 

M3S 
8332 

6628 

6444 

654; 
663, 

6454 
8551 
6846 

H64 
B581 
6656 

6474 
6571 
6665 

6484 

fiii;.- 

C493 
6590 
0684 

6508 
8599 
6898 

B518 

frtiiii 
6702 

8522, 
661E 

6715 

10 
10 
8 

47 

48 
49 

0721  R73f 

BWSpil 

8'39 

til* 

6749 
6839 
8928 

6758 
S84S 

6937 

6767 

f;s.-,: 

6776 

mi.-,: 

8785 
6875 

6794 
6884 

6072 

6803 
6893 
6S81 

a 

9 
9 

50 

09BOfi9»8 

row 

71ft' 
7I7T 
7259 

7016 

7101 
7185 
7267 

7024 

: 

7042 

.(>.„ 

7D.->S 

i'U87 

9 

11 

52 
5J 

7078 
7243 

708- 
7168 
1251 

7110 
7193 
7275 

7118 

7284 

7126 
7210 
7292 

7189 
7218 

7143 

:■-■■-■- 
7308 

7152 

7  ■.':;."- 
7316 

8 
8 

S  4 

55 

56 

7324 
7404 

7482 

7;l.T>  7340 

v  -m:4M 

7490  7497 

7346 

:-■)■'; 
7606 

73.">0 
7518 

7384 

744; 

7920 

7372 
7451 
7528 

7380 

745! 
7586 

7388 
7466 
7543 

7396 
7474 
7551 

8 
8 
8 

S7 

58 
59 

7559 
7709 

;-)6fi  7574 
7710  772;) 

7582 
7657 
7781 

7.-j*H 

7597 
7672 
7745 

7110-1 
7679 
7752 

7612 
7686 
7760 

7619 
7694 
7767 

7<K7 
7701 
7774 

7 
8 
8 

00 

7782 

7789 

7796 

;sii; 

7.S1H 

This 

;"-■:.-» 

7832 

t^'.i  >iTi 

7 

61 

62 
<>3 

7853 
7824 
7893 

7860 
7931 

-.,„„ 

7868 
7938 

8007 

78TB 
7945 

SOU 

7S8S 
7952 

8021 

7889 
BOBS 

7890 

;:•>;>■ 
8035 

7  WW 

7978 
8041 

7910,7017 

7u-'i  rr>*7 

8048,8055 

1 

6 
1 

f>4 

65 

66 

8062 
8129 
8195 

sf)f,!i  so-r, 
-WW  *2u!> 

8082 
8149 

8089 
8156 
8222 

8096 
■ilia 

-ilOiMinfl 

-iii!i>-l7t 

8116 

s|S2 

8248 

-122 

8189 
6994 

t 
6 
7 

67 

69 

*271 
8338 
8401 

2 

8280 
8844 

8407 

3 

3351 
8414 

4 

9361 
8420 

5 

8299. 8306 

-:n;:i-:i7i 
s-l2»i  S43-J 

s::i2 
8376 
8489 

8319 
8445 

• 
8 

6 

Hi.. 

0 

1 

6 

7 

8 

9    |  Din. 

li.XGIXIiliRtXG   DATA. 
LOGARITHMS  OF  NUMBERS    Continued. 


iLLj-L- 

8457J8483  8470  8' 


*519  H.ra  w.VSl 


9872 

H!ik".iih; 

9950  9991 
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SINKING  FUNDS. 

In  an  earlier  chapter  a  table  has  been  given  dealing  with 
sinking  funds.  It  was  stated  there  that  in  the  case  of  a  pay- 
ment °f  a  premium  on  the  bonds  the  tables  did  not  suffice. 

If  the  amount  to  be  repaid  is  104%,  then  the  equivalent  de- 
preciation is  2%  -f-  1.04  =  1.9231,  and  to  get  this  we  must  go  to 
the  formula  from  which  the  table  was  computed. 

n  =  number  of  vears,  term  of  amortization. 

T  =  rate  of  interest  received. 

x  =  rate  of  depreciation  charge,  or  annual  sinking  fund  in- 
stallments in  dollars  per  dollar. 


log 


x 


x 

n  =  -- 


log  (1  +  r) 
we  obtain 

.05 +  .019231 
g'      .019281  _ 

n~"  log  .1.05 

log  3.60.      055630 

=  rog~r;o5  -  oosru  -  ~G~5  years* 

The  formula  for  rate  of  depreciation  charge  is 

r 

X~(l  +  r)»-l 
The  preceding  formulas  and  the  tables  referred  to  in  an  earlier 
chapter  are  for  interest  compounded  yearly.    The  following  formula 
is    for   calculating    sinking    funds    with    interest    compounded    half 
yearly. 

A  is  the  annual  installment.  The  first  payable  one  year  after 
investment  and  the  last  one  at  the  end  of  n  years. 

C  is  total  capital  invested. 

r  is  one  dollar  plus  six  months'  interest. 

n  is  the  number  of  years  from  investment  to  the  maturity  of 
the  sinking  fund,  when  the  latter  will  become  equal  to  the  capital 
originally  invested. 

A   __  r*  —  1 
C        r*°  —  1 
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SHEET   IRON    AND   STEEL. 
WEIGHT  Of  SUPERFICIAL   FOOT,  BIRMINGHAM  GAUGE. 


Gauge. 


No.  1=.3 
«'   2=.284 
8=.259 
4=.238 
5=.22 
6=.203 
7=.18 
8=.165 
9=.148 
"  10=.  134 
"11=.  12 
"12=.  109 
u  13=.  095 
"  14=.083 
"15=  .072 


•  « 
«< 
4< 
it 
it 
€4 


Weight 

in  Lbs. 

lion.. 

Steel. 

12.12 

12.36 

11.48 

11.71 

10.47 

10  68 

9.62 

9.81. 

8.89 

9.07 

8.20 

8.86 

7.27 

7.42 

6.67 

6.80 

5.98 

6.10 

5.42 

5.53 

4.85 

4.95 

4.41 

4.50 

3.84 

3.92 

3.35 

3.42 

2.91 

2.97 

Gauge. 

% 


No.  16=. 065 

"  17=. 058 

"  18=. 049 

"  19=.042 

"  20=. 035 

«  21=.032 

"  22=. 028 

"  23=.025 

"  24=. 022 

"  25=.02 

"  26=  .018 

"  27=. 016 

*  28=. 014 

"  29=. 013 

"  30=.012 


Weight  in  Lbs 


Iron. 


2.63 

2.34 

1.98 

1.70 

1.56 

1.40 

1.25 

1.12 

1. 

.9 

.8. 

.72 

.64 

.56 

.5 


Steel. 


2.68 

2.39 

2.02 

1.73 

1.59 

1.43 

1.28 

1.14 

1.02 

.92 

.82 

.78 

.65 

.57 

.51 


TANK    IRON    AND    STEEL. 
WEIGHT  OF  SUPERFICIAL   FOOT. 


Thickness  in 
Inches. 

Weight  in  Lbs. 

Thickness  in 
Inches. 

Weight  in  Lbs. 

Iron.. 

Steel. 

Iron. 

Steel. 

A=  .08125 
tV=.0625 
A  =.09875 
i=J25 
A=.  15625 

rV=.1875 
£=.21875 

±  =  .25 

£=.28128 

1.27 
2.52 
8.79 
5.05 
6.32 
7.58 
8.84 
10.10 
11.38 

1.30 
2.57 
3.87 
5.15 
.6.45 
7.73 
9.02 
10.30 
11.61 

A=  .3125 
1=  .375 

A=  .4375 
i=  .5 

Vt=  .5625 
$=  .625 
f=  .75 
*  =  .875 
1    =1. 

12.63 
15.16 
17.68 
20.21 
22.73 
25.26 
30.31 
35.37 
40.42 

12.88 
15.46 
18.03 
20.61 
23.19 
25.77 
80.92 
86.08 
41.28 

The  low  temperature  (as  compared  with  Iron)  at  which  Steel 
Plates  have  to  be  finished,  causes  a  slight  springing  of  the  roHs, 
leaving  the  plate  thicker  in  the  center.  This,  combined  with 
greater  density,  causes  Steel  Plates,  if  kept  up  to  full  thickness 
on  the  edges,  to  weigh  more  than  Iron.  Hoth  Iron  and  Steel  over 
78  inches  wide  are  liable  to  ran  even  heavier  than  the  weights 
given  above. 
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Weights  and  Areas  of  Square  and  Round  Steel, 
also  Circumference  of  Round  Bars. 

Assuming  one  cubic  foot  to  weigh  490  lbs. 
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Thickness 

or 
Diameter 
in  Inches. 


Weight 

Square 

Bar 
1  ft.  long. 


.120 

.213 
.332 

.478 
.651 

.851 
1.076 
1.329 
1.608 

1.914 
2.246 
2.605 
2.990 

8.402 
3.841 
4.306 
4.798 

5.316 
5.861 
6.432 
7.030 

7.655 
8.306 
8.984 
9.688 

10.419 
It. 177 
11.961 
12.772 


Weight 

Round 

Bar 

1  ft.  long. 


.094 

.167 
.261 
.375 
.511 

.668 

.845 

1.044 

1.263 

1.503 
1.764 
2.046 
2.348 

2.672 
3.017 
3.382 
3.768 

4.175 
4.603 
5.052 
5.521 

6.012 
6.524 
7.056 
7.609 

8.183 

8.778 

9.894 

10.031 


Area  of 
Square 
Bar  in 
Square 
Inches. 

Area  of 
Round 
Bar  in 
Square 
Inches. 

.0352 

.0276 

.0625 
.0977 
.1406 
.1914 

.0491 
.0767 
.1104 
.1503 

.2500 
.3164 
.3906 
.4727 

.1963 

.2485 
.3068 
.3712 

.5625 
.6602 
.7656 
.8789 

.4418 
.5185 
.6013 
.6903 

1.0000 
1.1289 
1.2656 
1.4102 

.7854 

.8866 

.9940 

1.1075 

1.5625 
1.7227 
1.8906 
2.0664 

1.2272 
1.3530 
1.4849 
1.6230 

2.2500 
2.4414 
2.6406 
2.8477 

1.7671 
1.9175 
S.  0789 
2.2365 

3.0625 
3.2852 
3.5156 
3.7539 

2.4053 
2.5802 
2.7612 
2.9483 

Circum- 
ference 

of 

Round 

Bar  in 

Inches. 


.5890 

.7854 

.9817 

1 . 1781 

1.3744 

1.5708 
1.7671 
1.9635 
2.1598 

2.3562 
2.5525 
2.7489 
2.9452 

3.1416 
3.3379 
3.5343 
3.7306 

3.9270 
4.1233 
4.3197 

4.5160 

4.7124 
4.9087 
5.1051 
5.3014 

5.4978 
5.6941 
5.8905 
6.0868 


— JONES  &  LAUGHLZN  BAND  BOOS. 
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WEIGHT  OF  A   CUBIC   FOOT  OF  SUBSTANCES. 

Average 
Names  of  Substances.  Weight, 

lbs. 

Aluminum,  cast 160 

rolled 167 

Anthracite,  solid,  of  Pennsylvania  ....  93 

broken,  loose 54 

moderately  shaken  ...  58 

heaped,  bushel,  loose          .        .         .  (80) 

Ash,  American  white,  dry 38 

Asphaltum 87 

Brass  (Copper  and  Zinc),  cast 504 

44      rolled 524 

Brick,  best  pressed 150 

••     common  hard •  125 

••      soft,  inferior 100 

Brickwork,  pressed  brick 140 

"          ordinary 112 

Cement,  hydr'c,  ground,  loose,  American,  Rosendale  56 

11          "            "            "             "           Louisville  50 

11          ••            "            "     English,  Portland      .  90 

Cherry,  dry 42 

Chestnut,  dry 41 

Clay,  potters',  dry  .                          ....  119 

"     in  lump,  loose 63 

Coal,  bituminous,  solid 84 

broken,  loose       ...         *  49 

heaped,  bushel,  loose  (74) 

Coke,  loose,  of  good  coal 26 

44          **          heaped  bushel        ....  (40) 

Copper,  cast 549 

rolled 556 

Earth,  common  loam,  dry,  loose      ....  76 

'•             4i             ••         "    moderately  rammed  95 

'•       as  a  soft  flowing  mud 108 

Ebony,  dry 76 

Elm,  dry 35 

Flint .-.  162 

Glass,  common  window 157 

Gneiss,  common 16B 

— JONES   &    LAUGHUN  HAND    BOOK. 
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WEIGHT  OP   SUBSTANCES-Continued. 

Average 
Names  of  Substances.  Weight, 

lbs. 

Gold,  cast,  pure,  or  24  carat 1204 

••     pure,  hammered 1217 

Grain,  at  60  lbs.  per  bushel 48 

Granite -170 

Gravel,  about  the  same  as  sand,  which  see. 

Gypsum  (plaster  of  paris) 142 

Hemlock,  dry 25 

Hickory,  dry 53 

Hornblende,  black 203 

Ice 58.7 

Iron,  cast 450 

"     wrought,  purest 485 

"  "        average 480 

••ore 175 

Ivory 114 

Lead 711 

Lignum-vitae,  dry 83 

Lime,  quick,  ground,  loose,  or  in  small  lumps    .  53 

thoroughly  shaken      .      75 

per  struck  bushel    .       (66) 

Limestones  and  Marbles 168 

••■                        '•     loose,  in  irregular  fragments  96 

Magnesium 109 

Mahogany,  Spanish,  dry 53 

'*          Honduras,  dry        ...  35 

Maple,  dry 49 

Marbles,  see  Limestones. 

Masonry,  of  granite  or  limestone,  well-dressed   .  165 

••          ••  mortar  rubble 154 

«•          "dry            "      (well  scabbled)    .  138 

•«          "  sandstone,  well  dressed         .        .        .  144 

Mercury,  32°  Fahrenheit        ....  849 

Mica 183 

Mortar,  hardened 103 

Mud,  dry,  close 80  to  110 

"     wet,  fluid,  maximum 120 

Oaii  live,  dry 59 

— JUNES   ft   LAUGHLIN    HAND    BOOK. 
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WEIGHT   OF   SUBSTANCES-Contlnued. 

Av6r&ff8 
Names  of  Substances.  Weight, 

lbs. 

Oak  white,  dry 60 

•'     other  kinds 33  to  45 

Petroleum 55 

Pine,  white,  dry 25 

••     yellow,  Northern 34 

"  "      Southern 45 

Platinum 1342 

Quartz,  common,  pure 165 

Rosin 00 

Salt,  coarse,  Syracuse,  N.  Y 45 

••     Liverpool,  fine,  for  table  use        ...  49 

Sand,  of  pure  quartz,  dry  loose  .   90  to  106 

44     well  shaker 99  to  117 

•«     perfectly  wet 120  to  140 

Sandstones,  fit  for  building 151 

Shales,  red  or  black 163 

Silver 655 

Slate 175 

Snow,  freshly  fallen 5  to  12 

"      moistened  and  compacted  by  rain         .      15  to  50 

Spruce,  dry 25 

Steel  490 

Sulphur 125 

Sycamore,  dry 87 

Tar c  63 

Tin,  cast .459 

Turf  or  Peat,  dry,  impressed         .        .        .        20  to  30 

Walnut,  black,  dry 38 

Water,  pure  rain  or  distilled,  at  60°  Fahrenheit         62^ 

11      sea 64 

Wax,  bees 60.5 

Zinc  or  Spelter 437.5 


Green  timbers  usually  wei^h  from  one-fifth  to  onerhalf 

ninri'  th:m  clrv. 
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BEAM  CALCULATIONS. 

The  town  engineer  is  called  upon  to  design  many  structures  of 
a  simple  kind  and  a  discussion  of  the  underlying  principles  of  beam 
formulas  will  be  a  useful  review.  After  this  we  will  take  up  the 
design  of  walls,  culverts,  etc. 

MOMENTS. 

When  a  weight  rests  upon  an  object  it  strains  it  in  some  de- 
gree. If  the  object  is  lying  on  the  ground  supported  throughout 
its  entire  length,  the  force  is  simply  equal  to  the  weight. 

When  the  object  is  a  beam,  for  example,  supported  at  the  ends, 
the  weight  acts  in  two  ways.  First,  it  tends  to  shear  the  beam 
at  each  point  of  support  and,  secondly,  it  tends  to  bend  the  beam. 
The  force  exerted  in  bending  is  called  a  moment. 

The  moment  of  a  force  is  the  product  of  the  force  into  the  arm 
with  which  it  acts.  Take,  for  example,  a  small  piece  of  wood  about 
one  inch  square,  perfectly  level,  but  with  one  end  fastened  into  a 
wall.  The  other  end  being  free  and  unsupported.  Cut  a  groove 
in  the  top  and  roll  a  ball  in  the  groove.  The  nearer  the  ball  ap- 
proaches the  free  end  the  more  the  piece  of  wood  bends.  If  this 
piece  of  wood  were  larger,  so  that  it  could  be  termed  a  beam,  it 
would  be  called  a  cantilever  beam.     (See  Fig.  6.) 

If  the  load  is  in  pounds  and  the  distance  from  the  wall  to  the 
load  is  in  feet,  the  distance  multiplied  by  the  weight  gives  the 
bending  moment  in  foot  pounds.  The  distance  may  be  (and  gen- 
erally is)  taken  in  inches  and  the  bending  moment  is  given  as  so 
many  inch-pounds.  With  the  above  example  the  statement  that  the 
moment  of  a  force  is  the  product  of  the  force  into  the  arm  with 
which  it  acts,  may  be  plainly  understood.  In  other  words,  the 
farther  the  load  is  placed  from  the  point  of  support,  the  greater 
bending  moment  it  develops.  The  arm  is  always  perpendicular  to 
the  direction  of  the  force. 

The  accompanying  diagrams,  showing  the  usual  cases  occurring 
in  the  loading  of  beams,  will  help  illustrate  the  definition  of  bend- 
\    ing  moments. 

The  weight  does  not  act  directly  to  cause  bending.    It  must  act 
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through  the  arm  or  distance  it  (the  weight)  is  away  from  the 
point  where  the  bending  moment  is  developed.  In  calculating  the 
strains  on  beams,  the  maximum  bending  moment  is  the  one  used. 
Weight  tends  to  carry  the  beam  down  vertically  or  in  the 
line  of  direction  in  which  the  weight  acts.  This  action  is  resisted 
by  the  supports  under  the  beam.  As  soon  as  resistance  as  en- 
countered the  beam  may  shear  at  the  edges  of  the  support;  that  is, 
be  cut  off  like  slicing  butter  with  a  knife,  or  it  may  bend  at  some 
point  between  the  supports.  The  point  may  be  where  the  load 
strikes  or  it  may  be  somewhere  else  on  the  beam.  Where  the 
point  may  be  depends  upon  several  things. 


3 


Fig.  6  illustrates  the  cantilever  beam  fastened  at  one  end  and 
loaded  with  a  concentrated  weight. 

It  must  be  remembered  that  we  can  only  use  the  concentrated 
weight  alone  in  preliminary  calculations  or  in  explaining  the  action 
of  forces.  The  weight  of  the  beam  can  not  be  neglected  in  practice, 
so  when  using  a  concentrated  weight  we  have  of  necessity  a  concen- 
trated as  well  as  a  distributed  load.  This  refinement,  however,  will 
be  neglected  in  the  following  discussion  for  the  sake  of  clearness. 

Let  W  represent  a  concentrated  weight. 

L  represents  the  distance  between  supports. 

w  represents  a  distributed  weight. 

w'  represents  the  weight  of  the  beam,  also  distributed. 

In  Fig.  6  the  bending  moment  is  M  =  W  X  L- 

The  maximum  bending  moment  is  at  the  wall.  It  becomes  less 
the  nearer  the  weight  the  moment  is  taken.  In  the  general  discussion 
while  the  letter  L  is  termed  the  distance  between  supports,  in  the 
case  of  the  cantilever  it  is  the  distance  from  the  support  to  the 
center  of  gravity  of  the  weight. 

Fig.  7  shows  a  cantilever  beam  with  a  distributed  weight,  or 
load. 

A  force  or  weight  may  be  represented  by  a  line,  to  any  scale. 
The  length  of  the  line  represents  the  amount  and  the  direction  in 
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which  the  force  acts  is  shown  by  the  direction  of  the  line.  Usually 
an  arrow  point  is  placed  on  the  line  to  indicate  direction.  In  the 
case  of  weights  and  the  loading  of  beams  it  is  understood  the  force 
acts  downward,  so  the  line  is  vertical. 

In  Fig.  6  calculate  the  bending  moment.  At  the  support  draw  a 
vertical  line  from  the  middle  of  the  beam.  This  line  can  go  up  or 
down,,  but  it  is  customary  to  draw  it  down,  as  the  force  acts  in  that 
direction.  The  length  of  the  line  will  represent  the  bending 
moment.  Connect  the  end  of  it  to  the  center  of  the  beam  at  a 
point  directly  under  the  center  of  gravity  of  the  weight.  This 
gives  a  triangle  in  which  the  bending  moment  at  any  point  in  the 
beam  can  be  found  by  measuring  the  perpendicular  distance  from 
the  center  of  the  beam  (base  of  the  triangle)  to  the  limiting  line  of 
the  force  diagram  (the  hypothenuse  of  the  triangle). 

Apply  this  to  Fig.  7.  Here  the  total  weight  is  multiplied  by  the 
distance  from  the  support  to  the,  center  of  gravity  of  the  load. 
That   is,  by  half  the  length   of  the   load.     It   is   expressed   thus: 

The  maximum  bending  moment  in  this  case  is  also  at  the  point  of 
support.  A  drawing  can  be  made  as  in  the  case  of  Fig.  6,  but  the 
Hmiting  line  for  a  distributed  load  is  a  parabola  instead  of  the 
hypothenuse  of  a  triangle,  and  it  begins  at  the  extreme  end  of  the 
load.    This  will  be  taken  up  when  describing  Fig.  15. 

There  may  be  cases  in  which  a  cantilever  beam  has  to  carry 

its  own  weight   (w')»  a  distributed  load   (w),  and  a  concentrated 

load  (W)   as  well.     The  bending  moment,  M,  is  equal  to  w'X  L» 

.plus  w  X  L,  plus   W  X  L-     Each   is   calculated   separately  and  the 

results  added. 

n ,  ooooooooon 

T 
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Fig.  8  is  a  beam  freely  supported  at  both  ends  with  a  concen- 
trated load  in  the  middle. 

We  know  by  intuition  that  each  support  must  carry  half  the 
load,  so  the  maximum  bending  moment  must  be  equal  to  half  the 
load  into  half  the  span.    That  is,  the  expression  is 
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which  is  the  same  thing.  We  have  calculated  the  moment  for  two 
cantilevers,  but  in  this  case  the  beam  has  two  end  supports,  so  the 
maximum  bending  moment  must  be  in  the  middle  under  the  load. 
Fig.  9  shows  a  distributed  load  on  a  beam  freely  supported  at 
both  ends.  We  have  already  seen  that  the  maximum  bending 
moment  for  a  distributed  load  is  one-half  that  of  the  same  load 
concentrated,  so  the  expression  in  this  case  is 

M  =  wx| 

A  distributed  load  has  a  tendency  to  arch.  It  is  illustrated  in 
the  case  of  a  brick  wall.  When  calculating  the  load  borne  by  the 
top  of  a  window  or  door  frame,  the  weight  is  not  that  included  be- 
tween the  vertical  lines  from  the  sides  of  the  opening  to  the  top 
of  the  structure.  It  is  the  weight  of  a  triangle  of  wall  having  the 
three  sides  equal  to  the  span  of  the  opening.  The  bricks  have  a 
tendency  to  key  together,  aside  from  the  adhesion  caused  by  the 
mortar. 

Similarly  with  a  distributed  load  of  boxes,  or  bags,  or  rails. 
The  question  also  arises  in  computing  the  pressure  on  the  top  of  a 
culvert  under  a  high  fill.  As  the  beam  gives  way  the  pieces  com- 
posing the  load  adjust  themselves  until  they  form  practically  a  beam 
and  can  be  self-supporting  over  a  considerable  span.  Tests  of 
beams  loaded  with  materials  piled  haphazard  on  them  are  not 
reliable.  The  load  should  be  piled  in  slender  columns  with  well 
defined  spaces  between,  so  that  when  the  beam  bends  the  ma- 
terial can  not  heap  and  relieve  the  loading. 

In  order  to  express  this  clearly  and  lead  to  a  ready  under- 
standing of  Fig.  15,  distributed  loads  in  this  discussion  have  been 
represented  by  lines  of  balls  free  to  move  and  adjust  themselves  to 
the  changing  form  of  the  beam  as  it  bends. 

lift  !  i  .iL-fll^-h 

k — ' f1       4 i— -I1'  • 

Fig.  10  differs  from  Fig.  8  in  that  the  concentrated  load  is  not 
in  the  middle.     Calling  half  the  length  a,  it  can  be  proven  that 
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M=WX  L=WxL=Wxa^ 

a  a  4  Lt 

as  shown  in  the  case  illustrated  by  Fig.  8. 

A  similar  line  of  reasoning  for  Fig.  10  pives  the  following 
expression : 

M  =  W  xl^ 

for  a  concentrated  load  not  at  the  middle. 

Fig.  11  shows  a  beam  having  two  equal  concentrated  loads, 
equally  distant  from  the  center.    In  this  case 

M  =  WXa 
No  particular  illustration  is  needed  in  this  case,  as  a  careful  fol- 
lowing of  the  preceding  explanations  will  show  how  the  formula 
is  developed.    However,  the  explanation  of  Fig.  14  will  help  throw 
light  on  it. 

Fig.  12  shows  a  combination  wherein  the  concentrated  load  is 
distributed  over  a  portion  of  the  beam.  Where  a  and  b  are  equal, 
the  formula  is 

M -WxL      W  x  l 
4  8 

When  the  distances  from  the  points  of  support  to  the  center  of 

gravity  of  the  load  are  not  equal  the  expression  is 

' »— — ' { 

M__W  Xa  Xh      W  X  1 


8 


f 
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IRREGULAR  LOADINGS. 

After  discussing  reactions  we  will  take  up  the  calculation  of 


*?■*. 


the  location  of  the  maximum  bending  moment  under  irregular  load* 
ings.     The  position,  however,  may  be  determined  graphically. 
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Fig.  13  illustrates  the  method  of  drawing  triangles  already 
described.  The  bending  moment  is  calculated  and  represented  by 
a  line  drawn  vertically  downward  from  the  center  of  gravity  of 
the  load.  The  triangle  is  completed  by  drawing  the  hypothenuse. 
The  bending  moment  at  any  intermediate  point  is  found  by  meas- 
uring vertically  downward  from  the  middle  of  the  beam  at  the 
point,   to  the   hypothenuse. 

When  there  are  several  loads  the  bending  moment  is  calculated 
for  each  and  a  triangle  plotted  for  each,  as  shown  in  Fig.  14.  It 
will  be  noticed  that  under  each  loal  several  triangles  cross.  The 
bending  moment  under  each  load  is  therefore  equal  to  the  sum  of 
the  distances  from  the  center  of  the  beam  to  the  hypothenuse  of  each 
triangle.  Connect  the  outside  points  thus  found  and  draw  in  the 
exterior  line.  A  perpendicular  dropped  to  the  outside  diagram  from 
any  point  gives  the  bending  moment  at  that  point.  The  maximum 
bending  moment  is  at  the  point  where  the  longest  vertical  line  can 
be  drawn  from  the  center  of  the  beam  to  the  outside  force  diagram. 


Fig.   13  shows  the   force  diagram  of  a  distributed  load.     The 

(W  X  1\ 
M  =  — _ —  1  ,  is  set  off  at  the  point 

half  way  between  the  supports.  A  parabola  is  then  drawn  with  a 
height  equal  to  this  bending  moment  and  a  base  equal  to  the  dis- 
tance or  clear  span.  All  measurements  are  made  on  a  horizontal 
line  through  the  middle  of  the  beam. 

The  reason  for  the  parabola  may  be  seen  by  a  reference  to  Fig. 
i»  and  Fig.  14.  The  distributed  load  can  be  represented  by  a  line 
of  balls  and  the  force  triangles  plotted  for  each.  These  triangles 
of  force  can  be  worked  into  a  force  diagram  which  will  assume  the 
shape  of  a  parabola.  Having  ascertained  this,  it  is  unnecessary  to 
again  go  through  this  process  and  the  parabola  may  be  drawn 
directly  when   it   is  desired  that  the  bending  moment  on  a  beam 
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uniformly  loaded  is  required  to  be  known  at  any  other  point  than 
the  middle. 

Fig.  16  hardly  needs  a  detailed  description.  It  shows  how  to 
ascertain  the  maximum  and  other  bending  moments  in  a  beam 
loaded  with  a  distributed  and  any  number  of  concentrated  loads. 
The  maximum  bending  moment  is  at  the  point  where  the  longest 
vertical  line  can  be  drawn  between  the  parabola  and  the  bounding 
lines  of  the  other  force  diagram.  The  location  can  be  calculated 
also  if  the  graphical  process  is  not  used. 


*9'7 
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In  the  preceding  explanations  all  beams  have  been  considered 
as  simply  resting  upon  the  supports.  Fig.  17  shows  a  beam  loaded 
with  a  distributed  load  and  having  the  ends  fastened  into  the  wall. 

By  calculations  which  would  hardly  be  interesting  in  this 
review,  it  can  be  proven  that  for  such  a  case  the  maximum  bending 

moment  is    M   =  w  X  _ —  instead  of  M   =  w  X  -i-  as  in  the 

12  8 

case  already  mentioned.    The  diagram  in  Fig.  17  is  constructed  by 

-£-•     Also  A,  A'  parallel 

o 

L_ 
12 


drawing  a  parabola  having   M  =  w  X 

o 

to  base  and  at  a  distance  equal  to    M  =  w   X 


The  vertical 


distances  between  the  parabola  and  the  line  A  A'  are  the  moments 
for  the  corresponding  points  on  the  beam. 

In  such  beams  there  are  points  known  as  points  of  contra 
flexure.  That  is,  instead  of  the  beam  bending  in  the  middle  and 
the  ends  raising  slightly,  the  ends  remain  fixed  and  the  beam  bends 
in  three  points.  At  the  middle  it  is  concave  on  the  top  and  on  the 
bottom  are  two  points  distant  0.21131  of  the  span  from  each  sup- 
port, where  the  beam  bends  downward,  or  is  concave  on  the  bottom. 

Fig.  18  shows  a  tied  beam  having  a  load  concentrated  at  the 
middle.     This   diagram   is   drawn   by   drawing  a  triangle   having 
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M  =  W  x  — - •      Also  A  A'  parallel  to  the  base  and  at  a  distance 
4 

of  M  =  \V   X   _— -       The  vertical  distances  between   the   triangle 

o 

and  the  line  A  A'  are  the  moments  for  the  corresponding  points  on 
the  beam. 

The  points  of  contraflexure  are  %  L  from  the  points  of  sup- 
port. In  the  case  of  Fig.  17  the  maximum  bending  moment  was  for 
a  distributed  load.     In  the  case  of  Fig.  18  we  use  a  concentrated 

load,  giving  M  =  W  X    —    plus  the  distributed  load  equal  to  the 

weight  of  the  beam ;  thus,  M  =  w*  X  -— 

o 

It  is  important  to  remember  the  weight  of  the  beam  in  all 
calculations.  This  weight  is  called  the  dead  load.  The  superim- 
posed weight  is  called  the  live  load.  In  a  structure  the  weight  of 
the  structure  is  the  dead  load  and  the  weights  the  structure  is 
designed  to  carry  constitute  the  live  load. 

The  method  of  finding  the  maximum  bending  moment  for  a 
beam  carrying  a  distributed  load  together  with  a  concentrated  load 
has  been  given.  Also  the  method  of  finding  the  maximum  bend- 
ing moment  caused  by  several  concentrated  loads.  The  most  simple 
way  of  obtaining  the  moment  in  such  cases  is  to  reduce  each  con- 
centrated load  to  a  distributed  load  and  add  these  distributed  loads 
together  and  calculate  the  maximum  bending  moment  for  the  total 
equivalent  distributed  load,  an  easy  matter. 

A  distributed  load  gives  a  moment  one-half  that  given  by  an 
equal  concentrated  load  applied  at  the  middle  of  the  span.  So  for 
a  concentrated  load  at  middle  of  the  span  multiply  by  2.  At  0.333 
of  the  span  from  a  support,  multiply  by  1.78.  At  0.25  the  span, 
by  1.5.  At  0.20  the  span,  by  1.28.  At  0.166  the  span,  by  1.111.  At 
0.143  the  span,  by  0.98.  At  0.125  the  span,  by  0.875.  At  0.111  the 
span,  by  0.79.     At  0.10  the  span,  by  0.72. 

The  foregoing  method  is  used  in  many  offices  and  is  a  labor 
saver.  A  caution,  however,  must  be  given  to  users,  that,  as  the 
maximum  bending  moment  is  not  exactly  equal  to  the  sum  of  the 
separate  bending  moments,  a  beam  calculated  by  this  method  will 
be  larger  than  would  be  required  if  the  more  exact  process  were 
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followed.    This    caution    is    necessary    however,    only    when    the 
weights  are  very  heavy. 

CONTINUOUS  BEAMS. 

The  foregoing  cases  touch  upon  beams  resting  on  two  sup- 
ports and  also  the  case  of  beams  tied  at  each  end.  Continuous 
beams  are  beams  that  rest  on  more  than  two  supports ;  for  example, 
a  beam  across  from  wall  to  wall  in  a  building  and  resting  upon  a 
post  in  the  middle.  It  is  then  a  continuous  beam  of  two  spans.  If 
it  had  rested  upon  two  intermediate  posts  it  would  be  a  continuous 
beam  of  three  spans. 

Each  span  assists  the  adjoining  span  in  nearly  all  cases,  and 
there  are  points  of  contra-flexure  in  each  span. 

A  continuous  beam  of  two  spans  uniformly  loaded  is  no 
stronger  than  a  beam  of  one  span  so  loaded. 

A  continuous  beam  of  two  spans  loaded  with  a  concentrated 
load  at  the  center  of  each  span  is  stronger  than  a  simple  beam. 
The  bending  moment  in  each  span  is  one- fourth  less  than  if  the 
beam  were  not  continuous. 

When  the  beam  is  continuous  over  three  spans  and  the  load 
is  uniformly  distributed,  the  bending  moment  in  each  span  is  eight- 
tenths  the  load  on  a  single  span  for  a  non-continuous  beam. 

The  bending  moment  on  each  span  of  a  three-span  continuous 
beam  having  concentrated  loads  of  equal '  weight  in  the  middle  of 
each  span  is  six-tenths  the  bending  moment  on  a  simple  span. 

The  foregoing  remarks  apply  only  to  beams  having  two  and  three 
spans  of  equal  length  with  equal  loads  on  each  span. 

REACTIONS. 

The  loads  on  a  beam  tend  to  carry  it  downward.  The  supports 
prevent  this  action.  The  effort  put  forth  by  the  supports  is  termed 
a  reaction.  It  is  said  that  the  supports  push  up  with  a  force  equal 
to  that  exerted  downward  by  the  load. 

In  Fig.  6  and  Fig.  7  the  reaction  at  the  point  of  support  is 
equal  to  the  combined  weights  of  the  beam  and  the  load. 

In  Fig.  9  the  reaction  at  each  support  is  equal  to  one-half  the 
total  weight. 

In  Fig.  13  the  reaction  at  B  is  equal  to  the  moment  produced 
by  the  load  multiplied  by  the  distance  a,  divided  by  the  span.  The 
reaction  at  A  is  equal  to  the  reaction  at  B   subtracted   from   the 
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total  load.  The  above  operation  can  be  reversed  for  a  check.  The 
reaction  therefore  at  any  support  is  equal  to  the  load  multiplied 
by  its  distance  from  the  other  support  and  divided  by  the  spar. 
The  reaction  at  the  opposite  support  is  the  difference  between  the 
total  load  and  the  reaction  first  found. 

In  the  case  of  several  loads,  as  in  Fig.  14,  find  the  moment 
for  each  about  the  opposite  support  and  add  together  all  th\se 
moments.  Divide  by  the  length  of  the  span  and  the  reaction  is  ob- 
tained. To  obtain  the  other  reaction,  add  the  loads  together  and 
subtract  the  first  reaction  from  the  sum. 

In  dealing  with  concentrated  loads  in  finding  reactions,  half 
the  weight  of  the  beam  is  afterward  added  to  each  reaction.  The 
weight  of  the  beam  can  therefore  be  neglected  in  the  calculations, 
provided  it  is  afterward  added. 

If  a  beam  projects  from  a  wall  and  rests  on  a  post  or  end  of  a 
brace,  like  a  balcony,  for  example,  there  will  be  two  reactions.  At 
the  wall  where  the  beam  is  fastened  the  reaction  will  be  downward 
and  at  the  support  it  will  be  upward,  provided,  of  course,  the  load 
is  outside  the  post.  If  between  the  post  and  wall  the  reactions  are 
figured  in  the  manner  already  described.  Multiply  the  load  by  the 
total  distance  from  its  center  of  gravity  to  the  wall  and  divide  by 
the  distance  from  the  wall  to  the  post.  This  gives  the  reaction  at 
the  post  and  this  is  plus,  or  acting  upward.  Subtract  this  from  the 
load  to  get  the  minus,  or  downward  reaction  at  the  wall,  or  tied  end. 

In  the  case  of  a  load,  as  shown  in  Fig.  12,  it  is  enough  to  sim- 
ply take  the  weight  of  the  whole  object  to  be  a  concentrated  load 
applied  at  its  center  of  gravity  and  calculate  accordingly.  The 
length  then  of  the  load  makes  no  particular  difference. 

It  is  because  of  the  reactions  there  are  bending  moments  and 
shearing  strains  in  beams,  so  we  have  to  find  the  bending  moments 
in  order  to  find  the  reactions. 

SHEARING    FORCE. 

If  a  beam  is  made  of  a  tough  material  it  will  bend,  as  has  been 
shown,  whenever  the  ends  rest  on  supports  and  the  span  between  is 
free.  If  the  material  were  soft  it  would  cut  in  two  at  the  sup- 
ports, because  of  its  weight  and  the  weight  of  the  load.  This  action 
is  termed  shear.  It  exists  in  a  greater  or  less  degree  in  each  poitit 
in  the  length  of  the  beam. 
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In  Fig.  6  the  shear  is  equal  to  the  total  load  and  is  the  same  at 
every  point.    The  shear  diagram  is  a  parallelogram. 

In  Fig.  7  the  maximum  shear  is  at  the  fixed  end  and  is  equal 
to  the  weight  per  lineal  foot  multiplied  by  the  length.  The  shear 
at  any  point  is  equal  to  the  weight  per  lineal  foot  into  the  distance 
to  that  point.     The  shear  diagram  is  a  triangle. 

In  all  beams  the  maximum  shear  is  at  one  of  the  supports. 
When  beams  rest  freely  at  both  ends  the  shear  is  equal  to  Ihe 
greater   reaction  or  supporting  force. 
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In  Figs.  19  and  20  the  shear  is  equal  to  one-half  the  total  load. 

In  the  shear  diagrams  the  shaded  parts  represent  the  amount 
of  shear  and  the  following  rules  explain  how  the  shear  diagram 
is  obtained. 

Calling  the  loads,  the  forces  acting  downward,  plus,  the  re- 
actions, forces  acting  upward  are  called  minus.  Beginning  with 
either  reaction,  put  it  down  with  its  sign.  Add  to  it,  algebraically, 
the  first  load.  This  gives  the  shear  for  every  point  from  the  origin 
to  that  point.  Add  to  this,  algebraically,  the  next  load  and  continue 
in  this  manner  until  the  end  of  the  beam  is  reached.  At  some  point 
on  the  beam  the  shears  become  positive  if  they  were  first  negative, 
or  vice  versa. 
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A  study  of  Figs.  21,  22  and  23  should  make  this  plain.    In  Fig. 

21   the  maximum   shear    =   W    X   _     In  Fig.  22  the  loads  are 

equal  and  at  equal  distances  from  the  ends.     The  maximum  shear 
is  therefore  equal  to  the  total  load. 

Reference  has  been  made  to  the  calculation  of  the  position  of 
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rBaxranmi    bending    iMJiimt      The   paints   of    maximum    bending 
SK>merx   xrar  where  die  shear  change*  sign. 
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A  general  riie  fcr  inding  the  bending  moment  at  any  point  of 
«ny  beam  :s  x  iiid  together  the  bending  moment  at  the  origin,  the 
-um  of  :he  moments  of  ail  concentrated  loads  to  that  point,  in- 
cluding :he  -hear  it  the  origin*  and  the  sum  of  the  moments  of  the 
:istr*biite-d  cads  about  the  same  point.  This  rule  can  be  checked 
by  construcrmg  a  force  diagram  and  measuring  the  bending  moments 
it  several  prints  ind  then  calculating  them. 

When  i  beam  is  -jnifonnly  loaded  and  in  addition  carries  a  sin- 
gle concentrated  *.cad  the  position  of  the  maximum  bending  moment 
•*  round  by  dividing  the  moment  of  the  concentrated  load  by  the 
distributed  ".cad.  This  may  give  a  plus  or  a  minus  result,  which 
will  :r.dica:e  the  distance  to  the  right  or  left  of  the  middle  of  the 
beam  of  the  position  of  maximum  bending  moment  caused  by  -the 
comb'.nar.or.  of  the  !oads.  It  is  a  good  plan  to  consider  the  origin 
as  being  a:  the  left  in  calculating  the  moment  for  the  concentrated 
load. 

APPLICATIONS. 

A  knowledge  of  the  actions  of  forces  in  beams  is  useful  in 
designing  buildings,  culverts,  bins,  retaining  walls,  etc.,  and  as  the 
engineer  should  be  well  posted  in  bridge  work  before  designing 
anything  larger  than  a  fifteen  or  twenty-foot  span  bridge,  we  need 
not  touch  upon  the  subject  of  moving  loads. 

It  will  be  sufficient  to  take  the  length  of  the  heaviest  engine  or 
wagon  that  will  cross  the  bridge.  Find  the  weight  and  distribute  it 
over  the  four  wheels.  Consider  the  two  wheels  on  one  side  as 
concentrated  loads  and  calculate  the  maximum  bending  moment 
for  these  loads  in  different  positions  on  the  beam.  Design  the 
beam  for  the  greatest  moment  found.  The  total  live  load  is  gen- 
erally distributed  in  calculations. 

The  expression,  wl3,  is  often  met    It  simply  means  that  w  is 


nXGlXUHRIXG   I  KIT. 4.  42!) 

the  unit  load,  the  load  per  foot  or  per  inch.  To  get  the  total  load 
it  is  necessary  to  multiply  the  unit  load  by  the  length.  Then  in 
cases  where  the  total  load  has  to  be  multiplied  by  the  length  it 
really  amounts  to  the  unit  load  being  twice  multiplied  by  1,  or, 
rather,  by  1*. 

We  have  seen  that  for  a  beam  freely  supported  at  both  ends 

a  distributed  load  causes  a  bending  moment,     M  =  ^   and  when 

wl* 
the  ends  are  fastened,    M  =    —        In  reinforced  concrete  flocrs, 

fastened  firmly  on  four  sides,  it  is  allowable  to  use   M  =  ~- 

A  floor  is  a  slab  composed  of  beams  lying  side  by  side.  To 
calculate  the  strength  of  a  floor  we  simply  take  a  strip  one  foot 
wide  and  use  the  load  coming  on  that  portion.  A  wall  is  a  succes- 
sion of  beams  fastened  edge  to  edge.  If  the  beams  are  calculated 
as  being  vertical  they  are  all  cantilevers.  If  they  are  calculated  as 
being  horizontal  their  thickness  depends  upon  the  length  of  the 
beam  between  vertical  supports.  These  supports  may  be  columns 
or  buttresses  or  ties  in  the  rear.  In  olden  days  the  ties  in  the  rear 
were  called  counterforts  but  were  of  little  service,  for  a  severe 
load  against  the  wall  tore  it  from  the  counterforts. 

Today  the  use  of  reinforced  concrete  makes  counterforts  prac- 
tical and  really  useful.  A  retaining  wall  may  be  designed  as  a 
vertical  slab  held  in  place  by  counterforts  at  regular  intervals. 
This  will  be  taken  up  later. 

STRAINS   IN    STRUCTURES. 

It  has  been  mentioned  that  forces  may  be  represented  by  lines 
to  some  scale  and  the  direction  in  which  the  forces  act  may  be 
represented  by  the  direction  of  the  lines.  An  understanding  of 
these  principles  has  led  to  the  development  of  Graphic  Statics, 
or  the  art  of  calculation  by  drawing  lines. 

Fig.  24  is  the  old  familiar  diagram  of  the  parallelogram  of 
forces.  A  B  represents  in  amount  and  direction  a  certain  force. 
B  C  represents  in  amount  and  direction  another  force.  They 
act  together  at  the  point  B.  The  line  B  D  is  called  the  resultant. 
To  find  it  draw  a  line  from  A  parallel  with  B  C  and  draw  a  line 
to  intersect  it  from  C,  parallel  with  A  B.    The  line  B  D  connecting 
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the  opposite  corners  is  the  resultant  in  amount  and  direction  that 
tends  to  move  the  object  at  the  point  B. 

The  same  result  could  be  obtained  in  a  neater  manner  by  setting 
off  the  line  A  B  from  the  end  C  of  B  C  and  completing  the 
triangle.  Any  number  of  forces  can  be  thus  connected,  by  joining 
one  after  another  to  the  lines  already  drawn,  until  we  have  a  dia- 
gram lacking  one  side.  A  line  drawn  to  fill  this  missing  part  of  the 
diagram  will  represent  in  amount  and  direction  the  resultant  of  all 
the  forces. 
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Fig.  25  shows  two  common  arrangements  of  braces.  In  each 
case  draw  a  vertical  line  from  the  joint  to  represent  the  weight 
on  the  frame.  From  the  end  of  this  line  draw  lines  parallel  to  the 
pieces  of  frame  work.  The  lengths  of  these  lines  measured  on  the 
same  scale  as  that  of  the  vertical  line  gives  the  amount  of  force  each 
piece  puts  forth  to  resist  the  weight.  The  small  horizontal  lines  in 
the  diagram  (A)  represent  the  thrust  of  the  feet  of  the  braces 
against  the  abutments.  The  vertical  line  represents  the  total  weight. 
Part  is  borne  by  one  abutment  and  part  by  the  other.  The  sum  of 
these  two  portions  represents  the  total  weight.  The  portion  of  the 
vertical  line  (measuring  downward)  intercepted  by  a  horizontal 
line,  represents  the  part  of  the  weight  borne  by  the  brace  toward 
which  that  horizontal  line  goes. 

Fig.  26  contains  several  diagrams  of  interest.  In  (1)  is  shown 
a  beam  A  C  having  a  rope  ABC,  attached  at  each  end  and  carry- 
ing a  load  L.  To  the  right  draw  (2)  which  contains  a  vertical  line 
a  c  representing  the  amount  of  the  load.  The  lines  a  b  and  b  c 
are  drawn,  respectively,  parallel  to  A  B  and  B  C.  They  represent 
the  tension  in  those  portions   of  the   rope.     From  b  draw  b  d 
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parallel  to  A  C.  This  shows  the  compression  in  the  beam  A  G 
Only  a  portion  of  the  load  exerts  compression  on  A  C,  for  the 
whole  load  is  finally  carried  by  the  supports  on  which  the  beam 
rests.  The  line  a  d  shows  the  load  on  the  support  at  A  and  c  d 
shows  the  load  on  the  support  at  C. 


&?26 
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In  (3)  is  shown  a  trussed  beam  A  C  loaded  with  a  load  L. 
There  is  a  vertical  strut  B  L  under  the  load  and  from  the  ends 
of  the  beam  to  the  lower  end  of  the  strut  are  ties  A  B  and  B  C. 
On  the  right  draw  (4)  in  which  a  c  represents  the  load  drawn  to 
scale.  Draw  a  b  from  one  end,  parallel  to  A  B  and  draw  b  c  from 
the  other  end  parallel  to  B  C.  They  will  meet  in  b  from  which 
point  draw  b  d  parallel  to  A  C,  which  represents  the  stress  on 
each  half  of  the  beam  A.  C.  The  loads  on  the  supports  are  shown 
by  c  d  and  a  d. 

The  trussed  beam  shown  in  (3)  of  Fig.  26  can  be  inverted,  and 
instead  of  a  strut  L  B  there  can  be  used  a  rod.  The  rods  A  B 
and  B  C  can  be  replaced  by  rafters  and  we  have  a  simple  roof 
truss,  in  which  the  strains  are  reversed,  being  in  tension  where  they 
were  in  compression,  etc. 

Fig.  27  represents  a  roof  truss  of  a  more  complicated  form. 
The  vertical  line  from  the  apex  is  a  tie  and  the  horizontal  lines 
are  ties.  They  are  in  tension  and  the  inclined  pieces  are  in  com- 
pression. 

The  truss  is  figured  as  if  alone,  for  no  matter  how  many 
trusses  there  may  be,  when  one  is  calculated  the  rest  are  similar, 
except  at  the  ends,  but  there  the  walls  will  carry  the  load.    The 
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the  same  order  all  stresses  acting  toward  panel  points  are  compres- 
sive and  those  acting  away  are  tensile,  the  vertical  weight  line 
not  being  considered.  From  G  to  e  is  a  tensile  stress.  From  b  to 
A  or  from  e  to  F  compressive.  The  forces  act  from  A  toward  the 
apex  so  following  them  in  that  direction  it  is  easy  to  determine 
the  nature  of  the  strain  in  each  member. 

The  method  of  Graphic  Statics  is  applicable  to  ail  forms  of 
trusses,  to  retaining  walls,  arches,  etc.  With  the  elementary  ideas 
set  forth  here  any  man  with  a  little  careful  thought  should  be 
able  to  construct  a  diagram  of  forces  for  almost  all  simple  forms 
of  trusses.  Sondericker's  Graphic  Statics  ($2.00)  is  an  excellent 
book  for  further  study. 

Notice  the   words   "stress"  and   "strain."     Stress  is   a  measure 

of  a  force.    Strain  is  the  deformation  caused  in  a  piece  by  a  stress, 

APPROXIMATE   LOADS   PER  SQUARE   FOOT  FOR   ROOFS 

OF  SPANS  UNDER  76    FEET  INCLUDING 

WEIGHT  OF  TRUSS 


Roof  covered  -with  corrugated  sheets,  unboarded 
Roof  covered  with  corrugated  sheets,  on  boards  . 

Roof  covered  with  slate,  on  laths 

Same,  on  boards  1J(  In  thick 

Roof  covered  with  shingles,  on  lath* 

Add  to  above,  If  plastered  below  rafters 

Snow,  light,  weighs  per  cubic  foot 

For  spans  Over  7Sft.  add*  lbs.  to  the  above  loads  per  square  foof. 

It  is  customary  to  add  SO  lbs.  per  square  foot  to  the  above  for  mi 
And  wind  when  separate  calculations  are  not  made. 

PRESSURE   OF  WIND   ON    ROOFS  (Unwln) 

a  -Angle  of  surface  of  roof  with  direction  of  wind. 

F  =  Force  of  wind  in  pound*  per  square  foot. 

A  l  ;  Pressure  normal  to  surface  of  roof =F  Sin.  n"i  cm.  m. 

B  =  Pressure  perpendicular  to  direction  of  windaFCot.  a  Sin.  a).M0M 
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Angle  of  roof  =  e 
A-Fx 
SaiFX 
C  =  PX 
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ROOF  TRUSSES 

TABLES  FOR  FINDING  STRESSES    IN    MEMBERS   FOX   ROOT    TRUSSES 

OF  THE  DIFFERENT  TYPES   AND   PITCHES  Aft  GIVEN 

BELOW  AND    OF  ANY    SPAN 

Rule— To  find  the  stress  in  any  member,  multiply  the 
coefficient  given  (or  that  member  by  total  dead  load  carried 
Dy  truss  (=span  in  feet  X  distance  between  trasses  in  feetx 
weight  per  square  foot).  If  the  truss  Is  acted  upon  by  wind 
forces  or  other  unsyrn  metrical  loading,  the  stresses  in  the 
members  must  be  calculated  accordingly  and  combined  with 
the  dead  load  stresses  as  found  below. 
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NOTES  ON    ROOFS  AND   LOADS   FOR  SAME 

ANGLES  OP  ROOFS  AS  COMMONLY  USED 


rrOMnun 

olliif 

to8paa 

li«l« 

length  «f 
RaftartoBiae 

Proportion 
ofBiae 
to8p*n 

AngU 
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** 

Kin. 

** 

Kin. 

RtfttftO&lM 

H 

H 
i 
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1.8028 
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X 
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RESISTANCE  OF   BEAMS. 

CENTER    OF    GRAVITY. 

The  last  section  simply  mentioned  how  to  calculate  the  manner 
in  which  forces  acted  and  their  amounts.  Before  the  question  of  re- 
sistance to  the  forces  can  be  taken  up  a  few  definitions  must  be 
given  of  factors  used. 

When  a  piece  is  acted  upon  as  a  whole  the  resultant  of  the 
forces  must  pass  through  the  center  of  gravity  of  the  piece.  This 
is  the  point  in  which  the  whole  mass  of  the  body  might  be 
concentrated,  without  affecting  the  force  of  gravity  existing  be- 
tween the  piece  (or  body),  no  attention  being  paid  to  the  relative 
positions  or  distances  of  the  body  and  other  adjacent  bodies. 

Parallel  forces,  (that  is,  forces  acting  in  the  same  line)  opposite 
in  direction,  balance  at  the  center  of  gravity.  A  weight  acting 
downward  is  met  by  a  resultant  at  the  center  of  gravity  and  the 
body  is  stationary.  If  the  points  of  application  varied  ever  so 
little  there  would  be  a  moment  set  up  tending  to  rotate  the  body 
about  the  center  of  gravity. 

If  a  piece  of  paper  or  other  material  is  cut  into  any  shape 
and  suspended  by  a  point  and  a  straight  line  drawn  across  in  the 
direction  of  the  suspending  line  it  will  pass  through  the  center 
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of  gravity.  If  it  is  then  suspended  by  another  point  and  a  line 
drawn  as  before  the  two  lines  will  intersect  in  the  center  ot 
gravity. 

What  is  called  the  center  of  gravity  is  really  the  center  of 
mass  or  center  of  area.  At  the  same  time  all  centers  of  mass  are 
not  strictly  centers  of  gravity. 

The  center  of  gravity  of  a  straight  line  is  the  middle  point.  Of 
a  parallelogram  the  intersection  of  lines  connecting  opposite  corners. 
Of  a  circle  the  center.  Of  a  triangle  the  intersection  of  the 
median  lines.  Fig.  28,  (1),  or  =  */$  the  distance  from  the  acute 
angle  to  the  opposite  side. 

When  a  segment  of  a  circle  is  cut  off  by  a  chord  normal  to 


the  radius  the  center  of  gravity  of  the  sector  is  = 


3       V      A 

where  r  is  the  radius  of  the  circle  and  A  is  half  the  central  angle  of 
the  sector  in  circular  measure.  The  center  of  gravity  of  a  para- 
bola =  %  b  h,  where  b  is  the  length  of  the  chord  normal  to 
the  axis  and  h  is  the  distance  from  the  chord  to  the  vertex. 
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Fig.  28  (2)  shows  a  general  method  for  determining  the  cen- 
ter of  gravity  of  any  regular  figure.  It  requires  no  further  ex- 
planation. In  the  same  figure  (3)  shows  a  method  of  moments 
for  calculating  the  position  of  the  center  of  gravity  of  an  irregular 
figure.  Divide  the  area  into  any  number  of  triangles,  rectangles, 
etc.,  and  ascertain  the  center  of  gravity  of  each  and  also  the  area. 
Take  the   distance  of  each  center  of  gravity  from  the   boundary 
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line  (k  1  in  this  case)  and  multiply  successively  each  area  by  its 
distance  from  the  line.  Add  all  the  results.  Divfde  this  sum  by 
the  sum  of  the  areas.  The  result  will  be  the  distance  of  the  center 
of  gravity  from  the  line  selected.  Take  next  a  line  at  the  side 
of  the  figure  and  make  the  same  calculations  with  respect  to  it. 
The  result  will  be  the  distance  of  the  center  of  gravity  from  that 
line.  The  intersection  of  the  lines  drawn  through  these  positions 
parallel  to  the  boundary  lines  selected,  will  give  the  position  of  the 
point  called  the  center  of  gravity. 


r'3-  29 


Fig.  29  shows  another  method  of  calculating  the  position  of  tlie 
center  of  gravity  in  a  retaining  wall.  Connect  the  opposite  corners 
with  lines  A  D  and  B  C.  Bisect  them  in  1  and  2.  Lay  off  C#4  = 
B  5  and  D  3  =  A  5.  Connect  the  points  as  shown  and  g  is  th^ 
center  of  gravity.  The  line  E  G  represents  the  force  tending  to 
overturn  the  wall.  The  line  F  W  represents  the  weight  of  the  wall 
drawn  through  the  center  of  gravity.  F  R  is  the  resultant  and  D  I 
the  overturning  moment.  The  resultant  should  pass  through  the 
middle  third  of  the  base  to  insure  the  stability  of  the  wall.  This 
will   be   taken  up   later. 

The  method  of  moments  for  finding  the  position  of  the  center 
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of  gravity  is  the  neatest  method  in  use.  One  example  may  be  given 
of  a  retaining  wall  composed  of  two  materials.  The  lower  part  of 
the  wall  is  of  a  heavy  stone  and  the  upper  part  of  brick,  for  ex- 
ample. The  center  of  gravity  of  the  whole  wall  will  not  be  the 
center  of  gravity  of  the  area.  Divide  the  wall  into  two  sections 
and  find  the  center  of  area  for  each,  which  will  be  the  center  of 
gravity.  Perpendicular  lines  through  these  two  points  will  be 
parallel,  but  at  a  distance  apart,  enough  to  cause  an  appreciable 
moment. 

The  vertical  distance  forms  a  lever  having  at  each  end  a 
weight  corresponding  to  the  weight  of  the  section  in  which  it  termi- 
nates, for  the  weight  of  the  wall  is  assumed  as  being  concentrated 
in  the  center  of  gravity.  By  the  theory  of  the  lever  the  point  on 
this  vertical  line  at  which  these  weights  balance  is  the  position  of 
the  center  of  gravity  of  the  entire  wall  with  respect  to  forces  that 
might  make  it  rotate  from  side  to  side. 

The  horizontal  distance  forms  a  lever  having  at  each  end  a 
weight  corresponding  to  the  weight  of  the  section  through  whose 
center  of  gravity  the  respective  ends  of  this  arm  passes.  Using 
again  the  principle  of  the  lever  the  length  of  the  arms  causing 
the  moments  to  balance  can  be  found.  Through  the  fulcrum  on  the 
vertical  line  draw  a  horizontal  line  and  through  the  fulcrum  on  the 
horizontal  arm  draw  a  vertical  line.  The  intersection  will  be 
the  center  of  gravity  of  the  complete  section. 

MOMENT    OF   RESISTANCE. 

When  a  beam  bends  the  upper  fibers  are  compressed  and  the 
lower  fibers  are  stretched.  At  some  point  between  the  top  and 
bottom  of  the  beam  is  a  plane  section  termed  the  neutral  axis, 
whe^e  the  fibers  undergo  no  change.  This  neutral  axis  passes 
through  the  center  of  gravity  of  the  section.  In  a  beam  of  rect- 
angular cross  section,  composed  of  a  material  uniform  throughout, 
the  neutral  axis  is  midway  between  the  top  and  bottom. 

If  the  lower  part  of  the  beam  is  composed  of  one  material  and 
the  upper  part  of  another  the  position  of  the  neutral  axis  depends 
upon  the  readiness  with  which  each  material  distorts  under  stress. 
This  quality  is  known  as  the  modulus  of  elasticity.  It  is  important 
to  remember  this  in  the  calculation  of  reinforced  concrete  beams. 
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In  ascertaining  the  position  of  the  center  of  gravity  of  the  com- 
pound retaining  wall  an  example  is  given  of  how  the  combination 
of  different  materials  affects  the  position  of  the  center  of  gravity. 
It  is  important  to  remember,  therefore,  that  the  neutral  axis  in 
beams  and  columns  passes  through  the  center  of  gravity  of  sections 
and  that  the  center  of  gravity  is  not  always  the  center  of  the 
whole  area. 

If  a  body  is  perfectly  elastic  it  will  lengthen  or  shorten  in  direct 
proportion  to  the  strain.  Suppose  a  bar  to  be  stretched  by  a  certain 
pull  until  it  has  been  appreciably  lengthened.  Multiply  the  original 
length  of  the  bar  by  the  force  and  divide  the  product  by  the  small 
extension  caused  by  the  force.  The  quotient  is  known  as  the 
"modulus  of  elasticity"  and  is  generally  indicated  by  the  letter  E. 

Every  material  has  a  certain  modulus  of  elasticity  which  may 
be  low  for  stone,  brick,  concrete,  etc.,  and  high  for  iron  and 
steel. 

fO 

/i 
/  \ 


i 


F/g  30  i 


\ 


To  resist  the  bending  moments  already  described  a  beam  must 
possess  a  "moment  of  resistance,"  usually  designated  by  the  letter 
R.  The  moment  of  resistance  is  dependent  upon  several  things 
usually  not  clearly  expressed  in  elementary  text  books  and  hard  to 
explain  without  the  use  of  the  calculus. 
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In  Fig.  30  the  figure  A  B  C  D  represents  a  portion  of  a  beam 
bent  by  a  load  applied  at  E.  The  beam  is  bent  on  a  circle  with  a 
very  large  radius,  the  center  of  the  circle  being  represented  by  O. 
The  beam  having  bent  has  compressed  on  the  upper  side  and  ex- 
tended on  the  lower  side.  To  obtain  the  amount  make  the  line 
f  e  parallel  to  E  F  and  passing  through  a  line  midway  between  the 
top  and  bottom. 

This  line  is  the  neutral  axis  and  the  distance  G  e  shows  the 
amount  of  the  compression  and  the  distance  f  H  the  amount  of 
llie  extension.    The  alterations   of  length  are  proportional  to  the 
stresses,   hence   the   stresses    in   any   fibre   are   proportional    to   the. 
distance  of  the  fibre  from  the  neutral  axis. 

This  can  be  proven  by  calling  s  the  unit  fibre  stress  and  s.y 
the  stress  at  a  distance  y  from  the  neutral  axis.  Imagine  the 
area  of  the  section  of  the  beam  to  be  composed  of  an  infinite 
number  of  strips  parallel  to  the  neutral  axis.  The  stress  on  one 
of  these  strips  at  a  distance  y  from  the  neutral  axis  will  be  s.a.y 
where  a  represents  the  area  of  one  of  the  strips. 

The  beam  rests  on  the  supports  and  the  load  is  pressing  it 
down.  Consequently  it  can  only  move  downward  bodily  or  break 
by  opening  at  the  bottom.  The  tendency  to  open  at  the  bottom 
must  be  resisted  by  an  equal  tendency  at  the  top.  The  top  forces 
can  be  called  plus  and  the  lower  forces  minus  and  each  is  repre- 
sented by  the  expression  s.a.y,  where  the  period  represents  the 
multiplication  sign. 

If  these  forces  do  not  balance,  the  section  of  the  beam  repre- 
sented by  the  line  G  H  will  rotate  around  the  point  k.  As  this  is 
impossible,  it  is  evident  the  algebraic  sum  of  the  forces  above  and 
below  the  neutral  axis,  caused  by  the  load,  must  be  zero.  That  is, 
they  must  balance.  As  s.a.y  represents  a  moment  of  force  then 
the  statement  that  all  the  moments  around  the  point  k  balance, 
proves  that  the  neutral  axis  must  be  in  the  middle  of  the  beam, 
if  the  material  is  uniform. 

In  the  section  on  centers  of  gravity  the  method  of  moments 
was  explained.  It  was  shown  that  the  product  of  the  whole  area 
into  the  distance  of  its  center  of  gravity  from  a  certain  point  is 
equal  to  the  sum  of  the  products  of  the  separate  areas  into  their, 
distances  from  the  same  point.    Arguing  from  this  we  prove  that 
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the  neutral  axis  must  pass  through  the  center  of  gravity  of  the 
section  of  the  beam,  whether  it  is  a  simple  or  a  compound  beam. 

Since  the  section  on  the  line  G  H  is  not  subjected  to  rotation 
because  of  the  action  of  the  opposite  forces  the  statical  moments 
acting  in  opposite  directions  must  be  equal. 

The  statical  moment  of  the  fibre  resistance  of  some  area  distant 
y  from  the  neutral  axis  is  equal  to  the  fibre  stress  into  the  distance 
y  multiplied  by  the  area  a  into  the  distance  y.,  expressed. 

%  s.y.a.y;  or  s.a.y* 

On  the  lower  side  of  the  neutral  axis  this  will  be  minus  and 
above  plus.  The  algebraic  sum  will  be  zero.  That  is,  the  moments 
will  balance. 

The  common  factor  s  cannot  be  zero  so  is  taken  out  and  we 
have  left  a.ya,  which  represents  the  sum  of  the  products  of  each 


infinitesimal  strip  multiplied  by  the  square  of  its  distance  from 
the  neutral  axis.  This  expression  is  called  the  Moment  of  Inertia 
and  is  represented  by  the  letter  I. 

The  moment  of  inertia  divided  by  the  extreme  distance  of  the 
most  stressed  fibre  from  the  neutral  axis  is  an  expression  desig- 
nated by  the  letter  S  and  called  the  section  modulus.  The  section 
modulus  multiplied  by  the  fibre  stress  gives  the  moment  of  re- 
sistance. The  moment  of  resistance  is  caused  by  the  bending 
moment  and  must  be  at  least  equal  to  it  or  the  beam  will  bend  or 
break. 

The  section  modulus  is  entirely  dependent  upon  the  shape 
of  the  beam  section  and  independent  of  the  material.  The  follow- 
ing example  of  the  calculation  of  the  section  modulus  of  a  rec- 
tangular beam  may  assist  in  making  the  subject  clear. 
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It  ha<  been  stated  that  the  section  modulus  is  equal  to  the 
moment  of  inertia  divided  by  the  extreme  distance  of  the  most 
stressed  fiber  from  th»  neutral  axis.    Assuming  a  unit  depth,  d.  then 

d/2 
The  moment  of  inertia  of  a  rectangular  beam   (a  homogenous 
material  being  aisnmed  so  the  neutral  axis  is  in  the  middle)  is 

^d3 

12 
and  tlun  • 

0     IxP       2       bd* 

12    '    d   ""    6 
The  following  description  not  involving  the  use  of  higher  mathe- 
matics  has  been   found  useful : 

Let  R  =  moment  of  resistance  in  inch  pounds. 
b  =  breadth  of  beam  in  inches. 
(1  =  depth  of  beam  in  inches. 
s  =  unit  fiber  stress. 

In  Fig.  31  the  horizontal  lines  in  the  triangular  spaces  repre- 
sent the  forces,  or  fiber  stresses,  and  the  arrow  points  indicate  the 
directions  in  which  they  act.  As  these  forces  increase  towards 
the  outside  of  the  beam  the  area  of  the  triangle  may  be  considered 

sd 

as  made  up  of  the  sum  of  these  stresses  and  equal  to 

The  ccntroid  of  the  forces  in  each  triangle  is 


2/3(4) 


since  all  forces  acting  on  a  body  act  through  the  center  of  gravity 
and  the  center  of  gravity  of  a  triangle  is  2/3  the  distance  from  the 
apex. 

For  the  sake  of  the  discussion  (referring  to  the  following  page 
to  prevent  the  grounding  of  wrong  impressions),  we  will  assume 
each  triangle  to  be  filled  with  a  perfectly  elastic  substance,  like 
rubber,  fastened  to  the  ends  c  A  and  b  A,  of  the  sections  of  the 
beam.  When  a  load,  represented  by  the  arrow,  comes  on  the  beam 
the  action   of  the  resistance  may  be  expressed  thus: 

p_b.s.d      2d_s.b.d8 

K~      4      XT~     6 

As  s  represents  the  fiber  stress  it  depends  upon  the  material,  so 
is  not  a  necessary  part  of  the  expression. 

2d 
The  expression  — is  the  sum  of  the  distances  from  the  neutral 

axis  of  the  two  triangles  and  is  the  moment  arm. 

The  point  k  was  unfortunately  omitted  in  Fig.  30.  It  is  supposed 
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to  be  midway  between  G  and  H  where  the  dotted  line  is  drawn. 
The  dotted  line  parallel  with  G  H  and  also  shown  on  Fig.  31,  where 
it  is  marked  M  A,  requires  explanation. 

This  line  represents  the  moment  arm  of  the  resisting  forces 
in  the  beam.  In  a  number  of  reinforced  concrete  theories  put 
forth,  the  moments  of  the  concrete  and  in  the  steel  are  balanced 
around  the  neutral  axis.  That  is,  the  fibre  stress  is  multiplied  by  an 
arm  equal  to  the  distance  from  the  neutral  axis  to  the  center  of  grav- 
ity of  the  section.  Upon  such  an  hypothesis  the  action  is  thought  to 
be  like  a  pair  of  scissors  having  a  joint  on  the  neutral  axis. 

As  the  weight  is  applied  from  the  outside  the  action  is  repre- 
sented in  Fig.  30.  This  being  the  case  the  triangle  that  stretches 
jnay  be  represented  by  one  having  a  height  equal  to  the  depth 
of  the  beam  and  a  width  at  the  bottom  equal  to  d  e  (Fig.  31).  The 
triangle  that  compresses  has  a  height  equal  to  the  depth  of  the  beam 
and  a  width  equal  to  c  b  (Fig.  31).  These  two  triangles  are  super- 
imposed and  .when  the  forces  that  balance  are  struck  out  the  form 
of  strains  left  is  like  that  shown  in  Fig.  31.  In  other  words,  the 
neutral  axis  is  not  a  fulcrum  around  which  opposing  actions  work, 
but  is  merely  the  point  where  two  opposing  forces  balance  and 
therefore  equate  to  zero.  The  moment  arm  is  the  distance  between 
the  points  where  the  force  in  each  half  of  the  beam  is  concentrated. 

As  the  section  modulus  is  a  guide  to  the  strength  of  a  beam 
and  is  constant  for  all  conditions  of  loads,  independent  of  the 
spans,  a  table  of  S  once  calculated  is  good  for  all  time.  It  does 
not  vary  in  proportion  to  weight,  so  frequently  the  lightest  beam 
having  the  proper  value  of  S  is  the  best  to  use  for  the  sake  of 
economy. 

Let  M  equal  the  bending  moment  in  inch-pounds  and  S  equal 
the  section  modulus  in  inch  units.  Let  s  equal  the  allowable  fibre 
stress. 

ThenM  =  Ss  =  R,    and     S=    *L 

s  • 

Having  shown  by  the  calculation  of  the  section  modulus  of  a 
rectangular  beam  how  the  shape  is  all  that  has  to  be  considered,  we 
may  use  any  form  by  using  the  correct  value  of  S.  We  may  use  any 
material  by  using  the  right  value  of  s.  We  may  use  any  system  of 
loading  and  change  it  as  we  desire  by  substituting  for  M  its  proper 
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value  in  terms  of  length  or  span,  and  of  the  loads,  either  con- 
centrated or  distributed. 


PROPERTIES    OF   USUAL   SECTIONS. 


SCCTION. 


AfVEA. 


r-MXte 


6d 


Ax*  YY-*f 


.za$d 

.577* 


.  »        *  » 
■*■  tozzzzzzu.k . 


ss 


6d-hd, 


IdL^hdC 


tea- 


iz 


U**(l-t) 


tf+M-t) 


j& 


"TO" 


dl 


mm 


6s+At 


A    'F83P 


-*-  .  Ju. 


U-M>t) 


,i  ?»i 


te-Afe-*) 


$ 


IS-Vn-t) 


6d 


Wm 


i 


f-i 


i 

4 


* 


3C 


Hf 


7/T 


*-^ 


fc^ 


^ 


/2 


4- 


.ies+dz 


.otsd* 


,098  d* 


* 


X- 


-x 

I 

4_ 


je*{S-c?) 


jm(d'-d;) 


**£& 


W*7L 

4 


IF 


^SZSZl 


^ 

i 


£4-  A/fc-tf 


/2 


eb 


Mta- 


jJL 


EXGIXEERING   DATA.  445 

A  few  values  of  the  moment  of  inertia  and  of  the  section 
modulus  are  here  given  for  use  in  simple  work.  For  other  shapes 
the  reader  is  referred  to  the  hand  books  of  the  steel  companies  and 
many  excellent  books  on  design  of  structures.  Godfrey's  hand 
Book   ($2.50)   is  good. 

BEAM    FORMULAS. 

It  has  been  shown  that  the  greatest  bending  moment  in  inch- 
pounds  equals  the  section  modulus  times  the  allowable  fibre  stress, 
and  that  the  section  modulus  equals  the  bending  moment  in  inch- 
pounds  divided  by  the  allowable  fibre  stress. 

If  the  quantities  are  in  foot  pounds  then  the  bending  moment 
equals  one-twelfth  the  section  modulus  multiplied  by  the  allowable 
fibre  stress  and  the  section  modulus  equals  the  bending  moment 
divided  by  the  fibre  stress  multiplied  by  twelve. 

After  the  foregoing  explanations  it  is  not  necessary  to  give  a 
number  of  rules  and  formulas,  for  anyone  can  deduce  rules  to 
apply  to  any  shape  of  beam. 

The  tables  of  strength  of  materials  here  following  will  enable 
them  to  be  applied  to  any  materials.  The  modulus  of  elasticity  has 
been  referred  to  already  and  it  is  the  basis  of  comparison  between 
materials  as  the  section  modulus  is  between  shapes. 

The  strengths  here  given  are  the  ultimate  strengths  of  the 
materials.  For  safe  loads  divide  as  follows:  For  wrought  iron 
and  steel  divide  by  four;  for  cast  iron,  divide  by  four;  for  wood, 
by  eight,  and  for  stone  by  six. 

The  usual  fibre  stress  (safe)  used  for  hard  steel  is  16,000  pounds 
to  the  square  inch  in  tension,  and  for  soft  steel  from  10,000  to 
12,500  pounds  per  square  inch. 

DEFLECTION    OF    BEAMS. 

The  elastic  limit  of  a  beam  is  sometimes  confused  with  the 
modulus  of  elasticity.     They  are  different  factors,  however. 

All  materials  are  to  some  extent  elastic.  They  will  return  to 
their  original  form  when  the  load  is  removed.  Finally,  however, 
a  load  may  be  applied  which  will  permanently  lower  their  modulus 
of  elasticity.  The  material  then  has  taken  what  is  called  a  "set." 
It  has  reached  its  elastic  limit,  which  is  usually  about  six-tenths  the 
ultimate  strength. 
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All  beams  bend  even  when  strong  enough  to  carry  the  load  placed 
on  them.  A  limit,  however,  is  placed  on  the  bending,  or  deflection, 
and  when  a  beam  is  not  strained  beyond  the  elastic  limit  the  deflec- 
tion in  inches  is  as  follows: 

WXL'XC 

Def.  = 

EXI 
Where  W  =  weight  in  pounds, 
L  =  span  in  inches, 
c  =  a  constant, 

E  =  modulus  of  elasticity,  and 
1  =  moment  of  inertia. 
The  following  values  of  c  are  used : 

Beam  supported  at  both  ends,  loaded  in  center 0.021 

Beam  supported  at  both  ends,  uniformly  loaded 0.013 

Cantilever  loaded  at  end 0.333 

Cantilever  uniformly  loaded   0.125 

In  order  not  to  crack  plastering  no  beam  should  deflect  more 
than  one-fortieth  of  an  inch  per  foot  of  span. 

The  modulus  of  elasticity  of  steel  is  from  29,000,000  to  31,000,000 
pounds.  For  cast  iron  about  13,700,000  pounds.  For  wrought  iron 
about  26,000,000  pounds.  For  oak  and  pine  (average),  1,300,000 
pounds.    For  concrete  from  2,000,000  to  3,000,000  pounds. 

COLUMNS. 

Columns  may  be  in  one  of  three  classes  as  shown  in  Fig.  32. 

They  may  fail  by  bending  or  crushing,  or  both.  The  strength 
to  prevent  crushing  depends  upon  the  compressive  strength  of  the 
material  of  which  the  column  is  made.  The  ability  to  stand 
without  bending  depends  upon  a  factor  called  the  "radius  of 
gyration.''  The  ability  to  stand  without  either  crushing  or  bending 
depends  upon  the  quality  of  the  material  and  the  design. 

A  short  column  is  stiffer  than  a  long  one  of  the  same  material. 
The  first  class  of  columns  is  fixed  at  both  ends  and  is  the  strongest, 
considering  the  section.     The  one  that  is  fastened  at  one  end  and 
hinged  at  the  other,  or  with  a  pin  end,  is  not  so  strong.    The  weak- 
est form  is  a  column  with  two  pin  ends.    When  the  fixed  column 
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bends  it  has  two  points  of  contra  flexure  if  both  ends  are  fast  or 
one  point  if  only  one  end  is  fast. 

Reinforced  concrete  columns  must  have  the  loading  reduced 
when  the  length  exceeds  ten  times  the  diameter.  The  length  should 
never  exceed  fifteen  times  the  diameter.  The  extreme  of  length, 
however,  is  generally  governed  by  the  size  of  the  column,  which 
increases'  rapidly  with  height  and  consequently  takes  up  valuable 
floor  space. 

Wooden  columns  should  follow  the  same  general  rule  as  rein- 
forced concrete. 

Steel  and  iron  columns  and  struts  need  to  be  reduced  for  load 
after  reaching  a  length  of  tyrenty  times  the  least  width  and  should 
never  exceed  fifty  times  the  least  width. 


JIKl 

Two  One  Two 


fixed  pin  pm 

ends.  .end.  ends 

Ftg.  3  2     Columns. 

A  beam  begins  to  act  as  a  column  in  the  upper  half  as  soon  as 
loaded.  Therefore  after  a  wooden  beam  has  a  span  of  twelve  times 
the  least  width  it  should  be  braced  laterally  and  a  steel  or  iron  beam 
should  be  braced  laterally  for  the  same  reason  after  the  span 
exceeds  twenty  times  the  least  width.  Usually,  however,  they  are 
braced  at  closer  intervals. 

RADIUS   OF   GYRATION. 

An  eminent  engineer  once  said :  "The  radius  of  gyration  is 
one  of  the  most  happy  ideas  of  the  fathers  of  engineering  termi- 
nology. It  is  a  first-class  name,  for  it  is  not  a  radius  and  has 
nothing  to  do  with  gyration. ''  The  radius  of  gyration  seems  to  have 
been  a  stumbling  block  to  many  writers.     The   writer  has  never 
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seen  a  definition  that  was  capable  of  ready  comprehension  by  the 
average  man. 

The  term  is  one  in  common  use,  and  is  a  factor  used  in  the 
formulas  for  columns.  It  is  to  column  formulas  what  the  section 
modulus  is  to  beam  formulas.  The  radius  of  gyration  of  any 
section  is  the  square  root  of  the  moment  of  inertia  divided  by  the 
section  area,  and  is  written  r. 

Suppose  a  plank  three  inches  thick  and  twelve  inches  wide  is 
used  as  a  column  or  strut.  After  a  certain  load  has  been  placed  on 
the  end  it  begins  to  bend.  To  stiffen  it  a  plate  of  steel  half  an 
inch  thick  is  bolted  to  each  of  the  sides.  This  makes  a  four-inch 
column  of  it.  If  the  plates  stiffen  it  sufficiently  then  the  radius  of 
gyration  of  that  column  is  the  distance  from  the  neutral  axis  to  the 
center  of  gravity  (or  area)  of  one  of  the  added  sections.  In  this 
case  one  and  three-quarter  inches. 

Take  another  example.  A  three-inch  solid  cast  iron  column 
is  bending  under  a  load.  It  is  taken  down,  but  as  no  other  material 
can  be  had  it  is  recast  into  the  shape  of  a  hollow  circular  column. 
It  then  holds  the  load  perfectly,  although  no  new  material  has  been 
added,  because  the  radius  of  gyration  has  been  increased.    • 

Every  section,  except  circles,  has  at  least  two  radii  of  gyra- 
tion.   The  least  radius  is  the  one  used. 

COLUMN  FORMULAS. 

For  columns  many  formulas  are  used.  The  older  formulas  were 
extremely  complicated,  as  they  were  generally  deduced  by  reasoning 
upon  a  slight  foundation  knowledge  of  the  properties  of  materials. 
Modern  formulas  are  known  as  straight  line  formulas  and  are  de- 
duced from  experiments  on  full  size  columns. 

W  =  safe  load  in  pounds. 

1  =  length  of  column  in  inches. 

r  =  least  radius  of  gyration. 

b  =  breadth  in  inches  of  least  side,  or  diameter  of  round  column. 

p  =  working  stress  in  lbs.,  per  sq.  in.  of  section, 

a  =  area  in  square  inches. 
Steel  Column — 

W  =  pXa 


17,100 


-  « (4) 
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Wooden  Column — 

First  Case — Length  not  more  than  twelve  times  the  diameter  or 
least  breadth. 

W  =  aXc. 

Where  c  equals  one-tenth  the  strength  in  the  tables  of  strength 
of  materials. 

Case  II. — Length  more  than  twelve  times  the  diameter. 

Yellow  pine,    p  =  850  —  8.5  (-^-\ 

Oak  and   Norway  fir.     p  =  760  —  7.41     (-^-\ 

White  pine  and  spruce,    p  =  630  —  6  /  ——  \ 
k    Hollow  Round  Cast  Iron — 


t  P  =  7625  -40(J_^ 


Columns  and  walls  and  roof  joints  carry  a  load  equal  to  that 
•>ver    an    area   measured    half    way    to   the    next    support    in   each 
.      direction, 
i  As  a  general   rule  the  compressive   strength   of  wrought  iron 

iand   steel  is  equal  to  the  tensile  strength. 
Cast  steel  in  compression  is  about  20  per  cent  stronger  than  in 
tension. 

Cast  iron  is  six  times  stronger  in  compression  than  in  tension, 
a  fact  to  be  remembered  in  designing  cast  iron  beams. 

Wood  is  generally  about  two-thirds  as  strong  in  compression  as 
it  is  in  tension. 

Stone  and  masonry  generally  ten  times  stronger  in  compression 
than  in  tension. 

BUILDING   LOADS. 

The  loads  usually  figured  for  buildings  are  as  follows : 

Roofs     40  lbs.  per  sq.  ft. 

Floors  of  dwellings  and  offices 70    "     "     "    " 

"     churches,  theatres  and  ballrooms  125    "      "      "    * 

"     warehouses    200  to  250    "      "      "    *" 

"     for    heavy    machinery 250  to  400    " 


il  K       tt 
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BEARING   PRESSURES. 

Ordinary  stone   180  lbs.  per  sq.  in. 

Good  stone    300   "     "     "   " 

Brick   in   lime  mortar 150   "     "     "   " 

Brick  in  cement  mortar 200   "     "     "   " 

Concrete  equal  to  best  stone. 

Rock  in  place  will  bear  from  5  to  200  tons  per  sq.  ft 

Dry  clay  from  2  to  6  tons  per  sq.  ft. 

Soft  clay  from  1  to  2  tons  per  sq.  ft. 

Gravel  from  6  to  10  tons  per  sq.  ft. 

Sand  from  2  to  6  tons  per  sq.  ft. 

Usual  earth,  etc.,  from  0.5  to  1  ton  per  sq.  ft. 

Feet  of  piers  and  masonry  columns  and  walls  should  be  stepped 
off  at  an  angle  of  about  sixty  degrees  with  the  horizontal  to  spread 
the  load. 

Piles  generally  carry  from  10  to  15  tons  each.  Loads  as 
great  as  forty  tons  have  been  used. 

The  Engineering  News  formula  for  the  bearing  load  of  piles 
is  the  best  the  author  is  acquainted  with  and  is  one  in  common  use. 

Let  p  =  safe  load  in  tons. 

d  =  penetration  in  inches  under  last  blow. 
W  =  weight  of  ram  in  tons, 
h  =  height  of  fall  in  feet. 

f*       n       2Wh 
thenp  =  _ 

This  formula,  and  the  fact  is  true  for  all  pile  driving  formulas, 
should  be  used  only  when  the  pile  is  moving  at  each  blow  but  with 
a  perceptible  lessening  of  movement.  It  is  not  good  when  the  pile 
refuses  to  go  any  further. 

A  pile  driven  to  "refusal"  may  be  resting  upon  rock  and 
thus  be  able  to  bear  almost  any  load  within  the  limits  of  the  crush- 
ing strength  of  the  wood,  or  it  may  have  struck  some  small  obstruc- 
tion and  be  shattered  as  well.  A  good  rule  to  follow  is  to  stop 
driving  when  the  pile  stops  moving,  but  do  not  continue  driv- 
ing after  the  above  formula  shows  it  is  driven  enough  to  carry 
the  intended  load.  A  pile  is  a  column  and  the  radius  of  gyration 
is  not  considered  in  computing  the  bearing  power,  for  the  necessary 
Stiffness  is  furnished  by  the  earth  in  which  it  is  driven. 


ENGINEERING  DATA. 

WOODEN  BEAMS. 

Table  of  safe  quiescent  loads  for  horizontal  rectangular  beams 
of  white  pine  or  spruce  one  inch  broad,  supported  at  both  enda, 

the  load  being  equally  distributed  over  the  apart. 


& 

DEfT 

of  Beam  in  inches. 

6 

7 

B 

O 

to 

1  1 

1  2 

13 

14 

IB 

18 

5 

80C 

ton 

l-!3f 

1600 

8220 

9090 

:2ik 

3750 

4850 

KW 

6690 

• 

870 

010 

1180 

1500 

WOO 

9940 

2070 

iini 

i030 

4170 

;v;ii 

7 

570 

780 

1010 

1290 

I88C 

11120 

;-■•' 

20811 

mo 

«70 

4000 

8 

r,<)f 

mo 

ny< 

:■:■: 

1391 

1681 

9350 

;  ,-j> 

S130 

3500 

8 

440 

mo 

790 

1000 

1210 

1490 

1780 

2090 

9420 

9780 

3100 

10 

400 

5-10 

710 

800 

1110 

1840 

1  CO' 

1880 

9180 

2500 

tttt 

11 

3(10 

400 

BOO 

89C 

ion 

1290 

1400 

1710 

1980 

3270 

9590 

It 

880 

■J5( 

090 

70i 

1121 

i:::i< 

IfjCi 

INI. 

>lli,! 

2370 

18 

aio 

■120 

500 

tm 

66C 

m:fi 

1230 

Ml' 

l'i«» 

1S2( 

21  III) 

14 

900 

390 

010 

840 

780 

880 

1140 

1840 

1560 

170' 

w,u 

IS 

970 

360 

470 

w 

740 

900 

107i 

1280 

1400 

1070 

1900 

18 

jr.U 

840 

440 

680 

090 

840 

1000 

1170 

1880 

1501 

1780 

17 

2* 

SM 

42< 

580 

850 

700 

041 

1100 

1980 

:■■;< 

1070 

18 

w 

800 

40( 

OtM 

020 

750 

880 

[0« 

12K 

1390 

10*0 

19 

810 

29l. 

880 

470 

680 

no 

840 

'.1ST. 

1150 

132' 

1500 

SO 

200 

970 

880 

450 

580 

870 

800 

040 

1080 

1950 

1420 

31 

100 

2'.;' 

840 

480 

580 

0-10 

700 

880 

Hill 

119C 

I860 

29 

ISO 

950 

410 

500 

810 

780 

850 

{•',!• 

L144 

I  :.t»> 

93 

170 

940 

800 

3w 

480 

560 

700 

ft  in 

950 

]!>0! 

I2;ici 

24 

180 

980 

880 

870 

480 

680 

670 

780 

w 

1040 

1180 

98 

180 

990 

980 

850 

440 

640 

640 

760 

870 

1000 

HBO 

98 

160 

910 

970 

490 

520 

610 

720 

840 

060 

|00<J 

97 

ISO 

900 

980 

400 

500 

590 

890 

810 

92( 

1050 

SS 

11'" 

190 

200 

890 

880 

480 

570 

870 

780 

890 

lout 

99 

lit 

190 

300 

BH 

880 

46t 

550 

860 

750 

880 

980 

80 

ISO 

180 

940 

800 

870 

400 

630 

880 

730 

830 

950 

Thistable  has  been  eal 
lbs.  pef  square  inch,  being  i 
building  timber  of  fair  qua 

Oak  and  yellow  pine  w 


i  the  breaking  strain,  ordinary 

a  load  one-fourth  greater, 
red,  the  weight  of  the  beam 

Beams  rest  for  a  sufficient  dii- 
he  ends, 


ushing  a 
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Safe  load  in  pounds,  uniformly  distributed,  for  yellow  pine  girders  supported 
at  both  ends.  Allowable  fiber  strain  1.800  lbs.  i>er  sq.  in.  Factor  of  safety  4.  For 
white  or  Norway  pine,  safe  load  should  not  exceed  \  of  the  amounts  given. 


Span 

Size 

:  op  Girder 

in 
Fbet 

8x10    8x12 
7*x9l   71x11} 

8x14 
71x131 

8x16 
71x151 

10x12 
91x111 

10x14  I  10x16 
91x131  I  91x151 

10x18 
91x171 

10x20 
91x19* 

10 

13.537 

11.281 
9.284 

19.837 

27.337 

36.037 

25.127 

34.627  |  45.647 

58.187 

72.247 

12 

16.531 

14.169 
12.114 

22.781 

30.031 

20.939 

28.856  38.039 

48.489 
41.562 

60.206 

14 

9.669 
6.816 

19.526 

17.086 
14.990 

25.741 

17  948 
15.343 

24.734  '   32.605 

i 

51.605 

16 

8.461  i 
5.220  | 

12.274 
9.270 

22.524 

20.021 
17.924 

18.018 
14.520 

15.705 
11.742 

21.642 
18.990 

28,529 

36.367 

45.153 

14 

7.521 
4.124 

11.021 
7.328 

15.187 
11.842 

13.959 
9.282 

19.237  i  25.3601 
15.000  22.705] 

32,326 

29.094 
26.467 

40.137 

20 

6.768 
•  3.338 

9.918'  13.668 
5.970   9.592 

12.564 
7.562 

17.313!  22.824 
12.1501  18.392 

36,124 

22 

6.153 
2.760 

9.017   12.246 
4,906 ,   7.926 

16.380 
12.000 

11.421 
6.213 

15.739 
10.041 

20,750 
15.200 

26.450 
22.880 

32,840 
31.572 

24 

5.640 
2.318 

8.265 
4,118 

11.390 
6.660 

15.015 
10.080 

10.470 
5.216 

14.428 
8.436 

19.020 
12,768 

24,245 
18.383 

30.103 
25,368 

Span 

Size 

OP  GlRl 

DBR 

in 
Feet 

12x14  1  12x16  |  12x18 
Ilixl3i;il}xl5i|llixl7* 

12x20 
111x191 

87.457 

14x16 
131x151 

64.867 

1  14x18 
131x171 

14x20   16x18 
131x194  151x171 

16x20 
151x191 

10 

41.917  |  55.257 
.  34.930  j  46.048 

70.437 

82.687 

102,667 

94.937 

117.877 

12 

58.698 

72,880 

54.056 
46.334 

40.542 

36.037 
32.265 

68.956 

85,556 

79.114 

98.233 

14 

29.941 

26.198 
22,988 

39.469 

50.312 
44.024 

,  62.470 

59.062  73.334 

67.812 

84.198 

16 

34,536 

1 

!  54.660 

:  51.680 

64.166 

59.336 

73,673 

18 

23.287 
1  18.158 

30.698 
27.845 

39.132 

i 

j  48,587 

45.937 

56.960 

52.743 

65,487 

20 

20.958 
14.708 

27,630 
22,264 

35.220 
32.040 

j 

|  43.728 

;  39.753 
1  36.550 

32.434 
26.136 

29.485 
21,600 

!  41.344 
i  37.611 

37.585 
31.090 

34.478 
•  26,123 

,  46,677 

,  46,667 
42.905 

47,469 

43,153 
35.697 

i 
58,938 

22 

i  19.053 
i  12,155 

25,117 
18,400 

32,017 
26.485 

!  53,580 
49,262 

24 

17,465 
10.212 

23,024 
15.456 

29.350 
22.253 

36,440 
30,710 

27,028 
!  18,144 

42.778 
36.050 

39.557 
29.993 

:  49,116 
41.390 

Above  heavy  horizontal  lines  loads  are  calculated  for  both  strength  and  stiff- 
ness. Below  heavy  horizontal  lines  the  upper  loads  are  for  strength;  the  lower  loads 
are  for  stiffness,  with  a  deflection  not  exceeding  jft>  in.  per  ft.  span.  The  greater  part 
of  above  table  is  taken  from  "  Standard  Wood  Construction." 


ENGINEERING   DATA. 

Saffs  Loads,  In  Tons  of  2,000  lbs.,  for 

Square  Woods n  Posts. 


mula.     Safe  load  in  lbs  per  square  inch 


l=Lcngtho(  poit  iii.inches    d= Width  of  aide  in  inches.' 


Height 

Side  of  Square  Post  in  inches. 

in  feet. 

< 

9 

8 

10 

18 

„ 

,. 

» 

■0 

8 
10 

ia 

14 

IS 

so 
88 

M 

SB 
18 
80 

81 

So 

n 

40 

44 
48 
48 
80 

M 
B6 
BB 
80 

8.4 

l.B 
9.8 

1.8 

It 
.8 

ao.i 

?.B 

t'.t 

8.8 
8.8 

s!s 

8.4 
t.S 

a.O 
1.8 
1.7 

SB  A 

ai.8 

16.B 

14. S 
18.8 

Mil 

v.o 

B.B 

B.6 
41 
4J 

T8.T 

80.7 

■4.8 

Ift'B 

17.8 
18.0 

i:l  :-; 
IB  .8 

10 !  8 

8^8 
7.8 

8.8 
6.8 

no. o 

77.  it 

B1.0 
45  11 

trie 

88.1 

27.T 

888 
88.8 
81.8 

18.8 
18.8 

ia!o 

14.8 

14.0 

is!  8 
iolo 

i.ir.i! 

78.7 

60.7 

03. a 
ta.i- 

48.4 
44.8 
40.8 
87.8 
84.7 

so!o 
m'.a 

84.1 

88.7 
81.8 

18.8 
18.8 
17.  B 

.180.8 

150.1 

108.8 
100  0 
91.8 

84.  B 
77.8 

71, T 
88.4 
01,8 
88.8 
89.6 

40.0 
4E.6 
48.6 
89.8 
87.8 

:«s 

80.8 
88.8 
87.4 

8448 
887.8 
888.0 

104.0 

MM 

188.8 
188.-8 

108.0 

101.1 
88.8 

N7.4 
81.  i 
TB.fl 

70.8 

8t!8 

81 .0 
48.8 
48.4 

48.8 
40.8 

NOTE. — Oak  posts  will  carry  loads  1G  per  cent,  greater  than 
given  above.  Southern  yellow  pine  will  carry  loads  40  per  cent, 
greater  than  given  above.  The  loads  given  In  table  are  for  posts 
In  permanent  structures.  Wr  pooto  in  tempo 
88  per  cent  to  the  above  loads 


ENGINEERING    WORK. 

SINGLE  I  BEAM  COLUMNS. 

Safe  Loads  in  Tons  of  2,000  lbs. 

mad  strain  p*r  square  in.=I2,W0  lbs.    Reduced  by  Gordon's 


°B 

U 

LiiNGT 

■„F 

£ET. 

O 

10 

IS 

14 

16 

18 

20 

98 
78 

S3 

84 
71 

34 

76 
66 

26 

7( 

■ 

38 
64 

30 

34 

24 

100 

HO 

148 
117 

ISO 
110 

124 
102 

118 
94 

108 
86 

49 

30 
20 
20 

100 

Ml 

OS 

151 
128 
94 

140 
114 

86 

129 
105 
78 

117 
97 
70 

108 
89 
68 

98 
81 
57 

89 
74 
51 

63 
67 
46 

74 

as 

42 

67 
57 

62 

52 

IS 
15 

100 
80 
00 

4J 

149 
120 
87 
58 

188 
111 
80 

126 
102 
72 
46 

115 
98 
66 

41 

105 
85 
59 
86 

95 

77 
68 
32 

M 
70 
4E 

79 

(i3 
43 

71 
68 
38 

62 
68 

13 

40 
81J 

74 

54 
43 

86 
50 
.87 

44 

62 
89 
29 

48 
85 
36 

41 
81 
23 

86 
28 
20 

10 
10 

40 
25 

49 
33 

48 
28 

87 
25 

82 
S3 

38 
19 

25 
17 

g 

9 

85 
31 

41 
36 

85 
28 

80 
20 

26 
17 

28 
15 

IS 

s 

8 

7 

7 

261 
17] 

20 

BOJ 

81.3 
16. 8 

24.5 
18 

17.9 
14.1 

20.8 
15.5 

15 
12 

17.8 
18.8 

12.8 
10.8 

15.6 
ll.fi 

e 
e 

17J 
12j 

17 

12.7 

15.1 
10.7 

11.8 
8 

10 
7.6 

6 

% 

18.5 
9.2 

11 
7.5 

9.1 
6.3 

4 

101 
1\ 

8.7 
6.4 

7 
5.1 

I 

7* 

5.6 
4.2 

4.4 
8.8 

HOLI 


ENGINEERING   DATA. 


HOLLOW  CYLINDRICAL  CAST  IRON  COLUMNS. 
Safe  Loads,  In  Tons  of  2,000  lbs. 


ENGINEERING    WORK. 


STANDARD 

"*■ 

BEAMS 

5 

• 

■ 
• 

12 

i 

'!-io 

"I 

ibfc 

;'.';'■: 

iff 

l-^O 

1H10 

inn 

i;I.V..l 

^ 

IS 

i 

re: 

■so 

1  Ik, 

i\wi 

1« 

| 

1 

H 

™ 

r,:-;-' 

".'"' 

IB 

SO 
21 

II 
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1 

-■ 
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STRENGTH  OP  MATERIALS. 

Ultimate  Resistance  to  Tension. 

In  pounds  per  square  inch. 

Metals  and  Alloys. 

Aluminum  Bronze,  average. 

10  per  cent  Al.  and  90  per  cent.  Copper,       .  85000 

IX      "  "       98#    ••  ••         .  28000 

Brass,  cast 18000 

••     wire,         •..•...  49000 

Bronze  or  gun  metal, 36000 

Copper,  cast 19000 

sheet 30000 

bolts 36000 

wire,  unannealed,      .  60000 

Iron,  cast,  13,400  to  29,000,  ....  16500 

wrought,  round  or  square  bars  of  1  to  2  inch 

diameter,  double  refined,       .  50000  to  54000 

wrought  specimens  yz  inch  square,  cut  from 

large  bars  of  double  refined  iron,    50000  to  53000 

wrought,  double  refined,  in  large  bars  of  about 

7  square  inches  section,         .  46000  to  47000 

wrought,  universal  mill  plates,  angles  and 

other  shapes,  .        .        .  48000  to  51000 

wrought  plates  over  36"  wide.       .      46000  to  50000 


14 
(  t 
tl 


f  « 


•  t 


4t 


«• 


•  < 


The 'modulus  of  elasticity  of  double  refined  bar  iron 
is  25,000,000  to  27,000,000. 

Iron  wire 70000  to  10U000 

••  wire  ropes, 90000 

Lead,  sheet,         .......         3300 

JONES    ft    LAUGHLIN    HAND    BOOK. 


UiO  HXGIXEERIXG    WORK. 

STRENGTH  OP  MATERIALS-Contlnued. 

AVERAGE. 

Steel. 65000  to  120000 

Tin.  cast, 4000 

fcioc, 7000  to  8000 

Timber,  Seasoned,  and  other  Organic* 

Fiber. 

Taken  largely  from  Trautwine't  pocket  book  (edition  of  1888.) 

Ash,  English 17000 

"    American,       .......    10000 

Beech,      " 15000  to  18000 

Birch, 15000 

Cedar  of  Lebanon, 11400 

"     American,  red 10300 

Fir  or  Spruce,      .......        10000 

Hempen  Ropes 12000  to  16000 

Hickory,  American, 11000 

Mahogany, 8000  to  21800 

Oak,  American  white 10000  to  18000 

Oak,  European 10000  to  19800 

Pine,  American  white,  red  and  pitch,  Memel,  Riga,     10000 

long  leaf  yellow,    .  12600  to  19200 

Poplar, 7000 

Silk  fiber 62000 

Walnut,  black 16000 

Stone,  Natural  and  Artificial. 

Brick  and  Cement 280  to  800 

Glass 9400 

Slate 9600  to  12800 

Mortar,  ordinary,  50 

—JONES  *   LAUCHLIN    BAND   BOOS. 
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Fig.  33  shows  how  the  stability  of  structures  is  computed. 
F  is  a  force  acting  against  the  structure  a  b  c  d,  with  an  arm  f  1. 
The  line  g  h  represents  the  weight  of  the  structure  drawn  to  any 


i  < 


Fif.SS 


scale  and  passing  through  the  center  of  gravity  g.  The  line  f  e 
is  the  force  platted  to  the  same  scale  in  line  with  F.  The  line  f  i 
is  the  resultant. 

To  insure  stability  the  moment  of  the  distance  c  1  multiplied  by 
the  weight  of  the  section,  should  be  greater  than  the  moment  of 
the  force  multiplied  by  the  length  f  1.  The  latter  is  the  overturning 
moment  and  the  former  the  resisting  moment. 

If  the  point  where  the  resultant  touches  the  base  is  coincident 
with  c  then  the  structure  is  on  the  point  of  overturning.  If  it 
passes  outside  the  base  beyond  c,  the  structure  will  overturn.  In 
pracice  the  distance  c  k  should  not  be  less  than  one-third  of  c  d. 
The  resultant  will  then  pass  through  the  middle  third.  The  effect  of 
lessening  the  distance  c  k  is  to  lessen  the  stability  of  the  structure, 
to  increase  the  danger  of  crushing  the  toe  and  to  increase  the  pres- 
sure on  the  foundation.  Occasionally  piles  have  to  be  driven  under 
the  toes  of  such  structures  as  retaining  walls  and  dams,  when  econ- 
omy in  material  demands  that  c  k  be  sometimes  less  than  one-third 
of  c  d. 

It  has  been  said  that  the  force  diagram  can  be  drawn  to  any 
scale.  The  angle  of  the  resultant  is  the  thing  sought.  No  matter 
what  the  length  of  the  lines,  the  angle  will  be  the  same  so  long  as 
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the  lines  are  drawn  in  the  right  directions  and  of  the  right  lengths. 
The  scale  can  therefore  he  as  large  as  the  case  seems  to  require. 
The  upper  corner  is  always  on  a  vertical  line  drawn  through  the 
center  of  gravity  of  the  structure  and  at  a  height  equal  to  the  point 
of  application  of  the  line  of  force. 

This  method  of  calculating  stability  is  used  for  towers,  tanks, 
bins,  chimneys,  dams,  retaining  walls,  etc. 

For  retaining  walls  and  dams  the  pressure  is  in  the  shape  of  a 
triangle  at  the  back.  The  pressure  at  the  top  is  zero  and  increases 
with  depth.  It  acts  at  a  point  one-third  up  from  the  bottom,  as 
all  forces  in  a  triangle  act  through  the  center  of  gravity,  which  occu- 
pies this  position.  A  table  of  the  pressure  of  water  is  given  earlier 
in  this  chapter.  A  deviation  from  this  statement  as  regards  a  tri- 
angular force  against  retaining  walls  will  be  mentioned  later. 

The  pressure  against  towers,  chimneys,  etc.,  is  caused  by  the 
wind.  It  is  a  distributed  load  acting  on  a  cantilever  beam  and 
instead  of  being  in  the  form  of  a  triangle  the  force  diagram  is  a 
parabola. 

If  the  weight  of  the  structure  is  insufficient  to  resist  the  over- 
turning moment  the  additional  weight  required  must  be  supplied  by 
the  foundation.  If  the  ratio  of  base  to  height  is  very  small  the 
foundation  must  be  spread.  The  upward  reaction  on  the  base  is  the 
action  of  a  load  on  a  cantilever  beam  in  length  equal  to  the  distance 
from  the  edge  of  the  structure  to  the  edge  of  the  foundation.  There- 
fore the  foundation  is  in  the  form  of  a  truncated  cone  or  pyramid. 
Sometimes  for  chimneys  the  depth  of  the  foundation  is  equal  to 
one-sixth  the  height  of  the  chimney.  The  width  of  the  foundation 
at  the  top  is  one-tenth  larger  than  the  base  of  the  chimney.  The 
width  of  the  foundation  at  the  bottom  is  one  and  one-half  the  top 
width.  There  is  a  tendency  to  pull  the  foundation  over  which  is 
resisted  by  the  weight.  To  enable  this  to  be  brought  into  play  the 
structure  must  be  anchored  to  the  foundation  and  the  force  is  con- 
verted into  a  pull. 

The  foregoing  remarks  about  chimneys  are  true  also  of  towers 
and  tanks.  Their  strength  is  calculated  by  using  the  properties  for 
hollow  square  or  round  beams,  according  to  the  shape  the  structure 
is  given.  If  the  structure  is  truncated  the  strength  must  be  com- 
puted at  the  bottom  of  sections. 

Wind  pressure  should  be  computed  as  being  about   50  pounds 
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per  square  foot  of  surface  as  that  is  what  a  hurricane  will  frequently 

produce.    The  total  pressure  on  a  column  will  be  the  wind  pressure 

multiplied  by  the  radius  of  the  column  and  its   height.    That  is, 

the   pressure   on   a   round   column    is   one-half   the   pressure    on   a 

flat  surface  having  a   width   equal   to  the   diameter   of   the   round 

column.     To   find   the   total   pressure   when   the   wind   is   blowing 

against  one  of   the   diagonals   of   a   square   structure   multiply   the 

pressure  against  one  of  its  sides  by  0.707. 

The  pressure  against  a  tower  having  a  tank  on  top  is  due  to  a 

distributed  load   (the  wind  against  the  framework)  and  also  to  a 

concentrated  load  caused  by  the  wind  blowing  against  the  surface 

of  the  tank.     The  distributed  load  on  the  frame  work  may  be  fre- 

*  ..." 

quently  neglected.    There  is  a  slight  twisting  strain  set  up  when  the 

pressure  is  against  the  corners  of  the  tower.     This  is  resisted  by 

bracing  the  corners  with  short  pieces. 


/=>9  34- 
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Fig.  34  represents  a  braced  tower  carrying  a  tank,  and  the 
stress  diagram.  The  dotted  lines  represent  cross  braces  that  are  not 
considered  when  drawing  the  stress  diagram,  for  they  are  out  of 
action  when  the  wind  is  blowing  from  the  direction  in  which  we 
are  now  considering  the  force.  The  braces  act  alternately  as  ties 
and  struts.  A  diagram  for  the  wind  from  the  opposite  direction 
would  be  identical  with  the  first,  so  only  one  is  necessary,  but  the 
dotted  counter  braces  would  be  considered  and  the  solid  ones 
omitted  if  the  other  diagram  were  drawn. 

First  letter  the  framework  on  the  outside  for  each  panel.  From 
the  point  a,  draw  a  horizontal  line  to  represent  the  sum  of  the  forces 
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at  the  joints  and  indicate  the  amount  of  each  force  by  divisions  in 
the  line,  properly  marked.  From  the  same  point  draw  a  line  down- 
ward parallel  with  the  batter  post  on  the  side  opposite  to  which  the 
wind  is  blowing. 

From  each  joint  mark,  except  the  first,  on  the  horizontal  line 
draw  a  line  parallel  with  the  batter  po,st  on  the  opposite  side  of 
the  tower.  This  will  make  the  convergency  toward  the  bottom  in 
the  stress  diagram.  From  the  first  joint  mark  on  the  horizontal 
line  draw  a  line  parallel  to  the  counterbrace  to  intersect  the  batter 
post  line.  From  this  intersection  draw  a  horizontal  line  to  intersect 
the  batter  line  from  the  second  joint  mark.  From  this  last  inter- 
section draw  a  line  parallel  with  the  next  brace,  etc.,  and  continue 
until  all  have  been  connected. 

The  last  line  dropped  from  the  end  of  the  top  horizontal  line 
will  be  vertical  and  represents  the  upward  pull  on  the  anchorage. 
The  horizontal  line  at  the  bottom,  completing  the  diagram  represents 
the  compression  in  the  bottom  horizontal  brace,  or  girt.  This,  how- 
ever, will  be  much  less  because  the  posts  are  tied.  The  tower  is 
also  designed  to  carry  the  weight  of  the  filled  tank. 

RETAINING  WALLS. 

A  retaining  wall  may  have  both  faces  vertical  or  have  one 
vertical  and  the  other  battered.  If  the  batter  is  slight  it  is  imma- 
terial on  which  side  it  is  placed.  When  appearance  is  considered 
it  is  usual  to  have  the  batter  on  the  back  and  have  the  face  plumb. 
This  assists  as  well  in  making  the  wall  safe,  for  the  filling  gets  a 
better  hold  on  the  wall  by  friction. 

If  the  batter  is  great  the  best  plan  is  to  place  it  in  front  so 
the  excess  of  material  will  act  as  a  stay.  The  weight  of  the  earth 
on  the  sloping  back  assists  somewhat  in  adding  its  weight  to  the  wall 
to  supply  a  resisting  momcMit  against  overturning,  but  this  effect  is 
lost  if  the  material  becomes  wet.  Vauban's  rule  for  converting  a 
wall  with  two  vertical  faces,  into  one  with  a  sloping  face  having  the 
same  resisting  moment,  is  to  so  adjust  the  angle  of  the  sloping 
face  that  the  line  will  intersect  the  vertical  face  one-ninth  of  the 
height  from  the  bottom.  The  procedure  then  is  to  mark  a  point  one- 
ninth  of  the  heighth  from  the  bottom  and  put  a  line  through  it  at 
any  desired  angle,  even  making  the  wall  trianguiar  in  section  if  that 
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is  wanted.  By  computing  a  wall  with  two  straight  vertical  faces 
and  afterward  changing  the  front  by  this  rule,  a  considerable  saving 
in  material  can  be  effected. 

Before  discussing  retaining  wall  theories  the  following  rules 
in  use  generally  by  practical  men  are  worth  remembering. 

Width  at  top  one-tenth  the  total  height  above  the  surface  of  the 
ground. 

Depth  of  footing  at  front  edge  of  wall  five  per  cent  of  the 
height.  Depth  of  footing  at  back  of  wall,  seven  per  cent  of  the 
height. 

Horizontal  projection  in  front  at  toe  of  wall,  below  surface  of 
ground,  five  per  cent  of  height.     This  projection  is  often  omitted. 

Width  (thickness)  of  wall  at  surface  of  ground  as  follows: 
For  dry  rubble,  half  the  height;  for  good  stone  masonry,  one- third 
the  height  plus  one;  that  is,  for  a  wall  twenty-one  feet  the  width 
will  be  one- third,  equal  to  seven  feet,  plus  one,  making  a  total  thick- 
ness of  eight  feet.  For  first-class  stone  or  brick  masonry,  one- 
third  the  height.  For  first-class  solid  concrete,  three-tenths  the 
height. 

Nearly  all  experiments  on  retaining  walls  have  been  with  small 
models  and  with  such  materials  as  shot,  peas,  dry  sand,  etc.  Ex- 
periments on  large  walls  have  not  been  enough  in  number  to  be  of 
much  value.  Some  experiments  made  within  the  last  few  years 
would  seem  to  indicate  that  the  pressure  against  a  retaining  wall  for 
dry  or  moist  earth  should  not  be  represented  by  a  triangle  but  by  a 
parabola.  This  would  indicate  that  for  low  walls  the  pressure  may 
be  greater  than  a  triangular  force  diagram  gives  and  for  high  walls 
the  pressure  increases  on  a  curve.  As  this  curve  gradually  be- 
comes straighter  there  may  be  a  depth  after  which  there  is  no 
increase  in  pressure,  owing  to  some  arching  action  in  the  filling. 
It  has  been  suggested  that  a  bounding  curve  for  pressures  might  be 
drawn  by  starting  with  a  diagonal  line  representing  the  pressure 
for  saturated  earth  and  another  representing  the  pressure  for  dry 
earth.  Draw  a  parabola  tangent  to  the  saturated  earth  line  with  a 
width  equal  to  one-half  the  dry  earth  pressure  at  a  depth  of  thirty 
feet.  This  curve  would  then  represent  the  line  of  maximum  pres- 
sure shown  by  the  straight  line  m  t  in  Fig.  :?5. 

Experiments  made  on  pressures  in  grain  and  sand  bins  of  full 
size .  indicate  that  a  parabolic  line  of  pressure  is  correct  for  loose, 
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granular  materials.  Whether  it  applies,  however,  to  earth  is  not 
fully  known.  Earth  filling  is  often  saturated,  in  which  case  it 
becomes  a  semi-fluid  mass  with  an  increased  resultant  pressure 
approaching  a  triangle  in  proportion  as  it  loses  cohesiveness. 

In  the  table  of  weights  of  substances  the  weight  of  earth  is 
given  in  different  conditions.  As  the  voids  become  filled  with  water 
the  spaces  formerly  without  weight  take  the  weight  of  the  water 
with  which  they  fill.    The  angle  of  repose  also  lessens  rapidly. 

A  number  of  theories  have  been  proposed  for  the  design  of 
retaining  walls  but  for  plain  gravity  walls  the  empirical  rules  already 
given  serve  all  purposes  and  agree  closely  with  the  best  practice. 
Walls  often  have  to  stand  pressures  not  foreseen,  and  sometimes 
forces  that  can  not  be  calculated. 

Today,  however,  a  number  of  walls  are  built  of  reinforced 
concrete  and  in  order  to  determine  the  dimensions  some  idea  of 
pressures  must  be  obtained.  Theories  of  pressure  are  coming  to 
the  front  in  numbers  and  old  ones  are  being  revamped.  In  the 
end  the  idea  of  the  line  of  maximum  pressure  being  a  parabola  may 
obtain,  but  until  it  is  proven  the  theory  of  Mosely,  found  in  Traut- 
wine's  Civil  Engineers'  Pocket  Book,  and  a  score  of  other  works, 
will  be  generally  favored,  as  it  is  simple,  and  walls  designed  by 
it  have  proven  safe.  Other  theories  generally  make  thinner  walls 
where  gravity  sections  are  used  but  make  little  difference  in  the 
case  of  retaining  walls  designed  as  slabs. 

Fig.  35  is  copied  from  Trautwine.  The  line  m  w  represents  the 
slope  at  which  earth  will  stand.  It  is  here  assumed  at  one  on  one 
and  one-half  (generally  termed  1 1/2  to  1  slope)  or  an  angle  of 
33°  41'  with  the  horizontal.  The  difference  between  that  and  90° 
(the  angle  o  m  t)  is  56°  18'.  As  earth  will  stand  at  the  first  slope 
mentioned  there  must  be  some  slope  steeper  than  that  at  which  it 
will  commence  to  fall  toward  the  wall. 

The  line  of  maximum  slope  is  taken  at  one-half  the  last  angle 
or  28°  09',  represented  by  the  line  m  t.  This  is  known  as  the  line 
of  maximum  pressure.  The  triangle  o  m  t  is  the  amount  of  earth 
that  will  press  against  a  wall  with  a  vertical  back.  For  a  wall 
with  an  inclined  back  the  weight  of  the  triangle  c  m  o  should  be 
added  to  the  weight  of  the  wall. 

The  line  y  P  represents  in  direction  and  length  the  weight  of 
the  earth  backing.    If  the  wall  has  a  vertical  back  the  line  y  P  will 
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be  horizontal.  If  the  wall  has  a  battered  back  it  will  be  normal  (at 
right  angle)  to  the  back  of  the  wall.  It  is  situated  at  a  distance  up 
of  one-third  the  height  of  the  wall  as  it  represents  a  triangle  of 
force  through  the  center  of  gravity  of  which  it  passes.  This  tri- 
angle of  force  it  is  understood  is  widest  at  the  bottom,  for  at  the  top 
of  the  wall  the  pressure  is  zero.  It  is  therefore  upside  down  as 
compared  with  the  triangle  of  earth  filling. 

Referring  again  to  Fig.  33  the  overturning  moment  is  the 
product  of  the  force  into  the  arm  f  1.  .  In  the  retaining  wall  backed 
with  earth  there  is  a  certain  amount  of  friction  between  the  back 
of  the  wall  and  the  earth  filling  as  the  wall  moves  in  overturning. 
This  friction  helps  to  prevent  the  wall  overturning  until  it  reaches 


a  point  where  the  earth  falls  behind  the  foot,  provided  the  wall 
holds  together.  To  find  the  effect  this  friction  has  we  draw  a 
parallelogram  of  forces  y  P  f  x.     (Fig.  35.) 

The  angle  y  P  f  is  33°  41'  or  the  angle  at  which  dry  earth  or 
sand  will  slide  down  masonry.  Then  y  P  represents  the  perpen- 
dicular pressure  of  the  earth  and  x  P  the  friction  against  the  back. 
The  line  f  P  is  the  resultant  of  these  two  forces  and  this  is  what 
tends  finally  to  make  the  wall  overturn  or  slide  or  break  or  be 
forced  into  the  soil. 

Through  the  center  of  gravity  of  the  wall  draw  the  line  g  h. 
The  resultant  f  P  will  pass  through  this  line  at  s.  Complete  the 
parallelogram  s  i  n  o  and  draw  the  resultant  s  n.     This  passes 
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through  the  base  at  the  point  j  which  should  be  in  the  middle  third. 
Train  wine  says  a  j  should  not  be  less  than  one- fifth  a  111  even  with 
the  best  masonry  and  unyielding  soil.  While  the  middle  third  gives 
the  best  margin  of  safety  a  less  distance  can  be  used  if  too  great 
crushing  pressure  is  not  thereby  developed  in  the  toe  of  the  wall 
or  in  the  soil  under  the  toe. 

When  the  back  is  off  set  ted  or  stepped  instead  of  having  a 
straight  slope  the  pressure  of  the  earth  will  be  normal  to  a  slant 
line  drawn  from  the  bottom  to  the  top  across  the  steps. 

The  moment  tending  to  overturn  the  wall  is  the  pressure 
f  P  multiplied  by  the  length  of  the  arm  a  v.  The  weight  of  the 
wall  multiplied  by  the  distance  of  its  center  of  gravity  from  the 
point  a  is  the  resisting  moment.  While  the  arm  a  v  in  Fig.  35  is 
shorter  than  the  arm  f  1  in  Fig.  33  the  force  f  P,  being  inclined, 
is  greater  than  the  force  y  P. 

For  the  purpose  of  calculating  the  pressure  it  is  usual  to  con- 
sider a  cubic  foot  of  earth  as  weighing  one  hundred  pounds.  One 
cubic  foot  of  masonry  can  be  figured  as  weighing  one  hundred  and 
fifty  pounds.  In  obtaining  the  center  of  gravity  the  triangle  of 
earth  c  m  o  must  be  taken  into  account,  for  its  weight  rests  upon 
a  projection  at  the  foot  of  the  wall  equal  to  c  o. 

To  assume  a  cross  section  of  a  wall  having  the  proposed  height 
use  the  empirical  rules  already  given.  Or  calculate  the  overturning 
moment  of  the  wedge  of  earth  and  draw  a  parallelogram  of  the 
right  size  to  resist  it,  with  the  resultant  passing  through  the  toe. 
This  can  then  be  transformed  by  Vauban's  rule  into  a  section  with 
an  inclined  face.  It  is  usual  to  consider  the  section  of  earth  as  being 
a  slice  one  foot  thick  and  the  same  with  the  wall  section. 

If  the  wall  is  surcharged,  that  is,  has  a  terrace  on  top,  the 
procedure  is  the  same.  The  line  m  t  is  produced  to  an  intersection 
with  the  terrace  slope,  thus  making  the  wedge  heavier. 

F'ig.  36  shows  a  section  of  a  reinforced  concrete  wall  designed 
as  a  cantilever.  Patents  have  been  obtained  on  it  so  an  extended 
description  is  hardly  required  here.  The  section  is  the  same  through- 
out the  length.  The  reinforcing  rods  are  all  vertical  and  at  the 
top  and  bottom  are  horizontal  rods  to  prevent  temperature  cracks. 
The  center  of  gravity  is  that  of  a  compound  section  consisting  of 
the  wall  and  the  earth  filling  resting  on  the  slab  at  the   bottom,. 
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The  diagonal  reinforcement  at  the  foot  is  to  prevent  the  wall  being 
broken  at  those  points  by  the  moments. 

Such  a  wall  can  be  made  of  timber  in  which  case  it  is  called 
a  bulkhead.  The  face  can  be  connected  to  the  bottom  slab  by  spikes 
and  the  front  projection  can  be  replaced  by  a  brace.  At  the  back 
the  front  slab  will  be  tied  to  the  bottom  slab  by  a  tie  of  wood  or 
metal. 

In  fact  many  bulkheads  and  wooden  retaining  walls  have  been 
built  by  putting  similar  frames  a  number  of  feet  apart  and  fastening 
heavy  plank  to  the  uprights  by  spiking  them  to  the  back  or  merely 
placing  them  at  the  back  and  counting  on  the  pressure  of  the  earth 
to  hold  them  in  place. 

Such  forms  of  walls  are  more  economical  of  material  than 
gravity  walls,  but  wood  is  perishable.    When  built  of  stone  or  brick 


the  rear  ties  would  be  termed  counterforts,  but  tear  off  readily. 
When  placed  in  front  they  are  termed  buttresses,  which  arc  not 
always  economical  and  have  gradually  assumed  a  place  of  ornament 
rather  than  utility. 

Reinforced  concrete,  however,  possesses  all  the  desirable  qualities 
of  wood  with  the  additional  one  of  imperishability  so  walls  of  this 
modern  material  are  coming  rapidly  into  use.  As  generally  designed 
they  consist  of  a  floor  slab  and  a  face  slab  like  the  letter  L  through- 
out the  length  of  the  wall.  At  regular  intervals  vertical  ribs  (count- 
erforts) in  the  rear  attach  the  two  slabs  so  they  will  act  as  one 
section.     While  a  number  of  such  walls  have  been  built,  no  study 
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has  been  published  of  the  rib  spacing  in  relation  to  height  of  wall 
in  order  to  reduce  cost.  At  present  the  spacing  is  arbitrarily  settled 
by  each  designer. 

In  the  following  discussion  the  weight  of  the  wall  will  be  neg- 
lected. This  adds  to  the  factor  of  safety,  adds  practically  nothing 
to  the  cost  and  simplifies  the  calculations.  Methods  of  calculating 
strength  of  reinforced  concrete  beams  will  be  taken  up  in  pages  fol- 
lowing. 


i 
i 
i 
* 
i 
i 

H 


/vy.J7 


--P-  -_--«- 


i^ 


L 


■s 


***- —  l >: 


-j..* 


Fig.  37  shows  a  section  of  wall  assumed  to  be  one  foot  long. 
There  is  a  strip  of  filling  one  foot  thick  back  of  it  tending  to  over- 
turn it,  and  the  overturning  moment  at  the  toe  A  must  be  resisted 
by  the  weight  of  the  earth  on  the  bottom  slab.  None  of  the  earth 
tending  to  overturn  the  wall  rests  on  the  bottom  slab  and  the 
parallelogram  of  earth  on  the  slab  is  considered  as  the  wall.  The 
reinforced  concrete  wall  in  front  merely  retains  the  earth  wall  in 
place. 

The  vertical  pressure  therefore  considered  in  the  resisting  mo- 
ment is  equal  to  w  h  1,  where 

w  =  weight  of  earth, 

h  =height  of  wall,  and 

1  =:  width  of  slab, 
acting  through  center  of  gravity  of  the  section  h  1.     Assume   x  as 
equal  to  one-tenth  the  height  and  take  moments  about  the  toe  for 
overturning,   and   resistance   to   overturning,   as  already    shown    foi 
a  gravity  wall. 
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Figs.  38  and  39  show  the  ribs  used  to  tie  the  face  slab  to  the 
bottom  slab. 

The  face  slab  is  calculated  as  a  slab  made  of  beams  lying  on 
their  sides  and  spanning  between  the  ribs.  The  load  on  each  beam 
is  a  distributed  load  between  the  ribs.  The  horizontal  thrust 
against  the  wall  has  been  found  by  Mosely's  theory  or  any  other. 
It  is  at  the  bottom  but  acting  through  a  triangle  is  concentrated 
to  cause  an  overturning  moment,  at  one-third  the  height.  The 
pressure  of  the  earth  against  the  bottom  one  foot  beam  of  the  face 
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slab  to  bend  it,  is  equal  to  one-half  the  force  multiplied  by  the 
height  of  the  wall.  This  gives  the  load  in  pounds  per  foot.  Multiply 
by  the  length  in  feet  to  get  the  total  weight  or  load  on  the  beam. 


Then   use    the    formula 


w_l 


as    the     beam    is    a    continuous    one 


and  multiply  this  by  12  to  get  inch  pounds  bending  moment.  A 
triangle  can  be  drawn  having  this  bending  moment  as  the  base 
and  the  height  of  the  wall  as  the  altitude.     Horizontal  lines  drawn 
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through  this  triangle  at  other  points  give  the  bending  moments  of 
the  other  t>eams.  Be  careful  to  note  the  difference  between  the  over- 
turning moment  of  the  wall  as  a  whole  and  the  bending  moments  oi 
its  component  parts. 

As  the  bending  moments  decrease  toward  the  top  smaller  rods 
may  be  used  or  the  rods  can  be  spaced  farther  apart.  This  latter 
is  best,  for  workmen  are  apt  to  make  mistakes  when  rods  differing 
in  size  are  on  the  job. 

The  bottom  slab  consists  of  beams  lying  side  by  side  and  span- 
ning between  the  ribs,  being  attached  at  the  bottom.  The  greatest 
>tratn  will  occur  if  the  whole  structure  tips  forward  and  lifts  the 
last  beam  on  the  rear  edge  off  the  ground.  It  then  supports  a 
distributed  load  one  foot  wide  equal  in  height  to  the  height  of  the 
earth  over  it  and  equal  in  length  to  the  clear  span  between  ribs. 
This  beam  being  continuous  the  bending  moment  can  be  calculated 
as  before.  The  bending  moment  decreases  as  a  triangle  toward  the 
front  face  of  the  wall  so  the  bars  can  be  spaced  wider  as  the  face. 
is  approached. 

The  bottom  .slab  is  fastened  at  the  front  edge  securely,  for 
the  wall  tends  to  overturn  at  that  edge.  It  is  fastened  to  the  rear 
end  of  the  rib  by  the  ties.  When  the  wall  tips  as  a  whole  the 
bottom  slab  acts  as  a  beam  with  a  span  equal  to  the  width  of  the 
slab  from  front  to  back.  It  has  a  distributed  load  tending  to  tear 
it  from  the  bottom  of  the  rib.  at  the  middle.  To  prevent  this  short 
vertical  bars  attach  the  slab  to  the  rib.  The  lengths  of  the  bars 
are  governed  by  their  size  and  by  the  adhesive  strength  of  the 
concrete. 

The  face  slab  has  a  tendency  to  tear  off  the  front  edge  of  the 
ribs  and  for  the  purpose  of  calculation  the  slab  is  considered  as  a 
vertical  beam  having  a  span  equal  to  the  height  of  the  wall.  To 
resist  the  stripping  force  short  horizontal  rods  are  set  into  the 
ribs  through  the  slab.  In  both  cases,  however,  these  stripping  forces 
are  small.  In  the  majority  of  walls  the  cohesion  of  the  concrete 
will  be  amply  sufficient  without  reinforcing  ties. 

The   projection    x   has    a   width    on    top   from   the    face   to   the 

outer   end   equal    to   x   minus   half   the    thickness   of  the   face    slab. 

This  distance  multiplied  by  the  reaction  under  the  face  of  the  wall 

gives  the  bending  moment  tending  to  break  the  projection  off  at  B. 

This  is  counteracted  by  putting  bars  across  the  base  in  the  bottom 
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sufficient  in  number  and  size  to  resist  the  moment.  Under  the  ribs 
the  bars  can  be  1.5x  long  and  half  way  between  the  ribs  they  can 
run  across  the  base.  They  decrease  in  length  as  they  approach  the 
ribs.  The  thickness  of  the  front  end  of  the  projection  equals  the 
thickness  of  the  slab.    At  the  wall  it  is  twice  as  thick. 

The  top  of  the  wall  is  tied  to  the  rear  end  of  the  bottom  slab 
by  steel  rods  sufficiently  strong.  The  concrete  in  the  ribs  protects 
these  rods.  In  large  walls  where  a  material  saving  can  be  thus 
made  in  concrete,  it  is  usual  to  have  the  rib  open  like  a  timber 
braced  tie.  In  small  walls  the  ribs  are  solid.  The  ties  along  the 
back  edge  of  the  rib  are  calculated  by  taking  a  moment  at  C  tending 
to  break  the  wall  at  that  point  by  reason  of  the  weight  of  earth  on 
the  floor  slab  attached  to  the  rib,  resisting  the  overturning  moment. 
The  weight  of  the  earth  is  equal  to  that  resting  on  an  area  equal 
to  width  of  slab  times  span. 

The  foot  of  the  wall  and  the  bottom  slab  should  be  set  well  into 
the  ground. 

GRAIN  AND  SAND  BINS. 

Reference  has  been  made  to  experiments  made  to  determine  the 
line  of  maximum  pressure  in  bins  containing  grain  or  sand.  The 
experiments  were  made  by  Mr.  J.  A.  Jamieson  and  his  piper 
appeared  in  Engineering  News,  March  10,  1904. 

The  editors  of  that  paper  gave  the  following  formula  (deduced 
•  by  Mr.  H.  A.  Janssen,  of  Hamburg),  as  having  been  proven  by 
Mr.  Jamieson's  experiments  to  be  correct. 

V  =  vertical  pressure  of  grain  per  square  foot  of  depth  below 
the  surface  of  the  grain. 

w  =  weight  of  grain  in  lbs.  per  cubic  foot. 

f  =  coefficient   of  friction  of  grain   against   side  wall. 

k  =  ratio   of  lateral   to  vertical   unit   pressure. 

R  =  ratio  of  area  to  perimeter  of  horizontal  cross  section  of 
the  bin. 

e  =   the  base  of  the  Naperian  system  of  logarithms. 


Y  R  w 


(...  * ) 


f  k 

The  formula  may  be  simplified  by  reference  to  some  practical 
considerations. 
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Wheat  weighs  50  lbs.  per  cu.  ft.  Jamieson  finds  k  for  wheat 
closely  0.6,  while  friction  coefficient  f,  for  ordinary  bin  walls 
averages  about  0.4.  We  may  therefore  take  the  product  fk  to  be 
0.25. 

Further,  for  all  square  or  round  bins  the  ratio  R  is  constant  and 
equal  to  one-fourth  the  diameter.  Using  above  values  the  formula 
Incomes 

-h 
V  = 


V  =50d  (led    \ 


The  term  in  the  parenthesis  approaches  unity  as  the  depth 
of  grain  increases.     Limiting  value  of  vertical  pressure  is  therefore, 

Vertical  pressure  in  lbs.  per  sq.  ft.  =  50  times  the  diam.  of  bin 
in    ft. 

The  term  in  parenthesis  reaches  a  value  of  0.9  when  depth 
of  grain  equals  2.3  times  the  diameter  of  the  bin.  For  all  ordinary 
cases  therefore,  we  may  use  the  limiting  maximum  pressure  directly. 

The  horizontal  pressure  is  at  all  times  0.6  as  great  as  the 
vertical  pressure. 

The  formula  means  that  the  size  of  the  bin  determines  the 
amount  of  pressure,  whereas  it  was  formerly  believed  the  height 
alone  had  to  be  taken  into  consideration  as  in  the  case  of  fluid 
pressure.  The  vertical  pressure  being  found  by  the  formula,  the 
horizontal  or  bursting  pressure  against  the  sides  of  the  bin  at  that 
point  is  0.6  the  vertical  pressure.  The  line  of  pressute  is  a  curve, 
instead  of  a  straight  line  as  in  the  theory  of  the  retaining  wall 
already  discussed.  Part  of  the  weight  therefore  goes  into  the  walls 
and  part  goes  to  the  floor. 

The  pressures  given  must  be  increased  for  other  materials  of 
greater  weight.  Using  wheat  weighing  50  lbs.  per  cu.  ft.  with  an 
angle  of  repose  of  28°,  the  coefficient  of  internal   friction  =  0.532. 

TABLE    OF    COEFFICIENTS    OF    FRICTION    OF    WHEAT     ( JAMIESON.) 

Wheat  on  wheat    0.532 

Wheat  on  steel  trough  plate  bin 0.468 

Wheat  on  flat  riveted  plate  and  tie  bars 0.375  to  0.4 

Wheat  on  riveted  cylinder    0.365  to  0.375 

Wheat  on  cement  concrete,  rough  or  smooth.. 0.4      to  0.425 

Wheat  on  tile  or  brick,  rough  or  smooth 0.4      to  0.425 

Wheat  on  cribbed    wood 0.42    to  0.45 
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The  ratio  values  for  sand  are  practically  the  same  but  the 
weight  per  cubic  foot  is  double. 

BULKHEAD  WALLS. 

Many  city  engineers  in  places  located  on  rivers,  lakes  or  other 
bodies  of  water  are  called  upon*  to  design  bulkhead  walls. 

For  ordinary  foreshore  protection,  a  fill  with  a  long  gradual 
slope  on  the  face,  covered  with  large,  carefully  placed  stones,  is 
usual.  For  bulkhead  walls,  however,  meaning  thereby  retaining 
walls  with  a  front  designed  to  permit  vessels  to  come  alongside,  the 
engineer  is  not  well  provided  with  information,  the  literature  being 
sparse  and  useful  only  to  specialists. 

Mr.  S.  W.  Hoag,  Jr.,  described  in  Engineering  News,  May  18, 
3905,  a  method  devised  by  him  and  Mr.  D.  C.  Serber  for  calculating 
bulkhead  walls  in  New  York  City.  What  follows  is  an  abridgement 
of  his  article,  illustrated  with  a  copy  of  his  drawing. 

The  subject  is  clouded  with  much  uncertainty  and  experience  is 
a  most  useful  guide.  The  conditions  given  are  an  approximate 
cross  section  of  submerged  or  of  non-submerged  wall,  submerged 
sections  and  non-submerged  sections  of  rip-rap  filling  and  of  earth 
filling  and  a  surcharge  of  1,000  lbs.  per  sq.  ft.  The  analysis  is  con- 
ducted on  the  following  assumptions : 

Weight  of  rip-rap  in  air,  107  lbs.  per  cu.  ft. ;  submerged  rip-rap, 
70  lbs.,  per  cu.  ft. ;  earth  filling  in  air,  110  lbs.  per  cu.  ft ;  submerged 
earth  filling,  66  lbs.  per  cu.  ft.;  surcharge,  1,000  lbs.  per  sq.  ft. 
of  surface. 

Erect  a  perpendicular  a  d.  Lay  off  the  prism  of  maximum 
thrust  for  rip-rap  by  the  plane  of  rupture  a  e.  Prolong  a  e  to  n. 
Denote  the  corresponding  prism  for  the  superimposed  submerged 
earth  filling  by  the  plane  e  k,  prolonged  to  m.  Neglecting  the  change 
in  plane  of  rupture  for  non-submerged  earth  filling,  the  limit 
of  surcharge  to  be  considered  at  the  surface  grade  is  contained  be- 
tween the  intercepts  d  and  m.  Consider  everything  below  mean 
high  water  as  submerged  and  everything  above  mean  high  water 
as  non-submerged. 

First — Determine  the  weight  of  the  submerged  earth  filling  cek, 
and  replace  it  with  a  corresponding  weight  of  submerged  rip-rap. 
The  top  surface  of  the  latter  will  then  be  c  f  k. 


I7i> 
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Second — Determine  the  weight  of  the  non -submerged  earth  fill- 
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ing  c  d  m  k  and  replace  it  with  a  volume  of  submerged  rip-rap 
of  equal  weight,  and  allow   it  to  take  its   position   upon  the   first 
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reduced  volume  of  submerged  rip-rap.  This  second  volume  will 
then  be  cd'h'l'mk  f. 

Third — Take  the  surcharge  of  1,000  lbs.  per  sq.  ft.  and  erect 
upon  the  top  surface  d'  h'  1'  m  of  this  imaginary  bank  of  sub- 
merged rip-rap,  a  prism  of.  submerged  rip-rap  of  such  a  volume  as 
shall  equal  in  weight  the  surcharge;  the  upper  surface  of  this 
reduced  volume  will  be  d"  h"  1"  m'.  The  area  a  d"  h"  1"  m'  m  e  a 
represents  in  volume  all  of  the  back  filling  used  in  exerting  pressure 
against  the  wall,  reduced  to  one  homogeneous  material,  namely, 
submerged  rip- rap,  weighing  70  lbs.  per  cu.  ft. 

To  avoid  the  complication  arising  from  a  consideration  of  two 
planes  of  rupture  a  e  and  e  m,  consider  alone  the  plane  of  rupture 
for  rip-rap  a  n,  for  all  the  backfilling  has  been  reduced  to  rip-rap. 
This  is  done  by  shifting  the  material  represented  by  the  area  e  n  m 
to  a  new  position,  to  form  part  of  the  prism  limited  by  the  plane  a  n, 
making  h"  the  new  position  for  e,  1"  Y"  the  new  position  for  k  1', 
and  m'  m"  the  new  position  for  m  n.  The  volume  to  be  considered 
having  the  weights  of  submerged  rip-rap,  is  now  represented  by 
the  area  a  d"  h"  1'"  m"  n  a. 

The  center  of  gravity  of  this  area  is  at  g'  and  combining  the 
weight  of  the  mass  through  g'  with  its  horizontal  component,  the 
horizontal  thrust  on  the  back  of  the  wall  is  27,000  lbs.,  applied 
at  the  point  p.  Combining  this  thrust  with  the  weight  of  the  wall, 
represented  by  the  vertical  line  65,.'l()0  lbs.,  through  its  center  of 
gravity,  the  resultant  is  71,000  lbs.  passing  through  the  base  at 
the  point  r. 

In  determining  the  center  of  gravity  of  the  wall  section  it  is, 
of  course,  necessary  to  consider  the  reduction  in  weight  due  to 
displacement  below  mean  high  water,  of  the  two  materials,  concrete 
and  granite,  which  enter  into  its  construction,  the  weight  of  the 
non-submerged  portion  above  mean  high  water,  the  weight  of  the 
submerged  rip-rap  on  the  steps  in  the  rear  of  the  wall,  the  weight 
of  the  superimposed  volume  of  non-submerged  rip-rap  and  of 
earth  filling. 

Older  methods  trace  the  pressures  through  the  different  ma- 
terials, the  several  resultants  finally  after  combination  giving  the 
total  amount  of  thrust  on  the  wall  with  its  direction.  The  method 
just  described  is  shorter,  simpler  and,  practically,  just  as  accurate. 
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ARCHES. 

Arches  today  are  generally  built  of  reinforced  concrete,  but 
occasionally  a  brick  or  stone  arch  may  be  constructed. 

The  arch  starts  with  a  depth  for  the  keystone  and  this  depth  is 
called  the  crown  thickness.  All  formulas  in  general  use  are  largely 
empirical,  being  averages  of  successful  arch  bridges  put  into  con- 
venient form  by  which  other  arches  can  be  calculated.  One  used 
by  the  writer  for  several  bridges  (taken  from  an  old  English  work) 
is  as  follows :  Where  d  is  the  depth  of  keystone,  or  crown  thick- 
ness, and  r  is  the  radius  of  arch  at  crown. 

For    a   single    arch    d=  \/n.i2    r,    and    for   a   series    of   arches 

d=  y/OXTf. 

The  foregoing  rules,  however,  arc  intended  to  apply  more  par- 
ticularly to  semi-circular  arches  under  fairly  high  embankments. 
When  the  load  is  uniformly  distributed  the  rise  should  be  equal 
to  about  one- fourth  the  span,  which  gives  a  form  approaching  a 
parabola.  The  ring  then  can  be  of  uniform  thickness.  Otherwise 
it  must  be  thicker  at  the  haunches. 

All  arches  are  supposed  to  have  a  curve  of  equilibrium  located 
somewhere  within  the  lines  of  the  arch.  The  calculations  are  com- 
plicated and  many  empirical  rules  and  methods  are  in  use  to  enable 
arches  to  be  designed,  without  going  through  the  calculation  of  the 
equilibrium  curve,  of  such  proportions  that  this  curve  will  lie  in 
the  middle  third. 

The  ellipse  is  considered  the  most  handsome  curve  in  existence. 
The  circle  always  has  the  appearance  of  an  ellipse  except  when 
viewed  from  one  point.  The  ellipse  possesses  certain  properties  of 
strength  and  equilibrium  also  which  make  it  a  good  curve  for  an 
arch  bridge.  Therefore  it  is  in  common  use.  Ways  of  drawing  an 
ellipse  are  given  in  many  books.  It  is  usual  to  construct  an  ellipse 
like  a  compound  railroad  curve,  with  several  centers.  But  for 
arches  having  earth  filling  exceeding  two  or  three  times  the  thick- 
ness of  the  arch  at  the  crown  the  semi-circular  form  is  preferable. 
For  arches  having  a  very  flat  rise  it  is  probably  best  to  have  a 
segmental  arch  of  reinforced  concrete. 

The  critical  point  in  an  areli  is  in  the  ring  on  each  side  of  the 
center  at  a  point  equal  to  half  the  rise.  This  joint  is  on  a  radial 
line    from  the   center   from  which   that  part   of  the   underside   of 
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the  arch  ring  is  struck.  Fig.  40  shows  a  method  proposed  by  Mr. 
Emile  Low  for  drawing  the  arch  ring  in  order  to  get  the  necessary 
additional  thickness  at  the  critical  joint  in  the  haunches.  At  the 
middle  of  the  span  draw  a  circle  with  a  radius  equal  to  the  rise. 
From  the  same  point  describe  an  arc  on  each  side  with  a  radius 
equal  to  the  half  span.  On  this  arc  the  point  b  will  be  on  a  hori- 
zontal line  with  the  top  of  the  arch  ring.  Draw  the  radius  from  the 
center  to  b.  Drop  a  perpendicular  from  b  and  draw  a  horizontal 
line  from  a  to  intersect  with  it  at  c.  Connect  the  points  c  and  d 
with  a  straight  line.  Bisect  it  and  produce  it  to  an  intersection  with 
the  perpendicular  dropped  from  the  center  of  the  arch  This  gives 
the  radius  with  which  to  draw  the  arc  c  d  on  the  underside.     A 
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fig.  46 


radius  from  the  same  center  but  equal  to  the  first  plus  the  crown 
thickness  is  the  radius  used  in  striking  the  outer  side  of  the  arch. 
To  get  the  radius  for  the  sharper  part  of  the  underside  from  c  to 
the  bottom  of  the  arch  draw  a  line  from  the  end  of  the  span  to  c, 
bisect  it  and  get  the  radius  by  the  intersection  with  the  radius  of 
the  larger  circle. 

This  it  will  he  seen  gives  the  ring  of  uniform  thickness  to  the 
point  c.    The  depth  of  the  arch  ring  for  this  construction  is  given 
by  Mr.  Low  as  follows: 
Let  S  =  span  of  arch  in  feet. 

R  =  rise  of  arch  in  feet. 

H  =  depth  of  surcharge  over  arch  in  feet. 

d  =  thickness  of  arch  at  crown  in  feet. 
then  d  =  H  V"T3  —  RJ  lu^sH" 
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Such  an  arch  must  be  built  of  first-class  brick  or  stone  masonry. 
For  reinforced  concrete  Mr.  Daniel  Luten  (president  o*  the  National 
Bridge  Company),  states  that  this  combination  results  in  consid 
erable  economy  over  a  segmental  circular  arch,  but  is  too  flat  at  the 
crown  and  too  high  at  the  haunches  for  an  extremely  light  ring. 
such  as  might  be  used  for  reinforced  concrete  arches.  He  states,  in 
[engineering  Record,  that  it  has  been  found  that  nearly  all  arches 
with  elliptical  intrados  and  thin  arch  rings  wilt  show  slight  cracks 
at  the  intrados  crown. 

A  circular  segment,  on  the  contrary,  will  show  cracks  at  the 
tinder  surface  at  the  haunches  and  will  break  away  from  the  span- 
drels above  the  springings,  showing  that  this  curve  is  too  flat  at  the 
haunches  and  too  sharply  curved  at  the  crown  for  the  earth  loading. 

He  proposes  the  curve  shown  in  Fig.  41,  in  which  the  inner 
curve  is  a  mean  between  the  ellipse  and  a  segment  of  a  circle  having 


the   same   rise   anil   span,  and   the  outi 

;r  curve  is  a  circle.     In  this 

fuiuri'  the  ellipse  a  b  c  is  the  same  cut 

-ve  as  the  inner  curve  of  Fig. 

4(1:  the  circular  segment  a   d   c   passe: 

!   through  the  crown   and   the 

springing    of   the   ellipse.      The    inner 

curve   of   the    arch    is    then 

determined  as  a  mean  of  these  two  ci 

irves  by  bisecting   the  vertical 

distances   between.      In  order   to   facili 

late   laying  it   out.    the   curve 

is    approximated    by    arcs    of   circles 

determined    by    trial    after    a 

sufficient   number  of  points  on  the  cur 

ve  have  been  plotted. 

The   outer   curve   is   ;i   circle    hav: 

mg   its   center   on    the    center 

line  of  the  arch   and   a   radius  equal  t 

it  the  radius  nf   the   intrados 
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at  the  crown  plus  two  and  one-half  times  the  crown  thickness. 
This  relation  between  the  radii  of  inner  and  outer  curves  results 
in  an  arch  ring  of  a  thickness  varying  approximately  as  the  secant 
of  the  angle  of  inclination.  Such  a  ring  is  believed  to  give  better 
results  for  equilibrium  than  either  an  elliptical  or  a  circular  arch. 


Y 


Fig.  42  illustrates  a  method  much  in  use  for  determining  the 
thickness  of  the  arch  ring  for  arches  of  brick  or  stone  masonry. 
The  critical  joint  in  each  half  span  is  at  half  the  rise.  Its  thick- 
ness is  determined  as  follows,  where  S  is  the  clear  span  and  R  the 
rise,  t  is  the  thickness  at  the  joint  and  d  the  crown  thickness: 

S 


R 


=  3;  t  =  1.8d. 


_g-  =  4;  t  =  1.6d. 


JS_ 
R 


=  5;  t  =  1.4d. 


On  squared  paper  the  above  values  can  be  plotted  and  a  line 
drawn  so  the  thickness  for  other  ratios  can  be  obtained.  For  an 
elliptical  arch  the  number  of  centers  used  in  determining  the  inner 
curve  is  equal  to  the  ratio.  When  the  ratio  exceeds  5  it  is  best 
to  use  reinforced  concrete. 

To  determine  the  arch  thickness  throughout  set  out  the  inner 
curve  and  mark  on  it  the  length  of  the  two  critical  radial  joints. 
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Set  off  at  the  crown  the  thickness.  Connect  the  upper  end  of  this 
with  the  upper  end  of  the  joint  on  one  side.  Bisect  this  connecting 
line  and  produce  the  line  bisecting  it  to  a  junction  with  the  vertical 
line  through  the  middle  of  the  half  span.  This  gives  the  radius 
of  the  outer  circle  of  the  arch  ring.  It  stops  at  the  critical  joints, 
from  which  point  the  outer  line  is  tangent  to  the  outer  curve. 

If  the  height  is  increased  by  resting  the  arch  upon  vertical 
abutments  the  thickness  of  the  abutment  will  be  0.3  span  and  at 
the  rear  end  will  rise  until  intersected  by  the  outer  arch  line. 

For  the  thickness  of  the  crown  of  reinforced  concrete  bridges 
Mr.  F.  F.  Weld  gives  the  following  in  the  Engineering  Record: 

C  =  thickness  of  arch  ring  in  inches  at  crown. 

S  =  clear  span  in  feet. 

L  =  live  load  per  square   foot  uniformly  distributed. 

D  =  weight  of  fill  over  the  crown  per  square  foot. 

C  =  V  "5~+  0.1  S  +  0.005L  +  0.0025D. 

Example — To  find  thickness  of  arch  at  crown. 

Span  60  feet. 

Live  load  200  lbs.  per  sq.  ft,  or  15  ton  steam  roller. 

Fill  over  crown  2  feet  thick. 

C  =  7.7  +  6  +  1  +  0.55  =  15.2  ins. 

For  railroad  bridges  add  50  per  cent  to  the  equivalent  live  load 
for  impact. 

Having  determined  C  lay  out  arch.  Rise  is  preferably  ^  to 
1-10  the  span  but  will  usually  be  governed  by  local  conditions. 
Thickness  of  ring  at  critical  joint  should  be  1%  to  V/*  C,  depending 
upon   curve  of  intrados. 

Steel  reinforcement  should  be  in  two  layers  on  account  of 
reversal  of  stresses  and  made  continuous  over  the  entire  span. 
Amount  in  each  layer  should  be  equal  to  0.4  of  one  per  cent  (total 
0.8%).  There  should  be  shear  members  rigidly  connected  to  longi- 
tudinal rods  and  extending  from  one  layer  to  another.  Mr.  Weld 
is  engineer  for  a  firm  manufacturing  a  special  reinforcing  rod 
with  such  shear  members.  The  shear  members  are  necessary,  how- 
ever, at  certain  places  on  the  arch  and  do  no  harm  at  all  points  as 
stated.  With  a  well  designed  equilibrium  arch  the  lower  rein- 
forcement can  be  dispensed  with  near  the  haunches,  below  the 
critical  joint  and  the  upper  reinforcement  can  be  omitted  at  crown, 
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provided  plenty  of  shear  members  are  placed  on  each  side  of  the 
joint. 

In  this  connection  Mr.  Luten  says:  "A  concentrated  load  ap- 
plied to  the  crown  of  such  an  arch  as  that  of  Fig.  41  will  require 
reinforcement  along  the  inner  surface  at  the  crown  and  along  the 

.  outer  surface  at  the  haunches.  By  using  one  series  of  reinforcing 
members  for  both  these  regions  and  alternating  the  points  of  their 
crossing  the  arch  ribs,  the  one  system  of  rods  can  be  made  to  rein- 
force w  the  arch  against  all  stresses.  By  distributing  the  points  of 
crossing  so  that  the  rods  will  cross  in  the  middle  and  thirds  of  the 
half  arch,  this  reinforcement  will  provide  also  for  all  possible 
concentration  of  loads   on  the   arch." 

The  difference  in  the  two  plans  consists  in  the  fact  that  Mr. 
Weld  places  reinforcement  on  both  sides  of  his  arch  ring  and  has 

*shear  members  the  whole  length.  'Mr.  Luten  reinforces  his  arch 
from  a  short  distance  on  the  outside  of  each  critical  joint  on  the 
bottom  across  to  the  same  place  on  the  other  side.  The  rods  are 
continuous  from  the  outside  end  on  top  to  where  they  cross  the 
ring  and  go  over  on  the  underside.  The  top  of  the  ring  he  does 
not  reinforce  between  the  places  the  outer  rods  cross  to  the  bot- 
tom near  the  critical  joint.  He  lightens  his  abutments  by  taking  the 
rods  down  to  the  water  level  and  crossing  them  under  the  bed  in 
a  concrete   pavement,  thus  tying  the  abutments  together. 

Mr.  Weld  recommends  that  central  piers  should  have  a  mini- 
mum of  1-12  the  span  and  be  battered  for  appearance  and  sta- 
bility. 


Fig.  43  shows  an  arch  reinforced  in  a  manner  illustrating  the 
ideas  presented  by  Mr.  Weld.  Fig.  44  shows  an  arch  reinforced 
in  accordance  with  the  ideas  presented  by  Mr.  Luten.  Mr.  Luten 
objects  to  the  usual  design  of  culverts  with  sides  and  tops  figured 
as  flat  slabs,  and  makes  a  plea  for  the  arch,  this  being  more  espe- 
cially applicable  to  railroad  culverts  or  culverts  under  embankments 
having  railroad  tracks  on  top. 
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He  gtve«  the  following  (Eng.  News,  May  24,  1906)  for  de- 
signing such  culverts  for  spans  up  to  50  ft  and  with  not  more 
than  10  ft  of  fill  over  the  crown. 

Crown  thickness  =  J*g|5L  +    * 

Outer  circle  drawn  with  center  1-10  of  span  below  center  of 
inrer  circle. 

Back  of  abutments  tangent  to  outer  circle  and  battered  one 
in   four. 

Square  inches  of  steel  required  to  reinforce  one  edge  of  arch 

for  1  ft.  in  width  =  H^ 

Where  H  is  height  of  opening  in  feet,  C  is  crown  thickness 
in  inches,  and  L  is  live  load  in  pounds  that  can  be  concentrated 
on  single  track  over  half  span. 

If  the  arch  is  reinforced  near  both  edges  (double  reinforce- 
ment), the  steel  near  the  other  edge  must  be  added  to  the  area 
given  by  the  formula.  If  reinforced  by  a  single  series  of  rods, 
they  should  cross  the  arch  rib  at  points  one-third,  one-half  and 
two-thirds  of  the  distance  from  springing  to  crown. 

The  arch,  of  course,  carries  the  weight  of  the  load,  yet  the 
observer  only  sees  the  underside  of  the  arch.  The  road  is  carried 
on  a  straight  line  which  is  determined  by  the  retaining  walls  (or 
spandrels)  set  on  the  outer  edge  of  the  arch.  These  walls  are 
designed  as  regular  retaining  walls. 

The  abutments  can  be  figured  as  already  mentioned  if  the 
rise  begins  at  the  level  of  the  ground  or  the  surface  of  the  water. 
If  the  arch  rests  upon  abutment  walls  their  thickness  will  be  gov- 
erned somewhat  by  the  height  of  the  embankment,  for  they  will 
serve  the  double  duty  of  retaining  walls  and  arch  abutments. 

The  point  where  the  curve  begins  at  the  top  of  the  abutment 
wall  is  termed  the  springing.  The  horizontal  thrust  of  the  arch 
at  the  top  of  the  springing  is  equal  to  the  total  weight  on  the 
arch,  including  the  weight  of  the  arch,  divided  by  1.414.  The 
vertical  force  at  the  springing,  tending  to  aid  the  stability  is  equal 
to  half  the  weight  of  the  arch  and  load. 

Calling  H  the  height  of  the   springing  above  the  ground,  the 

overturning  moment  due  to  the  thrust  on  the  arch  =rw_.H  where 

oR 
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w  is  the  weight  per  lineal  foot  of  arch  and  load,  S  is  the  span,  and 

R  is  the  rise.     The  resisting  moment  is  =    ]~      +  — *  where  W 

is  the  weight  of  the  abutment  per  cubic  foot,  and  t  is  the  thrust 
against  the  abutment  at  the  springing.  The  moments  can  be  com- 
pared with  those  acting  against  the  abutment  as  a  retaining  wall 
and  the  one  producing  the  heavier  abutment  will  be  used  in  the 
design.  In  adopting  this  method  the  support  given  the  retaining 
wall  by  the  arch  can  be  taken  into  account,  for  the  thrust  of  the 
fill  wiH  assist  in  counteracting  the  thrust  of  the  arch. 

CEMENT  TESTING. 

Every  city  engineer  should  have  a  cement  testing  outfit,  but  if 
the  town  cannot  afford  one  he  can  make  tests  to  satisfy  him  that  the 
cement  he  is  using  is  practically  complying  with  the  National 
standard   specifications. 

In  the  chapter  on  concrete  simple  acid  tests  are  given  to  de- 
tect the  admixture  of  raw  material.  When  a  cement  is  unusually 
light  in  color  and  does  not  wear  well  the  acid  test  may  show  that 
Considerable  raw  material  was  added  to  it  after  manufacture. 

All  things  being  equal,  the  finer  a  cement  is  ground  the  better 
it  will  be  in  concrete,  or  mortar.  The  first  test,  therefore,  should 
be  directed  toward  ascertaining  the  fineness.  Obtain  a  scale  that 
will  weigh  up  to  one  pound  by  quarter  ounces.  Obtain  from  a 
reputable  maker  a  100  mesh  sieve  made  of  No.  40  wire,  Stubbs' 
gauge,  and  examine  it  with  a  nrcroscope  to  see  that  the  interstices 
are  uniform.  Weigh  out  carefully  three  ounces  of  cement  into  the 
sieve.  Holding  the  sieve  in  the  right  hand  shake  it  rapidly  but 
not  violently  at  the  rate  of  about  twenty  movements  a  minute, 
striking  it  gently  agair.st  the  ball  of  the  left  hand. 

It  will  require  about  ten  minutes'  shaking,  but  if  a  few  coins 
or  telephone  slugs  are  put  in  with  the  cement  the  operation  will 
be  hastened.  When  the  cement  seems  to  have  stopped  going 
through  the  sieve,  pour  the  residue  carefully  on  to  the  scales.'  As 
the  standard  specifications  call  for  not  less  than  92  per  cent  to  go 
through  a  100-mesh  sieve,  this  amounts  to  about,  one-twelfth,  or  in 
three  ounces  to  one- fourth  of  an  ounce  of  residue.  Make  the 
test  several  times,  or  with  six  ounces  instead  of  three  occasionally. 
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The  specific  gravity  test   is  beyond  the  reach  of  the  greater 
number   of   engineers.     The    soundness    test   and   time    of   setting 
are  tests  readily  made.     The  specifications  in  the  preceding  chap- 
ter  tell   what   to   expect.     For   a   Portland   cement   use    about  20 
per  cent  of  water  and  conduct  the  operations  in  a  room  having  a 
temperature  close  to  62  degrees  F.    Make  a  mortar  of  neat  cement 
and  water,  mixing  thoroughly  for  about  five  minutes  under  pressure, 
time  to  be   estimated   from   moment  of  adding   water  and  to  be 
considered  of  importance. 

Make  on  glass  plates  two  cakes  each  about  three  inches  in 
diameter,  half  an  inch  thick  and  drawn  down  to  fine  edges,  and 
cover  them  with  a  damp  cloth  or  place  them  in  a  tight  box  not  ex- 
posed to  currents  of  dry  air.  At  the  end  of  the  time  specified  t 
for  initial  set  apply  the  needle  one-twelfth  of  an  inch  in  diameter, 
weighted  to  one-fourth  of  a  pound  to  one  of  the  cakes.  If  an  in- 
dentation is  made  the  cement  passes  the  requirement  for  initial 
setting.  If  no  indentation  is  made  it  is  too  quick  setting.  At  the 
the  end  of  the  time  specified  for  "final"  set  apply  the  needle  one- 
twenty-fourth  of  an  inch  in  diameter  loaded  to  one  pound.  The 
cement  cake  should  not  be  indented. 

The  needles  mentioned  can  be  made  by  anyone.  Take  *w0 
pieces  of  wire  eight  or  nine  inches  long  and  file  one  end  of  each 
to  the  size  mentioned.  A  ball  of  lead  the  required  weight  is  then 
fastened  on  the  wire.  The  wires  are  applied  by  holding  them 
vertically  between  the  fingers,  letting  the  small  end  rest  on  the  p&*- 

Expose  the  two  cakes  to  air  under  a  damp  cloth  for  twenty-*0^1* 
hours.      Place    one    of    the    cakes,    still    attached    to    its   plate,  in 
water  for  twenty-eight  days;   the  other  cake  immerse  in  water  at 
about  70°  temperature  supported  on  a  rack  above  the  bottom  of  the 
receptacle;    raise    the    water    gradually    to    the    boiling   point  and 
maintain   this   temperature   for   six   hours   and   then   let  the  water, 
still  containing  the  cake,  cool.     When  making  the  boiling  test  it  1S 
important   to  keep  the   same  depth   of  water   over  the  cake.    For 
the  purpose  have  another  vessel  beside  the  one  containing  the  cake, 
full  of  water  and  add  water  from  time  to  time  to  the  testing,  ves- 
sel, to  supply  losses  by  evaporation.     The  added  water  being  also 
boiling  will  not  affect  the  test. 

If  the  boiled  cake   shows   evidences  of  cracking  or   distortion 
either  reject  the  test  or  wait  for  the  results  of  the     twenty-eight- 
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day  test  of  the  cake  in  fresh  water.    The  foregoing  are  the  recom- 
mendations of  the  United  States  Army  Engineers. 

The  tensile  test  is  the  one  that  is  always  mentioned  in  speci- 
fications and  on  which  great  reliance  is  placed.  Briquettes  are 
made  of  neat  cement  and  about  20  per  cent  of  water,  and  of  1 
cement  to  3  sand  with  about  12J4  per  cent  of  water.  About  one 
pound  of  cement  is  used  and  the  mixture  is  thoroughly  kneaded 
with  the  hands  covered  with  rubber  gloves.  It  is  made  into  a  ball 
and  tossed  from  hand  to  hand  for  several  minutes,  after  which  it 
is  pressed  into  the  briquette  molds  firmly.  Ramming  it  or  tamping 
with  a  hammer  is  not  always  looked  upon  with  favor,  although 
these  are  customary  methods  for  securing  hard  briquettes. 

The   lowest   priced    tensile   testing  machine   costs   about   sixty 
dollars.     The   writer,   in   a   previous  book   some   years   ago,   men- 
tioned  the  cross  bending  test  as  a  fairly  reliable   substitute,   and 
has    made   many  tests   with   an   ordinary   water   pail   to   apply   the 
Weight.     He  at  first  used  bars  one  inch  square  and  six  inches  long 
With  a  clear  span  over  supports,  of  five  inches.     By  experimenting 
considerably  he  finally  made  bars  eleven  inches  long  and  one  inch 
square  resting  on  supports  ten  inches  apart.    A  pail  is  hung  over  the 
Hiiddle  of  the  bar,  or  beam,  and  the  weight  to  be  poured  into  the 
Pail    is   practically   about   one-tenth   the    required    tensile   strength. 
To  make  the  beams  use   an   iron   frame   such  as  printers   use 
for  forms.     Have  ten  short  pieces  of  steel  or  iron  exactly  one  inch 
square  and  five  strips  of  %  in.  by  1  in.  iron  and  set  of  printer's 
quoins.     Set  the  iron  blocks  and  strips  in  the  frame  so  that  there 
Will  be  made  fivt  recesses  each  one  inch  square  and  eleven  inches 
long.     Put  the  cement   mortar   into   these   recesses   and   when   set 
remove  them  to  a  box  where  they  can  rest  without  distortion  or 
without  being  exposed  to  currents  of  dry  air.    They  should  be  thus 
kept  under  a  damp  cloth  for  twenty-four  hours  and  then  be  placed 
in  water  until  needed  for  the  seven-day  and  twenty-eight-day  test. 
The  writer  breaks  the  five  beams  for  each  set  of  tests  and  takes 
the   average   as   one-tenth   of   the   required    tensile   strength.     This 
gives  an   extremely   close   agreement   with   regulation   tensile  tests. 
The  sand  should  be  either  the  standard  sand  recommended  by 
the   American   Society  or   should   be   the   standard  crushed  quartz. 
Still  the  very  best  sand  used  in  the  vicinity,  carefully  cleaned,  will 
often  do. 
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The  cement  should  be  brought  on  the  site  of  the  work  at  least 
ten  days  before  it  will  be  used  in  order  to  give  time  for  a  seven- 
day  test. 

In  sampling  cement,  take  every  tenth  barrel  or  every  fortieth 
sack.  Baking  powder  cans  are  excellent  for  taking  samples  to  the 
testing  laboratory.  Carry  them  in  a  basket,  or  pail.  About  one 
pound  should  be  taken  from  each  sack. 

Make  a  briquette  or  bar  from  each  sample  and  then  average  the 
remainder  for  a  test  briquette  representing  the  average  of  the  lot. 

Every  book  dealing  with  concrete  contains  considerable  in- 
formation on  cement  testing.  The  best  book  on  the  market  today 
dealing  with  the  subject  is  "Practical  Cement  Testing,"  by  W. 
Purves  Taylor  ($3.00).  Every  engineer  handling  large  quantities 
of  cement  should  possess  a  copy.  The  subject  of  simple  tests  is 
fully  treated  in  that  work  and  the  method  of  breaking  beams  in  a 
cross-bending  test  is  also  fully  gone  into. 

USEFUL  LUTES  AND  CEMENTS. 

Waterproof   Compositions — Asphalt    Fluid    Coatings — Heat  as- 
phalt in  a  steam  jacketed  kettle  and  a  mixture  can  be  obtained  with 
petroleum  naphtha  in  which   the  part  of  asphalt  not  dissolved  is 
held  in  suspension.     Asphalt  is  entirely  soluble  in  benzol  or  toluol, 
which   are   about   the   cheapest   of  all   the   constituents   of   asphalt. 
Tar  and  pitch  are  sometimes  used  in  this  connection,  but  tar  contains 
water,  light  oils,  and  free  carbon,  and  does  not  wear  as  well  as  re- 
fined asphalt;  and  pitch  contains  free  carbon,  which  is  sometimes 
objectionable  when  thinned  out  with  a  solvent.     The  asphalt  alone 
is   sometimes   pervious   to  water,   and  this   is   improved   by   adding 
about  one-fourth  its  weight  of  paraffin,  and  made*  better,  if  in  addi- 
tion a  little  boiled  linseed  oil  is  added  also.     For  thicker  composi- 
tions, where  body  is  required,  asbestos,  stone  powder,  cement,  etc., 
may  be  added  as  fillers. 

Oil-Proof  Compositions — For  Small  Leaks — Good  glue  or  gela- 
tine, 2  parts;  glycerine,  1  part  and  water  7  parts.  Apply  warm  and 
it  stiffens  quickly  on  cooling.  Another  very  useful  composition  is  a 
stiff  paste  of  molasses  and  flour.  A  stiff  paste  of  glycerin  and 
litharge  is  oil-proof,  acid-proof  and  water-proof.  These  form  a 
chemical  combination  ar.d  set  in  a  few  minutes.    By  adding  a  little 
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water  the  paste  will  set  more  slowly.  It  is  mixed  as  required. 
Plaster-of-Paris  wetted  by  itself,  or  mixed  with  asbestos,  straw, 
hair,  etc.,  is  useful.  A  solution  of  silicate  of  soda  made  into  a 
stiff  paste  with  carbonate  of  lime,  gets  hard  in  six  to  eight  hours. 

Acid-Proof  Compositions — The  asphalt  compositions  already 
mentioned,  compositions  of  melted  sulphur  with  fillers  of  stone 
powder,  cement,  etc.,  also  the  following  which  withstands  hydro- 
chloric acid  vapors :    Rosin,  1  part ;  sulphur,  1  part ;  fire-clay,  2  parts. 

The  lute  composed  of  boiled  linseed  oil  and  fire-clay  acts  well 
with  most  acid  vapors.  Compositions  of  glycerine  and  litharge 
are  useful,  especially  when  made  according  to  the  Davis  formula: 
Litharge,  80  pounds;  red  lead,  8  parts;  "flock"  asbestos,  10  parts, 
fed  into  a  mixer,  a  little  at  a  time,  with  small  quantities  of  boiled 
oil  (about  six  parts  of  oil  being  used). 

A  particularly  useful  cement  for  withstanding  acid  vapors,  being 
also  tough  and  elastic,  is:  Crude  rubber,  cut  fine,  1  part;  linseed 
oil,  boiled,  4  parts;  fire-clay,  6  parts.  The  rubber  is  dissolved  in 
carbon  disulphide  to  the  consistency  of  molasses  and  then  mixed 
with  the  oil. 

The  foregoing  recipes  were  given  by  Samuel  S.  Sadtler,  chem- 
ist, in  a  paper  read  on  June  4,  1904,  before  the  Philadelphia  Engi- 
neers' Club. 

Other  useful  formulas  are  found  in  Spon's  "Dictionary  of  Work- 
shop Receipts." 

In  a  preceding  section  the  writer  has  mentioned  several  methods 
of  making  water-tight  joints  in  sewer  pipes.  In  addition  to  the 
methods  there  described  he  has  used  a  sulphur  joint  made  of  sul- 
phur and  sand.  The  sulphur  is  melted  with  the  sand  to  a  consistency 
where  it  will  pour.  A  dam  is  made  at  the  joint  and  the  cement 
poured  in  like  the  lead  in  a  water  pipe.  It  cools  very  rapidly  and  if 
properly  done  is  successful.  The  number  of  men  having  the  skill 
and  patience  to  do  a  good  job  this  way,  is  small.  Mr.  Potter,  the 
well  known  sanitary  engineer  is  the  one  who  first  advocated  this 
cement:  Two  or  more  lengths  of  sewer  pipe  are  cemented  together 
on  the  bank  and  lowered  into  place  in  the  trench.  As  the  cement 
practically  makes  one  piece  out  of  the  several  joined  sections  the 
total  number  of  joints  is  reduced  so  they  do  not  leak  so  freely. 
Care  must  be  taken  to  have  a  bed  the  pipes  will  rest  upon  evenly. 

Stone  and  Other  Cements — For  setting  iron  in  stone  the  above 
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sulphur  cement  is  good.  From  Mr.  Sadtler  the  following  recipe 
for  stone  cement  is  had :  Zinc  oxide,  or  magnesium  oxide,  2  parts ; 
zinc  chloride  or  magnesium  chloride,  1  part. '  Water  to  make  a  paste. 
Powdered  stone  is  generally  used  as  a  diluent.  An  iron  cement  is 
made  as  follows:  Iron  filings,  40  parts;  manganese  dioxide  or 
flowers  of  sulphur,  10  parts;  sal  ammoniac,  1  part;  Portland  cement, 
20  to  40  parts;  water  to  form  a  paste. 


INDEX. 


Page 

Acid  proof  cements 489 

Acid  test  for  cement 224 

Additions  to  cities 286 

Adjustment    of    sewers 153 

Advice  about  drawings 332 

Aerobes     \ 112 

Aerobic    bacteria 152 

Aggregates  for  concrete . .  230,  23? 

Air,  impure 110 

Alarms,  fire  and  police 278 

Alley   cleaning 117 

Alumina    222 

American  system  of  filtration.  191 

Anaerobes    112 

Anaerobic    bacteria 152 

Aqueducts    203 

Architects'   surveys 324 

Arches,  design  of 478 

Areas,  bars  and  rods 413 

formulas   for 391 

irregular    surfaces , 393 

water  way   178 

Armored    macadam 52 

Artesian  wells 194 

Ashes,   disposal  of 115 

Asphalt   43 

pavements    59 

specifications    73 

Asphalted   macadam 50 

Assessing  cost 344 

Assistant   engineers 356 

Automobile  damage  to  roads. .  49 

Axis,  neutral .• 258,  438 

Bacteria    112 

in  sewage 152 

Basalt  blocks 56 

Base,  official  in  cities 16 

ordinance   for 17 

paving 45,  56,   65,  91 

sidewalk    37 

Basins,  catch.. 13,  29,  129,  130,  140 

Battle  Creek,  use  of  water 196 

Baumeister,   system  of  sewer- 
age     140 

grade    formula 180 

Beams,    calculations 417 

continuous    425 

deflections    445 

formulas    445 

loads   on   1 456 

resistance   of 435 

sizes    of 263 

wooden     4">1 

Bearing    pressures 450 

Beds,  sewer,  filters 151 


Page 

Bench  marks 324,  351,  368 

Bending  moments 263,  417 

Bidders,   instructions  to 89 

Binding    records 328 

Bins    473 

Bitulithic    pavements 52 

specifications 91 

Bituminous   rock 59 

Block,  concrete,  specifications. 

239,    247 

pavements    43 

stone,   paving 55 

Blocking   sidewalks 36 

Blue   prints 329 

Boning    rods 21 

Books,   field 301,   307,  321 

inspectors    355 

job    306 

office    307 

recorded   plats 318 

Boundaries,    curved 387 

Bradford    weir 183 

Breadth  of  beams 263 

Brick  cross  walks 31 

foundations   for  curbs 28 

pavements   43,   60 

sewers    134 

sidewalks   26 

specifications 76,  64 

tables  of   quantities 185,    186 

Bridges,    details   of 281 

I-beam   458 

Brooklyn    maps 344 

Building  and  plumbing  inspec- 
tors        9 

code    280 

healthfulness    119 

loads   for 449 

permits    335 

Bulkheads 469,    475 

Burkli-Zeigler    formula 179 

Business  streets 11,  19 

Calculations  for  beams 417 

Cans   115 
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of    pipes 173 
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Card  index 297,  310,   332 

postal,  records 349 

Car  loads,   pipes 187 
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Catch  basins... 13,  29,  129,  130,  140 
Cedar  blocks 57 
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Cosecants,  table  of 401 

Cosines,  table  of 399 

Cost  assessment   344 

cleaning   streets    110 

hauling  garbage 110,  116 

maintenance    40 

oiled   roads    54 

pavements    40,   62 

sewage    purification 150 

sewers    187 

street   improvements 12 

street  lighting   274 

street    repairs    12 

street  sweeping 118 

Cotangents,  tables  of 397 

Councilmen,    temporary    inter- 
est  in  affairs 4 

Coverings  for  gutters 32 

Crane's  sewer  slide  rule 176 

Crematories  for   garbage 116 

C reosote   oil    67 

^x*eosoted  wood ; 58 

Crossing  (see  al3o  Cross  Walks). 

street    19 

Cross  section   of  streets 11 

Crosswalks    (see    also    Walks) 

30,   72,   75,   78,   80 

specifications    for 98 

Crown    of    streets 11,    16 

rules   for    12,    23 

Crushed    stone    • 71,    72 

C  ulvert  areas  178 

Culverts    266 

—  \irbing  27 

and  gutter  34 

corners    29 

elevation    of 11 

height     29 

repairs   to   wall 70 

setting   21 

specifications    98,   64,   68 

walks  and  gutters 26 

Curved   boundaries    387 

Curves,   vertical 19 

Cushion,    sand,    for   paving 65 

Cylinders,    formulas    for 392 

I>amage    by    automobiles 49 

X>ams    462 

XDanger  from   smells 110 

wells     110 

£>ata,    engineering 390 

fire    stream 212 

work    done 327 

Day  labor 268 

Dead  ends   200 

Decimals,    of    foot 403 

inch    405 

Decomposition  of  organic  mat- 
ter     112 

waste    Ill 

Deed,    descriptions    in 300 

Deflection   of  beams 445 
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Deformation  ratio   258 

Deformed   steel   reinforcement. 265 

Department    records 337 

Deposits  in  sewers 141 

Depth  of  beams 263 

gutters 29 

sewers    140 

Designing  roofs 433 

sewers    180 

waterworks    200 

Designating  work 332 

Detail    drawings 329 

Details  of  city  bridges 281 

Diagrams,    contractors 22 

flow  of  water 175,   177,  209 

forces     461 

stadia     343 

Dimensions    of   beams 263 

Direction  and  superintendence  86 

Dirt,  danger  from 110 

Discharge  of  water    208 

Disposal,  garbage 113 

refuse 143 

sewage  149 

Diversion  weir 184 

Dock  walls 475 

Draft  in  chimneys 211 

Drainage    128/   140 

and  traction   13 

buildings  119,  122 

connections   for 42,    120 

materials    for    drains 133 

streets   n 

surface  and  subsurface 129 

ventilation    of   drains 122 

Drawings  (see  also  Maps,  Plats). 

accompany    contracts 359 

advice    about 332 

contractors     352 

duplicating    328 

filing   of    304 

sections      indicating      mate- 
rials     ..330 

Driving  piles 450 

Dry  concrete 232,  267 

Duluth  maps 347 

Duplicating  drawings  329 

specifications    360 

Durability  of  roads 49 

Duties  of  engineers 7 

Earth  roads   43,  45 

Egg-shaped    sewers    141 

Elasticity,    Modulus    of.... 258,  438 

Elastic  limit    258,  445 

Elected   officials    5 

Electric    pumps     194 

roads   41 

Electrolysis    41 

Elevation,  curbs   11 

fixing  of  grade 16 

official    base    16 

Ends,  dead   200 
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Engineers (  see  also  Surveyors). 

and  property  owners 6 

appointment   of 7 

assistant    356 

common   sense  of 7 

consulting    8 

corporation     9 

duties   of    7 

ordinance    appointing 7 

pay    of    4,    6 

qualifications    3 

records    294,  327 

selection   of 6 

tact    a    good    quality 5 

Engineering  data   390 

English  system  of  filtration.  ..191 

waste  of  water,  in  cities 198 

Escaping    gas    64 

Essentials  of  contracts 269 

Establishing  grades 11,  14 

Evaluating    old    plants 289 

Excavation  in  trenches 187 

Excess    sewage    How 141 

Excreta     Ill 

Expansion  joints 58 

Explosions,  gasoline    279 

Eucalyptus  pavements 57 

Fat  concrete  235 

Fees    9 

Fences,  surveys  for 283 

Fiber  stresses    258 

Field  books 321,  301,  307 

work     361 

Filing  and  indexing  maps.301.  285 

drawings     304 

plats    295 

systems  for  private  practice. 302 

trade    literature    325 

Filler,    paving    joints 66 

Filling    forms     232 

Filters,    sewage    152 

Filth    110 

Filtration,  sewage   151 

water   191 

Fire  and  police  alarms 278 

hose    199 

losses     279 

streams    199.   212.   213 

Fixing  grades  11,  14 

Flag    sidewalks     26 

Floors     429 

bridge    281 

Flow   diagram   177 

foul    182 

in  sewers   131 

line    373 

of  water..  173,    176.   208,  217,   218 

velocity    in    sewers 137 

Flumes    128 

Flushing  sewers 137.    143 

Flush  tanks   138,  142 

Foot,  decimals  of 403 

Footings  of  walls  and  columns.266 
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Force  diagrams   461 

Forms  of  procedure 355 

concrete     36 

concrete,    treating  of 234 

filling  of   2S2 

Formulas,  beam,  417,  et  seq..41j> 

Chezy     l]f 

column    265,  w 

culvert  areas   IJf 

flow  of  water 1JJ 

for  K  and  k 261 

Kutter's    lg 

mensuration   391 

pile  driving  «g 

pumping  water    *05 

reinforced    concrete    ZJ* 

specified  gravity  JJ 

storm    water 1™ 

summits    JJ 

trigonometric    3ri 

voids    •' 

Foul  flow   ijj 

Foundations,   concrete  If 

curbs    .« 

loads  on    4J? 

pavements    *J 

Franchises  for  street  railways  J  J 

general    *g 

Freezing  of  concrete *J][ 

Freight  rates  and  pavements.  4U 

Friction   in   pipes jJJ 

Frozen  water  pipes *"} 

Frost   action   on   walks J* 

Frustrum  formulas   »J* 

Funds,    sinking    292,  410 

Garbage    Ill,  U° 

crematories   *}* 

disposal   113,  116 

haulage,    cost    of ljj 

Gas,  connections  «  . 

engine   pumps    194 

of  decomposition    Ill 

sewers    137,    149 

under    pavements    63 

Gaskets   in    sewer   joints 171 

Gasoline    explosions    279 

General    clauses    in    specifica- 
tions    81,  107 

Girders,   wooden   452 

Grades,   center   lines 16 

elevations 15,  16 

establishment    of 11,     14 

minimum  for  gutters 24 

ordinance    for    17 

profiles   of    21 

sewers    131,   180 

sidewalks    373 

sub    70 

summits    in     13 

temporary    15 

Graders,    road    63 

Grading,   at  sidewalks 39 

specifications    104 
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GTain  bins  ....473 

Granite  block  paving 55,   79 

curbs    2S 

Gratings  in  gutters  130,  133 

Gravel   roads    43,   45,   91 

streets,  curbs  for 28 

Gravity,    center    of 435 

specific    77 

system   of  water  works 193 

Grease  traps 126 

Grouting   55,   77 

Ground   water    192 

Growth  of  population 180 

Gutters 33,  128 

curbs    and    walks 26,    34 

covers    32 

depths    29 

minimum  grade    24 

specifications    68,    98 

summits  in    25,  30 

Gyration,  radius  of 447 

l-iand    mixed    concrete 37 

JE-Iarbor  front  walls 475 

feiardening,  concrete   234 

mortar     221 

Hartford  system   297 

Haulage  tests    43 

^Mauling   waste    115 

Xiassam  pavement  63 

specifications    101 

Healthfulness    of    wood    pave- 
ment    59 

Healthy  buildings    119 

Hectograph    329 

Height   of   cuib    29 

Height  of  crowns  (see  Crown). 

Horses,   effort  on  grades 14 

in   gutters    34 

Horsepower  of  chimneys 211 

pumps    205 

Hose,  fire  199 

pressure  for   220 

House  connections  141 

drains  120,  122 

numbering   356 

Hydrants  199,  292 

pressures    212 

Hydraulic  weights  and  meas- 
ures      220 

I-beam  bridges    458 

columns     454 

safe  loads  on 456 

Ideal  pavement   52,  43 

Illness   from  insanitation 110 

Impression     made      by      good 

streets    15 

Improvements,  streets,  cost...  12 

temporary    15 

diagrams  for 22 

Impure  air 110 

Inch,  decimals  of 405 

Incineration   of  garbage 117 

Jndex,    card 297,   310 
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Indexes 312 

Index   maps    313 

Indexing  and   filing  maps 301 

plats 295,  323 

surveys    322 

trade   literature    325 

Inertia,  moment  of 441 

Inlets 130,  132,  133,  134,  140 

Inspection  holes   139 

Inspectors    84,    9 

books    355 

meters   as    196 

Instructions  to  bidders 89 

Insurance  200 

Inverts    180,    373 

Inverted  siphons   181 

Interested    engineers 9 

Interests,  vested  135 

Intersections,   street 19,    24 

Iron,  cast,  columns 455 

pipe 201 

weight  of  411 

Irregular  areas   393 

loadings    421 

roads    374 

Irrigation  with  sewage 150 

Job   books    306 

Joints,   gaskets  in 171 

in    pavements 55,    58 

lead  212 

Junctions,  sewer 120,  372 

K,    tables    of 262 

k,  tables  of  values 260 

Kuttei^s    formula 174 

Labor,    contract  vs.    day 268 

Lakes  as  source  of  water  sup- 
ply     192 

Land  disposal  of  garbage 113 

Large  vs.  small  pipes 200 

Laying  brick  pavement 66 

concrete    72 

pipe    42,   195,  204 

Lead   joints    212 

Lean  concrete 235 

Legal  rights  in  river  pollution.  149 

Level   for   tapes    362 

Levels    351 

Licensed  surveyors   336 

Lighting  of  streets 274 

Limit,   elastic 258,   445 

Lime     221 

Loadings,   irregular 421 

Loads,   building 449 

I   beams    456 

roofs   433 

steel    columns 454 

wooden    posts    453 

Local       conditions       affecting 

paving    41 

labor  268 

Locating   points 386 

Logarithms    406 

Loose   leaf  index 315 
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Pavements   40 

asphalt     59 

base  for 56,  91 

bitulithic 52,   91 

bituminous   rock 59 

brick    60 

bridges  281 

concrete 62,  95 

foundations    45 

gas    under A"..?? 

Hassam 63,    101 

Ideal 43,    52 

maintenance   63 

patent •  •  •  *  94 

petrolithic 53,  104 

sinking  over  trenches 172 

values    of 44 

wooden  56 

leaving,   contractors 45 

costs 40,  62 

general  clauses 81 

material  choice  of  taxpayer.  40 

crowns  for 16 

selection   of 42 

specifications,  brick 64,  76 

cement 100 

granite    79 

petrolithic  104 

wood 67,   74 

Pay  of  surveyors 4 

engineers    4,     6 

Perforated    inverts 180 

Permits  for,  building 336 

plumbing    126 

Pestilence 110 

Petrolithic   pavement 53,    104 

Philadelphia  maps 345 

Pile   driving 450 

Pipe    capacity 173 

cast  iron 210 

contents  of 215 

depths  of 129 

friction  in 214 

feet    to   carload 187 

laying,  regulations 42,  204 

sewer 138,    171 

size  of  200 

Pipes,  frozen 204 

material    for 201 

thawing  of 204 

Piping  houses 123 

Plans  for  sewers 135 

Plastering  concrete 234 

Plat    books 318 

Plats  (see  also  Maps). 

filing  of 285 

indexing  of 295,  323 

Plumbing,   books  on 118 

defective    1 95 

ordinance    121 

permits    126 

pressure  on 201 


Page 

Points,  locating 386 

marking    364 

Police  and  fire  alarms 278 

Policy  of  officials 5 

Pollution  by  sewage 141,  149 

Polygons,  formulas  for 393 

Poor  concrete 236 

Population,  increase  in 180 

Portland   cement 223 

Positive    prints 334 

Postal  card  records 349 

Posts,  loads  on  wooden 453 

Pouring   concrete 232 

Precipitation,    chemical 150 

Preservation  of  roads 49 

Pressures,  bearing 450 

Pressure,  hose 220 

hydrant    212 

regulators 201 

walls   465 

water 199,  219 

wind  462 

Prints,   positive 334 

Private  notes 327 

sewers    135 

Procedure  forms,  of 355 

Producer  gas  engines 195 

Profiles 351,  362 

for  grades 21 

Property  owners  and  engineers    6 

Property  records 336 

Properties  of,   circles 394 

sections   444 

Proportioning  aggregates 246 

Proportions   for  concrete 236 

Proportioning  for  voids 238 

Protecting    labor 268 

new    walks 39 

Providence    records 295 

use  of  water 197 

Pull   on   grades 14 

Pumping  water 193,  205 

Pumps .  .194 

Purifying  water 203 

Purity  of  water 191 

Puzzolan   cement 222 

Qualifications      of     city     engi- 
neers       3 

Quality   of  water 191 

Quantity    of    water 195 

Radius  for  street  corners 29 

of    gyration 447 

Railings  for  bridges 283 

Railways,    street 41 

Rainfall  176 

Rates,    tax 292 

Ratio  of  deformation 258 

Reactions    425 

Recorded  plat  book 318 

Record,  maps,  of  tracks 349 

of  bench  marks 351 
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Records,  city  engineers 293,  327 

department 337 

profiles    351 

levels    351 

monuments    351 

postal  card 349 

property    33C 

small    places 358 

Recovering  points 364 

Reduction  of  garbage 116 

Refuse,  definition  of 118 

disposal  of 143 

Regulations  for  pipe  laying. ...  42 

Roughness,   coefficient  for 175 

Reinforced   concrete 234,    257 

columns 265 

sewers    134 

Reinforcing  steel 259,  265 

Relocation     of    curved     boun- 
daries   387 

Repairing  water  mains 200 

Repairs,  cost  of  street 12 

curb  wall 70 

roads  48 

Reports,    filing 300 

inspectors.   355 

Reservoirs    201 

'growths   in 203 

Resistance  of  beams 435 

Resisting  moments 263 

Resultant    461 

Resurveys 283,   334 

of  lots 365 

Retaining  walls 402.   464 

Retempered  mortar 244,   246 

Rich    concrete 236 

Rivers,   tidal 1 49 

Roadbeds,    concrete 267 

Road  graders 63 
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Stone    block    pavings 55 

Stone  cements- 489 
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curbs 28 

cross   walks 31 

gutters    33 

pavements 43,     79 

sidewalks 26 

Storing  water 193,  203 

Storm  sewers 136 

water   176 

Straw  and  manure 115 

Streams,    measuring 206 

Strength  of,  beams 263 

concrete 257,  235 

materials 459,   449 

wooden    beams 451 

Stress,    fiber 258 

Street  commissioners 9 

car   tracks 41 

crossings   19 

improvements,  cost  of 12 

intersections 19,    24 

lighting   274 

names  358 

in  walks 27 

openings 42,    338 

pavements    40 

railway  franchises 41 

repairs,  cost  of 12 

sprinkling 48,   59,    194 

washing   48 

work    diagram 22 

work  models 24 

Streets   (see  also  Roads). 

and   roads 11 

business 11,     19 

contour    375 

crown   on 11,    16 
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Structural     material 273 
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Subdividing  land 286 

Sub-grade    70 
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Sub-surface    maps 344 
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Sulphides    223 
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Surface  drainage 128,  140 
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water    pressure 219 
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Thawing  pipes 204 
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sidewalks    36 

Tidal   rivers 149 
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Towers   462 
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Tracings    333 
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lumber  left  in 172 
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Triangles,  formulas  for 395 

Trigonometry   394 

Trolley  lines 41 

Trusses    429 

Underground    drains 129 
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working  days 272 
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sewers    141 
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Vitrified  pipe 203 
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mixing   238 

proportions  246 

sand    37 
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Walks   (see  Crosswalks). 

Walks,   cross 30 
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specifications    for 72 

Walls    462 

dock    473 

curb   70 

retaining 464 

Washing  streets 4S 

Waste  of  gas 63 

matters    Ill 

of  water 195 

Water,  for  concrete 36.  232 
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filtration    191 

flow  of 173.  176.  L\»S.  217,  218 

line    373 

mains,    lowering 181 

pipe  joints 212 

pressure 109.    219 

pumping   formulas 205 
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quality   of 191 
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storm  flow 176 
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Water,  for  concrete  (Continued) 

uses  of 191 

waste   195 

way   areas 178 

works   design 200 

Waterproof  cements 488 

Waterproofing  283 

Weights,    hydraulic 220 

iron  and  steel 411 

road     rollers 63 

substances   414 

Weir  measuring 206 

in  sewers 182 
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and   cess   pools 110 
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silt   132 
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Wet   concrete 233 
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Winding  roads 23 
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Wind,  on  roofs 433 

pressure    462 
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specifications 67,  74 
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